




Dear customer and entertainment industry enthusiast !
 

Here is the newest edition of our AV, Audio and Lighting catalogue; 
752 pages full of professional DMT, DAP-Audio, 

Showtec, In� nity and Artecta products.
Our brands cover most needs of the entertainment branch and we have 

become a standard within the industry, partly because of 
our excellent price-quality ratio.

 

This new 2016 catalogue has a new and improved structure based 
on function groups, each with their own color. 

This new structure improves the � ndability of the products.
For example, all connectors and cables have been combined into one 

function group. The same applies to all AV, audio and light stands.
 

We hope to inspire you with our new product catalogue, 
“Art meets technology”!

WELCOME! 
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Art meets Technology

Equipment needs to be well 
protected. Here you will � nd 
a large assortment of prod-
ucts designed to protect your 
valuable equipment. Flight-
cases dedicated for light 
� xtures, screens, controllers 
and audio equipment. 
Also universal solutions for 
cables, stands, stage prod-
ucts and our 3 different case 
ranges; the value, standard 
and premium line.

Prefab cables for audio, light, 
data and video can be found 
here, as well as all power-
cables, ranging from IP-20 
to IP-65.  Also all products to 
make cables, assembly tools 
for a simple splitting cable
to multicore and power solu-
tions.  Here you will also � nd 
our assortment of adapters 
/ plugs.

The AV section consists of all 
products  concerning Projec-
tion, LED screens and pixel 
controlled shapes, plug and 
play products with Klingnet 
protocol. We offer indoor and 
outdoor LED screens with a 
pixelpitch of 3.9 to 25. 
Add media software, servers, 
senderboxes, distributors 
and rigging to complete your 
LED screens.

We offer solutions for install-
ers, musicians, mobile DJ’s 
and rental companies. 
We have an extensive 
package ranging from 
players, mixers, processors 
to ampli� ers, speakers, 
100V systems and other 
handy solutions. Excellent 
Price-quality is priority 
number 1.

Productgroups
CATALOGUE 2016
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We offer professional 
(theater) spots, bars, 
parcans, washers and 
decorative lights for the right 
atmosphere in both small 
venues and large outdoor 
events. In addition; moving 
heads, lasers, light effects, 
blinders and our foggers & 
effects for an extra show 
dimension. Furthermore 
all you need to control and 
distribute DMX.

To complement and cross-
over to a piece of light enter-
tainment, we offer our range 
of LED strips, downlights and 
� oodlights in both white and 
RGB. In addition, all products 
for the lighting installer like 
inground and underwater 
lights, wall lights, garden 
and street lights with the 
necessary power and control 
accessories.

Unlike previous catalogues 
this version combines all 
AV, Audio & Light stands 
together. For AV applications 
you will � nd our projector / 
LCD brackets and trolleys. 
For audio; speaker stands, 
wall brackets, microphones 
and DJ booths. Also there’s 
a comprehensive range of 
truss and line array lift-
ers and lightweight tripod 
stands.

Stage & rigging in the broad-
est sense of the word. 
Tapes, Cable bridges, 
Stages, Trusses but also 
everything to safely rig 
trusses and � xtures using 
chainhoists, slings, clamps 
and safeties. Also all you 
need to tidy-up your stage 
with backdrops, spaghetti 
curtains, curtain systems, 
pipe & drape and LED 
drapes.

Productgroups
CATALOGUE 2016
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DMT LED Screens
DMT has upgraded the names of the LED screens series in order to make everything more clear and logical. Some of our current products got new item numbers in order to make an upcount 
in the series. The accessories will remain the same item numbers as before. The series are also extended with F and I-series.
 
The LED screens are divided in 4 different series:
- E-Series: Economical series, lightweight screens with reliable rigging. Only for indoor use.
- P-Series: Professional series, suitable for touring equipped with Neutrik Powercon TRUE1 & Ethercon Connections. These series also have static calculations available.
- F-Series: Fixed Install series. The same quality as P-series but with a � rmer way of locking to ensure a good and save connection on long term use. With dedicated IP-65 
 connections for in- and outdoor installations.
- I-Series: Highres Indoor series suitable for touring but only for indoor projects, lightweight panels with a slim die-cast aluminium frame and convection cooling. Powercon 
 and ethercon connections.
 
For each project DMT can offer a dedicated solution!

 Pixel Screens 
 LED SCREENS 
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 Pixelscreen i3.9 Indoor  
   101500     50x50cm, 1500 Nits 
 The DMT i3.9 is a HD LED screen with a pixel pitch of only 3.9mm. It combines a lightweight 
and modular housing with an excellent picture quality. Rigging is easy and fast by its patented 
‘One Action Locking’. To Ensure quick and easy maintenance the i3.9 is been build out of 
modular LED modules as well hot swappable power supplies and data interface.
The LCD on the backside of the screen shows real time information off several statuses such 
as humidity, temperature, voltage and running time. 

Technical information:

 LED light source:  SMD2020 Black Frame
Driver: MBI5152
Luminance:  >1500 Nits
Transparency: 0%
Refresh rate: >2400Hz
Cabinet ratio: 1:1
Resolution: 128 x 128px
Pixel pitch: 3,91mm
Screen mode: Real Pixel
Viewing angle: 140° x 140°
Control system: LINSN Led Studio
Input voltage: 90-240V 50/60Hz
Max Power consumption: 672W/m2
Average Power consumption: 224W/m2
IP Rating: IP30 (indoor use)
Data connection: RJ45 (Neutrik Ethercon)
Power connection: Neutrik Powercon
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 10 panels
Cabinet size: W500mm x H500mm x D78mm
Cabinet weight: 9 kg (including link cables)
Link cables are included (both data and power) 

Special features:
 • Very slim die-cast aluminium with 
 only 8 kg lightweight frame.
• Quiet - Low heat design with no fans 
 cooling system
• Separated and exchangeable power 
 and control unit
• Patented ‘One Action Locking’
• Panel Status LCD7.8 

Technical information:

 LED light source: SMD2020 Black Frame
Driver: MBI5124
Luminance: 1500 Nits
Transparency: 0%
Refresh rate: >2000Hz
Cabinet ratio: 1:1
Resolution: 128 x 128px
Pixel pitch: 3,91mm
Screen mode: Real Pixel
Viewing angle: 140° x 140°
Control system: LINSN Led Studio
Input voltage: 200-240V 50/60Hz
Max Power consumption: 672W
Average Power consumption: 244W
IP Rating: IP30 (indoor use)
Data connection: RJ45 (Neutrik Ethercon)
Power connection: Neutrik Powercon
Cooling: convection
Mechanical connection: Fastlock system
Maximum hanging height: 10 panels
Cabinet size: W500mm x H500mm x D78mm
Cabinet weight: 9 kg (including link cables)
Link cables are included (both data and power)
 

Special features:
 • Affordable pricing
• Lightweight
• High refresh rate
• Quick assembling 

 Pixelscreen E3.9 Indoor  
   101560      
 The Pixelscreen E3.9  is an affordable HD Led screen with a pixel pitch of 3,9mm.
It has a lightweight and modular design and is suitable for a wide range of applications. 
Mechanical connection is easy and fast due an innovative quick lock system. The power- and 
data box can be removed easily in order to ensure fast service at any time. On the backside of 
the panel there are two status LED. One to indicate the power connection and a second one 
to indicate the data connection. Power connection is done by blue and white power connector. 
Data by lockable RJ45 connectors. A carrying handle on the top functions as an ergonomic 
carrying handle. 

 Pixel Screens 
 LED SCREENS 
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Special features:
 • 7 different angle positions
• Light weight
• 6000 Nits
• 2000 Hz refresh rate 

Technical information:

 LED light source: SMD2727 Nation Star
Luminance: 6000 Nits
Transparency: 0%
Refresh rate: >2000Hz
Cabinet ratio: 1:2
Resolution: 84 x 168px
Pixel pitch: 5,95mm
Screen mode: Real Pixel
Viewing angle: 140° x 140°
Control system: LINSN Led Studio
Input voltage: 100-240V 50/60Hz
Max Power consumption: 400W
Average Power consumption: 150W
IP Rating: IP65 (temporary 
  outdoor use)
Data connection: RJ45 (Neutrik Ethercon)
Power connection: Neutrik Powercon True
Cooling: convection
Mechanical connection: Fastlock system
Curved angles: -15°, -10°, -5°, 0°,5°, 
  10°, 15°
Maximum hanging height: 10 panels
Cabinet size: W500mm x H1000mm 
  x D75mm
Cabinet weight: 13,5 kg
Link cables are included (both data and power) 

 Pixelscreen P5.9 SMD Tour  
   101550      
 The DMT Pixelscreen 5.9 has a unique cabinet structure with a patented connection lock.
The die-casting aluminium pro� le offers better heat dissipation ensuring optimal cooling to all 
electronics. Due to the patented connection lock the installation has been reduced signi� cantly 
and safes over 50% of the installation time compared to traditional rental screens. Furthermore 
the screen can be built in 7 different angles in order to give full creativity and � exibility to the 
user. The Pixelscreen 5.9 has a waterproof design (IP65) which makes it suitable for temporary 
outdoor use such as public viewing, festivals and events. Connections both data and power are 
secured by reliable Neutrik connectors (Powercon True and Ethercon). 

Year: 2015
Location: Rust (D)
Lighting designer: Christian Ruppel
Production/Rental: Medienpark VISION
Related products
- Pixelmesh E12,5 Tour
- Sunstrip Active DMX
- Compact Par 7 Tri

 Pixel Screens 
 LED SCREENS 
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Special features:
 • 5 different angle positions
• Easy Rigging
• Lightweight only 11 Kg 
• 6mm real pixel pitch 

Technical information:

 LED light source: SMD3528 white frame
Luminance: 2000 Nits
Transparancy: 0%
Refresh rate: 300~1000Hz
Cabinet ratio: 1:2
Resolution: 80 x 160px
Pixel pitch: 6,25mm
Screen Mode: Real Pixel
Viewing angle (HxV): 140° x 140° 
Control system: LINSN LED Studio
Input Voltage: 220VAC    50/60Hz
Max Power Consumption: 200 Watt
Average Power Consumption: 75 Watt
IP Rating: IP-20 (indoor)
Data connection: RJ45
Power connection: Dedicated connector
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 10 Panels
Cabinet size: W500mm x H1000 x D63 mm 
Cabinet weight: 11 Kg
Flightcase (optional):  101380
Link cables are included 

 Pixelscreen E6  
   101377     2000 nits - SMD3528 LED 
 DMT’s Pixelscreen E6 is our expansion of the successful DMT Pixelmesh E12,5 series. It 
combines light weight with a very � exible rigging system which allows for curved shapes 
with the panels. Equipped with the same angling system as our E12,5, it’s possible to adjust 
every panel horizontally in � ve different angle positions (15°,7.5°,0°,-7.5°,-15°).The screen is 
designed with a super lightweight frame. Well suited for permanent installations. This gives you 
a nearly unlimited freedom to build your screen in any shape. The Pixelscreen E6 is the ideal 
indoor high resolution solution with a very high value for money content.
The Pixelscreen E6 is the right indoor tool for the most demanding and creative visual designer. 

 Pixel Screens 
 LED SCREENS 
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Technical information:

 LED light source: SMD3535 black frame
Luminance: 5000 Nits
Transparency: 0%
Refresh rate: 300~2400Hz
Resolution: 96 x 108px
Pixel pitch: 6,67mm
Screen Mode: Real Pixel
Viewing angle (HxV): 140° x 140° 
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 300 Watt
Average Power Consumption: 100 Watt
IP Rating: IP-65 (front) / IP-54 (back)
Data connection: Neutrik Ethercon
Power connection: Neutrik TRUE1
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 20 Panels
Cabinet size: W640mm x H720 x D149 mm 
Cabinet weight: 22 Kg 

 Pixelscreen P6 SMD Tour MKIII  
   101520     SMD3535 Black Frame 
 The Pixelscreen P6 SMD Tour MKIII is the new type of the already succesful Pixelscreen 
P6 SMD Tour MKII. In this new version, DMT has chosen to use the new Powercon TRUE1 
connectors and led type SMD 3535 with black frame for high output and best contrast. The 
DMT Pixelscreen P6 SMD Tour MKIII is an ideal screen for rental use. The ergonomic and 
service friendly design with a sensational low weight of 22 kg for each panel improves set-
up times of pixelscreens. The modular structure allows a unique ‘one-minute’ maintenance in 
case of any problem.

The Pixelscreen P6 SMD Tour MKIII is one of the most silent LED screens on the market. Due to 
ef� cient design with optimal convection cooling it does not need any fans. This feature makes 
the Pixelscreen P6 SMD Tour MKIII very suitable for Broadcast, Rental and Theatre applications, 
where silence is demanded.

The Pixelscreen P6 SMD Tour MKIII is ready to go on the road with the specially designed 
� ightcase, which can hold up to 6 screens, and it’s necessary cables. The cases are designed 
and constructed to withstand the toughest conditions on the road and they are designed to � t 
European Truck Measurements as they have a width of 60cm. 

Special features:
 • New LED 3535 technology
• High contrast rate because of black frame 
   led type
• Easily assembled screen ratios of 4:3, 
   8:9, 16:9
• Ideal for broadcast and rental application 

Pixelscreen P6 SMD Tour MKIII
Thiele & Partner Solution

 Pixel Screens 
 LED SCREENS 
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Special features:
 • New LED 3535 technology
• High contrast rate because of black frame 
   led type
• Easily assembled screen ratios of 4:3, 
   8:9, 16:9
• Ideal for broadcast and rental application 

Pixelscreen P10 SMD Tour @ Within Temptation
Equipment by Purple Group Production: AT Productions BV

 Pixelscreen P10 SMD Tour MKIII  
   101510     SMD3535 Black Frame 
 The DMT Pixelscreen P10 SMD Tour MKIII is the new type of the already successful Pixelscreen 
P10 SMD Tour MKII. In this new version, DMT has chosen to use the new Powercon TRUE1 
connectors and led type SMD 3535 with black frame for high output and best contrast. The 
DMT Pixelscreen P10 SMD Tour MKIII is an ideal screen for rental use.The ergonomic and 
service friendly design with a sensational low weight of 22 kg for each panel improves set-
up times of pixelscreens. The modular structure allows a unique ‘one-minute’ maintenance in 
case of any problem.

The Pixelscreen P10 SMD Tour MKIII is one of the most silent LED screens on the market. 
Due to ef� cient design with optimal convection cooling it does not need any fans. This feature 
makes the Pixelscreen P10 SMD Tour MKIII very suitable for Broadcast, Rental and Theatre 
applications, where silence is demanded.

The Pixelscreen P10 SMD Tour MKIII is ready to go on the road with the specially designed 
� ightcase, which can hold up to 6 screens, and it’s necessary cables. The cases are designed 
and constructed to withstand the toughest conditions on the road and they are designed to � t 
European Truck Measurements as they have a width of 60cm. 

Technical information:

 LED light source: SMD3535 black frame
Luminance: 5000 Nits
Transparency: 0%
Refresh rate: 300~1000Hz
Resolution: 64 x 72px
Pixel pitch: 10mm
Screen Mode: Real Pixel
Viewing angle (HxV): 140° x 140° 
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 300 Watt
Average Power Consumption: 100 Watt
IP Rating: IP65 (front) / IP54 (back)
Data connection: Neutrik Ethercon
Power connection: Neutrik TRUE1
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 20 Panels
Cabinet size: W640mm x H720 x D149 mm 
Cabinet weight: 22 Kg 

 Pixel Screens 
 LED SCREENS 
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Special features:
 • 5 different angle positions
• Very service friendly
• Lightweight only 6Kg 
• Ideal size ratio for creative set-ups 

Technical information:

 LED lightsource: SMD3528 RGB white frame
Luminance: 1200 Nits
Transparancy: 35%
Refresh rate: Variable <1000Hz
Cabinet area: 0,32m2
Cabinet ratio: 1:2
Pixels per cabinet: 32 x 64
Pixel density: 6400 pixels/m2
Pixel pitch: 12mm
Viewing angle (HxV): 140° x 140°
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 100W
Average Power Consumption:  34W
IP Rating:  IP-20 (indoor)
Power connection: Dedicated connector
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 8m (10 modules)
Cabinet size: W400 x H800 x D60 mm
Cabinet weight: 6 Kg
Link Cables Included 

 Pixelmesh E12.5  
   101390     1200 nits - SMD3528 LED 
 DMT’s Pixelmesh E12.5 SMD is our economical expansion of the successful DMT Pixelmesh 
P14,4 series. It combines high transparency with a very � exible rigging system which allows for 
curved shapes with the panels. Equipped with almost the same angling system as our P14,4, 
it’s possible to adjust every panel horizontally in � ve different angle positions (15°,7.5°,0°,-
7.5°,-15°).The screen is designed with a super lightweight frame. Well suited for permanent 
installations. This gives you a nearly unlimited freedom to build your screen in any shape. The 
Pixelmesh E12.5 SMD is the ideal indoor high resolution solution with a very high value for 
money content. The Pixelmesh E12.5 SMD is the right indoor tool for the most demanding and 
creative visual designer. 

Within Temptation
Equipment by Purple Group Production: AT Productions BV
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Special features:
 • Powercon and Ethercon connections
• Light Weight
• Different Curved Setups 

Year: 2015
Location: Rust (D)
Lighting designer: Christian Ruppel
Production/Rental: Medienpark VISION
Related products
- Pixelmesh E12,5 Tour
- Sunstrip Active DMX
- Compact Par 7 Tri

 Pixelmesh E12.5 Tour  
   101400     1200 Nits - SMD3528 Powercon connections 
 DMT’s Pixelmesh E12.5 SMD Tour is the rental version of the 101390 - Pixelmesh E12.5.Just 
as the normal E12.5 it combines high transparency with a very � exible rigging system which 
allows for curved shapes with the panels. Equipped with almost the same angling system 
as our P14,4, it’s possible to adjust every panel horizontally in � ve different angle positions 
(15°,7.5°,0°,-7.5°,-15°).The screen is designed with a super lightweight frame. Well suited 
for permanent installations. This gives you a nearly unlimited freedom to build your screen in 
any shape. The Pixelmesh E12.5 SMD is the ideal indoor high-resolution solution with a very 
high value for money content. The Pixelmesh E12.5 SMD Tour is the right  choice for the rental 
market. Equipped with Powercon and Ethercon connectors it’s fast to built and easy to connect.
Powercon link cable and ethercon data link cable are included. 

Technical information:

 LED lightsource: SMD3528 RGB white face
Luminance: 1200 Nits
Transparancy: 35%
Refresh rate: Variable <1000Hz
Cabinet area: 0,32m2
Cabinet ratio: 1:2
Pixels per cabinet: 32 x 64
Pixel density: 6400 pixels/m2
Pixel pitch: 12mm
Viewing angle (HxV): 140° x 140°
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 100W
Average Power Consumption:  34W
IP Rating:  IP-20 (indoor)
Data connection: Neutrik Ethercon
Power connection: Neutrik Powercon
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 8m (10 modules)
Cabinet size: W400 x H800 x D60 mm
Cabinet weight: 6 Kg
Link Cables Included 

 Mesh Screens 
 LED SCREENS 

 AUDIOVISUAL 



 Maingroup 
 Subgroup 

19

Pixelscreen P6 SMD Tour MKIII
Thiele & Partner Solution

Pixelscreen P6 SMD Tour MKIII
Thiele & Partner Solution
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 Pixelscreen F6 SMD Fixed Installation  
   101540     5000 Nits - SMD3535 Black Frame 
 DMT has introduced the F-series led screens, which stand for � xed installation.  The locking 
system is different from the rental series, quicklock is replaced by a � rmer way of locking the 
led screens to ensure a good and save connection on long term outdoor use. 

Technical information:

 LED light source: SMD3535 black frame
Luminance: 5000 Nits
Transparency: 0%
Refresh rate:  >1000Hz
Resolution: 96 x 108px
Pixel pitch: 6.67mm
Screen Mode: Real Pixel
Viewing angle (HxV): 140° x 140° 
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 650 Watt per m2
Average Power Consumption: 215 Watt per m2
IP Rating: IP65
Data connection: Dedicated IP65 data connection
Power connection: Dedicated IP65 power connection
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 20 Panels
Cabinet size: W640 x H720 x D149 mm 
Cabinet weight: 22 Kg 

 Pixelscreen F10 SMD Fixed Installation  
   101530     5000 Nits - SMD3535 Black Frame 
 DMT has introduced the F-series led screens, which stand for � xed installation.  The locking 
system is different from the rental series, quicklock is replaced by a � rmer way of locking the 
led screens to ensure a good and save connection on long term outdoor use. 
Technical information:

 LED light source: SMD3535 black frame
Luminance: 5000 Nits
Transparency: 0%
Refresh rate:  >1000Hz
Resolution: 64 x 72px
Pixel pitch: 10mm
Screen Mode: Real Pixel
Viewing angle (HxV): 140° x 140° 
Control system: LINSN LED Studio
Input Voltage: 100~240VAC...50/60Hz
Max Power Consumption: 650 Watt per m2
Average Power Consumption: 215 Watt per m2
IP Rating: IP65
Data connection: Dedicated IP65 data connection
Power connection: Dedicated IP65 power connection
Cooling: Convection
Mechanical connection: Fastlock system
Maximum hanging height: 20 Panels
Cabinet size: W640 x H720 x D149 mm 
Cabinet weight: 22 Kg 

Special features:
 • Black Frame SMD3535 for higher   
 contrast rating
• Made for permanent outdoor use
• Ideal stadiums, outdoor advertisement, 
 or signing solutions 
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 Controller Pixelstrip MKII  
   42273     up to 16 strips 
 The Pixel strip controller MKII is necessary to give power and data to the Pixelstrip MKII. It’s a 
dedicated controller and the strips cannot be controlled without it. The controller has a Klingnet 
in- and output RJ-45 for easy daisy chaining your klingnet setup. It has 4x RJ-45 outputs. 
Each output can be set for 1 – 4 strips which counts a total of 16 strips for one controller. 
The controller has DMX, Klingnet and Artnet. 
Klingnet and Artnet to use for full pixelcontrol 
and DMX to control the built in programs. The 
2x18 character display makes it easy to set 
network and � xture settings. 

 PixelStrip P25 MKII  
   42272     DMX, Kling- & Artnet 
 The Pixelstrip P25 MKII is slim strip with only a Ethernet RJ-45 in- and output  to connect in a 
daisy chain setup together with the dedicated pixel strip MKII controller. The MKII controller  is 
equipped with Klingnet,  DMX and Artnet. This makes it possible to use the strips with a wider 
range of controllers and software.  The DMT Pixelstrip P25 MKII contains 40 pixels with a pitch 
of 25mm. The pixels are mounted in a con� guration of 1x40. It has a sliding bracket for � exible 
rigging and the possibility to connect multiple strips in vertical position to eliminate gaps in 
between. Each batten should always be rigged separately. Use the Strip in combination with the 
Tile and the batten to make creative visual setups. 

Special features:
 • Only for dedicated Controller
• Sliding bracket
• P25 1x40 Pixels
• 4pcs Daisy Chain 

Special features:
 • Control up to 16 strips
• 4 outputs
• DMX512, Artnet, Klingnet
• Easy daisy chain 

Technical Information 

 Light Source
LED System: 40x 5050 SMD RGB
Luminance: 850 nits
Refresh rate: 100Hz

Optical system
Dimmer: 0-100%
Max strobe freq: 25Hz
View Angle: 120 degrees
Pixels: 1Hx40V
Pixelpitch: 25mm
Cover: Medium Frost

Physical
Dimensions: 1000 x 32 x 40mm 
 (Excl bracket)
Weight: 0,8Kg
Housing: Die-cast aluminium, 
 metal bracket
Color: Black
Data Connectors: RJ-45 in- & output
Cooling: Convection

Safety
Operation temperature: -5~40°C
Protection: IP-20 

Technical Information 

 Control
Control Protocol: DMX512, Artnet, Klingnet
DMX channels: DMX512; 8ch / Artnet 
Separate Pixel Control; 1920ch (16 strip setup) 
Built-in programs: 30 (can be selected 
 over DMX512)
Strip setup: 1 – 4pcs each output

Electrical
Power Supply: 100-240 VAC, 50/60Hz
Power Consumption: 400W Max

Physical
Dimensions: 290 x 200 x 86mm
Weight: 4,8Kg
Housing: Die-cast aluminium, 
 metal bracket
Color: Black

Power Connectors: Blue/White 
 Power connector
Klingnet Connections: RJ-45 in-&output
Max Controller/strip lenght: 10m
DMX Connections: 3p XLR in-&output
Outputs: 4x RJ-45 
Cooling: Convection

Safety
Operation temperature: -5~40°C
Protection: IP-20 

 LED Master  
   50180     Box 

Maximize your performance:
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Technical Information 

 Light Source
LED System: 160x 5050 SMD RGB
Luminance: 850 nits
Refresh rate: 100Hz

Electrical
Power Supply: 100-240 VAC, 50/60Hz
Power Consumption: 100W Max

Control
Control Protocol: DMX512, Artnet, Klingnet
DMX channels: 8, 480Ch
Built-in programs: 30 (can be selected 
 over DMX512)

Optical system
Dimmer: 0-100%
Max strobe freq: 25Hz

View Angle: 120 degrees
Pixels: 40Hx4V
Pixelpitch: 25mm
Cover: Medium Frost

Physical
Dimensions: 1000 x 140 x 105mm
Weight: 3,8Kg
Housing: Die-cast aluminium, 
 metal bracket
Color: Black
Power Connectors: Blue/White Power connector
Data Connectors: 3p XLR, RJ-45 in-&output
Cooling: Convection

Safety
Operation temperature: -5~40°C
Protection: IP-20 

 PixelBatten P25 MKII  
   42276     DMX, Kling- & Artnet 
 The PixelBatten P25 MKII is more versatile then it’s predecessor. Now it is equipped with not 
only Klingnet, but also DMX and Artnet onboard. This makes it possible to use the PixelBatten 
with a wider range of controllers and software. It has two Ethernet RJ-45 ports with built-in 
switch for linking Klingnet or Artnet. Powercon in/out and DMX in/out for daisy chain power and 
data. The 2x18 character display makes it easy to set network and � xture settings. The DMT 
Pixelbatten P25 MKII has a length of 1m and contains 160 pixels with a pitch of 25mm. The 
pixels are mounted in a con� guration of 40x4 pixels. It has a sliding bracket for � exible rigging 
and the possibility to connect multiple battens in vertical position to eliminate gaps in between. 
Each batten should always be rigged separately. Use the batten in combination with the strip 
and the tile to make creative visual setups. 

Special features:
 • Klingnet, Artnet, DMX
• Built-in Ethernet switch 
• P25 4x40 pixels
• Sliding bracket 

 Pixel Tile P25 MKII  
   42277     DMX, Kling- & Artnet 
 The Pixeltile P25 MKII is a square 300x300mm pixel � xture. It is equipped with Klingnet, 
Artnet and DMX protocol. This makes it possible to use the Pixel tile with a wide range of 
controllers and software. It has two Ethernet RJ-45 ports with a built-in switch for linking 
Klingnet or Artnet. Powercon in/out and DMX in/out for daisy chain power and data. The 2x18 
character display makes it easy to set network and � xture settings. The DMT Pixeltile P25 
contains 144 pixels with a pitch of 25mm. The pixels are mounted in a con� guration of 12x12. 
It has a sliding bracket for � exible rigging and the possibility to connect multiple battens in 
vertical position to eliminate gaps in between. Each batten should always be rigged separately. 
Use the Tile in combination with the strip and the batten to make creative visual setups. The 
Pixeltile also has the same measurements as the Showtec White pix which makes them easy 
to combine in a grid. 

Special features:
 • Klingnet, Artnet, DMX
• Built-in Ethernet switch 
• P25, 12x12 pixels
• Built-in programs 

Technical Information 
 Light Source
LED System: 144x 5050 SMD RGB
Luminance: 850 nits
Refresh rate: 100Hz

Electrical
Power Supply: 100-240 VAC, 50/60Hz
Power Consumption: 150W Max

Control
Control Protocol: DMX512, Artnet, Klingnet
DMX channels: 8, 432Ch
Built-in programs: 30 (can be selected 
 over DMX512)

Optical system
Dimmer: 0-100%
Max strobe freq: 25Hz
View Angle: 120 degrees

Pixels: 12Hx12V
Pixelpitch: 25mm
Cover: Medium Frost

Physical
Dimensions: 300 x 300 x 60mm 
 (Excl bracket)
Weight: 5,2Kg
Housing: Die-cast aluminium, 
 metal bracket
Color: Black
Power Connectors: Blue/White Power connector
Data Connectors: 3p XLR, RJ-45 in-&output
Cooling: Convection

Safety
Operation temperature: -5~40°C
Protection: IP-20 

 LED Master  
   50180     Box 

Maximize your performance:

 LED Master  
   50180     Box 
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 P10/P6 Rigging Bar 2 

   101442    for 2 pcs Pixelscreen P10/P6 Tour SMD 

 Maximum hanging height:
20 modules: 14,4 meter
safety factor 10:1 

 E6 Riggingbar 2 

   101379    for 2 pcs Pixelscreen E6 

 Max 2 rows of 10 panels. 

 E12,5 Riggingbar 2 

   101392    for 2 pcs Pixelmesh E12,5 

 Max 2 rows of 10 panels. 

 P10/P6 Rigging Bar 1 

   101441    for 1 pcs Pixelscreen P10/P6 Tour SMD 

 Maximum hanging height:
20 modules: 14,4 meter
safety factor 10:1 

 E6 Riggingbar 1 

   101378    for 1 pcs Pixelscreen E6 

 Max. 10 Panels 

 E12,5 Riggingbar 1 

   101391    for 1 pcs Pixelmesh E12,5 

 Max. 10 Panels 

 Riggingbar Double for E3.9 

  

   101562     

 Riggingbar Single for E3.9 

   101561     

  

 Riggingbar Double for I3.9 

  

   101502    Max 10 panel vertical 

 Riggingbar Single for I3.9 

   101501    Maximum 10 panels vertical 

  

 Riggingbar Single for P5.9 

   101551     

  

 Riggingbar Double for P5.9 

   101552     

  

 Riggingbar Triple for P5.9 

   101553     

  

 LED Screen Rigging 
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 Data Link Cable for P6/P10/P14/E12.5/P5.9 

 Data inputcable for all Pixelscreens/Pixelmesh with 
Ethercon connectors 

Available model:

   101447    0,35 mtr 
   101448    0,6 mtr 
   101449    1,0 mtr 
   101558    1,0mtr 

 Data Input Cable for P6/P10/P14/E12.5/P5.9 

 Data inputcable for all Pixelscreens/Pixelmesh with 
Ethercon connectors 

Available model:

   101446    10mtr Ethercon to RJ45 
   101557    10mtr Ethercon to RJ45 

 P10 Power Link Cable 

  

Available model:

   101434    0,6mtr 

 P10 SMD Tour Main Power Cable 

  

Available model:

   101429    10mtr CEE /TRUE 1 

 Power Cable CEE - Powercon 

 Connectioncable for E12.5 Tour (101400)
This is a split-cable with 6 power outputs, each 
output can provide power for 5 panels max. 

Available model:

   101406    10m 6x Powercon out 

 Power Cable for E/F Series Split 

 Connectioncable for E and F series.
This is a split-cable with 6 power outputs, each 
output can provide power for 5 panels max if used 
with E series and 1 panel max if used with F series 

Available model:

   101394    10m 6x Output 

 Power Cable CEE - Powercon 

 Power cable for the I3.9 led screen. This power 
cable has 4x powercon output. 

Available model:

   90479    12mtr 4x Powercon out 

 Data-Coupler for E/F Series 

 Coupler for connecting data from E and F series 
horizontally 

Available model:

   101397     

 Power Cable for E/F Series 

  

Available model:

   101398    10m Single output 

 Data Link Cable for E/F series 

 dedicated data cable for Pixelmesh E and F series 

Available model:

   101396    0,9 mtr 

 Data Inputcable for E/F series 

 Data inputcable from RJ45 to dedicated data 
connector for E and F series (10 mtr) 

Available model:

   101395    10mtr 

 P10 SMD Tour Power Link Cable 

  

Available model:

   101428    0,45mtr TRUE1 connectors 

 LED Screen Accessories 
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 F6/F10 Power Cable Main 

  

Available model:

   101459    10mtr 

 P5.9 Power Cable Link 

 P5.9 Power cable LINK 1,0mtr for Pixelscreen P5.9 
SMD Tour 

Available model:

   101556    1,0mtr 

 P5.9 Power Cable Main 

 Power cable MAIN 5,0mtr for Pixelscreen P5.9 
SMD Tour 

Available model:

   101555    5,0mtr 

Year: 2015
Location: Rust (D)
Lighting designer: Christian Ruppel
Production/Rental: Medienpark VISION
Related products
- Pixelmesh E12,5 Tour
- Sunstrip Active DMX
- Compact Par 7 Tri
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Technical information:

 Sendercard Type: 802
Power supply: AC 85-264V 50/60 Hz 2.1A
Power Consumption: 465W

Inputs:
1 x VGA DB15 Socket VGA-UXGA
Supported Resolutions:
1024x768x60, 800x600x60, 640x480x60, 1280x720x60, 1280x800x60, 1280x960x60, 1280x1024x60, 
1440x900x60, 1400x1050x60, 1600x1200x60, 1680x1050x60, 1920x1080x60, 1366x768x60

1 x DVI Standard DVI-I socket
Supported Resolutions:
SMPTE: 625/25 PAL, 525/29.97 NTSC, 625/50p PAL, 525/59.94p NTSC
1080i50,1080i59.94/60,720p50,720p59.94/60
VESA: 800x600x60Hz, 1024x768x60Hz, 1280x768x60Hz, 1280x1024x60Hz, 1600x1200x60Hz, 
1920x1080x60Hz, 1920x1080x50Hz

2 x USB
1 USB port is used to play only video content and the other only for images.

Outputs:
2 x DVI Output Standard DVI-I Socket

Supported Resolutions:
VESA: 800x600x60Hz, 1024x768x60Hz, 1024x768x75Hz, 1280x720x60Hz, 1280x720x50Hz, 
1280x768x60Hz, 1280x800x60Hz, 1280x1024x60Hz, 1360x768x60Hz, 1366x768x60Hz, 1400x1050x-
60Hz, 1440x900x60Hz, 1600x1200x60Hz,  1680x1050x60Hz, 1920x1080x60Hz,  1920x1080x50Hz, 
1920x1200x60Hz,  2048x1152x60Hz, 2560x812x60Hz,  2560x1152x50Hz.

1 x VGA DB15 Socket
Supported Resolutions:
VESA: 800x600x60Hz, 1024x768x60Hz, 1024x768x75Hz, 1280x720x60Hz, 1280x720x50Hz,  
1280x768x60Hz, 1280x800x60Hz, 1280x1024x60Hz, 1360x768x60Hz,  1366x768x60Hz, 1400x1050x-
60Hz,  1440x900x60Hz, 1600x1200x60Hz,  1680x1050x60Hz, 1920x1080x60Hz,  1920x1080x50Hz, 
1920x1200x60Hz,  2048x1152x60Hz, 2560x812x60Hz,  2560x1152x50Hz.

Control: Remote RS232, USB control
Source Switch: support every signal alpha key operation
PIP: Support PIP and PBP for any channel
AV Sync: supported
Working Environment: 0°C~45°C
Humidity: 10% to 90%
Dimensions: 480 x 268 x 145
Weight: 2,60 kg 

 LS-125 Videoprocessor (sender card included)  
   101409     Basic video processor with buit in media player 
 The LS-125 videoprocessor is the new version of our popular LS-120. The new design has 
added the bigger buttons and a new on board media player. It’s now possible to make a 
schedule playlist for a USB stick containing the video � les. The LS-125 comes with two USB 
ports, one for playing images and one for playing video � les. 
With the new rotary it makes it very easy and fast to change values from scaling, positioning, 
menu selections etc. The built in sender card, model 802, makes the LS-125 plug and play for 
all our led screens. 

Special features:
 • Easy setup and control
• Two DVI outputs
• Built-in LINSN sender card (model 802) 
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Technical information:

 LS-180 Videoprocessor (sender card included)  
   101417     Pro Video Processor with SDi input 
 The DMT LS-180 is a state of the art scaler/switcher for LED Screens. It features a built in 
sender card and can therefore run without the need of any computer. The LS-180 is equipped 
with many source inputs including SDi in and SDi loop. It features great functions such as PIP 
and Subtitle overlay and a test pattern function. The LS-180 can be programmed that a switch 
between two sources can be done by a fade. Furthermore the LS-180 can be connected by 
the computer for easy setup and downloading latest � rmware and settings.The LS-180 is the 
perfect solution for the most demanding LED Screen rental and installation. 

 Sendercard Type:  802
Power supply: AC 100-240V 50/60 Hz
Power Consumption: 25 W

Inputs:
3 x  Composite BNC PAL/NTSC
1 x  S-Video DIN 4 PAL/NTSC
3 x  YPbPR BNC Anologue HD Input
1 x  VGA DB15 VGA-UXGA

1 x  DVI SMPTE: 625/25 PAL, 525/29.97 NTSC,625/50p PAL, 525/59.94p,  NTSC:
 1080i50,1080i59.94/60,720p50,720p59.94/60, VESA: 800x600x  
 60Hz, 1024x768x60Hz, 1280x768x60Hz, 1280x1024x60Hz. 1600x1200x60Hz, 
 1920x1080x60Hz, 1920x1080x50Hz
2 x  SDI ITU-R BT.656,ITU-R BT.601,SMPTE 259M, SMPTE 292, SMPTE 297
2 x  HDMI SMPTE: 625/25 PAL, 525/29.97 NTSC, 625/50p 
 PAL, 525/59.94p NTSC, 1080i50, 1080i59.94/60, 720p50, 720p59.94/60  
 VESA: 800x600x60Hz, 1024x768x60Hz, 1280x768x60Hz, 1280x1024x60Hz, 

1600x1200x60Hz, 1920x1080x60Hz,1920x1080x50Hz

Outputs:
2 x DVI VESA: 800x600x60Hz, 1024x768x60Hz, 1024x768x75Hz, 1280x768x
 60Hz,1280x1024x60Hz, 1440x900x60Hz, 1400x1200x60Hz, 1600x1200x  
 60Hz, 1920x1080x60Hz,1920x1200x60Hz, 2048x1152x60Hz

Control: RS-232, USB TCP/IP
Source Switch: Support every signal alpha key operation
PIP: PIP for SD with HD and HD with HD
Alpha Key: Supported
Working Environment: 0°C~45°C
Humidity: 10% to 90%
Dimensions: 480 x 268 x 145
Weight: 2,56 kg 

Special features:
 • SDI Input and Loop
• Built in test pattern function
• Position X,Y setting for output source
• Seamless switching between sources 
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Special features:
 • Built in Display Connection function
• 2 x 802 LINSN sender cards on board 
 for large setups
• 3 simultaneous outputs 
• No computer need for setting led 
 screen 

Technical information:

 Sendercard Type:  802
Power supply: AC 85-264V 50/60 Hz
Power Consumption: 2.1 Amp

Inputs:
3 x Composite BNC PAL/NTSC 480i,576i 

1 x S-Video DIN 4 PAL/NTSC 480i,576i 

3 x YPbPR BNC  Analogue HD Input 
 480i,576i,480p,576p,720p50,
 1080i50,1080p50 1080i50,1080i60

1 x VGA DB15 VGA-UXGA
 1024x768@60Hz, 800x600@60Hz, 640x480@60Hz,  
 1280x720@60Hz, 1280x960@60Hz, 1440x900@60Hz, 
 1600x1200@60Hz, 1920x1080@60Hz, 1280x800@60Hz, 
 1280x1024@60Hz, 1400x1050@60Hz, 1680x1050@60Hz,  
 1366x768@60Hz 

1 x DVI-I SMPTE: 625/25 PAL, 525/29.97 NTSC, 625/50p PAL, 525/59.94p
 NTSC 1080i50,1080i59.94/60,720p50,720p59.94/60 VESA:  
 800x600@60Hz, 1024x768@60Hz, 1280x768@60Hz, 
 1280x1024@60Hz, 1600x1200@60Hz, 1920x1080@60Hz, 
 1920x1080@50Hz 

1x DP Display port input
 Support resolution: WQXGA + (1920 x 1200), and color depth: 
 30/36 bit (each primary 10/12 bit) 

1x 3G SDI Input BNC
 SMPTE 259M SD-SDI 270 Mbit/s 480i, 576i SMPTE 292M HD-SDI    
 1.485 Gbit/s 720p, 1080i SMPTE 424M 3G-SDI 2.970 Gbit/s 1080p 

10x Audio Input RCA Socket 48Kbps 24bit 

2x DVI-I Output
 VESA: 800x600@60Hz, 1024x768@75Hz, 1280x720@50Hz,            
 1280x800@60Hz, 1360x768@60Hz, 1400x1050@60Hz, 
 1600x1200@60Hz, 1920x1080@60Hz, 1920x1200@60Hz, 
 2560x812@60Hz, 1024x768@60Hz, 1280x720@60Hz, 
 1280x768@60Hz, 1280x1024@60Hz, 1366x768@60Hz, 
 1440x900@60Hz, 1680x1050@60Hz, 1920x1080@50Hz, 
 2048x1152@60Hz, 2560x816x60Hz 

1x VGA Output
 VESA: 800x600@60Hz, 1024x768@75Hz, 1280x720@50Hz, 
 1024x768@60Hz, 1280x720@60Hz, 1280x768@60Hz, 
 1280x800@60Hz, 1360x768@60Hz, 1400x1050@60Hz, 
 1600x1200@60Hz, 1920x1080@60Hz, 1920x1200@60Hz,  
 2560x812@60Hz, 1280x1024@60Hz, 1366x768@60Hz, 
 1440x900@60Hz, 1680x1050@60Hz, 1920x1080@50Hz, 
 2048x1152@60Hz, 2560x816@60Hz 

1x Audio Output 48Kbps 24bit

Communication: RS232 USB TCP/IP
Working Environment: 0°C~45°C
Humidity: 10% to 90%
PIP support PBP between inputs  

 LS-190 LED Screen Processor (sender card included)  
   101600      
 LS-190 is the most complete processor DMT has to offer at the moment. Standard with 2 
sender card type 802 on board. No computer is needed to patch or set your led screen. The 
“display connection” can be done from the menu inside the LS-190, so no more searching for 
the right version Led Studio software anymore! 
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Special features:
 • Ethercon connectors
• 19” Rackmount housing
• Sendercard included
 

 SB-801 Senderbox for Pixelscreen/Mesh  
   101418      
 The DMT SB-801 is the only piece of equipment required between the video source and your 
LED screen.The device takes a digital video (DVI) input and converts it so it can be sent over a 
single CAT-5(RJ45)cable to your LED Screen. 
Connections are made by Neutrik Ethercon connectors ensuring a reliable connection in any 
situation.
Maximum 4 pcs of SB-801 can be used in cascade for higher resolution screen.
The DMT SB-801 is equipped with a sendercard which is compatible with all DMT LED Screens. 

Technical information:

 Sendercard Type: 802
Video input: DVI-D
Outputs to screen: 2 ethercon(RJ45) soft-patched connectors
Power input: Powercon
Setup port: USB-B,
RS 232 connection on the back side. The RS 232 is used for cascade
Screen brightness control: 16-levels adjustment on the front panel
LED indicators on the back panel: 2 power(red),1 signal A present(green)
Power consumption: 65 watts
Input voltage: 85-264 volts,47-63Hz auto switching
Weight: 4.5Kg(10lbsq)
Dimensions: 48cm*26.8cm*4.4cm
Standard rack size: 1U
Cooling: Active by built in fan.

Sender Card supports following resolutions
60HZ output: TS802(D) support capability
No Max support Note
? Width Height Total ?
1 2048 320 655360 1 cable
3 1984 320 634880 1 cable
4 1920 320 614400 1 cable
5 1856 352 653312 1 cable
6 1792 352 630784 1 cable
7 1728 352 608256 1 cable
8 1664 384 638976 1 cable
9 1600 384 614400 1 cable
10 1536 416 638976 1 cable
11 1472 416 612352 1 cable
12 1408 448 630784 1 cable
13 1344 480 645120 1 cable
14 1280 512 655360 1 cable
15 1216 512 622592 1 cable
16 1152 512 589824 1 cable
17 1088 512 557056 1 cable
18 1024 640 655360 1 cable
19   896 640 573440 1 cable
20   832 640 532480 1 cable
21   768 640 491520 1 cable
22   704 640 450560 1 cable
23   640 640 409600 1 cable

60HZ output: TS802(D) support capability
No Max support Note
 Width Height Total 
1 2048   640 1310720 2 cables
3 1920   672 1290240 2 cables
4 1856   704 1306624 2 cables
5 1792   720 1290240 2 cables
6 1728   736 1271808 2 cables
7 1664   768 1277952 2 cables
8 1600   800 1280000 2 cables
9 1536   832 1277952 2 cables
10 1472   880 1295360 2 cables
11 1408   928 1306624 2 cables
12 1344   960 1290240 2 cables
13 1280 1024 1310720 2 cables
14 1216 1024 1245184 2 cables
15 1152 1024 1179648 2 cables
16 1088 1024 1114112 2 cables
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Special features:
 • Patch led screens without use of a computer and Led Studio
• 802 Sendercard included
• DVI-D and HDMI input 

Special features:
 • Patch led screens without use of a computer and Led Studio
• 2x 802 Sendercard included
• DVI-D and HDMI input 

Technical information:

 • PCI Slot
• 5V input for use with Laptop
• Max. LED screen size 2048 x 640 pixels.
• Up to four cards can work together for large
 screens (up to 4096 x 1152)
• Full Color
• Capable to drive Real Pixel, Virtual Pixel,
 Full Color, Double Color and Single Color screens.
• Including DMT Led Studio Software
• Including DVI cable (35 cm) and USB-Cable
• Connection to LED screen by RJ-45 connector 

 DMT S8020 Sender Card  
   101401     for Pixelscreen/Mesh series 
 The DMT-S8020 is our universal sender card which works with our full range of DMT 
Pixelscreens and Pixelmesh systems.
The DMT-S8020 is the latest generation sender card and gives you full control to your LED 
Screen.
The sender card comes including DMT Led Studio Software and all necessary cables.
Please note that your laptop or PC needs a DVI output in order to drive the system. 

Technical information:

 Sendercard Type: 2x 802
Video input: 2x DVI-D + HDMI
Outputs to screen: 2x 2 ethercon(RJ45) soft-patched connectors
Power input: Powercon IN/OUT
Setup port: USB-B,
 RS 232 connection on the back side. The RS 232 is used for cascade
Screen brightness control: 16-levels adjustment on the front panel
Resolutions: 1024 x 768, 1280 x 768, 1280 x 800, 1280 x 768, 1280 x 1024, 1366 x 768, 
 1440 x 900, 1440 x 1080, 1600 x 576, 1600 x 900, 1600 x 1000, 
 1600 x 1200, 1680 x 1050, 1728 x 1296, 1920 x 1080
Power consumption: 25 watts
Input voltage: 85-264 volts,50-60Hz
Weight: 4.8Kg(10lbs)
Dimensions: 48cm*26.8cm*4.4cm
Standard rack size: 1U
Cooling: Active by built in fan. 

 SB-804 Sender Box Pro Dual  
   101602     Dual Sendercards built in 
 The DMT SB-804 is the extended version of the SB-803 with two sender cards on board it’s 
capable of con� guring big led screen setups.
The device takes a digital video (DVI or HDMI) input and converts it, so it can be sent over a 
single CAT-5(RJ45)cable to your LED Screen. 
Connections are made by Neutrik Ethercon connectors ensuring a reliable connection in any 
situation.

With SB-804 you don’t have to worry about which version Led Studio to use. SB-804 let’s you 
patch your led screen directly from the internal menu, so no need for a computer with Led 
Studio anymore. 

Technical information:

 Sendercard Type: 802
Video input: DVI-D + HDMI
Outputs to screen: 2 ethercon(RJ45) soft-patched connectors
Power input: Powercon IN/OUT
Setup port: USB-B,
 RS 232 connection on the back side. The RS 232 is used for cascade
Screen brightness control: 16-levels adjustment on the front panel
Resolutions:  1024 x 768, 1280 x 768, 1280 x 800, 1280 x 768, 1280 x 1024, 
 1366 x 768, 1440 x 900, 1440 x 1080, 1600 x 576, 1600 x 900, 
 1600 x 1000, 1600 x 1200, 1680 x 1050, 1728 x 1296, 1920 x 1080
Power consumption: 25 watts
Input voltage: 85-264 volts,50-60Hz
Weight: 4.5Kg(10lbs)
Dimensions: 48cm*26.8cm*4.4cm
Standard rack size: 1U
Cooling: Active by built in fan. 

 SB-803 Sender Box Pro  
   101601      
 The DMT SB-803 follows up SB-801 and is the only piece of equipment required between the 
video source and your LED screen.The device takes a digital video (DVI or HDMI) input and 
converts it, so it can be sent over a single CAT-5(RJ45)cable to your LED Screen. 
Connections are made by Neutrik Ethercon connectors ensuring a reliable connection in any 
situation.

Maximum 4 pcs of SB-803 can be used in cascade for higher resolution screen.
The DMT SB-803 is equipped with a sendercard which is compatible with all DMT LED Screens.

With SB-803 you don’t have to worry about which version Led Studio to use. SB-803 let’s you 
patch your led screen directly from the internal menu, so no need for a computer with Led 
Studio anymore. 
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 GrandVJ addresses the needs of novice and demanding VJs and DJs as well as musicians, 
visual artists, � lm makers and others looking for a real-time video mixing and authoring tool.

Powerful video made easy
Manipulate, trigger and mix video clips, animated text strings or live cameras in much the same 
way as mixing music to create a spectacular visual show. GrandVJ can mix up to 8 layers with 
a vast library of video effects and sound driven video generators.

Works with all setups
GrandVJ runs on both PC and Mac and accepts all common video and image formats. Its 
intuitive interface lets you turn your keyboard into a super controller for zipping through the 
functions. Need more? GrandVJ’s learn mode makes it a breeze to set up any MIDI controller. 
Hook it up and start the show!

Easy as 1, 2, 3,...
GrandVJ is very easy to customize to each user’s preferred setup. The interface can quickly be 
modi� ed to � t individual needs and preferences. Mapping MIDI controllers is a breeze thanks 
to the new MIDI learn mode and you can even import prede� ned presets for speci� c MIDI 
controllers.

Supports almost everything
On the mixing side, GrandVJ comes with an updated ArKaos effects library and a long list 
of automated video generators. GrandVJ also offers an extensive support for various media 
including most video and image formats; � ash text and animations; and multiple camera inputs.

Need some footage?
The software installer that you can download from this web site already comes with some video 
loops to get you started.. Okay, you need high quality? The boxed version comes shipped with 
an additional DVD-Rom containing 2.8 GB of high quality video footage ready to be mixed with 
the software.

These additional loops are exclusively available with the box and can’t be obtained separately, 
they have been made especially for VJ-ing purpose by professional VJ’s and Visual Artists from 
all over the world, check the GrandVJ Artists page for more info.

High performance for both PC and Mac
Behind the scenes, GrandVJ speeds up with a state-of-the-art multi-threaded hardware-accel-
erated graphical engine that supports multiple screens and very high-resolution video. Like all 
other ArKaos products, GrandVJ runs on both PC and Mac.

GrandVJ comes with 2 serial codes. One serial can be used on a system to prepare the show 
and the other license can be used on the live machine at the gig. You can also use one serial 
for a Windows machine and the other for a Mac.
The new license system also allows you to “de-activate” a serial so it can be used on a new 
or other system. 

   50223    Video Mixing Software - Midi controllable - Box 
   50208    Video Mixing Software - Midi controllable - License 

 Grand VJ 2.0 Technical information:

 • Full compatibility with OS X Yosemite, El Capitan and Windows 10
• 5 new effects – including Beat glow, Hue masking, Earthquake, Colour Cycling
• New Blend Modes
• Auto Play mode
• Random jump play mode
• International text font effects
• Timecode synchronization support 
• Support for new Akai controllers with light feedback (APC40 MKII and APC Key 25)
• Support for AlphaSphere and Korg NanoPAD 2 MIDI controller
• New Audio Sync time reference
• Improved playback of Quartz composer effects and movies
• Modernized architecture and frameworks for new Mac OS X)

Recommended minimum system con� guration for smooth performances

PC
OS: Windows™ XP or Vista.
Processor: Pentium™ IV 2 GHz recommended.
RAM: 512MB, 1GB recommended.
Media Component: QuickTimeTM 6.5.x (and up), Adobe FlashPlayerTM 9.0 (and up), DirectXTM 9.0c (and 
up).

MAC
OS: Mac OS X 10.4 (and up).
Processor: Any Intel Mac, G4/1GHz (and up).
RAM: 512MB, 1GB recommended.
Media Component: QuickTimeTM 6.5.x (and up), Adobe FlashPlayerTM 9.0 (and up).

PLATFORM INDEPENDENT
Graphics processor: 3D accelerated graphics card required: nVidia GeForceFX 5200 (and up), Ati Radeaon 
9200 (and up), Intel GMA 950 (and up), ...
Free Space: 80MB - 1.5GB depending on the installer options. 
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Special features:
 • VideoMapper Extension
• Full Midi Control
• Easy setup 

Technical information:

 GrandVj XT has all the options GrandVJ 2 has, but comes but the VideoMapper extensions built in.

GrandVJ XT can send layer or cells output to virtual “surfaces” in the VideoMapper extension. These surfaces 
can be scaled, deformed, and assigned to any physical output.

One output can display a full screen visual or a composition of several mapped visuals, so you can easily create 
complex visual compositions on a set of LED screens - even with different resolutions - or just output to a 
video projector and deform the surfaces to � ow them across any physical volume (like objects, or buildings.) 

 Grand VJ XT Full package  
   502266     Midi VJ Software with Videomapping capability 
 GrandVJ XT is the “extended” version of GrandVJ 2 which adds expert features such as the 
Video Mapper extension, allowing projection mapping and advanced management of multiple 
displays. The package contains GrandVJ XT software disc and an additional content disc with 
pre-prepared visuals, which can instantly used in GrandVJ XT. 

 Grand VJ XT (Upgrade)  
   50223VM     GrandVJ upgrade to XT version 
 Upgrade from GrandVJ to GrandVJ XT.
GrandVJ XT adds expert features such as the Video Mapper extension, allowing projection 
mapping and advanced management of multiple displays. 
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 Just 3 steps away from your full LED show
LEDMaster is an all-in-one solution to run LED light shows for everyone. Originally designed 
around Kling-Net this fast and easy application will take your LED show to the next level.

Run The New LEDMaster in 3 simple steps
The New LEDMaster is the all-in-one solution that allows anyone to run a lightshow. ArKaos has 
added new features to the existing set of tools provided by the software, including support for 
MIDI controllers, Art-Net DMX consoles and many more.
Designed in a very smart way this LED control application allows you to do much more than 
just RGB. In 3 simple steps, it is fast and easy to use and will do most of the con� guration 
automatically for you. Just map it, program it and perform... It’s that simple!

Your Kling-Net devices will be automatically recognized by the software, after which you can 
place them on the Canvas. By using Kling-Net, you can forget about Art-Net, DMX, nodes, 
addressing and everything else. It is all done for you. When Mapping the devices on the Canvas, 
virtual groups of devices called Zones can be de� ned. These will make your setup even more 
easy and � exible.

The programming mode allows you to create Sequences in a very simple way. You can use our 
Live Patterns or you can use imported videos from your own library.
 
Our timeline based editor means you can easily program your full show, but of course you can 
also go for live interaction to make your show completely interactive.
Live Patterns
Our completely new Live Pattern generator will allow you to have? hard edged visual output 
on the smallest? or biggest LED installations. Forget about buying expensive videos or the 
headache of creating them yourself. We will generate them live for you, based on the mapping 
you have made.

Live performance is the key for the show. Trigger the Sequences you created live, manually, 
randomly or sequentially. You have all the options available to create the show that you prefer. 
Our easy beat detection makes sure that Visuals are synchronized with the music. Also Live 
Patterns can generate unique visuals adapted to the sound atmosphere of your show. 

   50180    Box 
   50209    License 

 LED Master Technical information:

 • Support for MIDI controllers and Art-Net DMX consoles
• Easy MIDI, DMX and keyboard mapping with learn function and UI overlay
• MIDI feedback support for a set of MIDI controllers
• Support of MIDI controllers from Akai APC40 mkII, APC Key 25, MPK Mini, Livid Ohm 64, 
 Ohm RGB and Elation MidiCon
• Support of a standardized LEDMaster DMX Fixture 1.0
• Support of additional Kling-Net device manufacturers
• Improved device mapping and zone editing user interface
• Improved timeline editing, including in� nite cues handling and drag and drop
• Improved stability and reactivity

System Requirements
Minimum Requirements
• CPU Intel Core2 Duo 1.8GHz or AMD Athlon X2 64 2.0GHz
• Memory 2.0GB

Recommended Speci� cations
• CPU Intel Core i5 3.5GHz or AMD FX 6300 3.5GHz
• Memory 4.0GB

Additional Requirements
• Storage Space 1GB
• Optical Drive DVD-ROM drive
• Sound DirectX 9.0c compatible sound card (Windows)
• Windows OS Windows XP SP3 / Windows Vista SP2 / Windows 7 / Windows 8.1
• Mac OS Mac OS 10.6+
• Internet Internet connection is required for Activation 

 Arkaos VJ DMX upgrade to Media Master Express  
   502201      
 Arkaos VJ DMX upgrade to Media Master Express 

Special features:
 • Software automatically recognizes
 � xtures
• Works on standard network protocol
• No use of DMX or Artnet Nodes 
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 Your easy video playback solution

MediaMaster Express is your perfect affordable partner to program and run your live video 
show for clubs, church, theater, corporate...  All controlled from your keyboard, DMX or MIDI 
controller. 
Designed to be fast and easy, MediaMaster Express is a unique solution for video control on 
the market. This intuitive software allows you to program and run full visual shows in just a few 
clicks, without the need of training and practicing!

Once you’re ready, go live and take control of your show using only a few channels on your 
lighting desk, notes on a MIDI controller or just your computer keyboard..
MediaMaster Express’ simple interface lets you apply the latest dynamic effects to your videos 
and easily program a whole show with visual presets and transitions.

Take total control of your media: position, scale, rotate, adjust transparency, alpha, colors, etc. 
MediaMaster supports all major media formats, multiple video inputs, and provides more than 
60 effects with controllable parameters.
.
MediaMaster’s ef� cient media library management can store up to 60,000 visuals in more than 
200 folders and lets you delete and move � les at your convenience without having to re-stack 
a programmed show.
Mix visuals and effects on up to 8 layers, compose them together with transparency and 
masking modes - or send each layer to a different output to create a large scale projection.

From a small DMX fader control to a full size lighting desk, with a MIDI controller or just your 
computer’s keyboard, MediaMaster’s � exible interface will let you setup the software the way 
it best � ts your controller.
From there, you can simply play / stop your videos or take control of every parameters.

MediaMaster includes the intuitive LED Mapper extension, ArKaos’ � exible software solution 
to drive LED panels.
The Mapping Editor lets you pick devices from an extensive library and place them interactively 
on the screen. While editing the mapping con� guration, you can view the result of your 
con� guration in real time as it is sent over ArtNet to your LCD panels (supports still pictures 
only).
Once happy with your mapping, you can save it to a � le and import it into MediaMaster which 
will broadcast its output according to your speci� c con� guration.

Even better, LED � xtures compatible with ArKaos’ Kling-Net protocol will connect and con� gure 
themselves automatically. No more complicated setup process, forget about the IP addresses. 

   50224    DMX Controllable Media Server software - Box 
   50211    DMX Controllable Media Server Software - License 

 Arkaos Media Master Express 4.0 Technical information:

 Main features
• Control video layers with just a few DMX dimmers or MIDI notes
• Work on a single DMX universe or MIDI channel
• Drag & Drop visuals directly on the main interface
• Organize your shows with up to 64 patches of 64 cells
• Control up to 3 parameters per cell via DMX or MIDI
• Optional fade time on trigger.

Control interface
• Computer keyboard
• Any MIDI controller compatible with your system
• Simple DMX lighting desk

Detailed features
• Each layer can be sent individually to ArtNet / Kling-Net / video output
• Faster frame rate with a new multi threaded decoder for MPEG 2 / H 264
• Higher resolution, up to 8K video (8192 x 4320 pixels) with MPEG 2
• Multi-monitor support on Windows Vista and Seven
• New effects (Old Movie, Geometric Cylindrical Distortion, Iris)
• 8 independent video layers
• Advanced Graphic engine: Fully hardware accelerated and Multi-threaded on multi-core CPUs
• Optimized for HD movies, HD output support
• Intuitive user interface
• 60+ effects
• 50+ text animations
• Audio Visualization Generators
• Support for movie’s audio through FFMpeg (supports most formats)
• Support for Actionscrip3 in Flash animations and Flash Texts
• Support for Quartz Composer .qtz � les as Sources and Effects (Mac OS X only)
• Media library of 255 folders and 255 visuals
• Multiple video inputs (PCI card, FireWire DV / HDV, USB, etc.)
• Frame blending for smooth playback even at very slow speed
• Software Genlocking to the output monitors for perfect playback up to 60fps without dropping frame
• Master brightness-contrast, keystone
• Multi-Screen and Wide-Screen with soft-edge
• Internal MPEG2-MPEG4 codec for enhanced reliability
• Native support of H.264 through FFMPEG 0.5
• Support of all common media formats (AVI, MPEG, QuickTime MOV, Flash, WMV, picture � les etc)
• Support for movies with alpha channels

PC
• OS: Windows™ XP, Vista, 7 or 8.
• Processor: Intel™ Core 2 Duo 1.83Ghz.
• RAM: 4GB.
• Media Component: QuickTime™ 7.x (and up), DirectX™ 9 Ext. (and up).

MAC
• OS: Mac OS X 10.6 (and up).
• Processor: Any Intel™ Mac, Core 2 Duo 1.83Ghz recommended
• RAM: 1GB, 2GB recommended.
• Media Component: QuickTime™ 7.x (and up).

PLATFORM INDEPENDENT
• Graphics processor: 3D accelerated graphics card required: Intel™ HD 3000 minimum, AMD HD
• 5XXX series or nVidia GeForce 9XXX series recommended. 

 Upgrade Mediamaster Express to Mediamaster Pro  
   50238     Arkaos upgrade 
 This is an Arkaos MediaMaster upgrade which allows you to upgrade your MediaMaster 
Express to a full package MediaMaster Pro, which included video mapping and many more 
pro functions.

For more detailed information please visit the Arkaos website at www.arkaos.net 
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 Professional media server software
MediaMaster Pro will turn any powerful computer into a full � edged professional media server 
capable of running live or programmed HD video shows in sync with music and light.

The theater mode interface of MediaMaster marks a new phase in software development 
allowing you to make use of the latest dynamic visual effects combined with an ef� cient and 
intuitive library management system and with simple front end control via DMX, MIDI or even 
a computer keyboard.
MediaMaster’ Theater Mode interface allows you to prepare your visual show in the software 
itself and then simply take control of your visual presets using a few channels on your lighting 
desk or notes on a MIDI controller.

On top of the Theater Mode, MediaMaster Pro adds a � xture-based operation mode and 
support for MSEX allowing thumbnails preview and live output to the console screens.
The � xture pro� les allows total control of every MediaMaster parameter straight from the 
DMX console and turns any powerful computer into a traditional Media Server for professional 
lighting consoles such as ChamSys, Avolites, LSC, ETC, GrandMA, Martin, Compulite, etc..

MediaMaster Pro makes it incredibly easy to project video on non-planar surfaces; wether you 
need to correct a single projector mounted in those dif� cult places where standard keystone 
correction is not effective or wether you need to harmonize the output from several projectors 
which cannot be installed at the same distance or angle to a curved screen, you can do it all 
from the Geometric Correction tab in the application preference window.
The geometry correction operates directly by transforming the output of MediaMaster and so 
works on top of both Theater and Fixture modes. A test pattern is available to help precisely 
align the real-time video content over non-planar or curved screens. Edge blending can even 
be edited globally, or individually for either side of each projector.

MediaMaster Pro ships with the new Video Mapper extension which allows easy mapping of 
video onto irregularly shaped surfaces and through multiple outputs.
Designed to let you setup mapping projects in very short times, it makes it incredibly simple to 
� ow visuals around complex objects with just a few clicks.

MediaMaster currently includes the intuitive LED Mapper extension, the � exible software 
solution from ArKaos to drive LED panels.

The Mapping Editor lets you pick devices from an extensive library and place them interactively 
on the screen. While editing the mapping con� guration, you can view the result of your 
con� guration in real time as it is sent over ArtNet to your LCD panels (supports still pictures 
only).
Once happy with your mapping, you can save it to a � le and import it into MediaMaster which 
will broadcast its output according to your speci� c con� guration.

All popular video � le formats supported, and with MediaMaster’s very ef� cient media 
management system, you can store up to 60,000 visuals in more than 200 folders, delete and 
move � les at your convenience without having to re-stack a programmed show.

Take total control of your media: position, scale, rotate, adjust transparency, alpha, colors, 
compose with other layers etc. MediaMaster supports major media formats, multiple video 
inputs, and provides more than 60 effects with controllable parameters. 

   502267    DMX Controllable Media Server software - Box 
   50212    DMX Controllable Media Server software - License 

 Arkaos Media Master Pro 4.0 

Technical information:

 Arkaos MediaMaster Pro has all the features MediaMaster Express has but with some additional options or 
advanced features;

- Full Fixture Mode
- VideoMapper Capability
- Arkaos Hub
- Advanced Geometrical Correction
- Advanced Soft-Edge
- CITP Support
- Built-In CuePlayer 

Special features:
 •Video Mapper, Klingnet Mapper and Led Mapper
•Each layer can be sent individually to ArtNet / Kling-Net / video output
•Faster frame rate with a new multi threaded decoder for MPEG 2 / H 264
•Higher resolution, up to 8K video (8192 x 4320 pixels) with MPEG 2
•Support for Ma-Net2 protocol with thumbnails through CITP 
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 Arkaos Media Master Pro 4.0  
   50195     Back-up License 

Technical Information 

 Operating System: Windows and Mac OSX

In order to use the license dongle, you must own a 
registered version of Media Master 4. The dongle 
itself does not include a license. When you buy a 
dongle and don’t transfer a registered license to 
it, it will not work. Transferring a license can be 
done in Media Master 4 software and requires an 
internet connection. 

 Arkaos USB License Dongle  
   50196     Always take your license with you... 
 With MediaMaster 4, you can move any license to a dongle.
The big bene� t is that your license will always be with you, you can plug and activate any 
machine (Mac or PC), and you will never need to connect to the internet anymore. This operation 
is irreversible, so please make sure you are more comfortable using a license dongle � rst.

You can transfer any license of MediaMaster 4 to this empty license dongle as an alternative 
to the online activation. Use it to activate instantly any machine running MediaMaster 4, just by 
plugging the dongle.

Very useful for touring with Media Master, now you can always switch between systems without 
having to be online to register the new Media Master system. 
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Technical information:

 Interface output: 1
Interface type: VGA/DVI/HDMI
Outputs: 2
Output type: DVI
EDID Management: NO
Input: On Request upgradable up to 2x HD SDI or 2x DVI
Output resolution: 2x Full HD
DMX 5-Pin Connectors: YES
Firewire 400/800/e-sata: NO
USB: YES
Balanced audio in/out (XLR): NO
Network: 1
DataPath X4 & Matrox compatibility: YES 

 Stage Server  
   502263     incl Media Master Express 4.0 
 The Stage Server is a perfect solution for live entertainment, theatre, educational, audio-
visual and worship applications. It is the ideal combination of scalability and creativity at an 
unbeatable price.

The two Full HD outputs combined with the powerful ArKaos engine from MediaMaster Express 
will produce smooth visuals that can be easily triggered using a few DMX channels on your 
lighting desk or notes on a MIDI controller.
It is pre-con� gured to work directly with all market leading DMX lighting desks. 
Everything has been done so you just have to plug and play.
Engineered to ensure rugged reliability and designed for quick and easy set-up, the Stage 
server is the ideal combination of scalability and creativity at an unbeatable price. 

Within Temptation
Equipment by Purple Group Production: AT Productions BV
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Technical information:

 Datapath Capture Card
Delay: 2-3 frames delay 

 Arkaos Upgrade  
   50193     Capturecard upgrade: 2x HD 
SDI Datapath 

 This is an additional upgrade for our Arkaos 
servers. It adds a Datapath capture card to the 
server with 2x HD SDi .
This item can only be ordered in combination 
with an Arkaos Server. Please ask our sales 
team for more information. 

 Arkaos Upgrade  
   50194     Capturecard upgrade: 2x HD 
SDI Blackmagic 
 This is an additional upgrade for our Arkaos 
servers. It adds a Blackmagic capture card to 
the server with 2x HD SDi .
This item can only be ordered in combination 
with an Arkaos Server. Please ask our sales 
team for more information. 

Technical information:

 Interface output: 1
Interface type: DVI
Outputs: 4
Output type: DVI
EDID Management: YES
Input: 1x HD-SDi (Standard), upgradable to 4x HD SDI and 2x DVI
Output resolution: 4x Full HD
DMX 5-Pin Connectors: YES
Firewire 400/800/e-sata: YES
USB: YES
Balanced audio in/out (XLR): YES
Network: 2
Matrox compatibility: YES (dual head) 

 Arkaos Studio server  
   50190     incl Media Master Pro 4.0 
 The Studio Server is an incredibly powerful system designed for professional Lighting Designers.  
This full-option media server runs Full HD video on up to four EDID managed outputs and 
comes standard with one HD-SDI input and fast SSD drives.This incredibly powerful system 
embark a vast library of high quality digital media from the world’s best visual content providers 
and a fast recovery system by Acronis which allows extremely simple reset of the server from 
the boot menu.

Smart Design
The custom made case features a very convenient display on the front which allows using 
the server without having to connect any additional screen. On top of it, a large LED strip 
conveniently provides a quick visual feedback on the server’s state of operation at any time.
It is pre-con� gured to work directly with all market leading DMX lighting desks. 

Technical information:

 Blackmagic Design Capture Card
Delay: 4-5 frames 
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Technical information:

 Size: 167mm x 110mm x 30mm;
Power supply: 110V~230V,50Hz
Data port: International standard network cable, RJ45.
Optical � ber port: SC Model
The transmission distance of multi-mode: 500m
Wavelength of multi-mode: 850nm,Light power: -8db, Fiber model: 50/125uM
Wavelength of single-mode: 1310nm,
Light power: -6db~-8db, 
Fiber model: 9/125uM5/125uM 

 Optic Fiber Double  
   101456     Glass Fiber Transmitter and Receiver for DMT led screens 
 This � ber optic set contains a transmitter and receiver box and can be used for glass � ber 
lines up to 500mtr. The set comes without glass � ber wire, please obtain the wire with your 
local dealer. 

Year: 2015
Location: Rust (D)
Lighting designer: Christian Ruppel
Production/Rental: Medienpark VISION
Related products
- Pixelmesh E12,5 Tour
- Sunstrip Active DMX
- Compact Par 7 Tri

 Signal Converters & Splitters 
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Technical information:

 Video distribution ampli� er: 1 in: 1 loop: 5 out
Input Impedance: High-Z / 75 Ohm switchable
Coupling: AC / DC switchable
Connector: BNC
Video gain: adjustable
Bandwidth: -3 dB at 300 MHz

Audio distribution ampli� er: 1 in: 1 loop: 5 out
Gain: adjustable
Connector: RCA/Cinch
S/N ratio: >80 dB

Power supply: 230 VAC +/- 10%
Dimensions: 483 x 200 x 45 mm (LxWxH)
Weight: 2,8 kg 

 VDA-15  
   101202     1:5 Video/Audio Distributor 

 The VDA-15 is designed for AV-studio or 
multimedia use where high quality is required 
for distributing signals over longer distances. 
Outputs are independent from each other. This 
way, overloading or even shorting one output 
will have no in� uence on the other outputs 
performance.

When combining 3 units, audio can be 
distributed in 5.1 surround while video can be 
distributed in RGV of YUV thus enabling the 
highest AV-quality available.

• Video and audio distribution ampli� er
• 1 input, 1 loop output - 5 outputs 

 Signal Converters & Splitters 
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Technical information:

 VGA/Audio distribution ampli� er: 1 input, 2 outputs
Controls: Video gain / Audio gain
VGA input connector: Standard 15 pin HD Sub-D
Audio input connector: RCA / Cinch
VGA output connector: Standard 15 pin HD Sub-D
Audio output connector: RCA / Cinch
Bandwidth: -0,1 dB at 75 MHz
Dimensions: 163 x 120 x 45 mm (LxWxH) 

 VGAD-12  
   101220     1:2 VGA/Audio distributor/Ampli� er 
 • VGA Video and Audio distribution ampli� er
• 1 input and 2 outputs
• VGA
• Adjustable video & audio gain 

 VGAD-12   VGAD-12  

Technical information:

 Video distribution ampli� er: 1 in: 1 loop: 5 out
Input Impedance: High-Z / 75 Ohm 
Connector: BNC
Video gain: � xed at 1
Bandwidth: -0,1 dB at 75 MHz
Dimensions: 163 x 120 x 45 mm (LxWxH) 

 VD-15  
   101201     1:5 Video distributor 
 • Video distribution ampli� er
• 1 input and 5 outputs
• Video Signal 

 VD-15  

Technical information:

 Compatibility: Microsoft Windows 7/
 VistaXP/2000/ME/98
Language layout: English
Communication: USB1.1, PS/2 & USB+PS2
Key layout: 86 keys + 12 function keys
Protection level: IP68 

 PSK-88  
   D1285     IP68 USB Compact Keyboard 
 The PSK-88 is an USB keyboard with IP68 protection grade. Due to this high protection grade it 
is very suitable for use with MP3 software systems or media servers and light controllers which 
are used intensively on the road. 
Due to the compact size of the keyboard it will � t in any 19” rackdrawer. 

 PSK-88  
  D1285   IP68 USB Compact Keyboard  IP68 USB Compact Keyboard 

Special features:
 • IP-68 Rated
• Compact size
• Industrial design
• Washable 

Technical information:

 Frequency: 2,4 GHz
Synchronization: Automatic 
Working distance: 10 meter 
optical sensor: 800dpi with 3000 frames/
 second scan rate
Compatibility: Microsoft Windows 7/Vista/
 XP/2000/ME/98
Communication: Mini USB receiver
Layout: Left & Right buttons, scroll 
 wheel performed by 3 buttons
Protection level: IP68 

 PSM-22  
   D1286     IP68 Wireless Laser Mouse 
 The LM-36 is a wireless lasermouse with IP68 protection grade. Due to this high protection 
grade it is very suitable for use with MP3 software systems or media servers and light 
controllers which are used intensively on the road. 
It works on 2.4Ghz frequency and has a working distance up to 10 meter. 

Special features:
 • Wireless
• Laser Technology
• IP68 rated
• Industrial design 
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 TLD-53 SDI Triple 5” Monitor 
with SDI  
   101204      
 DMT TLD-53 preview monitor with 3x 5” 
monitors at high resolution. It has 3G/HD/SD-
SDI, DVI, VGA and Composite video inputs.
The screens can be adjusted up and down for 
better view angles. Ideal for VJ’s, Rental and 
Broadcast industry. 

Technical Information 
 Size: 5.0 inches x3
Resolution: 800xRGBx480
Color: 4677 million colors
Aspect ratio: 16:9 / 4:3
Brightness: 350cd/m2
Contrast: 500:1
Viewing angle: Horizontal /Vertical: 140°/120°

Video Format: CVBS, NTSC / PAL

SDI:
SMPTE-425M 1080p ( 60 / 59.94 / 50)
SMPTE-274M 1080i ( 60 / 59.94 / 50), 1080p ( 30 
/ 29.97 / 25 / 24 / 23.98)
SMPTE-296M 720p ( 60 / 59.94 / 50)
SMPTE-125M 480i ( 59.94)
ITU-R BT.656 576i ( 50)

DVI:
480i / 576i / 480p / 576p
1080i ( 60 / 59.94 / 50)

720p ( 60 / 59.94 / 50)
1080p ( 60 / 59.94 / 50 / 30 / 29.97 / 25 / 24 / 
23.98)

VGA:
800x600@60Hz
1024x768@60Hz
1024x768@75Hz
1280x720@60Hz
1280x768@60Hz
1280x800@60Hz
1280x1024@60Hz
1360x768@60Hz
1366x768@60Hz
1400x1050@60Hz
1440x900@60Hz
1600x1200@60Hz
1680x1050@60H 

Special features:
 • Fully Digital Preview Monitors
• SDI Input and Loop
• DVI input and Loop 

 DLD-72 MKII  
   101205     Dual 7” Display with HDMI link 

 The DMT DLD-72 MKII is a professional rack mount double monitor system. It can be used 
for VJ monitoring, surveillance systems and any other multimedia setup where monitoring is 
necessary. It can be used for VGA, CVBS and HDMI sources. Because of the link outputs it is 
possible to make a daisy chain setup with the DLD-72 MKII.  The built-in distributor guarantees 
a HDMI signal without signal loss. Both screens are individual with separate menus to set your 
desired settings for each screen. 

Technical Information 

 Display Type: 7” TFT
Resolution (H x V): 800 x 600 Pixels
Input Connectors: BNC, RCA, VGA, HDMI
Output Connectors: BNC, RCA, VGA, HDMI
CVBS input impedance: 75Ohm
CVBS output impedance: 75Ohm
Power Connector: IEC 
Power Input: 100-230V 50/60 Hz
Power Consumption: 25W
Dimensions: 482 x 98 x 133mm
Weight: 2,4Kg 

Special features:
 • BNC, VGA, RCA & HDMI Inputs
• Link outputs 
• 7” TFT
• Individual screen settings 
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 Proscreen manual 

Ordercode:
 16:9
120”
2656 x 1494 mm
2831 mm
2052 mm
17,6 kg
1.0
160 

 Aspect: 4:3
Size (diameter): 72”
Viewing Area: 1460 x 1100 mm
Length: 1584 mm
Height: 1328 mm
Weight: 7 kg
Gain: 1.0
Viewing Angle: 160 

   100350   
 4:3
84”
1710 x 1280 mm
1864 mm
1508 mm
8,5 kg
1.0
160 

   100351   
 4:3 
100” 
2030 x 1520 mm 
2204 mm 
17,73 mm 
10 kg 
1.0 
160 

   100352   
 4:3 
120” 
2228 x 1755 mm 
2508 mm 
1988 mm 
13 kg 
1.0 
160 

   100353   
 16:9
77”
1704 x 958 mm
1838 mm
1806 mm
7,8 kg
1.0
160 

   100355   
 16:9
92”
2030 x 1145 mm
2204 mm
1818 mm
10 kg
1.0
160 

   100356   
 16:9
106”
2340 x 1320 mm
2508 mm
1973 mm
11,8 kg
1.0
160 

   100357      100358   

 DMT SR/SL System for manual Proscreens.
All DMT Proscreens with manual operation are equipped with a Speed Reducing and Self Lock 
(SR/SL) system ensuring comfortable use at anytime.
The Speed Reducing mechanism allows for control of the friction in order to maintain an 
average rolling speed. The screen retracts slowly and smoothly.
The Self Lock function allows the user to lock the screen at any position.
Simply hold the screen 3 seconds at the desired position and the screen will lock on its own. 

Hanging brackets included!

   100368   Ordercode:
 Aspect: 4:3
Size (diameter): 72”
Viewing Area: 1460 x 1100 mm
Length: 1744 mm
Height: 1323 mm
Weight: 8,5 kg
Gain: 1.0
Viewing Angle: 160 

   100360   
 4:3
84”
1710 x 1280 mm
2034 mm
1503 mm
10,5 kg
1.0
160 

   100361   
 4:3
100”
2030 x 1520 mm
2354 mm
1743 mm
12,0 kg
1.0
160 

   100362   
 4:3
120”
2400 x 1800 mm
2724 mm
2023 mm
13,5 kg
1.0
160 

   100363   
 16:9
77”
1704 x 958 mm
2028 mm
1951 mm
10,3 kg
1.0
160 

   100365   
 16:9
92”
2030 x 1145 mm
2354 mm
1938 mm
11,8 kg
1.0
160 

   100366   
 16:9
106”
2340 x 1320 mm
2658 mm
1963 mm
13,3 kg
1.0
160 

   100367   
 16:9
120”
2656 x 1494 mm
2831 mm
2052 mm
17,6 kg
1.0
160 

   100368   

Hanging brackets included!

 DMT Integrated Control for Proscreen Electric Screens
DMT’s integrated controlsystem includes an inline switch, built in remote control system, 12V 
trigger, RS232/central control and external infrared receiver.
This all-in-one integrated system ensures that these screens are suited for even the most 
demanding applications.

Accessoires: Ir remote control
 External Ir receiver
 10m Trigger cable 

 Proscreen electric 

The electrical rear projection screens from DMT are ideal when you need a screen for 
exceptional situations. The projection screens are equipped with a high quality rear projection 
screen fabric. The integrated motors are very quiet and powerful. Ideal for use in discotheques, 
theatres and in any situation where you don’t want to see the projector itself. These screens are 
also very suitable for laser projection.

 Projection Screen 4:3 electric, Rear Projection 

 Projection Screen 4:3 electric, Rear Projection 
Ordercode:
 Voltage: 230V
Diagonal size: 150” (381 cm)
Screen dimensions (WxH): 3,05 x 2,31 m
Control: Electric (Infrared)
Weight: 30 kg
Gain: 1,8
Viewing angle: 140° 

   100381   

 Manual Screens  / Electric Screens
 PROJECTION SCREENS 
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Ordercode:
 Size:   70”
Viewing Area:   1422 x 1067
Length:   1582
Height:   1860
Height (Black part):   560
Weight:   5,2 kg
Gain:   1.0
Viewing Angle:   160 

   100420   
 80”
1625 x 1220
1785
2168
710
7,9 kg
1.0
160 

   100421   
 70”
1550 x 871
1710
1951
870
5,4 kg
1.0
160 

   100423   
 80”
1770 x 995
1916
2281
1050
6,1 kg
1.0
160 

   100424   

 The DMT X-Press is one of the lightest and easiest to set up portable projection screens.
It is equipped with a one button locking mechanism which makes it very easy to set up the 
screen. The screen can be ready in just 3 seconds.
The self support arms are specially designed to sustain variable pressures at different angles 
and screen positions. This ensures the screen to extend freely. 

 Xpress Mobile Screen 

Available models

   100420    70” 4:3 
   100421    80” 4:3 
   100423    70” 16:9 
   100424    80” 16:9 

 Mobile Screens 
 PROJECTION SCREENS 
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Ordercode:
 200”
4046 x 3048
4313
3204
60 kg
1.0
0.8
160
140
370 x 450 x 1215 

   100433   
 Size: 100”
Viewing Area: 2032 x 1524
Max. Height: 2421
Min. Height: 2256
Weight: 24,5 kg
Gain Front View: 1.0
Gain Rear View: 0.8
Viewing Angle Front View: 160
Viewing Angle Rear View: 140
Flightcase dimensions(mm): - 

   100430   
 120”
2438 x 1828
3416
2708
27 kg
1.0
0.8
160
140
- 

   100431   
 150”
3048 x 2286
4207
3204
30 kg
1.0
0.8
160
140
- 

   100432   

 DMT Fast Fold Screens feature an easy and sturdy design. There are no parts to install and no 
tools needed because the frame and support use their own connectors and come with built in 
turn knobs. Its robust frame ensures it can hold up to the toughest of challenges.
With a design that focuses on fast and easy assembly, it’s the perfect solution for mobile 
presentations and performances. All fast fold screens come including � ightcase and two 
fabrics: front-view and rear-view. Each fabric is separately packed in a protective cover to give 
it maximum protection. 

 Fastfold Screen Pro 

Reinforced feet ensuring a strong base Multiple � xing points for the fabric

Easy setup  No tools required
Including � ightcase and extraIncluding � ightcase and extra
protective covers for the fabricsprotective covers for the fabrics

Compact when folded
Solid reinforced corners ensuring
a rigid over-all structure

Technical information:

 Size: 100”
Viewing Area: 2032 x 1524
Gain: 0.8
Viewing Angle: 140 

   100464     for 100430 screen, 100” 
  

Technical information:

 Size: 120”
Viewing Area: 2438 x 1828
Gain: 0.8
Viewing Angle: 140 

   100465     for 100431 screen, 120” 
  

Technical information:

 Size: 150”
Viewing Area: 3048 x 2286
Gain: 0.8
Viewing Angle: 140 

   100466     for 100432 screen, 150” 
  

Technical information:

 Size: 200”
Viewing Area: 4046 x 3048
Gain: 0.8
Viewing Angle: 140 

   100467     for 100433 screen, 200” 
  

 Rear-view fabric  

Technical information:

 Size: 100”
Viewing Area: 2032 x 1524
Gain: 1.0
Viewing Angle: 160 

   100460     for 100430 screen, 100” 
  

Technical information:

 Size: 150”
Viewing Area: 3048 x 2286
Gain: 1.0
Viewing Angle: 160 

   100462     for 100432 screen, 150” 

Technical information:

 Size: 120”
Viewing Area: 2438 x 1828
Gain: 1.0
Viewing Angle: 160 

   100461     for 100431 screen, 120” 
  

Technical information:

 Size: 200”
Viewing Area: 4046 x 3048
Gain: 1.0
Viewing Angle: 160 

   100463     for 100433 screen, 200” 
  

 Front-view fabric  

  100462  

  100463  

 Mobile Screens  / Screen Accessories
 PROJECTION SCREENS 
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 • Heavy duty aluminium combined with steel parts, light structure, portable.
• Plastic � nished parts, elegant appearance.
• Easy operation, stable uphold.
• In the junction of self-locking parts, adopted is the design of steel parts
 welded into plastic parts, which minimizes any scratches on the post.
• The surface has the characteristic of � ame retardant and mildew resistant.
 Durable enough for daily use without colour fading or deformation and it is still staying � at 
 for optimum image quality.
• Tripods for � xed standing. 

84 inch

Technical information:

 Diagonal size: 84”
Screen size (WxH): 176 x 133 cm
Viewing area (WxH): 171 x 128 cm
Weight: 10,5 kg
Surface: Mott white
Gain: 1,1
Viewing angle: 50 ° 

   100370     84” Screen on tripod 

100 inch

Technical information:

 Diagonal size: 100”
Screen size (WxH): 211 x 160 cm
Viewing area (WxH): 203 x 152 cm
Weight: 12 kg
Surface: Mott white
Gain: 1,1
Viewing angle: 50 ° 

   100371     100” Screen on tripod 

 Tripod Screen 

 Mobile Screens 
 PROJECTION SCREENS 
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Technical information:

 Inputs channels: 1 x Microphone, combo XLR/Jack
 4 x Line, RCA
 1 x Bluetooth
Output channels: 1 x Record, RCA
 1 x Booth, RCA
 1 x Master unbalanced, RCA 
 1 x Headphones, TRS 6.3mm Jack
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
Mic S/N Ratio: > 80dB
Line S/N Ratio: > 85dB

Dimensions: 203 x 279 x 84 (WxDxH)
Power input: AC15V/500mA (Adapter included) 
Power consumption: 5W
Weight: 3,1 Kg 

 CORE Scratch  
   D2312     2 Channel Dj mixer 
 Core Scratch is the little brother of the Core MIX-2 USB. It has 4 Line inputs, a microphone 
input and a Bluetooth playback module. The Bluetooth playback module makes it possible to 
mix your connected players with wireless devices such as a smartphones or tablets. It also 
has one input that can be switched between line and  MP3 level. The MP3 level adjusts the 
input sensitivity into the correct level for MP3 players, smartphones or tablets. Now you can 
playback your MP3 devices directly without signal loss. The Core Scratch has smooth faders, 
+12/-26dB tone control and is built with high quality components to get the best performance. 
Get ready to Scratch! 

Special features:
 • Bluetooth playback
• Master & Booth output
• 60mm faders
• MP3 / Phone input selector 

 DJ MIxers 
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Technical information:

 Inputs channels: 1 x Microphone, combo XLR/Jack
 8 x Line, RCA
 1 x Bluetooth
Output channels: 1 x Record, RCA
 1 x Booth, RCA
 1 x Master unbalanced, RCA
 1 x Headphones, TRS 6.3mm Jack
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
Mic S/N Ratio: > 80dB
Line S/N Ratio: > 85dB

Dimensions: 292 x 356 x 84 (WxDxH)
Power input: AC15V/750mA (Adapter included) 
Power consumption: 8,2W
Weight: 5 Kg 

Technical information:

 Inputs channels: 1 x Microphone, combo XLR/Jack
 6 x Line, RCA
 1 x Bluetooth
Output channels: 1 x Record, RCA
 1 x Booth, RCA
 1 x Master unbalanced, RCA
 1 x Headphones, TRS 6.3mm Jack
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
Mic S/N Ratio: > 80dB
Line S/N Ratio: > 85dB

Dimensions: 247 x 331 x 84 (WxDxH)
Power input: AC15V/750mA (Adapter included) 
Power consumption: 8W
Weight: 4,1 Kg 

 CORE Beat  
   D2313     3 Channel Dj mixer 
 Core Beat is the little brother of the Core MIX-3 USB. It has 6 Line inputs, a microphone input 
and a Bluetooth playback module. The Bluetooth playback module makes it possible to mix 
your connected players with wireless devices such as a smartphones or tablets. It also has 
an input that can be switched between line and  MP3 level. The MP3 level adjusts the input 
sensitivity into the correct level for MP3 players, smartphones or tablets. Now you can playback 
your MP3 devices directly without signal loss. It’s built with high quality components to get the 
best performance and has a separate fader board for easy maintenance The Core Beat has all 
functionality you need to get your DJ career started. It is equipped with VU indication on each 
channel, selectable cross-fader curves, a talk over, outputs for both master and booth and with 
-26dB tone control you will cut any beat you like.  Let the Beat rock! 

Special features:
 • Bluetooth playback
• Talk over function
• VU channel indication 
• MP3 / Phone input selector 

 CORE Club  
   D2314     4 Channel Dj mixer 
 Core Club is the little brother of the Core MIX-4 USB. It has 8 Line inputs, a microphone input 
and a Bluetooth playback module. The Bluetooth playback module makes it possible to mix 
your connected players with wireless devices such as a smartphones or tablets. It also has 
an input that can be switched between line and  MP3 level. The MP3 level adjusts the input 
sensitivity into the correct level for MP3 players, smartphones or tablets. Now you can playback 
your MP3 devices directly without signal loss. It’s built with high quality components to get the 
best performance and the separate fader board makes maintenance easy. The Core Club has 
enough inputs to connect all your Dj gear wired and wireless. It is equipped with VU indication 
on each channel, selectable cross-fader curves, a talk over, outputs for both master and booth 
and a -+12/-26dB tone control. You can mix it all in the Club! 

Special features:
 • Bluetooth playback
• Talk over function
• VU channel indication 
• MP3 / Phone input selector 

 DJ MIxers 
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Technical information:

 Inputs channels: 1 x Microphone, combo XLR/Jack
 6 x Line, RCA
 1 x Phono, RCA
 2 x USB, Type B
 1 x Return, RCA

Output channels: 1 x Record, RCA
 1 x Booth, RCA
 1 x Master unbalanced, RCA
 1 x Master balanced, XLR
 1 x Headphones, 6.3mm Jack
 2 x USB, Type B
 1 x Send, RCA
 
USB Port: Audio in- & output interface for PC & Mac, 48 KHz, 16 bit
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
T.H.D: <0.1%
MP3 Module: 128Kbit 44.1 Khz, Max 16GB
Dimensions: 268 x 380 x 88 (WxDxH)
Power supply: 100-240V AC, 50/60Hz
Power consumption: 10 Watt
Weight: 4.6 Kg 

 CORE MIX-3 USB  
   D2303     3 Channel DJ mixer with USB interface 
 The CORE MIX-3USB is a DJ mixer with 8 analogue inputs and 2 independent USB audio 
interfaces. This makes it easy to connect your laptop and route the audio of your DJ software 
directly through the MIX-3 USB. It has an independent variable fx send for each channel which 
makes it possible to be creative with external effects. The return is controlled by a 45mm fader. 
The microphone channel has a 3 band EQ, talk-over function and an on/off switch to make MC-
ing save and easy for party jocks & MC’s. Low tone control on the headphone output makes 
it possible to adjust your favorite sound. All the pot meters are locked below the surface for 
extra stability and it has a separate fader print board for easy maintenance. It is equipped with 
unbalanced and balanced outputs with trim function and has a MP3 module which can record 
and playback your life performance directly on an USB or SD device. 

Special features:
 • 2 Build-in USB PC/MAC audio interfaces
• 60mm VCA faders 
• MP3 USB SD recorder
• Variable FX send / Return each channel
• LED VU meter each channel 

Technical information:

 Inputs channels: 1 x Microphone, combi XLR/Jack
 4x Line, RCA
 1x Phono, RCA
 2 x USB, type B

Output channels: 1 x Record, RCA
 1 x Master unbalanced, RCA
 1 x Master balanced, XLR
 1 x Headphones, 6,3mm Jack
 2 x USB, type B
  
USB Port: Audio in- & output interface for PC & Mac, 48 KHz, 16 bit
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
T.H.D: <0.1%
MP3 Module: 128Kbit 44.1 Khz, Max 16GB
Dimensions: 240 x 300 x 88 (WxDxH)
Power supply: 100-240V AC, 50/60Hz
Power consumption: 8 Watt
Weight: 3.4 Kg 
Full speci� cation available in manual 

 CORE MIX-2 USB  
   D2302     2 Channel DJ mixer with USB interface 
 The CORE MIX-2USB is a professional 2 channel analogue DJ mixer. It has 4 analogue inputs 
and 2 independent USB audio interfaces. This makes it easy to connect your laptop and route 
the output of your DJ software directly through the MIX-2 USB. The headphone output has a 
low tone control which makes it possible to adjust your favorite sound. Both channel and cross-
faders have fader curve selections. All the pot meters are locked below the surface for extra 
stability and it has a separate fader print board for easy maintenance. It has a MP3 module 
which can record and playback your life performance directly on an USB or SD device. 

Special features:
 • 2 built-in USB PC/MAC audio interfaces
• High quality components and structure 
• 60mm VCA faders 
• MP3 USB SD recorder
• LED VU meter each channel 

 DJ MIxers 
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 19” Rackmounts for Core Mix-4  
   D2310      
  

 19” Rackmounts for Core Mix-4  
  D2310  

Technical information:

 Inputs channels: 2 x Microphone, combo XLR/Jack
 8 x Line, RCA
 2 x Phono, RCA
 2 x USB, Type B
 1 x Return RCA

Output channels: 1 x Record, RCA
 1 x Booth, RCA
 1 x Master unbalanced, RCA
 1 x Master balanced, XLR
 1 x Headphones, TRS 6.3mm Jack
 2 x USB, Type B
 1 x Send, RCA
 
USB Port: Audio in- & output interface for PC & Mac, 48 KHz, 16 bit
Channel EQ range: -26dB / +12dB
Microphone EQ range: -12dB / +12dB 
Frequency response: 20Hz -20Khz
T.H.D: <0.1%
MP3 Module: 128Kbit 44.1 Khz, Max 16GB
Dimensions: 310 x 380 x 88 (WxDxH)
Power supply: 100-240V AC, 50/60Hz
Power consumption: 13 Watt
Weight: 5Kg 
Full speci� cation available in manual 

 CORE MIX-4 USB  
   D2304     4 Channel DJ mixer with USB interface 
 The CORE MIX-4USB is a 4 channel DJ club mixer with 12 analogue inputs and 2 independent 
USB audio interfaces. This makes it easy to connect your laptop and route the audio of your 
DJ software directly through the MIX-4USB. It has an independent variable fx send for each 
channel which makes it possible to be creative with external effects. The return is controlled 
by a short fader. It has 2 microphone channels with a 3 band EQ, talk-over function and an 
on/off switch to make MC-ing safe and easy for party jocks & MC’s. Low tone control on 
the headphone output makes it possible to adjust your favorite sound. All the pot meters are 
locked below the surface for extra stability and it has a separate fader print board for easy 
maintenance. It is equipped with unbalanced and balanced outputs with trim function and a 
MP3 player-recorder. The MP3 module can record and playback your life performance directly 
on an USB or SD device. 

Special features:
 • 2 Build-in USB PC/MAC audio interfaces
• 60mm VCA faders 
• MP3 USB SD recorder
• Variable FX send / Return each channel
• LED VU meter each channel 
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Technical information:

 Input channels: 8 x Microphone, XLR
 8 x Line, RCA
Output channels: 1 x Master Balanced, XLR
 1 x Headphones, 6,3mm TRS Jack
Master EQ: 80Hz, 330-8200Hz, 12KHz, -12dB / +12dB
Frequency response: 20Hz - 20Khz
T.H.D.: <0.01%
Dimensions: 481 x 44 x 175 mm (LxHxD)
Powersupply: 2x15V AC, 50Hz (Adapter included)
Powerconsumption: 8Watt
Weight: 2,2 Kg 

 Compact 8.1  
   D2321      8 Channel 1U install mixer, 1 output 
 The Compact 8.1 is a high quality 19”  1U microphone line mixer. With some smart features it 
distinguishes itself from other compact mixers. All inputs can be used for microphone or line 
level inputs and have high pass � lters and phantom power selections for each input separately. 
It has a balanced master output, a record output and  a monitor output. The headphones 
level also in� uences the monitor output which makes this an independent extra output for a 
second area or zone. The main EQ has a mid-frequency sweep which helps you to eliminate 
the feedback frequency of your system if you use the Compact 8.1 as a microphone mixer. All 
channels have signal / Clip indicators which gives you a direct overview of your input signals 
even from a long distance. The Compact 8.1 combines a clear user interface with maximum 
inputs and smart functionalities on a 1U mixer. 

Special features:
 • 8 Combined Mic Line inputs
• EQ with mid sweep
• Phantom power
• Selectable Hi-pass � lter 

Technical information:

 Input channels: 3 x Microphone, combo XLR/Jack
 6 x Line, RCA
 1 x Phone, 3,5mm jack
Output channels: 2 x Master Balanced, XLR
Master EQ: 80Hz, 2,5KHz, 12KHz, -6dB / +6dB
Frequency response: 20Hz - 20Khz
T.H.D.: <0.01%
Dimensions: 481 x 44 x 175 mm (LxHxD)
Powersupply: 2x15V AC, 50Hz (Adapter included)
Powerconsumption: 6Watt
Weight: 2,2 Kg 

 Compact 9.2  
   D2322      9 Channel 1U install mixer, 2 zones 
 The Compact 9.2 1U installation mixer is built to combine maximum audio possibilities and 
needs for a pub, school, or public area without scarifying on the ease of use. The user can 
adjust 3 microphone levels and 2 line levels. Both line levels have 6 selectable input sources 
which are shown on a clear display. On each line input it is possible to select a pre-programmed 
label which is shown on the display, so there is no need to do dif� cult programing. This will 
help users to select the desired source for the desired area, because the Compact 9.2 also 
has 2 individual zones. All gain, EQ, phantom power and technical settings are on the backside. 
Once the installer has set everything correctly the user doesn’t need to worry about dif� cult 
settings, only volume and source select are available on the front panel. The front panel also 
has a special input if you like to connect a device instantly. This input can be switched between 
line and phone mode. The phone mode adjusts the input sensitivity into the correct value for 
MP3 players, smartphones or tablets. Now you can playback your MP3 devices directly without 
signal loss. The Compact 9.2 is the perfect solution for situations where non-technical users 
need to operate professional audio systems. 

Special features:
 • Channel displays that show the input 
   source
• Gain settings at backpanel
• Main EQ settings at backpanel
• Front input for phone/mp3 devices 
• Ideal for non-technical users 

Technical information:

 Input channels: 2 x Microphone, combo XLR/Jack 2 x Line, RCA, 
 1 x Phone, 3,5mm jack / RCA
Output channels: 1x Master A RCA, 1x Master B, Balanced  XLR/RCA,  1x Monitor RCA
USB supported format: FAT up to 16Gb
Master EQ: 80Hz, 2,5KHz, 12KHz, -6dB / +6dB
Frequency response: 20Hz - 20Khz
T.H.D.: <0.01%
Dimensions: 481 x 44 x 175 mm (LxHxD)
Powersupply: 2x15V AC, 50Hz (Adapter included)
Powerconsumption: 6Watt
Weight: 2,2 Kg 

 Compact 6.2  
   D2320      6 Channel 1U mixer/USB player, 2 zones 
 Compact 6.2 is the ideal mixer for sport instructors. It has 2 microphone inputs with built-in 
compressor limiters and high-pass � lters. This will help the instructor to  have the correct level 
and perfect intelligibility. Dynamic range will be extended and distortion will be eliminated. It has 
one selector to choose the audio source which can be the internal USB mp3 player, the front 
input or 2 line inputs at the back panel. The MP3 player has ID3 text and can be pitched which 
is ideal for � tness, spinning and all kinds of group work outs. The front input can be used for a 
normal line level but also can be switched into a special Phone mode which adjusts the input 
sensitivity into the correct value for MP3 players, smartphones or tablets. Now you can playback 
your MP3 devices directly without signal loss. It has 2 master outputs with separate volume 
controls which can be locked and a separate monitor volume especially for the instructor. All 
technical settings like EQ, Gain, Phantom Power, Compression & Treshold are on the backside 
of the unit to be set by the installer. Now the instructor only has to set his source and mic level 
and doesn’t need to worry about dif� cult settings. The Compact 6.2 is an all-in-one solution for 
your sport instructor, it’s easy in use and has all features which are needed to give a work out 
instruction without worrying about anything else but the audience. 

Special features:
 • Mic input with Comp/Limit
• USB Player with pitch control
• Display with ID3 Text
• Direct MP3 / Phone input
• 2 Masters & Monitor outputs 
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Technical information:

 Input channels: 2 x Microphone, combo XLR/Jack
 11 x Line, RCA
 2 x Phono, RCA
 1 x Phone, 3,5mm jack
Output channels: 2 x Master Balanced, XLR
 1 x Master output, RCA
 1 x REC output, RCA
 1 x Headphones, 6.3mm Jack
Master EQ: 80Hz, 1KHz, 12KHz, -12dB / +12dB
Mic EQ: 80Hz, 1KHz, 12KHz, -12dB / +12dB
Frequency response: 20Hz - 20Khz
T.H.D.: <0.05%
Dimensions: 481 x 88 x 95 mm (LxHxD)
Powersupply: 230V AC, 50Hz
Powerconsumption: 21Watt
Weight: 2,8 Kg 

 IMIX-7.1  
   D2350     7 Channel 2U install mixer, 3 outputs 
 The IMIX-7.1 is a compact installation mixer for many kind of applications. It has a basic design 
which makes it easy to control. Gain settings are at the backside which prevents wrong use 
by non-technical users. The 3 balanced master outputs with a low mid and high tone control 
gives the possibility to set up different sound levels for 3 area’s. At the front it has a direct input 
for 2 microphones, 1 Line source or a Phone/MP3 device with a dedicated impedance switch. 

Special features:
 • Gain settings at backside
• Special front input for phone/mp3 devices
• 3 Balanced master outputs with tone control
• 2 Mic, 11 Line inputs 

Special features:
 • Gain settings at backside
• Special front input for phone/mp3 devices
• Zone control for 3 balanced outputs
• 2 Mic, 11 Line inputs 

Technical information:

 Input channels: 2 x Microphone, combo XLR/Jack
 11 x Line, RCA
 2 x Phono, RCA
 1 x Phone, 3,5mm jack
Output channels: 3 x Master Balanced, XLR
 1 x REC output, RCA
 1 x Headphones, 6.3mm Jack
Master EQ: 80Hz, 1KHz, 12KHz, -12dB / +12dB
Mic EQ: 80Hz, 1KHz, 12KHz, -12dB / +12dB
Frequency response: 20Hz – 20Khz
T.H.D.: <0.05%
Dimensions: 481 x 88 x 95 mm (LxHxD)
Powersupply: 230V AC, 50Hz
Powerconsumption: 21Watt
Weight: 2,8 Kg 

 IMIX-7.3  
   D2351     7 Channel 2U install mixer, 3 zones 
 The IMIX-7.3 is a compact installation mixer with zone control. It has exact the same functionality 
as the IMIX-7.1 but each input on the IMIX-7.3 can be routed to the desired output. This 
function makes it possible to control 3 areas with different music, sound level and EQ settings. 
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Technical information:

 Input channels: 1 x Microphone, combo XLR/Jack
 7 x Line, RCA
 2 x Phono, RCA
 1 x Phone, 3,5mm jack
Output channels: 3 x Master (Balanced), XLR/RCA
 1 x Headphones, 6.3mm Jack
Master EQ: 100Hz, 1KHz, 10KHz, -12dB / +12dB
Mic EQ: 100Hz, 1KHz, 10KHz, -12dB / +12dB
Frequency response: 20Hz – 20Khz
T.H.D.: <0.05%
Dimensions: 481 x 176 x 89 mm (LxHxD)
Powersupply: 230V AC, 50Hz
Powerconsumption: 15Watt
Weight: 3.4 Kg 

 IMIX-5.3  
   D2352     5 Channel 4U install mixer, 3 zones 
 The IMIX-5.3 is a basic 3 zone control mixer. It has a logical design and all functions are 
very clear and easy to control. Each channel has 3 output buttons to route the channel to 
your desired area/zone. All outputs have their own EQ settings and with the PFL function you 
can monitor each area/zone with a pair of headphones. At the front it has direct inputs for 
microphone, line and a phone/mp3 device. 

Special features:
 • Master outputs with 3 way tone 
   control
• Special front input for phone/mp3 
   devices
• Zone control for 3 balanced outputs
• 1 Mic, 7 Line, 2 Phono inputs 
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Technical information:

 Input channels: 2 x Microphone, combo XLR/Jack
 8 x Line, RCA
 2 x audio interface, USB-B chassis
 1 x Phone, 3,5mm jack
Output channels: 2 x Master Balanced, XLR/RCA
 1 x Record, RCA
 1 x Monitor, RCA
 1 x Headphones, 6.3mm Jack
Display presets: CD 1, CD 2, TUNER, DVD, TV, BEAMER, PC1,
 PC2, DJ, AREA 2, AUX 1, AUX 2
USB interfaces: 48Khz, 16bit plug & play for windows and MAC
Channel EQ: 80Hz, 1KHz, 12KHz, -12dB / +12dB
Mic EQ: 120Hz, 800Hz, 5KHz, -12dB / +12dB
Frequency response: 20Hz – 20KHz
T.H.D.: <0.05%
Dimensions: 481 x 266 x 135 mm (LxHxD)
Powersupply: 110-230V AC, 50/60Hz
Powerconsumption: 32Watt
Weight: 6,4 Kg 

 IMIX-7.2 USB  
   D2353     7 Channel 6U install mixer USB 2 zones 
 The IMIX-7.2USB is a unique installation mixer. It’s a 6U, 7 Channel, 2 Zone mixer with 2 built-in 
USB audio interfaces especially designed to ful� ll all audio needs of a pub, school, small disco 
without scarifying on the ease of use. It is the world � rst installation mixer that shows the active 
channel source on a display. This will help users to select the desired source for the desired 
area. Each in- and output has own individual VU meters which gives you total level information 
in one view. The channel gain must be set at the back to prevent wrong use by non-technical 
users. The displays are pre-programmed with 16 different source names which can be set at 
the backside by an installer. It has 2 microphone inputs with an easy-to-use reverb effect and 
talk-over function. At the front it has direct inputs for a microphone, a line input and a dedicated 
phone/mp3 input. With a pair of headphones you can monitor all out- and inputs. 

Special features:
 • Channel displays that show the input 
   source
• 2 built-in USB audio interfaces 
• VCA controlled faders
• Reverb & talk-over on microphone 
   channels
• Individual in- and output VU’s
• No extra height units needed due to 
   recessed connectors 
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Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 136 x 98 x 34mm
Weight:  0,48 Kg 

Special features:
 • Ultra-low noise discrete MIC Preamps with +20V Phantom Power
• 2-band EQ and Peak LEDs on MIC channel. 
 2-band EQ and Peak LEDs on Stereo channel
• Built-in USB soundcard providing also power
• Built-in Bluetooth player 

 Mini-GIG  
   D2280      
 The Mini-GIG Mixing Console is packed with features that cannot be found in other consoles of 
it’s size: 1 mono (provided with ultra low noise microphone pre ampli� ers and Phantom Power 
at +20 Volt ) and 1 stereo input channel, each of them are provided with a 2-band equalizer 
for HI and LOW controls, as well as 1 auxiliary control, 2-track inputs assignable to main mix, 
build-in USB soundcard provides also the power for the mixer, and build in Bluetooth player. 

Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• 3-band EQ and Peak LEDs on each MIC channels. 
 2-band EQ and Peak LEDs on Stereo channels.
• AUX Sends per channel for external effects and monitoring. 

 GIG-62  
   D2281     6 Channel live mixer 
 The GIG-62 Mixing Console is packed with features that cannot be found in other consoles of 
it’s size: 2 mono (provided with ultra low noise microphone pre ampli� ers and Phantom Power 
at +48 Volt ) and 2 stereo input channels. Each of them are provided with a 3-band equalizer for 
HI, MID and LOW controls, as well as 1 auxiliary control, highly accurate 4-segment bar graph 
meters and 2-track inputs assignable to main mix, control room/phones or group outputs. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 244 x 196 x 60mm
Weight: 1,74 Kg 
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Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst MIC channels
• 3-band EQ and Peak LEDs on each MIC channels. 
 2-band EQ and Peak LEDs on Stereo channels.
• 1 AUX Sends POST Fader 
• Optional expandable with USB or Bluetooth player 

 GIG-104C  
   D2283     10 Channel live mixer incl. dynamics 
 The GIG-104 C Mixing Console is packed with features that cannot be found in other consoles 
of it’s size: 4 mono (provided with ultra low noise microphone pre ampli� ers and Phantom Power 
at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 3-band equalizer for 
HI, MID and LOW controls, as well as 1 auxiliary control, highly accurate 8-segment bar graph 
meters and 2-track inputs assignable to main mix, control room/phones or group outputs. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 343 x 254 x 63mm
Weight: 2,48 Kg 

Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst MIC channels
• 3-band EQ and Peak LEDs on each MIC channels. 
 2-band EQ and Peak LEDs on Stereo channels.
• Built-in 24-bit DSP effect with 100 presets.
• optional expandable with USB or Bluetooth player 

 GIG-83CFX  
   D2282     8 Channel live mixer incl. dynamics & DSP 
 The GIG-83 CFX Mixing Console is packed with features that cannot be found in other consoles 
of it’s size: 4 mono (provided with ultra low noise microphone pre ampli� ers and Phantom 
Power at +48 Volt ) and 3 stereo input channels. Each of them are provided with a 3-band 
equalizer for HI, MID and LOW controls, as well as 1 auxiliary control, built-in 24-bit DSP effect 
with 100 presets, highly accurate 8-segment bar graph meters and 2-track inputs assignable 
to main mix, control room/phones or group outputs. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 343 x 254 x 63mm
Weight: 2,48 Kg 
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Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst MIC channels
• 3-band EQ and Peak LEDs on each MIC channels. 
 2-band EQ and Peak LEDs on Stereo channels.
• 1 AUX Sends POST/PRE per channel, 1 AUX Sends POST Fader 
• Optional expandable with USB or Bluetooth player 

 GIG-124C  
   D2284     12 Channel live mixer incl. dynamics 
 The GIG-124 C Mixing Console is packed with features that cannot be found in other consoles 
of it’s size: 6 mono (provided with ultra low noise microphone pre ampli� ers and Phantom Power 
at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 3-band equalizer for 
HI, MID and LOW controls, as well as 2 auxiliary control, highly accurate 12-segment bar graph 
meters and 2-track inputs assignable to main mix, control room/phones or group outputs. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 416 x 340 x 93mm
Weight: 3,96 Kg 

• Optional expandable with USB or Bluetooth player 

 GIG-124C  
  D2284   12 Channel live mixer incl. dynamics 
The GIG-124 C Mixing Console is packed with features that cannot be found in other consoles 
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Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst MIC channels
• 3-band EQ and Peak LEDs on each MIC channels. 
 2-band EQ and Peak LEDs on Stereo channels.
• Built-in 24-bit DSP effect with 100 presets.
• Optional expandable with USB or Bluetooth player 

 GIG-124CFX  
   D2285     12 Channel live mixer incl. dynamics & DSP 
 The GIG-124 CFX Mixing Console is packed with features that cannot be found in other 
consoles of it’s size: 6 mono (provided with ultra low noise microphone pre ampli� ers and 
Phantom Power at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 
3-band equalizer for HI, MID and LOW controls, as well as 2 auxiliary control, build-in 24-bit 
DSP effect with 100 presets, highly accurate 12-segment bar graph meters and 2-track inputs 
assignable to main mix, control room/phones or group outputs. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 40 Watt
Measurements: 416 x 340 x 93mm
Weight: 3,96 Kg 

• Optional expandable with USB or Bluetooth player 

 12 Channel live mixer incl. dynamics & DSP 
The GIG-124 CFX Mixing Console is packed with features that cannot be found in other 
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Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst 6 MIC channels
• 3-band EQ with sweepable MID and Peak LEDs on each MIC channels. 
 4-band EQ and Peak LEDs on Stereo channels.
• Built-in 24-bit DSP effect with 100 presets.
• Built-in USB Playback/Record module 

 GIG-164CFX  
   D2287     16 Channel live mixer incl. dynamics & DSP 
 The GIG-164 CFX Mixing Console is packed with features that cannot be found in other 
consoles of it’s size: 10 mono (provided with ultra low noise microphone pre ampli� ers and 
Phantom Power at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 
3 band equalizer for HI, MID SWEEP and LOW controls, as well as 3 auxiliary control, build-in 
24-bit DSP effect with 100 presets, highly accurate 12-segment bar graph meters and 2-track 
inputs assignable to main mix, control room/phones or  group outputs. 

Technical Information 
 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
SNR <-114dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 100Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ mono
High: +/- 15dB @ 12kHz, Shelving
Mid: +/- 15dB @ 100-8kHz, Sweepable
Low: +/- 15dB @ 80Hz, Shelving
Channels EQ stereo
High: +/- 15dB @ 12kHz, Shelving
Mid: +/- 15dB @ 3kHz
Mid: +/- 15dB @ 500Hz
Low: +/- 15dB @ 80Hz, Shelving

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

USB 
Record: 1 stereo pair (switchable between GRP 1-2 and MAIN MIX)
Playback: 1 stereo pair (switchable between Ch 15-16 and MAIN MIX)

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 50 Watt
Measurements: 535 x 435 x 85mm
Weight: 6,75 Kg 
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Special features:
 • Ultra-low noise discrete MIC Preamps with +48V Phantom Power
• Compressors control on � rst 8 MIC channels
• 3-band EQ with sweepable MID and Peak LEDs on each MIC channels. 
 4-band EQ and Peak LEDs on Stereo channels.
• Built-in 24-bit DSP effect with 100 presets.
• Built-in USB Playback/Record module 

 GIG-244CFX  
   D2288     24 Channel live mixer incl. dynamics & DSP 
 The GIG-244 CFX Mixing Console is packed with features that cannot be found in other 
consoles of it’s size: 14 mono (provided with ultra low noise microphone pre ampli� ers and 
Phantom Power at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 
3 band equalizer for HI, MID SWEEP and LOW controls, as well as 3 auxiliary control, build-in 
24-bit DSP effect with 100 presets, highly accurate 12-segment bar graph meters and 2-track 
inputs assignable to main mix, control room/phones or group outputs. 

Technical Information 
 Mono Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 100Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4“ TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ mono
High: +/- 15dB @ 12kHz, Shelving
Mid: +/- 15dB @ 100-8kHz, Sweepable
Low: +/- 15dB @ 80Hz, Shelving
Channels EQ stereo
High: +/- 15dB @ 12kHz, Shelving
Mid: +/- 15dB @ 3kHz
Mid: +/- 15dB @ 500Hz
Low: +/- 15dB @ 80Hz, Shelving

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

USB 
Record: 1 stereo pair (switchable between GRP 1-2 and MAIN MIX)
Playback: 1 stereo pair (switchable between Ch 23-24 and MAIN MIX)

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 60 Watt
Measurements: 753 x 435 x 85mm
Weight: 9,35 Kg 
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Special features:
 • Lightweight all-in-one mixing console
• 2x500W Ampli� er
• Compressors control on � rst MIC channels
• Built-in 24-bit DSP effect with 100 presets.
• Optional expandable with USB or Bluetooth player 

 GIG-1000CFX  
   D2286     12 Channel live mixer incl. dynamics, DSP and 1000W Ampli� er 
 The GIG-1000CFX Mixing Console is packed with features that cannot be found in other 
consoles of it’s size: 6 mono (provided with ultra-low noise microphone pre ampli� ers and 
Phantom Power at +48 Volt ) and 4 stereo input channels. Each of them are provided with a 
3-band equalizer for HI, MID and LOW controls, as well as 2 auxiliary control, build-in 24-bit 
DSP effect with 100 presets, highly accurate 12-segment bar graph meters and 2-track inputs 
assignable to main mix, control room/phones or group outputs. The built-in Ampli� er provides 
2x 500W Power for your speakers. It is routed directly from the main mix, with the possibility 
to re-patch the ampli� er so it can be used for either your Group outputs ore Auxiliary output. 
To top it all of the GIG-1000CFX is easy expandable with optional MP3 player, MP3 recorder or 
Bluetooth module on the top. 

Technical information:

 Mono Channels
Mic Input: XLR balanced
Line input: 1/4– TRS balanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -35dBu ~ +15dBu
LOW Cut: 75Hz
 SNR <-100dBr 
Phantom Power: +48V switchable

Stereo Channels
Mic Input: XLR balanced
Line input: 1/4– TRS/RCA unbalanced
Freq response: 10Hz ~ 55kHz, +/- 3dB
Distortion (THD=N): <0,03% @ 0dB, 22Hz ~ 22kHz 
Gain range: 50dB
Input sensitivity: -20dBu ~ +20dBu
LOW Cut: 75Hz
 SNR <-100dBr 
Phantom Power: +48V switchable

Channels EQ
High: +/- 15dB @ 12kHz
Mid: +/- 15dB @ 2,5kHz
Low: +/- 15dB @ 80Hz

Impedances
Microphone input: 1,8K Ohm
Other inputs: >10K Ohm
Tape output: 1K Ohm
All other outputs: 120 Ohm

Ampli� er:
Power @ 8 Ohm: 2x250W RMS
Power @ 4 Ohm: 2x500W RMS
Power @ 2 Ohm: Not Allowed
Cooling: Speed regulated fan
Output Connectors: 2x Speakon

Power supply: AC 100- 240V 50Hz/60Hz
Power consumption: 1000 Watt
Measurements: 416 x 340 x 93mm
Weight: 6,25 Kg 

• Built-in 24-bit DSP effect with 100 presets.
• Optional expandable with USB or Bluetooth player 
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Special features:
 • Ultra-low noise discrete preamps with +48V Phantom Power
• High-de� nition ADC’s (114dB dynamic range)
• 7” Full Color LCD Touch Screen
• Digital Gate/Compressor/4-band full parametric EQ on each input
• Easy to use software interface 

 GIG-202 Tab  
   D2289     20 Channel digital mixer incl. dynamics & DSP 
 The GIG-202 TAB digital mixing console is the � rst fully digital mixing console in the GIG range 
from DAP-Audio. It is a compact digital mixing console that owns all the features of the bigger 
digital mixers available in the market. It has 16 XLR/TRS combo inputs and 4 TRS stereo 
inputs, all equipped with gate, compressor and a 4-band full parametric EQ on each input 
channel. The 12 analogue outputs feature a compressor and individual 31-band graphical EQ. 
Even though this compact digital mixer has a lot of features, DAP-Audio managed to design 
a user interface understandable for all users with or without any experience. To achieve this 
DAP_Audio added dedicated direct access buttons for all important features a sound engineer 
needs during his performance. This helps the user to go directly to the desired function without 
getting lost in complex menu structures. Direct control is essential in a live situation, therefore 
the 100mm motorized fader is always automatically patched to the main parameter of your 
selected functionality. This also gives the console a an ‘analogue’ feel to the digital environment.  
The GIG-202 TAB features an 7 inch Touchscreen, 8 inserts on the � rst inputs, 4 dedicated AUX 
outputs plus 4 switchable AUX/SUB outputs, 2 built-in FX engines, 6 user de� nable DCA’s and 
full internal 24-bit/48kHz sampling rate make this the most complete and interesting digital 
mixing console in its market segment. 

Features:
• 7” Full Color LCD Touch Screen
• Easy to use software interface
• 8 direct access buttons for easy channel control
• Digital Gate/Compressor/4-band full parametric EQ on each input
• 31-band graphical EQ on each output
• 20 Analog inputs
• 8 inserts on � rst channels
• 10 Analog outputs
• 100mm precision motorized Fader
• 4x AUX sends (pre/post switchable per channel)
• 4x switchable AUX/Subgroups
• 2x 24-bit FX engines
• Ultra-low noise discrete preamps with +48V Phantom Power
• High-de� nition ADC’s (114dB dynamic range)
• Integrated USB 2-track recording and playback
• 6x user de� nable DCA’s
• Full 24-bit/48KHz sampling rate
• 2 separate volume controlled headphone outputs 

Technical information:

 Mono channels
Mic Inputs: XLR balanced
Line Input: TRS balanced
Freq Response: 20Hz ~ 20kHz, +/- 1,5dB
Distortion (THD-N): <0,01% @ 0dB, 22Hz ~22kHz
Max Input Level: +21dBu
SNR: < -107dBr
Phantom Power: +48V

Stereo Channels
Line Input: TRS balanced
Freq Response:  20Hz ~ 20kHz, +/- 1,5dB
Distortion (THD-N): <0,01% @ 0dB, 22Hz ~22kHz
Max Input Level: +21dBu
SNR: < -107dBr

EQ
LowPass: 20,6Hz ~ 20kHz
Frequency Range: 20,6Hz ~ 20kHz
Gain: 0dBu +/- 24dB
Q-factor: 0,4 ~ 24
HighPass: 20Hz

Gate
Threshold Range: -84dB ~ +20dB 
Attack Time: 0,5ms ~ 200ms
Release Time: 5ms ~ 1000ms

Compressor
Threshold Range: -30dB ~ +20dB 
Attack Time: 0,5ms ~ 200ms
Release Time: 10ms ~ 1000ms
Ratio: 1:1 ~ 1:10 until limit
Gain: 0 ~ +24dB

Impedances
Microphone input: 1,4K Ohm
Channel Insert: 2,5K Ohm
Other Inputs: 10K Ohm
Other Outputs: 120 Ohm

Power Supply: AC 100~240V 50Hz/60Hz
Power Consumption: 89W
Measurements: 442 x 355 x 139mm (483mm incl 19”mounts)
Weight: 6Kg 
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Technical information:

 Measurements: 338x128mm 
Weight: 0,49Kg 

 19” Gig Rackmounts 83CFX 
/104C  
   D2293      
 Rack-mounts to make your Gig-83CFX or 
104C mixer suitable for 19” mounting. Set 
consist of one left and one right mount. 

Technical information:

 Measurements: 413x85mm
Weight: 0,41Kg 

 19” GIG Rackmounts 
124C/124CFX  
   D2294      
 Rack-mounts to make your Gig-124C or 
124CFX mixer suitable for 19” mounting. Set 
consist of one left and one right mount. 

Technical information:

 Measurements: 431x65x25mm
Weight: 0,41Kg 

 19” GIG Rackmounts 
1000CFX  
   D2296      
 Rack-mounts to make your Gig-1000CFX 
mixer suitable for 19” mounting. Set consist 
of one left and one right mount. 

Technical information:

 Measurements: 130x85x45mm
Weight: 0,270Kg
Thread: 5/8 

 Gig stand adapter  
   D2295     for GIG-62, GIG-83CFX, GIG-104C 
 The Gig stand adapter comes with two 5mm 
screws needed for mounting on Gig-62, Gig-
83CFX or Gig-104C mixers. It has a 5/8 
thread which makes it easy to assamble the 
adapter on any microphone stand. Make sure 
to use stable mic stands and tighten the angle 
adjustment screw to avoid the unit tipping 
over. 

Special features:
 • XLR / Jack combo inputs
• Split outputs
• Compact
• Ideal for in-ear pre-mix 

Technical information:

 Input connectors: XLR / Jack combo
Main output connectors: 6,3mm Jack
Aux input connectors: 6,3mm Jack
Split output connectors: XLR
Output level (max): 6.5 dB
Frequency response: 22-22.000 Hz
Distortion: <0.025%
Noise: <61dB
Input impedance: 5.9 KOhm
Aux impedance: 18,2 KOhm
Output impedance: 1KOhm bal./ 500 Ohm unbal.
Dimensions: 205 x 212 x 43,5 (DxWxH)
Power consumption: 12Watt
Weight: 1,41 Kg 

 MMIX-4  
   D1965     4 channel personal monitor mixer 
 The DAP MMIX-4 is a basic 4 channel mixer that can be used for many applications. Because 
of the split outputs it is ideal to use as sub-mixer or monitor mixer when you use an in ear 
systems. It has 4 combo inputs for line or instrument signals and an aux input which makes it 
easy to expand if you like to combine more MMIX-4 mixers. 
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Technical information:

 Applicable for:
D2282 GIG-83CFX
D2283 GIG-104C
D2284 GIG-124C
D2285 GIG-124CFX
D2286 GIG-1000CFX
Dimensions: 123 x 42 mm 

 MP3 USB play module for GIG  
   D2290     with ID3 song text 
 Optional MP3 USB play module with ID3 song text for GIG-series compact mixers. 

Technical information:

 Applicable for:
D2282 GIG-83CFX
D2283 GIG-104C
D2284 GIG-124C
D2285 GIG-124CFX
D2286 GIG-1000CFX
Dimensions: 123 x 42 mm 

 MP3 USB record module for GIG  
   D2291      
 Optional MP3 USB/Record Module for GIG-series compact mixers. 

Technical information:

 Applicable for:
D2282 GIG-83CFX
D2283 GIG-104C
D2284 GIG-124C
D2285 GIG-124CFX
D2286 GIG-1000CFX
Wireless distance: approx. 15 meters in open space
Dimensions: 123 x 42 mm 

 Bluetooth 2.1 Audio module for GIG  
   D2292      
 Optional Bluetooth play module with remote control buttons for GIG-series compact mixers. 

Technical information:

 Optional Wi�  module for wireless communication 
between the GIG-202 tab and a tablet/smartphone. 

 WiFi module for GIG-202 tab  
   D2297      
  

Technical information:

 Optional USB Multitrack module for simultaneous 
recording/playback multiple 
channels connected to the GIG-202 tab. 

 Optional USB Multitrack module for GIG-202 tab  
   D2298      
  

 Optional USB Multitrack module for simultaneous 
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Technical information:

 Pitch: +/- 8/16/100% with master tempo
Memory: 4 hotcue’s or Loops
Loop: Seamless with reloop function
Autoloop range: 1/32 – 32 BPM related Bars
Jog wheel: Search, pitch, scratch
BPM Effects: Flanger, Filter, Echo, Pan, Chop
Start/brake time: 0,5 – 6 Seconds
Play: Normal and Reverse
BPM: Auto-count or TAP

Dynamic range: > 75 dB
Compatible discs: CD, CD-R, CD-RW, Audio & Data (MP3 � les)
USB � les: MP3, max 8 levels down, 999 � les 
USB Format: FAT, NTFS, HFS up to 2Tbyte
Display: LCD with blue backlight
Anti-shock buffer: 15 seconds
ID-3 Tag: V1.0 V1.1 V2.2 V2.3 V2.4

Output: Analogue & Digital (RCA)
Power supply: AC 230V, 50Hz
Power Consumption: 20W
Weight: 2,7 Kg
Dimensions: 325 x 217 x 105 (LxWxH mm)

Full speci� cation available in online manual. For optimal performance keep the player in horizontal position. 

Special features:
 • 100% Pitch with Master tempo
• 4 Cue / Loop memories
• BPM related effects and loops
• Accurate scratch function 

 CORE CDMP-750  
   D1155     Table top CD USB Player 
 Professional table top CD player with USB slot. The CDMP-750 has a high quality level and 
offers you all the tools to lift your beat mixing skills up to the next level. Seamless looping, 
adjustable BPM auto loop function, 4 memories for cues or loops, 5 BPM related effects, 8,16, 
100% pitch control with master tempo function, reverse play and scratch, it has all functionality 
to mix any kind of music. You can make a cue in scratch mode and adjust the touch sensitivity 
of the jog wheels. The USB slot can handle USB sticks and external hard disks with a maximum 
of 2Tbyte. It has an analogue and digital output.  The CDMP-750 has everything you need to 
start your professional DJ career now. 

Special features:
 • 100% Pitch with Master tempo
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Technical information:

 Pitch: +/- 8/16/100% with master tempo
Memory: 2 hot cues
Loop: Seamless with reloop function
Auto-loop range: 1/32 – 32 BPM related Bars
Jog wheel: Search, pitch, scratch
BPM: Auto-count or TAP
Program function: Max 99 Steps

Dynamic range: > 75 dB
Compatible discs: CD, CD-R, CD-RW, Audio & Data (MP3 � les)
USB � les: MP3, max 8 levels down, 999 � les 
USB Format: FAT, NTFS, HFS up to 2Tbyte
Display: LCD with blue backlight
Anti-shock buffer: 8 seconds
ID-3 Tag: V1.0 V1.1 V2.2 V2.3 V2.4

Power supply:  AC 230V, 50Hz
Power Consumption: 25W
Weight: 6,5 Kg
Dimensions main unit: 483 x 250 x 88 (LxDxH mm)
Dimensions control unit: 483 x 70 x 88 (LxDxH mm)

Full speci� cations available in online manual 

 CORE CDMP-2200  
   D1166     19” Double CD USB Player 
 The CDMP-2200 is a programmable professional 19” Double CD/MP3  player with USB slot 
for � xed installations or mobile Dj’s. It has many functionalities like 8,16,100 pitch, master 
tempo, 2 hot cues, seamless loop, BPM related auto-loop and scratch. The USB port can handle 
USB sticks and external hard disks with NTFS and FAT formats up to 2Tbyte. It has a LCD 
display with all the important status information and ID-3 track info. The anti-shock memory 
will take care for smooth play back without interruptions in rough situations. Both USB slots are 
accessible by the left and right control unit. 

Special features:
 • 2 x USB slot MP3 Compatible
• ID-3 Tag on display
• 8 / 16 / 100% Pitch with Master Tempo
• 2 Cue / Loop memories 
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Technical information:

 Pitch: 12%
Pitch bend: 16%
Loop: 1 x Seamless
S/N ratio: 96 dB
Freq response (-3dB): 20 – 20Khz
Compatible disks: CD, CDR, CDRW, Audio & Data (MP3 � les)
USB � les: WAV, MP3, max 99 folder, 999 � les
USB format: FAT, NTFS max 16Gb
Anti-shock buffer: 40 Sec
Power supply: 100-240V 50/60Hz
Power consumption: 10W
Dimensions: 483 x 225 x 44 (LxWxH)
Weight: 2.9 Kg 

Special features:
 • Balanced XLR audio outputs
• Headphones output 
• Large display with ID3 and folder info
• Plays WAV & MP3 � les from USB 

 CDMP-150 MKII  
   D1153     1U CD/USB/MP3 player 
 The CDMP-150 MKII is the successor of the CDMP-150. It is a compact but very complete 
CD/USB  player with IR remote. The MKII version can play also read WAV � les from USB and 
has the possibility to select new tracks during playback. It has a better processor which also 
makes it possible to show the folder names. This makes search and organising your tracks on 
USB more easy. The slot-in CD loader works very fast and also reads MP3 � les. It has pitch 
control and a seamless loop function. The CDMP-150 MKII is ideal for installations, mobile Dj’s 
or � tness instructors. 
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Special features:
 • Backlite buttons
• Bluetooth playback
• Combined CD/USB/SD output
• Ir Remote control 

Technical information:

 CD/USB/SD
Anti shock buffer: 30 sec
CD type: CD/CDR/MP-3
USB & SD capacity: up to 32GB
Output connector: RCA
Output level: 1,2 V +/- 2 dB
THD: < 0,1% at 1 kHz
S/N Ratio: > 70dB at 1 kHz

Tuner
AM band: 522 -1620 kHz
FM band: 87,5 – 108 MHz
Antenna: 75 Ohm Antenna terminal socket
Presets: 30
Output connector: RCA 

Bluetooth:
Max distance: 25m dep. envirement sit.

General
Power Supply: AC 230V – 50/60 Hz
Power consumption: 50 Watt
Dimensions: 482 x 44 x 250 mm (LxWxH)
Weight: 3,7 kg 

 TCD-100BT  
   D1257     1U Professional Media Player 
 The DAP TCD-100BT is the successor of the TCD-100. It is a media player including tuner, 
CD, USB and SD playback possibility. The updated TCD-100BT also has a Bluetooth module to 
play your audio wireless from all devices that support Bluetooth. The Bluetooth module excels 
in its wide range of over 25m depending on the environment situation. The TCD-100BT is also 
updated with backlight buttons which is very convenient in poorly lit environments. It has 3 
separate outputs, Bluetooth, Tuner, and CD. The CD output is a combined output which can 
be selected for CD, USB or SD playback. The TCD-100BT is the ideal one-in-all media player 
suitable for a kinds of audio installations. 

Special features:
 • Backlite buttons
• Adjustable record Level with indication
• Combined CD/USB/SD output
• Ir Remote control 

Technical information:

 Power supply: AC 230V - 50 Hz
Power consumption: 50 Watt
Input: USB/SD/MMC, CD, RCA stereo input
THD: 1 kHz, <0,3%
USB/SD capacity: up to 32Gb
S/N Ratio: > 60 dB
Separation: > 60 dB
Output level: 1 kHz / o dB = 1,2V +/- 2 dB
Mac record input: 800mV
Dimensions: 482 x 250 x 44 mm
Weight: 3,1 kg
Accessories: Remote control 

 CDR-110 MKIII  
   D1256     1U CD Player / USB Recorder 
 The DAP CDR-110 combines a CD-player with an USB/SD MP-3 player/recorder in only 1U. A 
must have for each effect-rack, but also very suitable to be built into � xed installations. Please 
note that due to the USB/SD card functionality the record button always has a 3 sec delay as it 
needs to search the right source. For easy operation the CDR-110 comes including IR remote 
control. A clear and bright display shows you the status of the unit and track. This MKIII update 
has backlights buttons which is very convenient in poorly lit environments. 
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Special features:
 • Backlit buttons
• Recorder & Player
• Wide Bluetooth range
• Ir remote control 

Technical information:

 CD/USB/SD
Anti-shock buffer: 30 sec
CD type: CD/CDR/MP-3
USB & SD capacity: up to 32GB
Output connector: RCA
Output level: 1,2 V +/- 2 dB
THD: < 0,1% at 1 kHz
S/N Ratio: > 70dB at 1 kHz

Tuner
FM band: 87,5 – 108 MHz
Antenna: 75 Ohm Antenna terminal socket
Presets: 30
Output connector: RCA 

Bluetooth:
Max distance: 25m dep. environment sit.

General
Power Supply: AC 230V – 50/60 Hz
Power consumption: 50 Watt
Dimensions: 482 x 44 x 250 mm (LxWxH)
Weight: 3,7 kg 

 MPR-200BT  
   D1248     1U Professional media player recorder 
 The DAP MPR-200BT is a professional multifunctional 1U player and recorder. It is an all-in-one 
audio player and recorder solution with tuner, CD, USB/SD and Bluetooth playback possibility. 
The Bluetooth module excels in its wide range of over 25m depending on the environment 
situation.  Search and skip control of your connected device can be done with controls on 
the MPR-200BT. The MPR-200BT has backlight buttons which is very convenient in poorly 
lit environments. It has 3 separate outputs for Bluetooth, Tuner, and CD. The CD output is a 
combined output which can be selected for CD, USB or SD playback. 

Special features:
 • Backlit buttons
• Bluetooth playback
• Separate USB, Bluetooth output
• Adjustable record Level with indication 

Technical information:

 USB/SD
USB & SD capacity: up to 32GB
Output connector: RCA
Output level: 1,2 V +/- 2 dB
THD: < 0,1% at 1 kHz
S/N Ratio: > 70dB at 1 kHz

Bluetooth:
Max distance: 25m dep. Env. Sit.

General
Power Supply: AC 230V – 50/60 Hz
Power consumption: 50 Watt
Dimensions: 482 x 44 x 185 mm (LxWxH)
Weight: 3,2 kg 

 UBR-180BT  
   D1258     1U Bluetooth USB Player Recorder 
 The DAP UREC-180BT is a 1U  USB player recorder with a Bluetooth module. The ideal solution 
for bands, Dj’s and audio engineers. It can be used to play pause music as well as recording 
the gig. Please note that due to the USB/SD card functionality the record button always has a 3 
sec delay as it needs to search the right source. It is equipped with backlit buttons which makes 
operation convenient in poorly lit environments. All important functions can also be controlled by 
the included ir remote. The built-in Bluetooth module has an wide range over 25m (depending 
on the environment circumstances) and the possibility to control “pause forward and rewind“ 
of the connected device. 
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Special features:
 • Built-in Wi�  
• USB Media player & Tuner 
• Full color display
• DNLA 

Technical information:

 Internet radio
Features: Favorites, Genre, Local, Search, DNLA Tuner
FM band: 87,5 – 108 MHz
Presets: 5

Media player
Source: USB type A
Supported � les: MP3, WMA
Format: FAT32 up to 32Gb
Playback: Program, Repeat, Continuous

Output
Output level: 1,2 V +/- 2 dB
THD: < 0,1% at 1 kHz
S/N Ratio: > 70dB at 1 kHz

Connections
Aux in: 3,5mm jack & RCA
Output: RCA
Antenna: 75Ohm
Network: Wi�  & RJ-45

General
Power Supply: AC 230V – 50/60 Hz
Power consumption: 50 Watt
Dimensions: 482 x 44 x 240mm (LxWxH)
Weight: 2,3kg
 

 IR-100  
   D1249     Professional Internet Radio 
 The DAP IR-100 is a professional 1U internet radio with wi�  and RJ-45 connection. It is also 
equipped with a normal FM tuner and USB media player which can be used if your network 
has problems. The multi-language menu is very user friendly with its big full color display 
and multifunction rotary. It also has advanced features like, playlists, EQ presets, Sleep timer, 
Clock function and DNLA. You can also choose personal backgrounds on the display like the 
radio stations logo, clock, weather forcast of � nancial info. It is easy to make presets or search 
for your favorite station by keyword genre or region. The mini jack on the front side allows to 
connect a MP3 player or mobile device to enjoy your own music. The DAP IR-100 can start in 
the same function before it was powered off. 

Special features:
 • Built-in Wi�  
• USB Media player & Tuner 
• Full color display
• DNLA 
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Technical information:

 Channels: 2
Decks: 2
Controllers: 64
Jog dial resolution: 600    
Soundcard: 4 OUT, 16Bit, 44.1Khz
Inputs: 1 x Microphone, 6,3mm Jack
Outputs: 1 x Master unbalanced, RCA
 1 x Master balanced, TRS Jack
 1 x Headphone, 6,3mm Jack 
Power-supply: USB powered
Power consumption: max 2.5 W 
Dimensions: 375 x 294 x 56mm WxDxH
Weight: 1.62 Kg 

 CORE Kontrol D1  
   D1265     2 Deck Midi Controller with audio interface 
 The Core Kontrol D1 is a basic DJ midi controller with a slim design and clear overview of the most important DJ functionality’s. It has large and 
heavy touch sensitive jog dials which are ideal for scratches routines. The built in 4 channel soundcard gives you the possibility to connect your 
microphone, headphones and speaker system directly on the controller. The Core Kontrol D1 gives you direct control on Hotcues, Samples, EQ, 
Filters, Effects and Loop functionality. Virtual DJ LE included. Windows 8 compatible. 

Special features:
 • Filter function in mixer section  
• 4 sample buttons with volume control
• Microphone input
• 4 channel sound card 

 1 x Headphone, 6,3mm Jack 
Power-supply: USB powered
Power consumption: max 2.5 W 
Dimensions: 375 x 294 x 56mm WxDxH
Weight: 1.62 Kg 
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Technical information:

 Channels: 4
Decks: 4
Controllers: 102
Soundcard: 4 In / 4Out 16Bit 44.1Khz
Inputs: 1 x Microphone, 6,3mm Jack
 2x Line, RCA
 2x Phono, RCA

Outputs: 1 x Master unbalanced, RCA
 1 x Master balanced, XLR
 1 x Booth, RCA
 1 x Headphone, 6,3mm Jack 

Power-supply: External adapter 7,5V DC (incl)
Power consumption: 2000mA
Dimensions: 474 x 334 x 66.3WxDxH
Weight: 2.65 Kg
Full speci� cations available in manual 

 CORE Kontrol D4i  
   D1260     4 Channel Midi controller with 2 
analogue inputs 
 The CORE Kontrol D4i is a professional DJ 
midi controller with 2 analogue inputs for line 
or phono devices and a separate input for a 
microphone. It has a 4 channel mixer and 
2 decks which can be shifted into a second 
virtual deck to control a 4 deck setup. The 
mixer has a � lter for each channel, assignable 
cross-fader and separate control for master 
and booth volume. The decks have 134mm 
jog-wheels with adjustable touch sensitivity for 
better control and scratch routines. The CORE 
Kontrol D4i is equipped with a 16Bit 44.1 KHz 
4 in, 4 out audio interface. It is possible to 
connect a PA system, booth monitors, a pair 
of headphones and a microphone directly on 
the controller. This makes the D4i ready for 
on stage performance. The CORE Kontrol D4i 
is the all in one solution for digital Dj-ing or 
Vj-ing with more than 100 controllers for any 
software. The CORE Kontrol comes together 
with virtual DJ LE. Please be aware that virtual 
DJ LE does not support analogue inputs, to 
use the analogue inputs you need virtual DJ 
Pro or other proffesional DJ MIDI software. 
Traktor mapping � les availible as download. 
Windows 8 compatible. 
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Example Setup:
Core Kontrol D4i with 2x Core CDMP-750 and DAP Foldable Laptop Stand

Special features:
 • Large 134mm jog-wheels with adjustable touch sensitivity  
• 4 Deck controller for any kind of DJ software
• Booth monitor & balanced master output
• Microphone &  2 analogue inputs
• 4 in, 4 out audio interface
• Including Virtual DJ LE 

• Booth monitor & balanced master output
• Microphone &  2 analogue inputs
• 4 in, 4 out audio interface
• Including Virtual DJ LE 
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Special features:
 • Servo-balanced XLR Inputs & Outputs
• Simple and effective design
• Output Mute switches
• Linkwitz-Riley 24dB Octave � lters 

Technical information:

 Input Connectors: XLR 
Input impedance: 20 KOhm balanced
Output connectors: XLR 
Output impedance: 300 Ohm balanced
S/N Rate (A weight): >95 dB
Freq. response: 3 Hz - 40 kHz (+/-0.3 dB)
THD: < 0.004% typ. @ +4 dBu, 1KHz
Crossover freq. range: 80 Hz - 10 kHz
Phase correct range: 0°-180°
Dynamic range: 115 dB
Filter type: Linkwitz-Riley, 24dB Octave
Controls: input levels, output levels, crossover frequency, mute switch
Indicators: input clip LED
Power: 230V AC, 50Hz
Dimensions: 483 x 135 x 45 mm (LxWxH)
Weight: 2,5 kg 

 ACX-2  
   D1905     Active Cross-over 
 The ACX-2 is a stereo 2-way or mono 3-way active crossover. The standard 19” rugged rack 
mountable housing and high quality � nish, good selection of high end components and great 
sound characteristics results in a road proof active crossover. 
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Technical information:

 Input Connectors: XLR and 1/4” TRS
Input impedance: 50 KOhm balanced, 25 KOhm unbalanced
Max. input level: +21 dBu
Output connectors: XLR and 1/4” TRS
Output impedance: 60 Ohm balanced, 30 Ohm unbalanced
Freq Response: 5 Hz – 40 KHz
Controls: input levels, output levels, main link switch, bal/pan switch, ground lift
SNR: >95 dBu
THD: < 0,002% typ. @ +4 dBu, 1KHz
Indicators: 6-digits LED 18/-12/-6/0/+12/clip
Power Supply: 230V AC, 50Hz
Consumption: 15W
Dimensions: 483x195x44 (WxDxH)
Weight: 2,7Kg 

 AS-8  
   D1904     Audio splitter & mixer 
 The AS-8 can be used for several purposes. Due to its intelligent design the users can easily 
switch between a controllable audio mixer with several inputs, or a signal splitter with several 
controllable outputs. This makes the AS-8 a multifunctional solution for your own monitor mix, 
multi zone systems, conference applications and more. 

Special features:
 • Selectable splitter/mixer function
• Wide range headroom
• 8 inputs
• 8 outputs 

Special features:
 • No power-supply needed
• In line connection
• No extra cables needed 

Technical information:

 Housing diameter: 35mm
Cable length: 280 mm
Total length: 590 mm 

 AGI-101  
   D1526     Audio Groundloop Isolator 
 Suppress nasty ground loops in your audio chain with this ground loop isolator. Now you can 
send undisturbed signals from your laptop, DVD player or other audio source through your 
ampli� ers. 
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Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: 6,3 TRS Jack,
Outputs: 6,3 TRS Jack 
Input Impedance: 1Meg
Input Impedance: 50 kOhm
Output Impedance: 12 KOhm
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,67 Kg 

 PMM-401  
   D1531     4 Channel Passive Mixer 
 The PMM-401 is a four channel passive mixer for expanding a mixer with extra line signals. It 
requires no batteries or other power source. The unit can be used as a 1-in 4-out box then all 
controls are turned completely clockwise. It is a use full tool that will help you at unforeseen 
situations. 

Special features:
 • no power-supply needed
• stereo in- and outputs
• 4-in, 1out mixer
• 1-in, 4out splitter 

Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: RCA, XLR/Jack Combo
Outputs: XLR male
Input Impedance line: 1Meg
Input Impedance: 50 kOhm
Output Impedance: 12 KOhm
Power supply: 18V AC (adapter included)
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,7 Kg 

 AMM-401  
   D1532     4 Channel Active Mixer 
 The AMM-401 is a 4 channel active mixer in a very compact housing. An ideal audio tool for 
sound engineers or musicians that often need to improvise with unknown situations. It can also 
be helpful to extend an USB audio interface with some extra inputs. It is a mixer in the most 
simplistic way with 4 volume controls for  2 stereo and 2 mono inputs. The mono inputs can be 
used for instruments microphones but also line level sources with the use of the PAD switch. 

Special features:
 • 2 stereo inputs 
• 2 mono inputs 
• Balanced outputs
• Selectable line/instrument mono inputs • Selectable line/instrument mono inputs 

Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: XLR/Jack Combo
Outputs: XLR male
Input sensitivity: -50dBV 
Max input voltage: -4 dBu
Max output voltage: +22 dBu
Power supply: 18V AC (adapter included)
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,67 Kg 

 PRE-202  
   D1533     2 Channel Microphone Preamp 
 The PRE-202 is a 2 channel solution for microphones that combines a high quality low noise 
preamps with a 48 volt phantom power supply. It also offers gain settings and a low cut function 
that will help you to eliminate unwanted stage rumble. The 48-volt phantom power supply 
is capable of powering most any condenser microphone. The PRE-202 the ideal solution for 
applications where the use of normal or condenser microphones is desired and the audio 
system does not provide phantom power on the microphone inputs, or doesn´t have microphone 
inputs at all. 

Special features:
 • Switchable Phantom power
• Switchabel low cut
• Level control
• Low noise preamps • Low noise preamps 

Special features:
 • Road proof housing
• High quality components
• Professional balanced XLR outputs
• Level control 

Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: XLR/Jack Combo, RCA
Outputs: XLR male, RCA
Input sensitivity RCA in: -10 dBv
Input Impedance RCA in: 10 kOhm
Input sensitivity XLR/Jack in: +4 dBu
Input Impedance XLR/Jack in: 20 kOhm
Output voltage RCA Out: -10 dBV
Output Impedance XLR Out: 100 Ohm
Output voltage XLR Out: +4 dBu
Output Impedance XLR Out: 200 Ohm
Power supply: 18V AC (adapter included)
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,65 Kg 

 ASC-202  
   D1535     2 Way Stereo Converter 
 The ASC-202 converts consumer level stereo RCA signals to balanced XLR professional line 
level, and back. One side of the unit, has two XLR inputs and stereo RCA outputs. The other 
side has stereo RCA inputs and two XLR outputs. Each side has stereo level controls. A possible 
application of the SC-13 is to use it as a level control in balanced audio lines. 

• Professional balanced XLR outputs
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Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: XLR Male
Outputs: XLR Female
Dimensions: 53 x 158 x 120 mm (HxWxD)
Weight: 0,72 Kg 

 ELI-101  
   D1537     Stereo Hum Eliminator 
 The ELI-101 is the perfect tool to solve all hum, buzz and ground loop problems in a professional 
audio chain. It is a non-powered solution which means it can be applied at all places without the 
need of an power outlet. It is equipped with XLR connectors which will always secure reliable 
connections. 

Special features:
 • No power supply needed
• XLR in- outputs
• Road proof housing 

Technical information:

 Frequency Response: 20Hz-20KHz
Inputs: 6,3 TRS Jack, RCA
Outputs: 6,3 TRS Jack (8x)
Output impedance: 2x 50 Ohm
Output power: 2x 50mW @ 32Ohm
Power supply: 18V AC (adapter included)
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,72 Kg 

 AMP-104  
   D1536     4 Channel Headphone Ampli� er 
 The AMP-104  is for expanding or generating 4 headphones channels. It has a 6,3 TRS Jack 
stereo input and also a RCA stereo input which makes it convenience for multiple applications. 
All 4 outputs have their own volume controls and the headphones can be connected at both 
sides of the AMP-104. This makes it also possible to connect 8 headphones, which will be 
operated in groups of 2 pcs. 

Special features:
 • Jack TRS & RCA input
• Separate volume control
• 2x 4 outputs
• Road proof housing 

Technical information:

 Frequency Response: 10Hz-40KHz
Noise Level: < -105db 
Distortion (THD): < 0.005% at 1khz, 0dbu output 
Inputs: XLR & 1/4” Jack unbalanced
Link out: 1/4” Jack unbalanced
Output: XLR balanced
Power supply: 9V Battery or 18 - 48V DC (phantom)
Input Impedance: >250KΩ
Load Impedance: >600Ω
Dimensions: 53 x 158 x 120 mm (HxWxD)
Weight: 0,8 Kg 

 ADI-101  
   D1946     Active DI box 
 The ADI-101 is created to help professionals who haven’t got the time for interference. It will 
protect your system for ground loops, potential hum and buzz. Because of the solide metal body 
and rubber feet it is very road-proof. 

Special features:
 • Roadproof housing with rubber feet
• Low distortion
• 9V power supply ore 18-48V phantom power
• Ground lift
• -20 and -40dB Attenuation switch • -20 and -40dB Attenuation switch 
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Technical information:

 Frequency Response: 10Hz-40KHz
Noise Level: < -105db 
Distortion (THD): < 0.005% at 1khz, 0dbu output 
Inputs: XLR & 1/4” Jack unbalanced
Link out: 1/4” Jack unbalanced
Output: XLR balanced
Power supply: 9V Battery or 18 - 48V DC (phantom)
Input Impedance: >250KΩ
Load Impedance: >600 Ω
Dimensions: 55 x 135 x 145mm (HxWxD)
Weight: 0,65 Kg 

 ADI-200  
   D1943     Active direct box 
 The ADI-200 active DI box will help you with instruments that have a low level and high 
impedance output. It will convert the output to a more suitable signal without interfering or 
modifying the signal. With the ADI-200 your signal can be driven up to long cable lengths 
without any problems. It offers a clean and undistorted signal as well as reliability on touring 
stages. It works on a 9V battery or with phantom power. It has a ground lift function and an 
attenuation switch for 20dB. 

Special features:
 • Roadproof housing with rubber feet
• Low distortion
• Ground lift
• 20dB Attenuation switch • 20dB Attenuation switch 

Technical information:

 Input: 6,3mm Jack
Link: 6,3mm Jack
Output: XLR Male
Input Impedance: 50,000 Ohms    
Output Impedance: 500 Ohms
Frequency Response: 30 – 50,000 Hz (1 dB)
THD at 400 Hz: 0.003%  
Fixed Natural Attenuation: 20 dB
Attenuation Settings: 0, 20, 40 dB
Crosstalk at 1 kHz at 0 dBu: -96 dBu
Dimensions: 140 x 110 x 55 mm
Weight: 1.1 kg 

 PDI-200  
   D1944     Stereo passive direct injection box 
 The PDI-200 is a two-channel passive direct injection box. It converts your HI-Z signal into 
a LO-Z signal. You do not need a battery or phantom power for this direct box. It has very 
wide applications, great for keyboard signals, acoustic & electric guitar signals and any other 
instrument signals that need to be plugged into a snake on stage. 

Special features:
 • Road proof housing with rubber feet
• Low distortion
• No power supply needed
• 0, 20 ,40db attenuation settings 

 Stereo passive direct injection box 

• 0, 20 ,40db attenuation settings 

Technical information:

 Frequency Response: 20Hz-20KHz RIAA
Inputs: RCA
Outputs: RCA
Input sensitivity: 3mV for 1000 mV output
Input Impedance: 47 kOhm
Nominal Output Voltage: 0 dBV
Max Output voltage:  +16 dBu
Output impedance: 100-600 Ohms
Power supply: 18V AC (adapter included)
Dimensions: 40 x 113 x 80 mm (HxWxD)
Weight: 0,35 Kg 

 PRE-101  
   D1530     Phono RIAA equalized pre-amp 
 The PRE-101 is a phono pre-amp with RIAA equalization. The tiny signal of magnetic pick-ups 
is ampli� ed to � t the line-level inputs of mixers or USB sound-cards. 

Special features:
 • Solid housing
• RIAA Equalization
• High quality components 

 Phono RIAA equalized pre-amp 

Technical information:

 Frequency Response: 10Hz-40KHz
Noise Level: < -105db 
Distortion (THD): < 0.005% at 1khz, 0dbu output 
Inputs: 6,3 TRS Jack, RCA
Link out: 6,3 TRS Jack 
Output: XLR Male balanced
Power supply: 9V Battery or 18 - 48V DC (phantom)
Input Impedance instrument: 1Meg
Input Impedance speaker: 47 kOhm
Max input level instrument: +9dBu / 2.18V 
Max input level speaker: +39dBu / 69V
Dimensions: 53 x 158 x 135 mm (HxWxD)
Weight: 0,7 Kg 

 SDI-202  
   D1947     Stereo Active DI box 
 The SDI-202 is a multi-purpose unit and can be powered by an 9V battery or mixer with 
phantom power. The instrument mode has a high impedance which makes it possible to 
connect an instrument with high output impedances, like an electric guitar or acoustical guitars 
with a piezo-ceramic pick-up element. But this mode also allows you to connect electric devices 
with an unbalanced output like keyboards or Dj mixers without balanced outputs. The RCA input 
is ideal for these kind of setups. It also has a speaker mode which allows you to connect guitar 
ampli� ers direct with the SDI-202. The SDI-202 balanced outputs will give a clean signal at a 
low level which makes long runs of cable possible. The SDI-202 will provide an even frequency 
response on any input signal connected with the bene� t of cancellation of interference, hums 
and buzzes. 

Special features:
 • Jack & RCA inputs
• 9V power supply ore 18-48V phantom power
• Ground lift
• Instrument & 
   speaker inputs 

 Stereo Active DI box 
The SDI-202 is a multi-purpose unit and can be powered by an 9V battery or mixer with 

• 9V power supply ore 18-48V phantom power
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Special features:
 • 48 Khz, 64Bits Sample rate
• 5 parametric EQ’s each in- and output
• USB interface and user-friendly software included
• 50 User Presets 

 DCP-24 MKII  
   D2083     Digital Cross Over 2-in, 4-out 
 The DCP-24 MKII is the little brother of the DCP-26 MKII which has exact the same features 
but has four outputs instead of six. If you have a stereo sub top combination and want to get 
the maximum power out of your audio system, without the risk of any damage, this is the unit 
that gets the job done. Fully digital with all the features you need to tune and protect your sound 
system. The additional latest software is availible at the download section of the product page. 

Technical Information 
 DSP:
Sample rate: 48 kHz, 64 bits NXP (Philips) DSP

5-Bands Input EQ:
EQ Selections: Allpass, Bell, High Shelf, Low Shelf, Notch
EQ Frequency Selection: 20 to 20,000 Hz in 1 Hz steps on all EQ’s

Delay:
Output delay: Channel independent from 0 to 8 mS 

5-Bands Output EQ:
EQ Selections: same as input
Type: Low Shelf 6, Low Shelf 12, High Shelf 6 and High Shelf 12

Crossovers:
Types: Linkwitz Riley, Bessel and Butterworth 
Slopes: 6, 12, 18, 24 dB/octave
Crossover frequencies: 20 to 20,000 in 1 Hz octave steps

Limiter:
Threshold points: -20 to +20 dBu in 0.5 dB steps
Attack time: Zero Attack Time Limiter
Release times: 1 = shortest, 100 = endless long, in steps of 1.

Miscellaneous:
Memory Storage: 50 User presets
Mute: All Output channels can be individually muted    
Display: 2 x 16 dot matrix characters
Latency: 1.27 mS
USB Interface: Back
Power Supply: 6V DC
Power Consumption: 4 Watt
Power Switch: Back
Measurements: 483 x 155 x 44 mm
Accessories:  Power adapter, USB cable, DSP software 

Special features:
 • 48 Khz, 64Bits Sample rate
• 5 parametric EQ’s each in- and output
• USB interface and user-friendly software included
• 50 User Presets 

 DCP-26 MKII  
   D2084     Digital Cross Over 2-in, 6-out 
 The DCP-26 MKII is a very complete 2 in- 6 output digital speaker manager. Even if you are not 
an audio engineer you can easily setup this unit with the included software that works by the 
USB interface. It has 5 PEQ’s at the in- and outputs and various types of � lters to manage any 
kind of speaker or speaker system. Furthermore it has all features you need like phase reverse, 
limiters and delays. Clear in and output meters in combination with the LCD display gives you 
all the necessary information in one overview. The DCP-26 MKII is suitable for PA, line arrays 
and audio installations, as well as sound distribution networks. 

• USB interface and user-friendly software included

Technical Information 
 DSP:
Sample rate: 48 kHz, 64 bits NXP (Philips) DSP

5-Bands Input EQ:
EQ Selections: Allpass, Bell, High Shelf, Low Shelf, Notch
EQ Frequency Selection: 20 to 20,000 Hz in  1 Hz steps on all EQ’s

Delay:
Output delay: Channel independent from 0 to 8 mS 

5-Bands Output EQ:
EQ Selections: same as input
Type: Low Shelf 6, Low Shelf 12, High Shelf 6 and High Shelf 12

Crossovers:
Types: Linkwitz Riley, Bessel and Butterworth 
Slopes: 6, 12, 18, 24 dB/octave
Crossover frequencies: 20 to 20,000 in 1 Hz octave steps

Limiter:
Threshold points: -20 to +20 dBu in 0.5 dB steps
Attack time: Zero Attack Time Limiter
Release times: 1 = shortest, 100 = endless long, in steps of 1.

Miscellaneous:
Memory Storage: 50 User presets
Mute: All Output channels can be individually muted    
Display: 2 x 16 dot matrix characters
Latency: 1.27 mS
USB Interface: Back
Power Supply: 6V DC
Power Consumption: 4 Watt
Power Switch: Back
Measurements: 483 x 155 x 44 mm
Accessories: Power adapter, USB cable, DSP software 

 Digital Processing 
 AUDIO PROCESSING 

 AUDIO 



 Maingroup 
 Subgroup 

82

Special features:
 • 96 Khz Sample rate, 115 dB dynamic range
• S/N Ratio better than 110dB dBu
• USB at front with included user-friendly software
• 30 User presets
• Connect multiple units with RS485 (use optional interface D2071) 

Technical information:

 DSP: 96 kHz, 32 bits � oating point DSP, 192 kHz
AD/DA Converters: 24 bitsInput gain:  -80dB - +12dB, step @ 0,1 dB
Input Impedance: Balanced 20kΩ
Output gain: -80dB - +12dB, step @ 0,1 dB
Output Impedance: Balanced 100Ω
CMRR: >70dB@1kHz
Input range: ≤ ±25 dBu
Frequency response: 20Hz – 20kHz ±0,5dB
S/NR: >110dB
THD: <0,01% @output=0dBu/1kHz
Crosstalk: >80dB@1kHz

6-Bands Input EQ
Bandwidth: 0,05 to 3 octaves in 0,05 octave steps
EQ gain control: -20 dB to +20 dB
EQ frequencies: 19,7Hz to 20kHz in 1/24 octave steps

Delay
Input delay: Channel independent from 0 to 1000 mS
Output delay: Channel independent from 0 to 1000 mS

6-Bands Output EQ
Type: Low Shelf, High Shelf and Parametric
Lo/High shelf slope: 6 dB/12 dB
EQ Bandwidth: 0,05 to 3 octaves in 0,05 steps.
EQ gain control: -20 dB to +20 dB on al EQ types.
EQ frequencies: 19,7 Hz to 20 kHz in 1/24 octave steps

Crossovers
Types: Linkwitz Riley, Bessel and Butterworth
Slopes: 12, 18, 24, 30, 36, 42, 48 dB/octave
Frequencies: 19,7 Hz to 20 kHz in 1/24 octave steps
Limiter
Threshold points: -40 to +20 dBu in 0,5 dB steps
Attack times: 0,3 mS to 200 mS
Attack time steps: 0,1 mS steps from 0,3 to 1 mS, 1 mS steps from 1 to 100 mS
Release times: 50 ms – 5000 ms

Miscellaneous:
Memory Storage: 30 User presets
Display: 2x 24 dot matrix characters
Latency: 2,61 mS
USB Interface: 1x Front
RS-485 interface: 2x Back
Power Supply: 110/220 Volt AC, 50/60 Hz
Power Consumption: 25 Watt
Fuse: F0,5A/250V
Dimensions: 482 x 44 x 192 mm(WxHxD)
Net weight: 3,4 kg
Accessories: Power-cable, USB cable, Software
RS485 interface not included, order code D2071 

 DSM-26 MKII  
   D2072     Digital Speaker Manager 
 The DSM-26 MKII is a 2 in- and 6 output speaker manager that can be used for a wide range 
of applications. It has all the dynamics you need to tune many different types of speaker set-
ups. At the front it has an USB connection port which enables you to program the DSM-26 
MKII with the included software. The RS485 interface gives you the possibility to connect and 
program multiple units at once. It has a powerful chipset that makes it possible to use all � lter 
slopes until 48 dB per octave and all equalizer, delay sections without running out of memory 
or calculations. The DSM-26 MKII is suitable for professional PA systems, line arrays and audio 
installations, as well as sound distribution networks. The MKII version has been improved on 
the following points:

• Adjustable noise gate on inputs
• System separate function lock
• Improved software GUI and functions
• Improved software resolution
• Upgraded, more stable, DSP 

Technical information:

 Input connector: USB B
Output connector: RJ-45
Dimensions: 60x40x25mm
Drivers: No drivers needed, works with DSM-26 software
Operation systems: Win and MAC 

 URI-485  
   D2071     USB RS-485 Interface DSM-26 
 The URI-485 is an USB to RS-485 Interface that can be used with the DSM-26 Digital speaker 
manager. You can program and edit multiple DSM-26 units if you link them with CAT-5 Cable. 
Use the URI-485 to connect the � rst DSM-26 in line with a computer system and your network 
is ready to go. There is no need for an external power supply the URI-485 is powered by USB. 
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Technical information:

 Dimensions: 483 x 45 mm (LxH)
Weight: 0,94 kg 

 DB Display  
   D1902     Decibel Power Display 
  

 Digital Sound Level Meter  
   91004      
 LCD digital display
• Analog bar indicator
• Wide dynamic range
• Auto/manual range
• Fast/Slow response selectable
• Max. value Hold function
• A/C weighting selection
• Date and time display
• AC/DC auxiliary output
• Backlight
• Low power indication 

Technical information:

 Measurement range: 30 dB - 130 dB
Accuracy: +/-2 dB
Resolution: 0,1 dB
Sample rate: 2 times/s
Frequency range: 20 Hz - 8 kHz
Over range indication: UNDER or OVER
Voltage: 1,5V (6 x AAA) Incl. batt. 
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Special features:
 • 256mm installation depth
• Full protection circuits
• Selectable input sensitivity 
• Ef� cient forced air cooling 

 CX-500  
   D4162     2x 200W Ampli� er 

Technical Information 
 Output Power Stereo: 8 Ohm: 2x 150 Watt RMS
 4 Ohm: 2x 200 Watt RMS
  2 Ohm: Not Allowed

Output Power Bridge: 8 Ohm: 400 Watt RMS
  4 Ohm: Not Allowed

Frequency Response: 20 - 20,000 Hz,  +0-1 dB
THD: < 0.5%
Damping Factor at 8 Ohm: > 200
Crosstalk 1Khz: -75dB
Crosstalk 20kHz: -58dB
Signal to Noise Ratio: > 100dB A-weighted
Input Sensitivity: 0,775V / 1,4V
Input Impedance: 20 kOhm Balanced
  10 kOhm Unbalanced
Protection: Clip Limiter (Fixed)
 Short Circuit
 Overheat
 Overload
 DC Voltage
 Soft Start

Output Modes: Stereo / Parallel / Bridge
Cooling: Speed regulated fan
Air� ow: Front to Back
Input / Link Connectors: XLR
Output Connectors: 2x Speakon
Dimensions (LxWxH): 482 x 256 x 88 mm
Net Weight: 10 kg
Power Supply: 230V / 50 Hz 

Special features:
 • 256mm installation depth
• Full protection circuits
• Selectable input sensitivity 
• Ef� cient forced air cooling 

 CX-900  
   D4163     2x 450W Ampli� er 

Technical Information 
 Output Power Stereo: 8 Ohm: 2x 350 Watt RMS
 4 Ohm: 2x 450 Watt RMS
  2 Ohm: Not Allowed

Output Power Bridge: 8 Ohm: 900 Watt RMS
  4 Ohm: Not Allowed

Frequency Response: 20 - 20,000 Hz,  +0-1 dB
THD: < 0.5%
Damping Factor at 8 Ohm: > 200
Crosstalk 1Khz: -75dB
Crosstalk 20kHz: -58dB
Signal to Noise Ratio: > 100dB A-weighted
Input Sensitivity: 0,775V / 1,4V
Input Impedance: 20 kOhm Balanced
  10 kOhm Unbalanced
Protection: Clip Limiter (Fixed)
 Short Circuit
 Overheat
 Overload
 DC Voltage
 Soft Start

Output Modes: Stereo / Parallel / Bridge
Cooling: Speed regulated fan
Air� ow: Front to Back
Input / Link Connectors: XLR
Output Connectors: 2x Speakon
Dimensions (LxWxH): 482 x 256 x 88 mm
Net Weight: 13 kg
Power Supply: 230V / 50 Hz 

 CX amp 
 The DAP CX Series power ampli� ers are the solution when true quality is needed in an 
affordable price range. The CX Series are 5 models representing output powers from stereo 
200W until 1450W.  All including the best protection circuits and built in a strong solid housing 
to achieve many years of reliable power. They are the best mobile choice for musicians, DJs, 
and entertainers but due to the 256mm depth (excl. CX-3000) also perfect for installations in 
discos, pubs or any kind of public areas. 

 Analogue Amplifi ers 
 AMPLIFIERS 

 AUDIO 



 Maingroup 
 Subgroup 

85

Special features:
 • 256mm installation depth
• Full protection circuits
• Selectable input sensitivity 
• Ef� cient forced air cooling 

 CX-1500  
   D4164     2x 750W Ampli� er 
Technical Information 
 Output Power Stereo: 8 Ohm: 2x 500 Watt RMS
 4 Ohm: 2x 750 Watt RMS
  2 Ohm: Not Allowed

Output Power Bridge: 8 Ohm: 1500 Watt RMS
  4 Ohm: Not Allowed

Frequency Response: 20 - 20,000 Hz,  +0-1 dB
THD: < 0.5%
Damping Factor at 8 Ohm: > 200
Crosstalk 1Khz: -75dB
Crosstalk 20kHz: -58dB
Signal to Noise Ratio: > 100dB A-weighted
Input Sensitivity: 0,775V / 1,4V
Input Impedance: 20 kOhm Balanced
  10 kOhm Unbalanced
Protection: Clip Limiter (Fixed)
 Short Circuit
 Overheat
 Overload
 DC Voltage
 Soft Start

Output Modes: Stereo / Parallel / Bridge
Cooling: Speed regulated fan
Air� ow: Front to Back
Input / Link Connectors: XLR
Output Connectors: 2x Speakon
Dimensions (LxWxH): 482 x 256 x 88 mm
Net Weight: 13,5 kg
Power Supply: 230V / 50 Hz 

 CX-2100  
   D4165     2x 990W Ampli� er 

Special features:
 • 256mm installation depth
• Full protection circuits
• Selectable input sensitivity 
• Ef� cient forced air cooling 

Technical Information 
 Output Power Stereo: 8 Ohm: 2x 700 Watt RMS
 4 Ohm: 2x 990 Watt RMS
  2 Ohm: Not Allowed

Output Power Bridge: 8 Ohm: 2000 Watt RMS
  4 Ohm: Not Allowed

Frequency Response: 20 - 20,000 Hz,  +0-1 dB
THD: < 0.5%
Damping Factor at 8 Ohm: > 200
Crosstalk 1Khz: -75dB
Crosstalk 20kHz: -58dB
Signal to Noise Ratio: > 100dB A-weighted
Input Sensitivity: 0,775V / 1,4V
Input Impedance: 20 kOhm Balanced
  10 kOhm Unbalanced
Protection: Clip Limiter (Fixed)
 Short Circuit
 Overheat
 Overload
 DC Voltage
 Soft Start

Output Modes: Stereo / Parallel / Bridge
Cooling: Speed regulated fan
Air� ow: Front to Back
Input / Link Connectors: XLR
Output Connectors: 2x Speakon
Dimensions (LxWxH): 482 x 256 x 88 mm
Net Weight: 14,5 kg
Power Supply: 230V / 50 Hz 

Special features:
 • 323mm installation depth
• Full protection circuits
• Selectable input sensitivity 
• Ef� cient forced air cooling 

 CX-3000  
   D4166     2x 1450W Ampli� er 

Technical Information 
 Output Power Stereo: 8 Ohm: 2x 1250 Watt 
 RMS
 4 Ohm: 2x 1450 Watt 
 RMS
  2 Ohm: Not Allowed

Output Power Bridge: 8 Ohm: 2900 Watt RMS
  4 Ohm: Not Allowed

Frequency Response: 20 - 20,000 Hz,  +0-1 dB
THD: < 0.5%
Damping Factor at 8 Ohm: > 200
Crosstalk 1Khz: -75dB
Crosstalk 20kHz: -58dB
Signal to Noise Ratio: > 100dB A-weighted
Input Sensitivity: 0,775V / 1,4V
Input Impedance: 20 kOhm Balanced
  10 kOhm Unbalanced

Protection: Clip Limiter (Fixed)
 Short Circuit
 Overheat
 Overload
 DC Voltage
 Soft Start

Output Modes: Stereo / Parallel / Bridge
Cooling: Speed regulated fan
Air� ow: Front to Back
Input / Link Connectors: XLR
Output Connectors: 2x Speakon
Dimensions (LxWxH): 482 x 323 x 88 mm
Net Weight: 19,5 kg
Power Supply: 230V / 50 Hz 
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Technical information:

2 Channels: Stereo, Parallel, Bridged
Input sensitivity: 1V, +2,2dBu
Freq response: 20-20.000Hz
THD+N: < 0.05%
S/N Ratio: >105 dB
Crosstalk: >60dB
Damping factor: >250 (8Ohm)
Dimensions: 483 x 430 x 89mm

Special features:
 • Affordable and reliable power
• Over 12 years of proven quality
• Advanced protection circuits
• Natural sound quality 

Elements Black Series Palladium 
 The Palladium ampli� er range has proven itself for many years. They give real and save power to your speakers. With already more than 12 
years of production and experience the palladium is equipped with the best ampli� cation and protection circuits. They are available in the original 
silver vintage look or black housing. If you need reliability, real and safe power in an affordable price range the Palladium ampli� er range is 
what you need. 

Built-in protection circuits: 
• Clip limiter
• Short Circuit
• Input overload
• Output overload
• DC Voltage
• High temperature

Model Silver Black Stereo 4 Ohm 
(Watt)

Stereo 8 Ohm (Watt) Bridge 8 Ohm 
(Watt)

Weight (Kg)

P-400  D4131  D4131B 200 100 400 11,32

P-500  D4132  D4132B 270 180 540 11,78

P-700  D4133  D4133B 360 240 720 13,44

P-900  D4134  D4134B 525 350 1050 15,32

P-1200  D4135  D4135B 800 530 1600 16,26

P-1600  D4136  D4136B 900 600 1800 18,96

P-2000  D4137  D4137B 1050 700 2100 19
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Special features:
 • High level of reliability due to full   
 protection circuit
• Ultra lightweight (6,2Kg)
• PFC Digital Power Supply 

 DM-1000  
   D4212     2x 500W Class-D ampli� er 

Technical Information 
 Stereo Mode: 2x 500W @ 
 4 Ohm (RMS)
(Both Channels Drive) 2x 300W @ 
 8 Ohm (RMS)
Bridge Mode: 1x 1000W @ 
 8 Ohm (RMS)
Input sensitivity: 0,9 – 1,1V
Input Impedance: 20KΩ balanced or 
 10KΩ Unbalanced
Frequency Response: 20 - 45,000 Hz, -1 dB 
THD+N:  < 0.05%
Damping Factor at 8 Ohm: > 180
Slew Rate: > 40 V/µS
Input CMRR: > 60 dB
Crosstalk 20 - 20,000 Hz: > 70 dB

Signal to Noise Ratio: > 96 dB A-weighted
Power Circuitry: PFC-Switching Power 
 Amp CLASS-D
Protections: Short circuit, open circuit,
 thermal, ultrasonic and 
 RF protection
Input Connectors: RCA and XLR Combo
Output connectors: 2x Speakon + 
 binding posts
Dimensions: 483 x 431 x 89mm
Power Supply: 110-120VAC or 
 220-240VAC, 50/60Hz
Weight: 6,2Kg 

Special features:
 • High level of reliability due to full
 protection circuit
• Ultra lightweight (7,6Kg)
• PFC Digital Power Supply 

 DM-2000  
   D4213     2x 1000W Class-D ampli� er 

Technical Information 
 Stereo Mode: 2x 1000W @ 
 4 Ohm (RMS)
(Both Channels Drive) 2x 500W @ 
 8 Ohm (RMS)
Bridge Mode: 1x 1900W @ 
 8 Ohm (RMS)
Input sensitivity: 0,9 – 1,1V
Input Impedance: 20KΩ balanced or 
 10KΩ Unbalanced
Frequency Response: 20 - 45,000 Hz, -1 dB 
THD+N:  < 0.05%
Damping Factor at 8 Ohm: > 180
Slew Rate: > 40 V/µS
Input CMRR: > 60 dB
Crosstalk 20 - 20,000 Hz: > 70 dB

Signal to Noise Ratio: > 99 dB A-weighted
Power Circuitry: PFC-Switching Power
 Amp CLASS-D
Protections: Short circuit, open circuit, 
 thermal, ultrasonic and 
 RF protection
Input Connectors: RCA and XLR Combo
Output connectors: 2x Speakon + 
 binding posts
Dimensions: 483 x 431 x 89mm
Power Supply: 110-120VAC or 
 220-240VAC, 50/60Hz
Weight: 7,6Kg
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Special features:
 • 4 Channels @ 1U Housing
• Soft start technology
• Individual brigde control
• SMPS & Class-D amp 

 Qi-4200  
   D4530     4 Channel installation amp 4x200W 

Technical Information 
 Output power
Stereo 4Ohm: 4x 200W
Stereo 8Ohm: 4x 120W
Bridge 8Ohm: 2x 400W

Parameters
S/N Ratio: >90dB
Input sensitivity: 0,65V
Input impedance: 20kOhm Bal./
 10Kohm unbal.
Technology: Class-D
Protection: short circuit, DC, RF, 
 Soft start
Cooling: Temp controlled fan
Power supply: SMPS

Connections
Input: 4x XLR 
Output: 4x Speaker connector
Power: IEC

Physical
Dimensions: 388 x 435 x 44 (WxHxD)
Installation depth: 370 (excl. conn.)
Weight: 5.8Kg

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 500W 

Special features:
 • 4 Channels @ 1U Housing
• Soft start technology
• Individual brigde control
• SMPS & Class-D amp 

 Qi-4400  
   D4531     4 Channel installation amp 4x400W 

Technical Information 
 Output power
Stereo 4Ohm: 4x 400W
Stereo 8Ohm: 4x 250W
Bridge 8Ohm: 2x 800W

Parameters
S/N Ratio: >90dB
Input sensitivity: 0,7V
Input impedance: 20kOhm Bal./
 10Kohm unbal.
Technology: Class-D
Protection: short circuit, DC, RF, 
 Soft start
Cooling: Temp controlled fan
Power supply: SMPS

Connections
Input: 4x XLR 
Output: 4x Speaker connector
Power: IEC

Physical
Dimensions: 388 x 435 x 44 (WxHxD)
Installation depth: 370 (excl. conn.)
Weight: 5.8Kg

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 875W 

Special features:
 • 4 Channels @ 1U Housing
• Soft start technology
• Individual brigde control
• SMPS & Class-D amp 

 Qi-4600  
   D4532     4 Channel installation amp 4x600W 

Technical Information 
 Output power
Stereo 4Ohm: 4x 600W
Stereo 8Ohm: 4x 360W
Bridge 8Ohm: 2x 1200W

Parameters
S/N Ratio: >90dB
Input sensitivity: 0,775V
Input impedance: 20kOhm Bal./
 10Kohm unbal.
Technology: Class-D
Protection: short circuit, DC, RF, 
 Soft start
Cooling: Temp controlled fan
Power supply: SMPS

Connections
Input: 4x XLR 
Output: 4x Speaker connector
Power: IEC

Physical
Dimensions: 388 x 435 x 44 (WxHxD)
Installation depth: 370 (excl. conn.)
Weight: 6Kg

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 1100W 
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Technical Information 
 3-way passive vented PA speaker system
Woofer: MB-8
Piezo Mid / High: P-2
Piezo Tweeter: P-1
Nominal Impedance: 8 Ohm
Power Handling: 75W Continuous
 150W Program
 300W Peak
Sensitivity (Full Space): 89 dB/W/m
Peak SPL at 1 m: 113.8 dB
Stand adapter inner Ø: 36 mm
Connector: speakon
Dimensions (LxWxH): 265 x 305 x 490 mm
Net Weight: 8,6 kg 

 MC-8  
   D3154     Full range cabinet 75W 8 Ohm 

 8,6 

 265
305
490  8”  8 Ohm 

 75W       

Technical Information 
 3-way passive vented PA speaker system
Woofer: MB-10
Piezo Mid / High: P-2
Piezo Tweeter: P-1
Nominal Impedance: 8 Ohm
Power Handling: 125W Continuous
 250W Program
 500W Peak
Sensitivity (Full Space): 90 dB / W / m
Peak SPL at 1 m (Theoret.): 117 dB
Stand adapter inner Ø: 36 mm
Connector: Speakon
Dimensions (LxWxH): 370 x 265 x 510 mm
Net Weight: 10,72 kg 

 MC-10  
   D3155     Full range cabinet 125W 8 Ohm 

 10,72 

 370
265
510  10”  8 Ohm 

 125W       

Technical Information 
 2-way passive vented PA speaker system
Woofer: MB-12
Piezo Mid / High Driver: DP-12
Nominal Impedance: 8 Ohm
Power Handling: 200W Continuous
 400W Program
 800W Peak
Sensitivity (Full Space): 92 dB / W / m
Peak SPL at 1 m (Theoret.): 121 dB
Stand adapter inner side Ø: 36 mm
Connector: Speakon
Dimensions (LxWxH): 390 x 440 x 650 mm
Net Weight: 17,32 kg 

 MC-12  
   D3156     Full range cabinet 200W 8 Ohm 

 17,32 

 390
440
650  12”  8 Ohm 

 200W       

 MC-Series 
  
 MC-Series Special features:
 • Value for money
• Entry level Speakercabinet 
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Technical Information 
 2-way passive vented PA speaker system
Woofer: MB-15
Piezo Mid / High Driver: DP-12
Nominal Impedance: 8 Ohm
Power Handling: 250W Continuous
 500W Program
 1000W Peak
Sensitivity (Full Space): 92 dB / W / m
Peak SPL at 1 m (Theoret.): 122 dB
Stand adapter inner side Ø: 36 mm
Connector: Speakon
Dimensions (LxWxH): 440 x 475 x 750 mm
Net Weight: 22,38 kg 

 MC-15  
   D3157     Full range cabinet 250W 8 Ohm 

 22,38 

 440
475
750  15”  8 Ohm 

 250W       

 MC-215  
   D3158     Full range cabinet 500W 4 Ohm 

Technical Information 
 3-way passive vented PA speaker system
Woofer: 2x MB-15-4, 
 4 Ohm each
Piezo Mid / High Driver: 1x DP-12
Piezo Tweeter: 3x P-1
Nominal Impedance: 4 Ohm
Power Handling: 500W Continuous
 1000W Program
 2000W Peak
Sensitivity (Full Space): 95 dB / W / m
Peak SPL at 1 m (Theoret.): 128 dB
Connector: Speakon
Dimensions (LxWxH): 440 x 475 x 1150 mm
Net Weight: 34 kg 

 34 

 440
475
1150  15”  4 Ohm 

 500W       

 MCB-15  
   D3159     Subwoofer 250W 8 Ohm 

Technical Information 
 15” passive vented subwoofer
Woofer: MB-15
Nominal Impedance: 8 Ohm
Power Handling: 250W Continuous
 500W Program
 1000W Peak
Sensitivity (Half Space): 98 dB / W / m
Peak SPL at 1 m (Theoret.): 128 dB
Stand adapter inner side Ø: 36 mm
Connector: Speakon
Dimensions (LxWxH): 435 x 480 x 555 mm
Net Weight: 20,38 kg 

 20,38 

 435
480
555  15”  8 Ohm 

 250W       

 MCB-15  
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 DRX-8 
     D3630   

Technical Information 
 System Type: 2-Way Vented Passive Speaker cabinet
Continuous Power: 100 Watts
Peak Power: 200 Watts
Horn Coverage: 50°H x 50°V
Speaker Sensitivity (1W.1m): 90 dB SPL ±3dB 
Max. SPL: 113dB at 1m
Frequency Response: 68Hz~20kHz (- 6dB)
Impedance: 8Ω
Crossover Frequency: 3.2KHz
Protection: High Frequency Protection
Woofer: 8” / 1.5” Voice Coil
Driver: 1” / 1” Voice Coil
Construction: 15mm plywood, glued and reinforced 
Paint: black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: 2 x SPK4
Dimensions (HxWxD): 542 x 360 x 352 mm
Weight: 9 kg 

Special features:
 • 200 Watt
• Lightweight: 9 kg
• Reinforced cabinet
• High driver protection 

 DRX-10 
     D3631    
Technical Information 
 System Type: 2-Way Vented Passive Speaker cabinet
Continuous Power: 120 Watts
Peak Power: 240 Watts
Horn Coverage: 50°H x 50°V
Speaker Sensitivity (1W.1m): 95 dB SPL ±3dB 
Max. SPL: 118dB at 1m
Frequency Response: 58Hz~20kHz (- 6dB)
Impedance: 8Ω
Crossover Frequency: 3.2KHz
Protection: High Frequency Protection
Woofer: 10” /  2” Voice Coil
Driver: 1” / 1” Voice Coil
Construction: 15mm plywood, glued and reinforced 
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: 2 x SPK4
Dimensions (HxWxD): 550 x 328 x 320 mm
Weight: 13 kg 

Special features:
 • 240 Watt
• Lightweight: 13 kg
• Reinforced cabinet
• High driver protection 
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Special features:
 • 400 Watt
• Lightweight: 18 kg
• Reinforced cabinet
• High driver protection 

 DRX-15 
     D3633    
Technical Information 
 System Type: 2-Way Vented Passive Speaker cabinet
Continuous Power: 200 Watts
Peak Power: 400 Watts
Horn Coverage: 50°H x 50°V
Speaker Sensitivity (1W.1m): 96 dB SPL ±3dB 
Max. SPL: 122dB at 1m
Frequency Response: 50Hz~20kHz (- 6dB)
Impedance: 8Ω
Crossover Frequency: 2.8KHz
Protection: High Frequency Protection
Woofer: 15” / 2” Voice Coil
Driver: 1” / 1” Voice Coil
Construction: 15mm plywood, glued and reinforced 
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: 2 x SPK4
Dimensions (HxWxD): 736 x 486 x 522 mm
Weight: 18 kg 

Technical Information 
 System Type: 2-Way Vented Passive Speaker cabinet
Continuous Power: 150 Watts
Peak Power: 300 Watts
Horn Coverage: 50°H x 50°V
Speaker Sensitivity (1W.1m): 95.6 dB SPL ±3dB 
Max. SPL: 120.3dB at 1m
Frequency Response: 55Hz~20kHz (- 6dB)
Impedance: 8Ω
Crossover Frequency: 2.8KHz
Protection: High Frequency Protection
Woofer: 12” / 2” Voice Coil
Driver: 1” / 1” Voice Coil
Construction: 15mm plywood, glued and reinforced 
Paint: black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: 2 x SPK4
Dimensions (HxWxD): 584 x 353 x 360 mm
Weight: 14,5 kg 

 DRX-12 
     D3632    

Special features:
 • 300 Watt
• Lightweight: 14,5 kg
• Reinforced cabinet
• High driver protection 
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 DRX-12B 
     D3644    
DRX-12B

Technical Information 
 System Type: 12” Re� ex Subwoofer
Continuous Power: 300W
Peak Power: 600W
Transducer Low: 12” Woofer, 2.5” voice coil, with double ventilation
Max. SPL at 1m: 123dB
Impedance: 8Ω
Frequency Response: 50Hz-400Hz  (-6dB)
Connector: 2 x Speakon 1+,1- (2+,2- N/C)
Construction: 15mm plywood cabinet, glued and reinforced 
Paint: Black scratch resistant 
Pole-mount: metal 35mm standard pole
Dimensions (HxWxD): 370 x 530 x 480 mm
Net Weight: 17,95 kg 

Special features:
 • 600 Watt
• 123 dB
• Compact design
• Lightweight: 17,95 kg 

 DRX-10B 
     D3643    
Technical Information 
 System Type: 10” Re� ex Subwoofer
Continuous Power: 250W
Peak Power: 500W
Transducer Low: 10” Woofer, 2.5” voice coil, with double ventilation
Max. SPL at 1m: 121dB
Impedance: 8Ω
Frequency Response: 55Hz-500Hz  (-6dB)
Connector: 2 x Speakon 1+,1- (2+,2- N/C)
Construction: 15mm plywood cabinet, glued and reinforced, 
Paint: Black scratch resistant 
Pole-mount: metal 35mm standard pole
Dimensions (HxWxD): 325 x 465 x 421 mm
Net Weight: 15,03 kg 

DRX-10B

Special features:
 • 500 Watt
• 121 dB
• Compact design
• Lightweight: 15,03 kg 
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 DRX-18B 
     D3646    
Technical Information 
 System Type: 18” Re� ex Subwoofer
Continuous Power: 350W
Peak Power: 700W
Transducer Low: 18” Woofer, 3” voice coil, with double ventilation
Max. SPL at 1m: 126dB
Impedance: 8Ω
Frequency Response: 35Hz-400Hz  (-6dB)
Connector: 2 x Speakon 1+,1- (2+,2- N/C)
Construction: 18mm plywood cabinet, glued and reinforced 
Paint: Black scratch resistant 
Pole-mount: 2x metal 35mm standard pole
Dimensions (HxWxD): 535 x 661 x 515 mm
Net Weight: 28,6 kg 

Special features:
 • 700 Watt
• 126 dB
• Multidimensional design
•   35-400Hz 

DRX-18B DRX-15B 
     D3645    
Technical Information 
 System Type: 15” Re� ex Subwoofer
Continuous Power: 300W
Peak Power: 600W
Transducer Low: 15” Woofer, 2.5” voice coil, with double ventilation
Max. SPL at 1m: 124dB
Impedance: 8Ω
Frequency Response: 45Hz-400Hz  (-6dB)
Connector: 2 x Speakon 1+,1- (2+,2- N/C)
Construction: 15mm plywood cabinet, glued and reinforced 
Paint: Black scratch resistant 
Pole-mount: metal 35mm standard pole
Dimensions (HxWxD): 450 x 580 x 480 mm
Net Weight: 21,3 kg 

Special features:
 • 600 Watt
• 124 dB
• Compact design
• Lightweight: 21,3 kg 

DRX-15B
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Special features:
 • Compact, lightweight and    
 robust ABS housing
• Universally applicable
• High sound pressure 

 Splash 8 
   D3594     8” Passive plastic vented PA speaker system 

Technical Information 
 System: Passive 2-Way Full-range Speaker
Continuous power: 100W
Peak power: 200W
SPL@1m: 113 dB (Max.)
Frequency Response: 68Hz - 20kHz (- 6dB)
Crossover Frequency: 2200Hz
Woofer: 8” – 1,5” Voice Coil
Driver: 1” Ferrite driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape, reinforced Metal Grill,   
 Rubber feet, 1 handle
Mounting: 35 mm pole-mount
Connectors: Speakon
Dimensions (HxWxD): 420 x 270 x 240 mm
Weight: 5,81 Kg 

Special features:
 • compact, lightweight and    
 robust ABS housing
• universally applicable
• high sound pressure 

 Splash 10 
   D3595     10” Passive plastic vented PA speaker system 

  

Technical Information 
 System: Passive 2-Way Full-range Speaker
Continuous power: 120W
Peak power: 240W
SPL@1m: 116 dB (Max.)
Frequency Response: 65Hz - 20kHz (- 6dB)
Crossover Frequency: 2200Hz
Woofer: 10” – 1,5” Voice Coil
Driver: 1” Ferrite driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape, reinforced Metal Grill,   
 Rubber feet, 1 handle
Mounting: 35mm pole-mount
Connectors: Speakon
Dimensions (HxWxD): 460 x 285 x 265mm
Weight: 6,8 Kg 
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Special features:
 • compact, lightweight  
 and robust ABS housing
• universally applicable
• high sound pressure 

 Splash 12 
   D3592     12” Passive plastic vented PA speaker system 

 • compact, lightweight  
 and robust ABS housing

Technical Information 
 System: Passive 2-Way Full-range Speaker
Continuous power: 200W
Peak power: 400W
Horn Coverage: 90° H x 45° V
SPL@1m: 119 dB (Max.)
Frequency Response: 55Hz - 20kHz (- 6dB)
Crossover Frequency: 3500Hz
Woofer: 12” Ø 305mm - 2” Voice Coil
Driver: 1” Neodymium driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape, reinforced Metal Grill,   
 Rubber feet, 3 ergonomic handles
Mounting: 35mm pole-mount
Connectors: Speakon
Dimensions (HxWxD): 607 x 380 x 337mm
Weight: 11,75 Kg 

Special features:
 • compact, lightweight
 and robust ABS housing
• universally applicable
• high sound pressure 

 Splash 15 
   D3593     15” Passive plastic vented PA speaker system 

Special features:
 • compact, lightweight
 and robust ABS housing

Technical Information 
 System: Passive 2-Way Full-range Speaker
Continuous power: 200W
Peak power: 400W
SPL@1m: 121 dB (Max.)
Frequency Response: 50Hz - 20kHz (- 6dB)
Crossover Frequency: 3500Hz
Woofer: 15” Ø 381mm - 2” Voice Coil
Driver: 1” Neodymium driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape, reinforced Metal Grill,   
 Rubber feet, 2 ergonomic handles
Mounting: 35mm pole-mount
Connectors: Speakon
Dimensions (HxWxD): 625 x 386 x 366mm
Weight: 12,70 Kg 

V
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 XT MKII Series 
 The DAP X-series is a successful speaker range since 2006. They have proven their reliability, 
sound quality and high power handling for many years now. DAP audio has upgraded the looks 
with the XT series, the metal grill made it more road-proof and more stylish. Now DAP audio 
again improved this range by using a better scratch resistant paint and reducing the weight of 
the complete range. Also the XT MKII is better protected against overload and gives the sound 
more de� nition and less distortion in high frequencies when playing on max power. 

 XT-10 MKII  
   D3412     10” / 1,75” 250W Full range 
cabinet 
 Compact 2-way cabinet with natural and direct 
sound quality. It has a 18db/octave � lter with 
a passive limiter. It is equipped with a titanium 
dome high driver. The horn can be rotated if 
you like to use the speaker horizontal. Due to 
the natural frequency response it has a high 
gain before feedback. The 90° x 60° horn 
gives an even coverage and smooth response, 
on and off axis. The XT-10 MKII is � nished with 
scratch resistant black spray. 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 250 Watt
Program power: 500 Watt
Peak power: 1000 Watt
Freq. Response (-3 dB): 48 – 20.000 Hz
Freq. Range (-10 dB): 40 – 22.000 Hz
Recommended High Pass Filter: 45 Hz, BW-24
Crossover Frequency: 3000 Hz, 18 dB/Oct
Sensitivity (Full Space): 97 dB / W / m
Peak SPL at 1 m (Theoretical): 127 dB
Nominal Dispersion (HxV): 90° x 60°
Pole-mount: 35mm
Dimensions: 345 x 360 
 x 540 mm
Weight: 19.0 Kg 

Special features:
 • M10 � ying eyes
• Advanced 18dB � lter
• Rotatable 90° x 60° horn 
• Optimal off-axis response 

10”

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 350 Watt
Program power: 700 Watt
Peak power: 1400 Watt
Freq. Response (-3 dB): 47 – 20.000 Hz
Freq. Range (-10 dB):  37 – 22.000 Hz
Recommended High Pass Filter: 42 Hz, BW-24
Crossover Frequency: 1600 Hz, 12 dB/Oct
Sensitivity (Full Space): 99 dB / W / m
Peak SPL at 1 m (Theoretical): 130,5 dB
Nominal Dispersion (HxV): 60° x 40°
Pole-mount: 35mm
Dimensions: 410 x 390 
 x 710 mm
Weight: 23,2 kg 

 XT-12 MKII  
   D3413     12” / 1,75” 350W Full range 
cabinet 
 Compact 2-way cabinet with natural and 
direct sound quality. It has a 12db/octave 
� lter with a passive limiter. It is equipped 
with a titanium dome high driver. Due to the 
natural frequency response it has a high gain 
before feedback. The 60° x 40° gives an even 
coverage and smooth response, on and off 
axis. The XT-12 MKII is � nished with scratch 
resistant black spray. 

Special features:
 • M10 � ying eyes
• Advanced 12dB � lter with 
 passive limiter
• 90° x 60° horn 
• Optimal off-axis response 

12”

 XT-12T MKII  
   D3414     12” / 1,75” 450W Top Cabinet 
 Compact 2-way top cabinet especially de-
signed to combine with XT Subwoofers. It has 
a 12db/octave � lter with a passive limiter. It 
is equipped with a titanium dome high driver. 
Due to the natural frequency response it has 
a high gain before feedback. The 60° x 40° 
gives an even coverage and smooth response, 
on and off axis. The XT-12T MKII is � nished 
with scratch resistant black spray. 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 450 Watt
Program power: 900 Watt
Peak power: 1800 Watt
Freq. Response (-3 dB): 65 – 20.000 Hz 
Freq. Range (-10 dB):  52 – 22.000 Hz
Recommended High Pass Filter: 58 Hz, BW-24
Crossover Frequency: 1600 Hz, 12 dB/Oct
Sensitivity (Full Space): 99 dB / W / m
Peak SPL at 1 m (Theoretical): 131,5 dB
Nominal Dispersion (H x V): 60° x 40°
Pole-mount: 35mm
Dimensions: 355 x 365 
 x 712 mm
Weight: 22.8 kg 

Special features:
 • Designed to combine with XT 
 subwoofers
• Advanced 12dB � lter with 
 passive limiter
• Rigging strips
• Optimal off-axis response 

12”

 XT-15 MKII  
   D3415     15” / 2” 500W  Full Range 
Cabinet 
 Powerful 2-way cabinet with natural and direct 
sound quality. It has a 12db/octave � lter with 
a passive limiter. It is equipped with a titanium 
dome high driver. Due to the natural frequency 
response it has a high gain before feedback. 
The 75° x 50° gives an big and even coverage 
response, on and off axis. The XT-15 MKII is 
� nished with scratch resistant black spray. 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 500 Watt
Program power: 1000 Watt
Peak power: 2000 Watt
Freq. Response (-3 dB): 39 – 16.000 Hz
Freq. Range (-10 dB): 31 – 20.000 Hz
Recommended High Pass Filter: 36 Hz, BW-24
Crossover Frequency: 1400 Hz, 12 dB/Oct
Sensitivity (Full Space): 99 dB / W / m
Peak SPL at 1 m (Theoretical): 132 dB
Nominal Dispersion (HxV): 75° x 50°
Pole-mount: 35mm
Dimensions: 460 x 480 
 x 810 mm
Weight: 31,4 kg 

Special features:
 • 75° x 50° coverage
• Advanced 12dB � lter with 
 passive limiter
• Rigging strips
• Optimal off-axis response 

15”

 Passive Series 
 SPEAKERS 

 AUDIO 



 Maingroup 
 Subgroup 

99

 XT-15B MKII  
   D3416     15” Front loaded Subwoofer 
 A compact 15” frontloaded subwoofer with 
a 3” voice coil and a long cone excursion 
for minimal distortion at full power. It has an 
optimal Q-load for a very smooth and deep 
frequency response. Due to the advanced 
transducer cooling system it has a high power 
handling capacity. It is � nished with scratch 
resistant black spray. 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 400 Watt
Program power: 800 Watt
Peak power: 1600 Watt
Freq. Response (-3 dB): 42 – 160 Hz
Freq. Range (-10 dB):  35 – 200 Hz 
Recommended High Pass Filter: 38 Hz, BW-24
Crossover Frequency: 160 Hz, 12 dB/Oct
Crossover Frequency high out: 160 Hz, 6 dB/Oct
Sensitivity (Half Space): 103 dB / W / m
Peak SPL at 1 m (Theoretical): 135 dB
Nominal Dispersion (H x V): 360° x 180°
Pole-mount: 35mm + M20 
 Thread
Dimensions : 605 x 500 
 x 710 mm
Weight: 32,4 kg 

Special features:
 • Cross-over bypass switch
• High pass � ltered output with 
 phase switch
• Only one ampli� er needed for a com 
 plete set up with 4 subs and 2 tops
• Compact design 

15” 18”

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 600 Watt
Program power: 1200 Watt
Peak power: 2400 Watt
Freq. Response (-3 dB): 38 – 160 Hz 
Freq. Range (-10 dB): 31 – 200 Hz
Recommended High Pass Filter: 32 Hz, BW-24
Crossover Frequency: 160 Hz, 12 dB/Oct
Crossover Frequency High out: 160 Hz, 6 dB/Oct
Sensitivity (Half Space): 104 dB / W / m
Peak SPL at 1 m (Theoretical): 137,8 dB
Nominal Dispersion (H x V): 360° x 180°
Pole-mount: 35mm + M20 
 Thread
Dimensions : 615 x 600 
 x 760 mm
Weight: 43,2 kg 

 XT-18B MKII  
   D3417     18” Front loaded subwoofer 
 18 inch subwoofer with a 4” voice coil and 
a long cone excursion for minimal distortion 
at full power. High ef� ciency and high power 
handling capacity. It has an optimal Q-load for 
a very smooth and deep frequency response. 
The cabinet is � nished with scratch resistant 
black paint. 

Special features:
 • Cross-over bypass switch
• High pass � ltered output with 
 phase switch
• Only one ampli� er needed for a com 
 plete set-up with 4 subs and 2 tops
• Long excursion subwoofer with 4”  
 Voice coil 

18” 15”

 XT-15HL MKII  
   D3418     15” Horn loaded subwoofer 
 A passive 15” horn loaded subwoofer without 
� lter. The XT-15HL subwoofer is designed to 
combine with the XT top cabinets in 2 way 
active x-over setup. Use a DAP DCP-24 or 
DSM-26 to � lter and tune your sound system. 
The XT-15HL gives you extra punch and a long 
throw. The cabinet is � nished with scratch 
resistant black paint. 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 600 Watt
Program power: 1200 Watt
Peak power: 2400 Watt
Freq. Response (-3 dB): 42 – 130 Hz 
Freq. Range (-10 dB): 38 – 130 Hz
Recommended High Pass Filter: 38 Hz, BW-24
Sensitivity (Half Space): 106 dB / W / m
Peak SPL at 1 m (Theoretical): 139.8 dB
Nominal Dispersion (H x V): 360° x 180°
Pole-mount: 35mm + M20 
 Thread
Dimensions : 695 x 600 
 x 810 mm
Weight: 54.0 kg 

Special features:
 • Long excursion subwoofer
• 4” Voice coil
• Long throw 
• Transducer cooling system 

15”
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Special features:
 • 195 Watt
• Bi-amp
• Lightweight: 16 kg
• Reinforced cabinet 

 DRX-10A 
     D3635    
Technical Information 
 System: Bi-Amp.
Continuous power: Low 170W / High 25W
 Total harmonic distortion
Low-input: -5dBu 100Hz, out load 40, THD<O.5%
Hi-input: -8dBu 15kHz, out load 80, THD<0.5%
S/N Ratio: Low > 80dBu / Hi > 65dBu
Line input Level: -5dBu ±1 dBu
Input Impedance: Line 15kΩ input
Indicators: Power & CLIP 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Master Switch / AC select /
 Ground lift
SPL@1m: 95dB / 120 dB (Max.)
Frequency Response: 55Hz - 20kHz - 6dB
Woofer: 10” Ø 254mm - 2” Voice Coil
Driver: 1” / 1” Voice Coil
Horn Coverage(H*V): 50° x 50°
Construction: 15mm plywood, glued and reinforced
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: XLR male & female (link)
Dimensions (HxWxD): 550 x 320 x 329 mm
Weight: 16 kg 

 DRX-8A 
   D3634    
Technical Information 
 System: Bi-Amp.
Continuous power: Low 150W / High 25W
 Total harmonic distortion
Low-input: -5dBu 100Hz, out load 40, THD<O.5%
Hi-input: -8dBu 15kHz, out load 80, THD<0.5%
S/N Ratio: Low > 80dBu / Hi > 65dBu
Line input Level: -5dBu ±1 dBu
Input Impedance: Line 15kΩ input
Indicators: Power & CLIP 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Master Switch / AC select / 
 Ground lift
SPL@1m: 94dB / 119.5 dB (Max.)
Frequency Response: 68Hz - 20kHz - 6dB
Woofer: 8” Ø 203mm - 1.5” Voice Coil
Driver: 1” / 1” Voice Coil
Horn Coverage(H*V): 50° x 50°
Construction: 15mm plywood, glued and reinforced 
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: XLR male & female (link)
Dimensions (HxWxD): 542 x 360 x 352 mm
Weight: 13 kg 

Special features:
 • 175 Watt
• Bi-amp
• Lightweight: 13 kg
• Reinforced cabinet 
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Special features:
 • 230 Watt
• Bi-amp
• Lightweight: 18 kg
• Reinforced cabinet 

Technical Information 
 System: Bi-Amp.
Continuous power: Low 200W / High 30W
 Total harmonic distortion
Low-input: -5dBu 100Hz, out load 40, THD<O.5%
Hi-input: -8dBu 15kHz, out load 80, THD<0.5%
S/N Ratio: Low > 80dBu / Hi > 65dBu
Line input Level: -5dBu ±1 dBu
Input Impedance: Line 15kΩ input
Indicators: Power & CLIP 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Master Switch / AC select / 
 Ground lift
SPL@1m: 95.6dB / 122.2 dB (Max.)
Frequency Response: 50Hz - 20kHz - 6dB
Woofer: 12” Ø 305mm - 2” Voice Coil
Driver: 1” / 1” Voice Coil
Horn Coverage(H*V): 50° x 50°
Construction: 15mm plywood, glued and reinforced
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: XLR male & female (link)
Dimensions (HxWxD): 584 x 353 x 360 mm
Weight: 18 kg 

 DRX-12A 
     D3636    

Special features:
 • 250 Watt
• Bi-amp
• Lightweight: 22 kg
• Reinforced cabinet 

 DRX-15A 
   D3637    
Technical Information 
 System: Bi-Amp.
Continuous power: Low 220W / High 30W
 Total harmonic distortion
Low-input: -5dBu 100Hz, out load 40, THD<O.5%
Hi-input: -8dBu 15kHz, out load 80, THD<0.5%
S/N Ratio: Low > 80dBu / Hi > 65dBu
Line input Level: -5dBu ±1 dBu
Input Impedance: Line 15kΩ input
Indicators: Power & CLIP 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Master Switch / AC select / 
 Ground lift
SPL@1m: 95.5dB / 123.5 dB (Max.)
Frequency Response: 50Hz - 20kHz - 6dB
Woofer: 15” Ø 381mm - 2” Voice Coil
Driver: 1” / 1” Voice Coil
Horn Coverage(H*V): 50° x 50°
Construction: 15mm plywood, glued and reinforced
Paint: Black, scratch resistant
Pole-mount: ABS 35mm pole-mount
Connectors: XLR male & female (link)
Dimensions (HxWxD): 522 x 486 x 736 mm
Weight: 22 kg 
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 DRX-12BA 
     D3641    
Technical Information 
 System Type: Active subwoofer Speaker Cabinet
Continuous Power: 600W
Frequency Response: 47Hz-125Hz(- 6dB)
SPL (1W1M): 96 dB /123. 8dB Max
Woofer: 12” / 2.5” Voice Coil with ventilation
Active Crossover: HPF 80Hz, analog processor
Input Connectors: XLR Combo Female Left,  XLR female right,
 2x Male link L/R
Output connectors: 2x XLR Male L/R (15kOhms)
Input Level: Left / Right Line Input 0dBu
External Connectors: Volume /Power / Ground lift / Phase /
 HPF bypass
Indicators: Power / Clip Limiter
Power Supply: 110-120V/220-240V 50/60Hz
Construction: 15mm Plywood, glued and reinforced
Paint: Black scratch resistant 
Pole-mount: Metal 35mm standard pole-mount
Dimension (HxWxD): 370 x 530 x 480 mm
Net weight: 18,6 kg 

Special features:
 • 600 Watt
• High Pass output 
• Compact design
• Lightweight: 18,6 kg 

Special features:
 • 600 Watt
• High Pass output 
• Compact design
• Lightweight: 15,46 kg 

 DRX-10BA 
     D3640    
Technical Information 
 System Type: Active subwoofer Speaker Cabinet
Continuous Power: 600W
Frequency Response: 50Hz-120Hz(- 6dB)
SPL (1W1M): 94 dB /121. 8dB Max
Woofer: 10” / 2.5” Voice Coil with ventilation
Active Crossover: HPF 80Hz, analog processor
Input Connectors: XLR Combo Female Left,  XLR female right,
 2x Male link L/R
Output connectors: 2x XLR Male L/R (15kOhms)
Input Level: Left / Right Line Input 0dBu
External Connectors: Volume /Power / Ground lift / Phase /
 HPF bypass
Indicators: Power / Clip Limiter
Power Supply: 110-120V/220-240V 50/60Hz
Construction: 15mm Plywood, glued and reinforced
Paint: Black scratch resistant 
Pole-mount: Metal 35mm standard pole-mount
Dimension (HxWxD): 325 x 465 x 421 mm
Net weight: 15,46 kg 

Special features:
 • 600 Watt

Special features:
 • 600 Watt
• High Pass output 
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Special features:
 • 700 Watt
• High Pass output 
• Multidimensional design
•  35 - 120 Hz 

 DRX-18BA 
     D3647    

Special features:
 • 700 Watt

Technical Information 
 System Type: Active subwoofer Speaker Cabinet
Continuous Power: 700W
Frequency Response: 35Hz-120Hz(- 6dB)
SPL (1W1M): 98 dB /126dB Max
Woofer: 18” / 3” Voice Coil with ventilation
Active Crossover: HPF 80Hz, analog processor
Input Connectors: XLR Combo Female Left,  XLR female right,
 2x Male link L/R
Output connectors: 2x XLR Male L/R (15kOhms)
Input Level: Left / Right Line Input 0dBu
External Connectors: Volume /Power / Ground lift / 
 Phase /HPF bypass
Indicators: Power / Clip Limiter
Power Supply: 110-120V/220-240V 50/60Hz
Construction: 18mm Plywood, glued and reinforced
Paint: Black scratch resistant 
Pole-mount: 2x Metal 35mm standard pole-mount
Dimension (HxWxD): 535 x 661 x 515 mm
Net weight: 30,3 kg 

Special features:
 • 600 Watt
• High Pass output 
• Compact design
• Lightweight: 22,4 kg 

 DRX-15BA 
     D3642    

 • 700 Watt
• High Pass output 
• Multidimensional design
•  35 - 120 Hz 

Special features:
 • 700 Watt

Special features:
 • 600 Watt
• High Pass output 
• Compact design
• Lightweight: 22,4 kg 

Technical Information 
 System Type: Active subwoofer Speaker Cabinet
Continuous Power: 600W
Frequency Response: 45Hz-125Hz(- 6dB)
SPL (1W1M): 97 dB /124. 8dB Max
Woofer: 15” / 2.5” Voice Coil with ventilation
Active Crossover: HPF 80Hz, analog processor
Input Connectors: XLR Combo Female Left,  XLR female right,
 2x Male link L/R
Output connectors: 2x XLR Male L/R (15kOhms)
Input Level: Left / Right Line Input 0dBu
External Connectors: Volume /Power / Ground lift / 
 Phase /HPF bypass
Indicators: Power / Clip Limiter
Power Supply: 110-120V/220-240V 50/60Hz
Construction: 15mm Plywood, glued and reinforced
Paint: Black scratch resistant 
Pole-mount: Metal 35mm standard pole-mount
Dimension (HxWxD): 450 x 580 x 480 mm
Net weight: 22,4 kg 
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Special features:
 • compact, lightweight 
 and robust ABS housing
• high sound pressure
• universally applicable 

 and robust ABS housing

Technical Information 
 System: Bi-Amp 2-Way Active Speaker
Continuous power: Low 90W / High 30W
Horn Coverage: 90° H x 45° V
Indicators: Power & Signal/Limit 
Power supply: 100-240VAC, 50/60Hz
External controls: Volume
SPL@1m: 113 dB (Max.)
Frequency Response: 68Hz - 20kHz (- 6dB)
Crossover Frequency: 2200Hz
Woofer: 8” – 1,5” Voice Coil
Driver: 1” Ferrite driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape,   
 reinforced Metal Grill, Rubber feet, 1 handle   
 on top
Mounting: 35mm pole-mount
Connectors: Combo XLR male & female (link)
Dimensions (HxWxD): 420 x 270 x 240mm
Weight: 5,53 Kg 

 Splash 8A 
   D3588     8” Active plastic vented PA speaker system 

Special features:
 • compact, lightweight 
 and robust ABS housing
• high sound pressure
• universally applicable 

 • compact, lightweight 
 and robust ABS housing
• high sound pressure
• universally applicable 

Technical Information 
 System: Bi-Amp 2-Way Active Speaker
Continuous power: Low 90W / High 30W
Horn Coverage: 90° H x 45° V
Indicators: Power & Signal/Limit 
Power supply: 100-240VAC, 50/60Hz
External controls: Volume 
SPL@1m: 116 dB (Max.)
Frequency Response: 65Hz - 20kHz (- 6dB)
Crossover Frequency: 2800Hz
Woofer: 10” – 1,5” Voice Coil
Driver: 1” Ferrite driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape,   
 reinforced Metal Grill, Rubber feet, 1 handle   
 on top
Mounting: 35mm pole-mount
Connectors: Combo XLR male & female (link)
Dimensions (HxWxD): 460 x 285 x 265mm
Weight: 6,92 Kg 

 Splash 10A 
   D3589     10” Active plastic vented PA speaker system 
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Special features:
 • compact, lightweight 
 and robust ABS housing
• switchable Contour function
• high sound pressure
• universally applicable 

 • compact, lightweight 
 and robust ABS housing
• switchable Contour function
• high sound pressure

Technical Information 
 System: Bi-Amp 2-Way Active Speaker
Continuous power: Low 150W / High 50W
Horn Coverage: 90° H x 45° V
S/N Ratio: Low > 80dBu / Hi > 65dBu
Indicators: Power & Signal/Limit 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Sensitivity Switch / Contour Switch / Ground lift
SPL@1m: 119 dB (Max.)
Frequency Response: 55Hz - 20kHz (- 6dB)
Crossover Frequency: 3500Hz
Woofer: 12” Ø 305mm - 2” Voice Coil
Driver: 1” Neodymium driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape, 
 reinforced Metal Grill, Rubber feet, 
 3 ergonomic handles
Mounting: 35mm pole-mount
Connectors: Combo XLR male & female (link)
Dimensions (HxWxD): 607 x 380 x 337mm
Weight: 13,75 Kg 

 Splash 12A 
   D3590     12” Active plastic vented PA speaker system 

Special features:
 • compact, lightweight 
 and robust ABS housing
• switchable Contour function
• high sound pressure
• universally applicable 

Special features:
 • compact, lightweight 
 and robust ABS housing
• switchable Contour function

Technical Information 
 System: Bi-Amp 2-Way Active Speaker
Continuous power: Low 150W / High 50W
Horn Coverage: 90° H x 45° V
S/N Ratio: Low > 80dBu / Hi > 65dBu
Indicators: Power & Signal/Limit 
Power supply: 110-120V-60Hz / 220-240V - 50/60Hz
External controls: Volume / Sensitivity Switch / Contour Switch / Ground lift
SPL@1m: 121 dB (Max.)
Frequency Response: 50Hz - 20kHz (- 6dB)
Crossover Frequency: 3500Hz
Woofer: 15” Ø 381mm - 2” Voice Coil
Driver: 1” Neodymium driver, 1” Voice Coil
Construction: Plastic Cabinet, Trapezoidal & Monitor Shape,
 reinforced Metal Grill, Rubber feet, 
 3 ergonomic handles
Mounting: 35mm pole-mount
Connectors: Combo XLR male & female (link)
Dimensions (HxWxD): 625 x 386 x 366mm
Weight: 14,86 Kg 

 Splash 15A 
   D3591     15” Active plastic vented PA speaker system 
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Special features:
 • Compact and lightweight
• Powerfull 415W Class D ampli� er
• Easy daisy chain with XLR and Powercon
• Stage proof design with rugged metal protective grill 

 M10 
   D3660     Active 415W Bi-Amp 10” Monitor 

• Powerfull 415W Class D ampli� er
• Easy daisy chain with XLR and Powercon
• Stage proof design with rugged metal protective grill 

Technical Information 
 System: Active Bi-Amp 10” Monitor
Output Power: Class D, 350W LF power, 65W HF power
Maximum SPL @1M: 123dB/ 126dB Peak
Frequency resp. (-10dB): 70Hz – 20kHz
Transducer Low: 10” Woofer, 2,56” Voice Coil
Transducer High: 1” Neodymium Compression Driver,
 1” Voice Coil
Nom Dispersion (HxV): 70° x 70° (-6dB)
Audio Input: XLR/ Jack Combo balanced
Link Output: XLR-male balanced
External Controls: Mic/Line switch, EQ Preset switch (Monitor/FOH),
 Ground Lift switch, Volume control,
 Signal-Limiter indication LED,
 Power Switch with green LED
Electronic Protection: Thermal/ Overload/ Limiter/ Compressor
Mounting: Floor and Integrated 35mm Pole Socket
Power Supply: AC 100V~240V, 50 Hz/60Hz (SPSU)
Power Input: Neutrik Powercon
Housing: Wedge design 15 mm MDF with 
 Scratch Resistant Black Paint
Dimensions (HxWxD): 363 x 351 x 323 mm
Net Weight: 11,4 kg 

Optional accessories: Case for 2x M10, D7318

Special features:
 • Compact and lightweight
• Powerfull 415W Class D ampli� er
• Easy daisy chain with XLR and Powercon
• Stage proof design with rugged metal protective grill 

 M12 
   D3661     Active 415W Bi-Amp 12” Monitor 

Technical Information 
 System: Active Bi-Amp 12” Monitor
Output Power: Class D, 350W LF power, 65W HF power
Maximum SPL @1M: 124dB/ 127dB Peak
Frequency resp. (-10dB): 65Hz – 20kHz
Transducer Low: 12” Woofer, 2,56” Voice Coil
Transducer High: 1” Neodymium Compression Driver,
 1” Voice Coil
Nom Dispersion (HxV): 70° x 70° (-6dB)
Audio Input: XLR/ Jack Combo balanced
Link Output: XLR-male balanced
External Controls: Mic/Line switch, EQ Preset switch (Monitor/FOH),
 Ground Lift switch, Volume control,
 Signal-Limiter indication LED,
 Power Switch with green LED
Electronic Protection: Thermal/ Overload/ Limiter/ Compressor
Mounting: Floor and Integrated 35mm Pole Socket
Power Supply: AC 100V~240V, 50 Hz/60Hz (SPSU)
Power Input: Neutrik Powercon
Housing: Wedge design 15 mm MDF with 
 Scratch Resistant Black Paint
Dimensions (HxWxD): 393 x 391 x 375 mm
Net Weight: 14,4 kg 

Optional accessories: Case for 2x M12, D7319

 • Compact and lightweight
• Powerfull 415W Class D ampli� er
• Easy daisy chain with XLR and Powercon
• Stage proof design with rugged metal protective grill 
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Special features:
 • Compact and lightweight
• Powerfull 415W Class D ampli� er
• Easy daisy chain with XLR and Powercon
• Stage proof design with rugged metal protective grill 

 M15 
   D3662     Active 415W Bi-Amp 15” Monitor 

Technical Information 
 System: Active Bi-Amp 15” Monitor
Output Power: Class D, 350W LF power, 65W HF power
Maximum SPL @1M: 125dB/ 128dB Peak
Frequency resp. (-10dB): 60Hz – 20kHz
Transducer Low: 15” Woofer, 2,56” Vioce Coil
Transducer High: 1” Neodymium Compression Driver,
 1” Voice Coil
Nom Dispersion (HxV): 70° x 70° (-6dB)
Audio Input: XLR/ Jack Combo balanced
Link Output: XLR-male balanced
External Controls: Mic/Line switch, EQ Preset switch (Monitor/FOH),
 Ground Lift switch, Volume control, 
 Signal-Limiter indication LED, 
 Power Switch with green LED
Electronic Protection: Thermal/ Overload/ Limiter/ Compressor
Mounting: Floor and Integrated 35mm Pole Socket
Power Supply: AC 100V~240V, 50 Hz/60Hz (SPSU)
Power Input: Neutrik Powercon
Housing: Wedge design 15 mm MDF 
 with Scratch Resistant Black Paint
Dimensions (HxWxD): 493 x 460 x 399 mm
Net Weight: 18,4 kg 

Optional accessories: Case for 2x M15, D7320

External Controls: Mic/Line switch, EQ Preset switch (Monitor/FOH),
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 Club Mate I  
   D3263     12” Compact active speaker set 
 The Clubmate I has two 6,5/1” satellites and a 12” subwoofer with built-in ampli� er. Satellites 
are equipped with neodymium high drivers and a special wave guide for frequencies up to 
20Khz. The built-in dynamics will protect the system and speaker drivers against overload and 
will give an excellent frequency response at any sound level. The set is � nished with scratch 
resistant paint and stylish metal grills. Clubmate I is ideal for small partys schools, practice 
rooms and exhibitions 

Technical Information

 Subwoofer:
Ampli� er output low: 350W RMS at 8 Ohm
Ampli� er output high: 2x 120W RMS at 8 Ohm
Freq. Response (-3 dB): 47- 125Hz
Crossover Frequency: 125 Hz, 24 dB/Oct BW
Ef� ciency (Half Space): 100 dB / W / m
Peak. SPL at 1 m (Theoretical): 125.4 dB
S/N Ratio: >100dB
Nominal Dispersion (HxV): 360° x 180°
Dimensions (WxHxD): 450 x 510 x 600 mm
Weight 26.0 kg

Satellites:
Drivers: 6,5” / 1”
Freq. Response (-3 dB): 125-20.000Hz
Crossover Frequency: 3300 Hz, 12 dB/Oct
Ef� ciency (Full Space): 95 dB / W / m
Peak. SPL at 1 m (Theoretical): 115.8 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions (WxHxD): 240 x 388 x 245 mm
Weight: 6,4 kg

Stands, speakers cables and covers separate available, not included 

 Club Mate I  

Special features:
 • Built-in ampli� ers & dynamics
• HiFi Sound quality
• Adjustable subwoofer level
• Phase invert switch 

 Castor Board for Clubmate I  
   D3263CB      
 Make your transport of the clubmate I easy 
with this castor board. Of course you can use 
it for many other transportations but it will 
perfectly � t the clubmate I sub. 
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Special features:
 • Compact & Powerful
• Natural sound quality
• Adjustable subwoofer level
• Phase invert switch 

Technical Information

 Subwoofer:
Ampli� er output low: 400W RMS at 8 Ohm
Ampli� er output high: 2x 150W RMS at 8 Ohm
Freq. Response (-3 dB): 42- 125Hz
Crossover Frequency: 125 Hz, 24 dB/Oct BW
Ef� ciency (Half Space): 102 dB / W / m
Peak. SPL at 1 m (Theoretical): 128 dB
S/N Ratio: >100dB
Nominal Dispersion (HxV): 360° x 180°
Dimensions (WxHxD): 500 x 600 x 700 mm
Weight: 36.0 kg

Satellites:
Drivers: 8” / 1”
Freq. Response (-3 dB): 125-20.000Hz
Crossover Frequency: 2700 Hz, 12 dB/Oct
Ef� ciency (Full Space): 95 dB / W / m
Peak. SPL at 1 m (Theoretical): 116.8 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions (WxHxD): 265 x 425 x 255 mm
Weight: 7.0 kg

Stands, speakers cables and covers separate available, not included 

 Club Mate II  
   D3264     15” Compact active speaker set 
 The bigger brother of the Clubmate I with a 15“ subwoofer and two 8 / 1“ satellites. The 
satellites are equipped with neodymium high drivers and a special wave guide for frequencies 
up to 20Khz. Due to the 8” mid speakers this set has a more detailed natural sound quality. 
The built-in dynamics will protect the system and speaker drivers against overload and will give 
an excellent frequency response at any sound pressure level. The set is � nished with scratch 
resistant paint and stylish metal grills. 

 Castor Board for Clubmate II  
   D3264CB      
 Make your transport of the clubmate II easy 
with this castor board. Of course you can use 
it for many other transportations but it will 
perfectly � t the clubmate II sub. 
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Special features:
 • Plug & Play complete active set
• High SPL output
• Built-in dynamics and limiters
• Every cabinet its own ampli� er 

Technical Information

 Subwoofers:
Ampli� er output power: 600W RMS
Freq. Response (-3 dB): 38 - 125Hz
Crossover Frequency: 125 Hz, 
 24 dB/Oct BW
Ef� ciency (Half Space): 103 dB / W / m
Peak. SPL at 1 m (Theoretical): 130.8 dB
S/N Ratio: >100dB
Nominal Dispersion (HxV): 360° x 180°
Dimensions (WxHxD): 500 x 710 x 715 mm
Weight: 45.0 kg

Satelites:
Drivers: 12” / 1,75”
Ampli� er output power: 600W RMS
Freq. Response (-3 dB): 125-16.000Hz
Crossover Frequency: 1600 Hz, 12 dB/Oct
Ef� ciency (Full Space): 99 dB / W / m
Peak. SPL at 1 m (Theoretical): 126.8 dB
S/N Ratio: >100dB
Nominal Dispersion (HxV): 60° x 40°

Dimensions (WxH D): 365 x 710 x 480 mm
Weight: 32.5 kg

Stands, speakers cables and covers separate 
available, not included 

 Club Mate III  
   D3265     Double 15”active speaker set 
 The Club mate III has 4 subs and 2 tops. It is an easy transportable, high power and high quality 
sound system for DJ’s and bands. Easy stackable with maximum stability. Each cabinet has its 
own built-in ampli� er, processor, limiter and crossover section. Specially designed subwoofer 
system with 15” high power subwoofer with 3” voice coil for handling frequencies down to 
38 Hz. 12” high ef� ciency mid speaker with 3” voice coil and high driver with 1,75” voice coil 
mounted on a constant
directivity horn. The cabinets are � nished with scratch resistant paint and stylish metal grills. 
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Special features:
 • 2000W Peak Power Class-D ampli� er
• Ultra lightweight, rugged and compact design
• DSP allows you to personalize your sound
• Stereo inputs
• Full-range and High pass outputs 

 DLM-12SA 
 12” Active Subwoofer Speaker system 
   D3224    
Technical Information 
 System: 12” Active Subwoofer Speaker system
Transducer: 12” Woofer, 3” voice coil
Active Crossover: 60Hz - 120Hz-DSP Processor
Digital Presets: NORMAL/ USER
Frequency Response: 35Hz - 200Hz (-10dB)
Max SPL @1m: 128dB
Power Amp: High power Class D 1000W 
Inputs: Female XLR balanced differential(stereo left/ right)
Input Level: Line -4dBu
Full range Output: Male XLR balanced
High Pass Output: Male XLR balanced
USB Control (optional): Gain/EQ/ Trim / high pass � lter,and low pass � lter and bandpass � lter
External Control: Volume Control
 Phase Switch
 Power ON 
 Clip Limiter 
 USB PORT for optional USB control
Electric Protection: Thermal/Convection-Fan/Overload/Digital Lim./Compressor
Handling: One standard 35mm metal pole-mount plus two handles
Enclosure: 15mm poplar plywood cabinet.
Dimensions (HxWxD): 439x417x512mm
Weight: 18,7Kg 

 12” Active Subwoofer Speaker system 

Special features:
 • 2000W Peak Power Class-D ampli� er
• Ultra lightweight, rugged and compact design
• DSP allows you to personalize your sound
• Dual input for making your mix
• CELESTION driver inside 

 DLM-12A 
 2-way Active Speaker system 
   D3223    
Technical Information 

 System: 2-way Active Speaker system
Coverage: 90° conical
Transducer: 12” Woofer, 2.5” voice coil
Driver: 1” Exit Compression CELESTION Driver, 1.75” Voice Coil
Active Crossover 1.85kHz-DSP Processed with 24dB slope
Digital Presets: NORMAL / USER
Frequency response: 45Hz-20kHz (-10dB)
Max SPL @ 1m: 128dB
Power Amp: High power 500W Low + 500W High
Input 1: (MIC/Line) with Combo XLR/Jack
Input 2: Combo XLR/Jack and RCA
Mix Output: Male XLR balanced
USB Control (optional): Gain/EQ/ Trim / high pass � lter,and low pass � lter and bandpass � lter
External Control: Volume Control
 Phase Switch
 Power ON 
 Clip Limiter 
 USB PORT for optional USB control
Electric Protection: Thermal/Convection-Fan/Overload/Digital Lim./Compressor
Handling: One standard 35mm metal pole-mount plus one handle on top
Enclosure: 15mm poplar plywood cabinet & ABS High-strength top and bottom protectors
Dimensions (HxWxD): 414x388x365mm
Weight: 18,7Kg 

 System: 2-way Active Speaker system

 • 2000W Peak Power Class-D ampli� er
• Ultra lightweight, rugged and compact design
• DSP allows you to personalize your sound
• Dual input for making your mix
• CELESTION driver inside 
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Special features:
 • 4000W Total RMS Power Class-D ampli� ers
• CELESTION high-driver inside
• Ultra lightweight, rugged and compact design
• DSP allows you to personalize your sound
• Dual input for making your mix 

Technical Information 
 DLM-12A: 2-way Active Speaker system
Coverage: 90° conical
Transducer: 12” Woofer, 2.5” voice coil
Driver: 1” Exit Compression CELESTION Driver, 1.75” Voice Coil
Active Crossover 1.85kHz-DSP Processed with 24dB slope
Digital Presets: NORMAL / USER
Frequency response: 45Hz-20kHz (-10dB)
Max SPL @ 1m: 128dB
Power Amp: High power 500W Low + 500W High
Input 1: (MIC/Line) with Combo XLR/Jack
Input 2: Combo XLR/Jack and RCA
Mix Output: Male XLR balanced
USB Control (optional): Gain/EQ/ Trim / high pass � lter,and low pass � lter and bandpass � lter
External Control: Volume Control
 Phase Switch
 Power ON 
 Clip Limiter 
 USB PORT for optional USB control
Electric Protection: Thermal/Convection-Fan/Overload/Digital Lim./Compressor
Handling: One standard 35mm metal pole-mount plus one handle on top
Enclosure: 15mm poplar plywood cabinet & ABS High-strength top and bottom protectors
Dimensions (HxWxD): 414x388x365mm
Weight: 18,7Kg

DLM-12SA: 12” Active Subwoofer Speaker system
Transducer: 12” Woofer, 3” voice coil
Active Crossover: 60Hz - 120Hz-DSP Processor
Digital Presets: NORMAL/ USER
Frequency Response: 35Hz - 200Hz (-10dB)
Max SPL @1m: 128dB
Power Amp: High power Class D 1000W 
Inputs: Female XLR balanced differential(stereo left/ right)
Input Level: Line -4dBu
Full range Output: Male XLR balanced
High Pass Output: Male XLR balanced
USB Control (optional): Gain/EQ/ Trim / high pass � lter,and low pass � lter and bandpass � lter
External Control: Volume Control
 Phase Switch
 Power ON 
 Clip Limiter 
 USB PORT for optional USB control
Electric Protection: Thermal/Convection-Fan/Overload/Digital Lim./Compressor
Handling: One standard 35mm metal pole-mount plus two handles
Enclosure: 15mm poplar plywood cabinet.
Dimensions (HxWxD): 439x417x512mm
Weight: 18,7Kg 

 DLM Speakerset  
   D3227     incl. poles 
 Set contains:
2x D3223   DLM-12A Top
2x D3224   DLM-12SA Sub
2x D8450   Distance tube 35mm 

 DLM USB DSP-Module  
   D3226      
 The optional USB DSP module makes it 
possible to change your presets and tune the 
sound to your personal preference.
each DLM speaker need one module. 
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Special features:
 • Built-in DSP & Dynamics
• Microphone, Instrument & Line input
• Mix possibility with link output
• 2 Sound presets 

 Live Mini  
   D3236     12” Column active speaker system 
 The DAP Live mini is an active plug and play column speaker system for speech, Dj and small 
live performances. The set contains 2 active subs, 2 column speakers, 2 distance tubes and 
2 speakon cables. The 2 passive columns are equipped with 8 pcs 3,5” speakers. Because 
of the coupling of 8 speakers in a compact array housing this system gives an optimal sound 
coverage with a direct and clear sound. Another advantage of the Live mini is its weight and 
size. With only 20Kg on the active sub and 7 kg on the column this set can be transported and 
set up by one person. The active sub has a built-in DSP with 2 sound presets and a limiter 
network that protects the complete system. The sub also has an integrated mini mixer which 
allow you to mix a microphone with an instrument or line signal. 

Technical Information 
 Subwoofer:
System: 1x 12” compact vented active PA subwoofer
Ampli� er Output Low: 350 Watt RMS @ 4 Ohm
Ampli� er Output High: 350 Watt RMS @ 4 Ohm
Freq. Response (-6 dB): 40 - 500 Hz
Sensitivity 1W @1 m: 96dB
Input 1: (MIC/Line) Combo XLR/Jack
Input 2: (Instrument/Line) Combo XLR/Jack, RCA
Mix Output: Male XLR balanced
Speaker output: Speakon
Control: Volume Control
 Power ON 
 2 Sound presets
Electric Protection: Thermal/Convection-Fan/Overload/Digital Lim./Compressor
Adapter: 35mm metal pole-mount
Enclosure: 15mm Plywood scratch resistant paint, metal grill with foam, rubber feet
Cooling: Temperature controlled fan
Dimensions (HxWxD): 430 x 450 x 480mm
Weight: 20,5Kg
Input voltage: 230V, 50/60Hz
Power consumption: 600W 

Satellites:
System: 8x 3.5” passive column satellite speaker
Power Handling: 240W
Nominal impedance: 4 Ohm
Freq. Response (-6 dB): 140 - 20,000 Hz
Sensitivity 1W @1 m: 97dB 
Coverage: 80° Horizontal
Input: Speakon
Adapter: 35mm metal pole-mount
Enclosure: 15mm Plywood scratch resistant paint, metal grill with foam
Dimensions (HxWxD): 130 x 760 x 103mm
Weight: 6,95Kg

Included accessories: 2x Distance tube, 2x 3m Speakercable 

Satellites:
System: 8x 3.5” passive column satellite speaker
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Special features:
 • All-in-one lightweight compact set with built-in trolley for easy transportation.
• Handy storage compartment for cables and microphones.
• Easy to use for non technical users.
• Mini jack input connection for mp3 players
• Built-in USB MP3 Player. 

 Entertainmer Mobile Set Basic  
   D3208      
 The Entertainer Mobile Set Basic is just like it’s bigger brother but with less inputs and 
functionality. If you don’t need wireless microphones, a CD/DVD player and tuner this set can 
be at your service and save you some money. It has 4 microphone inputs 2 line inputs by jack, 
RCA and mini jack this will ensure any input source can be connected. If you got your music 
on an USB stick than you are good to go because the basic set has a built-in USB MP3 Player. 
Some handy things about the Entertainer Mobile Set Basic are the 7 band main EQ, internal 
echo and the possibility to switch the ampli� er to 1 x stereo or 2 x mono if you like to use it 
as main and monitor set-up. The Entertainer Mobile Set Basic is ideal for live jam sessions, 
presentations, schools and sport instructors. 

Speaker adapters included, speaker stands not included! 

Technical Information 
 1. 8 Channel signal input, 4 Mic, 2 stereo
2. Independent Tone control for High, Mid and Low 3 band EQ with ±12dB range
3. System 7 band EQ with ±12dB range
4. 16 Echo DSP Presets
5. USB MP3 Player
6. Speakers 2 x 10” woofer + 2 x 1” Titanium Driver

Frequency response send: 20 Hz - 20KHz 1dB
Frequency response output: 45 Hz - 20KHz -3dB Max
Output Power: 2 x 150W, 8 OHM
THD:  < 1% 
Output Protection: distortion, overload, short-circuit thermal
Inputting Impedance Mono Channels: 2 K Ohm mic / 33 K Ohm line 
Inputting Impedance Stereo Channel: 10 K Ohm
Distortion: < 0.05%, 20 Hz - 20KHz 1dB Rating Output. 
S/N Ratio: > 80dB at 1W. “lA” WTD
Return Input impedance: 47 K Ohm
Max. Input level mic: -14dBu 
Max input level line: +15dBu Stereo: +21dBu 
LED Indications: Signal Level, Power On/Off, Protection & Clipping
Connections: Line, Mic, Send/Return, Tape output, Aux Send/Return;Foot Switch, Speaker, USB
Power supply: 115V/230V, 50/60Hz (switched)
Accessories: Speaker cables, 35mm speaker adapters, power cable 
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Stands NOT included!

 Entertainer Mobile Set Pro  
   D3207      
 The Entertainer set is a truly multifunctional 
soundsystem which is ideal for presentations, 
schools, gyms and even mobile DJs. Due to 
its sturdy and compact design it can � t in any 
car and is therefore ideal for many mobile 
applications.

Stands NOT included!!! 

Technical Information 
 1. 10 Channel signal input,
 (2 Wireless Microphones, 4 MIC/LINE,
 2 Stereo MP3 Input  Connection (3.5mm)
2. Independent Tone control for High, 
 Mid and Low 3 band EQ with ±12dB range
3. System 7 band EQ with ±12dB range
4. DVD/CD Player, compatable 
 DVD/VCD/CD/HDCD/DVD-R/MP3/MPEG4/
 Photo viewing, video out (composite, RCA connector)
5. 99 Digital DSP Effects
6. USB Computer Connection Port, Record Output/Input
7. FM/AM Digital Stereo Tuner
8. Output Power 2 x 150W/8ohm, protection on output distortion,
 overload and short-circuit thermal protection. 
 Switching style power supply, 
 voltage range: 115V/230V, 50/60Hz
9. 2 Crossover speaker system, 2 x 10” woofer 
 + 2 x 1” Titanium Driver
10. Connections: Line Send/Return, Analog Record Output, 
 REV/AUX Send/Return; Foot Switch Control, Video Output 
11. LED Indications: Signal Level, Power On/Off, 
 Protection and Clipping 

Frequency Response: 20 Hz - 20KHz 1dB. Output from Send
  45 Hz - 20KHz   -3dB Max. 
  Output on Speakon

Distortion: < 0.05%, 20 Hz - 20KHz 1dB Rating 
  Output. 
  S/N Ratio> 80dB at 1W. “lA” WTD 

Output Power: 150W / ch Rated Power, 8 OHM, 
  Two channels driving THD < 1% 
  Inputting Impedance (1,2,3,4 Channel:
  “Wireless Handheld Microphone”, 
  2 K OHM  “Line”33 K OHM 
Inputting Impedance ( 5-6 / 7-8 Stereo Ch.: 10 K Ohm) 
Max. Inputting Level MIC: -14dBu  
  LINE:+15dBu Stereo: +21dBu 
Return Inputting Impedance: 47 K OHM 

DVD/U Disk Play: Compactable DVD/VCD/CD/HDCD/
  DVD-R/MPEG-4/MP3/ Photo Viewing, 
  MP3, WMA Audio Format 2.0 
  High-speed Data Transporting

Digital Stereo Tuner: Receiving Frequency FM 87.5 - 
  108.0MHz   
  AM 522 - 1620KHz 
Receiving Sensitivity: FM 12dBpv/m AM +26dBu/m  
  S/N Ratio: FM>46dB  AM>34dB
  Stereo Crosstalk FM > 20dB 
Fuse: T4A 250V 
Microphone: UHF Wireless Microphone
  (walking range more than 50 m 
  (Frequency Response: 
  50Hz-15 KHz   +/- 3dB)
Frequency range: Mic: .863,55MHz, Beltpack:864,80MHz

Included speaker Cables: Speakon to speakon, 2 x 6m 
 
Digital DSP Effects: 99 Effects 24-bit DSP Effect Module    
  USB Computer Connection Port: 
  Analog- Digital, 
  Digital-Analog Switching, 
  2.0 high-speed data transporting 

Special features:
 • All in one entertainment system
• Plug & Play complete active set
• Including wireless remote, microphone  
 and beltpack
• Powerful 150W 10” speakers
• Road-proof ABS housing 
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Special features:
 • Mains & battery operation 
• Built-in battery charger
• All in one concept: USB player, mixer, 2x wireless mic
• Trolley model makes transportation easy 

 PSS-108 MKII 
 8” Portable Soundsystem, ABS housing, 1 Wireless Microphone 2,4GHz 
   D2608    
Technical Information 
 Power Supply: AC: 100V-240V
Battery:  22.2V(Lithium battery)
System Type: 2-Way Active Vented Speaker
Transducer Low: 8” Woofer,1.5” Voice coil
Transducer driver: 1” Ferrite Driver, 1” Voice coil
Horn Coverage: Hº x Vº 130º H x 130º V
Frequency Response(-6dB): 65Hz-20KHz
Crossover Frequency: 5KHz
Max SPL: 100dB Max
AMP Power Output: RMS:100W(AC)(LF-Class D 80W&HF-Class D 20W)
Equalizer Controls: BASS: ±10dB (at 100Hz)
TREBLE: ±10dB (at 10kHz)
External Controls: Master Volume Controls : Mic & Line 
Switch:  MIC1, MIC2
 AUX each Volume Controls; Wireless Volume Controls; Voice Priority 
 Switch; Power Indicators; Recharged Indicators; Battery Level indicators;
 RF Signal Indicators
Voice Priority: MIC1 and Wireless
Signal to noise ratio: Mic: >70dB
Line:  >75dB
Battery charge time: Less than 5 hours
Battery use time:  More than 2 hours (Regular Play)
Wireless Frequency band: 2.4GHz
Built-in player: MP3 – USB Player
Enclosure Construction: Plastic cabinet, trapezoidal ,metal grille, rubber foot ,handle.
Mounting: 36MM standard pole-mount
Dimensions(HxWxD): 415(H)X277(W)X256(D)mm
Net Weight: 8.3(KG) 

Special features:
 • Main power & battery operation 
• Built-in battery charger with overload protection
• All in one concept: USB player, mixer, 2x wireless mic
• Trolley model makes transportation easy 

 PSS-110 MKII 
 10” Portable Soundsystem, ABS housing, 2 Wireless Microphones 2,4GHz 
   D2609    
Technical Information 
 Power Supply AC: 100V-240V
Battery:  25.9V(lithium battery)
System Type: 2-Way Active Vented Speaker
Transducer Low: 10” Woofer, 1.5” Voice coil
Transducer driver: 1” Ferrite Driver, 1” Voice coil
Horn Coverage: Hº x Vº 90º H x 45º V
Frequency Response(-6dB): 65Hz-20KHz
Crossover Frequency: 5KHz
Max SPL: 117dB Max
AMP Power Output: RMS:145W(AC)(LF-Class D 80W&HF-Class D 65W)
Equalizer Controls: BASS: ±10dB (at 100Hz)
 TREBLE: ±10dB (at 10kHz)
External Controls: Master Volume Controls : Mic & Line 
Switch:  MIC1, MIC2
 AUX each Volume Controls; Wireless Volume Controls; Voice Priority Switch; 
 Power Indicators; Recharged Indicators; Battery Level indicators;
 RF Signal Indicators
Voice Priority: MIC1 and Wireless
Signal to noise ratio: Mic: >70dB
 Line: >75dB
Battery charge time: Less than 5 hours
Battery use time: More than 2 hours (Regular Play)
Wireless Frequency band: 2.4GHz
Built-in player: MP3 – USB Player
Enclosure Construction: Plastic cabinet, trapezoidal ,metal grille, rubber foot ,handle.
Mounting: 36MM standard pole-mount
Dimensions(HxWxD): 612(H)x380(W)x370(D)mm
Net Weight: 18.6(KG) 
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Technical information:

 Continuous Power: 30W
Impedance: 16Ω
Speaker size LF: 6inch
Speaker size HF: 1/2inch
Frequency response: 90-20kHz
Sensitivity: 88dB
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø200mm
Dimensions (LxWxH): 232 x 90
Weight: 1.4Kg 

 DCS-6230-16  
   D6585     30W 6” Ceiling speaker 16 Ohm 
  

Technical information:

 Continuous Power: 100W
Impedance: 16Ω
Speaker size LF: 8inch
Speaker size HF: 1inch
Frequency response: 50-20kHz
Sensitivity: 90dB
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø245mm
Dimensions (LxWxH): 281 x 110
Weight: 2.61Kg 

 DCS-8240-16  
   D6584     40W 8” Ceiling Speaker 16 Ohm 
  

Technical information:

 Network
Connection: Wi�  & wired RJ-45
Wi�  standard: IEEE802.11b, IEEE802.11g, IEEE802.11n
Local music: Airplay, DLNA, Direct smartphone stream
Streaming: Spotify, Qplay, Deezer, Melon, TuneIn
Supported Audio formats: AAC, ACC, WMA, FLAC, Mp3, PCM, WAVE
App: Smart Sonix (App store & Google play)

Speaker
LF Speaker: 6,5” Kevlar
HF Speaker: 0,75” Titanium
Cutout dimension: 210mm
Overal dimension: 227x100mm

Ampli� cation
Ampli� er: 2x30Watt Class D
THD: <0,05% @ 1 W
Trebble attenuation: +/- 3dB
Analogue Input: RCA
Output: 1x30W for passive version
Power input: DC24V/5A
Rated power: 60W
Standby power: 5W 

 WCSS-230  
   D6450     Wireless Ceiling Speaker Set 
 The DAP WCSS-230 is multi-room WIFI active stereo speaker set. The 
set consist of one active and one passive version. It has a dedicated 
APP available in the app store and google play. After the WCSS-230 is 
connected to a network wired or by WIFI you can use the Smart Sonix APP  
for con� guration and stream your favorite music. If you have more sets 
installed you can give each set a unique name and make a multiroom 
system to stream different music in different rooms, or the same music 
in different rooms. The Smart sonix app can be used to stream your 
personal music on your smartphone as well as music available online 
or located at a NAS in your network. It has DLNA function, Airplay and is 
compatible with Spotify, Qplay, Deeze Melon, TuneIn and many other online 
music and internet radio services. Due to the ultra  slim grill design, these 
speakers will become nearly invisible when mounted. The grill is held in place 
by powerful neodymium magnets but is also easy to detach to access the WIFI 
connection button. Besides the streaming audio it also has a line input to connect 
wired audio sources. 

Special features:
 • Set of 2 Speakers
• WIFI and Wired network connection
• Airplay, DNLA, Internet radio
• Direct stream from smart phones
• Multi-room con� guration
 

The DAP WCSS-230 is multi-room WIFI active stereo speaker set. The 
set consist of one active and one passive version. It has a dedicated 

music and internet radio services. Due to the ultra  slim grill design, these 
speakers will become nearly invisible when mounted. The grill is held in place 
by powerful neodymium magnets but is also easy to detach to access the WIFI 
connection button. Besides the streaming audio it also has a line input to connect 
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 XI series 
 The XI Series is designed for installation use. 
The Top cabinets have special mountings 
at the backside which � ts the DAP D8429 
Compact speaker wall bracket but also the 
K&M 24470/80 bracket. To create a nice 
design it has no inner adapter and only one 
grip on the backside with a recessed Speakon 
chassis. It is � nished with scratch resistant 
paint and a fast and easy detachable metal 
grill. The horn (Xi-8/10) can be rotated if you 
like to use the cabinet vertical. The high power 
Subwoofer has a ultra-compact design so it 
will � t in every location. A special designed 
wall bracket makes it also possible to mount 
the subwoofer to a wall. The Xi-series has 
a HIFI sound quality and can handle high 
pressure levels. 

 Xi-6  
   D3423     6,5” / 1” Full range installation cabinet black 

Technical Information 
 Nominal Impedance: 16 Ohm
Continuous power: 175 Watt
Program power: 350 Watt
Peak power: 700 Watt
Freq. Response (-3 dB): 85 – 20.000 Hz 
Freq. Range (-10 dB):  65 – 20.000 Hz
Recommended High Pass Filter: 75 Hz, BW-24
Crossover Frequency: 3300 Hz,  12 dB/Oct
Sensitivity (Full Space): 93 dB / W / m
Peak SPL at 1 m (Theoretical): 121,5 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions : 210 x 330 x 225 mm
Weight: 6.7 Kg 

Special features:
 • 16 Ohm
• Small size cabinet met high output power
• Recessed Speakon chassis, no inner adapter
• Detachable metal grill 

 Xi-5  

Technical Information 
 Nominal Impedance: 16 Ohm
Continuous power: 125 Watt
Program power: 250 Watt
Peak power: 500 Watt
Freq. Response (-3 dB): 85 – 20.000 Hz 
Freq. Range (-10 dB):  65 – 20.000 Hz
Recommended High Pass Filter: 75 Hz, BW-24
Crossover Frequency: 4000 Hz,  12 dB/Oct
Sensitivity (Full Space): 92 dB / W / m
Peak SPL at 1 m (Theoretical): 119 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions : 190 x 276 x 200 mm
Weight: 4.9 Kg 

Special features:
 • 16 Ohm
• Small size cabinet, high output power
• Recessed Speakon chassis, no inner adapter
• Detachable metal grill
 

   D3422     5,25” / 1” Full range installation cabinet black 

 Hanging bracket for Xi-6  
   D3423WHB     including 4x M6x30 White 

 Hanging bracket for Xi-6  
   D3423HB     including 4x M6x30 Black 

 Hanging bracket for Xi-5  
   D3422WHB     including 4x M6x30 White 

 Hanging Bracket for Xi-5  
   D3422HB     including 4x M6x30 Black 

   D3422W     5,25” / 1” Full range installation cabinet white    D3423W     6,5” / 1” Full range installation cabinet white 
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 Xi-10  
   D3425     10” / 1,375” Full range installation cabinet black 

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 300 Watt
Program power: 600 Watt
Peak power: 1200 Watt
Freq. Response (-3 dB): 48 – 18.000 Hz 
Freq. Range (-10 dB):  40 – 20.000 Hz
Recommended High Pass Filter: 45 Hz, BW-24
Crossover Frequency: 2200 Hz,  18 dB/Oct
Sensitivity (Full Space): 95 dB / W / m
Peak SPL at 1 m (Theoretical): 126 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions : 300 x 344 x 525 mm
Weight: 17.0 kg 

Special features:
 • Made for D8429 bracket
• Recessed Speakon chassis, no inner adapter
• Smooth frequency response.
• Rotatable 90° x 60° horn
• Detachable metal grill 

 Xi-8  

Technical Information 
 Nominal Impedance: 8 Ohm
Continuous power: 250 Watt
Program power: 500 Watt
Peak power: 1000 Watt
Freq. Response (-3 dB): 65 – 18.000 Hz 
Freq. Range (-10 dB):  55 – 20.000 Hz
Recommended High Pass Filter: 55 Hz, BW-24
Crossover Frequency: 3300 Hz,  12 dB/Oct
Sensitivity (Full Space): 94 dB / W / m
Peak SPL at 1 m (Theoretical): 124 dB
Nominal Dispersion (HxV): 90° x 60°
Dimensions : 260 x 270 x 430 mm
Weight: 11.4 Kg 

Special features:
 • Made for D8429 bracket
• Recessed Speakon chassis, no inner adapter
• Smooth frequency response.
• Rotatable 90° x 60° horn
• Detachable metal grill 

• Recessed Speakon chassis, no inner adapter

   D3424     8” / 1,375” Full range Installation cabinet black 

 Hanging bracket for Xi-10  
   D3425HB     including 4x M6x30 Black 
 Hanging bracket Xi-10  
   D3425WHB     including 4x M6x30 White 

 Hanging bracket Xi-8  
   D3424WHB     including 4x M6x30 White 

 Hanging bracket for Xi-8  
   D3424HB     including 4x M6x30 Black 

   D3424W     8” / 1,375” Full range Installation cabinet white    D3425W     10” / 1,375” Full range installation cabinet white 

• Recessed Speakon chassis, no inner adapter
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Technical Information 
 Nominal Impedance: 4 Ohm
Continuous power: 400 Watt
Program power: 800 Watt
Peak power: 1600 Watt
Freq. Response (processed): 45 – 110 Hz 
Freq. Range (� at): 45 – 4000 Hz
Internal Crossover: None
Recommended High Pass Filter: 45 Hz, BW-24
Recommended Low Pass Filter: 110 Hz, LR-24
Sensitivity (Half Space): 100 dB/W /m
Peak SPL at 1 m (Theoretical): 132 dB
Nominal Dispersion (HxV): 360° x 180°
Dimensions(W x H x D): 520 x 240 x 540 mm                                        
Net Weight: 18Kg 

Special features:
 • Recessed Speakon chassis
• Smooth frequency response.
• Detachable metal grill
• Rotatable logo
• Ultra compact design 

Special features:
 • Recessed Speakon chassis
• Smooth frequency response.

 Xi-28B  
   D3426     Installation subwoofer black 
   D3426W     Installation subwoofer white 

 The Xi-28B is a compact lightweight subwoofer designed to combine with the Xi-8 or Xi-10 
top cabinets. Together with the optional Xi-28B bracket it can be installed � at against the wall 
which makes it very suitable for situations were space is limited. The two 8” speakers and the 
sophisticated bass re� ex horn housing offers a very powerful precise bass sound reproduction 
with high sound pressure levels. 

 Hanging bracket for Xi-28B  
   D3426HB      
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   D3503      50W - This set contains 2 pcs. Black 

Technical Information 
 2-way passive plastic vented speaker system,
including mounting/hanging brackets
Woofer: 5.25”, 16 Ohm, Rubber Edge
Tweeter: 12,6 mm Mylar Dome Tweeter
Nominal Impedance: 16 Ohm

Power Handling: 50 Watt Continuous
Freq. Range (-10 dB): 50 – 20.000 Hz
Dimensions (LxWxH): 180 x 165 x 240 mm
Net Weight: 2,5 kg 

 2,5 

 180
165
240  5,25”  16 Ohm  50W       

 PR-52 

   D3504      50W - This set contains 2 pcs. White 

   D3505      65W - This set contains 2 pcs. Black 

Technical Information 
 2-way passive plastic vented speaker system,
including mounting/hanging brackets
Woofer: 6.5”, 16 Ohm
Tweeter: 12,6 mm Mylar Dome Tweeter
Nominal Impedance: 16 Ohm

Power Handling: 65 Watt Continuous
Freq. Range (-10 dB): 50 – 20.000 Hz
Dimensions (LxWxH): 205 x 220 x 290 mm
Net Weight: 3,3 kg 

 3,3 

 205
220
290  6,5”  16 Ohm  65W       

 PR-62 

   D3506      65W - This set contains 2 pcs. White 

   D3509      85W - This set contains 2 pcs. Black 

Technical Information 
 2-way passive plastic vented speaker system,
including mounting/hanging brackets
Woofer: 8”, 16 Ohm, Rubber Edge
Tweeter: 25,2 mm 
 Textile Dome Tweeter

Nominal Impedance: 16 Ohm
Power Handling: 85 Watt Continuous
Freq. Range (-10 dB): 35 – 20.000 Hz
Dimensions (LxWxH): 265 x 270 x 365 mm
Net Weight: 6,6 kg 

 6,6 

 265
270
365  8”  16 Ohm  85W       

 PR-82 

   D3510      85W - This set contains 2 pcs. White 

   D3507      2 x 50W - This set contains 2 pcs, 1 active/1 passive. Black    D3511      2 x 85W - This set contains 2 pcs, 1 active/1 passive. Black 

 4,38 

 205
220
290  6,5”  8 Ohm  2x 25W       

Technical Information 
 2-way active plastic vented speaker system,
including mounting/hanging brackets
Woofer: 6.5”, 8 Ohm, Rubber Edge
Tweeter: 12,6 mm 
 Mylar Dome Tweeter

Ampli� er Output Power: 2 x 50 Watt RMS
Freq. Range (-10 dB): 50 – 20.000 Hz
Controls: Gain, Bass, Treble
Dimensions (LxWxH): 205 x 220 x 290 mm
Net Weight: 4,38 kg 

   D3508      2 x 50W - This set contains 2 pcs, 1 active/1 passive. White 

 PRA-62 

 7,98 

 265
270
365  8”  8 Ohm  2x 25W       

Technical Information 
 2-way active plastic vented speaker system,
Including mounting/hanging brackets
Woofer: 8”, 8 Ohm, Rubber Edge
Tweeter: 25,2 mm 
 Textile Dome Tweeter

Ampli� er Output Power: 2 x 85 Watt RMS
Freq. Range (-10 dB): 35 – 20.000 Hz
Controls: Gain, Bass, Treble
Dimensions (LxWxH): 265 x 270 x 365 mm
Net Weight: 7,98 kg 

   D3512      2 x 85W - This set contains 2 pcs, 1 active/1 passive. White 

 PRA-82 

   D3501      40W - This set contains 2 pcs. Black 

Technical Information 
 2-way passive plastic vented speaker system,
including mounting/hanging brackets
Woofer: 3.5”, 16 Ohm, Rubber Edge
Tweeter: 12.6 mm Mylar Dome Tweeter
Nominal Impedance: 16 Ohm

Power Handling 40 Watt Continuous
Freq. Range (-10 dB): 65 – 20,000 Hz
Dimensions (LxWxH): 130 x 140 x 200 mm
Net Weight: 1,6 kg 

 1,6 

 130
140
200  3,5”  16 Ohm  40W       

 PR-32 

   D3502      40W - This set contains 2 pcs. White 

 PR-Series Passive 
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Technical information:

 Driver unit: Ø50
Impedance: 32 Ohm
Sensitivity: 98 dB SPL (1mW)
Freq. Response: 10-30.000Hz
Maximum power: 300mW
Cord length: 2.5m
Connector: 3.5mm Jack
Weight: 0.28 Kg
Accessories: Pouch, 3.5 > 6.3mm stereo
  adapter 

 HP-280 Pro  
   D1810     Professional semi-open studio 
headphones 
 The HP-280 Pro is a semi-open headphone 
with a comfortable � t. It has an extended fre-
quency response in the low and high ranges. 
The headband is self-adjusting and the ear 
pieces are large with vinyl � nishing. Whether 
you are monitoring, mixing or just listening to 
music the HP-280 Pro gives you comfort and 
a natural and deep sound. The same model 
is also available as closed back, HP-290 Pro, 
D1811. 

Special features:
 • Semi-open headphone
• Natural & Deep sound
• Self-adjusting headband 
• Comfortable � t 

Technical information:

 Driver unit: Ø 50 mm
Impedance: 32 Ohm
Sensitivity: 108 +/- 3 dB
Freq. Response: 20 - 20.000 Hz
Max Power Input: 500 mW
Cord lenght: 1,4m
Connector: 3,5 mm Plug
Weight: 0,3 Kg 

 DH-150  
   D1809     DJ Headphone 
 DAP DH-150 is a professional fully closed DJ 
headphone. It has 50mm drivers to ensure 
a fat bass and clear high frequencies. It is 
� nished with a silica gel headband and has a 
tight but very comfortable � t. Due to this tight 
� t and big shells you get a perfect insulation 
against outside noise. The head shells can be 
rotated 90°. The curled cable is detachable 
and a straight cable is included just like an 
extra pair ear cushions.  DH-150 proves that 
a good DJ headphone doesn’t have to be 
expensive. 

Special features:
 • Tight but comfortable � t
• Fat Dj sound 
• Including curled and straight cable
• Including extra pair ear cushions 

Technical information:

 Driver unit: Ø50
Impedance: 32 Ohm
Sensitivity: 98 dB SPL (1mW)
Freq. Response: 10-30.000Hz
Maximum power: 300mW
Cord length: 2.5m
Connector: 3.5mm Jack
Weight: 0.28 Kg
Accessories: Pouch, 3.5 > 6.3mm stereo 
  adapter 

 HP-290 Pro  
   D1811     Professional closed studio 
headphones 
 The HP-290 Pro is a closed back headphone 
with a comfortable and steady � t. It has an 
extended frequency response in the low and 
high ranges. The headband is self-adjusting 
and the ear pieces are large with vinyl � nish-
ing. Whether you are monitoring, mixing or 
just listening to music the HP-290 Pro gives 
you comfort and a natural and deep sound. 
The same model is also available as semi-
open, HP-280 Pro, D1810. 

Special features:
 • Closed back headphone
• Natural & Deep sound
• Self-adjusting headband 
• Comfortable � t 
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Technical information:

 Type: Dynamic, moving coil.
Freq. response: 50 to 16.500 Hz
Polar Pattern: Cardioid 
Sensitivity (1000 Hz): 1,8 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB
Impedance: 600 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: 6 m balanced cable
 with XLR plugs
Dimensions: Ø 51 mm x L 160 mm
Net. Weight: 0,315 kg 

 PL-08  
   D1303     Vocal Dynamic Microphone 
 The DAP PL-08 is a cardioid dynamic micro-
phone for professional vocal use. The rugged 
construction with steel mesh grill is roadproof 
and therefore, the PL-08 is suitable for live 
performance, outdoor/indoor singing, speech 
and studio recording. 

Cable included!
Technical information:

 Type: Dynamic, Moving coil.
Freq. response: 50 to 16.500 Hz
Polar Pattern: Cardioid 
Sensitivity (1000 Hz): 1,8 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB
Impedance: 600 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: 6 m balanced cable
 with XLR plugs
Dimensions: Ø 51 mm x L 160 mm
Net. Weight: 0,298 kg 

 PL-08S  
   D1304     Vocal/all-round 
 The DAP PL-08S is the same mic as the PL-
08. The only difference is the ON/OFF switch, 
therefore it’s an ideal choice for conference 
and DJ-use. 

Cable included!
Technical information:

 Type: Dynamic, moving coil.
Freq. response: 50 to 16.000 Hz    
Polar Pattern: Cardioid 
Sensitivity (1000 Hz): 2,9 mV/Pa*  
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB
Impedance: 600 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: 6 m balanced
 cable with XLR plugs
Dimensions: Ø 51 mm x L 160 mm
Net. Weight: 0,28 kg 

 PL-08ß  
   D1305     Vocal Dynamic Microphone 
 The DAP PL-08ß is a supercardioid dynam-
ic microphone, specially designed for profes-
sional vocal use, speech and studio recording. 
The supercardioid pattern insures a high gain 
before disturbing feedback. 

Cable included!
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Technical information:

 Type: Back Electret Condenser
Polar pattern: Super Cardioid
Freq. response: 50~16000 Hz
Sensitivity (1000 Hz): 4,5 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 140 dB (THD ≤ 1% 1000 Hz)
Impedance: 200 Ohm
Power supply: 48V Phantom
Connector: 3p. XLR (male-type)
Accessories: Treat adapter 5/8, 4/8, 3/8
 Stand mount with 5/8 treat 
 1 storage case
Net. Weight: 0,21 kg 

 CM-50  
   D1322     Vocal/Instrument Back Electret 
Condenser Microphone 
 The DAP microphone CM-50 is an extremely 
rugged supercardioid back electret condenser 
microphone for professional lead/backup 
vocal use in live performance with built-in-two 
stage anti-pop � lter which reduces wind and 
breathing noise. Due to its concept it 
is an excellent choice for vocals on 
stage, studio recording and mid-high 
frequency instrument miking. Adapter 
inclusive! 

Technical information:

 Type: Dynamic
Polar Pattern: Supercardioid
Frequency Response: 50-18,000 Hz
Sensitivity: -56 dBV/Pa* (1.6 mV)
Max. SPL: 134 dB SPL
Impedance: 250 Ω
Power supply: none
Connector: 3p. XLR (male)
Accessories: Mic clip, 5/8”-3/8” 
 Threaded Adapter, Pouch
Dimensions: Ø49 x 173 mm
Net Weight: 0,39Kg
(*1 Pa = 94dB SPL) 

 PDM-45  
   D1342     Dynamic vocal microphone pro 
 The PDM-45 is an all-round vocal microphone 
which also can be used as instrument micro-
phone because of the � at metal pop � lter. It 
has an excellent sound quality. Its transient 
response and directivity will make this micro-
phone a good choice for professional users. 
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Technical information:

 Microphone stand: D8301
Cable: XLR male / female 6M
Clamp: Flexible rubber

Microphone
Switch: On / Off 
Element: Moving Coil Dynamic
Polar pattern: Cardioid
Frequency response: 50Hz – 15Khz
Output impedance: 600 Ohm (1 KHz) 

 MS-3 Starter Microphone Kit  
   D1349     Incl. Mic, Stand, Clamp, Cable 
 The MS-3 microphone set is a complete microphone set for starters. It includes a dynamic 
microphone with on / off switch, the D8301 stand with � exible microphone clamp and a 6m 
Cable. It is a very affordable set which is ideal for schools, musicians and mobile Dj’s. 

Special features:
 • Complete ready to use mic set
• 6M XLR Cable
• Microphone with on/off switch
• D8301 Microphone stand 

 9 x MS-3 Microphone Retail Set  
   D1349SET      
 Buy a set of 9 pieces and get the retail deal package for free! 

Technical information:

 Element: Moving Coil Dynamic
Polar pattern: Cardioid
Frequency response: 50Hz – 16Khz
Output impedance: 500 Ohm (1 KHz) 

 MS-4 Professional Microphone Kit  
   D1350     Incl. Mic, Stand, Clamp, Cable, Pouch 
 The MS-4 microphone set is a complete microphone set for professionals. It includes a dynamic 
microphone, a telescope microphone stand with metal base, � exible rubber microphone clamp,  
6m Cable and a bag. This set is a ready to use solution for on stage use. 

Special features:
 • Complete ready to use mic set
• 6M XLR Cable
• Stand with metal base part 

 9 x MS-4 Microphone Retail Set  
   D1350SET      
 Buy a set of 9 pieces and get the retail deal package for free! 
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Technical information:

 Type: Dynamic, moving coil
Freq. response: 40 Hz - 18 KHz
Polar pattern: Cardioid
Sensitivity: -52dB  (0dB=1V/Pa 1000Hz)
Max. SPL: 137dB
Impedance: 300 Ohm +/- 30%
Power supply: Not required
Connector: 3 Pole XLR
Dimensions: 190 x 75 x 75 mm (HxWxD)
Weight: 1Kg
On / Off switch: Yes 

 VM-60  
   D1381     60’s Vintage Mic 
 The VM-60 is a dynamic microphone with the 
performance and looks straight out of the ‘50s 
and ‘60s. It´s a vocal microphone and has a 
moving coil with a cardioid pattern. When you 
use the VM-60 mic you will experience the 
sound of  the 60’s again. 

Special features:
 • 60’s sound character 

Technical information:

 Type: Dynamic
Polar Pattern: Supercardioid
Frequency Response: 80-12,000 Hz
Sensitivity: -53 dBV/Pa* (2.2 mV)
Max. SPL: 130 dB SPL
Impedance: 500 Ω
Power supply: none
On/Off switch: none
Connector: 3p. XLR (male)
Accessories: Hard case, Mic clip, 
 5/8”-3/8” Threaded Adapter
Dimensions: Ø54 x 180 mm (Ø2.13” x 7.09”)
Net Weight: 0,250Kg
*1 Pa = 94dB SPL 

 PDM-Pack  
   D1344     Vocal pack with 3 dynamic microphones 
 The PDM-Pack is the solution for bands with background 
vocals, schools, repetition rooms and many other applications. 
It has 3 all-round microphones in one affordable package. 

Special features:
 • 3-in-1 Value pack
• Dynamic allround microphones
• Hard case carrying box 
• Including clips & adapters 
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Technical information:

 Type: Dynamic, moving coil.
Freq. response: 50 to 16,000 Hz
Polar Pattern: Cardioid
Sensitivity (1000 Hz): 2,6 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB
Impedance: 600 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: 6 m balanced cable
 with XLR plugs
Dimensions: Ø 42 mm x L 160 mm
Net. Weight: 0,271 kg 

 PL-07ß  
   D1302     Instrument/Vocal Dynamic 
Microphone 
 The dynamic cartridge of the DAP PL-07ß 
with supercardioid polar pattern insures a 
high gain before disturbing feedback and is 
specially designed for lead vocals and instru-
ments as Guitar Amp, Bass Amps, Acoustic 
Guitars, Saxophones, Snares, Toms, Congas 
and Woodwinds. 

Cable included!

 PL-07  
   D1301     Instrument Dynamic 
Microphone 
 The unidirectional dynamic microphone DAP 
PL-07 is ideal for live sound reinforcement 
and clear recording of Brass, Saxophone, 
Harmonica, Snare, Tom, Congas and Guitar-
Bass Amps. 

Technical information:

 Type: Dynamic, Moving coil.
Freq. response: 40 to 16.500 Hz
Polar Pattern: Cardioid 
Sensitivity (1000 Hz): 1,7 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB
Impedance: 600 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: 6 m balanced cable
 with XLR plugs
Dimensions: Ø 32 mm x L 157 mm
Net. Weight: 0,245 kg 

Cable included!
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Technical information:

 Type: Dynamic, moving coil.
Polar pattern: Super Cardioid 
Freq. response: 20 to 12.500 Hz
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 134 dB 
 (THD ≤ 1% 1000 Hz)
Impedance: 500 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: Treat adapter 5/8, 4/8, 3/8
 Integrated stand
 mount 1 storage case
Dimensions: (Ø 43 mm x L 117 mm)
Net. Weight: 0,212 kg 

 DM-20  
   D1332     Instrument Dynamic Mic. 
 The DAP microphone DM-20 handles extreme 
low-frequency volume levels and is specially 
designed and tuned to capture the low punch 
of low-frequency instruments like kick-drums 
or bass-amps. With integral stand mount. 

Technical information: Technical information:

 Type: Dynamic, moving coil.
Freq. response: 50 to 16000 Hz
Polar pattern: Super Cardioid
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 134 dB 
 (THD ≤ 1% 1000 Hz)
Impedance: 500 Ohm
Power supply: none
Connector: 3p. XLR (male-type)
Accessories: Treat adapter 5/8, 4/8, 3/8
 Integrated stand
 mount 1 storage case
Dimensions: (Ø 42 mm x L 117 mm)
Net. Weight: 0,186 kg 

 DM-25  
   D1333     Instrument Dynamic Mic. 
 The dynamic cartridge of the DAP DM-25 
with cardioid polar pattern picks up most 
sound from in front and the compact durable 
metal construction with integral stand mount 
is tuned speci� cally for close miking of snare 
drums, toms and percussion. It features a 
bright and neutral reproduction. 

Technical information:
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Technical information:

 Type: Dynamic
Polar Pattern: Super cardioid
Frequency Response: 80-18.000 Hz
Sensitivity: -55 dBV/Pa* (1.8 mV )
Max.SPL: 150 dB SPL
Output Impedance: 200 Ω
Power supply: None
Connector: 3p. XLR
Accessories: gooseneck clamp, mic clip, pouch
Dimensions: 136x54x46 mm
Net Weight: 0.17 Kg
*1 Pa = 94dB SPL 

 DM-35  
   D1356     Guitar amp microphone 
 The DM-35 is special designed for mic-ing 
guitar amps. Due to the high SPL capacity and 
� at pop screen design it can be used for close 
mic-ing instrument ampli� ers. It is suitable for 
guitar and bass guitar ampli� ers. 

Special features:
 • High SPL
• Designed for close amp mic-ing 

Technical information:

 Type: Dynamic
Polar Pattern: Super cardioid
Frequency Response: 50-18,000 Hz
Sensitivity: -54 dBV/Pa* (2.0 mV)
Max.SPL: 135 dB
Impedance: 200 Ω
Power supply: none
Connector: 3p. XLR (male) 
Accessories: Shock mount, Drum clamp, Pouch
Dimensions: Ø42.5x144.0 mm
Net Weight: 0,2 Kg
*1 Pa = 94dB SPL 

Special features:
 • Drumclamp & anti shock mount included 

 DM-45  
   D1353     Dynamic Instrument Microphone 
 The DM-45 is a dynamic super cardioid microphone designed for 
instruments like, strings, brass, percussion, acoustic guitars and guitar 
ampli� ers. It has a  wide and � at frequency response to achieve a natural 
sound and high gain before feedback. The built-in hum-bucking circuit 
effectively reduces interferences. A mic clip, drum clamp and shock 
mount are all included together with a pouch to ful� ll many applications. 

 DM-35  
  D1356  

The DM-35 is special designed for mic-ing 

� at pop screen design it can be used for close 
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Technical information:

 Type: Back electret, Ø14 mm
Polar Pattern: Cardioid
Frequency Response: 30-18,000 Hz
Sensitivity: -60 dBV/Pa* (1 mV)
Max.SPL: 149 dB SPL
Impedance: 600 Ω
S/N Ratio: 70 dB
Equivalent Output Noise: 24 dB
Dynamic Range: 125 dB
Power supply: 12-52V Phantom
Connector: 3p. XLR (male) (1.5m Cable)
Accessories: Pouch
Dimensions: Ø85x20.5 mm
Net Weight: 0,270Kg
*1 Pa = 94dB SPL 

 CM-95  
   D1355     Boundary kick drum 
microphone 
 This low pro� le boundary kick drum mic gives 
you a drum sound with an excellent attack and 
punch. It can handle very high SPL’s and should be 
used in the kick drum on a pillow or other surface. To 
get more � exibility and create a better drum sound you 
can use it together with the DAP DM-55 (D1357). The 
CM-95 has a � xed cable of 1.5m with an XLR connector. 

Special features:
 • Combine with DM-55 for an excellent kick drum sound
• 149 dB max SPL
• Frequency response maximized for kickdrum
• Wide dynamic range 

This low pro� le boundary kick drum mic gives 
you a drum sound with an excellent attack and 
punch. It can handle very high SPL’s and should be 
used in the kick drum on a pillow or other surface. To 
get more � exibility and create a better drum sound you 
can use it together with the DAP DM-55 (D1357). The 
CM-95 has a � xed cable of 1.5m with an XLR connector.

Technical information:

 Type: Dynamic
Polar Pattern: Super cardioid
Frequency Response: 30-10,000 Hz
Sensitivity: -61 dBV/Pa (0.9 mV)
Max.SPL: 148 dB SPL
Output Impedance: 200 Ω
Power supply: None
Connector: 3p. XLR
Accessories: Clip with screw knob, 
  threaded adapter, Pouch
Dimensions: Ø58x140 mm
Net Weight: 0.36 Kg 

 DM-55  
   D1357     Kick drum mic 
 This DM-55 kick drum mic has a warmer sound and 
can handle higher SPL’s than the DM-20. If you use 
it together with the CM-95 (D1355) you can be more 
� exible with creating your own drum sound. 

Special features:
 • Combine with CM-95 for an excellent kick drum sound
• Dynamic microphone
• 148 dB max SPL
• High gain before feedback
• Built-in mic clamp 
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Technical information:

 Type: Condenser
Freq. response: 30 Hz - 22 kHz (-3 dB)
Polar pattern: omni or cardioid
Sensitivity: 10 mV/Pa  -40 dB -
Max. SPL: 132 dB
Impedance: 200 Ohm
power supply: +48V phantom
Connector: XLR male type
Net weight: 130 g 
Dimensions: 23 mm (diameter) x L 150 mm
Accessories: microphone-clip 

 CM-1  
   D1360     Small Diagram Pencil Condenser 
 The DAP CM-1 is a thin model condenser-microphone that comes 
with a cardioid and omni element. Depending on the application or 
personal taste the element can be exchanged. The CM-1 is ideally 
suited as a microphone for recording live ambient, drum overhead 
or acoustic instruments. 

Special features:
 • Cardoid & omni element incl.
• 132 dB max SPL
• Condenser microphone
• Excellent dynamics 

Technical information:

 Type: Back Electret Condenser
Polar pattern: Super Cardioid
Freq. response: 50~16000 Hz
Sensitivity (1000 Hz): 7 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 137 dB (THD ≤ 1% 1000 Hz)
Impedance: 200 Ohm
Power supply: 9~48 Phantom
Connector: 3p. XLR (male-type)
Accessories: Treat adapter 5/8, 4/8, 3/8
 Stand mount with 5/8 treat
 1 storage case
Dimensions: Ø 29 mm x L 165 mm
Net. Weight: 0,18 kg 

 CM-10  
   D1334     Instrument Back Electret Condenser Microphone 
 The DAP CM-10 is a cardioid condenser microphone designed for Piano, acoustic Guitar, 
Acoustic Bass, Strings, Woodwinds, Orchestra, Cymbals, Live/studio Recording and Vocals. 

 CM-10  
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Technical information:

 Type: Back electret, Ø16 mm
Polar Pattern: Cardioid
Frequency Response: 40-20,000 Hz
Low Frequency Filter: 80 Hz, 12 dB/oct
Pad: -10 dB
Sensitivity: -43 dBV/Pa* (7.1 mV)
Max.SPL: 140 dB SPL
Impedance: 200 Ω
S/N Ratio: 69 dB
Equivalent Noise SPL: 25 dB
Dynamic Range: 115 dB
Power supply: 12-52V Phantom
Connector: 3p. XLR (male) 
Accessories: D8946 Clip, 5/8”-3/8” 
  Threaded Adapter, windscreen, 
  Pouch
Dimensions: Ø20x155 mm
Net Weight: 0,3Kg
*1 Pa = 94dB SPL 

 CM-45  
   D1354     Overhead Instrument Microphone 
 The CM-45 is a back electret condenser microphone 
to be used as overhead. It’s suitable for mid to high 
frequency instruments and capable to resist high SPL 
without distortion. This makes it also a good overhead 
solution for drums. It has a low cut � lter and pad switch 
which makes it more � exible for different situations. 

Special features:
 • -10dB Pad switch 
• Low cut � lter
• Including D8946 microphone clamp 
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Technical information:

 Type: Back-Electret Condenser
Polar pattern: Cardioid
Freq. Response: 50-18.000 Hz
Sensitivity (1000 Hz): 3,9 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 130 dB (1% THD)
Impedance: 220 Ohm ± 30%
Power supply: 48V Phantom 
Connector: 150 cm cable with 3p XLR.
Accessories: Windscreen
 Mounting clip
 1 storage case
Dimensions: mic: Ø 12 mm  x L 17 mm 
 Gooseneck: 55 mm
Net. Weight: 0,095 kg 

 DCLM-60  
   D1421     Professional Instrument Microphone 
 The DCLM-60 Miniature clip on condenser microphone is designed for the miking of Drums 
and percussion instruments. The mounting clamp is special designed to gently hold the ring of 
a wide variety of instruments. Its cardioid polar pattern design prevents interception of nearby 
instruments and ensures a very low feedback response on your stage. It’s  � at response with a 
slight presence peak in the upper frequencies ensures natural and bright reproduction without 
coloration. 

Special features:
 • Extended frequency response and wide dynamic range for pure and natural sound
 delivery
• Good � exible gooseneck and adjustable axis ensure a precise positioning of the 
 microphone
• Clamp with soft grip for secure mic.- mounting without damaging the instrument
• Carioid pattern prevents interception of nearby instruments 

Technical information:

 Type: Back-Electret Condenser
Polar pattern: Cardioid
Freq. Response: 50-18.000 Hz
Sensitivity (1000 Hz): 3,9 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 130 dB (1% THD)
Impedance: 220 Ohm ± 30%
Power supply: 5V Phantom from Beltpack
Connector: 150 cm cable with 4p. 
 Mini-XLR female-type).
Accessories: Windscreen
 Mounting clip
 1 storage case
Dimensions: mic: Ø 12 mm  x L 17 mm 
 Gooseneck: 125 mm
Net. Weight: 0,071 kg 

 ECLM-70  
   D1418     Professional Instrument Microphone 
 The ECLM-70 Miniature clip on condenser microphone is designed for the miking of percussion, 
brass and woodwind instruments. The soft clip is special designed to gently hold the bell of a 
trumpet, saxophone or any other wind instrument. Its cardioid polar pattern design ensures a 
very low feedback response on your stage. Its � at response with a slight presence peak in the 
upper frequencies ensures natural and bright reproduction without coloration. 

Special features:
 • Extended frequency response and wide dynamic range for pure and natural sound 
 delivery
• Good � exible gooseneck and adjustable axis ensure a precise positioning of the 
 microphone
• Clamp with soft grip for secure mic.- mounting without damaging the instrument
• Windscreen to prevent pop noise effectively
• A mini-XLR-connector for use with the belt-packs from the eclipse range 
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Technical information:

 Type: Dynamic, moving coil
Freq. response: 40 Hz - 16 kHz (-3 dB)
Polar pattern: cardioid
Sensitivity: 1,2 mV/Pa  -58 dB -
Max. SPL: 140 dB
Impedance: 220 Ohm
Power supply: none
Connector: 3p. XLR male type
Net weight: 276 g 
Dimensions: 57 mm (diameter) x L 76 mm 

 HM-30  
   D1380     Blues-harp/Harmonica Microphone 
 The DAP HM-30 is a successor of the legendary crystal-type 
microphones used for blues-harp. With the latest microphone 
technology and very � ne machining, we present a very cute 
microphone that will help you steal the show. 

Technical information:

 Contents: 
1 x DM-20 (Base), 
2 x DM-25 (Tom & Snare)
2 x CM-10 (Overhead & Hi-Hat) 

 DK-5  
   D1331     Instrument microphone kit 
 This set of dynamic microphones is a complete kit of 5 mics 
for instrument/drumkit miking. It features three different 
mic’s, each for its own � eld of use. The DK-5 is a complete, 
versatile mic-kit with an outstanding price-quality balance. The 
microphones are also separately available. 

Technical information:

 Contents: 
• 4 x DM-25 (Tom & Snare)
• 1 x DM-20 (Base)
• 2 x CM-10 (Overhead & Hi-Hat)

Dimensions: 365 x 290 x 85 mm (LxWxH)
Weight: 2,3 kg 

 DK-7  
   D1330     Instrument microphone kit 
 Set of dynamic microphones! This is a complete kit of 7 mic’s 
for instrument/drumkit miking. It features three different mic’s, 
each for its own � eld of use. The DK-7 is a complete, versatile 
mic-kit with an outstanding price-quality balance for bigger 
events. 
The microphones are also available separately. 

 Instrument Microphones 
 MICROPHONES 

 AUDIO 



 Maingroup 
 Subgroup 

136

Technical information:

 Type: Condenser
Freq. response: 30 Hz - 20 kHz (-3 dB)
Polar pattern: cardioid
Sensitivity: 14 mV/Pa -38 dB -
Max. SPL: 128 dB
Impedance: 200 Ohm
Power supply: 48V Phantom power
Connector: 3p. XLR male type
Net weight: 390 g 
Dimensions: 50 mm (diameter) x L 151 mm
Accessories: Shockmount 

 CM-67  
   D1366     Studio FET Condenser Mic. 
 The DAP CM-67 is a large diaphragm condenser-microphone for recording purposes. But it 
can also be used for live sound ampli� cation in not so rough situations like acoustic ensembles 
or orchestras. 

Technical information:

 Type: Condenser
Freq. response: 20 Hz - 20 kHz (-3 dB)
Polar pattern: cardioid, � gure-of-8, 
 omni switchable
Sensitivity: 8 mV / Pa  -42 dB -
Max. SPL: 130 dB / 140 dB switchable
Impedance: 200 Ohm
Power supply: 48V Phantom power
Connector: 3p. XLR male type
Net weight: 470 g 
Dimensions: 50 mm (diameter) x L 167 mm
Accessories: Shockmount 

 CM-87  
   D1365     Large membrane Condenser Microphone 
 The DAP CM-87 is a large diaphragm condenser-microphone for recording purposes. But it 
can also be used for live sound ampli� cation in not so rough situations like acoustic ensembles 
or orchestras. 
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Technical information:

 Type: Condenser / tube
Freq. resp.: 20 Hz - 20 kHz (-3 dB)
Polar pattern: omni - cardioid - � gure-of-8
Sensitivity: 20 mV / Pa  -36 dB -
Max. SPL:  134 dB / 144 dB (-10 dB switch)
Impedance:  200 Ohm
Power supply: included
Connector: 9 m dedicated cable / XLR male type
Net weight: 1500 g 
Dimensions: mic. at 68 mm x L 185 mm
Accessories: case, protection-bag, power-supply, 
 mains-cable, interconnection-cable, 
 spider shock-mount and 
 windscreen. 

 TM-47  
   D1370     Tube Microphone 
 The DAP TM-47 is a classic model condensor-microphone that uses a tube as internal ampli� er. 
This way the microphone has an unsurpassed warm sound and a large dynamic range. It has 
a large membrane condenser element of which the characteristic can be changed in 9 steps 
from omni, via cardioid to � gure of 8. 

Technical information:

 Type: Condenser
Freq response: 30Hz - 18kHz
Polar pattern: Cardioid
Sensitivity: -32 +/- 2 db  (0db = 1v / Pa 1000 Hz)
Max SPL: 140 db (at 1 Khz < 1% THD )
Capsule: 16mm gold diaphragm capsule
SN Ratio: 68 db
Sampling rate: 16 bit, 48 Khz
Power: USB powered
Connector: USB connector
Dimensions: 45 x 185 mm (diameter, lenght) 

 URM-1  
   D1601     USB Studio Condenser microphone 
 This USB microphone is the easiest solution for instant recording without having expensive 
interfaces, driver problems and setup procedures. Do you have a creative musical idea, connect 
the URM-1 with your PC or MAC, start recording and surprise yourself with the professional 
sound quality. The URM-1 has a 22mm moving golden diaphragm with a cardioid pick-up 
pattern and works with practically all DAW software. The URM-1 comes with USB cable, 
shockmount and carry pouch. 

Special features:
 • Plug and play
• Works with PC and MAC
• High quality AD converter
• For vocal recordings
• Shockmount & USB cable included 
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Special features:
 • Complete set including lavalier mic
• 16 switchable frequencies
• 10 Hours operation, max distance 30m
• 863-865 Mhz can be used in many
 countries 

 WCA Pack  
   D1454     Wireless camera audio system 16 feq. 863-865 Mhz 
 Wireless camera audio system with 16 switchable frequencies in a frequency 
range of 863-865MHz. The WCA pack is a complete set which includes an 
audio transmitter, receiver, xlr/mini-jack and mini-jack/mini-jack cables, a shoe 
mount adapter, lavalier microphone and a docking charger. The transmitter 
can be used to connect a microphone or line signal but also has a built-in 
microphone with volume control. The included lavalier has an omni-directional 
pick up pattern with an excellent sound quality. Both receiver and transmitter 
are powered by a 3.7V lithium ion battery which can operate for 10 
hours. The maximum distance between transmitter and receiver is 
30 meters. It´s a plug and play system. You only have to select 
the same frequency on both transmitter and receiver and you 
are ready to go. An optional wireless handheld condenser 
microphone is available, order code D1455.

Note: This set has 16 switchable frequencies, it is possible 
to use a maximum of 4 sets together on one stage because 
the bandwidth of one channel. The sets should be minimal of 4 
channels separated from each other. 

Wireless camera audio system with 16 switchable frequencies in a frequency 
range of 863-865MHz. The WCA pack is a complete set which includes an 
audio transmitter, receiver, xlr/mini-jack and mini-jack/mini-jack cables, a shoe 
mount adapter, lavalier microphone and a docking charger. The transmitter 
can be used to connect a microphone or line signal but also has a built-in 
microphone with volume control. The included lavalier has an omni-directional 
pick up pattern with an excellent sound quality. Both receiver and transmitter 
are powered by a 3.7V lithium ion battery which can operate for 10 

Technical Information 
 Frequency preparation: PLL Synthesized Control
Frequency range: 863-865 MHz

Transmitter
RF Output: Maximum 10mW
Display: Channel
Controls: Power On/Off, Gain, Channel select 
Frequency response: 40-18.000 Hz
Internal microphone: Omni-directional condenser
Input connector: 3,5mm Jack
Battery: Lithium cell 3.7V 1300mAh
Dimensions: 99 x 17 x 54 (DxHxW)
Weight: 0.08 Kg

Receiver
Display: Channel
Controls: Power On/Off, channel select, PAD, 
 Channel select

PAD: -20dB, -10dB, 0dB
Output connector: 3,5mm Jack
Battery: Lithium cell 3.7V 1300mAh
Dimensions: 99 x 17 x 54 (DxHxW)
Weight: 0.08 Kg

Lavalier:
Frequency response: 60-15.000 Hz
Pattern: Omni directional
Type: Condenser
Impedance: 2.2 KOhm
Max spl: 130dB

Charger
Power supply: 12V, 500mA
Dimensions: 84 x 40 x 74 (DxHxW) 

Special features:
 • 16 switchable frequencies
• 863-865Mhz can be used in many
 countries
• Designed for Wireless camera system
• Cardioid pattern 

Technical information:

 RF Output: Maximum 10mW
Display: Channel
Controls: Power On/Off, Mute, Gain, Channel select
Frequency response: 40-16.500 Hz
Battery: 2 x AA 1.5V (not included)
Length: 265mm
Diameter: 45mm
Weight: 0.22 Kg 

 WCM-16  
   D1455     Wireless condenser microphone 16 freq 863-865 Mhz 
 Wireless condenser microphone for camera system. This microphone has 16 switchable 
frequencies and can be used together with the WCA Pack. It needs 2 AA batteries and has an 
excellent sound quality. The gain is adjustable below the capsule and the frequency can be set 
inside the battery case. 
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Technical information:

 Frequency preparation: PLL Synthesized Control
Frequency range: 863-865 MHz

Transmitter
RF Output: Maximum 10mW
LED indication: Power On/Off, mute, Low Battery
Controls: Power On/Off, mute, AF Level, Channel select
Frequency response: 40-18.000 Hz
Battery: AAA 1.5V (not included)
Dimensions: 74 x 34 x 23mm (DxHxW)
Weight: 0.04 Kg

Receiver
S/N ratio: >105dB
T.H.D.: <0.6%@1Khz
Display: Channel
LED indication: Antenna A/B, RF/AF status
Controls: Power On/Off, channel select, audio level, squelch
AF Output level: -12dB
AF Output impedance: 600 Ohm
Operation voltage: 9-12VDC, 200mA
Output connector: Unbalanced Jack 6.3mm
Dimensions: 124 x 33 x 73mm (DxHxW)
Weight: 0.14Kg 

Special features:
 • No belt-pack needed
• 16 switchable frequencies
• 8 Hours with one AAA battery
• 863-865Mhz can be used in many
 countries 

 WPS Guitar  
   D1456     Wireless guitar system 16 freq. 863-865Mhz 
 The DAP WPS Guitar is a wireless guitar set with 16 switchable frequencies in a bandwidth 
of 863 – 865 MHz. This means that it can be used in many different countries. It has a very 
compact “jack style” transmitter. The jack plug on the transmitter can be set into a desired angle 
to � t many kinds of guitar outputs, so no need to wear a belt-pack anymore. It only needs one 
AAA battery to work for 8 hours and can be used within a distance of 30 meters. It’s easy to use 
and has a 16-step switch to select your desired frequency, a switch to turn on/off or mute and 
a gain setting. The diversity receiver is also very compact and designed to � t in a pedal board 
between your pedal effects. The set is complete with 3 different colored end-caps, a power 
adapter, jack cable and a transport case.

Note: This set has 16 switchable frequencies, it is possible to use a maximum of 4 sets together 
on one stage because the bandwidth of one channel. The sets should be minimal 4 channels 
separated of each other. 
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Technical information:

 Modulation: FM with true diversity
Frequency: 865 Mhz
Frequency responce: 50Hz - 18Khz
THD: < 1,0 % (1Khz)
Maximum distance: Up to 50 meters

Receiver::
Indications: Antenna AB,  AF signal
Controls: On/Off switch, volume, sqelch
Audio outputs: XLR male balanced,  1/4” jack unbalanced
Power supply: DC 12--15V 300mA
Dimensions: 47 x 210 x 160 mm (HxWxD)
Weight: 0,4 Kg

Transmitter
Connector: 3,5mm jack
Input impedance: 4Kohm
Headset mic: Condenser, cardiod
Lavelier mic: Condenser, cardiod
Indications: Low battery
Controls: On/Off/Standby switch, Squelch
RF output power: 10mW
Battery: 9V Block
Dimensions: 108 x 64  247 mm (HxWxD)
Weight: 0,1 Kg 

 COM-41  
   D1409     Beltpack UHF Wireless Instrument Set 
 The COM-41 wireless beltpack is a plug and play wireless starter package. It works on one 
frequency and it has no advanced menu’s and settings. This is the easiest way to get started 
with wireless systems and it will always work. The beltpack transmitter has an indication to 
warn you when your batteries run low. The package includes a guitar cable (active guitars 
only), lavelier microphone and headset so this set will offer you everything you need for many 
applications. 

Special features:
 • Plug and play
• Low battery indication
• Guitar cable lavelier microphone and 
 headset included 

Technical information:

 Modulation: FM, diversity
Frequency: 863.550 Mhz
Frequency responce: 50Hz - 18Khz
THD: < 1,0 % (1Khz)
Maximum distance: Up to 50 meters

Receiver::
Indications: Antenna AB,  AF signal
Controls: On/Off switch, volume, sqelch
Audio outputs: XLR male balanced,  1/4” jack unbalanced
Power supply: DC 12--15V 300mA
Dimensions: 47 x 210 x 160 mm (HxWxD)
Weight: 0,4 Kg

Transmitter
Type microphone: Dynamic
Polar pattern: Cardioid
Indications: Low battery
Controls: On/Off/Standby switch, Squelch
RF output power: 10mW
Battery: 2 x AA size, 1.5V
Dimensions: Length 253 mm, 
 diameter 35 mm, 50 mm grill
Weight: 0,2 Kg 

 COM-41  
   D1408     Handheld Set UHF Wireless Microphone 
 The COM-41 wireless microphone is a plug and play wireless microphone for Dj’s, pubs and 
schools. It works on one frequency and it has no advanced menu’s and settings. This is the 
easiest way to get started with wireless microphones and it will always work. The handheld 
transmitter has a battery indication to warn you when your batteries run low. 

Special features:
 • Plug and play
• Low battery indication 
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Technical information:

 Input type: Mini 4-pin XLR 
Frequency Response: 50-15.000 Hz
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Power supply: 2x Battery UM3, AA1.5V (not included)
Operation time: >18 hours
Carrier Frequency Range: 2,204-2,476GHz
Controls: Power On/Off, Gain
SNR: >89dB
Dimensions: 65 mm x  85 x 25 mm
Net. Weight: 0,09 kg 

 Beltpack for PSS 2,4GHz and COM-2,4  
   D2610      
  

 COM-42  
   D1464     2Ch Handheld Set UHF Wireless Microphone 
 If you would need 2 wireless microphones, and have just one channel available on your inputs, 
the COM-42 is an ideal wireless microphone set for you. The wireless receiver has a balanced 
XLR output for each wireless transmitter, and also a unbalanced MIX output on a 6.3mm Jack 
plug. By using the volume buttons on the front of the receiver, it is easy to setup the desired 
balance between 2 transmitters. The COM-42 has 99 frequency presents which can easily 
be set by Infra-red synchronization technique. A clear LCD display shows the signal strength, 
audio level and carrier frequency of each channel. A COM-42 wireless microphone set contains 
a receiver and 2 metal handheld transmitters. Also it is possible to use an optional beldpack 
transmitter. 

Special features:
 • compact 2 channel receiver
• Infra-red synchronization technique
• metal handheld microphone
• color coding stickers included 

Technical Information 
 Handheld Transmitter
Type: Dynamic, moving coil.
Polar pattern: Cardioid
Frequency Response: 50-16.000 Hz
Dynamic: >100dBu
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 135 dB (1% THD)
Power supply: 2x Battery UM3, AA1.5V 
(not included)
Operation time: >6 hours
Accessories: 4 Colour-coded stickers,
 Mini screw driver
Carrier Frequency Range: 606-630MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±225 kHz
LED Indicator:  Low battery, Power 
 On/Off
Controls: Power On/Off, Gain
Spurious Rejection: <-50 dBm

Dimensions: Ø 50 mm x L 260 mm
Net. Weight: 0,27 kg

Receiver:
Receiver Type: Dual receiver UHF
 synthesyzed
Frequency Response: 50-16.000 Hz (±3dB)
Dynamic: >100dBu
Power supply: 15VDC, 300mA 
 (PSU included)
Carrier Frequency Range 606-630MHz
Stability: ±0.005%
Frequency Deviation: ±225 kHz
Display Indicator: Channel, Frequency, 
 AF & RF
Controls: Power On/Off, Volume,
 Pair, Up/Down
S/N Ratio: >100 dB
Dimensions: 45 X 210 X 210mm
Net. Weight: 1,00 kg 
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Special features:
 • ISM 2.4GHz international free band
• GFSK digital audio modulation
• Intelligent frequency hopping
• Very low latency 

Technical information:

 Receiver
Frequency: 2,204 – 2,476 GHz
RF Sensitivity: -78dBm
Freq response: 50Hz – 15KHz (16bit)
Distortion: 0,05@1KHz
SNR: >89dB
Transmission latency: 18ms
Power Supply: DC12V, 200mA

Transmitter
Frequency: 2,204 – 2,476 GHz
Transmitting power: 10dBm MAX ERP
Freq response: 50Hz – 15KHz (16bit)
Distortion: 0,05@1KHz
SNR: >89dB
Transmission latency: 18ms
Power Supply: 2 x AA
Battery life: >20h 

 COM-2.4  
   D1410     2.4GHz Wireless Microphone 
 The COM-2.4 is a very easy and basic but effective wireless microphone system. The very 
high carrier frequency makes it possible to be used internationally without a need for special 
permits.. The intelligent frequency hopping technology will help to avoid interference effectively 
and ensures a good and stable working quality. Depending on the environmental interference it 
is easily possible to have a transmitting distance of over 25 meters in open space. This makes 
this easy system very suitable for using in KTV, Entertainment, Classroom, conference and 
other applications. 

Technical information:

 Beltpack Transmitter
Input type: Mini 4-pin XLR 
Frequency Response: 50-16.000 Hz
Dynamic: >100dBu
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Power supply: 2x Battery UM3, AA1.5V (not included)
Operation time: >6 hours
Carrier Frequency Range: 606-630MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±225 kHz
LED Indicator:  Low battery, Power On/Off
Controls: Power On/Off, Gain
Spurious Rejection: <-50 dBm
Dimensions: 65 mm x  85 x 25 mm
Net. Weight: 0,09 kg 

 Beltpack for COM-42  
   D1465      
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 EM-193B 

 The DAP EM-193 is a hand-held transmitter with cardioid 
dynamic microphone head which can be used in combination 
with the DAP receiver ER-1193. The EM-193 is suitable for 
vocal parts and voice transmission and can handle up to 193 
switchable transmission frequencies in the UHF band. 

Available models:
   D145161B      Wireless PLL handheld micr. 193 freq. 614-638 MHz 

   D145182B      Wireless PLL handheld micr. 193 freq. 822-846 MHz 

Special features:
 • 193 Selectable frequencies
• Dynamic, moving coil 
• Lock-on function
• Powered by AA batteries
• True diversity, minimum dropouts 

Technical information:

 Type: Dynamic, moving coil.
Polar pattern: Cardioid 
Freq. Response: 50-16.000 Hz
Max. SPL: 138 dB (1% THD)
Power supply: 2 x Battery UM3, AA1.5V 
 (not included)
Accessories: 8 Colour-coded 
 protection caps
 1 stand mount
 1 storage case
 Mini screw driver
Carrier Freq. Range: 614-638 MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±48 kHz
LCD Display: Frequency, 
 battery indicator
Controls: Power On/Off, mode setting,
 AF Level Control, Freq.
 Up/Down, Lock-on mode
Spurious Rejection: <-60 dBC
Dimensions: mic: Ø 50mm x L 255mm
Net. Weight: 0,34 kg 

 EB-193B 

 The DAP EB-193B is a belt-pack that must be used in 
combination with the ER-1193B receiver. You can connect 
DAP EL laveliers , DAP EH headsets the DAP GC-1 guitar cable 
(D1417) or any other cable / microphone with a 4 polo mini 
XLR connector.  The output has a phantom power-supply for 
condenser microphones. 

Technical Information 
 Frequency Preparation: PL Synthesized Control
Carrier Freq. Range: 614-638 MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±48 kHz 
LCD Display: Frequency, battery indicator
Controls: Power On/Off, AF level, 
 Frequency Up/Down, Lock-on mode
Spurious Rejection: < -60 dBC
Audio Freq. response: 50 Hz - 16 kHz
Battery: UM3, AA 1.5V x 2 

Available models:
   D145261B      Wireless PLL Beltpack Transmitter 193 freq 614-638 MHz 

   D145282B      Wireless PLL Beltpack Transmitter 193 freq 822-846 MHz 

Special features:
 • 193 Selectable frequencies
• Powered by AA batteries
• Equipped with 4P mini XLR connector
• True diversity, minimum dropouts 

Technical Information 
 Frequency Preparation: PLL Synthesised Control
Carrier Frequency range: 614-638 MHz
Frequency Stability: ±0.005%
S/N Ratio: >100 dB
Display: LCD
Display Contents: Frequency, Antenna A/B, Mute display,  
 RF/AF Level Meter, battery indicator
Controls: Power On/Off, Frequency Up/down  
 Frequency Scan, Audio Level
Audio Output Level: -12 dB
AF Output Impedance: 600 Ohm
Squelch: Pilot Tone & Noise Mute
Operation Voltage: 12-18 VDC, 500 mA
Output Connector: XRL Balanced/ 6,3 mm Unbalanced
Dimensions: 211 x 152 x 40 mm (LxWxH) 

 ER-1193B 

 The DAP ER-1193 is an one channel true diversity receiver. It 
has a clear display with all important information directly on 
screen. It can be used in combination with the DAP EM-193 
handheld or EB-193 beltpack. The lock functionality avoids 
accidental modi� cation of frequency sensitivity or power-off. 
It has a half rack metal housing which makes it possible to 
mount 2 receivers in 1HE with the optional rack mount adapter 
D1453. 

Available models:
   D145061B      1 Channel 193 Freq. PLL Receiver 614-638 MHz 

   D145082B      1 channel 193 Freq. PLL Receiver 822-846 MHz 

Special features:
 • 193 selectable Frequencies.
• True diversity, minimum dropouts
• PLL synthesised technology
• Compact half-rack metal housing
• Lock functionality 
• Designed for EM-193 / EB-193 
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 EM-16 

 The DAP EM-16 is a hand-held transmitter with cardioid 
dynamic microphone head which can be used in combination 
with the DAP receiver ER-216. The EM-16 is suitable for vocal 
and speech transmission and can handle up to 16 switchable 
transmission frequencies in the UHF band. 

Technical Information  Type: Dynamic, moving coil.
Polar pattern: Cardioid
Frequency Response: 50-16.000 Hz
Sensitivity (1000 Hz): 2,2 mV/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 138 dB (1% THD)
Impedance: 500 Ohm
Power supply: 2x Battery UM3, AA1.5V
 (not included)
Accessories: 8 Colour-coded protection caps
 1 stand mount
 1 storage case
 Mini screw driver

Carrier Frequency Range: 614-638MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±48 kHz
LCD Display: Low battery, Power On/Off
Controls: Power On/Off, Channel select
Spurious Rejection: <-60 dBC
Dimensions: mic: Ø 50 mm  x L 260 mm
Net. Weight: 0,262 kg 

Available models:
   D143161     Wireless PLL handheld Microphone 16 freq. 614-638MHz 

   D143182     Wireless PLL handheld Microphone 16 freq. 822-846MHz 

Special features:
 • 16 Selectable frequencies
• Dynamic, moving coil 
• Powered by AA batteries
• Diversity 
• 8 Colored endcaps 

 EB-16B 

 The DAP EB-16B is a belt-pack that must be used in 
combination with the ER-216B receiver. You can connect DAP 
EL laveliers , DAP EH headsets the DAP GC-1 guitar cable 
(D1417) or any other cable / microphone with a 4 polo mini 
XLR connector.  The output has a phantom power-supply for 
condenser microphones. 

Technical Information 
 Frequency Preparation: Crystal
Carrier Frequency Range: 614-638MHz
RF Output: 10 mW
Stability: ±0.005%
Frequency Deviation: ±48 kHz 
LED indication: Power On/Off
Controls: Power On/Off, AF level
Spurious Rejection: < -60 dBC
Audio Freq. response: 50 Hz - 16 kHz
Battery: UM3, AA 1.5V x 2 (not included) 

Available models:
   D143261B      Wireless PLL Beltpack Transmitter 16 freq. 614 - 638 MHz 

   D143282B      Wireless PLL Beltpack Transmitter 16 freq. 822 - 846 MHz 

Special features:
 • 16 switchable freq.
• Compatible with lavalier and headset microphones
• Powered by AA batteries
• Equipped with 4P mini XLR connector
• Pouch included 

Special features:
 • Dual UHF receiver
• 16 selectable channels
• Diversity technology, minimum dropouts
• 19” 1HE rack mounts included
• Designed for EB-16B & EM-16 

 ER-216B 

 The DAP ER-216 is a dual 1HE UHF receiver with 16 
selectable channels. It has noise mute functionality and a pilot 
tone squelch circuit to eliminate unwanted signal and noise 
interference. The ER-216 is designed to work in combination 
with the EM-16 and EB-16. 

Technical Information 
 Frequency Preparation: PLL Synthesised Control
Carry Frequency Range: 614-638 MHz
Frequency Stability: ±0,005%
S/N Ratio: > 100 dB
Display: LCD
Display Contents: Channel, antenna A/B, RF/AF 
 Level meter, Battery indicator
Controls: Power On/Off, Channel 
 selector, Audio Level
Audio Output Level: -12 dB
AF Output Impedance: 600 Ohm
Squelch: Pilot Tone & Noise Mute
Operation Voltage: 12-18VDC, 500 mA
Output Connector: 2 Balanced XRL socket, 
 1 Unbalanced 6,3 mm socket
Dimensions: 483 x 232 x 45 mm (LxWxH) 

Available models:
   D143061B      2 Channel 16 Freq. PLL Receiver 614-638 MHz 

   D143082B      2 Channel 16 Freq. PLL Receiver 822-846 MHz 

   D143082      2 Channel 16 Freq. PLL Receiver 822-846 MHz 
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Technical information:

 Type: Back-Electret Condenser
Polar pattern: Super Cardioid
Freq. Response: 100-18.000 Hz
Sensitivity (1000 Hz): 3,9 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 125 dB (1% THD)
Impedance: 220 Ohm ± 30%
Power supply: 5V Phantom from Beltpack
Connector: 110 cm cable with 4p.
 Mini-XLR (female-type)
Gooseneck: 123 mm
Accessories: Windscreen Integrated
 Headset
Dimensions: mic: Ø 12 mm  x L 17 mm
Net. Weight: 0,056 kg 

 EH-1  
   D1416     Condenser Stage Headset 
Microphone 
 Uni-direction for high-quality voice pick-up.
• Excellent gain-before-feedback and noise  
 isolation.
• Lightweight and hands free design provide  
 great freedom.
• Ergonomic design ensures comfortable  
 wearing. 

Technical information:

 Type: Back-Electret Condenser
Polar pattern: Cardioid
Freq. Response: 100-18.000 Hz
Sensitivity (1000 Hz): 1,9 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 127 dB (1% THD)
Impedance: 220 Ohm ± 30%
Power supply: Phantom from Beltpack
Connector: 110 cm cable with 4p.
 Mini-XLR (female-type)
Gooseneck: 123 mm
Accessories: Windscreen
Dimensions: mic: Ø 12 mm  x L 17 mm
Net. Weight: 0,056 kg 

 EH-5  
   D1440     Condenser Stage Headset 
Microphone 
  

Technical information:

 Type: Back-Electret Condenser
Polar pattern: Super Cardioid
Freq. Response: 100-18.000 Hz
Sensitivity (1000 Hz): 3,9 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 125 dB (1% THD)
Impedance: 220 Ohm ± 30%
Power supply: 5V Phantom from Beltpack
Connector: 110 cm cable 
 with 4p. Mini-XLR 
 (female-type)
Accessories: Windscreen
 Clothing clip
Dimensions: mic: Ø 12 mm  x L 17 mm
Net. Weight: 0,024 kg 

 EL-1  
   D1415     Condenser Lavalier Microphone 
 Uni-direction for high-quality voice pick-up.
• Wide dynamic range and frequency response for high quality sound.
• Small size for minimum visibility.
• Together with clothing clip for easy attaching to a tie, lapel, dress etc. 

Technical information:

 Type: Back-Electret Condenser
Polar pattern: Omni 
Freq. response: 60-15.000 Hz
Sensitivity (1000 Hz): 1 mv/Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 130 dB (1% THD)
Impedance: 2,2 kilo-Ohm ± 30%
Power supply: Phantom from Beltpack
Connector: 150 cm cable 
 with 4p. Mini-XLR 
 (male-type)
Net. Weight: 50 g
Dimensions: mic: Ø 5 mm  x L 9 mm
Accessories: 2 x Windscreen
 Mounting clip
 1 protection bag 

 EL-2  
   D1419     Miniature Lavalier Microphone for eclipse range. 
 The DAP EL-2 is an omni-directional (no proximity effect) 
condenser microphone designed for voice pick-up and various 
applications. The wide dynamic range and frequency response 
provide a high quality sound. A clip for easy attaching to a tie, 
collar, dress, etc. is included. 

Technical information:

 Element: Back Electret Condenser
Polar pattern: Omni-directional
Frequency response: 20Hz – 20kHz
Sensitivity: -45dB +-3dB, 
Output impedance: 2K Ohm +-30%
SPL Max.: 140dB
Cable: 1,2 mm x 1,2 mm
Connector: 4 pole mini XLR 

 EH-3  
   D1426     Universal Headset Microphone 
 The EH-3 is a back electret condenser 
microphone which is suitable for the Eclipse 
series beltpacks as well other common 
beltpacks with a 4 pole mini XLR. Due to it’s 
� ne � nishing, the EH-3 is very suitable for 
theatre and TV applications.
• Compact
• Skin Color
• Removable extension cable
• Very thin, so nearly invisible. 

Technical information:

 Type: Back-Electret Condenser
Polar pattern: Omni-directional
Freq. response: 60-15.000 Hz
Sensitivity (1000 Hz): 1 mv / Pa* 
 (*1 Pa = 94 dB SPL)
Max. SPL: 130 dB (1% THD)
Impedance: 2,2 KOhm ± 30%
Power supply: Phantom from Beltpack
Connector: 150 cm cable with 4p. 
 Mini-XLR F
Net. Weight: 33g
Dimensions: mic: Ø 5 mm x L 9 mm
Gooseneck: 125 mm
Accessories: Windscreen, protection
 bag 

 EH-4 Head Microphone 
Skincolor  
   D1433     detachable cable 
 The DAP EH-4 is an omni-directional (no 
proximity effect) condenser microphone 
designed for voice pick-up. It has a skin 
colour and is therefore almost invisible for 
the audience. The wide dynamic range and 
frequency response provide a high quality 
sound. The cable is detachable and also 
separate available. 

Technical information:

 Connector: 4p. Mini-XLR F
Length: 150 cm 

 Spare cable for EH-4  
   D1434        

Technical information:

 Cable: 1,2 mm x 1,2 mm
Connector: 4 pole mini XLR 

 Spare Cable for EH-3  
   D1427      
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 Duracell Industrial AA 
   98040      LR6, MN1500, 1,5V 

 Duracell Industrial AAA 
   98041      LR03, MN2400, 1,5V 

 Duracell Industrial 
   98042      6LR61, MN1604, 9V 

 ADA-20 Active UHF 
   D1446      Directional Antenna Receiver 
 Full frequency band: 470 - 870 MHz 
Effective working angle: 100°
Frequency Band: 470 – 870 MHz
Antenna Gain: > 10 dB
Effective working angle: 100 degrees
Connector: Female BNC
Weight: 0,4 kg
Power supply: 12V, 50 mA
Boostergain: 3 dB / 10 dB selectable
 With LED indicator 

 PDA-20 Passive UHF 
   D1447      Directional Antenna Receiver 
 Full frequency band: 470-870 MHz 
Effective working angle: 100°
Frequency Band: 470 – 870 MHz
Antenna Gain: > 10 dB
Effective working angle: 100 degrees
Connector: Female BNC
Weight: 0,4 kg 

 PAS-2 
   D1445      Passive Antenna Splitter 
 • Full frequency band 
• One BNC antenna In and two BNC Out
• Dimension: 72 x 55 x 24 mm (LxWxH) 

 GC-1 
   D1417      Guitar cable for use with 
Beltpacks of Eclipse Range 
 4P Mini XLR with 6,3 mm phone plug
Length: 800 mm 

 Antenna Distributor 
   D1444      For Eclipse Range. 
 • Frequency Range: 470 ~ 870 MHz
• Provides 4 power supply of 12~15V DC
• 4 pairs of antenna output provided
• 90 ~ 260V switching power
• DC14V antenna booster power provided
• Advanced circuit design offers signals
 with extremely low distortion

Including: 10 x BNC cable 60 cm
 1 x Power cable
 4 x Power adapter cable
 2 x BNC male/female
 connector
Dimension (mm): 480 x 45 x 250 mm
optional antenna´s: D1425 / D1448 

 Separate Antenna for Booster/Splitter 

   D1448       
 • 1/2 wave antenna with BNC connector 

 Antenna Booster 

   D1425      For Eclipse range 
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 Aerobic Belt Bag 
   D1429       
 Dimensions bag: 105 x 30 x 75mm (DxHxW)
Belt size: 70 – 105 mm 
 (Adjustable with Velcro) 

 Aerobic Arm Bag 
   D1428       
 Dimensions bag: 105 x 30 x 75mm (DxHxW)
Belt size: 24 – 43 mm 
 (Adjustable with Velcro) 

   D1396      Acoustic diffuser screen 
 DDS-02 is an affordable and useful accessory for recording. This screen will effectively 
improve the sound of the acoustic space around the microphone and help to record a better 
dry signal. Even with a budget microphone it is possible to achieve professional recordings 
due to this acoustic screen. The frame can easily be mounted on the top of a microphone 
stand and with the included adapter you can � x any microphone clamp on it. It is possible 
to adjust the length between the microphone and the screen to achieve your desired sound. 

 DDS-02 

Special features:
 • Affordable steady model
• Adjustable mic to screen position
• Lightweight 

 Rackmount for 1 pc COM-42 
   D1466       
  

 Rackmount for 2 pc COM-42 
   D1467       
  

 19” Rack Adapter for 2 pieces ER-1193 
   D1453       
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 Microphone holder 
   D1701      44-48 mm black anti shock 
mount 

 Microphone holder 
   D1702      44-48 mm Grey anti shock 
mount 

 Microphone holder 
   D1703      22-24 mm Black anti shock 
mount 

 Microphone holder 
   D1704      22-24 mm Grey anti shock 
mount 

 Headphone holder 
   D8964      For microphone stands 

 Nylon pop � lter 
   D1750       

 Metal pop � lter 
   D1751       

 DWT-01 Windscreen 
   D1318      For condenser mic. 16 cm 
diameter 3 cm 

 DWS-66 
   D1320      Microphone windscreen set, 
6 pcs Black 

 DWS-56 
   D1317      Microphone windscreen set 

 DWB-01 Windscreen 
   D1319      Big size 5 cm diameter, 
length 9,5 cm 

 Mic. Grill for PL-07ß & PL-06 
   D1311      Microphone grill 

 Mic. Grill for PL-08 series 
   D1312      Fits on D1303 & D1304 
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 100V PA amps 
 These ampli� ers are designed for PA systems with applications such as announcement, inter-
communication, background music and broadcasting in convention-halls, shopping centers, 
dining rooms, auditoriums and recreation areas. These desk top ampli� ers have an integrated 
protective circuit to withstand overload or short-circuits of output. This results in very high 
reliability and easy installations without extra audio processors. It is a complete range from 
simple ampli� ers till matrix ampli� ers with built-in tuner and media player. 

 VPA-250  
   D4143     250W/100 Volt Power Ampli� er 

Technical Information 
 Model: VPA-60 VPA-150 VPA-250
Output:  60W 150W 250W  
Output regulation: Less than 3 dB, no load to full load
Speaker output:  Balanced 4-16 Ohm, 70V, 110V, 240V
AUX output:  600 Ohm 1V (0 dBV)
Inputs:  Mic 1,2/600 Ohm, 2.0 mV (-54 dBV), unbalanced
 AUX 1,2/10 kilo-Ohm, 250 mV (-10 dBV), unbalanced
 Freq. response 100 Hz-16 kHz
Distortion:  Less than 0.1% at 1 kHz, 1/3 rated power
Signal to noise ratio: Microphone 1,2 66 dB
 AUX 1,2 70 dB
Tone: Bass: +- 10 dB at 100 Hz
 Treble: + -10 dB at 10 Hz
Protection:  AC fuse; DC voltage, overload and short  circuit.
Muting function:  Mic 1 overrides, other input signals with 0~-30 dB attenuation.
Power Requirements:  AC 220~240V/50~60 Hz
Power Consumption:  100W 200W 320W  
Dimensions: 483 x 400 x 89 mm
Gross Weight: 16 kg 20 kg 24 kg 

 Features:
• Two microphone inputs, two auxiliary inputs 
and two AUX out for line.
• Transformer isolated 240V, 110V, 70V and 
4-16 Ohms speaker outputs.
• Muting function.
• Individual volume control and master 
volume control.
• Low and high tone control
• Output circuit shorting protection & alarm.
• Chime output.

Frontpanel:
• Power switch. 
• Power indicator LED 
• LED level meter
• Clip 
• Z1 switch 

• Z2 switch
• Z3 switch 
• Z4 switch 
• Master volume control
• Treble control 
• Bass control 
• AUX 2 volume control
• AUX 1 volume control 
• MIC 2 volume control 
• MIC 1 volume control
• MIC 2 input jack 
• MIC 1 input jack 
• Chime rest

Chime:
To further enhance the system a chime 
facility can be added as an option, the chime 
output can be activated by any input. 

 16 

 483
400
89  2U  250W         
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 PA-500  
   D6161     500W 100V Ampli� er 

Technical Information 

 Outputs
Power: 500W
100V & 8Ohm: Terminals
Loop through: RCA

Inputs
1x Line: RCA, XLR & Terminals

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 1000W
Power connection: IEC
Dimensions: 483x326x88mm (WxDxH)
Weight: 16 Kg 

 PA-500  

 The DAP PA-500 is a 500Watt, 100V plain ampli� er. It is a reliable work horse that can be used 
for many applications. Inputs can be connected with terminals, balanced XKR or unbalanced 
RCA connectors. A loop through is available to connect external audio processing like equalizing 
enhancing or feedback killers. The PA-500 can extend a consisting DAP 100V PA system or 
used for mobile rental applications. It can also be combined with line mixers is a situation where 
100V is an extension on a commercial audio installation. 

Special features:
 • 500W 
• Loop through connection
• RCA, XLR, Terminal input 
• 24V Back up power input 

 PA-250  
   D6160     250W 100V Ampli� er 

Technical Information 
 Outputs
Power: 250W
100V & 8Ohm: Terminals
Loop through: RCA

Inputs
1x Line: RCA, XLR & Terminals

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 500W
Power connection: IEC
Dimensions: 483x326x88mm (WxDxH)
Weight: 12 Kg 

 The DAP PA-250 is a 250Watt, 100V plain ampli� er. It is a reliable work horse that can be used 
for many applications. Inputs can be connected with terminals, balanced XKR or unbalanced 
RCA connectors. A loop through is available to connect external audio processing like equalizing 
enhancing or feedback killers. The PA-250 can extend a consisting DAP 100V PA system or 
used for mobile rental applications. It can also be combined with line mixers is a situation where 
100V is an extension on a commercial audio installation. 

Special features:
 • 250W 
• Loop through connection
• RCA, XLR, Terminal input 
• 24V Back up power input 
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 PA-530TU  
   D6150     30W 100V Ampli� er 

Technical Information 
 Outputs
Power: 30W
Zones: 1
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs
2x Mic/Line: XLR/Jack combi & 
 Terminals
1x Line: RCA
Front input: 3,5mm Jack

Media player
Source: USB type A
Supported � les: MP3, Wav
Format: FAT32 up to 32Gb
Playback: Program, Repeat, 
 Continuous

Tuner
FM band: 87,5 – 108 MHz
Presets: 10
Antenna: 75Ohm

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 80W
Power connection: IEC
Dimensions: 270x262x88mm (WxDxH)
Weight: 6 Kg 

 The DAP PA-530TU is a compact 30Watt, 100V mixer ampli� er with 4 selectable sources and 
2 microphone inputs. Both microphone inputs are equipped with phantom power and can also 
be selected as line input. An integrated speech � lter can be applied to improve the audibility. It 
has one dedicated line input on the backside and a special easy access line/phone front input 
to connect mp3 players or mobile devices. It has a built-in USB audio player and tuner with a 
large LCD display which shows the active source, tuner information and ID3 tags. The built-in 
FM tuner can store 10 presets. The PA-530TU is an all-in-one compact 100V solution for small 
installations. 

Special features:
 • Compact design
• Media player
• Tuner
• Front line input 

 PA-7120  
   D6151     120W 100V Ampli� er 

Technical Information 
 Outputs
Power: 120W
Zones: 1
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs
3x Mic/Line: XLR/Jack combi & 
 Terminals
3x Line: RCA
Front input: 3,5mm Jack

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB
Chime: adjustable volume
Ducking: adjustable suppression
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 250W
Power connection: IEC
Dimensions: 483x328x88mm (WxDxH)
Weight: 9 Kg 

 PA-7120  

 The DAP PA-7120 is a 120 Watt, 100V ampli� er mixer with 4 selectable sources and 3 
microphone inputs. All microphone inputs are equipped with phantom power and can be 
selected as line input. An integrated speech � lter can be applied to improve the audibility. It 
has 3 dedicated line inputs on the backside and a special easy access line/phone front input 
to connect mp3 players or mobile devices. The ampli� er also has enhanced features such 
as, priority, chime with adjustable level, emergency input, ducking level control, loop through 
connection and an output which can be set as line output, music only or microphone only. 

Special features:
 • 1 Zone
• 7 inputs
• Telephone input
• Chime & Ducking 
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 ZA-9120TU  
   D6153     120W 100V Zone Ampli� er 

Technical Information 
 Outputs
Power: 120W
Zones: 2
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs:
3x Mic/Line: XLR/Jack combi & Terminals
3x Line: RCA
Front input: 3,5mm Jack

Media player
Source: 2x USB type A, front/back
Supported � les: MP3, Wav
Format: FAT32 up to 32Gb
Playback: Program, Repeat, Continuous

Tuner
FM band: 87,5 – 108 MHz
Presets: 10
Antenna: 75Ohm

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB
Chime: adjustable volume
Ducking: adjustable suppression
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 250W
Power connection: IEC
Dimensions: 483x328x88mm (WxDxH)
Weight: 9 Kg 

 ZA-9120TU  

 The DAP ZA-9120TU is a 120Watt, 100V mixer ampli� er with 7 selectable sources, 3 
microphone inputs and 2 zones. All microphone inputs are equipped with phantom power and 
can also be selected as line input. An integrated speech � lter can be applied to improve the 
audibility. It has 3 dedicated line inputs on the backside and a special easy access line/phone 
front input to connect mp3 players or mobile devices. It has a built-in USB audio player and 
tuner with a large LCD display which shows the active source, tuner information and ID3 tags. 
The built-in FM tuner can store 10 presets. The ampli� er also has enhanced features such 
as, priority, chime with adjustable level, emergency input, ducking level control, loop through 
connection and an output which can be set as line output, music only or microphone only. Each 
zone also has its own line outputs to connect extra ampli� ers and extend the PA system. The 
ZA-9120TU is the ideal easy to use one-in-all solution for medium size PA systems. 

Special features:
 • 2 Zones
• Media player
• Telephone input
• USB on front and backside 

 ZA-7250  
   D6152     250W 100V Zone Ampli� er 

Technical Information 
 Outputs
Power: 240W
Zones: 4
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs
3x Mic/Line: XLR/Jack combi & Terminals
3x Line: RCA
Front input: 3,5mm Jack

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB
Chime: adjustable volume
Ducking: adjustable suppression
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 500W
Power connection: IEC
Dimensions: 483x328x88mm (WxDxH)
Weight: 12 Kg 

 The DAP PA-7250 is a 240 Watt, 100V ampli� er mixer with 4 selectable sources, 3 microphone 
inputs and 4 zones. All microphone inputs are equipped with phantom power and can be 
selected as line input. An integrated speech � lter can be applied to improve the audibility. It 
has 3 dedicated line inputs on the backside and a special easy access line/phone front input 
to connect mp3 players or mobile devices. The ampli� er also has enhanced features such 
as, priority, chime with adjustable level, emergency input, ducking level control, loop through 
connection and an output which can be set as line output, music only or microphone only. 
Each zone also has its own line outputs to connect extra ampli� ers and extend the PA system. 

Special features:
 • 4 Zones
• 7 inputs
• Telephone input
• Zone line outputs 
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 ZA-9250TU  
   D6154     250W 100V Zone Ampli� er 

Technical Information 
 Outputs
Power: 250W
Zones: 4
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs
3x Mic/Line: XLR/Jack combi & Terminals
3x Line: RCA
Front input: 3,5mm Jack

Media player
Source: 2x USB type A, front/back
Supported � les: MP3, Wav
Format: FAT32 up to 32Gb
Playback: Program, Repeat, Continuous

Tuner
FM band: 87,5 – 108 MHz
Presets: 10
Antenna: 75Ohm

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB
Chime: adjustable volume
Ducking: adjustable suppression
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 500W
Power connection: IEC
Dimensions: 483x328x88mm (WxDxH)
Weight: 12 Kg 

 The DAP ZA-9250TU is a 250Watt, 100V mixer ampli� er with 7 selectable sources, 3 
microphone inputs and 4 zones. All microphone inputs are equipped with phantom power and 
can also be selected as line input. An integrated speech � lter can be applied to improve the 
audibility. It has 3 dedicated line inputs on the backside and a special easy access line/phone 
front input to connect mp3 players or mobile devices. It has a built-in USB audio player and 
tuner with a large LCD display which shows the active source, tuner information and ID3 tags. 
The built-in FM tuner can store 10 presets. The ampli� er also has enhanced features such 
as, priority, chime with adjustable level, emergency input, ducking level control, loop through 
connection and an output which can be set as line output, music only or microphone only. Each 
zone also has its own line outputs to connect extra ampli� ers and extend the PA system. The 
ZA-9250TU is the ideal easy to use and powerful one-in-all PA system. 

Special features:
 • 4 Zones
• Media player
• Zone line outputs
• USB on front and backside 

 ZA-9250VTU  
   D6155     250W 100V Zone volume control ampli� er 

Technical Information 
 Outputs
Power: 250W
Zones: 4
100V & 8Ohm: Terminals
Line output: XLR
Loop through: RCA
Headphones: 6,3mm Jack

Inputs
3x Mic/Line: XLR/Jack combi & Terminals
3x Line: RCA
Front input: 3,5mm Jack

Media player
Source: 2x USB type A, front/back
Supported � les: MP3, Wav
Format: FAT32 up to 32Gb
Playback: Program, Repeat, Continuous

Tuner
FM band: 87,5 – 108 MHz
Presets: 10
Antenna: 75Ohm

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 18V
Tone Control: Bass 100 Hz, treble 
 12 KHz, +/-12dB
Chime: adjustable volume
Ducking: adjustable suppression
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 230V AC
Back-up power supply: DC 24V
Power consumption: 500W
Power connection: IEC
Dimensions: 483x328x133mm (WxDxH)
Weight: 14 Kg 

 The DAP ZA-9250VTU is a 250Watt, 100V mixer ampli� er with 4 zones and built-in separate 
volume controllers. It has 7 selectable sources and 3 microphone inputs. All microphone inputs 
are equipped with phantom power and can also be selected as line input. An integrated speech 
� lter can be applied to improve the audibility. It has 3 dedicated line inputs on the backside and 
a special easy access line/phone front input to connect mp3 players or mobile devices. It has 
a built-in USB audio player and tuner with a large LCD display which shows the active source, 
tuner information and ID3 tags. The built-in FM tuner can store 10 presets. The ampli� er also 
has enhanced features such as, priority, chime with adjustable level, emergency input, ducking 
level control, loop through connection and an output which can be set as line output, music only 
or microphone only. Each zone also has its own built-in volume controllers and line outputs. The 
ZA-9250VTU is the ideal control center for a one-in-all zone PA solution. 

Special features:
 • 4 Zones
• Media player
• Built-in volume controllers
• USB on front & backside 
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 ZPA-6240TU  
   D6180     240W 100V Zone ampli� er 

Technical Information 
 Inputs
4x Mic/Line: XLR/Jack combi &   
 Terminals
2x Line: RCA

Media player
Source: 1x USB type A, 1x SD Card
Supported � les: MP3 , 48kHz, 320kbps
Format: FAT16/FAT32 up to 32Gb
Playback: Repeat, Continuous

Tuner
FM band: 87,5 – 108 MHz
Presets: 4
Antenna: 75Ohm

Features
Speech � lter: -3dB, 300Hz 6db/oct
Phantom power: 24V
Tone Control: Bass 100 Hz, 
 treble 10 KHz, +/-10dB
Chime: adjustable volume
PTT: Mic input 1
VOX: Mic input 2
Telephone input: Override all, terminal

General
Power supply: 220~240VAC, 50/60Hz
Back-up power supply: DC 24V 20A
Power consumption: 340W
Power connection: IEC
Dimensions: 483x328x133mm (WxDxH)
Weight: 16 Kg 

 The Dap Audio ZPA-6240TU is a 6 zone 100V ampli� er ideal for multi zone public address 
systems. The ampli� er has 240W of total power divided in 6x40W with separate volume 
controls for each zone. All outputs are protected by an overload and overheat detection system. 
It is equipped with a MP3 player/recorder with a USB/SD input, a FM-tuner, 4 microphone inputs 
and 2 line inputs for external audio sources. All inputs have volume, treble and bass controls 
to set the desired balance and sound quality. The ZPA-6240TU has a digital message player 
which can store  up to 6 pre-recorded messages. These can be controlled by an external control 
connector or by using the dedicated PM-Six paging microphone. There are 2 dedicated paging 
microphones available PM-One and PM-Six. The PM-One is a regular paging microphone to do 
announcements for all zones while the PM-Six has the functionality to do announcements and 
trigger the pre-recorded audio � les on the desired zones. The ZPA-6240TU works on 240VAC 
but also has a 24VDC input which automatically takes over when mains power shuts down in 
an emergency situation. 

Special features:
 • 6 Zones with separate volume control
• Media player with USB and SD input
• Digital Message Player built-in 
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Technical information:

 Line voltage: 100V
Power taps: 1,9/3,8/7,5/15W
Impedance: 8Ohm
Frequency response: 300-8KHz
Sensitivity: 105dB
Material: ABS 
IP rating: IP 66
Colour: light gray
Dimensions (LxWxH): 222 x 162 x 232mm
Weight:  1,4Kg 

 HS-15S  
   D6541     15 Watt Square Horn Speaker 
  

 1,4 

 222
162
232    IP-66 

Technical information:

 Line voltage: 100V
Power taps: 3,8/7,5/15/30W
Impedance: 8Ohm
Frequency response: 350-8KHz
Sensitivity: 105dB
Material: ABS 
IP rating: IP 66
Colour: light gray
Dimensions (LxWxH): 285 x 280 x 205mm
Weight:  1,84Kg 

 HS-30S  
   D6540     30 Watt Square Horn Speaker 
  

 1,84 

 285
280
205    IP-66 

Technical information:

 Line voltage: 100V
Power taps: 3,8/7,5/15/30W
Impedance: 8Ohm
Frequency response: 380-6,5KHz
Sensitivity: 107dB
Material: Aluminium
IP rating: IP 66
Color: light gray
Dimensions (LxWxH): 246 x 292 x 292mm
Weight:  2,1Kg 

 HS-30R  
   D6542     30 Watt Round Horn Speaker 
  

 2,1 

 246
292
292    IP-66 

Technical information:

 Line voltage: 100V
Power taps: 6,25/12,5/25/50W
Impedance: 16Ohm
Frequency response: 380-6,5KHz
Sensitivity: 109dB
Material: Aluminium 
IP rating: IP 66
Colour: light gray
Dimensions (LxWxH): 350 x 325 x 325mm
Weight:  3Kg 

 HS-50R  
   D6543     50 Watt Round Horn Speaker 
  

 3 

 350
325
325    IP-66 
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Technical information:

 Line voltage: 100V
Power taps: 3,8/7,5/15/30W
Impedance: 8Ohm
Frequency response: 100-10KHz
Sensitivity: 97dB
Material: ABS 
IP rating: IP 66
Colour: Snow white
Dimensions (LxWxH): 363 x 253 x 310mm
Weight:  3,9Kg 

 MHS-30S  
   D6544     30 Watt Music Horn Speaker 
  

 3,9 

 363
253
310  music  IP-66 

Technical information:

 Line voltage: 100V
Power taps: 4,5/9/12,5/25/50W
Impedance: 8Ohm
Frequency response: 90-20KHz
Sensitivity: 99dB
SPL 1W/1m: 98 dB
Max SPL 1m: 113 dB
Vertical dispersion: 140 degrees
Horizontal dispersion: 105 degrees
Woofer size: 6,5”
Tweeter size: 1”
Loudspeaker system: 2-way
Material: ABS 
IP rating: IP 66
Colour: light gray
Dimensions (LxWxH): 363 x 253 x 310mm
Weight:  3,9Kg 

 MHS-50S  
   D6545     50 Watt Music Horn Speaker 
  

 3,9 

 363
253
310  music  IP-66 

Technical information:

 Line voltage: 100V
Power taps: 10/20/40/80W
Impedance: 8 Ohm
Frequency response: 90 - 20kHz
Sensitivity: 99 dB
Material: ABS
IP Rating: IP66
Colour: Light Gray
Dimensions: 348 x 348 x 288mm
Weight: 4,7 kg 

 MHS-80S  
   D6546     80 Watt Music Horn Speaker 
  

 4,7 

 348
348
288  music  66 

Technical information:

 Material: Aluminum
Colour: Light grey
Length: 370mm
Diameter: 500mm
Thread: M14
Weight:  1.9Kg 

 H-100  
   D6547H     Round Horn for D100 
 Dedicated horn for the DAP audio D100, 
100W driver. 

 1,9 

 370
500

    65 

Technical information:

 Line voltage: 100V
Power taps: 50/100W
Impedance: 16Ohm
Frequency response: 150-6KHz
Sensitivity: 110dB
Material: Aluminium 
Thread: M14
IP rating: IP 66
Colour: light gray
Dimensions (LxWxH): 169 x 143 x 143mm
Weight:  3.2Kg 

 D-100  
   D6547D     100W Driver  
 100W 100V Separate driver without horn. 
Use the dedicated H-500 horn to create a 
powerful 100V projector. 

 3.2 

 169
143
143    65 
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 PR-52T 

Technical Information 
 • 2-way plastic sealed box-design
• 5,25” mica cone rubber edge woofer
• 13 mm mylar dome tweeter 
• Frequency:  50 Hz - 20 kHz
• 100V line transformer built in
• 16 Ohm/5W/10W/15W

• Sensitivity: 89 dB
• Dimensions: (LxWxH) 165 x 180 x 240 mm 
 including mounting/hanging 
 brackets
• Weight: 2,46 kg 

 2,46 

 165
180
240  5,25”  15W  16 Ohm       

   D3533     15W - This set contains 2 pcs. Black 
   D3534     15W - This set contains 2 pcs. White 

 PR-62T 

Technical Information 
 • 2-way plastic vented box-design
• 6,25” mica cone rubber edge woofer
• 13 mm mylar dome tweeter 
• Frequency:  40 Hz - 20 kHz
• 100V line transformer built-in
• 16 Ohm/4W/8W/15W/30W

• Sensitivity: 89 dB
• Dimensions: (LxWxH) 190 x 215 x 290 mm 
 including mounting/hanging
 brackets
• Weight: 4,06 kg 

 4,06 

 190
215
290  6,25”  30W  16 Ohm       

   D3535     30W - This set contains 2 pcs. Black 
   D3536     30W - This set contains 2 pcs. White 

 PR-82T 

Technical Information 
 • 2-way plastic vented box-design
• 8” mica cone rubber edge woofer
• 25 mm silk dome tweeter
• Frequency:  30 Hz - 20 kHz
• 100V line transformer built-in
• 16 Ohm/4W/8W/16W/30W

• Sensitivity: 90 dB
• Dimensions: (LxWxH) 255 x 270 x 365 mm
 including mounting/hanging
 brackets
• Weight: 6,66 kg 

 6,66 

 255
270
365  6,25”  30W  16 Ohm       

   D3537     30W - This set contains 2 pcs. Black 
   D3538     30W - This set contains 2 pcs. White 

 2,04 

 155
160
210  4”  5W  16 Ohm       

 PR-32T 

Technical Information 
 • 2-way plastic sealed box-design
• 4” Mica c one rubber edge woofer
•   13 mm Mylar dome tweeter
• Frequency:  80 Hz - 20 kHz
• 100V line transformer built in
• 16 Ohm/2W/4W/8W/15W

• Sensitivity: 89 dB
• Dimensions: (LxWxH) 155 x 160 x 210 mm 
 including mounting/hanging 
 brackets
• Weight: 2,04 kg 

   D3531     15W - This set contains 2 pcs. Black 
   D3532     15W - This set contains 2 pcs. White 
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 WMS-BB    Black Bracket for 4 pcs WMS-40 speakers 

   D6558   
 Dimensions ( LxWxH): 103 x 103 x 76mm
Weight: 0,38Kg 

 WMS-WB    White Bracket for 4 pcs WMS-40 speakers 

   D6559   
 Dimensions ( LxWxH): 103 x 103 x 76mm
Weight: 0,38Kg 

Technical information:

 Power taps: 
100 Volt: 5W/10W/20W/40W, 
70 Volt: 2,5W/5W/10W/20W/40W 
Impedance: 4Ohm
Frequency response: 90-20KHZ
Sensitivity: 90dB
Material: ABS
Colour: Black
IP rating: IP-40
Dimensions ( LxWxH): 350 x 135 x 260mm
Weight: 3Kg 

 WMS-40B  
   D6556     40W Black Wallmount Music 
Speaker 
  

 3 

 350
135
260  3,5”  40W 

Technical information:

 Power taps: 
100 Volt: 5W/10W/20W/40W, 
70 Volt: 2,5W/5W/10W/20W/40W 
Impedance: 4Ohm
Frequency response: 90-20KHZ
Sensitivity: 90dB
Material: ABS
Colour: White
IP rating: IP-40
Dimensions ( LxWxH): 350 x 135 x 260mm
Weight: 3Kg 

 WMS-40W  
   D6557     40W White Wallmount Music 
Speaker 
  

 3 

 350
135
260  3,5”  40W 
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Technical information:

 Line voltage: 100V
Power taps:  2,5/5/10W
Frequency response: 130-15KHz 
Sensitivity: 91dB
IP rating: IP 55
Material: ABS
Colour: snow white
Dimensions (LxWxH): 205 x 138 x 138mm
Weight: 1,4Kg 

 PSU-510P  
   D6550     10 Watt 5” Unidirectional 
projector speaker 
  

 1,4 

 205
138
138  5”  10W  IP-55       

Technical information:

 Line voltage: 100V
Power taps: 5/10/20W
Frequency response: 110-15KHz 
Sensitivity: 92dB
IP rating: IP 55
Material: ABS
Colour: Snow White
Dimensions ( LxWxH): 245 x 170 x 170mm
Weight: 1,9Kg 

 PSU-620P  
   D6551     20 Watt 6” Unidirectional 
projector speaker 
  

 1,9 

 245
170
170  6”  20W  IP-55       

Technical information:

 Line voltage: 100V
Power taps: 2,5/5/10W
Frequency response: 130-15KHz 
Sensitivity: 91dB
IP rating: IP 55
Material: Aluminium
Colour: Ivory White
Dimensions (LxWxH): 205 x 138 x 138
Weight: 2,2Kg 

 PSU-510M  
   D6553     10 Watt 5” Unidirectional 
projector speaker 
  

 2,2 

 205
138
138  5”  10W  IP-55       

Technical information:

 Line voltage: 100V
Power taps: 5/10/20W
Frequency response: 110-15KHz 
Sensitivity: 92dB
IP rating: IP 55
Material: Aluminium
Colour: Ivory White
Dimensions (LxWxH): 252 x 170 x 170mm
Weight: 2,8Kg 

 PSU-620M  
   D6554     20 Watt 6” Unidirectional 
projector speaker 
  

 2,8 

 252
170
170  6”  20W  IP-55       

Technical information:

 Line voltage: 100V
Power taps: 3/6/12W
Frequency response: 130-15KHz 
Sensitivity: 91dB
IP rating: IP 55
Material: ABS
Colour: Snow White
Dimensions (LxWxH): 200 x 138 x 138mm
Weight: 1,7Kg 

 PSB-510P  
   D6552     10 Watt 5” Bidirectional 
projector speaker 
  

 1,7 

 200
138
138  5”  10W  IP-55       

Technical information:

 Line voltage: 100V
Power taps: 2,5/5/10W
Frequency response: 130-15KHz 
Sensitivity: 92dB
IP rating: IP 55
Material: Aluminium
Colour: Ivory White
Dimensions (LxWxH): 205 x 138 x 138mm
Weight: 2,4Kg 

 PSB-510M  
   D6555     10 Watt 5” Bidirectional 
projector speaker 
  

 2,4 

 205
138
138  5”  10W  IP-55       
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Technical information:

 Line voltage: 100V
Power taps: 2,5/5/10W
Speaker size: 5 inch
Frequency response: 130 – 15kHz 
Sensitivity: 91dB
Directivity: 130°conical
Material: ABS
Colour: White 
IP rating: IP55
Dimensions ( LxWxH): 138 x 138 x 205mm
Weight:  1,5Kg 

 HS-510P  
   D6568     10W 5” Hanging Speaker 
  

 1,5 

 138
138
205  5”  10W 

Technical information:

 Line voltage: 100V
Power taps: 5/10/20W
Speaker size: 6 inch
Frequency response: 110 – 15kHz 
Sensitivity: 92dB
Directivity: 140°conical
Material: Aluminum
Colour: White 
IP rating: IP55
Dimensions ( LxWxH): 170 x 170 x 252mm
Weight:  2,8Kg 

 HS-620M  
   D6567     20W 6” Hanging Speaker 
  

 2,8 

 170
170
252  6”  20W 

Technical information:

 Line voltage: 100V
Power taps: 5/10/20W
Speaker size: 6 inch
Frequency response: 110 - 15kHz 
Sensitivity: 92dB
Directivity: 130°conical
Material: ABS
Colour: White
Ip rating: IP55
Dimensions (LxWxH): 170 x 170 x 245mm
Weight: 1,7Kg 

 HS-620P  
   D6566     20W 6” Hanging Speaker 
  

 1,7 

 170
170
245  6”  20W 

Technical information:

 Line voltage: 100V
Power taps: 2,5/5/10W
Speaker size: 5 inch
Frequency response: 130 – 15kHz 
Sensitivity: 91dB
Directivity: 140°conical
Material: Aluminium
Colour: White 
IP rating: IP55
Dimensions ( LxWxH): 138 x 138 x 205mm
Weight: 2,1Kg 

 HS-510M  
   D6569     10W 5” Hanging Speaker 
  

 2,1 

 138
138
205  5”  10W 

Technical information:

 Line voltage: 100V
Power taps: 2,5/5/10W
Speaker size: 5 inch
Frequency response: 150 – 15kHz
Sensitivity: 92dB 
Material: HIPS
Colour: White
Ip rating: IP55
Dimensions ( LxWxH): 194 x 194 x 170
Weight: 1,1Kg 

 SS-105  
   D6563     10W 5” Spherical Speaker 
  

 1,1 

 194
194
170  5”  10W 

        

Technical information:

 Line voltage: 100V
Power taps: 7,5/15/30W
Speaker size: 6 inch
Frequency response:   110 - 18kHz
Sensitivity: 92dB
Horizontal Dispersion: 360°
Vertical Dispersion: 120°
Material: ABS
Colour: White
Ip rating: IP55
Dimensions (LxWxH): 378 x 378 x 302  
Weight: 2,2Kg 

 SS-306  
   D6565     30W 6” 2 Way Spherical Speaker 
  

 2,2 

 378
378
302  6”  30W 

 Music       

Technical information:

 Line voltage: 100V
Power taps: 5/10/20W
Speaker size: 8 inch
Frequency response: 80 - 18kHz
Sensitivity: 92dB
Horizontal Dispersion: 360°
Vertical Dispersion: 120°
Material: ABS
Colour: White
Ip rating: IP55
Dimensions ( LxWxH): 254 x 254 x 254mm
Weight: 2,2Kg 

 SS-208  
   D6564     20W 8” Spherical Speaker 
  

 2,2 

 254
254
254  8”  20W 
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Technical Information 
 Line voltage: 100V
Max Power: 30W
Power taps: 10/20W
Frequency response: 170 - 15 kHz
Sensitivity: 91dB
Material: Aluminium
Colour: White
IP rating: IP44
Dimensions (LxWxH): 405 x 106 x 75mm
Weight: 2Kg 

 CS-330  
   D6562     30W Colomn Speaker 4 x 3” 
  

 2 

 405
106
75  3”  30W         

Technical Information 

 Line voltage: 100V
Max Power: 60W
Power taps: 20/40W
Frequency response: 170 - 15kHz
Sensitivity: 93dB
Material: Aluminium
Colour: White
IP rating: IP44
Dimensions (LxWxH): 691 x 106 x 75mm
Weight: 3,5Kg 

 CS-360  
   D6561     60W Colomn Speaker 8 x 3” 
  

 3,5 

 691
106
75  3”  60W         
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Technical Information 
 Power taps: 30/15/7.5W
Line Voltage: 100V
Impedance: 6.8Ω
Speaker size: 4x2 + 1x1 inch
Frequency response: 180-18kHz
Sensitivity: 91dB
Material: Aluminium
Colour: White
IP rating: IP-44
Dimensions (LxWxH): 405 x 74.5 x 69
Weight: 1.7Kg 

 SCS-230  
   D6612     30W 4x 2” Column speaker slim line 
  

 1,7 

 405
74
69  2”  30W         

Technical Information 
 Power taps: 50/25/12.5W
Line Voltage: 100V
Impedance: 6.8Ω
Speaker size: 10x2 + 1x1 inch
Frequency response: 180-18kHz
Sensitivity: 91dB
Material: Aluminium
Colour: White
IP rating: IP-44
Dimensions (LxWxH): 802 x 74.5 x 69
Weight: 3.5Kg 

 SCS-250  
   D6613     50W 10x2” colomn speaker 
  

 3,5 

 802
74
69  4”  50W         
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Technical information:

 Power taps: 30/15/7.5W
Line Voltage: 100V
Impedance: 6.8Ω
Speaker size: 6inch
Frequency response: 80-20kHz
Sensitivity: 90dB
Material: ABS
Colour: Green
IP rating: IP-65
Dimensions (LxWxH): 325 x 325 x 340
Weight: 3Kg 

 GS-630  
   D6610     30W 6” Garden speaker 
  

 3 

 325
325
340  6”  30W 

Technical information:

 Power taps: 20/10/
Line Voltage: 100V
Impedance: 6.8Ω
Speaker size: 5inch
Frequency response: 80-15kHz
Sensitivity: 95dB
Material: ABS
Colour: Green
IP rating: IP-65
Dimensions (LxWxH): 215 x 215 x 245
Weight: 2.04Kg 

 GS-520  
   D6611     20W 5” Garden speaker 
  

 2 

 215
215
245  5”  20W 
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Technical information:

 Power taps: 40/20/10W
Line Voltage: 100V
Impedance: 5.8Ω
Speaker size LF: 8inch
Speaker size HF: 1inch
Frequency response: 50-20kHz
Sensitivity: 90dB
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø245mm
Dimensions (LxWxH): 281 x 110
Weight: 2.61Kg 

 DCS-8240  
   D6581     8” 40W Design Ceiling Speaker 
  

 2,61 

 281
281
110  8”  40W 

Technical information:

 Power Taps: 7,5/15/30W
Line Voltage: 100V
Impedance: 8Ω
Speaker size LF: 6 inch (foam edge)
Speaker size HF: 0,5 inch
Frequency response: 90-20kHz
Sensitivity: 88dB +/- 3dB
Directivity: 130°conical
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø200mm
Dimensions (LxWxH): 232 x 232 x 90 
Weight: 1,4Kg 

 DCS-6230  
   D6580     30W 6” 2 Way Design Ceiling 
Speaker 
  

 1,4 

 232
232
90  6”  30W 

Technical information:

 Power Taps: 5/10/20W
Line Voltage: 100V
Impedance: 8Ω
Speaker size LF: 5 inch (rubber edge)
Speaker size HF: 0,5 inch
Frequency response: 100-20kHz
Sensitivity: 88dB +/- 3dB
Directivity: 130°conical
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø180mm
Dimensions (LxWxH): 203 x 203 x 85 
Weight: 1,1Kg 

 DCS-5230  
   D6579     30W 5” 2 Way Design Ceiling 
Speaker 
  

 1,1 

 203
203
85  5”  30W 

Technical information:

 Power Taps: 5/10/20W
Line Voltage: 100V
Impedance: 8Ω
Speaker size LF: 4 inch (rubber edge)
Speaker size HF: 0,5 inch
Frequency response: 110-20kHz
Sensitivity: 88dB +/- 3dB
Directivity: 130°conical
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø160mm
Dimensions (LxWxH): 180 x 180 x 80 
Weight: 1Kg 

 DCS-4220  
   D6578     20W 4” 2 Way Design Ceiling 
Speaker 
  

 1,0 

 180
180
80  4”  20W 
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Technical information:

 Rated power: 6W
Line Voltage: 100V
Speaker size: 3 inch
Frequency response: 120-20kHz
Sensitivity: 87dB
Directivity: 140°conical
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø95mm
Dimensions (LxWxH): 103 x 103 x 80 
Weight: 0,4Kg 

 CS-36  
   D6574     6W 3” Ceiling Speaker 
  

 0,4 

 103
103
80  3”  6W         

Technical information:

 Power taps: 30/15/7,5/3,8W
Line Voltage: 100V/70V
Impedance: 8Ω
Speaker size: 5 inch
Frequency response: 80-20kHz
Sensitivity: 88dB
Directivity: 130°conical
IP rating: IP-40
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø210mm
Dimensions (LxWxH): 245 x 245 x 150 
Weight: 2Kg 

 CS-6230BC  
   D6570     30W 5” 2 Way Ceiling Speaker Back Can 
  

 2 

 245
245
150  5”  30W         

Technical information:

 Power taps: 20/10/5/2,5W
Line Voltage: 100V/70V
Impedance: 8Ω
Speaker size: 4 inch
Frequency response: 70-20kHz
Sensitivity: 87dB
Directivity: 130°conical
Material: ABS
Colour: White
IP rating: IP-40
Mounting Hole: ø180mm
Dimensions (LxWxH): 220 x 220 x 165 
Weight: 1,8Kg 

 CS-4230BC  
   D6571     20W 4” 2 Way Ceiling Speaker Back Can 
  

 1,8 

 220
220
165  4”  20W         

Technical information:

 Power taps: 30/15/7.5/3.75W
Impedance: 8Ω
Line Voltage: 100V
Speaker size LF:  6,5inch
Speaker size HF: 1inch
Frequency response: 60-20kHz
Sensitivity: 88dB
Material: ABS
Colour: White
IP rating: IP-55
Mounting Hole: ø250mm
Dimensions (LxWxH): 267 x 162
Weight: 2.7Kg 

 DCS-6230BC  
   D6586     30W 6” 2 Way Design Ceiling Speaker Back Can 
  

 2,7 

 267
267
162  6,5  30         
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Technical information:

 Rated Power: 3/6W
Line Voltage: 100V
Impedance: 8Ω
Speaker size: 5 inch
Frequency response: 110-15kHz
Sensitivity: 90dB
Directivity: 140°conical
Material: Iron
Colour: White
IP rating: IP-40
Mounting Hole: ø170mm
Dimensions (LxWxH): 200 x 200 x 67 
Weight: 0,7Kg 

 CS-56  
   D6573     6W 5” Ceiling Speaker 
  

 0,7 

 200
200
67  5”  6W         

Technical information:

 Rated Power: 6W
Line Voltage: 100V
Impedance: 8Ω
Speaker size: 6 inch
Frequency response: 110-15kHz
Sensitivity: 90dB
Directivity: 140°conical
Material: Iron
Colour: White
IP rating: IP-40
Mounting Hole: ø225mm
Dimensions (LxWxH): 245 x 245 x 75 
Weight: 1Kg 

 CS-66  
   D6572     6W 6” Ceiling Speaker 
  

 1 

 245
245
75  6”  6W         

Technical information:

 Power taps: 20/10/5W
Line Voltage: 100V
Impedance: 8Ω
Speaker size: 5inch
Frequency response: 110-15kHz
Sensitivity: 94dB
Material: ABS
Colour: White
IP rating: IP-20
Mounting Hole: ø 170mm
Dimensions (LxWxH): 200 x 67
Weight: 0.7 KG 

 CS-520  
   D6582     20W 5” Ceiling Speaker 
  

 0,7 

 200
200
67  5”  20W         

Technical information:

 Power taps: 20/10/5W
Line Voltage: 100V
Impedance: 8Ω
Speaker size: 6inch
Frequency response: 110-15kHz
Sensitivity: 94dB
Material: ABS
Colour: White
IP rating: IP-20
Mounting Hole: ø 225mm
Dimensions (LxWxH): 245 x 75
Weight: 1 KG 

 CS-620  
   D6583     20W 6” Ceiling Speaker 
  

 1 

 245
245
75  6”  20W         
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Technical information:

 Power taps: 0,75/1,5/3/6W
Line Voltage: 100V
Speaker size: 6 inch
Frequency response: 120-18kHz
Sensitivity: 92dB
Material: Iron
Colour: White
IP rating: IP-40
Mounting Hole: ø204mm
Dimensions (LxWxH): 230 x 230 x 127 
Weight: 1,7Kg 

 FCS-66  
   D6575     6W 6” Fireproof Ceiling Speaker 
  

 1,7 

 230
230
127  6”  6W 

Technical information:

 Power taps: 0,75/1,5/3/6W
Line Voltage: 100V
Speaker size: 5 inch
Frequency response: 130-15kHz
Sensitivity: 92dB
Material: Iron
Colour: White
IP rating: IP-40
Mounting Hole: ø160mm
Dimensions (LxWxH): 180 x 180 x 127 
Weight: 1,3Kg 

 FCS-56  
   D6576     6W 5” Fireproof Ceiling Speaker 
  

 1,3 

 180
180
127  5”  6W 

Technical information:

 Speaker: 6,5” full-range speaker
Power: 6W
Sensitivity: 92 dB (1W,1m)(100 Hz - 10 kHz, pink noise)
 79dB (1W, 4m)(100 Hz - 10 kHz, pink noise)
Frequency response: 110 Hz – 20 kHz
Max. sound level: 85dB (6W,4m)(100 Hz - 10 kHz, pink noise)
Weight: 0,88 Kg
Dimensions: 199 x 74 mm
Mounting hole: 164 mm
Finish: steel painted baf� e, grill and housing. Fire dome: 5VB plastic 

 CST-6506  
   D6590     6,5”, 6W ceiling speaker EN 54-24 
  

 CST-6506  

Technical information:

 Speaker: 6,5” full-range speaker
Power: 20W
Sensitivity: 92 dB (1W,1m)(100 Hz - 10 kHz, pink noise)
 79dB (1W, 4m)(100 Hz - 10 kHz, pink noise)
Frequency response: 95 Hz – 20 kHz
Max. sound level: 88dB (20W,4m)(100 Hz - 10 kHz, pink noise)
Weight: 1,12 Kg
Dimensions: 199 x 74 mm
Mounting hole: 164 mm
Finish: steel painted baf� e, grill and housing. Fire dome: 5VB plastic 

 CST-6520  
   D6591     6,5”, 20W ceiling speaker EN 54-24 
  

 CST-6520  

Technical information:

 Rated Power: 6W
Line Voltage: 100V
Frequency response: 150-18kHz
Sensitivity: 91dB
Material: ABS
Colour: White
IP rating: IP55
Mounting Hole: ø125mm
Dimensions (LxWxH): 140 x 140 x 130 
Weight: 0,9Kg 

 WCS-46  
   D6577     6W 4” Waterproof Ceiling 
Speaker IP55 
  

 0,9 

 140
140
130  4”  6W 

Technical information:

 Rated Power: 6W
Line Voltage: 100V
Speaker size: 5 inch
Frequency response: 130-17kHz
Sensitivity: 92dB
Material: HIPS
Colour: White
IP rating: IP-40
Dimensions (LxWxH): 260 x 162 x 77mm 
Weight: 1Kg 

 WS-6W  
   D6560     6W Wall mount speaker white 
  

 1 

 260
162
77  5”  6W 
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Technical information:

 Power: Max. 25W
Range: 0.8 ~2 km depending 
 on operating conditions
Battery: 8 x “C” (UM-2) type 
 batteries (not supplied)
External power source: 12V battery or 8 - 1.5V DC
Speaker impedance: 8 Ohm
Dimensions (LxWxH): 370 x 220 x 220 mm
Weight: 1,65 kg approx. 
 (without battery) 

 MF-25F  
   D6422     Hand Megaphone 
 Hand Grip Type
• With built-in siren 

Technical information:

 Power: Max. 10W
Range: 0.25 ~ 0.75 km depending on environment
Battery: 6 x –AA (UM-3) type batteries (not supplied)
Speaker impedance: 8 Ohm
Dimensions (LxWxH): 320 x 185 x 180 mm
Weight: 0,9 kg approx. (without battery) 

 MF-30BT  
   D6424     Hand Megaphone incl Bluetooth 
 The MF-30BT is a small and lightweight megaphone. Due to its smart design it is possible to 
play your music easily and wireless by its Bluetooth player. Even controlling your audio device 
is possible on the megaphone!
Built-in siren and microphone completes the package, and makes it useful to be applied in all 
sorts of areas like schools, public areas, ore outdoor camps. 

 Megaphones 
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 VCB-6    6W built in volume controller 

   D6531   
 Power: 6W
Material: ABS
Colour: White
Mounting Hole: 48mm
Dimensions (LxWxH): 80 x 80mm
Weight: 0,10 kg 

 VCB-36    36W built in volume controller 

   D6533   
 Power: 36 W
Material: ABS
Colour: White
Mounting Hole: 48mm
Dimensions (LxWxH): 80 x 80mm
Weight: 0,21kg 

 VCB-12    12W built in volume controller 

   D6532   
 Power: 12 W
Material: ABS
Colour: White
Mounting Hole: 48mm
Dimensions (LxWxH): 80 x 80mm
Weight: 0,19kg 

 VPC-12    12W built in volume & program controller 

   D6534   
 Power: 12 W
Material: ABS
Colour: White
Mounting Hole: 50mm
Dimensions (LxWxH): 154 x 80mm
Weight:  0,18 kg 

 VPC-36    36W built in volume & program controller 

   D6535   
 Power: 36 W
Material: ABS
Colour: White
Mounting Hole: 50mm
Dimensions (LxWxH): 154 x 80mm
Weight: 0,21kg 

 CB-2    2 Units cover box for volume controller 

   D6537   
 Material: ABS
Colour: White
Dimensions (LxWxH): 157 x 83 x 51mm
Weight: 0,05 kg 

 VCR-650    6 x 50W Rackmount 100V Volume controller 

   D6538   
 Line input: 100V 
Material: Aluminium
Colour: Black
Dimensions (LxWxH): 483 x 190 x 100 mm
Weight: 3,3 kg 

 CB-1    1 Unit cover box for volume controller 

   D6536   
 Material: ABS
Colour: White
Dimensions (LxWxH): 83 x 83 x 51mm
Weight: 0,05 kg 

 PA Accessories 
 PUBLIC ADDRESSING 

 AUDIO 



 Maingroup 
 Subgroup 

171

VCB & VPC volume controllers will � t the European standard installation box size.

Technical information:

 Microphone unit: Condenser
Freq response: 22 Hz – 23 KHz
Sensitivity: 29dB @ 1kHz
Balanced output: 230mV
Unbalanced output: 110mV
Dimensions: 132x155x380mm
Weight: 0,7Kg 

 PM-160  
   D6191     Announcement microphone with Chime 
 The PM-160 announcement microphone is designed 
to be connected directly to a ampli� er input ore a 
mixer input. The unit features a clear sound and low 
feedback sensibility. 

Special features:
 • Mic- volume adjustable on backside
• Chime volume adjustable on backside
• Talk button on upside
• Build-in four tone Chime 

Technical information:

 Microphone unit: Condenser
Freq response: 22 Hz – 23 KHz
Sensitivity: 29dB @ 1kHz
Audio output: 230mV
Dimensions base: 162 x 150 x 57mm
Dimensions mic: 430 x 20mm
Connections: 2x RJ45
Weight: 0,6Kg 

 PM-One  
   D6181     One zone paging mic for ZPA-6240TU 
 The Dap Audio PM-One is a desktop microphone which is specially designed for working with 
the ZPA-6240TU ampli� er. It has a push-to-talk button with LED status indication on the front 
and can be set as a master/slave in a chain of microphones. The power is supplied by the ZPA-
6240TU, so there is no need for any external power supply. Maximum cable length is limited 
due to analog signal transmission. 

Special features:
 • Set Chime ore Priority by dip-switch
• Master/Slave selection switch on backside
• Push-to-Talk button on upside 

Technical information:

 Microphone unit: Condenser
Freq response: 22 Hz – 23 KHz
Sensitivity: 29dB @ 1kHz
Audio output: 230mV
Dimensions base: 165 x 200 x 57mm
Dimensions mic: 430 x 20mm
Weight: 1,0Kg 

 PM-Six  
   D6182     Six zone paging mic for ZPA-6240TU 
 The Dap Audio PM-Six is a desktop paging microphone which is specially designed for 
working with the ZPA-6240TU ampli� er. It has the possibility to choose all or any of the 6 
zones for broadcasting messages, a push-to-talk button with LED status indication, and all 
operating buttons for using the digital message player of the ZPA-240TU. The sensitivity of 
the microphone can be set, and there is an extra auxiliary input for connecting external audio 
sources. AES digital audio transmission of the PM-Six ensures the best quality over longer 
distance cables. 

Special features:
 • Broadcasting Zone selector
• Digital Messaging user buttons
• Master/Slave selection switch on backside
• Push-to-Talk button on upside
• Direct AUX-in by RCA connectors 

 PA Accessories 
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 ASM-01 
   D1390      Acoustic black foam, 5 cm thick 

 Thickness 5 cm, 3 cm pyramid and 2 cm base
50 x 50 cm tile
Fire retardant
Black foam 

 AP-2400 50mm Black 
   D1393      Acoustic Sound Absorption Panel 

 Material: Polyethylene foam
Dimensions: 1200 x 2400 x 50mm
MOQ: 8 Pcs 

 ASM-03 
   D1392      Acoustic black foam, 10 cm thick 

 Thickness 10 cm, 5 cm pyramid and 5 cm base
50 x 50 cm tile
Fire retardant
Black foam 

 AP-2400 50mm White 
   D1394      Acoustic Sound Absorption Panel 

 Material: Polyethylene foam
Dimensions: 1200 x 2400 x 50mm
MOQ:  8 PCS 

 Egg Foam 

   D6901      Set of 2 sheets of 1,5m x 2m 

 Eggfoam, grey 30 mm. thick
Size of sheet 1500 x 2000 mm.
One package contains 2 sheets. 

Available models:

   D6905      Sheet: 1,2m x 0,6m, 5cm 

   D6906      Sheet: 1,2m x 0,6m, 10cm 

 Universal Foam 

 Soft Foam 20mm 

   D6902      Sheet: 1,5m x 2m 

 Softfoam, grey 20 mm. thick
Size of sheet 1500 x 2000 mm. 

 Pearl Foam 20mm 

   D6903      Sheet: 1m x 1.3m 

 Pearlfoam. Grey 20 mm. thick
Ideal to glue multiple layers together to 
customize your � ightcase.
Size of sheet 1000 x 1300 mm. 

 Hard Foam 10mm 

   D6904      Sheet: 1,15m x 1.5m 

 Hard Foam. Grey 10 mm. thick
Ideal to glue multiple layers together to 
customize your � ightcase.
Size of sheet 1150 x1500 mm
Weight: 2Kg 

 Speakercover clothing 
   D6990      roll 1,2 x 10m 

 Acoustic Foams  / Flightcase Foams / Speaker Foams
 FOAMS 

 AUDIO 
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 Acoustic Foams   / Flightcase Foams / Speaker Foams
 FOAMS 

 AUDIO 
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 Rack Bag 19” 
   D7901      2U    Dimensions: 
 520 x 2U x 430 mm (LxWxH) 

   D7902      3U    Dimensions: 
 520 x 3U x 430 mm (LxWxH) 

   D7903      4U    Dimensions: 
 520 x 4U x 430 mm (LxWxH) 

   D7904      6U    Dimensions: 
 520 x 6U x 430 mm (LxWxH) 

 DAP Toolbag Waistbelt 

 Min. 95 cm
Max. 110 cm 

   D6633      Belt for toolbags 

 DAP Roady Gloves 
   D6634      Size: Small, leather roadproof working gloves 
   D6634L      Size: Large, leather roadproof working gloves 
   D6634XL      Size: Extra Large, leather roadproof working gloves 

 DAP Radio Pouch 

 Dimensions: 80 x 150 mm (LxH) 

   D6624      Perfect to carry your communication systems 

 DAP Toolbag S 

 Dimensions: 50 x 40 x 150mm (LxWxH) 

   D6632      Small bag for waistbelt 

 Tool Bags 
 BAGS 

 BAGS & CASES 
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 Protective Cover-set for Clubmate I 

  

   D3263CVR       

 Protective Cover-set for Clubmate III 

  

   D3265CVR       

 Live Mini Protective Cover Set 

  

   D3236CVR       

 Protective Cover-set for Clubmate II 

  

   D3264CVR       

 Gear Bags 
 BAGS 

 BAGS & CASES 
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Technical information:

 Dimensions: 470 x 320 x 130 mm (LxWxH) 

 DAP Gear Bag 5  
   D6645    
 Suitable for Small Scanners 

Technical information:

 Dimensions: 340 x 320 x 440 mm (LxWxH) 

 DAP Gear Bag 9  
   D6649    
 Suitable for Small Lighteffects 

Technical information:

 Dimensions: 470 x 300 x 260 mm (LxWxH) 

 DAP Gear Bag 2  
   D6642    
 Suitable for Foggers, Scanners 

Technical information:

 Dimensions: 470 x 360 x 385 mm (LxWxH) 

 DAP Gear Bag 6  
   D6646    
 Suitable for Medium Size Scanners 

Technical information:

 Dimensions: 460 x 400 x 200 mm (LxWxH) 

 DAP Gear Bag 8  
   D6648    
 Suitable for Starzone/EGO series 

Technical information:

 Dimensions: 240 x 240 x 360 mm (LxWxH) 

 DAP Gear Bag 1  
   D6641    
 Suitable for Strobes, Moon� owers 

Technical information:

 Dimensions: 300 x 250 x 350 mm (LxWxH) 

 DAP Gear Bag 3  
   D6643    
 Suitable for Small Mushroom 

Technical information:

 Dimensions: 300 x 300 x 200 mm (LxWxH) 

 DAP Gear Bag 4  
   D6644    
 Suitable for Club Scan 

 Gear Bags 
 • Professional Transport bag 
• Lightweight Nylon
• Heavy duty zipper to secure value items
• Designed for on the road
• 1 side pocket with zipper for accessories
• Label space for product / name label 

Technical information:

 Dimensions: 1100 x 230 x 150 mm (LxWxH) 

 Stand-bag for microphone stands  
   D7923     For 6 Stands 
 Get those stands organised with this straightforward solution from DAP. The stand-bag provides 
an affordable way of carrying your hardware. 

 Gear Bags 
 BAGS 

 BAGS & CASES 
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 DAP PB-MP4 

 • Heavy duty Nylon material
• Handy tool for on the road 

 Dimensions: 180 x 60 x 100 mm (LxWxH) 

contents not included

   D6603      For 24 Pole Multi Top Entry 

 DAP PB-S1 

 • Heavy duty Nylon material
• Handy tool for on the road
• Afterwards mountable 

 Dimensions: 130 x 130 x 160 mm (LxWxH) 

   D6605      For Socapexconnectors, afterwards mountable 

contents not included

 DAP PB-MP3 

 • Heavy duty Nylon material
• Handy tool for on the road 

 Dimensions: 160 x 60 x 100 mm (LxWxH) 

   D6602      For 16 Pole Multi Side Entry 

contents not included

 DAP PB-MP2 

 • Heavy duty Nylon material
• Handy tool for on the road
• Afterwards mountable 

 Dimensions: 160 x 60 x 100 mm (LxWxH) 

   D6601      For 16 Pole Multi Side Entry 

contents not included

 DAP PB-MP1 

 • Heavy duty Nylon material
• Handy tool for on the road 

 Dimensions: 150 x 60 x 100 mm (LxWxH) 

   D6600      For 16 Pole Multi Top Entry 

contents not included

 Gear Bags 
 BAGS 

 BAGS & CASES 
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 Plasma Case 1 

Technical information:

 

   D7550B       

 Plasma Case 2 

Technical information:

 

   D7551B       

 Case for 6x PixelScreen P10 S 

Technical information:

 

   101445       

 Case for 8x Pixelmesh E12,5 

Technical information:

 

   101393       

 Media Cases 
 CASES 

 BAGS & CASES 
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 Case for 6x PixelScreen P6 

Technical information:

 

   101452       

 Case for 8x Pixelscreen I3.9 

Technical information:

 

   101503       

 Case for 8x Pixelscreen E6 

Technical information:

 

   101380       

 Case for E3.9 Indoor 

Technical information:

 

   101563       

 Media Cases 
 CASES 

 BAGS & CASES 
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 Case for Core CDMP-750 

Technical information:

 

   D7468       

 Universal case 2ch dj controll 

Technical information:

 

   D7467       

 Universal case 4ch dj controll 

Technical information:

 

   D7478       

 DJ Cases DCA 
 CASES 

 BAGS & CASES 
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 Turntable Case 

Technical information:

 

   D7328B       

 10” Mixer case 

Technical information:

 

   D7575       

 12” Mixer case 

Technical information:

 

   D7574       

 Case for Pioneer/Technics mixer 

Technical information:

 

   D7379B       

 Mobile DJ Case ‘Compact’ 

Technical information:

 

   D7381B       

 DJ Cases DCA 
 CASES 

 BAGS & CASES 
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 Case Core Mixer + 2x CDMP-750 

Technical information:

 

   D7018       

 DJ Case for Pioneer 

Technical information:

 

   D7568      Large Set 

 DJ Case for Pioneer 

Technical information:

 

   D7566      Small Set 

 Case for Pioneer DJM-mixer 

Technical information:

 

   D7567       

 Case for Pioneer CDJ-player 

Technical information:

 

   D7569       

 DJ Cases DCA 
 CASES 

 BAGS & CASES 
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 RGB Moodcase for large DJ set 

Technical information:

 
Special features:
 • Built-in RGB LEDs
• Laptop Shelf 
• Foam pads to adjust inner size
• Trolley wheels 

   D7019       

 ABS Mobile DJ Case 

Technical information:

 

   D7115      10U,4U,6U 

 DJ Cases DCA 
 CASES 

 BAGS & CASES 
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 Case for 60 CD’s 
   D7325B       

Technical information:

 

 Case for 19” CD-player 3U 

   D7317B      Black 
   D7317U      Blue 

Technical information:

 

 Case for ER1193 Wireless mic 

Technical information:

 

   D7430B       

 Case for ER216 Wireless mic 

Technical information:

 

   D7431B       

 Case for 2x K-112/K-115 

Technical information:

 

   D7580       

 Case for 170 CD’s 

Technical information:

 

   D7327B       

 Audio Cases 
 CASES 

 BAGS & CASES 
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 Case for 2x M10 monitor 

Technical information:

 

   D7318       

 Case for 2x M12 monitor 

Technical information:

 

   D7319       

 Case for 2x M15 monitor 

Technical information:

 

   D7320       

 19” Mixer case 8U 

Technical information:

 

   D7573       

 19” Mixer case 9U with shelf 

Technical information:

 

   D7576       

 Audio Cases 
 CASES 

 BAGS & CASES 
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 Pro  Case for 6 mics 

Technical information:

 

   D7393B       

 Pro  Case for 12 mics 

Technical information:

 

   D7394B       

 Pro Case for 25 mics 

Technical information:

 

   D7358B       

 Case for Stagewheel 

Technical information:

 

   D7362B       

 Stand case incl Drawers 

Technical information:

 

   D7527       

 Case for 7 Microphones 

Technical information:

 
   D7304B      Black 
   D7304R      Red 
   D7304S      Silver 
   D7304U      Blue 

 Audio Cases 
 CASES 

 BAGS & CASES 
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 Wireless Microphone Case 1 

Technical information:

 

   D7519B       

 Wireless Microphone Case 2 

Technical information:

 

   D7520B       

 19” Live mixer case Value Line 

Technical information:

 

   D7021       

 19” Live mixer case 

Technical information:

 

   D7017       

 Audio Cases 
 CASES 

 BAGS & CASES 
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 Case for 4x Club par 

Technical information:

 

   D7032      Value Line 

 Case Eventspot 1900MKII 

Technical information:

 

   42718       

 LED Bar Case 

Technical information:

 

   D7595       
 Made for: 42202, 42204, 42199, 42198, 42197
QTY: 4pcs
Dimensions (LxWxH): 1145 x 285 x 210mm
Weight: 15 Kg
 

 Case for 4x LED Bar Value Line 

Technical information:

 

   D7012       

 Made for: 42202, 42204, 42199, 42198, 42197
QTY: 4pcs
Dimensions (LxWxH): 1126 x 313 x 359 mm
Weight: 6,6 Kg 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case Eventspot 1800 Q4 

Technical information:

 

   42725       

 Case for 6pcs Eventlite 6/3 

Technical information:

 

   D7022       

 Case for 6x Eventmove 

Technical information:

 

   D7037       

 Case for 2x Sunpanel 

Technical information:

 

   D7242      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for Mobile Truss Stand 

Technical information:

 

   D7598       

 Case for Star Sky PRO 

Technical information:

 

   D7388B       

 Case for 4x Expression 5000 

Technical information:

 

   D7489B       

 Case for Octostrip set 

Technical information:

 

   D7486B       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 4x Beacon 

Technical information:

 

   D7036       

 Case for 4x PXO Beam 

Technical information:

 

   D7035       

 Case for 4x Kanjo Wash/Spot 

Technical information:

 

   D7034       

 Case for 4x Kanjo Wash/Spot 

Technical information:

 

   D7033      Value Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2x Phantom 25/50 

Technical information:

 

   D7010      Value Line 

 Case for 4x Phantom 25/50 

Technical information:

 

   D7477       

 Case for 4x Phantom 70Beam / 120Wash 

Technical information:

 

   D7043       

 Case for 2x Phantom 25/50 

Technical information:

 

   D7495B       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2x Phantom 140 spot 

Technical information:

 

   D7023       

 Case for 2x Phantom 75 Beam/Spot or 2x Phantom 95 

Technical information:

 

   D7476       

 Case for 2x Phantom 140 beam 

Technical information:

 

   D7024       

 Case for 2 x Phantom 75 Beam/Spot 

Technical information:

 

   D7230      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2 x Phantom 225 LED 

Technical information:

 

   D7479       

 Case for 2x Phantom 300 Matrix 

Technical information:

 

   D7044       

 Case for 2x iS-100 

Technical information:

 

   D7029       

 Case for 2pcs iS-100 

Technical information:

 

   D7234      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2x iS-200/iB-5R 

Technical information:

 

   D7030       

 Case for 2pcs iS-200/iB-5R 

Technical information:

 

   D7235      Premium Line 

 Case for 2x iS-400 

Technical information:

 

   D7248      Premium Line 

 Case for 4x iW715 / iW720 

Technical information:

 

   D7027       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 6pcs iW-720 

Technical information:

 

   D7237      Premium Line 

 Case for 2x iW-1915 

Technical information:

 

   D7028       

 Case for 2pcs iW-1915 

Technical information:

 

   D7238      Premium Line 

 Case for 6pcs iW-715 

Technical information:

 

   D7236      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2x iB-2R 

Technical information:

 

   D7031       

 Case for 2pcs iB-2R 

Technical information:

 

   D7239      Premium Line 

 Case for 2x iB-16R 

Technical information:

 

   D7245      Premium Line 

 Case for 6x iB-715 

Technical information:

 

   D7244      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 8x Sunstrip Active 

Technical information:

 

   D7510       

 Case for 8x Active Sunstrip 

Technical information:

 

   D7240      Premium Line 

 Case for 4x Helix 4000 Q4 

Technical information:

 

   D7247      Premium Line 

 Case for 2x iM-2515 

Technical information:

 

   D7243      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 2x Scanner 

Technical information:

 

   D7526       

 Case for XS-2 Value Line 

Technical information:

 

   D7014       

 Case for 8x NanoQ 12 Q4 

Technical information:

 

   D7246      Premium Line 

 Case for 5x Pixel Square 16 COB 

Technical information:

 

   D7015       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 4x LED eco Par56 

Technical information:

 

   D7594       

 Case for 8x Par64 

Technical information:

 

   D7511       

 Case for 4x Pixel Bar 8 COB 

Technical information:

 

   D7016       

 Case for 8 x Compact Par 

Technical information:

 

   D7475       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for 4x LED Par 56 

Technical information:

 

   D7013      Value Line 

 Case for 4x Flat Par 

Technical information:

 

   D7011      Value Line 

 Case for 8x Spectral spot 

Technical information:

 

   D7498B       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Roadcase for 30cm Mirrorball 

Technical information:

 

   D7440B       

 Roadcase for 50cm Mirrorball 

Technical information:

 

   D7442B       

 Roadcase for 100cm Mirrorball 

Technical information:

 

   D7443B       

 Roadcase for 40cm Mirrorball 

Technical information:

 

   D7441B       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for Scanmaster series 

Technical information:

 

   D7403       

 Case for Showmaster24  & SC-24 

Technical information:

 

   D7401       

 Case for Showmaster48 

Technical information:

 

   D7402       

 Case for LED Foot 4 

Technical information:

 

   D7469       

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Case for Showbar + 4x Par56 

Technical information:

 

   D7351B       

 Case for 4x compact light sets 

Technical information:

 

   D7026       

 Case for 12x Sunstrip Active 

Technical information:

 

   D7039       

 Case for 6x Spider Stage 1x1m 

Technical information:

 

   D7225      Premium Line 

 Light Cases LCA 
 CASES 

 BAGS & CASES 
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 Compact Effectcase 

Technical information:

 

   D7532B      4U 

 Compact Effectcase 

Technical information:

 

   D7533B      8U 

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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 Rackcases 
 Without compromises but easy to handle are the main speci� cations of these 19 inch rack 
cases from DAP audio.  Be smart and protect your precious equipment. The DAP-cases are a 
professional and affordable choice: with a small investment they protect your costly “on-the-
road” gear!

Main features:
• lightweight 
• professional materials
• stackable 
• “All-weather” proof 
• available as  4, 6, 8, 10, 12 and 16U
• Butter� y lock
• Front and rear rack-strips 

 Wheelbase for Rackcases 
   D7370B      

Technical Information 
 Max. Load: 60 kg
Wheels (height): 150 mm (2 x swivel, 
 2 x swivel with brake)
Dimensions: 600 x 520 x 170 mm (LxWxH)
Weight: 9,02 kg 

Technical information:

 

 DoubleDoor Case 
   D7377B     16U 

Technical information:

 

 DoubleDoor Case 
   D7376B     12U 

Technical information:

 

 DoubleDoor Case 
   D7375B     10U 

Technical information:

 

 DoubleDoor Case 
   D7374B     8U 

Technical information:

 

 DoubleDoor Case 
   D7373B     6U 

Technical information:

 

 DoubleDoor Case 
   D7372B     4U 

Technical information:

 

 DoubleDoor Case 
   D7371B     2U 

Special features:
• stackable
• available as 2, 4, 6, 8, 10 and 12U
• lightweight
• butter� y lock

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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 Wheelboard for ABS Rack-
cases 
   D7109      

Wheelboard for ABS Rack-

Technical information:

 

Technical information:

 

 DoubleDoor Case 
   D7103     6U ABS 

Technical information:

 

 DoubleDoor Case 
   D7104     8U ABS 

Technical information:

 

 DoubleDoor Case 
   D7105     10U ABS 

Technical information:

 

 DoubleDoor Case 
   D7106     12U ABS 

Technical information:

 

 DoubleDoor Case 
   D7102     4U ABS 

Technical information:

 

 DoubleDoor Case 
   D7101     2U ABS 

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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Technical information:

 

 Combi Case 
   D7366B     12+10U 

Technical information:

 

 Combi Case 
   D7378B     4+10U 

Technical information:

 

 Combi Case 
   D7365B     16+10U 

Technical information:

 

 Combi Case 
   D7386B     16+14U 

Technical information:

 

 Combi Case 
   D7369B     6+10U 

Technical information:

 

 Combi Case 
   D7367B     10+10U 

Technical information:

 

 Combi Case 
   D7368B     8+10U 

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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Available models:

   D7600      12U 
   D7601      16U 
   D7602      20U 
   D7603      24U 
   D7604      28U 
   D7605      32U 
   D7606      36U 
   D7607      40U 

 Metal Equipment-Racks 
 • 19 inch Professional Equipment Rack
• 1.2 mm mat powder coated metal frame body
• Strong double mounting rail on front and backside
• Ventilation: side covers
• 4 rubber feet and 4 swivel wheels included
• Disassembled packing (carton + woodbox protection)
• M6 Mounting sets included 

Metal Equipment Rack

 Rackcase Shockproof 

Technical information:

 

   D7530B      12U 

 1U Shelf for Server Racks (Glass & Mesh) 

 Measurements: 43 x 455 x 420 (HxWxD)
Material: 1,5 mm Steel, Black powder
Weight: 2,7 Kg 

   D7617       

 2U Shelf for Server Racks (Glass & Mesh) 

 Measurements: 86 x 455 x 420 (HxWxD)
Material: 1,5 mm Steel, Black powder
Weight: 3 Kg 

   D7618       

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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 Pro Metal Equipment Rack Series 
 • 19 inch Professional Equipment Rack
• 1 Organic glass door, 3 metal sides with ventilation 1,2mm
• 1.5 mm mat powder coated metal frame body
• Inner depth 527mm
• Strong double mounting rail on front and backside
• 4 rubber feet and 4 swivel wheels included
• Disassemble packing (carton + woodbox protection) 

Available models:

   D7620      12U 
   D7621      16U 
   D7622      20U 
   D7623      24U 
   D7624      28U 
   D7625      32U 
   D7626      36U 
   D7627      40U 

Pro Metal Equipment Rack

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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Available models:

   D7630      18U 
   D7631      22U 
   D7632      32U 
   D7633      42U 

19” Server Rack Glass Door
Available models:

   D7640      18U 
   D7641      22U 
   D7642      32U 
   D7643      42U 

19” Server Rack Mesh Door

Available models:

   D7650      9U 
   D7651      15U 

Wallmount Server Rack

 Rack Cases RCA 
 CASES 

 BAGS & CASES 
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 Pipe & Drape Case for FOH Kit 

Technical information:

 

   D7554       

 Pipe & Drape Case 45cm base 

Technical information:

 

   D7555       

 Pipe & Drape Case 60cm base 

Technical information:

 

   D7556       

 Case for 8x FX Shot & 4x Baseplate 

Technical information:

 

   D7025       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Toolcase 1 

Technical information:

 

   D7040      Value Line 

 Toolcase 2 

Technical information:

 

   D7041      Value Line 

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Stack case Value Line 

Technical information:

 

   D7004      H4 

 Cover for Stack Case VL 
   D7006       

 Stack case Value Line 

Technical information:

 

   D7003      H3 

 Wheelboard for Stack Case VL 

Technical information:

 

   D7005       

 Stack case Value Line 

Technical information:

 

   D7002      H2 

 Stack case Value Line 

Technical information:

 

   D7001      H1 

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 The DAP Stackcase series is a range of 
versatile cases built for on-the-road use 
and ef� cient mobility.
Due to its special dimensions any 
combination of stackcases has the same 
size as an EU-pallet. Therefore it � ts ideal 
in any truck without loosing space.
All cases are black and the inside is 
� nished with carpet in order to protect 
your equipment.
 
Same size as an
EU-pallet!

 Stack Case 3 

Technical information:

 

   D7422B       

 Stack Case 5 

Technical information:

 

   D7424B       

 Stack Case 6 

Technical information:

 

   D7425B       

 Wheelset for Stackcases 

Technical information:

 

   D7429B       

 Stack Case 4 

Technical information:

 

   D7423B       

 Stack Case 2 

Technical information:

 

   D7421B       

 Stack Case 1 

Technical information:

 

   D7420B       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Rigging Case with insert 

Technical information:

 

   D7470B       

 Conical Adapter Case II 

Technical information:

 

   D7524       

 Conical Adapter Case I 

Technical information:

 

   D7363B       

 Conical Adapter Case III 

Technical information:

 

   D7525       

 Extra insert for 96 Pins CA1 

Technical information:

 

   D7364B       

 Case for Lodestar MKII Chainhoist 

Technical information:

 

   D7474B       

 Insert for 500kg Chainhoist 

Technical information:

  Weight: 9,2 kg
Dimensions: 405 x 310 x 340 mm (LxWxH) 

   D7473B       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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Special features:
 • Wheels automaticly swing out and fold  
 up for easy storage
• Lightweight but strong and portable 

Technical Information 
 Extend size: 1017 x 336 x 452mm (HxWxD)
Fold size: 670 x 336 x 100mm (HxWxD)
Base size: 315 x 297mm
Wheel diameter: 100mm
Bungee cord: 1060mm
Maximum load: 50Kg
Weight: 2,75 Kg 

 Compact Transport Trolley 
   D7428B      
 Compact and lightweight transport trolley. It 
has 100mm wheels and can be folded into 
a very small package (670 x 336 x 100mm). 
Although it has a slim design it still can handle 
big and heavy goods with a maximum of 50Kg. 

Measurements:

 

 Cable Bridge Case 2 

Technical information:

 

   D7512       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Drawercase 12HE + work surface 

Technical information:

 

   D7383B       

 Drawer Case 

Technical information:

 

   D7384B      16HE 

 Multi� ex Case 

Technical information:

 

   D7460B      Case 

 Multi� ex case divider 

Technical Information 
 Dimensions: 560 x 575(WxH)
Made for UCA-MFC, D7460B case 

   D7461      high 

 Multi� ex case divider 

Technical Information 
 Dimensions: 560 x 450mm
Made for UCA-MFC, D7460B case 

   D7462      low 

 Multi� ex case Top insert 

Technical information:

 

   D7463       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Multi� ex case top insert 

Technical information:

 

   D7241TI      Premium Line 

 Multi� ex case 

Technical information:

 

   D7241      Premium Line 

 Multi� ex case divider high 

Technical Information 
 Dimensions: 565 x 575 x 9 mm 

   D7241DH      Premium Line 

 Multi� ex case divider low 

Technical Information 
 Dimensions: 565 x 445 x 9 mm 

   D7241DL      Premium Line 

 Utility Cases UCA 
 CASES 

 BAGS & CASES 
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 Emergency Case 

Technical information:

 

   D7518       

 Roadie Case 

Technical information:

 

   D7329B       

 ABS Toolcase 

Technical information:

 

   D7142       

 Universal Foam Case 

Technical information:

 

   D7491B      size 1 

 Universal Foam Case 

Technical information:

 

   D7492B      size 2 

 Universal Foam Case 

Technical information:

 

   D7500B      size 3 

 ABS Universal foam case 

Technical information:

 

   D7143       

 Utility Cases UCA 
 CASES 

 BAGS & CASES 



 Maingroup 
 Subgroup 

224

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 255x185x83 mm
Outside Dimensions: 280x230x98 mm
Weight: 1.000 g
Color: Black
IP RATING: IP65 

 Daily Case 4  
   D7161      
Technical information:

 Daily Case 4  

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 255x185x140 mm
Outside Dimensions: 280x230x155 mm
Weight: 1.150 g
Color: Black
IP RATING: IP65 

 Daily Case 7  
   D7162      

 Material: high-impact Polypropeen

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 215x144x84 mm
Outside Dimensions: 235x187x95 mm
Weight: 800 g
Color: Black
IP RATING: IP65 

 Daily Case 2  
   D7160      
Technical information:

 Daily Case 2  

 Daily Cases 
 These cases are designed for daily use in save guarding your equipment which needs some 
extra protection. The universal pluck foam makes it easy to customize the inside for your 
delicate equipment. Spring loaded latch prevents accidental opening of the case. Due to 
precise injection molding we created a very high impact resistant, lightweight, tough and 
durable case. 

 Daily Case 9  
   D7163      
Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 365x247x105 mm
Outside Dimensions: 390x285x120 mm
Weight: 1.800 g
Color: Black
IP RATING: IP65 

 Daily Case 9   Daily Case 9  

Technical information:

 Daily Cases 
 CASES 

 BAGS & CASES 
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Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 311x210x150 mm
Outside Dimensions: 345x266x165 mm
Weight: 1.800 g
Color: Black
IP RATING: IP65 

 Daily Case 10  
   D7164      
Technical information:

 Daily Case 10  

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 435x305x168 mm
Outside Dimensions: 465x365x185 mm
Weight: 3.400 g
Color: Black
IP RATING: IP65 

 Daily Case 22  
   D7167      
Technical information:

 Daily Case 22  

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 390x265x150 mm
Outside Dimensions: 425x325x168 mm
Weight: 2.700 g
Color: Black
IP RATING: IP65 

 Daily Case 15  
   D7165      
Technical information:

 Daily Case 15  

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 435 x 305 x 123 mm
Outside Dimensions: 465 x 365 x 140 mm
Weight: 3.200 g
Color: Black
IP RATING: IP65 

 Daily Case 16  
   D7166      
Technical information:

 Daily Case 16  

 Daily Cases 
 CASES 
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Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 477x357x176 mm
Outside Dimensions: 515x435x230 mm
Weight: 6.800 g
Color: Black
IP Rating: IP65 

 Daily Case 30  
   D7170     incl. trolley 

 Daily Cases 
 CASES 

 BAGS & CASES 



 Maingroup 
 Subgroup 

227

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 528x386x178 mm
Outside Dimensions: 560x450x230 mm
Weight: 8.200 g
Color: Black
IP RATING: IP65 

 Daily Case 37  
   D7171     incl. trolley 

Technical information:

 Material: high-impact Polypropeen
Inner Dimensions: 590x420x190 mm
Outside Dimensions: 665x500x230 mm
Weight: 9.800 g
Color: Black
IP RATING: IP65 

 Daily Case 47  
   D7172     incl. trolley 

 Daily Cases 
 CASES 
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Available models:

   D5130      DMT, magnetic with 3M tape + marker 
   D5131      DAP, magnetic with 3M tape + marker 
   D5132      SHOWTEC, magnetic with 3M tape + marker 

 Flightcase Label 

 Blue Wheel, 100 mm 
   D8001      Swivel, without brake 

 Blue wheel without brake 100 mm
Max load: 75 kg
Weight net (1 pcs): 1,1 kg
Weight gross (carton 20 pcs): 24 kg 

 Blue Wheel, 100 mm 
   D8002      Swivel, with brake 

 Blue wheel with brake 100 mm
Max load: 75 kg
Weight net (1 pcs): 1,3 kg
Weight gross (carton 12 pcs): 15,9 kg 

 Butter� y Lock Large 
   D5120       

 Fliphandle 
   D5129       

  

 Butter� y Lock 
   D5121      80 x 72mm 

 Flightcase Lock Small 
   D5122       

 Fliphandle 120x82mm Polish 
   D5128       

 Sliding Pro� le for Flightcase 
   D6900      Length: 2m 

 Flightcases Hardware 
 CASES 

 BAGS & CASES 
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 19” 6 way socketbox 

   D7682      Schuko socket, 1,5 U 

 19” 6 way socketbox 

   D7683      BS-613 (UK) socket, 1,5 U 

Technical information:

 Temperature Range: 0-50 degrees
Input: PTC (10kOhm) (included)
Power: 3W
Voltage: 230V
Size: 19” 1U 

 1U Fan Unit  
   D7681     with 4 fans and temperature control 
 1U Digital Temperature Unit.
1U Unit Digitale Temperature Unit which 
measures the temperature in your rack and 
can switch on and off the four build in fans 
by the programmable temperature settings. 
Air� ow goes from bottom to top.

Including external temperature sensor. 

Technical information:

 Temperature Range: 0-50 degrees
Input: PTC (10kOhm) (included)
Output: 2x IEC female connector
Power: 3W
Voltage: 230V
Size: 19” 1U 

 1U Digital Temperature Unit  
   D7680      
 1U Digital Temperature Unit.
1U Unit Digitale Temperature Unit which 
measures the temperature in your rack and 
can switch on and off external fans (not 
included) by the programmable temperatures.
Including external temperature sensor. 

 19 Inch Gear 
 19 INCH ACCESSORIES 
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 19 inch Blindpanel Black 
Available models:

   D7801    1U 
   D7802    2U 
   D7803    3U 
   D7804    4U 

 19 inch Ventilationpanel Black 
Available models:

   D7806    1U 
   D7807    2U 

 19 inch Coverbox 3U 
Available models:

   D7817    For 6 x PG16 & 6 x PG21 

 19 inch Multi-connector-panels 2U 
Available models:

   D7816    For 2 x 16 pin multiconnectors 

 19 inch Connector-panel 
Available models:

   D7811    1U, for 8 XLR Connectors (D-Size) 
   D7812    2U, for 16 XLR Connectors (D-Size) 

 Protectionpanel With Locker 
Available models:

   D7866    19”/1U 
   D7867    19”/2U 
   D7868    19”/3U 
   D7869    19”/4U 

 Protectionpanel 
Available models:

   D7870    19”/1U 
   D7871    19”/2U 
   D7872    19”/3U 
   D7873    19”/4U 

 19 Inch Hardware 
 19 INCH ACCESSORIES 
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 D-Size panel 
   D7716      1 segment 

 Ventilation panel 2 segments 
   D7710      2 segment x 2U 

 Speakon panel 2 segments 
   D7728       

 Multiconnector panel 
   D7734      6 pole, 2 segments 

 CEE 16 Amp panel 2 segments 
   D7725      3 Pin 

 Blank panel 
   D7708      4 segments 

 D-Size panel 
   D7717      2 segments 

 Jack panel 
   D7711      2 x Jack, 1 segment 

 Socapex panel 2 segments 
   D7727      Male/Female 

 Multiconnector panel 
   D7733      10 pole, 4 segments 

 CEE 16 Amp panel 2 segments 
   D7726      5 Pin 

 IEC panel 1 segment 
   D7721      Male 

 Jack panel 
   D7712      4 x Jack, 2 segments 

 Chassis panel 2 segments 
   D7723      Bulgin 

 Multiconnector panel 
   D7732      16 pole, 4 segments 

 Blank panel 
   D7706      1 segment 

 IEC panel 1 segment 
   D7722      Female 

 Jack panel 
   D7713      6 x Jack, 2 segments 

 Chassis panel 2 segments 
   D7724      Schuko 

 Multiconnector panel 
   D7731      24 pole, 4 segments 

 Blank panel 
   D7707      2 segments 

 MP-1 
   D7701      Masterpanel excl. Rear Cover 

 19” 2U
1,5 mm steel, black powder coated
incl. 20 screws 

 Rear Cover 
   D7702      For master panel 2U 

 19” 2U
65 mm deep 

 19 Inch Hardware 
 19 INCH ACCESSORIES 
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 19” 3U Switch Box     

   D7889   

 Height: 3U
Size: 484 x 135 x 65 mm (LxWxH)
Weight: 1,81 kg 
Finishing: Black powder coating (matt) 

 A 19” 3U mounting box to mount all your 
switches and circuitbreakers on a DIN rail. 

 19 inch Drawer 
Available models:

   D7831    1U 
   D7832    2U 
   D7833    3U 

 19 inch Mountingpanel 
Available models:

   D7821    For non-19” Equipment, 1U 
   D7822    For non-19” Equipment, 2U 
   D7823    For non-19” Equipment, 3U 

 Adjustable keyboard drawer 

   D7686      1 U 

 19 inch Keyboard-drawer 

   D7830      Panel for Computer 
Keyboard 

 Cable entry with brush 

   D7687       

 Shelf � xed for 19” Server Rack only (Glass & Mesh) 

   D7684      1 U 

 Shelf sliding for 19” Server Rack only (Glass & Mesh) 

   D7685      1 U 

 M6 Screw 20 mm 
   D7883      Black 
   D7884      Nickel 

 M6 Plastic Protection Ring 
   D7885       

 Blindcap for D Hole 
   D7881       

 Mounting Set 
   D8011      100 x Screwbolt, 
nut and protectionring 

 Mounting Set: 100 x Screw bolt, nut and
 protection ring
Weight net: (100 x mounting set in carton
 box): 1,5 kg 

 Mounting Set 
   D8010      10 x Screwbolt, nut 
and protectionring 

 Mounting Set: 10 x Screw bolt, nut and 
 protection ring
Weight net: (10 x mounting set in poly
 bag): 0,15 kg
 Weight gross (carton 80x 
 poly bag): 8 kg 

 19 Inch Drawer with keylock 
Available models:

   D7840    1U (483 x 350 x 44 mm, LxWxH)/4,8 kg 
   D7841    2U (483 x 350 x 88 mm, LxWxH)/6,7 kg 
   D7842    3U (483 x 350 x 132 mm, LxWxH)/7,7 kg 
   D7843    4U (483 x 350 x 176 mm, LxWxH)/8,7 kg 
   D7844    6U (483 x 350 x 267 mm, LxWxH)/10,5 kg 

 19 Inch Hardware 
 19 INCH ACCESSORIES 

 BAGS & CASES 



 Maingroup 
 Subgroup 

233

Technical information:

 Length speaker cable:  1.5m
Length power cable:  1.5m
Length signal cable:  0.6m
Dimensions:  19 inch x 1U
  483 x 70 x 45 mm (LxWxH)
Weight:  1,5 kg
Power connector not included 

 ACU-100 Black  
   D1932B     Audio Connection Unit 
 The DAP ACU-100 is a professional connection 
unit with 2 x XLR line-in, 2x XLR line-out and 
Speakon speaker-connectors for Low, Mid/
High and bi-amping operation. At the backside 
of the ACU you’ll also � nd a 230V power outlet 
for the connection of a powersplitter. 

Special features:
 • Easy connection of your amprack
• Compact size
• Multifunctional
• Neutrik Plugs 

 19 Inch Hardware 
 19 INCH ACCESSORIES 
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 LED Snakelight Blue/White  
   60729     4x blue LED’s, 4x white LED’s 
 Make your LED gooseneck light more versatile 
with this special head.
It has two colours LED built-in as well a 
switch which makes it possible to switch your 
gooseneck light into Blue colour, White colour 
or mixed colour. 

 Mini Lite Head unit COB  
   60716      
  

Technical information:

 Lightsource: 1W COB LED
Color: Cool White
Length: 13”
Beam: 110°
Voltage: 12V DC
Current: 295 mA
Connection: 3p XLR type 

 Lightsource: 4x 5mm Led’s
Color: Cool White
Length: 13”
Beam: 20°
Voltage: 12V DC
Current: 65 mA 
Connection: 3p XLR type 

 Lightsource: 4x 5mm Led’s
Color: Blue
Length: 13”
Beam: 20°
Voltage: 12V DC
Current: 65 mA
Connection: 3p XLR type 

Available models:

   60718      Gooseneck lamp with White COB 

   60722      Gooseneck lamp with White LED 

   60723      Gooseneck lamp with Blue LED 

 Mini Lite XLR 

Technical information:

 Lightsource: 1W COB LED
Color: Cool White
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 110°
Voltage: 230V AC power supply
Current: 295 mA @ 12V DC 

 Lightsource: 4x 5mm Led’s
Color: Cool White
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 20°
Voltage: 230V AC power supply
Current: 65 mA @ 12V DC 

 Lightsource: 4x 5mm Led’s
Color: Blue
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 20°
Voltage: 230V AC power supply
Current: 65 mA @ 12V DC 

Available models:

   60732      Gooseneck lamp with White COB 

   60730      Gooseneck lamp with White LED 

   60731      Gooseneck lamp with Blue LED 

 Mini Lite Set Deskmount 

 19” (1U) Rack lighting with double gooseneck 
LED-lamp, seashell type and dimmer ON-OFF 
switch. Using LED technology, replaceable 
head-light, 360 degree rotatable head-light, 
Super brilliant, easy to operate, high ef� ciency 
with low energy costs and durable for long 
lasting usage. 

Technical information:

 Lightsource: 1W COB LED
Color: Cool White
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 110°
Voltage: 230V AC power supply
Current: 295 mA @ 12V DC 
Size: 19” x 1U (44mm) 

 Lightsource: 4x 5mm Led’s
Color: Cool White
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 20°
Voltage: 230V AC power supply
Current: 65 mA @ 12V DC
Size: 19” x 1U (44mm) 

 Lightsource: 4x 5mm Led’s
Color: Blue
Dimmer: 0-100% incl. on/off switch
Length: 13”
Beam: 20°
Voltage: 230V AC power supply
Current: 65 mA @ 12V DC
Size: 19” x 1U (44mm) 

Available models:

   60742      White COB 
   60740      White LED 
   60741      Blue LED 

 19” Rackmount Mini Lite Set 

lasting usage.

Dimmer: 0-100% incl. on/off switch

Voltage: 230V AC power supply

Dimmer: 0-100% incl. on/off switch

Voltage: 230V AC power supply

Technical information:

 Lightsource: 1W COB LED
Color: Cool White
Length: 12”
Beam: 110°
Voltage: 5V DC
Current: 295 mA
Connection: USB-A type 

 Lightsource: 4x 5mm Led’s
Color: Cool White
Length: 18”
Beam: 20°
Voltage: 5V DC
Current: 65 mA 
Connection: USB-A type 

 Lightsource: 4x 5mm Led’s
Color: Blue
Length: 18”
Beam: 20°
Voltage: 5V DC
Current: 65 mA 
Connection: USB-A type 

Available models:

   60717      Gooseneck lamp with White COB 

   60720      Gooseneck lamp with White LED 

   60721      Gooseneck lamp with Blue LED 

 Mini Lite USB 

Technical information:

 Lightsource: 1W COB LED
Color: Cool White
Length: 13”
Beam: 110°
Voltage: 12V DC
Current: 295 mA
Connection: BNC type 

 Lightsource: 4x 5mm Led’s
Color: Cool White
Length: 13”
Beam: 20°
Voltage: 12V DC
Current: 65 mA
Connection: BNC type 

 Lightsource: 4x 5mm Led’s
Color: Blue
Length: 13”
Beam: 20°
Voltage: 12V DC
Current: 65 mA
Connection: BNC type 

Available models:

   60719      Gooseneck lamp with White COB 

   60724      Gooseneck lamp with White LED 

   60725      Gooseneck lamp with Blue LED 

 Mini Lite BNC 

 Gear & Rack Lights 
 19 INCH ACCESSORIES 
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 Snakelight Narrow Shade  
   60711     XLR connector 
 Flexible snakelight with narrow shade beam 
and powerful light source. 

 Snakelight Narrow Shade  
   60712     BNC connector 
 Flexible Snakelight with narrow shade beam 
and powerful light performance. 

 Snakelight Narrow Shade  
   60713     Table mount 
 Flexible Snakelight with narrow shade beam 
and powerful light performance. 

 Snakelight wide shade  
   60706     XLR connector 
 Flexible Snakelight with wide shade beam and 
powerful light performance. 

 Snakelight wide shade  
   60707     BNC connector 
 Flexible Snakelight with wide shade beam and 
powerful light performance. 

 Snakelight wide shade  
   60708     Tablemount 
 Flexible Snakelight with wide shade beam and 
powerful light performance. 

 Gear & Rack Lights 
 19 INCH ACCESSORIES 
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 XLR Chassis & Connectors 
 XLR 3p. Connector Male, Nickel housing 
   XMK203NB      Black endcap 

   XMK203NU      Blue endcap 

   XMK203NR      Red endcap 

   XMK203NG      Green endcap 

   XMK203NY      Yellow endcap 

 XLR 3p. Connector Male, Black housing 
   XMK203BB      Black endcap 

   XMK203BU      Blue endcap 

   XMK203BR      Red endcap 

   XMK203BG      Green endcap 

   XMK203BY      Yellow endcap 

 XLR 3p. Connector Female, Black housing 
   XFK203BB      Black 

   XFK203BU      Blue 

   XFK203BR      Red 

   XFK203BG      Green 

   XFK203BY      Yellow 

 XLR 3p. Connector Female, Nickel housing 
   XFK203NB      Black 

   XFK203NU      Blue 

   XFK203NR      Red 

   XFK203NG      Green 

   XFK203NY      Yellow 

 XLR 3p. X-type Male 
   XMX203BB      Black endcap, 
 Black Housing 

   XMX203NB      Black endcap, 
 Nickel Housing 

 XLR 3p. X-type Female 
   XFX203BB      Black endcap, 
 Black Housing 

   XFX203NB      Black endcap, 
 Nickel Housing 

 XX-Series colored ring 

   XXR1      Brown 

   XXR2      Red 

   XXR3      Orange 

   XXR4      Yellow 

   XXR5      Green 

   XXR6      Blue 

   XXR7      Violet 

   XXR8      Grey 

   XXR9      White 

 Ring for X-type XLR Connector 

   XXRE      Red 

   XXGR      Green 

   XXYE      Yellow 

   XXBL      Blue 

   XXOR      Orange 

   XXCR      Transparant 

 XLR 3p. Connector Male 
   NC3MXXBAG      Silver contacts, 
 Black metal housing 

   NC3MXX      Silver contacts, 
 Nickel housing 

 XLR 3p. Connector Female 
   NC3FXXBAG      Silver contacts, 
 Black metal housing 

   NC3FXX      Silver contacts, 
 Nickel housing 

 CABLES & CONNECTORS 

 XLR Chassis & Connectors 
 CONNECTORS 
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 XLR Chassis & Connectors 

 N-CON Mini XLR 4p. Plug Male 
   XMK204NB      Nickel housing 

 N-CON Mini XLR 4p. Plug Female 
   XFK204NB      Nickel housing 

 XLR 5p. Connector Male 
   XMK105NB      Black endcap, 
 Nickel housing 

 XLR 5p. Connector Female 
   XFK105NB      Black endcap, 
 Nickel housing 

 XLR 3p. ‘Heavy Duty’ IP Connector Male 
   NC3MXXHDD      Gold contacts, 
 Silver Housing 

 XLR 3p. ‘Heavy Duty’ IP Connector Female 
   NC3FXXHDD      Gold contacts, 
 Silver Housing 

 XLR 3p. 90° Connector Female 
   NC3FRX      Silver contacts, 
 Nickel Housing 

   NC3FRXBAG      Silver contacts, 
 Black Metal Housing 

 XLR 3p. 90° Connector Male 
   NC3MRX      Silver contacts, 
 Nickel Housing 

   NC3MRXBAG      Silver Contacts, 
 Black Metal Housing 

 XLR 5p. Connector Male 
   NC5MX       

 XLR 5p. Connector Female 
   NC5FX       

 XLR 5p. Connector Male 
   NC5MXX      Silver contacts, 
 Nickel housing 

 XLR 5p. Connector Female 
   NC5FXX      Silver contacts, 
 Nickel housing 

 XLR 4p. Connector Female 
   NC4FX      Silver contacts, Black housing 

 XLR 4p. Connector Male 
   NC4MX      Silver contacts, Black housing 

 CABLES & CONNECTORS 
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 XLR 5p. Chassis Female 
   XFC105N      Nickel housing 

 XLR 5p. Chassis Male 
   XMC105N      Nickel housing 

 XLR 3p. Chassis Male 
   XMC103B      Black housing 

   XMC103N      Nickel housing 

 XLR 3p. Chassis Female 
   XFC103B      Black housing 

   XFC103N      Nickel housing 

 XLR Chassis & Connectors 

 XLR 3p. Chassis Male 
   NC3MDLXBAG      Silver contacts, 
 Black metal housing 

   NC3MDLX      Silver contacts, 
 Nickel housing 

 XLR 3p. Chassis Female 
   NC3FDLXBAG      Silver contacts, 
 Black metal housing 

   NC3FDLX      Silver contacts, 
 Nickel housing 

 XLR 5p. Chassis Male 
   NC5MDLXBAG      Silver contacts, 
 Black metal housing 

   NC5MDLX      Silver contacts, 
 Nickel housing 

 XLR 5p. Chassis Female 
   NC5FDLXBAG      Silver contacts, 
 Black metal housing 

   NC5FDLX      Silver contacts, 
 Nickel housing 

 CABLES & CONNECTORS 

 XLR Chassis & Connectors 
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 6.3mm Jack X-type Mono with black endcap 
   JMX102BB      Black housing 

   JMX102NB      Nickel housing 

 6.3mm Right-angle Jack X-type Mono with black endcap 
   JMX202BB      Black housing 

   JMX202NB      Nickel housing 

 6.3mm Right-angle Jack X-type Stereo with black endcap 
   JMX203BB      Black housing 

   JMX203NB      Nickel housing 

 Ring for X-type Jack Connector 
   JMXRE      Red 

   JMXGR      Green 

   JMXYE      Yellow 

   JMXBL      Blue 

   JMXOR      Orange 

 6.3mm Jack X-type Stereo with black endcap 
   JMX103BB      Black housing 

   JMX103NB      Nickel housing 

 Colored Boots for NP-X Jack 

   BPX1      Brown 

   BPX2      Red 

   BPX3      Orange 

   BPX4      Yellow 

   BPX5      Green 

   BPX6      Blue 

   BPX7      Violet 

   BPX8      Grey 

   BPX9      White 

 6.3 mm Jackplug Mono, Nickel housing 
   JMK102NB      Black endcap 

   JMK102NU      Blue endcap 

   JMK102NR      Red endcap 

   JMK102NG      Green endcap 

   JMK102NY      Yellow endcap 

 6.3 mm Jackplug Stereo, Nickel housing 
   JMK103NB      Black endcap 

   JMK103NU      Blue endcap 

   JMK103NR      Red endcap 

   JMK103NG      Green endcap 

   JMK103NY      Yellow endcap 

 6.3 mm Jackplug Mono, Black housing 
   JMK102BB      Black endcap 

   JMK102BU      Blue endcap 

   JMK102BR      Red endcap 

   JMK102BG      Green endcap 

   JMK102BY      Yellow endcap 

 6.3 mm Jackplug Stereo, Black housing 
   JMK103BB      Black endcap 

   JMK103BU      Blue endcap 

   JMK103BR      Red endcap 

   JMK103BG      Green endcap 

   JMK103BY      Yellow endcap 

 Jack Chassis & Connectors 

 CABLES & CONNECTORS 

 Jack Chassis & Connectors 
 CONNECTORS 



 Maingroup 
 Subgroup 

242

 Jackplug with spring Mono 
   JMK202N      Nickel housing 

 Jackplug with spring Stereo 
   JMK203N      Nickel housing 

 6,3mm Jackplug Mono Silent 
   JMK105NB      Only for instrument use 

 Jack-F Mono locking plug 
   JFK102NB      Black endcap, 
 Nickel housing 

 Jack-F locking Chassis 
   JFC102N      Nickel housing 

 Mini Jack 
   JMX303BR      Recessed body 

 Jack Chassis & Connectors 

 Jack-plug Mono 
   NP2C      Nickel housing 

 6.3mm NP-2-RX Right-Angle Jack plug Mono 
   NP2RX      Nickel housing 

 6.3mm NP-3-RX Right-Angle Jack plug Stereo 
   NP3RX      Nickel housing 

 Jack-plug Stereo 
   NP3C      Nickel housing 

 6.3mm Neutrik NP-2-X Jack plug Mono 

   NP2X      Nickel housing 

 6.3mm Neutrik NP-3-X Jack plug Stereo 

   NP3X      Nickel housing 

 CABLES & CONNECTORS 

 Jack Chassis & Connectors 
 CONNECTORS 
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 4p. Speaker Connector Male 
   SMK204BU      Blue endcap, Black 
housing 

 4p. Speaker Connector Female 
   SFK204BU      Blue endcap, Black 
housing 

 4p. Speaker Chassis Female 
   SFC204B      Black housing 

 8p. Speakon Chassis Male 
   NL8MPR      Nickel housing 

 Professional Pomona Plug 
   PMK103       

 Speaker Chassis & Connectors 

 Pomona Plug 
   PMK102B      Black endcap 

   PMK102R      Red endcap 

 2p. Speakon Plug Female 
   NL2FX      Black housing, Blue endcap 

 4p. Speakon Connector SPX Female 

   NL4FX      Black/Blue housing 

 4p. Speakon Chassis Female 
   NL4MP      Black housing 

 4p. Speakon Connector SPX 90° Female 

   NL4FRX      Black/Blue housing 

 8p. Speakon Plug Female 
   NL8FC      Black housing, Blue endcap 

 CABLES & CONNECTORS 

 Speaker Chassis & Connectors 
 CONNECTORS 
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 RCA Connector Male, Black Housing 
   RMK102B      Black endcap 

   RMK102U      Blue endcap 

   RMK102R      Red endcap 

   RMK102G      Green endcap 

   RMK102Y      Yellow endcap 

 RCA Chassis D-Size 
   RFC101       
 RCA Female Connector
Double Female - No soldering needed
Fits D-size chassis
Impedance: 75 Ohm
Black housing 

 RCA Connector Female 
   RFK102B      Black ring 

   RFK102R      Red ring 

 RCA Chassis & Connectors 

 RCA Male to RCA Female 90° adapter 

   FLA16       

 RCA 90 degree adaptor
Gold Plated contacts
Compact size 

 CABLES & CONNECTORS 

 RCA Chassis & Connectors 
 CONNECTORS 
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 BNC Plug 75 Ohm 
   BMK101      for 6 mm cable 

 BNC Plug
Soldering type
Fits 6mm cable
Metal plug
Gold plated contacts 

 BNC Chassis Female 75 Ohm D-size 
   BFC101       
 BNC Connector
Soldering type
Fits D-size chassis
Impedance: 75 Ohm
Black housing 

 Ethercon RJ45 X-type 
   XNE45      Black endcap 

 Data Chassis & Connectors 

 USB D-Chassis 
   NAUSBW      Nickel housing 

   NAUSBWB      Black housing 

 Firewire Chassis 
   NA13946W      Firewire 6 with IEEE 1394 
 6-pole connectors, 
 Nickel housing 

   NA13946WB      Firewire 6 with IEEE 1394 
 6-pole connectors, 
 Black housing 

 Ethercon D-size 
   NE8FDP      Feedthrough receptacle in 
D-sized metal � ange with the secure latching 
system. Nickel 

   NE8FDPB      Feedthrough receptacle in 
D-sized black chrome metal � ange with the 
secure latching system. Black 

 Ethercon RJ45 carrier 
   NE8MC      Nickel Housing 

   NE8MCB      Black Housing 

 CABLES & CONNECTORS 

 Data Chassis & Connectors 
 CONNECTORS 
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 Trumpetscrew PG13.5 
   90706P      For housing with 6 pins 

 Trumpetscrew PG16 
   90712P      For housing with 10 pins 

 10p. Insert Male 
   90711       

 10p. Chassis Open Bottom 
   90709      Grey with Clips 

 10p. Insert Female 
   90710       

 10p. Chassis Closed Bottom 
   90708      Grey with Clips 

 10p. Squich Insert Female 
   90710SQ       

 Protection Cap 
   90749      for 10 pole Cablehood 

 10p. Squich Insert Male 
   90711SQ       

 10p. Cablehood Top Entry PG16 
   90728      Grey 

 10p. Cablehood Top Entry 
   90729      Grey with Lockers 

 6p. Insert Male 
   90705       

 6p. Chassis Open Bottom 
   90703      Grey with Clips 

 6p. Squich Insert Male 
   90705SQ       

 Protection Cap 
   90750      for 6 pole Cablehood 

 6p. Insert Female 
   90704       

 6p. Chassis Closed Bottom 
   90702      Grey with Clips 

 6p. Squich Insert Female 
   90704SQ       

 6p. Cablehood Top Entry PG13.5 
   90727      Grey 

 6p. Cablehood Top Entry PG16 
   90732      Grey with Lockers 

 Cablehood Side Entry PG13.5 
   90701      Grey    90701B      Black 

 10p. Cablehood Side Entry PG16 
   90707      Grey    90707B      Black 

6 Pole

10 Pole

 CABLES & CONNECTORS 

 Multicore Assembly 
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16 Pole
 16/24p. PG29 Trumpet Screw 
   90724      Cable entry 32 mm 

 16/72p. Cablehood Side Entry PG29 

   90744      Grey 

 16p. Insert Male 
   90717       

 16/72p. Chassis Closed Bottom/Clips PG29 

   90746      Grey 

 16/72p. Chassis Closed Bottom/Clips PG21 

   90714B      Black 

 16/72p. Cablehood Top Entry PG29 

   90748      High-model, Grey 

 16p. Squich Insert Female 
   90716SQ       

 16/72p. Chassis Closed Bottom/Clips PG21 

   90714      Grey 

 16p. Cablehood Top Entry 
   90726      Grey with Lockers 

 16p. Squich Insert Male 
   90717SQ       

 16/72p. Chassis Open Bottom/Clips 

   90715B      Black 

 16/72p. Cablehood Top Entry PG29 

   90742      Grey 

 16p. Insert Female 
   90716       

 16/72p. Chassis Open Bottom/Clips 

   90715      Grey 

 Protection Cap 
   90740      for 16-72 pole Cablehood 

 16/72p. Cablehood Side Entry PG21 

   90713      Grey    90713B      Black 

 16/72p. Cablehood Top Entry PG21 
   90725      Grey    90725B      Black 

 CABLES & CONNECTORS 

 Multicore Assembly 
 CONNECTORS 
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24 Pole

72 Pole

108 Pole

 24/108p. Cablehood Side Entry PG29 

   90745      Grey 

 24p. Insert Female 
   90722       

 24p. Chassis Closed Bottom with Clips 

   90720      Grey 

 72p. Audio Insert Female 
   90751      Without Contactpins   

 108p. Audio Insert Female 
   90753      Without Contactpins 

 24p. Cablehood Top Entry PG21 
   90730      Grey 

 24p. Insert Male 
   90723       

 24p. Chassis Open Bottom with Clips 

   90721      Grey 

 72p. Audio Insert Male 
   90752      Without Contactpins   

 108p. Audio Pole Insert Male 
   90754      Without Contactpins  

 24p. Cablehood Side Entry PG21 
   90719      Grey 

 24p. Cablehood/Lockers Top Entry 

   90731      Grey, PG21 

 24p. Squich Insert Female 
   90722SQ       

 Protection Cap 
   90741      for 24-108 pole Cablehood 

 Trumpet Screw PG21 
   90718P      For housing with 16-24 pole 

 24/108p. Cablehood Top Entry PG29 

   90743      Grey /  

 24p. Squich Insert Male 
   90723SQ       

 24/108p. Chassis Closed Bottom with Clips PG29 

   90747      Grey 

 CABLES & CONNECTORS 

 Multicore Assembly 
 CONNECTORS 
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 Terminal 

   91057     6 mm2, 18 mm Black 1000 pieces 

   91053     2,5 mm2, 12 mm Grey 1000 pieces    91052     2,5 mm2, 8 mm Grey 1000 pieces    91051     1,5 mm2, 8 mm Black 1000 pieces 

   91055     4 mm2, 18 mm Orange 1000 pieces    91054     4 mm2, 12 mm Orange 1000 pieces 

Technical Information 
 Conductor entry: 0,14 - 0,3 mm
Conductor-stripping: 9 mm 

 Audio Contactpin Silverplated 
Available models

   90756    Male 
   90755    Female 

 Guide Pin 
Available models

   90757M    Male 
   90757F    Female 

 Insertion Tool 
   90763    For insertion of the pin-contacts into the inserts. 

 Crimpingtool for 1.0 - 6 mm2 insulation. 
   91050     

 Removal Tool Budget Version 
   90764B    To remove the pin-contacts from the inserts. 

 CABLES & CONNECTORS 

 Multicore Assembly 
 CONNECTORS 
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 Empty Stage Box 
   FSB8E    8 holes 

 dimensions: 320 x 74 x 70 mm
entry hole: 37mm Ø 
 

 Empty Stage Box 
   FSB12E    12 holes 

 Empty Stage Box 
   FSB16E    16 holes 

 Empty Stage Box 
   FSB28E    28 holes 

 Empty Stagewheel 

 • 4 x XLR Male
• 24 x XLR Female
• 4 swifel wheels 

   70122      28 holes for
 XLR-chassis, 
 for max. 50 m 
 28 pair cable 

 Strain Relief 
Available models:

   D9551      8 to 20 pair 
   D9552      20 to 36 pair 

 Suspension Loop 
Available models:

   D9556      8 to 20 pair 
   D9557      20 to 36 pair 

 CABLES & CONNECTORS 

 Multicore Assembly 
 CONNECTORS 
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 CABLES & CONNECTORS 

 Multicore Assembly 
 CONNECTORS 
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 FVA10 - VGA/F > DVI/M  

   FVA10       

 FVA11 - DVI/F > HDMI/M  

   FVA11       

 FVA02 - BNC M. > RCA M. 75 Ohm  

   FVA02       

 FVA04 - BNC F. > BNC F. 75 Ohm  

   FVA04       

 BNC F. > RCA M. Connector  
   FVA06       

 FVA12 - DVI/M > HDMI/F  

   FVA12       

 FVA13 - VGA/F > VGA/F  

   FVA13       

 FVA03 - BNC M. > RCA F. 75 Ohm  

   FVA03       

 FVA05 - BNC F. > BNC F.  
   FVA05      75 Ohm 

 Media Adapters 

 CABLES & CONNECTORS 

 Media Adapters 
 ADAPTERS 
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 FLA21 - XLR F. 3p. > XLR F. 3p.  
   FLA21       

 FLA35 - Jack stereo F. > Jack stereo F.  
   FLA35       

 FLA22 - XLR F. 3p. > Jack stereo F.  
   FLA22       

 FLA26 - XLR M. 3p. > Jack stereo F.  
   FLA26       

 FLA25 - XLR M. 3p. > XLR M. 3p.  
   FLA25       

 FLA50 - XLR F. 3p. chassis > XLR M. 3p.  
   FLA50       

 FLA24 - XLR F. 3p. > Jack stereo M.  
   FLA24       

 FLA28 - XLR M. 3p. > Jack stereo M.  
   FLA28       

 FLA51 - XLR M. 3p. chassis > XLR F. 3p.  
   FLA51       

 XGA21 - XLR/F 3p. > XLR/F 3p.  
   XGA21       

 XGA25 - XLR/M 3p. > XLR/M 3p.  
   XGA25       

 XGA29 - XLR/M 5p. > XLR/F 3p.  
   XGA29       

 Balanced Adapters 

 CABLES & CONNECTORS 

 Balanced Adapters 
 ADAPTERS 
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 XGA03 - Jack/F > Jack/F  

   XGA03       

 XGA12 - Jack/M stereo > Mini Jack/F  

   XGA12      Incl. 2 x 10 kilo-Ohm resistors 

 XGA08 - Mini Jack/M stereo > Mini Jack/F, 90°  

   XGA08       

 XGA13 - Jack/M stereo > Mini Jack/F  

   XGA13       

 XGA24 - XLR/F 3p. > Jack/M stereo  

   XGA24       

 XGA35 - XLR/M 3p. > Jack/F Balanced  

   XGA35       

 XGA28 - XLR/M 3p. > Jack/M stereo  

   XGA28       

 XGA02 - Mini Jack/F > Mini Jack/F  

   XGA02       

 XGA30 - XLR/F 5p. > XLR/M 3p.  
   XGA30       

 XGA36 - XLR/M 3p. > XLR/F 3p.  
   XGA36      Phase Reverse 

 XGA37 - XLR/M 3p. > XLR/F 3p.  
   XGA37      Phase Reverse Switch 

 XGA22 - XLR/F 3p. > Jack/F Balanced  

   XGA22       

 Balanced Adapters 

 CABLES & CONNECTORS 

 Balanced Adapters 
 ADAPTERS 



 Maingroup 
 Subgroup 

255

 XGA15 - Mini Jack/M stereo > 2 x Mini Jack/F  

   XGA15       

 XGA39 - Mini Jack/F > Jack/M stereo  

   XGA39       

 Mini 4-P XLR adapter  
   FLA10       

 XGA20 - Jack/M stereo > 2 x Jack/F  

   XGA20       

 XGA44 - Mini Jack/M stereo > 2 x Mini Jack/F  

   XGA44      Incl. 4x 10 kOhm resistors 

 FLA23 - XLR F. 3p. > Jack mono M.  
   FLA23       

 FLA31 - XLR F. 3p. > RCA M.  
   FLA31       

 FLA33 - XLR F. 3p. > RCA F.  
   FLA33       

 FLA27 - XLR M. 3p. > Jack mono M.  
   FLA27       

 FLA32 - XLR M. 3p. > RCA M.  
   FLA32       

 FLA34 - XLR M. 3p. > RCA F.  
   FLA34       

 Balanced Adapters 

 Unbalanced Adapters 

 CABLES & CONNECTORS 

 Balanced Adapters  / Unbalanced Adapters
 ADAPTERS 
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 XGA01 - RCA/F > RCA/F  

   XGA01       

 XGA05 - RCA/M > Jack/F  

   XGA05       

 XGA04 - RCA/M > Mini Jack/F  

   XGA04       

 XGA06 - RCA/F > Jack/M mono  

   XGA06       

 FLA13 - Jack mono M. > RCA F.  
   FLA13       

 XGA32 - XLR/M 3p. > RCA/M  

   XGA32       

 XGA23 - XLR/F 3p. > Jack/M mono  

   XGA23       

 XGA31 - XLR/F 3p. > RCA/M  

   XGA31       

 FLA15 - RCA F. > RCA F.  
   FLA15       

 XGA34 - XLR/M 3p. > RCA/F  

   XGA34       

 XGA27 - XLR/M 3p. > Jack/M mono  

   XGA27       

 XGA33 - XLR/F 3p. > RCA/F  

   XGA33       

 Unbalanced Adapters 

 CABLES & CONNECTORS 

 Unbalanced Adapters 
 ADAPTERS 
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 XGA10 - Jack/M mono > Mini Jack/F, 90°  

   XGA10      Incl. 2 x 10 kilo-Ohm resistors 

 XGA19 - Jack/M mono > 2 x RCA/F  

   XGA19       

 XGA14 - Mini Jack/M mono > 2 x Mini Jack/F  

   XGA14       

 XGA17 - Mini Jack/M stereo > 2 x RCA/F  

   XGA17       

 XGA07 - Mini Jack/M mono > Mini Jack/F  

   XGA07       

 XGA11 - Jack/M mono > Mini Jack/F  

   XGA11      Incl. 2 x 10 kilo-Ohm resistors 

 XGA38 - 2 x RCA/F > RCA/M  

   XGA38      Incl. 2 x 10 kilo-Ohm resistors 

 XGA16 - Mini Jack/M stereo > 2 x Mini Jack/F  

   XGA16       

 XGA18 - Jack/M stereo > 2 x RCA/F  

   XGA18       

 XGA09 - Jack/M mono > Jack/F  

   XGA09       

 XGA40 - Mini Jack/M > 2 x Mini Jack/F  

   XGA40      Incl. 2 x 10 kilo-Ohm resistors 

 XGA41 - Jack/M mono > 2 x RCA/F  

   XGA41      Incl. 2 x 10 kilo-Ohm resistors 

 CABLES & CONNECTORS 

 Unbalanced Adapters 
 ADAPTERS 
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 Unbalanced Adapters 

 RCA male to 6,3mm Jack Female  

   FLA17       

 XGA42 - 2 x RCA/F > RCA/M  

   XGA42       

 XGA45 - Jack mono/m > jack mono/m  

   XGA45       

 XGA43 - Mini Jack/M mono > Mini Jack/F  

   XGA43      Incl. 2x 10 kOhm resistors 

 FLA52 - Jack chassis F. > Jack F.  
   FLA52       

 CABLES & CONNECTORS 

 Unbalanced Adapters 
 ADAPTERS 
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 Speaker Adapters 
 FSA03 - Jack F. locking > Speaker M. 2p.  
   FSA03       

 FSA01 - Speaker F. 2p. > Speaker F. 2p.  
   FSA01       

 FSA08 - XLR M. > Speaker M. 2p.  
   FSA08       

 FSA07 - XLR F. > Speaker M. 2p.  
   FSA07       

 FSA04 - Jack F. locking > Speaker F. 2p.  
   FSA04       

 FSA02 - Speaker F. 4p. > Speaker F. 4p.  
   FSA02       

 FSA06 - XLR M. > Speaker F. 2p.  
   FSA06       

 FSA05 - XLR F. > Speaker F. 2p.  
   FSA05       

 FLA53 - Speaker chassis M. > Speaker M. 4p.  
   FLA53       

 Lockable coupler for NL2/4F  

   NL4MMX      4P 

 Speakon M. > 6,3 mm Jack 2P  

   NA4LJX      Neutrik 

 Speakon 8p. > Speakon 8p.  
   NL8MM      feedthrough adapter 

 CABLES & CONNECTORS 

 Speaker Adapters 
 ADAPTERS 
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 FLA07 - XLR F. 500 Ohm > Jack M. 50 kilo-Ohm  

   FLA07      With impedance-matching 

 FLA08 - XLR M. 500 Ohm > Jack M. 50 kilo-Ohm  
   FLA08      With impedance-matching 

 XLR Female to XLR Male  

 XLR Female input (with 20 cm cable). XLR Male 
Bypass out (with 20 cm cable) and XLR Male Iso 
Transformer out. (Pin 1 Open) 

   FLA09      (insulated) 

 FLA01 - Jack M. (50 kilo-Ohm) > XLR F. (600 Ohm)  
   FLA01      With impedance-matching 
 and on/off switch 

 FLA03 - Jack F. (50 kilo-Ohm) > XLR F. (600 Ohm)  
   FLA03      With impedance-matching 
 and on/off switch 

 FLA02 - Jack M. (50 kilo-Ohm) > XLR M. (600 Ohm)  
   FLA02      With impedance-matching 
 and on/off switch 

 FLA04 - Jack F. (50 kilo-Ohm) > XLR M. (600 Ohm)  
   FLA04      With impedance-matching 
 and on/off switch 

 FLA05 - Jack F. 50 kilo-Ohm > XLR F. 500 Ohm  

   FLA05      With impedance-matching 

 FLA06 - Jack F. 50 kilo-Ohm > XLR M. 500 Ohm  

   FLA06      With impedance-matching 

 Transformer Adapters 

 CABLES & CONNECTORS 

 Transformer Adapters 
 ADAPTERS 
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 FLA60 - CAT-5 Adapter  
   FLA60      Ethernet CAT5 Adapter 

 Neutrik Etheron Extender  
   NE8FF       

 FLA29 - 5p. - 3p. DMX Adapter  
   FLA29      5p. XLR male  > 3p. XLR 
 female DMX adapter 

 FLA30 - 3p. - 5p. DMX Adapter  
   FLA30      3p. XLR male >5p. XLR 
 female DMX Adapter 

 Data Adapters 

 XLR Male 3 pole to RJ45 female  
   FLA38       

 XLR Female 3 pole to RJ45 female  
   FLA39       

 XLR Female 5 pole to RJ45 female  
   FLA41       

 XLR Male 5 pole to RJ45 female  
   FLA40       

 CABLES & CONNECTORS 

 Data Adapters 
 ADAPTERS 
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 FV01 - Ø6 mm. BNC > BNC 
Length

   FV01150    1,5 m 
   FV0175    75 cm 
   FV013    3 m 
   FV016    6 m 
   FV0110    10 m 
   FV0115    15 m 

 FV05 - Ø6 mm. 5 BNC > 5 BNC 
Length

   FV05150    1,5 m 
   FV053    3 m 

 FV40 - HDMI > HDMI 
Length

   FV40150    1,5 m 
   FV403    3 m 
   FV406    6 m 
   FV4010    10 m 
   FV4015    15 m 

 FV04 - Ø6 mm. 3 RCA/M > 3 RCA/M 
Length

   FV04150    1,5 m 
   FV043    3 m 

 FOP02 - Miniplug > Miniplug 
Length

   FOP0275    0,75 m 
   FOP02150    1,5 m 
   FOP023    3 m 
   FOP026    6 m 

 FV08 - Scart > 2 RCA/M and 1 RCA/F 
Length

   FV08150    1,5 m 

 FV02 -  Ø6 mm. 3 BNC > 3 BNC 
Length

   FV023    3 m 
   FV026    6 m 

 FV34 - DVI > DVI 
Length

   FV343    3 m 
   FV346    6 m 
   FV3410    10 m 
   FV3415    15 m 
   FV3425    25 m 

 FV41 HDMI 2.0 Cable 
Length

   FV41150    1.5m 
   FV413    3m 
   FV416    6m 
   FV4110    10m 
   FV4115    15m 

 FV03 - Ø6 mm. RCA/M > RCA/M 
Length

   FV03150    1,5 m 
   FV033    3 m 
   FV036    6 m 

 FOP01 - Toslink > Toslink 
Length

   FOP0175    0,75 m 
   FOP01150    1,5 m 
   FOP013    3 m 
   FOP016    6 m 

 FV06 - Scart > 3 RCA/M 
Length

   FV06150    1,5 m 

 AV Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FV09 - Scart > Scart 
Length

   FV09150    1,5 m 

 FV21- S-VHS > S-VHS 
Length

   FV21150    1,5 m 
   FV213    3 m 
   FV216    6 m 
   FV2110    10 m 
   FV2115    15 m 

 FV30 VGA to 3 BNC/M 
Length

   FV30150    1,5 m 
   FV303    3 m 

 FV32 - DVI > 5 BNC/M 
Length

   FV32150    1,5 m 
   FV323    3 m 

 FV23 - IE1394 > IE1394 
Length

   FV23150    1,5 m 
   FV233    3 m 

 FV36 - VGA + Audio - VGA + Audio 
Length

   FV36150    1,5 m 
   FV363    3 m 
   FV366    6 m 

 FV33 - VGA > VGA 
Length

   FV3375    0,75 m 
   FV33150    1,5 m 
   FV333    3 m 
   FV336    6 m 
   FV3310    10 m 
   FV3315    15 m 
   FV3320    20 m 

 FV31 VGA to 5 BNC/M 
Length

   FV31150    1,5 m 
   FV313    3 m 

 FV22 - Super VHS > 2 BNC/M 
Length

   FV22150    1,5 m 
   FV223    3 m 

 FV35 - Presenter Cable, VGA + RCA + Power 
 • Conductor: Oxygen-Free Copper Wire (OFC)
• High conductivity, low resistance and high � delity
• Insulation: Low Density Polyethylene (LDPE), 
 low capacitance between conductor and shield
• Shield: High coverage spiral shield to eliminate 
 Electric-Magnetic Interference
• No interference between power and video cables
• Easy handling, only one cable required 
 for a beamer presentation 

Length

   FV356    6 m 
   FV3510    10 m 
   FV3515    15 m 
   FV3520    20 m 

 FV07 - Scart > 6 RCA/M 
Length

   FV07150    1,5 m 

 AV Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 XGL12 - XLR/M > XLR/F 
Length

   XGL1275    0,75 m 
   XGL12150    1,5 m 
   XGL123    3 m 
   XGL126    6 m 
   XGL1210    10 m 

 FL01 - bal. XLR/M 3 p. > XLR/F 3 p. 
Length

   FL0175    0,75 m 
   FL01150    1,5 m 
   FL013    3 m 
   FL016    6 m 
   FL0110    10 m 
   FL0115    15 m 
   FL0120    20 m 

 FL71 - bal. XLR/M 3 p. > XLR/F 3 p. 
Length

   FL71150    1,5 m Neutrik 
   FL713    3 m Neutrik 
   FL716    6 m Neutrik 
   FL7110    10 m Neutrik 

 FLX01- bal. XLR/M 3 p. > XLR/F 3 p. 
Length

   FLX0175    0,75 m X-type 
   FLX01150    1,5 m X-type 
   FLX013    3 m X-type 
   FLX016    6 m X-type 
   FLX0110    10 m X-type 

 FL72 - bal. XLR/M 3p. > XLR/F 3 p. 
Length

   FL7275    0,75 m Neutrik XX 
   FL72150    1,5 m Neutrik XX 
   FL723    3 m Neutrik XX 
   FL726    6 m Neutrik XX 
   FL7210    10 m Neutrik XX 

 FL73 - IP65 XLR/M 3p. > XLR/F 3p. Neutrik 
Length

   FL73150    1,5 m XX HD 
   FL733    3 m XX HD 
   FL736    6 m XX HD 
   FL7310    10 m XX HD 

 FL81 - XLR/M 4p. > XLR/F 4p. 
Length

   FL816    6 m, Neutrik 
   FL8110    10 m Neutrik 
   FL8120    20 m Neutrik 

  
  

 Microphone Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FL18 - Stage Guitarcable straight Ø6 mm 90° 
Length

   FL186    6 m 
   FL1810    10 m 

 FL19 - Road Guitarcable straight Ø7 mm 90° 
Length

   FL196    6 m 
   FL1910    10 m 

 FL04 - bal. XLR/M 3 p. > Jack stereo 
Length

   FL04150    1,5 m 
   FL043    3 m 
   FL046    6 m 

 FL16 - Stage Guitarcable straight Ø6 mm 
Length

   FL166    6 m 
   FL1610    10 m 

 FL17 - Road Guitarcable straight Ø7 mm 
Length

   FL176    6 m 
   FL1710    10 m 

 FL03 - bal. XLR/F 3 p. > Jack stereo 
Length

   FL03150    1,5 m 
   FL033    3 m 
   FL036    6 m 

 FL02 - unbal. XLR/F 3 p. > Jack mono 
Length

   FL02150    1,5 m 
   FL023    3 m 
   FL026    6 m 

 FL13 - unbal. XLR/M 3 p. > Jack mono 
Length

   FL13150    1,5 m 

 Instrument Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FL07 - bal. stereo Jack > stereo Jack 
Length

   FL07150    1,5 m 
   FL073    3 m 
   FL076    6 m 
   FL0710    10 m 

 FLX05 - unbal. Jack mono > Jack mono Black 
Length

   FLX05150    1,5 m X-type 
   FLX053    3 m X-type 
   FLX056    6 m X-type 
   FLX0510    10 m X-type 

 FL40 - bal. stereo Jack to stereo contra-Jack 
Length

   FL403    3 m 
   FL406    6 m 
   FL4010    10 m 

 FL05 - unbal. Jack mono > Jack mono Black 
Length

   FL05150    1,5 m 
   FL053    3 m 
   FL056    6 m 
   FL0510    10 m 
   FL0515    15 m 

 FL06 - unbal. Jack mono > Jack mono 
Length

   FL066    6 m 
   FL0610    10 m 

 FL28 - unbal. Jack mono > Jack mono 
Length

   FL28150    1,5 m 
   FL283    3 m 

 FL10 - unbal. Jack mono > Jack mono 90° Black 
Length

   FL10150    1,5 m 
   FL103    3 m 
   FL106    6 m 

 FL29 - unbal. Jack mono > Jack mono 90° 
Length

   FL29150    1,5 m 
   FL293    3 m 
   FL296    6 m 

 Instrument Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FL25 - 2 RCA Male L/R  > 2 XLR/F 3 p. 
Length

   FL25150    1,5 m 
   FL253    3 m 

 FL26 - 2 RCA Male L/R  > 2 XLR/M 3 p. 
Length

   FL26150    1,5 m 
   FL263    3 m 

 FL23 - 2 RCA Male L/R  > 2 mono Jack L/R 
Length

   FL23150    1,5 m 
   FL233    3 m 

 FL27 - 2 RCA Male L/R > 2 RCA Female L/R 
Length

   FL2775    0,75 m 
   FL27150    1,5 m 
   FL273    3 m 
   FL276    6 m 

 FL24 - 2 RCA Male L/R  > 2 RCA Male L/R 
Length

   FL2475    0,75 m 
   FL24150    1,5 m 
   FL243    3 m 
   FL246    6 m 

 FL22 - 2 mono Jack L/R > 2 mono Jack L/R 
Length

   FL22150    1,5 m 
   FL223    3 m 
   FL226    6 m 

 FL43 - 2 unbal. Jack mono L/R > 2 XLR/F 3 p. 
Length

   FL43150    1,5 m 
   FL433    3 m 

 FL44 - 2 unbal. Jack mono L/R > 2 XLR/M 3 p. 
Length

   FL44150    1,5 m 
   FL443    3 m 

 Line Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FL45 - Mini-Jack to Mini-Jack 
Length

   FL45150    1,5 m 
   FL453    3 m 
   FL456    6 m 

 FL46 - stereo mini Jack > 2 XLR/M 3 p. 
Length

   FL46150    1,5 m 
   FL463    3 m 
   FL466    6 m 

 FLX46 - stereo mini Jack > 2 XLR/M 3p. 
Length

   FLX46150    1,5m recessed jack body 
   FLX463    3m recessed jack body 
   FLX466    6m recessed jack body 

 FLX30 - Stereo mini jack > 2 RCA Male 
Length

   FLX30150    1,5m recessed jack body 
   FLX303    3m recessed jack body 
   FLX306    6m recessed jack body 

 FLX31 - stereo mini Jack > 2 mono Jack L/R 
Length

   FLX31150    1,5m recessed jack body 
   FLX313    3m recessed jack body 
   FLX316    6m recessed jack body 

 FL31 - stereo mini Jack > 2 mono Jack L/R 
Length

   FL31150    1,5 m 
   FL313    3 m 

 FL30 - stereo mini Jack > 2 RCA Male L/R 
Length

   FL30150    1,5 m 
   FL303    3 m 
   FL306    6 m 

 Line Cables  / Y-Cables
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FL32 - mono Jack > 2 mono Jack L/R 
Length

   FL32150    1,5 m 
   FL323    3 m 

 FL33 - mono Jack > 2 RCA Male L/R 
Length

   FL33150    1,5 m 
   FL333    3 m 

 FL34 - stereo Jack > 2 mono Jack L/R 
Length

   FL3475    0,75 m 
   FL34150    1,5 m 
   FL343    3 m 
   FL346    6 m 

 FL35 - Stereo Jack  > 2 RCA Male L/R 
Length

   FL35150    1,5 m 
   FL353    3 m 
   FL356    6 m 

 FL36 - 2 bal. XLR/M 3 p. > Jack stereo 
Length

   FL36150    1,5 m 

 FL37 - 2 bal. XLR/F 3 p. > Jack stereo 
Length

   FL37150    1,5 m 

 FL39 - bal. XLR/F 3 p. > 2 XLR/M 3 p. 
Length

   FL39150    1,5 m 

 FL38 - bal. XLR/M 3 p. > 2 XLR/F 3 p. 
Length

   FL38150    1,5 m 

 Y-Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 
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 FS01 - Jack mono > Jack mono, 2 x 1,5mm2 
Length

   FS01150    1,5 m 
   FS013    3 m 
   FS016    6 m 
   FS0110    10 m 
   FS0115    15 m 

 FS03 - XLR/F 3 p. > XLR/M 3 p., 2 x 1,5mm2 
Length

   FS033    3 m 
   FS036    6 m 
   FS0310    10 m 

 FS02 - Jack mono > XLR/F 3 p., 2 x 1,5mm2 
Length

   FS026    6 m 
   FS0210    10 m 

 FS17 - Speakon > Speakon, 2 x 1,5mm2 
Length

   FS173    3 m Neutrik 
   FS176    6 m Neutrik 
   FS1710    10 m Neutrik 
   FS1715    15 m Neutrik 
   FS1720    20 m Neutrik 

 FS22 - Speaker Extension Cable, 2x 2,5mm2 
Length

   FS223    3 m Neutrik 
   FS226    6 m Neutrik 
   FS2210    10 m Neutrik 
   FS2215    15 m Neutrik 

 FS04 - Speakon > Speakon, 2 x 2,5mm2 
Length

   FS043    3 m Neutrik 
   FS046    6 m Neutrik 
   FS0410    10 m Neutrik 
   FS0415    15 m Neutrik 
   FS0420    20 m Neutrik 

 FS14 - Speakon > Speakon, 4 x 2,5mm2 
Length

   FS143    3 m Neutrik 
   FS146    6 m Neutrik 
   FS1410    10 m Neutrik 
   FS1415    15 m (Neutrik) 
   FS1420    20 m (Neutrik) 

 FS18 - Speaker > Speaker, 2 x 1,5mm2 
Length

   FS183    3 m 
   FS186    6 m 
   FS1810    10 m 
   FS1815    15 m 

 Speaker Cables 
 PREFAB CABLES 
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 FS20 - Speaker > Speaker, 2 x 1,5mm2 
Length

   FS203    3 m Neutrik 
   FS206    6 m Neutrik 
   FS2010    10 m Neutrik 
   FS2015    15 m Neutrik 

 FS11 -  Speaker/F > 2 XLR/F 3 p., 2 x 1,5mm2 
Length

   FS11150    1,5 m 

 FS12 - 2 Speaker/F > Speaker/F, 2 x 1,5mm2 
Length

   FS12150    1,5 m 

 FS21 - Speaker Cable, 2 x 2,5mm2 
Length

   FS213    3 m 
   FS216    6 m 
   FS2110    10 m 
   FS2115    15 m 

 FS13 - 2 Speaker/F > Speakon/M, 2 x 1,5mm2 
Length

   FS13150    1,5 m Neutrik 

 FS15 - Speakon > Speakon, 4 x 4mm2 
Length

   FS153    3 m Neutrik 
   FS156    6 m Neutrik 
   FS1510    10 m Neutrik 
   FS1515    15 m Neutrik 
   FS1520    20 m Neutrik 

 FS16 - Jack mono > Speakon/M, 2 x 1,5mm2 
Length

   FS163    3 m Neutrik 
   FS166    6 m Neutrik 
   FS1610    10 m Neutrik 
   FS1620    20 m Neutrik 

 FS05 - Speaker/F > Pomona, 2 x 1,5mm2 
Length

   FS05150    1,5 m 

 Speaker Cables 
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 FS09 - Speaker/F > XLR/F 3 p., 2 x 1,5mm2 
Length

   FS09150    1,5 m 

 FS10 - Speaker/F > 2 XLR/M 3 p., 2 x 1,5mm2 
Length

   FS10150    1,5 m 

 FS07 - XLR/F 3 p. > Pomona, 2 x 1,5mm2 
Length

   FS07150    1,5 m 

 FS08 - Speaker/F > XLR/M 3 p., 2 x 1,5mm2 
Length

   FS08150    1,5 m 

 Speaker Cables 
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 Cabledrum with 15m audio Power/Signal cable 
Length

   D954120     

 FP08 - Schuko/XLR F -  IEC/XLR M 
Length

   FP0810    10 m Audio / Power 
   FP0810B    10 m Audio / Power, Black jacket 
   FP0815    15 m Audio / Power 

   FP0815B    15 m Audio / Power, Black jacket 
   FP0820    20 m Audio / Power 

   FP0820B    20 m Audio / Power, Black jacket 

 FP10 - Schuko/XLR F - Powercon/XLR M 
Length

   FP1010    10 m Audio / Power 
   FP1015    15 m Audio / Power 
   FP1020    20 m Audio / Power 

 FP09 - Schuko/XLR F - Schuko/XLR M 
Length

   FP0910    10 m Audio / Power 
   FP0910B    10 m Audio / Power, Black jacket 
   FP0915    15 m  Audio / Power 

   FP0915B    15 m  Audio / Power, Black jacket 
   FP0920    20 m  Audio / Power 

   FP0920B    20 m  Audio / Power, Black jacket 

 Power-Audiosignal Cables 
 PREFAB CABLES 

 CABLES & CONNECTORS 



 Maingroup 
 Subgroup 

274

 FP05 - Schuko/XLR M - Schuko/XLR F 
Length

   FP053    3 m DMX / Power 
   FP056    6 m DMX / Power 
   FP0510    10 m DMX / Power 
   FP0515    15 m DMX / Power 
   FP0520    20 m DMX / Power 

 FP06 - Schuko/XLR M - Powercon/XLR F 
Length

   FP0610    10 m DMX / Power 
   FP0615    15 m DMX / Power 
   FP0620    20 m DMX / Power 

 Powercon/XLR M - Powercon/XLR F 
Length

   90480    0, 75 m DMX / Power 
   90481    1,5 m DMX / Power 
   90482    3 m DMX / Power 
   90483    6 m DMX / Power 
   90484    10 m DMX / Power 

 FP04 - Schuko/XLR M - IEC/XLR F 
Length

   FP0410    10 m DMX / Power 
   FP0415    15 m DMX / Power 
   FP0420    20 m DMX / Power 

 FP12 - IEC/XLR M - IEC/XLR F 
Length

   FP12150    1,5 m DMX / Power 
   FP12150B    1,5 m DMX / Power, Black jacket 

   FP123    3 m DMX / Power 
   FP123B    3 m DMX / Power, Black jacket 
   FP126    6 m DMX / Power 

   FP126B    6 m DMX / Power, Black jacket 
   FP1210    10 m DMX / Power 

   FP1210B    10 m DMX / Power, Black jacket 

 Power-Lightsignal Cables 
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 Powercon/RJ45 -  Powercon/RJ45 
Length

   90485    0,5 m Data / Power 
   90486    1,5 m Data / Power 
   90487    3 m Data / Power 
   90488    6 m Data / Power 
   90489    10 m Data / Power 

 Neutrik Powercon / Ethercon Extension Cable 
Length

   90490    0,5 m Data / Power 
   90491    1,5 m Data / Power 
   90492    3 m Data / Power 
   90493    6 m Data / Power 
   90494    10 m Data / Power 

 Power-Datasignal Cables 
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 FL50 - DIN 5 p > DIN 5 p 
Length

   FL5075    0,75 m 
   FL50150    1,5 m 
   FL503    3 m 
   FL506    6 m 
   FL5010    10 m 

 Cabledrum with 50m CAT-5 cable 
Length

   D954350    100 Mbps 

 FL52 - DIN 5 p > DIN 5 p 
Length

   FL523    3 m 
   FL526    6 m 

 FL51 - DIN 5 p > DIN 5 p 
Length

   FL513    3 m 
   FL516    6 m 

 FC01 - USB-A > USB-A 
Length

   FC01150    1,5 m 
   FC013    3 m 

 FC02 - USB-A > USB-B 
Length

   FC02150    1,5 m 
   FC023    3 m 

 FC04 - Mini-Din 8 p. > Sub D 9 p. 
Length

   FC043    3 m 

 FC06 - Mini-Din 8 p. > Mini-Din 8 p. 
Length

   FC06150    1,5 m 
   FC063    3 m 

 (also used as CD remote cable) 

 PC MIdi & Data Cables 
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 FC07 - 2 Sub D 15 p. > Midi In/Out 
Length

   FC07150    1,5 m 
   FC073    3 m 

 FLX57 - CAT5 Cable 
Length

   FLX5775    0,75 m X-type 
   FLX57150    1,5 m X-type 
   FLX573    3 m X-type 
   FLX576    6 m X-type 
   FLX5710    10 m X-type 

 FL56 - CAT-6 Cable 
Length

   FL563    3 m 
   FL566    6 m 
   FL5610    10 m 
   FL5615    15 m 
   FL5640    40 m 

 FL55 - CAT-5 cable 
Length

   FL55150    1,5 m 
   FL553    3 m 
   FL556    6 m 
   FL5510    10 m 
   FL5515    15 m 
   FL5520    20 m 

Special features:
 • Ethernet
• 7,6 mm Matte blue PVC
• Flexible cable 

 FL08 - DMX/AES-EBU XLR/M 5 p. > XLR/F 5 p. 
Length

   FL08150    1,5 m 
   FL083    3 m 
   FL086    6 m 
   FL0810    10 m 
   FL0820    20 m 

 FL09 - DMX/AES-EBU XLR/M 3 p. > XLR/F 3 p. 
Length

   FL0975    0,75 m 
   FL09150    1,5 m 
   FL093    3 m 
   FL096    6 m 
   FL0910    10 m 
   FL0915    15 m 
   FL0920    20 m 

 FL57 - CAT5E Cable 
Length

   FL57150    1,5 m Neutrik 
   FL573    3 m Neutrik 
   FL576    6 m Neutrik 
   FL5710    10 m Neutrik 
   FL5715    15 m Neutrik 
   FL5720    20 m Neutrik 

 FL58 CAT6E with Ethercon 
Length

   FL58150    1,5 m Neutrik 
   FL583    3 m Neutrik 
   FL586    6 m Neutrik 
   FL5810    10 m Neutrik 
   FL5815    15 m Neutrik 
   FL5820    20 m Neutrik 

 PC MIdi & Data Cables 
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 5 pin XLR Male to 3 pin XLR Female 
Length

   FLA36    25 cm 

 3 pin XLR Male to 5 pin XLR Female 
Length

   FLA37    25 cm 

 UCI-20 
Length

   D1631    USB Jack Instrument 
interface 

 UCI-10 
Length

   D1630    USB XLR Microphone 
interface 

 FL83 - IP65 DMX/AES-EBU XLR/M 5p. > XLR/F 5p. Neutrik 
Length

   FL83150    1,5 m XX HD 
   FL833    3m XX HD 
   FL836    6 m XX HD 
   FL8310    10 m XX HD 
   FL8320    20 m XX HD 

 FL82 - IP65 DMX/AES-EBU XLR/M 3p. > XLR/F 3p. Neutrik 
Length

   FL82150    1,5 m XX HD 
   FL823    3 m XX HD 
   FL826    6 m XX HD 
   FL8210    10 m XX HD 
   FL8220    20 m XX HD 

 PC MIdi & Data Cables 
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 FL11 - 6 coloured unbal. patch 
Length

   FL1130    30 cm 
   FL1160    60 cm 
   FL1190    90 cm 

 FL14 - 6 coloured unbal. patch straight > 90° 
Length

   FL1430    30 cm 
   FL1460    60 cm 
   FL1490    90 cm 

 FL41 - 6 coloured unbal. patch 90° > 90° 
Length

   FL4130    30 cm 
   FL4160    60 cm 
   FL4190    90 cm 

 FL12 - 6 coloured bal. patch 
Length

   FL1230    30 cm 
   FL1260    60 cm 
   FL1290    90 cm 

 FL15 - 6 coloured bal. patch straight > 90° 
Length

   FL1530    30 cm 
   FL1560    60 cm 
   FL1590    90 cm 

 FL42 - 6 coloured bal. patch  90° > 90° 
Length

   FL4230    30 cm 
   FL4260    60 cm 
   FL4290    90 cm 

 Patch Cables 
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 FL60 - 8 XLR/M 3 p. > 8 XLR/F 3 p. 
Length

   FL60300    3 m 
   FL60600    6 m 

 FL62 - 8 XLR/M 3 p. > 8 Jack mono 
Length

   FL62300    3 m 
   FL62600    6 m 

 FL61 - 8 XLR/F 3 p. > 8 Jack mono 
Length

   FL61300    3 m 
   FL61600    6 m 

 FL63 - 8 Jack mono > 8 Jack mono 
Length

   FL63300    3 m 
   FL63600    6 m 

 FL64 - 8 Jack mono > 8 RCA/M 
Length

   FL64300    3 m 
   FL64600    6 m 

 FL66 - 8 Jack stereo > 8 Jack stereo 
Length

   FL66300    3 m 
   FL66600    6 m 

 FL65 - 8 RCA/M > 8 RCA/M 
Length

   FL65300    3 m 
   FL65600    6 m 

 FL67 -  8 XLR/F 3 p. > 8 Jack stereo 
Length

   FL67300    3 m 
   FL67600    6 m 

 Studio Snakes 
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 FL68 - 8 XLR/M 3 p. > 8 Jack stereo 
Length

   FL68300    3 m 
   FL68600    6 m 

 FL69 - 8 Jack mono > 4 Jack stereo 
Length

   FL69300    3 m 
   FL69600    6 m 

 FL21 - 3 mono Jack > 3 mono Jack 
Length

   FL21150    1,5 m 
   FL213    3 m 

 FL20 - 4 mono Jack > 4 mono Jack 
Length

   FL20150    1,5 m 
   FL203    3 m 

 Studio Snakes 
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 Stagesnakes 
 Those of you who are familiar with the “stage-environment” know the problem: cables all over the place! Specially around the drums and keyboards you will � nd  “cable-spagetti”: all lines going 
directly to the main stagewheel to get connected to the mixingconsole. The best and simpliest way to solve this problem is to use the so-called Stagesnakes. A stage-snake is best discribed 
as a sub-multicable, which is connected to the main multicable (Stagewheel) and gives you a more clean and organized look and con� guration on stage and behind the scenes. Note that a 
stagesnake has no “return” from the mixer on the box. There are several models available from DAP-audio. 

 8-Way XLR Stagesnake 
Length

   D951210    10 m Black 
   D951215    15 m Black 

   D951215N    15 m Silver 

  

 XLR Multisnake 16 in 4 out 
Length

   D950230    30 m 

 Weight: 15,8Kg 

 12-Way XLR Stagesnake 
Length

   D951315    15 m 

 Weight: 5,4Kg 

 XLR Multisnake 24 in 4 out 
Length

   D950330    30 m 

 Weight: 23,6Kg 

 6-Way XLR Stagesnake 
Length

   D951110    10 m 
   D951115    15 m 

  

 4-Way Speaker Multicable 
Length

   D960215    15 m 

 Weight: 6,5Kg 

 Stage Snakes 
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 Cobra 6 Stagesnake 
Length

   D951510    Black, 10 m 
   D951515    Black, 15 m 

  

 Cobra 24/4 Multisnake 24 in, 4 out. 
Length

   D951930    30 m Black 

  

 Cobra 16/4 Multisnake 16 in, 4 out. 
Length

   D951830    30 m Black 

  

 Cobra 8 Stagesnake 
Length

   D951610    Black, 10 m 
   D951615    Black, 15 m 

  

 Cobra 12/4 Multisnake 12 in, 4 out. 
Length

   D951715    15 m Black 
   D951730    30 m Black 

  

 Stage Snakes 
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 CobraX 12/4 StageSnake 
Length

   D961715    15m 
   D961730    30m 

 Inputs: 12 x XMX203BB (blue code ring)
Outputs: 4x XFX203BB (Red code ring)
Cable length: 15mtr
Box dimension: 233x136x64mm 

 CobraX 16/4 StageSnake 
Length

   D961830    30m 

 Inputs: 16 x XMX203BB (blue code ring)
Outputs: 4x XFX203BB (Red code ring)
Cable length: 30mtr
Box dimension: 233x136x64mm 

 CobraX 24/4 StageSnake 
Length

   D961930    30m 

 Inputs: 24 x XMX203BB (blue code ring)
Outputs: 4x XFX203BB (Red code ring)
Cable length: 30mtr
Box dimension: 233x136x64mm 

 CobraX 6 StageSnake 
Length

   D961510    10m 
   D961515    15m 

 Inputs: 6 x XMX203BB (blue code ring)
Cable length: 10mtr
Box dimension: 205x53x64mm 

 CobraX 8 StageSnake 
Length

   D961610    10m 
   D961615    15m 

 Inputs: 8 x XMX203BB (blue code ring)
Cable length: 10mtr
Box dimension: 205x53x64mm 

High Quality XMX & XFX-
ConnectorsColourcoded in-and outputs PCB-Board in stage-box

 Stage Snakes 
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PIN3 PIN2 PIN1 PIN1 PIN2 PIN3

XLR1 1 19 37 55 73 91 XLR2

XLR3 2 20 38 56 74 92 XLR4

XLR5 3 21 39 57 75 93 XLR6

XLR7 4 22 40 58 76 94 XLR8

XLR9 5 23 41 59 77 95 XLR10

XLR11 6 24 42 60 78 96 XLR12

XLR13 7 25 43 61 79 97 XLR14

XLR15 8 26 44 62 80 98 XLR16

XLR17 9 27 45 63 81 90 XLR18

XLR19 10 28 46 64 82 100 XLR20

XLR21 11 29 47 65 83 101 XLR22

XLR23 12 30 48 66 84 102 XLR24

XLR25 13 31 49 67 85 103 XLR26

XLR27 14 32 50 68 86 104 XLR28

XLR29 15 33 51 69 87 105 XLR30

XLR31 16 34 52 70 88 106 XLR32

XLR33 17 35 53 71 89 107 XLR34

XLR35 18 36 54 72 90 108 XLR36

Technical information:

 Pin connection:
Grey= Shield
Red= Hot
Blue= Cold 

 Stagebox  
   D9620     Assembled, 32 in, 4 out, Neutrik Connectors 
 • Professional Multicable system
• Neutrik XLR connectors
• Ilme Multi connectors
• 19 inch 8U Stagebox 

 Multicore Mixer Split 
Length

   D9640    Assembled, 108 pole ilme male - Neutrik XLR 32x male, 4x female (2,5 m) 

 Multicore 
Length

   D9632    Assembled, 108 pole female - 108 pole female 5 m, ilme 
   D9631    Assembled, 108 pole female - 108 pole female 30 m, ilme 
   D9630    Assembled, 108 pole female - 108 pole female 50 m, ilme 

 Stage Snakes 
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 Cabledrum with 50m microphone cable 
Length

   D954050     

 Python 8 
Length

   D9509    Stagewheel 8x XLR, 16m. cable, 4,78 kg 

 CobraX Stagewheel 16/4 
Length

   D961030    30m 
   D961050    50m 

 CobraX Stagewheel 24/8 
Length

   D961230    30m 

 CobraX Stagewheel 32/8 
Length

   D961330    30m 

 CobraX Stagewheel 24/4 
Length

   D961130    30m 
   D961150    50m 

 Stage Wheels 
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 Cable Drums 
 The New DAP cable drum series offers a wide range of different types of professional metal 
cable drums. The � rst type is a standard construction of cable drum, with one handle only. The 
second type is constructed in another way, with two handles. The cable drums are made of a 
solid steel frame construction. All these models are available in two colours: black and orange. 
For all types with one handle 3 mounting panels are included. 

 Cable Drum 27 cm 
Colour

   D9535O    Orange 
   D9535B    Black 

 • Colour: Orange
• Diameter: 27 cm
• Handle: 1
• Mounting panel included
• Weight: 4,4 kg
• Dimensions: 300 x 250 x 375 mm 

 Cable Drum 30 cm 
Colour

   D9536O    Orange 
   D9536B    Black 

 • Colour: Orange
• Diameter: 30 cm
• Handle: 1
• Mounting panel included
• Weight: 4,6 kg
• Dimensions: 370 x 275 x 460 mm 

 Cable Drum 35 cm 
Colour

   D9537O    Orange 
   D9537B    Black 

 • Colour: Orange
• Diameter: 35 cm
• Handle: 1
• Mounting panel included
• Weight: 6 kg
• Dimensions: 400 x 325 x 565 mm 

 Cable Drum 51 cm 
Colour

   D9538O    Orange 
   D9538B    Black 

 • Colour: Orange
• Diameter: 51 cm
• Handle: 2
• Weight: 7,6 kg
• Dimensions: 550 x 350 x 520 mm 

 Cable Drum 55 cm 
Colour

   D9539O    Orange 
   D9539B    Black 

 • Colour: Orange
• Diameter: 55 cm
• Handle: 2
• Weight: 8,4 kg
• Dimensions: 700 x 350 x 520 mm 

 Cable Accessories 
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Technical information:

 General speci� cation:
• Test function for:
 Speakerplug 4 pole
 Speakerplug 8 pole
 RJ-45 
 3,5 Mini-Jack
 6,3 Jack
 XLR 5 pole
 XLR 3 pole
 RCA
 5 pole Din
• Battery operated
Dimensions: 187 x 37 x 90mm 

 Cable Tester Pro  
   D1909      
 The Cable Tester pro is your ideal tool for checking all your audio cables.
It is easy in use and rugged enough for use on the road. 

 Cable Accessories 
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 Snap Fastener 36 
   D9577B   
 Black - 10 pcs - 36 x 2,5 cm     

 Blue - 10 pcs - 36 x 2,5 cm     
   D9577U   

 Red - 10 pcs - 36 x 2,5 cm     
   D9577R   

 Yellow - 10 pcs - 36 x 2,5 cm     
   D9577Y   

36
 c

m
 Snap Fastener 27 
   D9576B   
 Black - 10 pcs - 27,5 x 2,5 cm     

 Blue - 10 pcs - 27,5 x 2,5 cm     
   D9576U   

 Red - 10 pcs - 27,5 x 2,5 cm     
   D9576R   

 Green - 10 - 27,5 x 2,5 cm     
   D9576G   

 Yellow - 10 pcs - 27,5 x 2,5 cm     
   D9576Y   

27
,5

 c
m

Sometimes simple solutions work the best!  The DAP Snap Fasteners are just like 
that! Simple, easy to handle and available in different lengths: these strips can 
be used in a wide range of situations where you need to organize and tighten 
up cable-gear!

 Snap Fastener 
   D9561   
 18 cm long, 1,5 cm width, 10 pieces     

 22 cm long, 2 cm width, 10 pieces     
   D9562   

 30 cm long, 2,5 cm width, 10 pieces     
   D9563   

 Snap Fastener 
   D9560   
 40 cm long, 3 cm width, 10 pieces     

 Snap Fastener 5 cm width 
   D9570   
 22,5 cm long, 10 pieces     

 36 cm long, 10 pieces     
   D9571   

 46,5 cm long, 10 pieces     
   D9572   

 61 cm long, 10 pieces     
   D9573   

5 c
m

 Snap Fastener 2,5 cm width 
   D9566    
 22,5 cm long, 10 pieces     

 27,5 cm long, 10 pieces     
   D9567   

 36 cm long, 10 pieces     
   D9568   

 46,5 cm long, 10 pieces     
   D9569   

2,5 cm

 Snap Fastener 22 
   D9575B   
 Black - 10 pcs - 22,5 x 2,5 cm     

 Blue - 10 pcs - 22,5 x 2,5 cm     
   D9575U   

 Red - 10 pcs - 22,5 x 2,5 cm     
   D9575R   

 Green - 10 pcs - 22,5 x 2,5 cm     
   D9575G   

 Yellow - 10 pcs - 22,5 x 2,5 cm     
   D9575Y   

22
,5

cm
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 AV-80   

 Conductor drains Ø mm: 0,58
Conductor insulation: PE
Conductor insulation Ø mm: 3,71
Conductor resistance Ohm/m: 65 Ohm/km
Outer insulation: PVC 6,2 Ø mm
Working temperature: -20~50 °C (min./max.)
Voltage over� ash: 30V
Nominal impedance: 75 Ohm

Attenuation:
10 MHz: 0,01020 / 90 MHz: 0,07210 / 100 MHz: 0,06840 / 220 MHz: 0,11920 / 
470 MHz: 0,20150 / 770 MHz: 0,28750 / 1000 MHz: 0,35850 

   D9463B     Double Shielded Video Cable 75 Ohm 100 m on spool    

 Black 
   D9463B   

 White 
   D9463W   

 AV-14   

 Conductor drains Ø mm: 0,4
Conductor insulation: PE
Conductor insulation Ø mm: 2,6
Conductor resistance Ohm/m: 138 Ohm/km
Outer insulation: PVC 4,2 Ø in mm
Working temperature: -20~50 °C (min./max.)
Voltage over� ash: 30V
Nominal impedance: 75 Ohm

Attenuation:
10 MHz: 0,02270 / 90 MHz: 0,18650 / 100 MHz: 0,19060 / 220 MHz: 0,30640 / 
470 MHz: 0,76580 / 770 MHz: 0,96420 / 1000 MHz: 1,6122 

   D9461     Audio/Video Cable 75 Ohm 100 m on spool    

 AV-20   

 Conductor drains: Ø 1 x 0,3 mm Oxygen Free Copper
Conductor insulation: Ø 1,4 mm Foam Polyethylene
Conductor resistance: 243,9 Ohm/km
Shield-1: Aluminium
Shield-2: 16 x 5 x 0,12 braided Oxygen Free Copper
Outer Jacket: Ø 2,54 mm matte blue PVC
Nominal Capacitance: 57,4 pF/m
Nominal impedance: 75 Ohm
Weight/100m: 1,5 kg

Nominal Attenuation / 100m:
71,5 MHz: 18.57 dB / 135 MHz: 24.64 dB / 270 MHz: 32.73 dB / 360 MHz: 40.03 dB / 
540 MHz: 49.54 dB / 750 MHz: 58.40 dB / 1500 MHz: 83.33 dB / 3000 MHz: 120.41dB 

   D9460     Double shielded RG-179 video cable    

 AV Cables 
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 AV-500   

 Conductor drains Ø mm: 0,58
Conductor insulation: PE
Conductor insulation Ø mm: 3,71
Conductor resistance Ohm/m: 65 Ohm/km
Outer insulation: PVC 4,2 Ø in mm
Working temperature: -20~50 °C (min./max.)
Voltage over� ash: 30V
Nominal impedance: 75 Ohm 

   D9466     5 Way Video Cable 75 Ohm price per meter    

 AV-100   

 Conductor drains Ø mm: 0,58
Conductor insulation: PE
Conductor insulation Ø mm: 3,71
Conductor resistance Ohm/m: 65 Ohm/km
Outer insulation: PVC 4,2 Ø mm
Working temperature: -20~50 °C (min./max.)
Voltage over� ash: 30V
Nominal impedance: 75 Ohm

Attenuation:
10 MHz: 0,02270 / 90 MHz: 0,18650 / 100 MHz: 0,19060 / 220 MHz: 0,30640 / 
470 MHz: 0,76580 / 770 MHz: 0,96420 / 1000 MHz: 1,6122 

   D9462     Super-Flex Shielded Video Cable 75 Ohm 100 m on spool    

 AV-150   

 Conductor drains: Ø 7 x 0.3 mm Oxygen Free Copper
Conductor insulation: Ø 3,7 mm Foam Polyethylene
Conductor resistance: 34,85 Ohm
Shield-1: 16 x 7 x 0,12 braided silver plated copper
Shield-2: 16 x 8 x 0,12 braided Oxygen Free Copper
Outer Jacket: Ø 6 mm matte blue PVC 
Nominal Capacitance: 56 pF/m
Nominal impedance: 75 Ohm
Weight/100m: 7.0 kg

Nominal Attenuation / 100m:
71,5 MHz: 10.0 dB / 135 MHz: 12.5 dB / 270 MHz: 17.7 dB / 360 MHz: 20.3 dB / 
540 MHz: 25.3 dB / 750 MHz: 31.5 dB / 1500 MHz: 42.6 dB / 3000 MHz: 60.7 dB 

   D9464     Double shielded videocable HD-ready high � exibility 
 (RG-59) 100 m on spool    

 AV Cables 
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 MC-216   

 Conductor drains Ø mm: OFC 28 x 0,10
Conductor insulation: PE red+blue
Conductor insulation: 1,5 (Ø in mm)
Filler material: paper + cotton 
 yarn
1st shield: OFC twisted 
 83 x 0,12
2nd shield: -
Outer isolation: PVC black, blue, 
 red, yellow, green
Outer isolation Ø in mm: 6

Conductor resistance: 80 Ohm/Km
Shield resistance: 25 Ohm/Km
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9431B     Black mic/line cable, 100 m on spool    

 MC-226   

 Conductor drains Ø mm: OFC 15 x 0,12
Conductor insulation: PE red+white
Conductor insulation: 1,5 (Ø in mm)
Filler material: -
1st shield: 2 x Conductive
 plastic
2nd shield: OFC twisted 
 96 x 0,12
Outer isolation: PVC black, blue, 
 red, yellow, green
Outer isolation Ø in mm: 6

Conductor resistance: 90 Ohm/Km
Shield resistance: 25 Ohm/Km
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9432B     Black microphone cable double isolation, 100 m on spool    

 MCD-224   

 Conductor drains Ø mm: OFC 20 x 0,12
Conductor insulation: PE
Conductor insulation: 1,4 (Ø in mm)
Filler material: -
1st shield: OFC braided
2nd shield: -
Outer isolation: PVC black
Outer isolation Ø in mm: 2 x 4

Conductor resistance: 80 Ohm/Km
Shield resistance: 25 Ohm/Km
Capacity Inner conductor: 65 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 82 pF/m
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 100 Ohm 

   D9422U     Dual line cable, 100 m on spool    

 Black 
   D9431B   

 Blue 
   D9431U   

 Red 
   D9431R   

 Green 
   D9431G   

 Yellow 
   D9431Y   

 Black 
   D9432B   

 Blue 
   D9432U   

 Red 
   D9432R   

 Green 
   D9432G   

 Yellow 
   D9432Y   

 MC-205   

 Conductor drains Ø mm: OFC 10 x 0,10
Conductor insulation: PE red+white
Conductor insulation: 1,0 (Ø in mm)
Filler material: -
1st shield: OFC twisted 
 40 x 0,12
2nd shield: -
Outer isolation: PVC matte black
Outer isolation Ø in mm: 5

Conductor resistance: 160 Ohm/Km
Shield resistance: -
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: -
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9434B     Mic/line cable, 100 m on spool    

 MC-206   

 Conductor drains Ø mm: OFC 10 x 0,10
Conductor insulation: PE red+blue
Conductor insulation: 1,0 (Ø in mm)
Filler material: -
1st shield: OFC twisted 
 40 x 0,12
2nd shield: -
Outer isolation: PVC black
Outer isolation Ø in mm: 6

Conductor resistance: 160 Ohm/Km
Shield resistance: -
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: -
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9435B     Mic/line cable, 100 m on spool    
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 AV-84   

 Conductor drains Ø mm: OFC 20 x 0,12
Conductor insulation: PE red 
 + transparent 
 + yellow + blue
Conductor insulation: 1,3 (Ø in mm)
1st shield: OFC twisted 
 32 x 0,12
2nd shield: -
Outer isolation: PVC dark blue
Outer isolation: 4 x 4 (Ø in mm)

Conductor resistance: 80 Ohm/Km

Shield resistance: 50 Ohm/Km
Cap. Inner conduct. 
Shield/Inner conduct.: 160 pF/m
Working temperature: -20~60 °C 
 (min./max.)
Working Voltage over� ash: 30V
Nom Impedance: 35 Ohm

Attenuation:
10 MHz: 0,02480 / 90 MHz: 0,28000 / 100 
MHz: 0,28530 / 220 MHz: 0,55350 / 470 MHz: 
1,33130 / 770 MHz: 2,21180 / 1000 MHz: 
3,0271 

   D9403     4-way Audio/Video Cable A-symmetric 75 Ohm 100 m on spool    

 AV-48   

 Conductor drains Ø mm: OFC 20 x 0,12
Conductor insulation: PE red 
 + transparent
Conductor insulation Ø mm: 1,3
1st shield: OFC twisted 
 32 x 0,12
2nd shield: -
Outer isolation: PVC dark blue
Outer isolation Ø mm: 2x4

Conductor resistance: 80 Ohm/Km

Shield resistance: 50 Ohm/Km
Cap. Inner conduct. 
Shield/Inner conduct.: 160 pF/m
Working temperature: -20~60 °C 
 (min./max.)
Working Voltage over� ash: 30V
Nom Impedance: 35 Ohm

Attenuation:
10 MHz: 0,02480 / 90 MHz: 0,28000 / 100 
MHz: 0,28530 / 220 MHz: 0,55350 / 470 MHz: 
1,33130 / 770 MHz: 2,21180 / 1000 MHz: 
3,0271 

   D9402     Audio/Video Cable A-symmetric 75 Ohm 100 m on spool    

 AV-36   

 Conductor drains Ø mm: OFC 20 x 0,12
Conductor insulation: PE red 
 + transparent
Conductor insulation Ø mm: 1,3
1st shield: OFC twisted 
 32 x 0,12
2nd shield: -
Outer isolation: PVC dark blue
Outer isolation Ø mm: 2 x 3

Conductor resistance: 80 Ohm/km

Shield resistance: 50 Ohm/km
Cap. Inner conduct. 
Shield/Inner conduct.: 160 pF/m
Working temperature: -20~60 °C 
 (min./max.)
Working Voltage over� ash: 30V
Nom Impedance: 35 Ohm

Attenuation:
10 MHz: 0,02480 / 90 MHz: 0,28000 / 100 
MHz: 0,28530 / 220 MHz: 0,55350 / 470 MHz: 
1,33130 / 770 MHz: 2,21180 / 1000 MHz: 
3,0271 

   D9401     Audio/Video Cable A-symmetric 75 Ohm 100 m on spool    

 LC-126   

 Conductor drains Ø mm: OFC 7 x 0,20
Conductor insulation: PE transparent
Conductor insulation: 2,4 (Ø in mm)
Filler material: -
1st shield: Conductive plastic
2nd shield: OFC 50 x 0,14
Outer isolation: PVC black, red, 
 blue
Outer isolation Ø in mm: 6

Conductor resistance: 80 Ohm/Km
Shield resistance: 25 Ohm/Km
Capacity Inner conductor: -
Cap. Inner conduct. 
Shield/Inner conduct.: 65 pF/m
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 50 Ohm 

   D9411B     Black line cable a-symmetric, 100 m on spool    
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 Media-Flex 523   

 250M on spool, price p/m
Video cable (5x)
Conductor drains: OFC 0,58
Conductor insulation: PE
Conductor insulation: 3,71 mm
Conductor resistance: 65 Ohm/km
Outer insulation: PVC 4,2 mm
Impedance: 75 Ohm
Attenuation: 10 MHz - 0,02270
 90 MHz - 0,18650
 100 MHz - 0,19060
 220 MHz - 0,30640
 470 MHz - 0,76580
 770 MHz - 0,96420
 1000 MHz - 1,6122

Audio cable (2x)
Conductor drains: OFC 20 x 0,10
Conductor insulation: PE red + white 
Conductor insulation: 1,3 mm
Filler material: paper
1st shield: twisted copper 
 NF 96 x 0,10
Outer isolation: Black
Outer diameter: 22mm
Conductor resistance: 80 Ohm /km
Shield resistance: 30 Ohm /km
Capacity inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Impedance: 110 Ohm

Power cable
Conductor drains: 3 x 1,5 mm2
Conductor insulation: PVC Black
Working Temperature: -20 - +50 degree
Voltage over� ash: 30V 

   D9474     Power+ 2 x Audio+ 5 x Coax.    

 Media-Flex 113   

 250M on spool price p/m
Video cable (1x)
Conductor drains: OFC 0,58
Conductor insulation: PE
Conductor insulation: 3,71 mm
Conductor resistance: 65 Ohm/Km
Outer insulation: PVC 4,2 mm
Impedance: 75 Ohm
Attenuation: 10 MHz - 0,02270
 90 MHz - 0,18650
 100 MHz - 0,19060
 220 MHz - 0,30640
 470 MHz - 0,76580
 770 MHz - 0,96420
 1000 MHz - 1,6122

Audio cable (1x)
Conductor drains: OFC 20 x 0,10
Conductor insulation: PE red + white 
Conductor insulation: 1,3 mm
Filler material: paper
1st shield: twisted copper 
 NF 96x0,10
Outer isolation: Black
Conductor resistance: 80 Ohm /Km
Shield resistance: 30 Ohm /km
Capacity inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Impedance: 110 Ohm

Power cable
Conductor drains: 3 x 1,5 mm2
Conductor insulation: PVC Black
Working Temperature: -20 - +50 degree
Voltage over� ash: 30V 

   D9472     Power+Audio+Coax.    
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 Studio Multicore / single shielded  
 The DAP audio mulitpairs are extremely � exible and rugged, suitable for very dif� cult 
environments, Studio, Stage and above all  “on the road” use. The inner conductors are double 
colour coded and shielded with alufoil, each pair is XLPE Isolated and numbered.

• Single shielded multicable
• colour coded
• Tough, roadproof quality
• Each pair OFC-copper shielded

1. Masterjacket: Dark blue � exible roadproof PVC
2. Separator: Twistet cotton paper
3. Pairjacket: Numbered dark-blue PVC 3 mmØ
4. Pairshield: Silvercoatet Alufoil
5. Conductor insulation: Polyethelene red and white 1mmØ
6. Inner conductor: Oxigene free copper 99,997 OFC
7. Earth drainwire: Tinned copper   

Each pair with alu-foil (OFC Copper), with exception of MK-3222.
Min. orderquantuty: 1m.
Max. on drum: 500m. 

1 2 3 4 5 6 7

 MK-422   

 Price p. m.
Max. 500m on spool
Number of pairs: 4
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 10mm PVC, dark blue
Minimal bending radius: ≥100
Weight (kg/100 m): 120 

   D9441     4 Pair Studio Multicore    

   D9441B     4 Pair Studio Multicore, Black jacket    

 MK-822   

 Price p. m.
Max. 500m on spool 
Single shielded
Number of pairs: 8
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue,(numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 13,5 mm PVC, dark blue
Minimal bending radius: ≥135
Weight (kg/100 m): 210 

   D9442     8 Pair Studio Multicore    

   D9442B     8 Pair Studio Multicore, Black jacket    

 MK-1222   

 Price p. m.
Max. 500m on spool
Single shielded
Number of pairs: 12
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 15mm PVC, dark blue
Minimal bending radius: ≥150
Weight (kg/100 m): 300 

   D9443     12 Pair Studio Multicore    

   D9443B     12 Pair Studio Multicore, Black jacket    
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 MK-1622   

 Price p. m.
Max. 500m on spool
Single shielded
Number of pairs: 16
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 18,5mm PVC, dark blue
Minimal bending radius: ≥185
Weight (kg/100 m): 400 

   D9444     16 Pair Studio Multicore    

   D9444B     16 Pair Studio Multicore, Black jacket    

 MK-2022   

 Max. 500m on spool
Number of pairs: 20
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 18,5mm PVC, dark blue
Minimal bending radius: ≥185
Weight (kg/100 m): 545 

   D9445     20 Pair Studio Multicore, single shielded, price p. m.    

   D9445B     20 Pair Studio Multicore, single shielded, price p. m., Black jacket    

 MK-2422   

 Max. 500m on spool
Number of pairs: 24
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 22mm PVC, dark blue
Minimal bending radius: ≥220
Weight (kg/100 m): 655 

   D9446     24 Pair Studio Multicore, single shielded, price p. m.    

   D9446B     24 Pair Studio Multicore, single shielded, price p. m., Black jacket    

 MK-3222   

 Max. 500m on spool
Number of pairs: 32
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 25,5mm PVC, dark blue
Minimal bending radius: ≥255
Weight (kg/100 m): 800 

   D9448     32 Pair Studio Multicore, single shielded, price p. m.    

   D9448B     32 Pair Studio Multicore, single shielded, price p. m., Black jacket    

 MK-2822   

 Max. 500m on spool
Number of pairs: 28
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 24,5mm PVC, dark blue
Minimal bending radius: ≥245
Weight (kg/100 m): 770 

   D9447     28 Pair Studio Multicore, single shielded, price p. m.    
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 MK-3622   

 Max. 500m on spool
Number of pairs: 36
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: 26,5mm PVC, dark blue
Minimal bending radius: ≥265
Weight (kg/100 m): 880 

   D9449     36 Pair Studio Multicore, single shielded, price p. m.    

 MK-4822   

 Max. 500m on spool
Number of pairs: 48
Conductor insulation Ø in mm: HDPE Red/Black 1,0 mm
Pair jacket diameter in mm: 1,5 mm clear plastic foil
Pair Shield: Alufoil + tinned drainwire
Master jacket diameter: 22,3 mm 

   D9450     48 pair Studiomulticore, price p. m.    

 Multicore Cables 
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 Pro Multicore / double shielded  
 The DAP audio Pro-Core Multicable: professional features and top-notch materials have be-
come a standard in this productline. But the DAP-engineers knew there was some room left 
for improvements: the Pro-core line is now also AES-EBU compliant. Designed for tough “on-
the-road” use, so extremely well suited for rental companies, and the professional demanding 
“power-user” who needs a good solid multicore that is also suf� ciently shielded. Features: 
tough but � exible, double shielded for more protection and less noise, good for outdoor use, 
even under hard circumstances and in all weatherconditions. 

1. Masterjacket: Dark blue � exible roadproof PVC
2. Mastershield: Braided tinned copper
3. Pairjacket: Numbered dark-blue PVC 3 mmØ
4. Pairshield: Silvercoatet Alufoil
5. Conductor insulation: Polyethelene red and white 1mmØ
6. Inner conductor: Oxigene free copper 99,997 OFC
7. Earth drainwire: Tinned copper   

• Double shielded multicable
• colour coded
• Tough, roadproof quality
• Each pair OFC-copper shielded

Each pair: alu-foil / drainwire-shielded and total: 
tinned copper braided shield.
Min. orderquantuty: 1m.
Max. on drum: 500m. 

1 2 3 4 5 6 7

 MK-432   

 Price p. m.
Max. 500m on spool
Number of pairs: 4
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 10,8
Master Shield: braided tinned copper
Minimal bending radius: ≥11 mm
Weight (kg/100 m): 17 

   D9451     4 Pair Stage Multicore, double shielded    

   D9451B     4 Pair Stage Multicore, double shielded, Black jacket    

 MK-832   

 Price p. m.
Max. 500m on spool
Number of pairs: 8
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 13,5
Master Shield: braided tinned copper
Minimal bending radius: ≥13,5 mm
Weight (kg/100 m): 27 

   D9452     8 Pair Stage Multicore, double shielded    

   D9452B     8 Pair Stage Multicore, double shielded, Black jacket    

 MK-1232   

 Price p. m.
Max. 500m on spool
Number of pairs: 12
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 16,5
Master Shield: braided tinned copper
Minimal bending radius: ≥15 mm
Weight (kg/100 m): 38 

   D9453     12 Pair Stage Multicore, double shielded    

   D9453B     12 Pair Stage Multicore, double shielded, Black jacket    
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 MK-1632   

 Price p. m.
Max. 500m on spool
Number of pairs: 16
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 17,5
Master Shield: braided tinned copper
Minimal bending radius: ≥17,5 mm
Weight (kg/100 m): 47 

   D9454     16 Pair Stage Multicore, double shielded    

   D9454B     16 Pair Stage Multicore, double shielded, Black jacket    

 MK-2032   

 Price p. m.
Max. 500m on spool
Number of pairs: 20
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 21,5
Master Shield: braided tinned copper
Minimal bending radius: ≥21,5 mm
Weight (kg/100 m): 58 

   D9455     20 Pair Stage Multicore, double shielded    

   D9455B     20 Pair Stage Multicore, double shielded, Black jacket    

 MK-2432   

 Price p. m.
Max. 500m on spool
Number of pairs: 24
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 22,5
Master Shield: braided tinned copper
Minimal bending radius: ≥22,5 mm
Weight (kg/100 m): 78 

   D9456     24 Pair Stage Multicore, double shielded    

   D9456B     24 Pair Stage Multicore, double shielded, Black jacket    

 MK-2832   

 Price p. m.
Max. 500m on spool
Number of pairs: 28
Conductor insulation Ø in mm: PE, red+white, 1,0
Pair jacket Ø in mm: PVC blue, (numbered), 3,0
Pair shield: Alufoil + tinned drainwire
Master jacket Ø in mm: PVC, dark blue, 25,5
Master Shield: braided tinned copper
Minimal bending radius: ≥22,5 mm
Weight (kg/100 m): 81 

   D9457     28 Pair Stage Multicore, double shielded    

   D9457B     28 Pair Stage Multicore, double shielded, Black jacket    
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 MK-SPIN   

 Conductor drains Ø mm: OFC 18 
 x 0,10 
Conductor insulation: PE red+white
Conductor insulation: 1,0 (Ø in mm)
Filler material: -
1st shield: alufoil + tinned 
 drainwire 7 x 0,18
2nd shield: -
Outer isolation: PVC dark blue
Outer isolation: 3 (Ø in mm)

Conductor resistance: 160 Ohm/Km
Shield resistance: -
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: -
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9421U     Mic/line cable, 100 m on spool    

 PSC-211   

 500M on spool price p/m
Conductor drains Ø mm: OFC 20 x 0,10 
 (NF) & 3 x 1,5
 (power)
Conductor insulation: PE red+black &
 PVC black (power)
Conductor insulation Ø: 1,3 mm (NF)
Filler material: paper
1st shield: twisted copper NF 
 96 x 0,10
2nd shield: -
Outer isolation: PVC 11mm, 
 matte blue

Conductor resistance: 80 Ohm/Km
Shield resistance: 30 Ohm/Km
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Working temperature: -20~60 °C (min./
max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9482     Power/Signal Cable, price per m    

   D9482B     Power/Signal Cable, price per m, Black jacket    

 PMC-216   

 500M on spool price p/m
Conductor drains Ø mm: OFC 20 x 0,10 
 (NF) & 3 x 1,5 
 (power)
Conductor insulation: PE red+white & 
 PVC black (power)
Conductor insulation Ø: 1,3 mm (NF) & 
 3,7 mm (power)
Filler material: paper+cotton yarn
1st shield: twisted tinned 
 copper NF 96 
 x 0,10
2nd shield: -

Outer isolation: PVC 15mm, 
 matte blue
Conductor resistance: 80 Ohm/Km
Shield resistance: 30 Ohm/Km
Capacity Inner conductor: 60 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 78 pF/m
Working temperature: -20~60 °C 
 (min./max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9481     AUDIO Power/Signal Cable, price per m    

   D9481B     AUDIO Power/Signal Cable, price per m, Black jacket    

 LED Control Cable 5x0,75mm2   

 Conductor drains Ø mm: 5x0,75mm2
Conductor constructions strands: 5x24/0.2mm
Conductor insulation Ø mm:  PVC 5xØ1,8mm (Red, Green,Blue,White, Black)
Conductor resistance Ohm/m: 0.03
Outer insulation: PVC Ø6,5mm
Working temperature: / -10° ~  60° (min./max.)
Length: 25m 

   D9476     25mtr    

   D9477     50mtr    

   D9478     100mtr    
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 SPE-215   

 Conductor drains Ø mm: 2x1.5mm2
Conductor construction strands: 2x7/14/0.14mm
Conductor resistance Ohm/m: 0.014Ohm
Outer insulation: PVC 2xØ3.2 mm
Working temperature: -10~60°C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 500M on spool 

   D9102500     Speakercable 2 x 1,5 mm, 500 m on spool    

   D9102     Speakercable 2 x 1,5 mm, 100 m on spool    

 SPE-225   

 Conductor drains Ø mm: 2x2.5mm2
Conductor construction strands: 2x7/24/0.14mm
Conductor resistance Ohm/m: 0.01
Outer insulation: PVC 2xØ4.0 mm
Working temperature: -10~60°C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 500M on spool 

   D9103500     Speakercable 2 x 2,5 mm, 500 m on spool    

   D9103     Speakercable 2 x 2,5 mm, 100 m on spool    

 SPC-225   

 Conductor drains Ø mm: OFC 2 x 2,5
Conductor construction strands: 2 x 7 x 30 x 0,14 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,01
Outer insulation: PVC 7,7 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100 m on spool 

   D9203     Stage Speakercable 2 x 2,5 mm, 100 m on spool    

   D9203B     Stage Speakercable 2 x 2,5 mm, 100 m on spool, Black jacket    

 SPE-275   

 Conductor drains Ø mm: OFC 2 x 0,75
Conductor construction strands: 2 x:  49 x 0,14 Ø
Conductor insulation Ø in mm: PVC 2 x 2,8
Conductor resistance Ohm/m: 0,03
Outer insulation: 2,8 x 5,6 (PVC black & black/red)
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100 m on spool 

   D9101     Speakercable 2 x 0,75 mm, 100 m on spool    

 SPE-240 Speaker Cable   

 Conductor drains Ø mm: 2x4.0mm2
Conductor construction strands: 2x7/50/0.12mm
Conductor insulation Ø in mm:
Conductor resistance Ohm/m: 0.006Ohm
Outer insulation: PVC 2xØ4.5 mm
Working temperature: -10~60°C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100M on spool 

   D9104     100 m spool    

 Speaker Cables 
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 SPC-240   

 Conductor drains Ø mm: OFC 2 x 4
Conductor construction strands: 2 x 7 x 50 x 0,12 Ø
Conductor insulation Ø in mm: 8,5 PE
Conductor resistance Ohm/m: 0,006
Outer insulation: PVC 9,5 mm Ø matte grey
Working temperature: -10 ~ 60 °C ( min. / max.)
Voltage over-� ash: 250V
Minimum order length: 50 m on spool 

   D9206     Speakercable, 50 m on spool    

 SPK-275   

 Conductor drains Ø mm: OFC 2 x 0,75
Conductor construction strands: 2 x 49 x 0,14 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,03
Outer insulation: PVC 6,5 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100m on spool 

   D9201     Stage Speakercable 2 x 0,75 mm, 100 m on spool    

   D9201B     Stage Speakercable 2 x 0,75 mm, 100 m on spool, Black jacket    

 SPK-215   

 Conductor drains Ø mm: OFC 2 x 1,5
Conductor construction strands: 2 x 7 x 20 x 0,12 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,014
Outer insulation: PVC 8 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100 m on spool 

   D9202     Stage Speakercable 2 x 1,5 mm, 100 m on spool    

   D9202B     Stage Speakercable 2 x 1,5 mm, 100 m on spool, Black jacket    

 SPK-225   

 Conductor drains Ø mm: OFC 2 x 2,5
Conductor construction strands: 2 x 7 x 30 x 0,12 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,01
Outer insulation: PVC 9 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 100 m on spool 

   D9204     Stage Speakercable 2 x 2,5 mm, 100 m on spool    

   D9204B     Stage Speakercable 2 x 2,5 mm, 100 m on spool, Black jacket    

 SPK-240   

 Conductor drains Ø mm: OFC 2 x 4
Conductor construction strands: 2 x 7 x 50 x 0,12 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,006
Outer insulation: PVC 10 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 50 m on spool 

   D9205     Stage Speakercable 2 x 4 mm, 50 m on spool    

   D9205B     Stage Speakercable 2 x 4 mm, 50 m on spool, Black jacket    

 Speaker Cables 
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 SPK-645   

 Conductor drains Ø mm: 4 x 4 mm OFC; 2 x 2,5 mm OFC
Conductor construction strands: 4 x 7 /50 /0,12 Ø;  2 x 7/30/ 0,12Ø
Conductor insulation Ø in mm: Ø4,3 mm;  Ø3,4 mm  PE
Conductor resistance Ohm/km: 3,136 Ohm/km; 5,43 Ohm/km
Outer insulation: PVC  Ø18 mm  matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 50 m on spool 

   D9303     Stage Multi Speakercable 4 x 4 mm + 2 x 2,5 mm, 50 m on spool    

 SPK-440   

 Conductor drains Ø mm: OFC 4 x 4
Conductor construction strands: 4 x 7/50/ 0,12
Conductor insulation Ø in mm: Ø4,3 PE
Conductor resistance Ohm/km: 3,136 Ohm/km
Outer insulation: PVC 16 mm Ø matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 50 m on spool 

   D9302     Stage Multi Speakercable 4 x 4 mm, 50 m on spool    

   D9302B     Stage Multi Speakercable 4 x 4 mm, 50 m on spool, Black jacket    

 SPK-825   

 Conductor drains Ø mm: OFC 8 x 2,5mm
Conductor construction strands: 8 x 7/ 72/ 0,08mm
Conductor insulation Ø in mm: Ø3,2mm PE
Conductor resistance Ohm/km: 5,1 Ohm/km
Outer insulation: PVC Ø16mm matte blue
Working temperature: -10~60 °C (min. / max.)
Voltage over� ash: 250V
500m on spool, price p/m 

   D9304     Stage Multi Speakercable 8 x 2,5 mm, price per m    

   D9304B     Stage Multi Speakercable 8 x 2,5 mm, price per m, Black jacket    

 SPK-425 MKII   

 Conductor drains Ø mm: OFC 4 x 2,5
Conductor construction strands: 7 x 72 x 0,08 Ø
Conductor insulation Ø in mm: PE
Conductor resistance Ohm/m: 0,01
Outer insulation: PVC 13 mm Ø matte blue
Working temperature: -10 ~ 60 °C (min. / max.)
Voltage over� ash: 250V
Minimum order length: 50 m on spool 

   D9305     Stage Speakercable 4 x 2,5 mm Twist protection, 50 m on spool    

   D9305B     Stage Speakercable 4 x 2,5 mm Twist protection, 50 m on spool, 
 Black jacket    

 Speaker Cables 
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 DIG-110 AES-EBU   

 Conductor drains Ø mm: OFC 18 x 0,10
Conductor insulation: FPE red+white
Conductor insulation: 1,9 (Ø in mm)
Filler material: paper + cotton
 yarn
1st shield: OFC braided 
 128 x 0,12
2nd shield: -
Outer isolation: PVC black+blue
Outer isolation Ø in mm: 6

Conductor resistance: 130 Ohm/Km
Shield resistance: 12.5 Ohm/Km
Capacity Inner conductor: 35 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 52 pF/m
Working temperature: -20~60 °C 
 (min. / max.)
Working Voltage over� ash: 30V
Nom Impedance: 110 Ohm 

   D9433B     Black 110 Ohm Digital Cable, 100 m on spool    

 Blue 
   D9433U   

 Black 
   D9433B   

 Flexible CAT-5 + Powercable 3x1,5mm2   

 Powercable
Conductor drains mm:  48/0,20 OFC, total 3x 1,5mm2
Conductor insulation:  105deg C PVC 3.0mm Brown, Blue, Yellow/Green
Jacket:  Blue PVC Cat 5E Cable
Conductor:  7/0,16 Bare Copper
Insulation:  DHPE 0,95, 4 pairs
Shield:  Al foil, 12mm
Jacket:  PVC Jacket 

   D9412     100 m on spool    

 Flexible CAT-5e cable Reel   

 Conductor drains Ø mm: Ø 0.60mm Bare copper
Conductor insulation: high denisity PE
Conductor insulation Ø in mm: Ø1.02 mm ± 0.03mm
Conductor resistance Ohm/m: 0.0784 Ohm/m
Outer insulation: Ø 5.5 mm
Working temperature: min :-30°C , max : 60°C
Voltage over� ash: max: 30V
Nominal impedance: 100 Ohm 

   D9409     100 m    

   D9409B     100 m spool, Black jacket    

 Cat-Flex   

 Conductor drains mm: 0,2 4 pair with cotton yard
Conductor insulation: PE
Conductor insulation: 1,1 (in mm)
Middle insulation: Matte Blue PVC
Middle insulation in mm: 6,0
Outer insulation: Matte Blue PVC
Outer insulation in mm: 7,6 

   D9410     Flexible CAT-5 cable, 100m on spool    

 Dig-Quad   

 Conductor drains Ø mm: OFC
Conductor insulation: LDPE white + red 
 + yellow + black
Conductor insulation: 1,6 (Ø in mm)
Filler material: paper
1st shield: braided tinned
 copper
 7 x 14 x 0,12
2nd shield: -
Outer isolation: PVC matte black
Outer isolation Ø in mm: 7

Conductor resistance: 130 Ohm / km
Shield resistance: 12,5 Ohm / km
Capacity Inner conductor: 35 pF/m
Cap. Inner conduct. 
Shield/Inner conduct.: 52 pF/m
Working temperature: -20 ~ 60 °C 
 (min./max.)
Working Voltage over� ash: 30V
Nom impedance: 110 Ohm
Length: 100 m 

   D9471     DMX Quad 4pole digital cable    

 Data Cables 
 CABLES ON SPOOL 
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Bulgin Connectors

 19p male straight plug Long 

   90797      Black, PG29 
 19 pin male cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25 A nominal current
cable entry: 14-25mm
dimensions: 65 x 134mm 

 19p male straight plug Short 

   90796      Black, PG36 
 19 pin male cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25 A nominal current
cable entry: 22-32mm
dimensions: 65 x 100mm 

 19p male straight plug Short 

   90795      Black, PG29 
 19 pin male cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25 A nominal current
cable entry: 14-25mm
dimensions: 65 x 97mm 

 19p female extender Long 

   90792      Black, PG29 
 19 pin female cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
cable entry: 14-25mm
dimensions: 65 x 127mm 

 19p female extender Short 

   90791      Black, PG36 
 19 pin female cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
cable entry: 22-32mm
dimensions: 65 x 94mm 

 19p female extender Short 

   90790      Black, PG29 
 19 pin female cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
cable entry: 14-25mm
dimensions: 65 x 90mm 
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 19p male receptacle black 

   90799       
 19 pin male chassis connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
mounting holes: 41 x 41 mm
dimensions: 56 x 56 x 27mm 

 19p male straight plug Long 

   90798      Black, PG36 
 19 pin male cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25 A nominal current
cable entry: 22-32mm
dimensions: 65 x 144mm 

 19p female receptacle black 

   90794       
 19 pin female chassis connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
mounting holes: 41 x 41 mm
dimensions: 56 x 56 x 26mm 

 19p female extender Long 

   90793      Black, PG36 
 19 pin female cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current
cable entry: 22-32mm
dimensions: 65 x 137mm 

 Assembly tool extender 

   90788      Male/Female 
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Bulgin Connectors

 Socapex 19 Pin female chassis connector 

   90782       
 19 pin female chassis connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current 

 Socapex 19 Pin female cable connector 

   90781       
 19 pin female cable connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current 

 Socapex 19 Pin female cable connector PG29 IP67 

   90785       
 19 pin female cable connector PG29 
waterproof IP67 rated, metallic backshell
built in double insulation
65 mm diameter, 140 mm length
100% compatible with Socapex 419AR range 

 Socapex 19 Pin male cable connector PG29 IP67 

   90784       
 19 pin male cable connector
PG29 waterproof IP67 rated
metallic backshell, double insulation
65 mm diameter, 140 mm length
100% compatible with Socapex 419AR range 

 Socapex 19 Pin male cable connector 

   90780       
 19 pin male cable connector
25 A nominal current
aluminium alloy moulded shell
gold plated copper alloy machined contacts 

 Socapex 19 Pin male chassis connector 

   90783       
 19 pin male chassis connector
aluminium alloy moulded shell
gold plated copper alloy machined contacts
25A nominal current 

 Bulgin Chassis Female 

   90407       

 Ampere: 6A max. 
Voltage: 250V AC (per pin) 

 Panel mount female circular connector compliant 
with RoHs standard, 4.8 mm tab/solder terminals, 
8 poles brass tin plated 6A, 250V a.c. (per pin), 
operating temperature range -20 degree to +70 
degree, moulding glass � lled nylon black. 

 Bulgin Female connector 

   90408       

 Ampere: 6A max. 
Voltage: 230V 

 Flex mount female circular connector compliant with 
RoHs standard, screw or solder terminals, 8 poles 
brass tin plated 6A, 250V a.c. (per pin), operating 
temperature range -20 degree to 70 degree, 
moulding glass � lled nylon black. 

 Bulgin Male connector 

   90404       

 Ampere: 6A max. 
Voltage: 230V 

 Flex mount male circular connector compliant with 
RoHS standard, screw terminals, 8 poles brass nickel 
plated 6A, 250V a.c. (per pin), operating temperature 
range -20 degree to +70 degree, moulding glass 
� lled nylon black. 

 Bulgin Chassis Male 

   90411       
 Ampere: 6A max. 
Voltage: 230V 
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CEE Connectors 4 Pin, 16A 110V
 CEE 16A 110V 4p Plug Male 
   91311      Yellow, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + E
Ground Lug position: 4h
Network type: 110VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 128g 

 CEE 16A 110V 4p Socket Male 
   91313      Yellow, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
� xing center)
Poles description: 3P + E
Ground Lug position: 4h
Network type: 110VAC
Wire connection: 1-2,5mm
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 101g 

 CEE 16A 110V 4p Plug Female 
   91312      Yellow, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + E
Ground Lug position: 4h
Network type: 110VAC
Wire connection: 1-2,5mm
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 161g 

 CEE 16A 110V 4p Socket Female 
   91314      Yellow, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
� xing center)
Poles description: 3P + E
Ground Lug position: 4h
Network type: 110VAC
Wire connection: 1-2,5mm
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 127g 
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240V Connectors
 PVC Schuko Connector Male 

   90405       
 Ampere: 16A max. / 10A cont.
Voltage: 230V/240V 

 Rubber Schuko 230V/240V Connector Male 

   90401      Black housing - CEE7/VII 
 Ampere: 16A Max.
Weather protection: IP44
According to: CEE7/VII, DIN 49440/441
System: 2-pins with standard 
 earth connection/earth pin
Weight: 0,105 kg 

 Rubber Connector Male CEE 7/VII 

   90397       
 Ampere: 16A max.
Voltage: 250Vmax.
IP: 44
Connection: max 2,5mm2 

 Rubber Schuko Connector Male 

   90390       
 Voltage: 230V/240V 

 PVC Schuko Connector Female 

   90406       
 Ampere: 16A max. / 10A cont.
Voltage: 240V 

 Rubber Schuko 230V/240V Connector Female 

   90402       
 Ampere: 16A max. / 10A cont.
Voltage: 230V/240V 

 Rubber Connector Female CEE 7/VII 

   90396       
 Ampere: 16A max.
Voltage: 250Vmax.
IP: 44
Connection: max 2,5mm2 

 Rubber Schuko Connector Female 

   90391       
 Voltage: 230V/240V 

 Rubber Connector Female CEE 7/V 

   90409       
 Ampere: 16A max.
Voltage: 230V/240V 
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 Rubber Schuko 230V/240V CEE7/VII Connector Male 
 Material: Full rubber male schuko connector
Ampere: 16A
Voltage: 250V
System: Nickel-plated contacts, 
 2-pins with standard earth
Weather protection: IP44
According to: CEE7/VII 3x2.5mm2
 NEN1020, NBN C 61-112-1
Own weight: 120gr
Outer carton qty: 10pcs
Additional info: Designed for heavy industrial use, extremely 
 pressure resistant, dimensionally stable
 rubber lining and easy to install through 
 retractable pull relief. 

Colours:

   90398    Grey 
   90398G    Green 
   90398O    Orange 
   90398R    Red 
   90398U    Blue 
   90398Y    Yellow 

 Solid Rubber Connector Male 
   91301      PCE, Red, Dual Earth, IP44 
   91302      PCE, Black, Dual Earth, IP44 
 Outlet standard: Industrial
Housing Material: Rubber
Wire connection: 2,5mm2 max
Cable diameter: 6 – 13 mm
IP Rating: IP44
Dimensions: 134 x 42 mm
 

 Solid Rubber Connector Female 
   91305      PCE, Red, IP44 
   91306      PCE, Black, IP44 
 Outlet standard: Industrial
Housing Material: Rubber
Wire connection: 2,5mm2 max
Cable diameter: 6 – 13 mm
IP Rating: IP44
Dimensions: 139 x 70 mm
 

 Rubber Connector Female 
   91303      PCE, IP20 
   91304      PCE, IP44 
 Outlet standard: Events
Housing Material: Polyamid
Wire connection: 2,5mm2 max
Cable diameter: 6 – 10 mm
IP Rating: IP44
Dimensions: 94 x 52 mm
 

 Rubber Connector Male 
   91300      PCE, IP44 

 Outlet standard: Events
Housing Material: Polyamid
Wire connection: 2,5mm2 max
Cable diameter: 6 – 10 mm
IP Rating: IP44
Dimensions: 99 x 42 mm
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 Chassis 230V/240V VDE Connector 

 Dimensions: 50 x 65 x 5mm 

Colours:

   90413U    Blue 
   90413B    Black 
   90413R    Red 

Chassis Connectors

IEC Connectors

 IEC Euro Male Chassis 

   90436       
 Ampere: 10A max. / 6A cont.
Voltage: 230V/240V 

 IEC Euro Male Connector 

   90434       
 Ampere: 10A max. / 6A cont.
Voltage: 230V/240V 

 Chassis connectors with cover CEE 7/V 

   90410       
 Ampere: 16A max.
Voltage: 230V/240V
Dimensions: 50 x 63 x 37mm 

 Chassis connector with cover 

   90403       
 Ampere: 16A max. / 10A cont.
Voltage: 230V/240V
Dimensions: 50 x 62 x 40mm 

 IEC Euro Female Chassis 

   90437       
 Ampere: 10A max. / 6A cont.
Voltage: 230V/240V 

 IEC Euro Female Connector 

   90435       
 Ampere: 10A max. / 6A cont.
Voltage: 230V/240V 

 Chassis Conenctor with cover 

   91310      PCE, IP44 
  

 Chassis connector without cover 

   90438       
 Ampere: 16A max. / 10A cont.
Voltage: 230V/240V 
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Neutrik Powercon
 Neutrik Powercon Connector 

   NAC3FCB      Grey 
 Title NAC3FCB
Gender female
Coding A-type for power 
 inlet (color coding 
 blue) 
Contact resistance ≤ 3 mΩ (inner) 
Number of electronical contacts 2 + PE 
Rated current per contact 20A max
Rated maximum voltage 250 V ac
Locking device Quick Lock 
Temperature range -30 °C to +80 °C 

 Neutrik Chassis-output 

   NAC3MPB1      Grey 
 Title NAC3MPB1
Gender male 
Coding B-type for power 
 outlet (color coding 
 gray) 
Contact resistance ≤ 3 mΩ (inner) 
Number of electronical contacts 2 + PE 
Rated current per contact 20A max
Rated maximum voltage 250 V ac
Locking device Quick Lock 
Temperature range -30 °C to +80 °C 

 Neutrik Powercon Connector 

   NAC3FCA      Blue 
 Title NAC3FCA
Gender female
Coding A-type for power  
 inlet (color coding 
 blue) 
Contact resistance ≤ 3 mΩ (inner) 
Number of electronical contacts 2 + PE 
Rated current per contact 20A max
Rated maximum voltage 250 V ac
Locking device Quick Lock 
Temperature range -30 °C to +80 °C 

 Neutrik Chassis-input 

   NAC3MPA1      Blue 
 Title NAC3MPA1
Gender male
Coding A-type for power 
 inlet (color coding 
 blue) 
Contact resistance ≤ 3 mΩ (inner) 
Number of electronical contacts 2 + PE 
Rated current per contact 20A max
Rated maximum voltage 250 V ac
Locking device Quick Lock 
Temperature range -30 °C to +80 °C 

 MFD M3 Mounting frame 

   905311      for NAC3MPA & NAC3MPB 
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Powercon True1 Connectors
 Neutrik PowerCon True1 power-in 

   NAC3FXW      locking female connector 
 Title: NAC3FX
Gender: female
Contact resistance: ≤ 3 mΩ (inner) 
Number of electronical contacts: 2 + PE 
Rated current per contact: 16A max
Rated maximum voltage: 250 V ac
Cable Outside Diameter: 6 – 12 mm 
Wiresize: 1.0 – 2,5 mm2
Temperature range: -30 °C to +80 °C 

 Neutrik PowerCon True1 inlet connector 

   NAC3MPX      locking 16A mains connector 
 Title: NAC3MPX
Gender: male
Contact resistance: ≤ 3 mΩ (inner) 
Number of electronical contacts: 2 + PE 
Rated current per contact: 16A max
Rated maximum voltage: 250 V ac
Wiresize: 2,5 mm2
Temperature range: -30 °C to +80 °C
Optional Accessories: Sealing Cover 
SCNAC-MPX 

 Sealing Cover 

   SCNAC-FPX      for PowerCon True1 chassis outlet connector 
 Outside dimensions 46,5 x 46,5 mm 

 Sealing Cover 

   SCNAC-PX      for PowerCon True1 chassis in/outlet connector 
 Outside dimensions 72,0 x 47,0 mm 

 Neutrik PowerCon True1 power-out 

   NAC3MXW      locking male connector 
 Title: NAC3MX
Gender: male
Contact resistance: ≤ 3 mΩ (inner) 
Number of electronical contacts: 2 + PE 
Rated current per contact: 16A max
Rated maximum voltage: 250 V ac
Cable Outside Diameter: 6 – 12 mm 
Wiresize: 1.0 – 2,5 mm2
Temperature range: -30 °C to +80 °C 

 Neutrik PowerCon True1 outlet connector 

   NAC3FPX      locking 16A mains connector 
 Title NAC3FPX
Gender female
Contact resistance ≤ 3 mΩ (inner) 
Number of electronical contacts 2 + PE 
Rated current per contact 16A max
Rated maximum voltage 250 V ac
Wiresize 2,5 mm2
Temperature range: -30 °C to +80 °C
Optional Accessories: Sealing Cover 
SCNAC-FPX 

 Neutrik PowerCon True1 in/oulet connector 

   NAC3PX      locking 16A mains connector 
 Title: NAC3PX
Gender: male/female
Contact resistance: ≤ 3 mΩ (inner) 
Number of electronical contacts: 2 + PE 
Rated current per contact: 16A max
Rated maximum voltage: 250 V ac
Wiresize: 2,5 mm2
Temperature range: -30 °C to +80 °C
Optional Accessories: Sealing Cover 
SCNAC-PX 

 Sealing Cover 

   SCNAC-MPX      for PowerCon True1 chassis inlet connector 
 Outside dimensions 37,0 x 43,0 mm 
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 CEE 16A 240V 3p Wallmount Male 
   91360      Blue, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 120 x 71 x 76mm
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 173g 

 CEE 16A 240V 3p Wallmount Female 
   91361      Blue, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 142 x 85 x 97mm
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 226g 

 CEE 16A 240V 3p Plug Male 
   91319      Blue, IP44 
   91320      Black, IP44 
   913201      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 109g 

 CEE 16A 240V 3p Plug Female 
   91329      Blue, IP44 
   91330      Black, IP44 
   913301      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 134g 

CEE Connectors 3 Pin, 16A 240V

 CEE 16A 240V 3p Socket Male 
   91339      Blue, IP44 
   91340      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
 � xing center)
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 86g 

 CEE 16A 240V 3p Socket Female 
   913401      Blue, IP44 
   91350      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
 � xing center)
Poles description: 2P + E
Ground Lug position: 6h
Network type: 240VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 115g 
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CEE Connectors 4 Pin, 16A 400V

CEE Connectors 5 Pin, 16A 400V

 CEE 16A 400V 5p Wallmount Male 
   91380      Red, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 122 x 71 x 79mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 205g 

 CEE 16A 400V 5p Wallmount Female 
   91381      Red, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 145 x 85 x 104mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 259g 

 CEE 16A 400V 5p Plug Male 
   913211      Red, IP44 
   91321      Black, IP44 
   913212      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 8-16mm
IP Rating: IP44 conforming IEC 60529
Weight: 151g 

 CEE 16A 400V 4p Plug Female 
   91365      Red, IP44 
   91366      Black, IP44 
   91367      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 161g 

 CEE 16A 400V 4p Plug Male 
   91362      Red, IP44 
   91363      Black, IP44 
   91364      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 6-15mm
IP Rating: IP44 conforming IEC 60529
Weight: 128g 

 CEE 16A 400V 5p Plug Female 
   913311      Red, IP44 
   91331      Black, IP44 
   913312      Black, Turbo |Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
Cable entry: 8-16mm
IP Rating: IP44 conforming IEC 60529
Weight: 188g 

 CEE 16A 400V 5p Socket Male 
   913411      Red, IP44 
   91341      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
� xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 118g 

 CEE 16A 400V 4p Socket Male 
   91368      Red, IP44 
   91369      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
 � xing center)
Poles description: 3P + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 101g 

 CEE 16A 400V 5p Socket Female 
   913511      Red, IP44 
   91351      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
� xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 141g 

 CEE 16A 400V 4p Socket Female 
   91370      Red, IP44 
   91371      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm (56 x 56mm 
 � xing center)
Poles description: 3P + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 1-2,5mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 127g 
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CEE Connectors 5 Pin, 32A 400V
 CEE 32A 400V 5p Plug Female 
   913321      Red, IP44 
   91332      Black, IP44 
   913322      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
Cable entry: 12-22mm
IP Rating: IP44 conforming IEC 60529
Weight: 270g 

 CEE 32A 400V 5p Plug Male 
   913221      Red, IP44 
   91322      Black, IP44 
   913222      Black, Turbo Twist, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
Cable entry: 12-22mm
IP Rating: IP44 conforming IEC 60529
Weight: 232g 

 CEE 32A 400V 5p Wallmount Female 
   91356      Red, IP44 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 157 x 85 x 111mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 318g 

 CEE 32A 400V 5p Wallmount Male 

 Outlet standard: Industrial
Housing Material: PA6
Dimensions: 132 x 71 x 85mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
Cable entry: M25
IP Rating: IP44 conforming IEC 60529
Weight: 253g 

   91355      Red, IP44 

 CEE 32A 400V 5p Socket Male 
   913421      Red, IP44 
   91342      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm 
 (56 x 56mm � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 165g 

 CEE 32A 400V 5p Socket Female 
   913521      Red, IP44 
   91352      Black, IP44 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 70 x 70mm 
 (56 x 56mm � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 2,5-6mm2
Contacts: Brass
IP Rating: IP44 conforming IEC 60529
Weight: 206g 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 400V Connectors 
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 CEE 63A 400V 5p Plug Female 
   913331      Red, IP44 
   913332      Red, IP67 
   91333      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Brass
Cable entry: 15-36mm
IP Rating: IP44 conforming IEC 60529
Weight: 720g 

 CEE 63A 400V 5p Plug Male 
   913231      Red, IP44 
   913232      Red, IP67 
   91323      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Nickel-plated
Cable entry: 15-36mm
IP Rating: IP44 conforming IEC 60529
Weight: 621g 

 CEE 63A 400V 5p Socket Male 
   913333      Red, IP67 
   913334      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 100 x 100mm 
 (80 x 80mm � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Nickel-plated
IP Rating: IP67 conforming IEC 60529
Weight: 570g 

 CEE 63A 400V 5p Wallmount Male 
   913532      Red, IP67 

 Outlet standard: Industrial
Housing Material: PC/ABS
Dimensions: 271 x 118 x 175mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Nickel-plated
Cable entry: 2xM32 + M40
IP Rating: IP67 conforming IEC 60529
Weight: 914g 

 CEE 63A 400V 5p Socket Female 
   913531      Red, IP67 
   91353      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 100 x 100mm 
 (80 x 80mm � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Brass
IP Rating: IP67 conforming IEC 60529
Weight: 587g 

 CEE 63A 400V 5p Wallmount Female 
   913533       Red, IP67 

 Outlet standard: Industrial
Housing Material: PC/ABS
Dimensions: 213 x 118 x 173mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 6-16mm2
Contacts: Brass
Cable entry: 2x M32 + M40
IP Rating: IP67 conforming IEC 60529
Weight: 923g 

CEE Connectors 5 Pin, 63A 400V
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 CEE 125A 400V 5p Socket Male 
   913542      Red, IP67 
   913543      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 120 x 120mm (100 x 100mm 
 � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: Nickel-plated
IP Rating: IP67 conforming IEC 60529
Weight: 998g 

 CEE 125A 400V 5p Wallmount Female 
   91358      Red, IP67 

 Outlet standard: Industrial
Housing Material: PC/ABS
Dimensions: 322 x 162 x 205mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: Brass
Cable entry: 2x40mm + M63
IP Rating: IP67 conforming IEC 60529
Weight: 1852g 

 CEE 125A 400V 5p Socket Female 
   913541      Red, IP67 
   91354      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Flange: 120 x 120mm 
 (100 x 100mm � xing center)
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: Brass
IP Rating: IP67 conforming IEC 60529
Weight: 986g 

CEE Connectors 5 Pin, 125A 400V
 CEE 125A 400V 5p Plug Male 
   913241     Red, IP67 
   91324       Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: Nickel-plated
Cable entry: 23-50mm
IP Rating: IP67 conforming IEC 60529
Weight: 1169g 

 CEE 125A 400V 5p Plug Female 
   913341      Red, IP67 
   91334      Black, IP67 
 Outlet standard: Industrial
Housing Material: PA6
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: Brass
Cable entry: 23-50mm
IP Rating: IP67 conforming IEC 60529
Weight: 1266g 

 CEE 125A 400V 5p Wallmount Male 

 Outlet standard: Industrial
Housing Material: PC/ABS
Dimensions: 387 x 162 x 209mm
Poles description: 3P + N + E
Ground Lug position: 6h
Network type: 400VAC
Wire connection: 16-50mm2
Contacts: nickel-plated
Cable entry: 2x40mm + M63
IP Rating: IP67 conforming IEC 60529
Weight: 1834g 

   91357      Red, IP67 

 CABLES & CONNECTORS 
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 Schuko-Schuko Extension cable 
Length:

   90560    5 m/3 x 1,5 mm2 
   90561    10 m/3 x 1,5 mm2 
   90562    15 m/3 x 1,5 mm2 
   90563    20 m/3 x 1,5 mm2 

 Schuko/Schuko, 10A 230V Cable 
Length:

   90570    5 m/3 x 2,5 mm2 
   90571    10 m/3 x 2,5 mm2 
   90572    15 m/3 x 2,5 mm2 
   90573    20 m/3 x 2,5 mm2 

 Powercable Pro Power connector to Schuko 
Length:

   90600    1,5 m, 3x 1,5 mm2 
   90601    3 m, 3x 1,5 mm2 
   90602    6 m, 3x 1,5 mm2 
   90603    10 m, 3x 1,5 mm2 
   90604    20 m, 3x 1,5 mm2 

 Powercable Neutrik PowerCon/CEE 3P 16A 
Length:

   90585    3mtr, 3x2,5mm2, IP20 
   90586    6mtr, 3x2,5mm2, IP20 
   90587    10mtr, 3x2,5mm2, IP20 
   90588    25mtr, 3x2,5mm2, IP20 

 Extension Cable Schuko/Schuko Titanex with PCE 
Length:

   90501    5m, 3 x 2.5mm2 
   90502    10m, 3 x 2,5mm2 

   905021    15m, 3 x 2,5mm2 
   905022    20m, 3 x 2,5mm2 
   90503    25m, 3 x 2.5mm2 

 Ext. Cable Schuko/Schuko Titanex with PCE 
Length:

   90555    5m, 3 x 1.5mm2 
   90556    10m, 3 x 1.5mm2 
   90557    15m, 3 x 1.5mm2 
   90558    20m, 3 x 1.5mm2 
   90559    25m, 3 x 1.5mm2 

240V Extensioncords

 Powercable Neutrik Powercon M/F 
Length:

   90536    1,5 m, 3x 1,5 mm2 
   90537    3 m, 3x 1,5 mm2 
   90546    6 m, 3 x 1,5mm2 
   90547    10 m, 3x 1,5mm2 

 Neutrik Powercon Input Extensioncable 
Length:

   90538    3m 
   90539    6m 
   90540    10m 

 Powercable Neutrik Powercon to Schuko 
Length:

   90527    1,5 m, 3x 2,5 mm2 
   90528    3 m, 3x 2,5 mm2 
   90529    6 m, 3x 2,5 mm2 
   90525    10m, 3x 2,5 mm2 
   90526    20m, 3x 2,5 mm2 

 Powercable Neutrik Powercon True1 to Schuko 
Length:

   90471    1,5m, 3x 1,5mm2 
   90472    3m, 3x 1,5mm2 

 CABLES & CONNECTORS 
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 240V Extensioncords 
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 IEC Male to IEC Female 
Length:

   90468    0,5m 
   90469    0,75m 

 IEC Male to IEC Female 
Length:

   90465    1,5 m 
   90446    3 m 
   90466    6 m 

 Schuko to 2 IEC splitter 
Length:

   90442    Length: 3 m 

 Schuko to IEC splitter 3 way MKII 
Length:

   90457     

 Schuko to 3 IEC Splitter 
Length:

   90443    Length: 3 m 

 UK to IEC cable 
Length:

   90447    Length: 2 m 

 Schuko to IEC cable 
Length:

   90441    Length: 3 m 

240V Extensioncords
 Powercable Neutrik Powercon True1 M/F 

Length:

   90475    0,5m, 3x 1,5mm2 
   90476    1,5m, 3x 1,5mm2 
   90477    3m, 3x 1,5mm2 
   90478    5m, 3x 1,5mm2 

 Powercable True 1/CEE 3P 16A 
Length:

   90575    3mtr, 3x2,5mm2, IP44 
   90576    6mtr, 3x2,5mm2, IP44 
   90577    10mtr, 3x2,5mm2, IP44 
   90578    25mtr, 3x2,5mm2, IP44 

 Schuko to Neutrik Powercon splitter 3 way 
Length:

   90456     

 CABLES & CONNECTORS 
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400V Extensioncords

 Cable Reel 3 
Length:

   90592    With 30 m rubber 
cable 3 x 2,5 mm2 

   90593    With 50 m rubber 
cable 3 x 2,5 mm3 

 Cable Reel 5 
Length:

   90594    With 25 m rubber 
cable 5 x 2,5 mm2 

 Extension Cable, 3x 16A 380V 
Length:

   90510    5 m/5 x 2,5 mm2 
   90511    10 m/5 x 2,5 mm2 
   90512    25 m/5 x 2,5 mm2 
   90513    50 m/5 x 2,5 mm2 

 Extension Cable, 32A 415V, 5 x 6,0 mm2 
Length:

   90514    5 m 
   90515    10 m 
   90516    25 m 

 Extension Cable, 3 x 63A 380V 
Length:

   90541    10 m/5 x 10 mm2 
   90542    25 m/5 x 10 mm2 

 Extension Cable, 3x 32A 380V 
Length:

   90521    10 m/5 x 4 mm2 
   90522    25 m/5 x 4 mm2 
   90523    50 m/5 x 4 mm2 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 240V Extensioncords  / 400V Extensioncords



323

 LED Control Cable RGB 
Ordercode:

 Conductor drains Ø mm: 4x0,75mm2

Conductor construction strands: 4x24/0,2mm

Conductor insulation Ø in mm: PVC 4xØ2.4mm(Red,Blue,Green,Black)

Conductor resistance Ohm/m: 0.03

Outer insulation: PVC Ø7.6mm

Working temperature min. / max.: -10~60°C

Voltage over� ash: 250V

Minimum order length: 100M on spool 

   D9487      D9488      D9489   
 4x1,5mm2

4x30/0,25mm

PVC 4xØ3.05mm(Red,Blue,Green,Black)

0.014

PVC Ø9.5mm

-10~60°C

250V

100M on spool 

 4x2,5mm2

4x49/0.25mm

PVC 4xØ3.65mm(Red,Blue,Green,Black)

0.01

PVC Ø11.3mm

-10~60°C

250V

100M on spool 

Length:

   D9487    Spool 100m, 0,75mm2 

   D9488    Spool 100m, 1,5mm2 

   D9489    Spool 100m, 2,5mm2 

Power Multi-Cables
 Power Multicable 6 Pole male-female 

Length:

   FP0110    10 m, 6 x 1,5 mm2 

 Power Multicable 16 Pole male-female 
Length:

   FP035    5 m, 16 x 1,5 mm2 
   FP0310    10 m, 16 x 1,5 mm2 
   FP0315    15 m, 16 x 1,5 mm2 
   FP0320    20 m, 16 x 1,5 mm2 
   FP0325    25 m, 16 x 1,5 mm2 

 Powermulticable incl. Round Multipin Connectors 
Length:

   FP1110    10 m 
   FP1115    15 m 
   FP1120    20 m 

 Power Multicable 10 Pole male-female 
Length:

   FP0210    10 m, 10 x 1,5 mm2 
   FP0215    15 m, 10 x 1,5 mm2 

 240V Power Multicable 
Length:

   D9491    7 x 1,5 mm2, 
Black (P715) 

   D9492    14 x 1,5 mm2, 
Black (P1415) 

   D9493    18 x 1,5 mm2, 
Black (P1815) 

   D9496    14 x 2,5 mm2, 
Black (P1425) 

   D9497    18 x 2,5 mm2, 
Black (P1825) 

 Titanex Neopreen Cable 
Length:

   90201    100 m roll
3 x 1,5 mm2 

   90202    100 m roll/
3 x 2,5 mm2 

   90203    Minimal 1 m/
5 x 2,5 mm2 

   90204    Minimal 1 m/
4 x 1,5 mm2 

   90233    Minimal 1 m/
5 x 4 mm2 

   90234    Minimal 1 m/
5 x 6 mm2 

 Lineax Neopreen Cable 
Length:

   90237    100 m spool, 3 x 
2,5 mm2 

   90236    100 m spool, 3 x 
1,5 mm2 

   90235    per m, 5 x 
10 mm2 
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 2 + 2-way IP20 Multisocket 
   90463      1,5 m cable 3 x 1,5 mm2 

 Multisocket Schuko 4-way 
   90460      IP-20, 16A max. 

 Multisocket Schuko 5-way 
   90461      IP-20, 16A max. 

 3-Way Socket 
   90462      Black, 1,5 m cable 3 x 1,5 mm2 

 PowerBOX 4PG 
   90662      Empty 

 PowerBOX clamp 
   90659      set of 2 pcs 

 Powerport 5 
   50276      Powercon in, 5 Powercon Out 

 Powerport 3 
   50275      Powercon in, 3 Powercon Out 

 PowerBOX 4C 
   90663      1.5m, 3 x 2,5mm2 
   90664      3.0m, 3 x 2,5mm2 
   90665      6.0m, 3 x 2,5mm2 

 PowerBOX 3 
   90660      Built-in 2,4GHz W-DMX Receiver 

 PowerBOX 4 
   90661      Daisy-Chain 

240V Socketboxes

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 240V Socketboxes 
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 T-connect 2 Way 16/3, Plug 16/3 
   91220      CEE IP44 

 T-connect 2 Way 16/3, Cablegland 
   91222      CEE IP44 

 BO-6-PW 
   50290      5 Pins 380V to 6 Schuko’s 

 BO-6-PG 
   50289      6 Schuko’s with cable nut, 16A max. 

 T-connect 2 Way 16/3, Plug 16/3 
   91221      CEE IP67 

 T-connect 2 Way 16/3, Cablegland 
   91223      CEE IP67 

 BO-6-PWC 
   50299      CEE 16A to 6x CEE 16A 

 BO-6-S1 
   50287      6 Schuko’s and 1 x 16-pin connector 

 BO-8-S1 
   50281      8 Schuko’s and 1 x 16-pin connector 

 240V Socketboxes 

 Breakoutboxes 

 BO-8-S2 
   50282      8 Schuko’s and 2 x 16-pin connector 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 240V Socketboxes  / Breakoutboxes
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 DMX Booster Bar 4  
   50781     4 Channel DMX Booster 3 & 5p XLR 
 The Showtec DMX Booster Bar is an innovative and exclusive product designed by the engineers 
of Showtec and it is very suitable for all LED and DMX � xtures.
The DMX Booster Bar is a 4 channel sliding T-Bar. It has Neutrik Powercon input and Neutrik 
Powercon Output. It has 3 and 5 pole DMX input. It has total 4 pieces 3 and 5 pole DMX output 
and one DMX Link. Due to the build in booster each channel is insulated and boosted ensuring 
that all your � xtures are getting the best DMX signal possible. 

Technical Information 
 • Powercon Input 240V / 50Hz
• Powercon Output 240V / 50Hz
• Length: 150 cm
• 4 Power Outputs
• 4 DMX Outputs

• 3 and 5 Pole XLR Connectors
• DMX signal LED
• Power signal LED
• M-10 Sliding pro� le
• Spigot Adaptor 

Breakoutbars
 BreakoutBar 1 
   50291      16p.-in > 6 Schuko 

 BreakoutBar 3 
   50293      Splitter CEE 16A 5p. > Schuko 

 BreakoutBar 7 
   50297      Splitter CEE 16A 5p. > 2 x CEE 16A 5p. 

 BreakoutBar 2 
   50292      16p.-in > 6 Schuko 

 BreakoutBar 4 
   50294      Splitter CEE 16A 5p. > Schuko + CEE 16A 5p.-out 

 BreakoutBar 8 
   50298      Splitter CEE 32A 5p. > 2 x CEE 32A 5p. 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Breakoutbars 



327

Technical information:

 Dimensions: 265 x 110 x 80mm
Weight: 0,72 kg 

 CEE 16A - 3 x Schuko Splitter  
   90470      
  

Technical information:

 Input power connector: CEE 16 A male 
 5 pole connector
Max. power load: 3 x 16A
Output power connector: 3 pcs Schuko
IP rate: IP-44
Dimensions: 120 x 47 x 44 mm 
 (LxWxH)

This product can only be used indoor and operated by classi� ed personal. 

 Powersplit 2 CEE 16A  
   91131     3 x Schuko 
  

Technical information:

 Input: CEE-plug 3P+N+PE 16A, 400VAC
Outlet: CEE-socket 16A, 230VAC
Max current: 3x16A
IP Rating: IP44
Dimensions: 195x80x78mm 

 Powersplit 4 CEE 16A  
   91210     3x 3p CEE 
  

Technical information:

 Input power connector: CEE 16 A male 
 5 pole connector
Max. power load: 3 x 16A
Output power connector: 5 pcs Schuko
IP rate: IP-44
Cable length: 1,5 m
Dimensions: 120 x 47 x 44 mm 
 (LxWxH)

This product can only be used indoor and operated by classi� ed personal. 

 Powersplit 1 CEE 16A  
   91130     5 x Schuko 
  

Technical information:

 Input power connector: CEE 16 A male 
 5 pole connector
Max. power load: 3 x 16A 
Output power connector: 4 pcs Schuko, 
 2 pcs CEE 16A 
 female 5 pole
IP-rate: IP-44
Cable length: 1,5 m 
Weight: 3,4 kg

This product can only be used indoor and operated by classi� ed personal. 

 Powersplit 3 CEE 16A  
   91132     4 x Schuko, 2 x CEE 16A 5p 
  

 Powersplit 3 CEE 16A  

Technical information:

 Input: CEE-plug 3P+N+PE 16A, 400VAC
Outlet: Schuko-socket 16A, 230VAC
Max current: 3x16A
IP Rating: IP44
Dimensions: 195x80x78mm
 

 Powersplit 5 CEE 16A  
   91211     3x Schuko 
  

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powersplitters 
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Technical information:

 Cable: 2m 5G6 with 32A CEE 400V 5p connector
Protection: 1x MCB 16A 3p, C-type
 2x MCB 16A 1p, C-type
Equipment: 1x CEE socket 16A 400V 5p
 4x Schuko socket 16A 240V
IP rating: IP54
Dimensions: 430 x 130 x 79mm 

 MPD-416CEE Power Splitter  
   91201      
  

Technical information:

 Cable: 2m 5G6 with 32A CEE 400V 5p connector
Protection: 6x MCB 16A 1p, C-type
Equipment: 6x Schuko socket 16A 240V
IP rating: IP54
Dimensions: 430 x 130 x 75mm 

 MPD-616 Power Splitter  
   91200      
  

Special features:
 • Portable, solid rubber housing
• Integrated carrying handle
• Dust- and Splash proof 

Special features:
 • Portable, solid rubber housing
• Integrated carrying handle
• Dust- and Splash proof 

Special features:
 • Portable, stackable, solid rubber   
 housing
• Integrated carrying handle
• Dust- and Splash proof
• Hinged cover with 2 quick acting   
 closures 

Technical information:

 Cable: 2m 5G6 with 32A CEE 400V 5p connector
Protection: 1x RCCB 30mA, A-type
 1x MCB 16A 3p, C-type
 8x MCB 16A 1p, C-type
Equipment: 1x CEE socket 32A 400V 5p
 1x CEE socket 16A 400V 5p
 8x Schuko socket 16A 240V
IP rating: IP54
Dimensions: 320 x 320 x 320mm 

 MPD-832CEE Power Splitter  
   91202      
  

• Integrated carrying handle
• Dust- and Splash proof
• Hinged cover with 2 quick acting   

 MPD-832CEE Power Splitter  

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powersplitters 
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Technical information:

 Power input: 380V, 16A
Input connector: 5 Pole 16A CEE
Power output: 6 x 230V, 16A
Output connector: Schuko
Fuses: 3 x C-16
Dimensions: 410 x 165 x 125mm ( LxWxH)
Weight: 2,6Kg

This product can only be used indoor and operated 
by classi� ed personal. 

 Split-Power 16  
   91133     Powersplit with fuse 
  

Technical information:

 Power input: 380V, 32A
Input connector: 5 Pole 32A CEE
Power output: 6 x 230V, 32A
Output connector: Schuko
Fuses: 6 x C-16
Dimensions: 465 x 165 x 125mm ( LxWxH)
Weight: 4,5Kg

This product can only be used indoor and operated 
by classi� ed personal. 

 Split Power 32  
   91134     Powersplit with fuse 
  

Technical Information 
 Power Supply: 230V AC / 50 Hz
Power Input: max. 32A / Phase
Input: 1 x 32A CEE plug on back-panel 
 with 1,5 m 5 x 4 mm2 
 H07RN-F cable

Output: 2 x 16A CEE socket on front-panel
 1 x 32A CEE socket on back-panel
 6 x power socket 16A on 
 back-panel

Fuse elements: 
RCD: 1 x 32A, 0.03A
Circuit breaker: 2 x 3Pin 16A, C-Type
 3 x 1Pin 16A, C-Type

Measuring Instruments:
Phase control: 3 x Fluorescent lamp

Housing: Steel
Colour: Grey
Dimensions: 482 x 300 x 133 mm (LxWxH)
Weight: 10,2kg

Road suited housing and components 

 PS-32.2  
   50634     32A CEE In - 2 x 16A CEE Out + 6 x Schuko 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powersplitters 
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Technical Information 
 Output connector: 6 pcs Schuko 
 10/16 Ampere Female CEE form 
Dimensions: 19 inch x 2U 

 PDP-166  
   90415     19 inch Panel with 6 Schuko 
  

Technical Information 
 Output connector: 4 pcs 3 pole 16 Ampere 
 Female CEE form
Dimensions: 19 inch x 2U 

 PDP-1643  
   90416     19 inch Panel with 4 x CEE 16A 3 pole 
  

Technical Information 
 Output connector: 6 pcs 3 pole 
 16 Ampere Female CEE form
Dimensions: 19 inch x 2U 

 PDP-1663  
   90417     19 inch Panel with 6 x CEE 16A 3 pole 
  

Technical Information 
 Output connector: 4 pcs of 3 pole 
 32 Ampere Female CEE form
Dimensions: 19 inch x 2U 

 PDP-3242  
   90418     19 inch Panel with 4 x CEE 32A 3 pole 
  

 PDP-164  
   90431     19 inch Panel with 4 x 16A CEE 5 pole 
  

Technical Information 
 Output connector: 4 pcs 5 pole 
 16 Ampere Female CEE
Dimensions: 19 inch x 3U 

 PDP-324  
   90419     19 inch Panel with 4 x CEE 32A 5 pole 
  

Technical Information 
 Output connector: 4 pcs 5 pole 
 32 Ampere Female CEE form
Dimensions: 19 inch x 3U 

 PDP-324   PDP-324  
  90419   19 inch Panel with 4 x CEE 32A 5 pole 

 CABLES & CONNECTORS 
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 PDP-F9161  
   90420     19 inch Panel with 9 x 16A MCB 1 pole 
  

Technical Information 
 Mechanical circuit breaker: 9 x 16 Ampere 
 single pole
Dimensions: 19 inch x 3U 

 PDP-F4163  
   90422     19 inch Panel with 4 x 16A MCB 3 pole 
  

Technical Information 
 Mechanical circuit breaker: 4 x 16 Ampere 3 pole
Dimensions: 19 inch x 3U 

 PDP-F18161  
   90421     19 inch Panel with 18 x 16A MCB 1 pole 
  

Technical Information 
 Mechanical circuit breaker: 18 x 16 Ampere 
 single pole
Dimensions: 19 inch x 3U 

 PDP-F4323  
   90423     19 inch Panel with 4 x 32A MCB 3 pole 
  

Technical Information 
 Mechanical circuit breaker: 4 x 32 Ampere 3 pole
Dimensions: 19 inch x 3U 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powerdistributors 
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 PDP-163F  
   90424     19 inch Panel with 3 x 16A CEE 3 pole + MCB 
  

Technical Information 
 Mechanical circuit breaker: 3 x 16 Ampere 3 pole
Output connector: 3 x 3 pole 
 16 Ampere Female 
 CEE form
Dimensions: 19 inch x 3U 

 19 inch Panel with 3 x 16A CEE 3 pole + MCB 

Technical Information 
 Mechanical circuit breaker: 3 x 16 Ampere 3 pole
Output connector: 6 x 3 pole 
 16 Ampere Female 
 CEE form
Dimensions: 19 inch x 5U 

 PDP-166F  
   90425     19 inch Panel with 3 x 16A CEE 3 pole + MCB 
  

 19 inch Panel with 3 x 16A CEE 3 pole + MCB 

 PDP-326F  
   90426     19 inch Panel with 3 x 32A CEE 3 pole + MCB 
  

Technical Information 
 Mechanical circuit breaker: 3 x 32 Ampere 3 pole
Output connector: 6 x 3 pole 
 32 Ampere Female 
 CEE form
Dimensions: 19 inch x 5U 

 19 inch Panel with 3 x 32A CEE 3 pole + MCB 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powerdistributors 
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 PDP-631F  
   90430     19” Panel with 1 x 63A CEE 5 pole + RCB 
  

Technical Information 
 Residual current circuit breaker: 1 pcs 63 Ampere 
 5 pole
Input connector: 1 pcs 5 pole 
 63 Ampere Male 
 CEE form
Dimensions: 19” x 4U 

 19” Panel with 1 x 63A CEE 5 pole + RCB 
 PDP-321F  
   90429     19” Panel with 1 x 32A CEE 5 pole + RCB 
  

Technical Information 
 Mechanical circuit breaker: 1 pcs 32 Ampere
 3 pole
Input connector: 1 pcs 5 pole
 32 Ampere Male
 CEE form
Dimensions: 19” x 3U 

 19” Panel with 1 x 32A CEE 5 pole + RCB 

 PDP-164F  
   90427     19 inch Panel with 4 x 16A CEE 5 pole + MCB 
  

Technical Information 
 Mechanical circuit breaker: 4 x 16 Ampere 3 pole
Output connector: 4 x of 5 pole 
 16 Ampere Female 
 CEE form
Cable: 1,5 mm2
Dimensions: 19 inch x 6U 

  90427   19 inch Panel with 4 x 16A CEE 5 pole + MCB 
 PDP-324F  
   90428     19” Panel with 4 x 32A CEE 5 pole + MCB 
  

Technical Information 
 Mechanical circuit breaker: 4 x 32 Ampere 3 pole
Output connector: 4 x 5 pole 
 32 Ampere Female 
 CEE form
Cable: 4 mm2
Dimensions: 19” x 6U 

  90428   19” Panel with 4 x 32A CEE 5 pole + MCB 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powerdistributors 
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Technical Information 
 Input: 1,5m H07RN-F 5G6 cable + CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 6x CEE female 1P+N+PE, 230VAC, 50/60Hz
RCCB (1pcs)
Rating: 40A
Sensitivity: 30mA
Class: A
Poles: 3P+N
Breaking Capacity: 6KA

MCB (6pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 135 x 245 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 9,50 Kg 

 PSA-16A3C  
   50660     3x MCB, CEE out 
  

Technical Information 
 Input: 1x CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 6x CEE female 1P+N+PE, 230VAC, 50/60Hz
MCB (3pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 90 x 225 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 7,00 Kg 

 PSA-16A3C  

 PSA-32A6C  
   50662     6x MCB, CEE out 
  

 PSA-16A3S  
   50661     3x MCB, Schuko out 
  

Technical Information 
 Input: 1x CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 6x Schuko 1P+N+PE, 230VAC, 50/60Hz
MCB (3pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 90 x 225 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 7,00 Kg 

 PSA-16A3S   PSA-16A3S  

 PSA-32A6S  
   50663     6x MCB, Schuko out 
  
Technical Information 
 Input: 1,5m H07RN-F 5G6 cable + CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 6x Schuko 1P+N+PE, 230VAC, 50/60Hz
RCCB (1pcs)
Rating: 40A
Sensitivity: 30mA
Class: A
Poles: 3P+N
Breaking Capacity: 6KA

MCB (6pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 135 x 245 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 9,50 Kg 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powerdistributors 
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 PSA-32A12S  
   50664     12x MCB, Schuko out 
  
Technical Information 
 Input: 1,5m H07RN-F 5G6 cable + CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 12x Schuko 1P+N+PE, 230VAC, 50/60Hz
RCCB (1pcs)
Rating: 40A
Sensitivity: 30mA
Class: A-type
Poles: 3P+N
Breaking Capacity: 6KA

MCB (12pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 178 x 235 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 9,80 Kg 

 PSA-63A4C  
   50666     4 x MCB, CEE out 
  
Technical Information 
 Input: 1,5m H07RN-F 5G10 cable + CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 4x CEE 3P+N+PE, 400VAC, 50/60Hz
RCCB (1pcs)
Rating: 63A
Sensitivity: 30mA
Class: A-type
Poles: 3P+N
Breaking Capacity: 6KA

MCB (4pcs)
Rated Current: 32A
Tripping Curve: C-type
Poles: 3P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 178 x 235 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 11,40 Kg 

 PSA-32A12M  
   50665     12x MCB, Schuko + Multipin out 
  
Technical Information 
 Input: 1,5m H07RN-F 5G6 cable + CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 6x Schuko 1P+N+PE, 2x Multipin 16P+PE, 230VAC, 50/60Hz
RCCB (1pcs)
Rating: 40A
Sensitivity: 30mA
Class: A-type
Poles: 3P+N
Breaking Capacity: 6KA

MCB (12pcs)
Rated Current: 16A
Tripping Curve: C-type
Poles: 1P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 178 x 235 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 10,80 Kg 

 PSA-125A4C  
   50667     4 x MCB, CEE out 
  
Technical Information 
 Input: CEE male 3P+N+PE, 400VAC, 50/60Hz
Output: 4x CEE 3P+N+PE, 400VAC, 50/60Hz
Main MCB (1pcs)
Rating: 125A
Tripping Curve: C-type
Poles: 4P
Breaking Capacity: 10KA

MCB (4pcs)
Rated Current: 63A
Tripping Curve: C-type
Poles: 3P
Breaking Capacity: 6KA

Physical
Color: Dark Grey
Housing: Powder coated Metal
Dimensions: 483 x 390 x 275 mm
IP Rating: IP20
Operating Temp: -5 ~ 40°C
Weight: 19,40 Kg 

 CABLES & CONNECTORS 

 POWERDISTRIBUTION 
 Powerdistributors 
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 LED Light Bar 8  
   42199      
 The LED Light bar 8 is another member of the LED Light Bar range. It is equipped with 240 
pieces 10 mm LED in Red, Green and Blue color. A great advantage of this bar is that it is 
divided in 8 sections which allows you to create beautiful � ows and great chases. It has multiple 
DMX modes for optimal control as well as sound to light function for easy applications. The LED 
Light Bar 8 offers you a true value for money. 

Special features:
 • Inexpensive batten effect
• 8 sections
• Power and data in- and output
• Compact size 

Technical Information 
 Output
Lumens: 800
Lux @2m: 613,3
Max. Distance: 15m

Light Source:
LED System: 240 (96 red,72 green, 72 blue) 10 mm LED’s
Drive Current: 25mA
Refresh rate: 400Hz
Color Range: RGB

Electrical:
Power Supply: 100-240V AC
Power Consumption: 32W

Control:
Control Mode: DMX512
DMX channels: 2, 3, 4, 7, 14, 26

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 30°

Physical:
Dimensions: 1070 x 65 x 88 mm
Weight: 2,6 kg
Housing: Aluminum
Color: black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum housing

Safety:
Operation temperature: -20~40°C 

Special features:
 • Inexpensive batten effect
• 16 sections
• Power and data in- and output
• Compact size 

Technical Information 
 Output:
Lumens: 800
Lux @2m: 613,3
Max. Distance: 15m

Light Source:
LED System: 240 (96 red,72 green, 72 blue)
 10 mm LED’s
Drive Current: 25mA
Refresh rate: 400Hz
Color Range: RGB

Electrical:
Power Supply: 100-240V AC
Power Consumption: 36W

Control:
Control Mode: DMX512
DMX channels: 3, 5, 6, 12, 24, 48

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 30°

Physical:
Dimensions: 1070 x 65 x 88 mm
Weight: 2,6 kg
Housing: Aluminum
Color: black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum housing

Safety:
Operation temperature: -20~40°C 

 Led Light Bar 16  
   42198      
 The LED Light bar 16 is a new member of the LED Light Bar range. It is equipped with 240 
pieces 10 mm LED in Red, Green and Blue color. A great advantage of this bar is that it is 
divided in 16 sections which allows you to create beautiful � ows and great chases. It has 
multiple DMX modes for optimal control as well as sound to light function for easy applications. 
The LED Light Bar 16 offers you a true value for money. 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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 Led Light Bar 12 Pixel  
   42197     RGBW 
 The Showtec LED Lightbar 12 Pixel is an cost effective LED bar with 12x 4-in-1 RGBW LEDs. 
It offers full pixel control in 48 channel mode to create beautiful color � ows but can also be 
controlled in 3, 6 or 8 channel mode for basic use. With the RGBW LEDs it is possible to create 
both saturated and pastel colors. 

Technical Information 
 Output:
Lux @2m: 500

Light Source:
LED System: 12x 4W RGBW
Drive Current: 100mA
Refresh rate: 2Khz

Electrical:
Power Supply: 100-240V AC
Power Consumption: 20W

Control:
Control Mode: DMX512
DMX channels: 3, 4, 6, 48

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 30°

Physical:
Dimensions: 1070 x 65 x 88 mm
Weight: 2kg
Housing: Aluminum
Color: Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum heatsink

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • RGBW 4-in-1 Colors
• Pixel Control
• Power and Data daisy chain
• Compact size 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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Special features:
 • 12 x 3-in-1 RGB LED’s 
• Linkable
• Multiple DMX modes for total control
• Built in programs
• Pixel control 

Technical Information 

 Output
Lumens: 1380
Lux @2m: 3430
Max Distance: 15m

Light Source
LED System: 12 x RGB 3-in-1 3W LEDs
Drive Current: 350mA
Refresh rate: 140Hz

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 45W

Control
Control Mode: DMX
DMX channels: 3, 4, 6, 7, 9, 12, 18, 36

Optical system
Dimmer: 0-100% 
Strobe: 0-11Hz
Beam Angle: 40°

Physical
Dimensions: 1090 x 120 x 30 mm
Weight: 4,2 kg
Housing: Aluminum
Color: Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum Housing

Safety
Operation temperature: -20~40°C 

• Pixel control 

Technical Information 

 Pixel Bar 12  
   41301     12 Sections 
 The Pixelbar 12 is a powerful but cost effective batten. It is equipped with 12 RGB in 1 LED’s 
which gives you a professional out look and perfect color-mixing. The Pixelbar 12 can be 
controlled by DMX but also has a built-in sound to light function for stand alone applications. It 
has a standard size of 1 meter and has both power in and output as well DMX in and output. 

Addressing is digital by display and buttons. 

Technical Information 
 Light Source:
LED Quantity: 12x RGBWA-UV 3W LED
Beam angle: 40°
Lux @ 2m: 4500 Lux
Dimmer: 0-100%

Electrical: 100-240VAC 50/60Hz
Max Power: 72W
Operation mode: LCD display
Control Features: DMX Mode, Built-in programs, Static Dimmer, Preprogramed colors 
DMX Channels: 3,8,11,13,72

Physical:
Dimensions: 1108 x 120 x 130mm
Weight: 5,3 kg
Housing: Black painted alumium.
Fixture connections: IEC in and output.  3 Pole XLR
Cooling: Convection
IP Rating: IP-20
Operation temperature:  -10° to 40° 

 Pixel Bar 12 Q6  
   41303     Pixel control 
 The Pixelbar 12 Q6 offers you full color control and allows you to make a broad range of colors 
including deep and intense colors as well pastel colors.
The Pixelbar 12 Q6 is equipped with 12 pieces 6-in-1 LED with RGBWA-UV.
The 40° beam angle makes the unit a truly versatile unit which can be used in many applications. 

Special features:
 • 6-in-1 LED’s
• Robust housing
• Pixel control 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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Technical Information 

 Light Source
LED System:  18 x RGBW 4-in-1 8W LEDs
Drive Current:  450mA
Refresh rate:  3.0KHz

Electrical
Power Supply:  AC 100-240V 50/60 Hz
Power Consumption:  170W

Control
Control Mode: DMX
DMX channels: 3, 6, 72

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 18°

Physical
Dimensions: 1040 x 144 x 90 mm
Weight: 7,2 kg
Housing: Aluminium
Color: Black
Power Connectors: Pro Power connectors
Data Connectors: XLR 3pole in/out
Cooling: Convection

Safety
Operation temperature: -20~40°C
Environment: IP-20 

 Pixel Bar 18 Q4 Tour  
   41302     Pixel controllable 
  

Special features:
 • 18 x 4-in-1 RGBW LED’s 
• Pro Power connectors
• Stand alone programs
• Pixel control 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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Technical Information 

 Lux (@ 2 meter): Red: 300
Lux (@ 2 meter): Green: 340
Lux (@ 2 meter): Blue: 410
Lux (@ 2 meter): Full: 1050
Max. distance: 15m
Colour range: 16,7 million 
 additive colors
LED Quantity: 8x 15W COB 
 RGB LED
Drive current: 500mA
Display: LED display for auto
 and custom control
Control: DMX-512, Auto,
 Master/Slave

DMX Channels: 2,3, 5, 6, 12, 24CH
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 60 degrees
Colour: Black
Cooling: Forced Cooling
Input-voltage: 100~240VAC...
 50/60Hz
Power: 120W @FO
IP Rating: IP20
Dimensions: 703 x 120 x 130 mm
Weight: 2,8 kg
Refreshrate: 7,8 KHz 

 Pixel Bar 4 COB  
   41268     RGB COB 
 The Pixel Bar 4 COB is the smaller version of the already popular Pixel Bar 8 COB. Added to 
complete the range of COB pixel controllable, and to expand the possibilities of the creative 
light designer. Completely identical to all other COB pixel products makes it possible to combine 
them without getting differences in color ore dimming curves. 

Technical information:

 Lux (@ 2 meter): Red: 180
Lux (@ 2 meter): Green: 205
Lux (@ 2 meter): Blue: 250
Lux (@ 2 meter): Full: 635
Max. distance: 15m
Colour range: 16,7 million additive colors
LED Quantity: 4x 15W COB RGB LED
Drive current: 500mA
Display: LED display for auto and
 custom control
Control: DMX-512, Auto, Master/Slave
DMX Channels: 2,3, 5, 6, 12 CH
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 60 degrees
Colour: Black
Cooling: Forced Cooling
Input-voltage: 100~240VAC...50/60Hz
Power: 60W @FO
IP Rating: IP-20
Dimensions: 365 x 120 x 130 mm
Weight: 2,8 kg
Refreshrate: 7,8 KHz 

Special features:
 • 3-in-1 COB LED Technology
• Linkable
• Multiple DMX modes for total pixel 
 control
• Large Beam Angle 

 Pixel Bar 8 COB  
   41266      
 The Pixel Bar 8 COB is a very powerful batten which uses the latest technology COB RGB Leds.
Because of this new technology it is possible to achieve a very high light output with a wide 
beamangle, without getting a lot of uncomfortable glare. The advanced menu makes it possible 
to control the batten in different modes such as DMX, stand alone, music. 

Technical Information 

 Lux (@ 2 meter): Red: 300 DMX Channels: 2,3, 5, 6, 12, 24CH

beamangle, without getting a lot of uncomfortable glare. The advanced menu makes it possible 
to control the batten in different modes such as DMX, stand alone, music.

Special features:
 • 3-in-1 COB LED Technology
• Linkable
• Multiple DMX modes for total pixel 
 control
• Large Beam Angle 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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Technical Information 

 Light Source:
LED Qty.: 9 X RGBW
Drive Current: 800mA
Color Range: 16.7 million additive RGB colors with full
 saturation control

Output:
Max. Flux: 2000lm
Peak Intensity: 26440cd
Optical System Dimmer: 0-100%
Strobe: 0-20Hz
Optics: 12°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 125W

Control:
On-board: Display for Auto, Static color
Control Protocol: DMX512

Control Personality: Tour, TR16, Arc1, Arc1+D, Arc2, Arc2+D, 
 Arc2+S, HSV, PIX.1, PIX.2, HALO 
 (11CHS/16CHS/3CHS/4CHS/4CHS/5CHS/6CHS/
 3CHS/27CHS/36CHS/9CHS)

Physical:
Dimensions: 1000 x 200 x 250 mm
Weight: 10 Kg
Housing: Extruded aluminium, powder-coated � nish
Color: Black
Lens Plate: Tempered glass
IP Rating: IP66
Fixture Connection: Data in/out, Power in/out
Cooling: Convection
Operation Temperature: -40°C ~45°C (operating) 

 Spectral CYC-2500  
   42522      
 The Spectral CYC-2500 is a powerful and robust linear CYC � xture that allows long and even 
throw for most kinds of applications. With individual pixel control, the Spectral CYC-2500 offers 
great versatility for pixel visuals or dynamic CYC effects. 

Special features:
 • Pixelcontrol
• RGBW colormixing
• 12 degree optics
• LED Engin LED source 

Technical information:

 Power Supply: AC100-240V 50/60Hz
Power Consumption: 25W
Power Connection: Lockable IEC (Volex)
User mode: DMX, Music Control, Auto Program, Master-Slave
DMX Channels: 4, 6
LED system: 4x 1W Red, 
 4x 1W Green,
 4x 1W Blue, 
 4x 1W Cool White
Beam angle: 10 x 35 degree
DMX connection: 3 pole XLR
Setting: digital menu with clear LED display
Dimensions: 328 x 70 x 174 mm (LxWxH)
Weight: 2,2 kg 

Special features:
 • Compact powerful RGBW projector
• Double bracket
• Beamangle 10° x 40°
• Compact size 

 LED Powerline 16 Bar RGBW  
   41313     10 x 40° 
 The Powerline 16 is a compact but powerful RGBW projector based on LED technology.
It is equipped with 16 pieces 1W LEDs combined with high precision Italian lenses.
The double bracket makes it easy to mount the � xture into the truss or to put it on the � oor. The 
Powerline 16 has special lenses with a beamangle of 10 x 40 degrees. Therefore, the unit is 
very suitable for wall-wash applications. 

 ENTERTAINMENT LIGHTING 

 Light Bars Indoor 
 LIGHT BARS 
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 Cameleon Bar 12/3  
   42694     IP-65 

Technical information:
 Lux (@ 2 meter) Red 365
Lux (@ 2 meter) Green 560
Lux (@ 2 meter) Blue 715
Lux (@ 2 meter) Full 1600
Max distance: 10m
Colour range: 16,7 million additive colors
LED Quantity: 12 pieces 3-in-1 RGB LED
Drive current: 350mA
Input-voltage: 100~240VAC...50/60Hz
Power:  45W @FO
Display: LED display for auto and 
 custom control
Control: DMX-512, Auto, Master/Slave
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 45 degrees
Housing: Die Cast Aluminium 
 Powder Coat Finish
Colour: Black
Lens Plate: Tempered Glass
DMX Connection Dedicated IP65 connector.
  Dedicated IP65 Powerconnector
Cooling: Convection (no fans)
IP Rating: IP65
Dimensions: 580 x 120 x 130 mm
Weight: 2,6 kg
Refreshrate: 7,8 KHz
Accessories: Schuko to IP powercable      

Special features:
 • RGB 3-in-1 Colormixing
• High Power Lightoutput
• IP65 Rating 
• Multivoltage Powersupply 

 The Cameleon Bar 12/3 is designed for indoor and outdoor use where a small bar is needed 
with a bright output such as wall wash, truss projection & fashion show runway lighting. This 
� xture is extremely bright with perfect color mixing and wall wash effects. The LED bar is easy 
to install and can be used in any application. 

• IP65 Rating 
• Multivoltage Powersupply 

 Cameleon Bar 24/3  
   42695     IP-65 

Technical information:
 Lux (@ 2 meter) Red 730
Lux (@ 2 meter) Green 1135
Lux (@ 2 meter) Blue 1435
Lux (@ 2 meter) Full 3180
Max distance: 10m
Colour range: 16,7 million additive colors
LED Quantity: 24 pieces 3-in-1 RGB LED
Drive current: 350mA
Input-voltage: 100~240VAC...50/60Hz
Power Consumption:  80W @FO
Display: LED display for auto and 
 custom control
Control: DMX-512, Auto, Master/Slave
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 40 degrees
Housing: Die Cast Aluminium 
 Powder Coat Finish
Colour: Black
Lens Plate: Tempered Glass
DMX Connection Dedicated IP65 connector.
  Dedicated IP65 Powerconnector
Cooling: Convection (no fans)
IP Rating: IP65
Dimensions: 1110 x 128 x 120 mm
Weight: 6,7 kg
Refreshrate: 7,8 KHz
Accessories: Schuko to IP powercable 

Special features:
 • RGB Colormixing
• High Power Lightoutput
• IP65 Rating 
• Multivoltage Powersupply 

 The Cameleon Bar 24/3 is a compact but powerful � xture for both indoor and outdoor use. 
The specially designed housing has a stylish design and has the function of convection cooling 
which eliminates the use of fans. 

 ENTERTAINMENT LIGHTING 

 Light Bars Outdoor 
 LIGHT BARS 
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 Cameleon Bar 18/4  
   42696     IP-65 

Technical information:
 Output
Lux @2m: 3200+
Max distance: 20m
Colour range: 16,7 million additive colors
LED Quantity: 18 x 8W 4-in-1 RGBW
Dimmer: 0-100%
Strobe: 0-20Hz
Refreshrate:  7,8 KHz
Beam Angle: 18 degrees

Control
On Board:  Display for easy Set Up
Options :  DMX512, Auto, static color, master/slave
DMX personality:  3, 6, 24 Ch

Electrical
Input Voltage:  100~240VAC...50/60Hz
Power consumption:  125W max @FO

Physical
Dimensions (LxWxH):  1027 x 120 x 130 mm
Weight:  7,5 kg
IP Rating:  IP-65
Housing:  Die Cast Aluminium Powder Coat Finish
Connections:  Dedicated IP65 Power & Dataconnector
Cooling:  Convection
Accessories: Schuko to IP powercable 

Special features:
 • RGBW Colormixing
• High Power Lightoutput
• IP65 Rating 
• Multivoltage Powersupply 

Technical information:
 Lux (@ 2 meter) UV 24
Max distance: 10m
LED Quantity: 24 pieces UV LED
Drive current: 500mA
Input-voltage: 100~240VAC...50/60Hz
Power Consumption:  70W @FO
Display: LED display for auto and 
 custom control
Control: DMX-512, Auto, Master/Slave
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25 degrees
Housing: Die Cast Aluminium 
 Powder Coat Finish
Colour: Black
Lens Plate: Tempered Glass
DMX Connection Dedicated IP65 connector.
  Dedicated IP65 Powerconnector
Cooling: Convection (no fans)
IP Rating: IP65
Dimensions: 1110 x 128 x 120 mm
Weight: 6,1 kg
Refreshrate: 7,8 KHz
Accessories: Schuko to IP powercable 

 Cameleon Bar 24/1 UV  
   42685     IP-65 

Special features:
 • Convection cooling
• IP65 Rating 
• Multivoltage Powersupply 

 The Cameleon Bar 18/4 is a compact and powerful � xture for both indoor and outdoor use. 
The specially designed housing ensures an optimum heat dissipation during operating and is 
equipped with a special GORE valve to protect the electronics from moisture.  A stylish design 
and multifunctional mounting bracket, together with a clear display, simple menu result in a 
complete and beautiful product for every application in-or outdoor. 

 The Cameleon Bar 24 is a compact and powerful UV � xture for both indoor and outdoor use. 
The specially designed housing has a stylish design and has the function of convection cooling 
which eliminates the use of fans. 

 ENTERTAINMENT LIGHTING 

 Light Bars Outdoor 
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Special features:
 • 6R, 6G 6B LEDs 
• 15° 
• Double bracket 

Technical information:

 Output
Lumens: 460
Lux @2m: 2330

Light Source 
LED System: 6xRed, 6xGreen, 6x Blue 1W LEDs
Drive Current: 270mA
Refresh rate: 1200Hz

Electrical
Power Supply: 100-240V AC
Power Consumption: 20W

Control 
Control Mode: DMX512
DMX channels: 3/8 Channels

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 15°

Physical
Dimensions: 288 x 270 x 80mm 
Weight: 1,48Kg
Housing: Fire retardant plastic
Color: Black
Power Connectors:  IEC
Data Connectors: XLR 3pole
Cooling: Fan

Safety 
Operation temperature: -20~40°C
Protection rate: IP-20 

 The Showtec club par range consists 3 models, the 18/1, RGB, the 12/4 RGBW 4-in-1 and the 
12/6 RGBWAUV 6-in-1. It is the perfect value for money LED par with professional looks and a 
nice � nish  The big 25° lenses create a perfect color mix (12/4 & 12/6). If you want basic colors 
the 18/1 will ful� ll your needs, if you need more pastel colors the 12/4 will do the job. But the 
12/6 will give you any kind of special color from pastel till deep purple or all kinds of special 
white and amber colors. The Fire retardant plastic housing is compact and lightweight and is 
equipped with a double metal bracket.  The showtec club par is perfect for schools, mobile dj’s, 
live performers and entertainers. 

 Club Par 18/1 RGB  
   42652      
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Technical information:

 Output
Lumens: 3200
Lux @2m: 5400

Light Source 
LED System: 12 x 8W 4-in-1 LEDs
Drive Current: 500mA
Refresh rate: 1200Hz

Electrical
Power Supply: 100-240V AC
Power Consumption: 77W

Control 
Control Mode: DMX512
DMX channels: 4/9 Channels

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Physical
Dimensions: 288 x 270 x 113mm 
Weight: 2,2Kg
Housing: Fire retardant plastic
Color: Black
Power Connectors:  IEC
Data Connectors: XLR 3pole
Cooling: Fan

Safety 
Operation temperature: -20~40°C
Protection rate: IP-20 

 The Showtec club par range consists 3 models, the 18/1, RGB, the 12/4 RGBW 4-in-1 and the 
12/6 RGBWAUV 6-in-1. It is the perfect value for money LED par with professional looks and a 
nice � nish  The big 25° lenses create a perfect color mix (12/4 & 12/6). If you want basic colors 
the 18/1 will ful� ll your needs, if you need more pastel colors the 12/4 will do the job. But the 
12/6 will give you any kind of special color from pastel till deep purple or all kinds of special 
white and amber colors. The Fire retardant plastic housing is compact and lightweight and is 
equipped with a double metal bracket.  The showtec club par is perfect for schools, mobile dj’s, 
live performers and entertainers. 

Special features:
 • 12x 4-in1 LEDs 
• RGBW colors
• 25° 
• Double bracket 

 Club Par 12/4 RGBW  
   42650      

Special features:
 • 12x 6-in1 LEDs 
• RGBW A UV colors
• 25° 
• Double bracket 

Technical information:

 Output
Lumens: 3250
Lux @2m: 5460

Light Source 
LED System: 12 x 10W 6-in-1 LEDs
Drive Current: 525mA
Refresh rate: 1200Hz

Electrical
Power Supply: 100-240V AC
Power Consumption: 120W

Control 
Control Mode: DMX512
DMX channels: 6/11 Channels

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Physical
Dimensions: 288 x 270 x 113mm 
Weight: 2,2Kg
Housing: Fire retardant plastic
Color: Black
Power Connectors:  IEC
Data Connectors: XLR 3pole
Cooling: Fan

Safety 
Operation temperature: -20~40°C
Protection rate: IP-20 

 The Showtec club par range consists 3 models, the 18/1, RGB, the 12/4 RGBW 4-in-1 and the 
12/6 RGBWAUV 6-in-1. It is the perfect value for money LED par with professional looks and a 
nice � nish  The big 25° lenses create a perfect color mix (12/4 & 12/6). If you want basic colors 
the 18/1 will ful� ll your needs, if you need more pastel colors the 12/4 will do the job. But the 
12/6 will give you any kind of special color from pastel till deep purple or all kinds of special 
white and amber colors. The Fire retardant plastic housing is compact and lightweight and is 
equipped with a double metal bracket.  The showtec club par is perfect for schools, mobile dj’s, 
live performers and entertainers. 

 Club Par 12/6 RGBWAUV  
   42651      
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Technical information:

 Output
Lux @2m: 1000+
Max distance: 10m
Colour range: 16,7 million additive colors
LED Quantity: 36x10mm Red, 36x10mm Green, 
 36x10mm Blue
Dimmer: 0-100%
Strobe: 0-20Hz
Refreshrate: 7,8 KHz
Beam Angle: 30 degrees

Control
On Board:  Display for easy Set Up
Options:  DMX512, Auto, Manual
DMX personality:  1, 3, 4, 6 Channel

Electrical
Input Voltage:  100~240VAC...50/60Hz
Power consumption:  18W max @FO

Physical
Dimensions (LxWxH):  278 x 261 x 85 mm
Weight:  1,6 kg
IP Rating:  IP-20
Housing:  Flame Retardent Plastic (V0)
Connections:  IEC in/out + XLR 3 pole
Cooling:  Convection 

 The Showtec Compact Par 108 Value Line is a compact � xture. It is equipped with 108 10mm 
LED’s to provide a high light output. The Compact size and IEC input and output makes this a 
great product for every DJ or in venues  with limited space.  The housing is made from a Flame 
Retardent Plastic in Black or Clear edition which makes it very lightweight 

Special features:
 • Compact Housing
• Easy link up to 15 units
• Convection cooling, 100% silent
• Flicker free (Suitable for TV Studio) 

 Compact Par 108/10 Value Line  
   42593     Black 

Technical information:

 Output
Lumens: 2685
Lux @2m: 1772
Max Distance: 15m

Light Source 
LED System: 7 x 3-in-1 LED
Drive Current: 350mA
Refresh rate: 3.9KHz   

Electrical
Power Supply: 100-240V AC
Power Consumption: 28W

Control 
Control Mode: DMX512
DMX channels: 3,4,8

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 40°

Physical
Dimensions: 290 x 275 x 115 mm
Weight: 2,6 kg
 Housing: Aluminum and iron
Color: Dark grey and Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum heat sink

Safety 
Operation temperature -20~40°C 

 The Compact Par 7 Tri is an unique designed and compact but powerful parcan � xture. It 
offers full 3-in-1 RGB color-mixing ensuring vivid colors with a perfect color-mix. Due to its 
compact design it saves a lot of space for transportation and also in use. The Compact Par 7 
has full digital addressing and offers both DMX control and sound to light function. For small 
applications the Compact Par 7 Tri has also a Master Slave modus. 

Special features:
 • Flat Par Housing
• Stylish design
• 3-in-1 LED Technology
• Double bracket 

 Compact Par 7 Tri  
   42580      
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Technical information:

 Output
Lux @2m: 1142
Max Distance: 15m

Lightsource: 7x 2-in-1 LED
Drive current: 550mA
Refreshrate: 3.9kHz
LED Colors: Warm White (3200K) and Cool White (6000K)

Electrical:
Powersupply: 100-240V AC
Powerconsumption: 33W

Control:
Control mode: DMX 512
DMX Channels: 2,4

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Beam angle: 40 degrees

Physical:
Dimensions: 290 x 275 x 115 mm
Weight: 2,6 kg
Housing: Aluminium and Iron
Color: Dark grey & black
Power Connectors:  IEC
Data Connectores: 3 pole XLR
Cooling: Aluminium heat sink 

 The Compact Par 7x CW/WW is a new version of the already very popular Compact Par 7 
Tri. The new CW/WW version contains 7 LED’s with Warm White and Coolwhite LED’s in one 
ensuring perfect whitebalance from 3200K up to 6000K. The Compact Par 7x CW/WW is ideal 
as frontlight for stages either as truss warmer.
The compact size ensures that this item can � t in any venue. 

Special features:
 • Cool White and Warm White 
 colormixing in one
• Compact size
• Stand Alone Function
• Double Bracket 

 Compact Par 7x CW/WW  
   42581      

Special features:
 • 7x 4W LEDs
• RGBW 4-in1 Colormix
• Flat stylish design
• Double bracket 

Technical information:

 Output
Lux @2m: 2201

Light Source 
LED System: 7 x 4W RGBW LED
Drive Current: 330mA
Refresh rate: 7,8KHz 

Electrical
Power Supply: 100-240V AC
Power Consumption: 32W

Control 
Control Mode: DMX512, Sound, Stand-alone, Master/slave
DMX channels: 4,6,11

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 15°

Physical
Dimensions: 285 x 267 x 153 mm
Weight: 2,4 kg
Housing: Aluminum and Iron
Color: Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum heat sink

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

 The Showtec Compact Par 7 Q4 is a RGBW parcan in a compact housing. It is the successor of 
the popular Compact par 7 Tri with 7x 4-in-1 RGBW LEDs. Due to its compact design it saves a 
lot of space for transportation and also in use. It offers Standalone programs with Master slave 
possibilities, DMX control and sound to light functions. For small applications the Compact Par 
7 4405Tri has a Master Slave modus. 

 Compact Par 7 Q4  
   42582      
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Special features:
 • COB Technology
• Included Fresnel lens
• RGBW colors
• Double bracket and Rubber feet 

Technical information:

 Output
Lux @2m: 1833

Light Source 
LED System: 1 x 60W RGBW COB LED
Drive Current: 450mA
Refresh rate: 12KHz 

Electrical
Power Supply: 100-240V AC
Power Consumption: 64W

Control 
Control Mode: DMX512
DMX channels: 4,6,11

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 20° & 120°

Physical
Dimensions: 263 x 142 x 283 mm
Weight: 2,4 kg
Housing: Aluminum and Iron
Color: Black
Power Connectors: IEC in- & output
Data Connectors: XLR 3pole
Cooling: Fan

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C
 

 The Showtec Compact par 60 COB is a COB LED parcan in a compact housing. It offers RGBW 
colors powered by 1 single 60 watt COB LED. The COB technology ensures a high de� nition 
perfect color mix. It has a big re� ector with a large soft 120° edge beam angle and with the 
included Fresnel lens it can be transformed into a hard edge narrow 20° beam angle. With the 
4,6,8 channel DMX personality and the built-in programs it is an ideal and easy to use LED 
� xture for mobile dj’s. 

 Compact Par 60 COB RGBW  
   42583      

Technical information:

 Output
Lumens: 2061
Lux @2m: 1772
Max Distance: 15m

Light Source 
LED System: 7 x 3-in-1 LED
Drive Current: 350mA
Refresh rate: 7,8KHz 

Electrical
Power Supply: 100-240V AC
Power Consumption: 28W

Control 
Control Mode: DMX512
DMX channels: 3,6,7

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 35°

Physical
Dimensions: 160 x 95 x 220 mm
Weight: 1,6 kg
Housing: Aluminum and iron
Color: Dark grey and Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Aluminum heat sink

Safety 
Operation temperature: -20~40°C 

Special features:
 • Small size
• Stand Alone Function
• Double Bracket 

 The Compact Par 7 MKII is made of a special design di-cast housing with a very good heat 
dissipating surface. This makes it possible to further shrink dimensions of the housing and yet 
get better coolance without losing the already very popular speci� cations of the Compact Par 7 
Tri MKII. It also offers full 3-in-1 RGB color-mixing ensuring vivid colors with a perfect color-mix. 

 Compact Par 7 Tri MKII  
   42595      
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Technical Information 

 Output: 
Lumen: 2323
Lux @2m: 3112
Max. Distance: 20m

Light Source:
LED System: 18 x 3W RGB-in-1 LED
LED Color: RGB
Drive Current: 350mA
Refresh rate: 7,8 KHz

Electrical:
Power Supply: 100~240VAC...50/60Hz
Power Consumption: 60W @FO

Control:
Control Protocol: DMX
DMX channels: 1,3,4,6

Optical system:
Beam Angle: 28 degrees

Physical:
Dimensions: 256 x 285 x 96 mm
Weight: 3 kg
Housing: Die cast Aluminium
Color: Black, Powdercoated
Fixture Connections: IEC, 3 Pole DMX
Cooling: Convection

Safety:
Operation temperature: -5 - +40 degrees Celcius
Environment: IP-20 

Special features:
 • Compact Housing
• Easy Link Up to 15 units
• Convection cooling, 100% silent
• Flicker Free (Suitable for TV Studio) 

 The Showtec Compact Par 18 MKII is a compact but powerful � xture. It is equipped with 18x 
3-in-1 RGB LED’s combined with high ef� ciency optics ensuring perfect performance in any 
circumstance. The Compact Par 18 MKII is equipped with IEC input and output for easy power 
linking. The compact aluminium structure makes this unit very suitable for use in venues with 
a limited space or as truss-warmer. 

 Compact Par 18 MKII  

   42592W     White 
   42592     Black 

Special features:
 • Powercon in-and output
• Easy Link Up to 15 units
• Convection cooling, 100% silent
• Flicker Free (Suitable for TV Studio) 

Technical information:

 Output: 
Lumen: 2323
Lux @2m: 3112
Max. Distance: 20m

Light Source:
LED System: 18 x 3W RGB-in-1 LED
LED Color: RGB
Drive Current: 350mA
Refresh rate: 7,8 KHz

Electrical:
Power Supply: 100~240VAC...50/60Hz
Power Consumption: 60W @FO

Control:
Control Protocol: DMX
DMX channels: 1,3,4,6

Optical system:
Beam Angle: 28 degrees

Physical:
Dimensions: 256 x 285 x 96 mm
Weight: 3 kg
Housing: Die cast Aluminium
Color: Black, Powdercoated
Fixture Connections: Powercon in/out, 3 Pole DMX
Cooling: Convection

Safety:
Operation temperature: -5 - +40 degrees Celcius
Environment: IP-20 

 The Showtec Compact Par 18 MKII Tour is a compact but powerful � xture. It is equipped with 
18x 3-in-1 RGB LED’s combined with high ef� ciency optics ensuring perfect performance in 
any circumstance. The Compact Par 18 MKII Tour is equipped with Neutrik Powercon input and 
output for easy power linking. The compact aluminium structure makes this unit very suitable 
for use in venues with a limited space or as truss-warmer. 

 Compact Par 18 MKII Tour  
   42596     Black 
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Special features:
 • 5-in-1 (RGBWA) LED Technology
• Double bracket
• Convection cooling, 100% silent
• Flicker free (Suitable for TV Studio) 

Technical information:

 Lumen:  R 130lux@2m
 G 200lux@2m
 B 180lux@2m
 W 375lux@2m
 A 85lux@2m
 RGBWA 875lux@2m
LED: 3 x 5-in-1 10W 
Beam angle: 25 degree
Refreshrate: 7,8 KHz
Operation: build-in programs, auto run, slave, sound, static color, DMX
DMX channels: 5, 7, 9 CH
Working environment: -10°C~40°C
Housing: Die cast Aluminium, powder coat � nish
Power input: AC 100V~240V, 50 Hz/60Hz
Power consumption: 32W max
Dimensions: 194 x 113 x 220 mm 

  

 Power Spot 3 Q5  
   42573      

Technical information:

 Lumen:  R 210lux@2m
 G 305lux@2m
 B 340lux@2m
 W 590lux@2m
 A 125lux@2m
 RGBWA 1480lux@2m
LED: 6 x 5-in-1 10W 
Beam angle: 25 degree
Refreshrate: 7,8 KHz
Operation: build-in programs, auto run, slave, sound, static color, DMX
DMX channels: 5, 7, 9 CH
Working environment: -10°C~40°C
Housing: Die cast Aluminium, powder coat � nish
Power input: AC 100V~240V, 50 Hz/60Hz
Power consumption: 62W max 
Dimensions: 238 x 114 x 255 mm 

Special features:
 • 5-in-1 (RGBWA) LED Technology
• Double bracket
• Convection cooling, 100% silent
• Flicker free (Suitable for TV Studio) 

  

 Power Spot 6 Q5  
   42574      
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Special features:
 • 5-in-1 (RGBWA) LED Technology
• Double bracket
• Convection cooling, 100% silent
• Flicker free (Suitable for TV Studio) 

Technical information:

 Lumen:  R 422lux@2m
 G 1372lux@2m
 B 231lux@2m
 W 831lux@2m
 A 551lux@2m
 RGBWA 3836lux@2m
LED: 9 x 5-in-1 10W 
Beam angle: 25 degree
Refreshrate: 7,8 KHz
Operation: build-in programs, auto run, slave, sound, static color, DMX
DMX channels: 5, 7, 9 CH
Working environment: -10°C~40°C
Housing: Die cast Aluminium, powder coat � nish
Power input: AC 100V~240V, 50 Hz/60Hz
Power consumption: 92W max
Dimensions: 295 x 106 x 263 mm 

  

 Power Spot 9 Q5  
   42575      

Technical information:

 Lumen: R 630 lux@2m
 G 1108 lux@2m
 B 203 lux@2m
 W 1235 lux@2m
 A 520 lux@2m
 UV 10 lux@2m
 Full 3230 lux@2m
LED: 9 x 6-in-1 12W 
Beam angle: 18 degree
Refreshrate: 7,8 KHz
Operation: built-in programs, auto run, slave,
 sound, static color, DMX
DMX channels: 6, 8, 10 CH
Working environment: -10°C~40°C
Housing: Die cast Aluminum, powder coat � nish
Fixture Connection: XLR (3-pin & 5-pin) DMX in/out,
 Powercon power in/out
Cooling: Forced Convection
Power input: AC 100V~240V, 50 Hz/60Hz
Power consumption: 122W max
Dimensions: 264 x 113 x 294 mm (LxWxH) 

Special features:
 • 6-in-1 (RGBWA-UV) LED Technology
• Powercon and 3 + 5 pin DMX   
 connectors
• Double bracket
• Convection cooling, 100% silent
• Flicker free (Suitable for TV Studio) 

  

 Power Spot 9 Q6 Tour  
   42576     RGBWA-UV in one 
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Technical information:

 Light Source
LED System: 12 x 10W RGBW LEDs
Backlight System: 21 x RGB 5050 SMD
Output@2m: 27700lux (10°)

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 130W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 6, 10, 14ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 5°-60°

Physical
Dimensions: 204 x 256 x 286 mm
Weight: 4,1 kg
Housing: Di-cast powder coated Aluminium
Color: Black
Power Connectors: Pro Power connector
Data Connectors: XLR 3 & 5 pole 
Cooling: Forced

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 

Special features:
 • Extensive zoom range
• Solid aluminium housing
• RGB backlight glare effect 
• Solid aluminium housing
• RGB backlight glare effect 

 The NanoQ 12 Q4 offers an extensive wide zoom range from 10° up to 55° in combinations 
with full RGBW color control and a vivid back light effect. It has a compact and sturdy housing 
which is designed to meet the demands of the most extreme tours. The � xture has a double 
bracket with quick-lock connector which makes it possible to use the � xture in any position 
without the need of any tools. (Dedicated bracket optional available). It has full connectivity with 
3 and 5 pole XLR connectors as well Blue and White Power connectors.
A bright LCD displays makes it easy to control all settings or select the right preprogramed 
color either program. 

 NanoQ 12 Q4  
   43710      

 Powerspot 10 SW 

Special features:
 • Smart White color control
• Robust housing
• 3 and 5 pole XLR 

Technical information:

 Light Source:
LED Quantity: 10x WW/CW/A High Power LED
Beam angle: 18°
Lux @ 2m: 4420 Lux
Dimmer: 0-100%

Electrical: 100-240VAC 50/60Hz
Max Power: 50W
Operation mode: LCD display
Control Features: DMX Mode, Built-in programs, 
 Static Dimmer, Preprogramed colors (LEE)
DMX Channels:  3,5,7

Physical:
Dimensions: 294 x 264 x 112mm
Weight: 2,8 kg
Housing: Black painted alumium.
Fixture connections: Pro Power connector   3/5 Pole XLR
Cooling: Convection
IP Rating: IP-20
Operation temperature:  -10° to 40° 

 The Powerspot 10SW brings the right white tone to your stage or venue. It is equipped with 10 
pieces LED which are build out of cool white, warm white and amber in one single chip ensuring 
perfect white balance. The white balance can be controlled between 2000K and 6000K and 
therefore makes the Powerspot 10SW suitable for many applications. 

   42577     Black 
   42578     White 
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Technical information:

 Output
Lux @2m: 2036

Light Source 
LED System: 1x 200W COB RGBW
Drive Current: 1700mA
Refresh rate: 12Khz

Electrical
Power Supply: 100-240V AC
Power Consumption: 200W

Control 
Control Mode: DMX512
DMX channels: 4,6,8

Optical system 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 60°

Physical
Dimensions: 269 x 204 x 437 mm
Weight: 5,2 kg
Housing: Die cast aluminum
Color: Black
Power Connectors: Pro Power in- & output
Data Connectors: XLR 3 & 5pole
Cooling: Fan

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • COB RGBW LED
• Die cast housing 
• 3&5p XLR connetions
• 60° Beam angle 
• 3&5p XLR connetions

 The Showtec Helios 200 COB is a die cast spot with RGBW color mixing. The COB technology 
with RGBW colors offers an excellent color mix to make both high saturated and pastel colors. 
The 16 character display with a user friendly menu structure makes it convenient to apply your 
desired settings. 3 and 5 pole XLR connections, blue and white power in- and output together 
with the die cast housing and double bracket makes the Helios 200 rental proof. 

 Helios 200 COB Q4  
   43715      

Special features:
 • Wide zoom range
• RGBW colormixing
• Fast zoom
• IP65 rated
 

Technical information:

 Lightsource: 1 LED (RGBW) 60W, 
Drive current: 4A
Beam Angle: 4,5° to 45°
Field Angle: 8° to 55°
Input voltage: 90-2240V AC
Power: 85 (Max)
Output (4,5°): 19200 Lux @ 2 meter
Output (45°): 560 lux @ 2 meter
Selectable PWM: 600 Hz, 1200 Hz, 2000 Hz, 2400 Hz, 6000 Hz, 25000 Hz.
Dimmer: 0-100%
Strobe: 0-25Hz
Control protocol: DMX-512
Control personality: HSiC, SSP, TOUR, TR16, STD.Y)
DMX Channels: 9, 12 or 17
Dimensions: 242 x 242 x 345,5mm
Weight: 4.5kg
Housing: Die cast aluminium
Colour: Black
Fixture connection:  IP65 3-pole XLR connectors, IP-65 Power connector
Cooling: Convection
Operating temperature: -20°C - 45°C 

 Spectral PC 600Z IP  
   43551      

 The Spectral PC600Z IP is a hybrid version of a PC light and a parcan. 
It offers the robust features of our already popular Spectral series combined with superior optics 
creating a stunning PC projection combined with an impressive zoom range of 4.5° to 45°.
The Spectral PC600Z IP has a 60W RGBW COB chip which projects an even and fully 
homogenized beam. It has a full IP65 rating ensuring reliable use outdoor in the most severe 
weather conditions. 
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Technical information:

 Output
LED Quantity: 14x 4-in-1 RGBA
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 10°

Control
On Board: OLED Display
Options: DMX512, Auto, Manual

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 120W max @FO

Physical
Dimensions (LxWxH): 272 x 220 x 284 mm
Weight: 6,0 kg
IP Rating: IP-20 (Tour)
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon + 3- and 5-pin XLR
Cooling: Convection 

Special features:
 • RGBA Color mixing
• Preprogramed colors
• OLED Display
• 3 & 5 Pin XLR 

 Spectral M850 Q4  
   43620     Tour 

 Due to the fast and ever changing technology in LED, Showtec updated the Spectral series 
with the M850 and M950. On board are very powerfull 4-in-1 RGBA LED with specially chosen 
color wavelengths resulting in a true color mixing as close to natural as possible. They offer a 
clear OLED display, 3-and 5 pin XLR connectors, PowerCON in-and output on the Tour version, 
dedicated IP-65 power connectors on the IP version, quick-lock connector for fast connecting 
a clamp and Pre-programmed LEE colors which are accessible in stand-alone modus and by 
DMX. The compact and rugged die cast aluminium housing is re-designed to ensure a better 
heat-dissipation together with a re-designed stronger bracket. 

Technical information:

 Output:
Max. Flux: 1094lm
Peak Intensity: 10094cd

Light Source:
LED Qty.: 14 x RGB
Drive Current: 350mA
Color Range: 16.7 million additive RGB colors 
 with full saturation control

Electrical:
Input Voltage: AC100V~240V, 50/60Hz
Max. Power: 50W

Control:
On-board: Display for Auto and Custom control
Control Protocol: DMX512
Control Personality: Tour, TR16, ARC1, AR1.d, AR1.S, HSV
Optical System: Dimmer: 0-100%
Strobe: 0-20Hz
Optics: 16°

Physical:
Dimensions: 250 x 200 x 296 mm
Weight: 4.1 kg (indoor)/ 4.5 kg (outdoor)
Housing: Die-casting aluminum
Color: Black
Fixture Connection: XLR (3-pin & 5-pin) DMX in/out,
 Powercon power in/out
Cooling: Forced Convection
Operation Temperature: -40°C ~45°C (operating) / 
 -20°C ~45°C (startup) 

Special features:
 • 16 bit dimming
• Roadproof Housing
• No fans, low noise 

 Spectral M800 MKII  
   43530     Tour with Powercon in and output 

 The Spectral M800MKII is the upgraded version of the extremely popular Spectral M800.
It now has been upgraded with 3 and 5 pole XLR connections (Tour version only) and 16 bit 
dimming. The Outdoor versions are available with dedicated IP data connectors and also the 
new Neutrik NC3-HDD IP XLR connectors. The Spectral M800 MKII is a compact and rugged 
LED � xture which is designed to provide lighting designers with a tool that is both easy-to-use 
and 100% reliable in all environments. Offering perfect colour mixing in the near � eld without 
any RGB colour shadows, the custom over-sized lenses allow the � xture to capture a greater 
amount of light and project an output of over 800 lumen. 
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Technical information:

 LED Quantity: 18x 8W 3-in-1 CW/WW/Amber
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Control
On Board: OLED Display
Options: DMX512, Auto, Manual

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 160W max @FO

Physical
Dimensions (LxWxH): 220 x 300 x 315 mm
Weight: 5,1 kg
IP Rating: IP-20 (Tour)
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Pro Power connectors + 3- and 5-pin XLR
Cooling: Convection 

Special features:
 • CW WW Amber Color mixing
• OLED Display
• 3 & 5 Pin XLR 

 Spectral M950 SW  
   43630     Tour 

 Due to the fast and ever changing technology in LED, Showtec updated the Spectral series with 
the M850 and M950. On board of the M950 SW are very powerful 3-in-1 CW/WW/Amber LEDs 
which are specially chosen to create natural white projections ranging from 2100K to 6000K . 
They offer a clear OLED display, 3-and 5 pin XLR connectors, Pro Power in-and outputs on the 
Tour version, dedicated IP-65 power connectors on the IP version, quick-lock connector for fast 
connecting a clamp and Pre-programmed color temperatures which are accessible in stand-
alone modus and by DMX. The compact and rugged die cast aluminium housing is re-designed 
to ensure a better heat-dissipation together with a re-designed stronger bracket. 

Special features:
 • RGBA Color mixing
• Preprogramed colors
• OLED Display
• 3 & 5 Pin XLR 

 Spectral M950 Q4  
   43631     Tour 

Technical information:

 Output
LED Quantity: 18x 4-in-1 RGBA
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Control
On Board: OLED Display
Options: DMX512, Auto, Manual

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 160W max @FO

Physical
Dimensions (LxWxH): 298 x 220 x 311 mm
Weight: 5,5 kg
IP Rating: IP-20 (Tour)
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Pro Power connectors + 3- and 5-pin XLR
Cooling: Convection 

 Due to the fast and ever changing technology in LED, Showtec updated the Spectral series 
with the M850 and M950. On board are very powerfull 4-in-1 RGBA LED with specially chosen 
color wavelengths resulting in a true color mixing as close to natural as possible. They offer a 
clear OLED display, 3-and 5 pin XLR connectors, Pro Power in-and outputs on the Tour version, 
dedicated IP-65 power connectors on the IP version, quick-lock connector for fast connecting 
a clamp and Pre-programmed LEE colors which are accessible in stand-alone modus and by 
DMX. The compact and rugged die cast aluminium housing is re-designed to ensure a better 
heat-dissipation together with a re-designed stronger bracket. 
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Special features:
 • Electronic Zoom: 8-40°
• RGBW 4-in-1 Colormixing
• Convection cooling
• Roadproof design
• 1900+ lumen 

 Spectral M1500 Q4  
   43543     Tour 

Technical information:

 Output
Lumen: 1900+
Lux@2m, 8°: 31000+
LED Quantity: 7x 4-in-1 RGBW
Driver current: 950mA
Refreshrate: 1200Hz 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 8-45°

Control
On Board: 4 segment display
Mode: DMX, Manual, Auto
DMX personality: 3, 4, 5, 6, 7, 12, 17, 25 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 108W max @FO

Physical
Dimensions (LxWxH): 245x264x360 mm
Weight: 6.8 kg
IP Rating: IP-20
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon In & Out + XLR 3 & 5 pole
Cooling: Convection 
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Technical information:

 Output
Lumen: 3900+
Lux@2m, 8°: 63700+
LED Quantity: 14x 4-in-1 RGBW
Driver current: 700mA
Refreshrate: 900Hz 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 8-45.0°

Control
On Board: 4 segment display
Mode: Static, Auto, Run, DMX, Personality, Edit, Set, Key, Cal, WT, RGBW, Zoom
DMX personality: 3, 4, 5, 6, 7, 12, 17 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 195W max @FO

Physical
Dimensions (LxWxH): 280x300x315 mm
Weight: 8.4 kg
IP Rating: IP-20
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon In & Out + XLR 3 & 5 pole
Cooling: Convection 

Special features:
 • Electronic Zoom: 8-40°
• RGBW 4-in-1 Colormixing
• Convection cooling
• Roadproof design
• 3900+ lumen 

 Spectral M3000 Q4  
   43545     Tour 

 The Spectral M3000 Zoom Q4 Tour is designed as a truly versatile unit, combining LED 
technology with its extremely impressive zoom range of 8-45 degrees. 
Ideal for a wide range of applications the Spectral M1500 can be used from productions to 
theatre, and from event to architectural facade lighting. The Spectral M3000 offers true 4-in-
1 LED technology (RGBW) ensuring a wide palette of vivid colors and true white. Available in 
two versions, Tour and IP-66, plus the sturdy die cast aluminium body, makes it a suitable LED 
� xture for indoor and outdoor applications. With this � xture, lighting designers have the ideal 
tool for creating dramatic beams of light carrying out wide panoramic washing. 
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Technical Information 
 Light Source:
LED Quantity: 1x 4-in-1 RGBW COB 120W
Driver current: 350mA
Max distance: 30m
Beam Angle: 90°
Lux @ 2m: 1750 Lux
Dimmer: 0-100%

Electrical:
Input voltage: 100-240VAC - 50/60Hz
Max Power: 120W
Operation mode: LCD Display
Control feature: Built-in programs, Auto Running Mode, 
 DMX Mode, Master/Slave mode, static colors.
DMX Channels: 4, 6, 8
Connections: Neutrik PowerCON Thrue1 & XLR-HD IP-65

Physical: 
Dimensions: 317 x 180 x 345 mm
Weight: 5,7kg 

Special features:
 • IP-65 Protection rate
• Extreme bright
• Wide beam angle (90°)
• COB Technology 

 Helix 1800 COB  
   43705     120W COB RGBW 

 The Helix 1800 120W COB offers 120W of COB and full RGWB color mixing. It has an excellent 
color mixing and due to wide beam angle of 90 degrees it is ideal to � ll large areas from a 
short distance.
It has a bright LCD display on the back for easy set up and control and it comes with a double 
bracket for use in any position.
Connection are by PowerCON Thrue1 chasis connectors in order to link up multiple pieces 
easily. Data connection is applied with XLR-HD by Neutrik, IP-65 plugs. 

Special features:
 • 4-in-1 LED technology
• Very narrow beam angle
• IP-65 protection grade
• OSRAM O-star LED 

Technical Information 
 Light Source
LED System: 12 x RGBW 4-in-1 10W LEDs
Drive Current: 500mA
Output@2m: 28000lux

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 120W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 4, 6, 8ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 8°

Physical
Dimensions: 317 x 179 x 345 mm
Weight: 6,5 kg
Housing: Die-cast aluminium
Color: Black
Power Connectors: Powercon True1
Data Connectors: XLR-HD 3 pole 
Cooling: Convection

Safety
Operation temperature: -10~40°C
IP-Rating: IP-65 

 Helix 1800 Q4  
   43700     12x10W 

 The Helix 1800Q4 is an extreme bright and robust � xture with a tight 8° beam offering an 
extreme punch. The Osram O-star RGBW LED are giving this � xture rich and deep colors and 
excellent color mixing. The Helix 1800Q4 is equipped with Neutrik Powercon TRUE in- and 
output as well 3 pole IP65 XLR connectors which makes the Helix1800Q4 to a versatile unit for 
in- and outdoor use. Due to the ef� cient design of the housing it has no fan and therefor it is 
also an extreme silent unit which can be used in theatres. 
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Technical information:

 Output:
Max. Flux: 1094lm
Peak Intensity: 10094cd

Light Source:
LED Qty.: 14 x RGB
Drive Current: 350mA
Color Range: 16.7 million additive RGB colors with
 full saturation control
Electrical: Input Voltage: AC100V~240V, 50/60Hz
Max. Power: 50W

Control:
On-board: Display for Auto and Custom control
Control Protocol: DMX512
Control Personality: Tour, TR16, ARC1, AR1.d, AR1.S, HSV
Optical System: Dimmer: 0-100%
Strobe: 0-20Hz
Optics: 16°

Physical: Dimensions: 250 x 200 x 296 mm
Weight: 4,1 kg (indoor)/ 4,5 kg (outdoor)
Housing: Die-casting aluminum
IP Rating: IP-65
Color: Black
Fixture Connection: DMX dedicated in/out, 
 dedicated power in/out
Cooling: Forced Convection
Operation Temperature: -40°C ~45°C (operating) / 
 -20°C ~45°C (startup) 

 The Spectral M800MKII is the upgraded version of the extremely popular Spectral M800.
It now has been upgraded with 3 and 5 pole XLR connections (Tour version only) and 16 bit 
dimming. The Outdoor versions are available with dedicated IP data connectors and also the 
new Neutrik NC3-HDD IP XLR connectors. The Spectral M800 MKII is a compact and rugged 
LED � xture which is designed to provide lighting designers with a tool that is both easy-to-use 
and 100% reliable in all environments. Offering perfect colour mixing in the near � eld without 
any RGB colour shadows, the custom over-sized lenses allow the � xture to capture a greater 
amount of light and project an output of over 800 lumen. 

Special features:
 • 16 bit dimming
• Roadproof Housing
• No fans, low noise
• Dedicated IP 65 connectors 

 Spectral M800 MKII  
   43531     IP65 with dedicated IP65 connectors 

Special features:
 • 16 bit dimming
• Roadproof Housing
• No fans, low noise
• Neutrik NC3-HDD IP-connectors 

 Spectral M800 MKII  
   43532     IPX with Neutrik IPX XLR connectors 

Technical information:

 Output:
Max. Flux: 1094lm
Peak Intensity: 10094cd

Light Source:
LED Qty.: 14 x RGB
Drive Current: 350mA
Color Range: 16.7 million additive RGB colors 
 with full saturation control

Electrical:
Input Voltage: AC100V~240V, 50/60Hz
Max. Power: 50W

Control:
On-board: Display for Auto and Custom control
Control Protocol: DMX512
Control Personality: Tour, TR16, ARC1, AR1.d, AR1.S, HSV
Optical System: Dimmer: 0-100%
Strobe: 0-20Hz
Optics: 16°

Physical:
Dimensions: 250 x 200 x 296 mm
Weight: 4,1 kg (indoor)/ 4,5 kg (outdoor)
Housing: Die-casting aluminum
IP Rating: IP-65
Color: Black
Fixture Connection: DMX Neutrik NC3-HD in/out,
 dedicated power in/out
Cooling: Forced Convection
Operation Temperature: -40°C ~45°C (operating) / 
 -20°C ~45°C (startup) 

 The Spectral M800MKII is the upgraded version of the extremely popular Spectral M800.
It now has been upgraded with 3 and 5 pole XLR connections (Tour version only) and 16 bit 
dimming. The Outdoor versions are available with dedicated IP data connectors and also the 
new Neutrik NC3-HDD IP XLR connectors. The Spectral M800 MKII is a compact and rugged 
LED � xture which is designed to provide lighting designers with a tool that is both easy-to-use 
and 100% reliable in all environments. Offering perfect colour mixing in the near � eld without 
any RGB colour shadows, the custom over-sized lenses allow the � xture to capture a greater 
amount of light and project an output of over 800 lumen. 
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Technical information:

 Output
LED Quantity: 14x 4-in-1 RGBA
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 10°

Control
On Board: OLED Display
Options: DMX512, Auto, Manual

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 120W max @FO

Physical
Dimensions (LxWxH): 272 x 220 x 284 mm
Weight: 6,0 kg
IP Rating: IP-65
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon TRUE1 & 3p XLR
Cooling: Convection 

 Due to the fast and ever changing technology in LED, Showtec updated the Spectral series 
with the M850 and M950. On board are very powerfull 4-in-1 RGBA LED with specially chosen 
color wavelengths resulting in a true color mixing as close to natural as possible. They offer a 
clear OLED display, 3-and 5 pin XLR connectors, PowerCON in-and output on the Tour version, 
dedicated IP-65 power connectors on the IP version, quick-lock connector for fast connecting 
a clamp and Pre-programmed LEE colors which are accessible in stand-alone modus and by 
DMX. The compact and rugged die cast aluminium housing is re-designed to ensure a better 
heat-dissipation together with a re-designed stronger bracket. 

Special features:
 • RGBA Color mixing
• Preprogramed colors
• OLED Display
• 3 & 5 Pin XLR 

 Spectral M850 Q4  
   43621     IP-65 

Special features:
 • RGBA Color mixing
• Preprogramed colors
• OLED Display
• 3 & 5 Pin XLR 

 Spectral M950 Q4  
   43632     IP-65 

Technical information:

 Output
LED Quantity: 18x 4-in-1 RGBA
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Control
On Board: OLED Display
Options: DMX512, Auto, Manual

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 160W max @FO

Physical
Dimensions (LxWxH): 298 x 220 x 311 mm
Weight: 5,5 kg
IP Rating: IP-65
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon TRUE1 & 3p XLR
Cooling: Convection 

 Due to the fast and ever changing technology in LED, Showtec updated the Spectral series 
with the M850 and M950. On board are very powerfull 4-in-1 RGBA LED with specially chosen 
color wavelengths resulting in a true color mixing as close to natural as possible. They offer a 
clear OLED display, 3-and 5 pin XLR connectors, PowerCON in-and output on the Tour version, 
dedicated IP-65 power connectors on the IP version, quick-lock connector for fast connecting 
a clamp and Pre-programmed LEE colors which are accessible in stand-alone modus and by 
DMX. The compact and rugged die cast aluminium housing is re-designed to ensure a better 
heat-dissipation together with a re-designed stronger bracket. 
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Technical information:

 Output
Lumen: 1900+
Lux@2m, 8°: 31000+
LED Quantity: 7x 4-in-1 RGBW
Driver current: 950mA
Refreshrate: 1200Hz 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 8-45°

Control
On Board: 4 segment display
Mode: DMX, Manual, Auto
DMX personality: 3, 4, 5, 6, 7, 12, 17, 25 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 108W max @FO

Physical
Dimensions (LxWxH): 245x264x360 mm
Weight: 6.8 kg
IP Rating: IP-66
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Dedicated IP66 Power In & Out + Data In & Out
Cooling: Convection 

Special features:
 • Electronic Zoom: 8-40°
• RGBW 4-in-1 Colormixing
• Convection cooling
• IP-66 

 Spectral M1500 Q4  
   43544     IP66 

 The Spectral M1500 Zoom Q4 Tour is designed as a truly versatile unit, combining LED 
technology with its extremely impressive zoom range of 8-45 degrees. 
Ideal for a wide range of applications the Spectral M1500 can be used from productions to 
theatre, and from event to architectural facade lighting. The Spectral M1500 offers true 4-in-1 
LED technology (RGBW) ensuring a wide palette of vivid colors and true white. Available in two 
version, Tour and  IP-66. The sturdy die cast aluminium body, makes it a suitable LED � xture 
for indoor and outdoor applications. With this � xture, lighting designers have the ideal tool for 
creating dramatic beams of light carrying out wide panoramic washing. 

 The Spectral M3000 Zoom Q4 Tour is designed as a truly versatile unit, combining LED 
technology with its extremely impressive zoom range of 8-45 degrees. 
Ideal for a wide range of applications the Spectral M1500 can be used from productions to 
theatre, and from event to architectural facade lighting. The Spectral M3000 offers true 4-in-
1 LED technology (RGBW) ensuring a wide palette of vivid colors and true white. Available in 
two versions, Tour and IP-66, plus the sturdy die cast aluminium body, makes it a suitable LED 
� xture for indoor and outdoor applications. With this � xture, lighting designers have the ideal 
tool for creating dramatic beams of light carrying out wide panoramic washing. 

Technical information:

 Output
Lumen: 3900+
Lux@2m, 8°: 63700+
LED Quantity: 14x 4-in-1 RGBW
Driver current: 700mA 
Refreshrate: 900Hz 
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 8-45.0°

Control
On Board: 4 segment display
Mode: Static, Auto, Run, DMX, Personality, Edit, Set, Key, Cal, WT, RGBW, Zoom
DMX personality: 3, 4, 5, 6, 7, 12, 17 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 195W max @FO

Physical
Dimensions (LxWxH): 280x300x315 mm
Weight: 8.4 kg
IP Rating: IP-66
Housing: Die cast Aluminium, powder coat � nish
Lens Plate: Tempered glass
Connections: Powercon In & Out + XLR 3 & 5 pole
Cooling: Convection 

 Spectral M3000 Q4  
   43546     IP66 

Special features:
 • Electronic Zoom: 8-40°
• RGBW 4-in-1 Colormixing
• Convection cooling
• IP66
• 3900+ lumen 
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Technical information:

 Light Source
LED System: 19 x 10W RGBW LEDs
Refreshrate: 1K Hz
Driver curent: 750mA/color
Backlight System: 21 x RGB 5050 SMD
Output@2m: 29300lux (6°)

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 220W

Control
Control Mode: Auto/ built-in programs, Master/slave, DMX
DMX channels: 5,6,7,8,9,10,14ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 6°-60°

Physical
Dimensions: 240 x 240 x 270 mm (excl brackets)
Weight: 7,4 kg
Housing: Di-cast powder coated Aluminium
Color: Black
Power Connections: Powercon True1
Data Connections: XLR 3 & 5 pole 
Cooling: Forced

Safety
Certi� cation: CE
Operation temperature: -10~40°C
IP-Rating: IP-54 

 Nanoq 19 IP  
   43712      

Special features:
 • Extensive zoom range
• Clear Lens plate
• RGB backlight glare effect
• IP-54 Protection rate 

 The Showtec Nanoq 19 IP is an rental outdoor LED spot with zoom. It has a clear lens plate with 
an RGB backlight glare effect and a zoomrange of 6° - 60°. It is equipped with 19 pcs RGBW 
10W LEDs to create a massive output. The wash LEDs and backlight LEDs can be controlled 
individually in colors, dimmer and strobe for creative effects. The LED spot has a die-cast black 
powder coated aluminium housing with a double bracket which makes it sturdy and rental 
proof. Original powercon True1 in- & output connections and dedicated IP rated 3p XLR chasis 
for easy daisy chaining. The large bright display makes it convenient to get your desired settings 
even in uncomfortable positions. 
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 Accessory holder for Quanta W3500/Spectral 800-2500 
   43514      

 Tophat for Quanta W3500/Spectral 800-2500 series 
   43521      

 Accessory Holder Spectral M1500 
   43543AH      

 Barndoor Spectral M3000 
   43545BD      

 Filter Frame Spectral M3000 
   43545FF      

 Accessory Holder Spectral M3000 
   43545AH      

 Filterframe for Quanta W3500/Spectral 800-2500 series 
   43522      

 Filter Frame Spectral M1500 
   43543FF      

 Barndoor Spectral M1500 
   43543BD      

 Barndoor for Quanta W3500/Spectral 800-2500 series 
   43520      

 Tophat for NanoQ 12 Q4 
   43711      

 Barndoor for Helios COB 200W Q4 
   43716      
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 15° Diffuser for Helios COB 200W Q4 
   43717      

 Accessory frame Spectral 850 
   43625      

 Accessory frame Spectral 950 
   43635      

 30° Diffuser for Helios COB 200W Q4 
   43718      

 Barndoor for Spectral M850 
   43626      

 Barndoor for Spectral M950 
   43636      
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Technical information:

 Par: 16
Lamp socket: GU5.3
Max. capacity: 50W
Connector: -
Cable: 20 cm
Filterframe: Included
Barndoor: Optional (30105)
Dimensions: 145 x 80 x 125 mm (LxWxH)
Weight: 0,15 kg 

Technical information:

 Par: 16
Lamp socket: GU-10D
Max. capacity: 50W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30105)
Dimensions: 145 x 80 x 125 mm (LxWxH)
Weight: 0,26 kg 

Technical information:

 Par 16 with gobo-holder and lens.
12 V, Adapter included.
Gobo size: 55 mm
Image size: 40 mm
Power supply: AC 230V - 50 Hz 
 (Adapter included)
Power consumption: max. 50 Watt
Dimensions: 130 x 120 x 220mm 
 (LxWxH)
Weight: 0,70 Kg 

Available models:

   30101      Black 
   30102      Polished 
   30107      White 

Available models:

   30115      Black 
   30116      Polished 

Available model:

   30120      Polished 

Available colours: Available colours:

 Parcan 16, GU5.3 socket  

Technical information:

 Par: 20
Lamp socket: E-27
Max. capacity: 50W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30153)
Dimensions: 180 x 110 x 142 mm (LxWxH)
Weight: 0,34 kg 

Available colours:

Technical information:

 Par: 30
Lamp socket: E-27
Max. capacity: 100W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30163)
Dimensions: 230 x 125 x 208 mm (LxWxH)
Weight: 0,52 kg 

Available colours:

Technical information:

 Par: 30
Lamp socket: E-27
Max. capacity: 45W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30221)
Dimensions: 220 x 180 x 240 mm (LxWxH)
Weight: 2,18 kg 

Available colours:

Available models:

   30151      Black 
   30152      Polished 

 Parcan 20 Long  
Available models:

   30161      Black 
   30162      Polished 

 Parcan 30  
Available models:

   30180      Black 
   30181      Silver 

 Parcan 30, CDM35/Par20  

 Parcan 16, GU10D socket   Promopar Par 16  

 Parcan 16  / Parcan 20 / Parcan 30
 PARCANS 
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Technical information:

 Par: 36
Lamp socket: Screw
Max. capacity: 6V/30W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Not Included
Dimensions: 150 x 115 x 167 mm (LxWxH)
Weight: 1,04 kg 

Available models:

   30205      Black, Incl. built-in Trafo 
   30206      Polished, Incl. built-in Trafo 

Available colours:

 Parcan 36 Pinspot  

Technical Information 
 Output:
Lumens: 190
Lux @2m: 4050

Light Source:
LED System: 1x3W cool
  white
Drive Current: 730mA

Electrical:
Power Supply: 100-240V
  AC
Power Consumption: 8W

Optical system:
 %
Beam Angle: 7° (+/-2°)

Physical:
Dimensions: 210 x 65 x
  105 mm
Weight: 0.33 kg
Housing: ABS Plastic
Color: Black
Cooling: Aluminum 
housing

Safety:
Operation temperature: 
-20~40°C 

Available models:

   42406       

 LED Pinspot  

Technical information:

 Including 50 cm cable with Schuko plug
Par: 36
Lamp socket: Screw
Filterframe: Included
Power Supply: 230V
Output voltage: 6V/30W
Lamp: 4515 6V 30W or equivalent
Dimensions: 160 x 176 x 202 mm (LxWxH)
Weight: 1,56 kg 

Available models:

   30213      Black 
   30214      Silver 

Available colours:

 Pinspot Pro 6V/30W  

Technical information:

 Powersupply: 240V / 50Hz
Cable: 110cm
Power: 5W
LED: 3W White
Beamangle: 6 degrees
LED Colour: Cool White
Dimensions: 110 x 60 x 90 mm
Weight: 0,5 kg 

Available models:

   42404B      Black 
   42404S      Silver 

Available colours:

 LED Pinspot Pro  

Technical information:

 • 6 DMX channels
• Music-controlled
• Including 50 cm cable with Schuko plug
Par: 36
Filterframe: Not Included
Power Supply: 230V
Power Supply: 230V/50 Hz
Power: 8W
Dimensions: 155 x 140 x 185 mm (LxWxH)
Weight: 0,94 kg 

Available models:

   42400      Black 
   42401      Polished 

Available colours:

 LED Pinspot  

Technical information:

 Par: 36
Lamp socket: Screw
Max. capacity: 30W
Connector: None
Cable: None
Filterframe: Included
Barndoor: Optional (30221)
Dimensions: 205 x 165 x 237 mm (LxWxH)
Weight: 0,74 kg 

Available models:

   30201      Black 
   30202      Polished 

Available colours:

 Parcan 36 Short  

 Parcan 36 
 PARCANS 
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Technical information:

 Par: 46
Lamp socket: E27
Max. capacity: 70W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30254)
Dimensions: 295 x 195 x 260 mm (LxWxH)
Weight: 3,3 kg 

Available models:

   30182      Black 
   30183      Silver 

 Parcan 46, CDM70/Par30  

Available colours:

Technical information:

 Par: 46
Lamp socket: E27
Max. capacity: 90W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Barndoor: Optional (30254)
Dimensions: 305 x 195 x 267 mm (LxWxH)
Weight: 1,08 kg 

Available models:

   30258      Black 
   30257      Polished 

Available colours:

 Parcan 46 Pro  

Special features:
 • 90W COB LED Source
• 7 DMX channels
• Multi-voltage
• Large 90 degree beam angle 

Technical Information 
 Output
Lux @2m: R 360
 G 380
 B 490
 RGB 1200
Max distance: 10m
LED Quantity: 1 x 90W RGB COB
Dimmer: 0-100%
Strobe: 0-20Hz
Refreshrate: 7,8 KHz
Beam Angle: 90 degrees

Control
On Board: Display for easy Set Up
Options: DMX512, Auto, Manual

DMX personality: 3, 6, 7 Channel
Filterframe: Not available
Barndoor: optional available (43302)

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 98W max @FO

Physical
Dimensions (LxWxH): 240 x 172 x 330 mm
Weight: 2,3 kg
IP Rating: IP-20
Connections: Schuko + XLR 3 pole
Cooling: Forced Cooling (Fan) 

Available model:

   43300      Black housing 

 Par 56 90W COB RGB  

 Parcan 46  / Parcan 56
 PARCANS 
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Technical information:

 • Incl. Parsafe
Par: 56
Lamp socket: GX16D
Max. capacity: 500W
Power Supply: 230V
Connector: Schuko
Cable: 1 m
Filterframe: Included
Barndoor: Not available
Dimensions: 255 x 222 x 257 mm (LxWxH)
Weight: 1,2 kg 

Available models:

   30305      Black 
   30306      Polished 

Available colours:

 Parcan 56 Short Pro  

Technical information:

 • incl. terminal and socket
Par: 56
Lamp socket: GX16D
Max. capacity: 500W
Power Supply: 230V
Connector: Schuko
Cable: 70 cm
Filterframe: Included
Barndoor: Not available
Dimensions: 255 x 222 x 257 mm (LxWxH)
Weight: 0,9 kg 

Available models:

   30319      Black 
   30320      Polished 

Available colours:

 Parcan 56 Short  

Technical information:

 LED Source: 100W COB
Color Temp: 3200K
Beam angle: 33°
Max distance: 15m
Input voltage: 110-240VAC, 50/60Hz
Power consumption: 100W
Weight: 2,75Kg
Connections: Schuko
IP-Rating: IP-20 

Available models:

   43306      Black   
   43308      Polished   

Available colours:

 Par 56 COB 100W 3200K non dimmable  

Technical information:

 LED Source: 100W COB
Color Temp: 4000K
Beam angle: 33°
Max distance: 15m
Input voltage: 110-240VAC, 50/60Hz
Power consumption: 100W
Weight: 2,75Kg
Connections: Schuko
IP-Rating: IP-20 

Available models:

   43307      Black   
   43309      Polished   

Available colours:

 Par 56 COB 100W 4000K non dimmable  

Technical information:

 • incl. terminal and socket
Par: 56
Lamp socket: GX16D
Max. capacity: 500W
Power Supply: 230V
Connector: IEC
Cable: 70 cm
Filterframe: Included
Barndoor: Not available
Dimensions: 255 x 222 x 257 mm (LxWxH)
Weight: 0,9 kg 

Available models:

   30329      Black 
   30328      Polished 

Available colours:

 Par 56 Short IEC  

Technical information:

 Par: 56
Power Supply: 230V/50 Hz
Power: 15W
Dimensions: 220 x 220 x 260 mm (LxWxH)
Weight: 2,3 kg
Duty cycle: Colormixing 8 hours / 
 Full on: 2 hours
Filterframe: Not available
Barndoor: Not available 

Available models:

   42417      Black 
   42418      Polished 

Available colours:

 LED Par 56 Short Eco  
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Technical information:

 • incl. Terminal and socket
Par: 56
Lamp socket: GX16D
Max. capacity: 300W
Power Supply: 230V
Connector: Schuko
Cable: 80 cm
Filterframe: Included
Barndoor: Optional (30312)
Dimensions: 365 x 228 x 323 mm (LxWxH)
Weight: 1,29 kg 

Available models:

   30317      Black 
   30318      Polished 

Available colours:

 Parcan 56 Long, incl. Terminal and socket  

Technical information:

 Lamp: PAR 64
Lamp socket: GX16D
Powersupply: AC 220 Volt, 50 Hz
Connector: Schuko
Cable: 100 cm
Fliterframe: included
Dimensions: 430 x 300 x 384 mm (LxWxH)
Weight: 6,5 kg 

Available model:

   30451      IP65 

 Outdoor Par  

Technical information:

 • incl. Parsafe
Par: 56
Lamp socket: GX16D
Max. capacity: 300W
Power Supply: 230V
Connector: Schuko
Cable: 1 m
Filterframe: Included
Barndoor: Optional (30312)
Dimensions: 335 x 227 x 318 mm (LxWxH)
Weight: 1,32 kg 

Available models:

   30301      Black 
   30302      Polished 

Available colours:

 Parcan 56 Long, incl. Parsafe  

Technical information:

 IP-65
Lamp: PAR 64
Lamp socket: GX16D
 AC 220 Volt, 50 Hz
Connector: none
Cable: 50 cm
Fliterframe: included
Dimensions: 240 x 380 x 290 mm (LxWxH)
Weight: 4,3 kg 

Available model:

   30452       

 Outdoor Par Short  
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Technical information:

 LED: 18x RGB 3-in-1 LED 
Power input: AC 100-240V/50-60Hz
Power consumption: 75W
Powerlead: 150cm, Schuko connector
Control: DMX, Auto, Music,
 Master/Slave
DMX: 1,3,5 Channels
DMX Connector: 3 pole XLR
Addressing: Digital
Beam angle: 40 degrees
Refresh rate: > 400Hz
Dimensions: 270 x 270 x 370 mm
Weight: 2,6 kg 

Available models:

   42464      Black 
   42465      Polished 

Available colours:

 LED Par 64 Short 18 x RGB 3-in-1 LED  

Technical information:

 Powersupply: 100-240V multivoltage
Powerconsumption: 160W
LEDs: 36x 3W LED 
 (12x Red, 12x Green, 
 12x Blue)
Control: DMX-512, Auto, Music, 
 Master/Slave
DMX: 1,2,3,7 channel mode
Addressing: Digital
Beamangle: 25 degrees
Refreshrate: 400 Hz (Flickerfree)
Dimensions: 280 x 275 x 330 mm
Weight: 4 kg 

Available models:

   42456      Black 
   42457      Polished 

Available colours:

 LED Par 64 36x3W  

Technical information:

 21 x 3W Mulitcolour LED’s
50.000 hour lifetime
RGB colourmixing
DMX-512 (1,2,3 and 7 channel mode)
Audio control
Master/Slave function
Stand alone mode
4 digit LED display
3 and 5 pole Neutrik XLR connector
90-264V multivoltage powersupply 

Available models:

   42462      25°, Black 
   42463      25°, Polished 

Available colours:

 Par 64 Short 21 x RGB 3-in-1  

Technical Information 
 Output:
Lumens
Lux @2m: 3740
Max. Distance: 30m
Light Source:
LED System: 36x 3W LED
LED Color: 18x Cool White,
 18x Warm White
Drive Current: 450mA
Refresh rate: 7.8kHz
Color Range: CW-WW
Electrical:
Power Supply: 100-240V AC
Power Consumption: 90W
Control:

Control Protocol: DMX512
DMX channels: 4, 5, 8 channel
Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°
Physical:
Dimensions: 31x23x23 cm
Weight: 3.0kgs
Housing: aluminium
Fixture Connections: XLR 3pole
Cooling: forced cooling(fan)
Safety:
Operation temperature: –20~40°C 

Available models:

   42458      36 LED’s, Black 
   42459      36 LED’s, Polished 

 LED Par 64 CW/WW  

Available colours:

Project: Mayaland, Plopsaland - De Panne (B), www.plopsa.be • 
Supllier Lights: M.S.L’s - Bekkevoort (B), www.msls.be • Lighting 
Design: Painting With Light, Luc Peumans (B), www.paintingwithlight.
be • Assistant Lighting Design: Painting With Light, Geert Moors (B) 
• Production Manager: Flux Productions bvba, Axel van Bree (B) • 
Photography: Geert Moors - PWL (B) • Products: 132 x Showtec Studio 
Beams CDM/HCI-150 par � xtures (30690)

 Parcan 64 
 PARCANS 
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Technical information:

 Power input: AC240V/50Hz
Power consumption: 40W
Power connector: Schuko
LEDs: 177x 0.25W 10 mm  
 (60x Red, 60x Green, 
 57x Blue)
Beam angle: 20 degrees
Control: DMX, Auto, Music,
 Master Slave
Addressing: Digital addressing
DMX Mode: 3 and 6 channel mode
DMX Connector: 3 pole XLR
Filterframe: Included 

Available models:

   42427      Black 
   42428      Polished 

 LED Par 64 Short Pro RGB  

Technical information:

 • Incl. Terminal and Socket
Par: 64
Lamp socket: GX16D
Max. capacity: 1000W
Power Supply: 230V
Connector: Schuko
Cable: 1 m
Filterframe: Included
Dimensions: 260 x 255 x 357 mm (LxWxH)
Weight: 1,1 kg 

Available models:

   30427      Black 
   30426      Polish 

 Parcan 64 Short, Incl. Terminal and Socket  

Technical Information 
 Output
Lux @2m: R: 552, G: 1371, B: 215
  W: 1971, Full: 3774
Max distance: 20m
LED Quantity: 1 x 200W RGBW COB
Dimmer: 0-100%
Strobe: 0-20Hz
Refreshrate: 400 Hz
Beam Angle: 66 degrees

Control
On Board: Display for easy Set Up
Options: DMX512, Auto, Manual
DMX personality: 4, 8, 15 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 210W max @FO

Physical
Dimensions (LxWxH): 280 x 268 x 382 mm
Weight: 3,45 kg
IP Rating: IP-20
Connections: Powercon + XLR 3 pole
Cooling: Forced Cooling (Fan) 

Available model:

   43305       

 LED Par 64 COB RGBW 200W  

Available colours:

Available colours:
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Technical Information 
 Output
Lux @2m: 3790
Max Distance: 30m

Light Source 
LED System: 18 x 4-in-1 8W LEDs
Drive Current: 450mA
Refresh rate: 7.8kHz
Color Range: RGBW

Electrical
Power Supply: 100-240V AC
Power Consumption: 165W

Control 
Control Protocol: DMX512
DMX channels: 4,5,8

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 40°

Physical
Dimensions: 310 x 230 x 230 mm
Weight: 3.0kgs
Housing: Aluminium
Color: Black
Fixture Connections: XLR 3pole
Cooling: Forced cooling(fan)
 
Safety
Operation temperature: -20~40°C 

 LED Par 64 Short Q4-18  

Available colours:

Special features:
 • RGBW colormixing
• DMX-, Sound and 
 Master/Slave control
• Double Bracket
• Perfect colormixing 

Available models:

   42468      Black 
   42469      Polished 

 Parcan 64 
 PARCANS 
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Technical information:

 • Incl. Terminal and socket
Par: 64
Lamp socket: GX16D
Max. capacity: 1000W
Power Supply: 230V
Connector: Schuko
Cable: 80 cm
Filterframe: Included
Dimensions: 265 x 255 x 372 mm (LxWxH)
Weight: 1,6 kg 

Technical information:

 • Incl. Parsafe
Par: 64
Lamp socket: GX16D
Max. capacity: 1000W
Power Supply: 230V
Connector: Schuko
Cable: 1 m
Filterframe: Included
Dimensions: 260 x 255 x 357 mm (LxWxH)
Weight: 1,1 kg 

Available models:

   30420      Black 
   30421      Polished 

Available models:

   30417      Black 
   30416      Polished 

 Parcan 64 Floorspot   Parcan 64 Short, Incl. Parsafe  

Technical information:

 • Incl. Parsafe
Par: 64
Lamp socket: GX16D
Max. capacity: 1000W
Power Supply: 230V
Connector: Schuko
Cable: 65 cm
Filterframe: Included
Dimensions: 380 x 230 x 335 mm (LxWxH)
Weight: 1,5 kg 

Available models:

   30403      Black 
   30404      Polished 

 Parcan 64 Long, Parsafe  

Technical information:

 • Incl. Terminalset
Par: 64
Lamp socket: GX16D
Max. capacity: 1000W
Power Supply: 230V
Connector: Schuko
Cable: 80 cm
Filterframe: Included
Dimensions: 430 x 265 x 367 mm (LxWxH)
Weight: 1,92 kg 

Available models:

   30418      Black 
   30419      Polished 

 Parcan 64 Long, Terminalset  

Technical Information 
 Output
Distance: >100m
LED Quantity: 18 x 3W WW
Refreshrate: 400Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 3°

Control
On Board: 2x8 Character Display 
Options: DMX512, Auto, Manual
DMX personality: 1, 2, 3 Channel

Electrical
Input Voltage:  100/240VAC, 50/60Hz
Power consumption: 65W @FO

Physical
Dimensions (LxWxH): 515 x 260 x 260 mm
Weight: 3,5 kg
IP Rating: IP-20
Housing: Metal 
Connections: Powercon in/out + XLR 3 
pole
Cooling: Convection 

Available model:

   30743      3° Beam angle 

 LED Par 64 Aircraft  

Available colours:

Available colours:Available colours:Available colours:
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Technical information:

 Incl. 4 lenses
Lamp socket: G9,5
Max. capacity: 600W
Power Supply: 230V
Re� ector: Aluminum
Connector: None
Cable: 30 cm
Filterframe: Included
Dimensions: 270 x 220 x 290 mm (LxWxH)
Weight: 3,65 kg
(not to be used in combination with color gels) 

Available models:

   30657      Black, incl. lenses 
   30658      Silver, incl. lenses 

 Studio Beam 575  

Available colours:

Technical information:

 Including 50 cm cable with Schuko plug
MR-16 lamp
Lamp socket: GU-10
Filterframe: Included
Power Supply: 230V
Lamp: MR-16/GU10
Dimensions: 165 x 110 x 88 mm (LxWxH)
Weight: 0,44 kg 

Available models:

   30706      Black 
   30707      Silver 

 Mini Studio Beam GU-10  

Technical information:

 Lamp socket: E27 
Max. capacity: 100W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Dimensions: 175 x 130 x 200 mm (LxWxH)
Weight: 1,02 kg 

Available models:

   30681      Black 
   30682      Silver 

 Compact Studio Beam E27   Compact Studio Beam CDM-70  

Available colours: Available colours:

Technical information:

 Lamp socket: E27
Max. capacity: 70W
Power Supply: 230V
Connector: Schuko
Cable: 30 cm
Filterframe: Included
Dimensions: 170 x 165 x 290 mm (LxWxH)
Weight: 3,6 kg 

Available model:

   30685      Black 

 Compact Studio Beam CDM-70  

Technical information:

 Lamp socket: G-12 (80925)
Max. capacity: 150W
Power Supply: 230V
Connector: Schuko
Cable: 100 cm
Filterframe: Included
Bulb: Included (4200k)
Lenses: VNSP/NSP/MFL/WFL 
 (included)
Dimensions: 170 x 260 x 380 mm (LxWxH)
Weight: 6,94 kg 

Available models:

   30690      Black 
   30691      Silver 

 Studio Beam CDM/HCI-150  

Technical information:

 Lamp socket: GX9,5
Max. capacity: 600W
Bulb: not included
Power Supply: 230V  
Lenses: VNSP/NSP/MFL/WFL 
 (included)
Dimensions: 280 x 255 x 440 mm (LxWxH)
Weight: 12,92 kg 

Available models:

   30692      Magnetic ballast, Black 
   30693      Magnetic ballast, Silver 

 Studio Beam MSR 575  

Available colours:

 Studio Beams 
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Technical Information 
 LED Quantity: 7x 4-in-1 RGBW (5W)
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Control
On Board: Display for easy Set Up
Options : DMX512, Auto, Manual
DMX personality: 4, 6 Channel

Electrical
Input Voltage:  100~240VAC...47/63Hz
Power consumption:  38W max @FO

Physical
Dimensions (LxWxH): 245 x 179 x 148 mm
Weight: 1,9 kg
IP Rating: IP-20 
Housing: Die cast Aluminium
Connections: Powercon + Neutrik XLR 3 
pole
Cooling: Convection 

Available models:

   42487      Black 
   42488      Silver 

 Medium Studiobeam Tour Q4 4-in-1 LED  

Technical Information 
 LED Quantity: 7x 3-in-1 CW, WW, Amber 
(5W)
Driver current: 350mA
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 10°

Control
On Board: Display for easy Set Up
Options : DMX512, Auto, Manual
DMX personality: 1, 2, 3, 7 Channel

Electrical
Input Voltage:  100~240VAC...47/63Hz

Power consumption:  40W max @FO

Physical
Dimensions (LxWxH): 245 x 179 x 148 mm
Weight: 1,9 kg
IP Rating: IP-20 
Housing: Die cast Aluminium
Connections: Powercon + XLR 3 pole
Cooling: Convection 

Available model:

   42498       

 Compact Studiobeam Smart White  

Technical Information 
 LED Quantity: 2xR, 2xG, 2xB, 1xW
Driver current: 700mA
Output (lux@2m): 11000
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 3°

Control
On Board: Display for easy Set Up
Options : DMX512, Auto, Manual
DMX personality: 4, 8 Channel

Electrical
Input Voltage:  100~240VAC...47/63Hz

Power consumption:  25W max @FO

Physical
Dimensions (LxWxH): 245 x 179 x 148 mm
Weight: 1,9 kg
IP Rating: IP-20 
Housing: Die cast Aluminium
Connections: PRO Power connectors + 
XLR 3 pole
Cooling: Convection 

Technical Information 
 Colourwheel set Pinspot, built in trafo, colourwheel, motor + bulb included.
Power Supply: 230V 

Available model:

   42512       
Available model:

   30207      Black 

 Medium Studiobeam RGBW 3° Tour   Parcan 36, Pinspot ColourChanger Set  

Available colours:

 Studio Beams 
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 Colour Cap Par 36 
   30210YE     Yellow 
   30210OR     Orange 
   30210BL     Blue 
   30210GR     Green 
   30210PI     Pink 
   30210RE     Red 
   30210PU     Purple 

 Barndoor for Parcan 16 
   30105      Black 
   30106      Polished 

 Filterframe for Parcan 16 
   30103      Black 
   30104      Polished 

 Filterframe for Parcan 30 
   30336      Black 
   30337      Polished 

 Filterframe for Parcan 36 
   30218      Black 
   30219      Polished 

 Filterframe for Parcan 20 
   30335      Polished 

 Barndoor for Parcan 20 
   30153      Black 
   30154      Polished 

 Barndoor for Parcan 30 
   30163      Black 
   30164      Polished 

 Barndoor for Parcan 36 
   30221      Black 
   30222      Polished 

 Barndoor for Parcan 46 
   30254      Black 
   30253      Polished 

 Transformer for Parcan 36 
   30211      6V/30W 

 Filterframe for Parcan 46 
   30256      Black 
   30255      Polished 

 Parcan Accessories 
 PARCANS 
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 Filterframe for Parcan 56 Short 
   30310      Black 
   30311      Polished 

 Barndoor for Parcan 64 
   30411      Black 
   30415      Polished 

 Filterframe for Parcan 64 
   30406      Black 
   30409      Polished 

 Parcan 64 Parsafe Cover 
   30423       

 Raylight Re� ector for Par 64 
   30405       

 LED Par 56 Diffuser set 
   20P564      (4 sheets) 

 LED Par 64 Diffuser set 
   20P644      (4 sheets) 

 Par 56 Colourset 1 
   20P56      Red, Green, Yellow, Blue 

 Par 64 Colourset 1 
   20P64      Red, Green, Yellow, Blue 

 Par 56 Colourset 2 
   20P562      Pink, Peacock Blue, Orange, Mauve 

 Par 64 Colourset 2 
   20P642      Pink, Peacock Blue, Orange, Mauve 

 Filterframe for Parcan 56 Long 
   30308      Black 
   30309      Polished 

 Barndoor for Parcan 56 
   30312      Black 
   30316      Polished 

 Barndoor for Par 56 COB 
   43302      Black 

 Socket GX16D 
   30410      for Parcan 56 and Parcan 64 

 Parcan Accessories 
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 Barndoor for Studio Beam 
   30698      Black 
   30699      Polished 

 Barndoor for Compact Studio Beam 
   30687      Black 
   30694      Silver 

 Barndoor for Multi-Par & Studio Beam 575 
   30640      Polished 

 Filterframe for Multi-Par & Studio Beam 575 
   30656      Polished 

 Barndoor for LED Compact Studio Beam 
   42477      Black 
   42478      Silver 

 Filterframe for Studio Beam 
   30697      Polished 
   30696      Black 

 Lens for Multi-Par & Studio Beam 575 
   30634WFL     Wide Flood 
   30634VNSP     Very Narrow Spot 
   30634NSP     Narrow Spot 
   30634MFL     Medium Flood 

 Pinspot Lampholder 
   30493       

 C-Tube Swatchbook 
   20600       

 C-Tube UV-roll T8 1200 mm 
   20726       

 Swatchbook Colour� lters 
   20100       

 Parcan Accessories 
 PARCANS 
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 Frost Colour Sheet 122 x 55 cm 
Available models:

   20253S      Light Frost, 75 Micron 
   20129S      Heavy Frost, 75 Micron 

 Frost Colour Roll 
Available models:

   20253R      Light Frost, 75 Micron 
   20129R      Heavy Frost, 75 Micron 

 Colour Roll 122 x 762 cm 
Available models:

   20101R       Yellow 
   20106R       Red 
   20110R      Pink 
   20118R      Light Blue 
   20119R      Dark Blue 
   20122R      Fern Green 
   20124R      Dark Green 
   20126R      Mauve 
   20158R      Deep Orange 

 Color Sheet 122 x 53 cm 
Available models:

   20135S       135 Deep Golden Amber 
   20151S       151 Gold Tint 
   20152S      152 Pale Gold 
   20180S      180 Dark Lavender 
   20128S      128 Bright Pink 

 Correction Roll 122 x 762 cm 
Available models:

   20201R       201 Full C.T. 

 Color Sheet High temperature 
Available models:

   20024HT      024 Scarlet 
   20101HT      101 Yellow 
   20105HT      105 Clementine 
   20106HT      106 Fire 
   20110HT      110HT Dark Rose 
   20113HT      113HT Dark Magenta 
   20116HT      116 Mid-blue green 
   20119HT      119 Dark Blue 
   20124HT      124 Dark green 
   20126HT      126 Mauve 
   20128HT      128 Bright Pink 
   20139HT      139 Primary green 
   20152HT      152 Pale Amber gold 
   20164HT      164 Flame red 
   20170HT      170 Lavender 
   20181HT      181 Congo blue 

 Colour Sheet 122 x 55 cm 
Available models:

   20101S       Yellow 
   20105S       Orange 
   20106S      Red 
   20110S      Pink 
   20113S      Magenta 
   20115S      Peacock Blue 
   20116S      Med Blue-Green 
   20118S      Light Blue 
   20119S      Dark Blue 
   20122S      Fern Green 
   20124S      Dark Green 
   20126S       Mauve 
   20139S      Green 
   20158S      Deep Orange 
   20164S      Flame Red 
   20165S      Daylight Blue 
   20170S      Deep Lavender 
   20181S      Congo Blue 

 C-Tube T8 1200 mm 
Available models:

   20508       008 - Dark Salmon - Enhances dark skin tones 
   20510       010 - Medium Yellow - Sunlight effect 
   20521       021- Gold Amber - Fire effect, sunset 
   20526       026 - Bright Red - Strong red, good for costume 
   20536       036C - Medium Pink - Colour fast � lter 
   20571       071C - Tokyo Blue - Colour fast � lter 
   20601       101C - Yellow - Colour fast � lter 
   20605       105C - Orange - Colour fast � lter 
   20606       106C - Primary Red - Colour fast � lter 
   20611       111C - Dark Pink - Colour fast � lter 
   20613       113C - Magenta - Colour fast � lter 
   20615       115C - Peacock - Colour fast � lter 
   20619       119C - Dark Blue - Colour fast � lter 
   20620       120 - Deep Blue - Dark night effect 
   20621       121C - Evergreen - Colour fast � lter 
   20626       126C - Mauve - Colour fast � lter 
   20628       128C - Bright Pink - Colour fast � lter 
   20639       139C - Primary Green - Colour fast � lter 
   20658       158 - Deep Orange - Fire effect 
   20681       181 - Congo Blue - Dark mysterious night effect 

 Parcan Accessories 
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 Cameleon Flood 11CW  
   42687     IP-65 

Technical information:
 Input Voltage: 100~240VAC...50/60Hz
Power consumption: 13W
LED’s: 11x 1W LED (Cold White)
Color Temp: 6500 - 7000K
Beam angle: 40 degree
IP rate: IP65
Shooting distance: up to 50 m 
Housing: aluminium, black coated
Weight: 1,3 Kg
Dimensions: 150 x 90 x 70 mm 
 (without bracket) 

 The Cameleon Flood 11CW is an economical but eco-friendly extension on our Cameleon 
series. It’s an indoor and outdoor solution for illumination of numerous objects. 

Special features:
 • Plug & Play 
• Cool white
• Compact housing, Powerfull output
• Multivoltage Powersupply 

Special features:
 • Plug & Play 
• Warm white
• Compact housing, Powerfull  output
• Multivoltage Powersupply 

 Cameleon Flood 11WW  
   42688     IP-65 

Technical information:
 Input Voltage: 100~240VAC...50/60Hz
Power consumption: 13W
LED’s: 11x 1W LED 
 (Warm White)
Color Temp: 2800 - 3100K
Beam angle: 40 degree
IP rate: IP65
Shooting distance: up to 50 m 
Housing: aluminium, black coated
Weight: 1,3 Kg
Dimensions: 150 x 90 x 70 mm 
 (without bracket) 

 The Cameleon Flood 11WW is an economical but eco-friendly extension on our Cameleon 
series. It’s an indoor and outdoor solution for illumination of numerous objects. 

 Cameleon Flood 7RGB  
   42689     IP-65 
 The Cameleon Flood 7RGB is a compact but powerful RGB � oodlight that can be used in 
numerous circumstances. Because it can be controlled by an IR-remote, (separate ordercode: 
42704) it is very easy to setup.  Due to It’s aluminium housing it needs almost no maintenance 
and provides an excellent convection cooling, resulting in a silent long life product. 

Special features:
 • DMX & IR remote control
• Compact housing, powerfull output
• IP65 Rating 
• RGB colormixing 

Technical information:
 Input Voltage: 100~240 VAC 50/60Hz
Power consumption: 21W
LED’s: 7x 3W LED 
Beam angle: 40 degree
IP rate: IP65
Operating mode: standalone,DMX-512
DMX channels: 3
Control: Optional IR remote ordercode 42704
 (remote is always needed to con� gure the Cameleon Flood 7 RGB)
Housing: aluminum, black coated
Weight: 1,4 Kg
Dimensions: 150 x 90 x 70 mm (without bracket) 

 Washers Outdoor 
 WALL WASHERS 
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 Cameleon Flood 14/3  
   42697     IP-65 
  

Technical Information 
 Lumen: R 515lux@2m
 G 820lux@2m
 B 900lux@2m
 RGB 2010lux@2m
LED: 14 x 3W RGB
Beam angle: 28 degree
Operation mode: LED display
Working mode: DMX mode, master/slave mode, built-in programs,
 auto running mode, static color
DMX channels: 3, 5, 7 CH
Voltage: AC 100V/240V, 50Hz/60Hz
Power consumption: 44W
Working environment: -10~40°C
IP rate:  IP65
Dimensions: 300 x 83 x 90 mm (LxWxH) 

Special features:
 • Multivoltage power supply
• Standalone & DMX-512 control
• Compact design
• IP65 protection grade
• Excellent colormixing 

 Cameleon Flood 18/3 RGB  
   42690     IP-65 
 The Cameleon Spot 18/3 is a compact but powerful � xture for both indoor and outdoor use. 
The specially designed housing has a stylish design and has the function of convection cooling 
which eliminates the use of fans. The Cameleon Spot 18/3 is suitable for temporary and 
permanent outdoor solutions. 

Technical Information 
 Lux (@ 2 meter) Red 753
Lux (@ 2 meter) Green 1066
Lux (@ 2 meter) Blue 1300
Lux (@ 2 meter) Full RGB 2970
Max distance: 15m
Colour range: 16,7 million additive colors
LED Qantity: 18 pieces 3-in-1 RGB LED
Drive current: 350mA
Input-voltage: 100-240V Autoswitch
Power:  70W Max at full output
Display: LED display for auto and custom control
Control: DMX-512, Auto, Master/Slave
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 40 degrees
Housing: Die Cast Aluminium Powder Coat Finish
Colour: Black
Lens Plate: Tempered Glass
DMX Connection Dedicated IP65 connector.
  Dedicated IP65 Powerconnector
Cooling: Convection (no fans)
IP Rating: IP-65
Dimensions: 380x195x280mm
Weight: 5 kg
Refreshrate: 400 Hz
Accessories: Schuko to IP powercable 

Special features:
 • IP65 protection grade
• Multivoltage power supply
• Excellent colormixing
• Compact design 
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Technical information:

 Light Source:
LED Qty: 24 x 8W RGBW High Power LED
Color Range: 16,7 million additive colors
Beam Angle: 45°
Lux @2m: 28000
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 198W
Operation mode: LCD display
Control feature: Built-in programs, DMX mode, Static dimmer, Sound mode
DMX channels: 2, 4, 6, 8 Channels

Physical:
Dimensions: 428 x 274 x 333mm
Weight: 16 Kg
Housing: black painted metal and ABS plastic
Fixture Connection: XLR 3p XX-HD in/out, Powercon TRUE1 in/out
Cooling: Forced
IP Rating: IP-65
Operation Temperature: -10°C ~40°C 

 Archi Painter 24/8 Q4  
   40915     incl. Wireless DMX 
 The Archi Painter is an extreme bright wash light for in-and outdoor use. It is an LED based 
� xture equipped with all Neutrik outdoor connectors and Wireless DMX (from Wireless 
Solutions). The 24 high power LED’s have 4 colors in one chip to ensure a perfect color mixing 
without any aura effects.
The housing is specially designed to be used in all environments. The Archi Painter can be 
easily controlled by (wireless) DMX in different modes, by it’s on board menu with build-in 
programs and presets, ore by using an optional IR-remote. 

Special features:
 • High Lightoutput
• IP-65 rated
• RGBW colormixing
• built-in Wireless DMX (Wireless Solutions - Sweden)
• Neutrik Powercon TRUE1 and XLR XX-HD connectors 

 Cameleon Flood 36/3 RGB-IR  
   42686     IP-65 
 The Cameleon Flood 36/3 RGB-IR is an powerful but affordable wash light which can be used 
temporarily outdoor due to its IP65 protection grade.
It has a compact size and two independent adjustable and controllable LED modules.
Each module is equipped with 18 RGB (3W) LED’s. For easy operation the Cameleon Flood 
36/3 can be controlled with an optional IR remote control but of course it also can be controlled 
by DMX. 

Technical information:
 Light Source:
Lux (@2 meter) Red: 1500
Lux (@2 meter) Green: 2100
Lux (@2 meter) Blue: 2600
Lux (@2 meter) Full RGB: 6200
Max distance: 20m
LED Quantity: 36x 3-in-1 RGB COB 3W
Driver current: 350mA
Beam Angle: 40°

Electrical:
Input voltage: 100-240VAC - 50/60Hz
Max Power: 120W
Operation mode: LCD Display
Control feature: Built-in programs, Auto Running Mode, DMX Mode,
 Artnet, Master/Slave mode, soundactive mode, static colors.
DMX Channels: 3, 6, 7
Connections: Dedicated IP rated power- and dataconnectors

Physical: 
Dimensions: 412 x 344 x 335 mm
Weight: 8,8kg Special features:

 • Two indenpent adjustable and 
   controllable LED modules
• Lightweight
• IP65
• Controllable by optional IR Remote 

Special features:
 • Two indenpent adjustable and 
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Technical Information 
 Light Source
LED System: 40 x RGBW 4-in-1 10W LEDs
Output@2m: 54000lux
Refreshrate: 3.0 Khz

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 390W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 4, 6, 8ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 15°

Physical
Dimensions: 532 x 320 x 122 mm
Weight: 9,5 kg
Housing: Die-cast aluminium
Color: Black
Power Connectors: Powercon True1
Data Connectors: XLR-HD 3 pole 
Cooling: Forced-air

Safety
Operation temperature: -10~40°C
IP-Rating: IP-54 

Special features:
 • Compact Housing
• Wireless DMX as standard
• IP-54 rating
• LED Engin Source 

   43721     40 x 10W 45° 

 Helix 4000 Q4  
   43720     40 x 10W 15° 

 The Helix 4000 Q4 is a powerful panel light with IP54 protection grade. 
It has an extreme high light output and is very suitable for illumination of larger areas indoor as 
well (temporarily) outdoor.
It is equipped with 40 pieces RGBW LED’s offering rich and vivid colors with a high punch.
Wireless DMX (Wireless Solutions) is standard as well quick locks for fast rigging and mounting. 
The Helix 4000 Q4 is a powerful and robust � xture which is suitable for the most demanding 
users. 

 Helix 4000 Q4  
 40 x 10W 15° 
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 Barndoor for Spectral ZP-5 

   43538      

Special features:
 • IP 65 rated 
• Neutrik Thrue1 & XXHD 
• Motorized Zoom 10°-30°
• 4300 Lumen
• 3 sections
• Optional barndoor 

 Spectral ZP-5  
   43539     Zoom panel Q4 
 The Showtec Spectral ZP5 is a professional wash � xture for in- and outdoor use, designed with 
quad-color LED technology. The zoom has a range of 10 - 30 degrees. With an output of 4300 
Lumen and a very high intensity of over 82000 Candela the Showtec Spectral ZP5 is a powerful 
tool for both touring and installation markets.The � xture is equipped with Neutrik Powercon 
TRUE1 in/out and Neutrik 3 pole IP65 XLR connectors (in/out).
The Spectral ZP-5 is equipped with a strong bracket with quicklock connectors for fast rigging. 
For use as uplight the Spectral ZP-5 comes with 2 baseplates for a solid base. 

Technical Information 
 Light Source
LED Qty: 27 x 10W 4-in-1 RGBW
LED brand: OSRAM
Beam Angle:  10°~30°
Max. Flux: 4300 Lumen
Lux @2m: 20307lx
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Consumption Power: 330W @FO
Drive Current: 950 mA

Control
Operation mode: LCD display
Control: DMX 512, Auto, Master  
 Slave, Manual
DMX channels: 5,6,7,8,13,14,19,35

Physical
Dimensions: 619 x 366x 200mm
Weight: 13.7Kg
Housing: Die cast aluminium
Color: Black powder coated
Data Connection: XLR 3p XX-HD in/out

Power Connection: Powercon TRUE1 in/out
Cooling: Convection

Safety
Operation Temperature: -10°C ~40°C
Protection: IP-65

NOTE: Barndoor is optional available (43538) 

 Barndoor for Spectral ZP-5 

• Optional barndoor 
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 IP65 Power extensioncable for Spectral Series 
Length

   43600    1,5m 
   43601    5 m 
   43602    10 m 

 DMX Extension cable for Cameleon series 
Length

   42707    3m 
   427076    6m 

 Power Extension cable for Cameleon Series 
Length

   42705    3m 
   427056    6m 

 Power end cap set Male/female for Cameleon series 
Length

   42698     

 Data end cap set Male/female for Cameleon series 
Length

   42699     

 IP65 Data extensioncable for Spectral Series 
Length

   43610    1,5 m 
   43611    5 m 
   43612    10 m 

 DMX Input cable for Cameleon series 
Length

   42708    3m 

 Power connection cable for Cameleon series 
Length

   42706    3m 

 Infra Red Controller for Cameleon Series  
   42704      
 Only intended for:
42700  Cameleon Bar 100
42701  Cameleon Bar 50
42702  Cameleon Flood
42703  Cameleon Bullet
42689  Cameleon 7 RGB Flood 

Technical Information 
 Power supply: DC 3V
Power consumption: 60mWatt
Dimensions: 90 x 53 x 7 mm 
 (LxWxH)
Weight: 25 g
Max. transmitting distance: 15 m 
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 EventBAR 100IR  
   44100      
 The EventBAR 100IR is the mobile brother of the successful LED Light Bar 8. By designing 
a new metal housing, adding a battery, and redesigning the electronics to ensure optimum 
charging during operating, Showtec have created a very versatile and inexpensive batten effect 
for all sorts of locations and applications. The long runtime of the battery ensures a problem 
free working during your events. Equipped with 240 pieces 10mm LED’s divided in 8 sections 
allows users to make beautiful color fades and � ows. 

Technical Information 
 Light Source:
LED Qty: 240x 10mm 
 (96xR, 72xG, 72xB)
Lux @2m: 490
Color Range: 16.7 million additive 
 RGB colors
Beam Angle: 30°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 42W
Operation mode: LCD display
Control feature: Built-in programs, auto
 running mode, DMX
 mode, master/slave
 mode, soundactive
 mode, and static colors
DMX channels: 3, 5, 24, 2, 7 Channels

Battery:
Storage: 6,6 Ah
Runtime: 6 hrs at full RGB on
Charging Cycle: 10 hrs (LED blackout
 when charging)

Physical:
Dimensions: 1073 x 120 x 135 mm
Weight: 4,36 Kg
Housing: powder coated 
 aluminium and steel
Fixture Connection: Data in/out, Power in
Cooling: Convection
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Compact and lightweight
• Long battery life
• Built-in battery charger and protection
• Smooth colormixing
• Metal housing 

Technical Information 
 Light Source:
LED Qty: 240x 10mm 
 (96xR, 72xG, 72xB)
Lux @2m: 490
Color Range: 16.7 million additive 
 RGB colors
Beam Angle: 30°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 42W
Operation mode: LCD display
Control feature: Built-in programs, auto
 running mode, DMX
 mode, master/slave
 mode, soundactive
 mode, and static colors
DMX channels: 3, 5, 24, 2, 7 Channels

Battery:
Storage: 6,6 Ah
Runtime: 6 hrs at full RGB on
Charging Cycle: 10 hrs (LED blackout
 when charging)

Physical:
Dimensions: 1073 x 120 x 135 mm
Weight: 4,36 Kg
Housing: powder coated 
 aluminium and steel
Fixture Connection: Data in/out, Power in
Cooling: Convection
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

 EventBAR 100IR  
   44101     incl Wireless DMX 
 The EventBAR 100IR is the mobile brother of the successful LED Light Bar 8. By designing 
a new metal housing, adding a battery, and redesigning the electronics to ensure optimum 
charging during operating, Showtec have created a very versatile and inexpensive batten 
effect for all sorts of locations and applications. The long runtime of the battery ensures a 
problem free working during youer events. Equipped with 240 pieces 10mm LED’s divided in 8 
sections allows users to make beautiful color fades and � ows. Equiped with Wireless DMX (from 
Wireless Solutions) to eliminate the use of cables making this the ideal wireless light effect for 
washing all sorts of objects and locations. 

Special features:
 • Compact and lightweight
• Long battery life
• Wireless DMX functionality (Wireless  
 Solutions – Sweden)
• Built-in battery charger and protection
• Smooth colormixing 

 EventBAR 50IR  
   44102      
  Technical Information 

 Light Source:
LED Qty: 120x 10mm 
 (48xR, 36xG, 36xB)
Lux @2m: 250
Color Range: 16.7 million additive 
 RGB colors
Beam Angle: 30°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 22W
Operation mode: LCD display
Control feature: Built-in programs, auto  
 running mode, DMX  
 mode, master/slave   
 mode, soundactive   
 mode, and static colors
DMX channels: 3, 4, 12 Channels

Battery:
Storage: 3,6 Ah
Runtime: 6 hrs at full RGB on 
 ECO mode
Charging Cycle: 10 hrs (LED blackout  
 when charging)

Physical:
Dimensions: 537 x 120 x 135 mm
Weight: 2,46 Kg
Housing: powder coated   
 aluminium and steel
Fixture Connection: Data in/out, Power in
Cooling: Convection
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Compact and lightweight
• Long battery life
• Built-in battery charger and protection
• Smooth colormixing
• Metal housing 

 Battery Light Bars 
 BATTERY LIGHTS 
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 EventBAR 12/3  
   44110      
 The EventBAR 12/3 is an extension on our very popular Event-series battery powered products. Is has the same speci� cations as our Cameleon 
Bar 12/3, and upgraded it by adding a decent battery, wireless DMX (from Wireless Solutions), and using Neutrik outdoor Powercon TRUE1 input 
and XLR XX-HD connectors for daisy chaining the DMX signal. 

Technical Information 
 Lux (@ 2 meter) Red 365
Lux (@ 2 meter) Green 560
Lux (@ 2 meter) Blue 715
Lux (@ 2 meter) Full 1600
Max distance: 10m
Colour range: 16,7 million additive
 colors
LED Quantity: 12 pieces 3-in-1 
 RGB LED
Drive current: 350mA

Electronical
Input-voltage: 100~240VAC...
 50/60Hz
Power: 45W @FO
Display: LED display for auto 
 and custom control
Control: DMX-512, Auto, 
 Master/Slave
Dimmer: 0-100%

Strobe: 0-20Hz
Beam Angle: 45 degrees

Battery 
Storage: 12Ah
Runtime: 7 hrs at full RGB on
Charging Cycle: 8 hrs (LED blackout
 when charging)

Housing: Die Cast Aluminium 
 Powder Coat Finish
Color: Black
Lens Plate: Tempered Glass
DMX Connection: XLR 3p XX-HD in/out, 
 Powercon TRUE1 input
Cooling: Convection (no fans)
IP Rating: IP65
Dimensions: 580 x 120 x 130 mm
Weight: 3,2 kg
Refreshrate: 7,8 KHz 

Special features:
 • Battery operated (7 hours Full On)
• Compact and lightweight
• Wireless DMX functionality (Wireless  
 Solutions - Sweden)
• IP65 Rating 
• Multivoltage Powersupply 

 Battery Light Bars 
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 EventLITE 177IR  
   44010      
 The EventLITE 177IR is a compact, lightweight and powerful mobile spot. Special led-matrix 
and very precise electronics ensures a smooth color mixing. The double bracket and special 
designed housing makes it easy to use this EventLITE as a uplighter ore as a normal spot. 
Connectors on both sides are placed to make power linking and daisy chaining as easy as 
possible. Build-in programs, master/slave mode  and pre-programed colors eliminate the need 
of complicated controllers and will contribute in faster build up times for your events. 

Technical Information 
 Light Source:
LED Qty: 177x 10mm (60xR, 60xG, 57xB)
Lux @2m: 700
Color Range: 16.7 million additive RGB colors
Beam Angle: 30°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 30W
Operation mode: LCD display
Control feature: Built-in programs, auto running mode, DMX mode, master/slave mode, 
 soundactive mode, and static colors
DMX channels: 2, 3, 5 Channels

Battery:
Storage: 8 Ah
Runtime: 5 hrs at full RGB on
Charging Cycle: 10 hrs (LED blackout when charging)

Physical:
Dimensions: 289 x 105 x 299 mm
Weight: 4,36 Kg
Housing: ABS plastic
Fixture Connection: Data in/out, Power in/out
Cooling: Convection
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Compact and lightweight
• Long battery life
• Built-in battery charger and protection
• Smooth colormixing 

Technical Information 

 Light Source:
LED Qty: 6x 3-in-1 RGB 2,5W
Driver Current: 300mA
Lux @2m: 1000
Color Range: 16.7 million additive 
 RGB colors
Beam Angle: 40°

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 30W
Operation mode:  LCD display
Control feature:  Built-in programs, auto 
 running mode, DMX mode,  
 master/slave mode, 
 soundactive mode, and
  static  
colors
DMX channels: 2, 3, 5 Channels

Battery:
Storage: 12Ah
Runtime: 6 hrs at full RGB on
Charging Cycle: 10 hrs (LED blackout when  
 charging)

Physical:
Dimensions:  162 x 178 x 289 mm
Weight:  3,42 Kg
Housing:  powder coated aluminium 
 and steel
Fixture Connection: Data in/out, IEC Power in 
Cooling:  Convection
IP Rating: IP-20
 (IP-44 when placed 
 correctly and using the  
 optional raincover)
Operation Temperature: -10°C ~40°C 

 UR-5 Universal IR Remote 

   44002      

 Raincover for EventLITE 6/3 and 7/4 

   44001      

 The EventLITE 6/3 is the ideal solution for adding some � air to your events.
Due to its built-in battery and Wireless DMX module (from Wireless Solutions)  you do not need 
any cables and can use it for at least 6 hours depending on the color scheme you are using. 
The powerful 270 degrees tiltable LED head makes it possible to project your beam to almost 
every position. The EventLITE is very compact and lightweight. It includes automated and sound 
activated programs, can be daisy –chained in master-slave mode, and can be customized 
manually, by optional IR-remote controller or (wireless) DMX. A raincover is available for 
temporary outdoor use. 

Special features:
 • Battery operated (6 hours Full On)
• Compact and lightweight
• Wireless DMX functionality 
 (Wireless Solutions - Sweden)
• Controllable by optional IR-remote
• Optional raincover available 

 EventLITE 6/3  
   44000     incl. Wireless DMX, Black 
   44000W     incl. Wireless DMX, White 

 Battery Spots 
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Special features:
 • Motorized Tilt Movement
• Manual Zoom
• RGBW Color Mixing
• Li-ion Battery 

Technical Information 
 Light Source:
LED Quantity: 4x 4-in-1 RGBW 
Driver current: 300mA
Beam Angle: 15° - 30° (manual zoom)

Electrical:
Input voltage: 100-240VAC - 50/60Hz
Max Power: 50W
Operation mode: LCD Display
Control feature: Built-in programs, Auto Running Mode, DMX Mode,
 Master/Slave mode, soundactive mode, static colors.
DMX Channels: 6, 8, 13

Battery:
Storage: 18,5V/15,4Ah
Run Time: 7 hrs at full RGBW on
Charging Cycle: 8 hours 

Physical: 
Dimensions: 260 x 120 x 310 mm
Weight: 4,5kg 

 EventMOVE 4/4  
   44020      
 The EventMOVE 4/4 adds an extra dimension to battery operated LED lights. Not only it has 
RGBW colormixing and a manual zoom, it also has a motorized tilt function allowing you to add 
more dramatic and creative effects to your (corporate) event.
The EventMOVE 4/4 is standard equipped with Wireless DMX (Wireless Solutions – Sweden) 
and has a lightweight but powerful battery ensuring 6 hour on full power and up to 14 hours 
using colormixing. 

 Battery Spots 
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Technical Information 
 Light Source:
LED System: 7 x 4W RGBW LED

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 62W
Operation mode: LCD display
Control feature: Built-in programs, auto running mode, 
 DMX mode, master/slave mode, 
 soundactive mode, static colors
DMX channels: 4, 6, 11 Channels

Battery:
Storage: 12Ah
Runtime: 6 hrs at full RGB on
Charging Cycle: 10 hrs (LED blackout when charging)

Physical:
Dimensions: 150 x 150 x 230 mm
Weight: 4,5 Kg
Housing: Aluminum
Color: Black
Power Connectors: IEC in- and output
Data Connectors: XLR 3p
Cooling: Aluminum heatsink

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C
 (IP-44 when placed correctly and using the optional raincover)
Operation Temperature: -10°C ~40°C 

 EventLITE 7/4  
   44005     incl. Wireless DMX, Black 
 The Showtec EventLITE 7/4 is an battery powered RGBW spot with wireless DMX in a sturdy 
aluminum housing. 
Due to its built-in battery and Wireless DMX module (from Wireless Solutions) you do not need 
any cables. It is equipped with a built-in charger system and the battery will last at least 6hours 
when it is fully charged. The Lens plate can be titled 30° which is usefull to uplight a wall. 
The EventLITE 7/4i s compact easy in transportation and lightweight. It includes automated 
and sound activated programs, can be daisy –chained in master-slave mode (wired dmx), and 
can be customized manually, by optional IR-remote controller or (wireless) DMX. A raincover is 
available for outdoor use. 

Special features:
 • Battery operated 6 hours
• RGBW 4-in-1 LEDs
• Wireless DMX functionality
• Controllable by optional IR-remote
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Technical Information 
 Lightsource: 7 LED (RGBWA-UV-Lime) 
Drive current: 700mA
Beam Angle: 4,5° to 45°
Field Angle: 8° to 55°
Input voltage: 24V DC (Dedicated adaptor)
Power: 20 (Max)
Output (4,5°): 1400 Lux @ 2 meter
Output (45°): 68 lux @ 2 meter
Dimmer: 0-100%
Strobe: 0-25Hz
Control protocol: DMX-512
Control personality: HSiC, SSP, TR16)
DMX Channels: 6, 11 or 19
Dimensions: 104 x 104 x 147 mm
Weight: 1kg
Housing: Plastic extrusion
Colour: Black either Polished
Fixture connection: 24VDC connection
Cooling: Convection
Operating temperature: -20°C - 45°C 

 Eventspot 60 Q7  
   42726     Black 

 The Eventspot 60 Q7 is the smallest member of the Eventspot series. Although it has a small 
size its features are great. The Eventspot 60 Q7 is equipped with 7 pieces 7-in-1 LED’s offering 
an extremely wide color palette. The combination of the Red, Green, Blue, White, Amber, UV and 
Lime colors allows you to make hardly any color tone. 
The Eventspot 60 Q7 has a manual zoom which can be adjusted between 4.5° and 45°. With 
a weight of just 1 kg and its compact footprint at the size of a milk can it can be used in hardly 
any circumstance either venue. 

Special features:
 • Wide zoom range
• RGBWA-UV-Lime colormixing
• WDMX
• Compact size
 

   42727     Polished 
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 Eventspot 1800 Q4 Set  
   42721     Case including 6 eventspots 
 The eventspot 1800 Q4 Set is the ideal 
rental solution. It includes 6pcs eventspots, 6 
raincovers and an IR remote in one � ightcase. 
The IR remote is useful for a quick, easy and 
synchronized set-up. The raincovers are ideal 
in bad weather conditions. The spots can be 
charged in the � ightcase with the built-in 
charger. Please note that the lid has to be 
open for charging. 

The eventspot 1800 Q4 Set is the ideal 
rental solution. It includes 6pcs eventspots, 6 
raincovers and an IR remote in one � ightcase. 
The IR remote is useful for a quick, easy and The IR remote is useful for a quick, easy and 
synchronized set-up. The raincovers are ideal 

 Charger for Event Spot 1800 Q4 

   42722      

 IR-remote for Eventspot 1800 Q4 

   42724      

 Raincover for Eventspot 1800 Q4 

   42723      

Technical Information 
 Light Source:
LED Qty.: 1 X RGBA
Drive Current: 800mA
Color Range: 16.7 million additive RGB
 colors with extra amber
 depth control

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 40W

Output:
Max. Flux: 600lm
Peak Intensity: 7500cd
Optical System: Dimmer: 0-100%
Strobe: 0-20Hz
Optics: 15
Refreshrate: 900Hz

Battery:
Storage: 24Ah
Run time: 10 hrs at full RGBA on
Charging Cycle: 12 hrs
Control: On-board: Display for 
 Auto, Static color

Control Protocol: DMX512 via wireless/ 
 DMX512
Control Personality: Tour, TR16, Arc1, Arc1+D, 
 Arc2, Arc2+D, 
 Arc2+S,HSV
 (10CHS/15CHS/3CHS/4C
 HS/4CHS/6CHS/3CHS)

Physical:
Dimensions: 287,6 x 154 x 154 mm
Weight: 5,5 Kg
Housing: Stainless steel
Lens Plate: Tempered glass
Fixture Connection: Data in/out, Power in
Cooling: Convection
Environment: Dry/ Damp/ Wet Location
 IP42(temporary event)/
 IP54(with rain cover)
Operation Temperature: -20°C ~40°C 

Special features:
 • Compact and lightweight
• RGBA colormixing
• Long battery life (10 Hrs full on)
• For (temporary) outdoor use
• Wireless DMX functionality 

 Event Spot 1800 Q4  
   42720      
 The Eventspot 1800 Q4 is is an extremely compact and rugged event lighting � xture with 
lithium ion battery and wireless DMX functionality (Wireless DMX). Weighing only 5.5Kg,the 
Eventspot 1800 is ideal for all kinds of events and is a true leader in this class of lighting 
� xtures.
It is equipped with a 40W RGBA LED Engin LED combined with dedicated high class optics 
ensuring a bright and well de� ned beam.
The projection angle of the � xture can be adjusted and an optional rain cover is available to 
ensure a higher IP rating. 

 Battery Spots 
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 Case Eventspot 1900MKII  
   42718      
 The LCA-EVENT1 holds up to 6 pieces of the 
Eventspot 1900MKII. It has a built-in charger 
which makes it easy to load your Eventspots 
without the need of taking them out of the 
� ight case. Just plug the case by the Neutrik 
Powercon connector to the socket and all 
6 Eventspots start loading. Built-in safety 
features for overheat ensures safety at all 
times. Make sure the � ightcase is open if it 
is are charging. 

The LCA-EVENT1 holds up to 6 pieces of the 
Eventspot 1900MKII. It has a built-in charger Eventspot 1900MKII. It has a built-in charger 
which makes it easy to load your Eventspots 
without the need of taking them out of the 
� ight case. Just plug the case by the Neutrik 
Powercon connector to the socket and all 
6 Eventspots start loading. Built-in safety 

 Charger for EventSpot 1900MKII 

   42719     1PCS 

Technical Information 
 Output: Lumens: 800+
 Lux (@2m): 2200+  
Max Projectiondistance: 20m
Lightsource: LED Quantity: 12 pieces 3-in-1 RGB LED
Input voltage: 100-240V AC (For optional charger)
Powerconsumption: 45W (at full output)
Battery: Sealed Battery, 24 Ah.
Run time battery: 12 hours at full RGB on
Charging time battery: 12 hours
Control: DMX. Both by wireless or XLR connector (3, 4, 5, 6, 12 Channels)
Dimmer: 0-100%
Strobe: 0-20Hz
Beam angle: 16 degrees
Housing: Stainless Steel
IP Rating: IP-44 
Operation temperature: -20 to +50 degrees 
Dimensions: 198,5 x 198,5 x 341,9
Weight: 14kg
Cooling: Convection (no fans)

Optional � ightcase: 42718
Optional charger: 42719 

 EventSpot 1900 MKII  
   42717     Chrome 
 The Eventspot 1900MKII is an updated model of the Eventspot 1900 with an improved antenna 
and charge system. The new antenna is placed on top of the � xture and is very small and 
strong. The improved charger connection has been repositioned to the centre of the bottom. 
This makes it possible to place the � xture in any position in the � ightcase, it will always connect 
with the charger.

The Eventspot 1900MKII is equipped perfectly for temporary entertainment and architectural 
applications. Its power battery and ef� cient design allows for more than 12 hours of constant 
use in RGB operation. Due to the built-in wireless DMX receiver it gives you the freedom to give 
light and color to your event fast and easy without need of any cable. The adjustable feet give 
you the possibility to put the spot in any angle. 

Special features:
 • 3-in-1 RGB LED’s  
• Battery operated
• Wireless DMX
• 12 hours operating time without 
 recharging
• 1900 Lux @ 2m
• Built in programms
• Integrated carrying handle 

 Battery Spots 
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 Safeled Emergencylight  
   34000     including 3 labels 
  

Technical information:

 Input Voltage: 200~240 VAC…50/60Hz
Power consumption: 9,3W
LED type: 5050 SMD
LED quantity: 30pcs
Lumen Output: 400Lm, 131Lm*
 * = when Emergency exit label is mounted
Battery: Ni-CD 800mA 7,2V
Emergency duration: 60 minuts max.
 Full in compliance with EN60598-1, EN60598-2-22, EN55015, EN61547, 
 EN61000-3-2 and EN6100-3-3
 Emergency light comes including 3 types of emergency exit labels.
Dimensions: 302 x 150 x 52mm
IP Rating: IP-65
Housing: ABS Plastic
Weight: 1,03Kg 

Special features:
 • Led technology
• Low power consumption
• Double function emergency light
 

• Low power consumption
• Double function emergency light

 Battery Shapes 
 BATTERY LIGHTS 
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Technical information:

 Lamp: 2 x GY5.3 120V/250W  
 (80808)
Power connector: 1 x Schuko
Dimensions (LxW): 275 x 100 mm 

 Compact Blinder 2  
   30605      

 DWE Audience Blinder Set  
   30742      
 A compact, versatile and powerful blinder set.
The Par 36 120V/650W lamp is integrated 
into the compact Studiobeam housing.
The two Blinders are connected to the break-
outbox by dedicated connectors.
A great blinder effect for professional use. 
Please note that this is a blinder effect. 
The lamp is not suitable for continuous 
illumination.
Delivery as set including 2 pieces Compact 
Studiobeam, breakout box and lamps. Ready 
to use. 
Technical information:

 Power supply: 230V / 50 Hz
Power consumption: 1300W
Lamp: Par 36 120V/650W DWE 

Technical Information 
 Lamp: 20 x MR11 12V/35W 
 (not included)
Dimensions: Without assembly-pipes: 
 1260 x 59 x 55 mm (LxWxH)
With side-pipes: 1390 x 59 x 55 mm (LxWxH)
On � oorstand: 1390 x 100 x 124 mm (LxWxH)
Weight: 7,5 kg 

 Sunstrip II  
   30659      
 This is the bigger brother of the Sunstrip 1, a 
700 Watt blinder for 20 x MR-11 12V-35W 
lamps (2000 hours). 2 x 50 mm side-pipes 
for assembly and 2 � oorstands are included. 
Bulbs not included. 

 Blinders Analogue 
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Technical information:

 Power Input: 230VAC...50Hz
Fuse: F6.3A, 250V
Power Consumption: 500W
Lamp: 10x Gu10 230V/50W
Beam angle: 25°
Light distribution: symmetric direct illumination
Connection: Neutrik Powercon socket for Power in 
 3pin XLR connector for DMX in/out
Housing: Metal shell with powder � nishing
IP-Rating: IP-20
Control: DMX-512
Operating Temperature: 0°C to +40°C
Storage Temperature: -20°C to +70°C
Dimensions: 1256 x 60 x 135mm (LxWxH)
Weight: 6,0 kg 

 6,0 

 1256
60
135 

 80418$Halopar 16, 
GU10$230V/50W 
35°, 2900K. 

 1, 2, 5, 10  included    20 

 Cobra-Strip  
   30712      
 Showtec brings the latest innovation in active striplights. The newly developed Cobrastrip gives 
you nearly unlimited freedom for a creative lightdesign. The Cobrastrip is a � exible striplight. 
All lights can be rotated and twisted against each other which allows you to make nearly any 
shape. Each lamp can be individually controlled allowing you to create impressive chases and 
programs. Multiple DMX modes are selectable and the Cobrastrip already contains 16 built-
in programs for simple applications. Powerinput is done by Neutrik Powercon. DMX signal is 
transferred by Neutrik 3 pole XLR connectors ensuring best connection in any performance. 
Multiple Cobrastrips can be mounted together mechanically keeping always the same lamp 
distance. Each Cobrastrip has 11 M10-thread mounting points to give you enough possibilities 
to mount the � xture or rig it in a safe way.

Key Features:
• 1, 2, 5, 10 DMX Channels selection
• 0-100% dimming level
• 01 thru 99 Chase Speed adjustment
• 16 built-in programs
• 3-pin XLR connectors for DMX in/out
• 4-digit LED display shows current activity and function state
• Mounting holders with side locking bolts allow easy secure positioning and � xture rotation
• Power failure memory 

 Cobra-Strip  
  30712  

Natalia meets Anastacia 2011 (Sportpaleis - Antwerp (B))
Production: EML Productions - Tildonk (B) · Lightdesign: Luc Peumans (B)

 Blinders DMX 
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TMF Awards 2008 • Production: EML Productions - Tildonk (B) • Lightdesign: Ignace d’Haese (B)

 Multibracket for Sunstrip  
   30713      
 The Showtec Sunstrip Multibracket enables you to � x � ttings in any position: horizontally, 
vertically and diagonally, allowing you to obtain any spectacular illumination picture that you can 
imagine. This unique, patented multibracket can be used with Sunstrip and similar 1 mt � xtures.
Apart from the advantage of the in� nite variety of positions, the positioning of these � ttings has 
never been so easy.
In short, there is nothing that limits you in your light design. 

Technical Information 
 Power Input: 230VAC...50Hz
Power Consumption: 800W
Current: 3,5A
Fuse: 6,3A
Light Source: 10 x Showtec 240V/75W  
 GU10 (82382)
On Board: Display for easy Set Up
Control: 16 Built in Programs, Sound

  Active, Master/Slave, DMX
DMX personality: 1, 2, 5, 10 Channel
Dimensions:  1000 x 130 x 77 mm
Weight: 5.3 Kg
Power Connector: Neutrik Powercon in- & output
Data Connector: Neutrik XLR In/Out (3 Pin)
Accessories: Mounting/Floor brackets   
 (included) 

 Sunstrip Active DMX  
   30710     Incl. lamps & Powercon-lead 
 The Sunstrip Active is the successor of the already popular Sunstrip I and II. However, this 
Sunstrip is fully active and has a built-in dimmerpack. In order to make the unit most versatile 
for many applications you can select different DMX modes: 1 channel, 2 channel, 5 channel 
and 10 channel. For stand-alone applications, the Sunstrip Active is equipped with 16 built-in 
patterns as well as a manual dimmer. With its Neutrik Powercon in- and outputs the Sunstrip 
is suitable for the most demanding users on the road. For easy mounting the Sunstrip Active is 
equipped with two Wall/Floor brackets as well as several M10 nuts, in order to put your clamp 
in any desired position. 

Special features:
 • 10x 75W GU10
• 16 built-in paterns
• Manual dimmer
• Neutrik Powercon in/out
• Mounting/Floor brackets 

 Sunstrip Active MKII  
   30714     Incl. lamps & Powercon-lead 
 The Sunstrip Active MKII is the successor of the already popular Sunstrip Active. It is equal to 
the Sunstrip Active however this version offers you some extra features such as: invert function, 
opportunity to change the logo in the display into your company name, protection function 
for the mode button and fast addressing. The Sunstrip Active MKII has four DMX modes:  1 
channel, 2 channel, 5 channel and 10 channel. For stand-alone applications, the Sunstrip 
Active MKII is equipped with 16 built-in patterns as well as a manual dimmer. With its Neutrik 
Powercon in- and output the Sunstrip is suitable for the most demanding users on the road. 
For easy mounting the Sunstrip Active MKII is equipped with two Wall/Floor brackets as well as 
several M10 nuts, in order to put your clamp in any desired position. For optimal creativity we 
recommend the special multibracket (30713) 

Technical Information 
 Power Input: 230V 50Hz
Power Consumption: 550W
Current: 3,5A
Fuse: 6,3A
Light Source: 10 x 240V/50W GU10 
 (included)
Control: 16 Built in Programs, Sound
 Active, Master/Slave, DMX
DMX Channels: 1,2,5,10

Control Display: 4 Digits LED
Power Connector: Neutrik Powercon 
 in- & output
Data Connector: XLR In/Out (3 Pin)
Dimensions:  1000 x 130 x 77 mm
Weight: 5.3 Kg
Accessories: Mounting/Floor brackets 
 (included) 

Special features:
 • Including Osram bulbs
• Lockable menu
• Invert function
• Programmable name in start screen 

 Blinders DMX 
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Technical Information 
 Voltage: 240V/50 Hz
Power: 1300W
Lamp: 2 x Par 36 120V/650W 
 (DWE) Included
Control: DMX
Dimensions: 350 x 235 x 150 mm (LxWxH)
Weight: 2,96 kg

Cables, sockets and lamps included. 

 Stage Blinder 2 DMX  
   30770     Black 
 The Stage Blinder 2 DMX is an active version 
of the already popular Stage Blinder 2.
It has a built-in 1 channel dimmer so that the 
Stage Blinder can be controlled and dimmed 
by DMX. 

 Stage Blinder 8 DMX  
   30774     Black 

 The Stage Blinder 8 DMX is an active version 
of the already popular Stage Blinder 8. It has 
a built-in 4 channel dimmer so that the Stage 
Blinder can be controlled and dimmed by 
DMX with groups of 2 bulbs. Please note that 
because of the high power consumption of 8 
x PAR 36 DWE this unit has 2 power inputs to 
split the power. 

Technical Information 
 Voltage: 240V/50 Hz
Power: 2600W
Lamp: 4 x Par 36 120V/650W (DWE)
Control: DMX
Dimensions: 490 x 425 x 110 mm (LxWxH)
Weight: 7 kg

Cable, connector and lamps included. 

Technical Information 
 Voltage: 240V/50 Hz
Power: 2 x 2600W
Lamp: 8x Par 36 120V/650W (DWE)
Control: DMX
Power socket: � xed cable without plug
Dimensions: 840 x 355 x 110 mm (LxWxH)
Weight: 11 kg

Cables, sockets and lamps included, unit is 
equiped with 2 separate power inputs 

 Stage Blinder 4 DMX  
   30772     Black 
 The Stage Blinder 4 DMX is an active version of the already popular Stage Blinder 4. It has a 
built-in 2 channel dimmer so that the Stage Blinder can be controlled and dimmed by DMX. 

 LED Blinder 2x50W  
   30780      
 The Showtec LED Blinder is our � rst LED light effect which matches the blinding light output of 
a conventional Audience Blinder. A sturdy housing, Powercon in-and output, 3-and 5-pin dmx 
connections and COB LED technology makes this a perfect show product which can be used 
in any situation. 

Technical information:

 Led Source: 2x 50W COB
Color temp: 3200K
CRI: >95
Output(lux@2m): 2700
Beam angle: 35°
Input voltage: 100-240VAC, 50/60Hz
Power consumption: 110W
On Board: Display for easy Set Up
Options: DMX512, Auto, Manual
DMX personality: 2, 3, 4, 5 Channel
Dimensions: 384 x 220 x 157 
 (without bracket)
Cooling: forced cooling
IP rating: IP-20
Weight: 4,4Kg 
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Technical Information 
 Light Source
LED System: 25x3W  (Edison LEDs)
Drive Current: 630mA
Output: 160lumen
Color temperature: 3200K
Refresh rate: 100Hz

Electrical
Power Supply: 100-240 VAC, 50/60Hz 
Power Consumption: 100W Max

Control
Control Mode: DMX512, Artnet, Klingnet
DMX channels: 8/25

Optical system
Dimmer: 0-100%

Max strobe freq.: 30Hz
Field Angle: 8 degrees
Pixels: 5Hx5V
Pixelpitch: 60mm

Physical
Dimensions: 300x 300x 95mm
Weight: 4Kg
Housing: Metal with � re retardant plastic 
Color: Black powder coated 
Power Connectors: Blue/White Power connector
DMX Connectors: XLR 3pole In/Out
Data Connectors: RJ-45 In/Out 

Safety
Operation temperature: -5~45°
Protection rate: IP20 

 White-PIX  
   42278     DMX, Klingnet & Artnet 
 The Showtec  White Pix is a LED Matrix Blinder panel with pixel control. It can be used as blinder 
and animated blinder panel. The 5x5 matrix with a 60mm pixelpitch makes it possible to display 
text and all kinds of animated graphics. The 25 pcs of powerful 3200K LEDs with 8° lenses will 
generate narrow beams of powerful light. It is loaded with on board vivid patterns but can be 
controlled by Klingnet, Artnet and DMX protocol to ensure � exibility in operation with any kind 
of video or pixel  software.  
A strong housing with � exible fast rigging possibilities, powercon connections and a built-in 
Ethernet switch for daisy chain of artnet makes it perfect for rentals, live events, broadcast, the-
atre, and touring applications. The White pix has the same measurements as the DMT Pixeltile 
which makes them easy to combine in a grid. 

Special features:
 • DMX, Klingnet & Artnet compatible
• 5 x 5 Matrix for text and animations
• 3W Power LEDs with 8° lenses
• Built-in Ethernet switch for easy 
   daisy chain 
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Technical Information 
 Light Source
LED System: 150x Osram Oslon LED 3W
Drive Current: 700mA
Output: 21.000 lumen
Color temperature: 2400K
Refresh rate: 7800Hz

Electrical
Power Supply: 100-240 VAC, 50/60Hz
Power Consumption: 600W Max

Control
Control Mode: DMX512, RDM, 
 Artnet, Klingnet
DMX channels: 150, 8, 4

Optical system
Dimmer: 0-100%
Max strobe freq.: 30Hz
Field Angle: 9 degrees
Lens diameter: 25,5mm

Pixels: 10Hx15V
Pixelpitch: 80mm

Physical
Dimensions: 1226 x 796 x 190mm
Weight: 32Kg
Housing: Modules, die cast aluminum
 Frame, Aluminum extrusion
Color: Modules, black powder 
coated
 Frame, black anodization
Power Connectors: Neutrik PowerCON TRUE1 
in-& output
DMX Connectors: Neutrik XLR 3 + 5pole
Data Connectors: RJ-45 In-& output
Cooling: Convection

Safety
Operation temperature: -20~40°C
Protection: IP-54 

 iPW-150 LED Sunpanel  
   33200     High performance LED Blinder 
 The In� nity Sunpanel is a LED blinder panel with 150x 3W 
Osram Oslon LEDs, arranged  in a 10x15 matrix and pixel 
pitch of 80mm. The 25,5mm narrow lenses, with its powerful 
2400° Kelvin 3W LEDs, create a wall of pinchy blinders hereby 
generating amazing volumetric graphics. Each LED is driven by 
state of the art drivers. These drivers allow a perfect smooth dimming curve from 
zero to full on, without any gaps or steps in between. 

The Sunpanel has a rugged modular mesh construction with 6 detachable modules, which 
makes it possible to be creative when placing other � xtures behind or through the mesh 
panel. The dedicated rigging bar, which can hold 6 In� nity Sunpanels, allows you to set an 
angle between the panels of up to +/-15° in steps of 5°. The Sunpanel is IP-54 certi� ed and 
therefore equipped with Neutrik powerCON TRUE1 and Neutrik 3 & 5 pole waterproof chassis 
connections. The in� nity Sunpanel can be controlled by DMX, but it also has a RDM and Artnet 
functionality. To create an easy setup for Arkaos VJ software the Klingnet protocol has also 
been integrated. The built-in Ethernet switch makes it possible to easily daisy chain your data 
network, external switches or routers are no longer needed.

With its intuitive menu structure and big color display, all settings are made easily. When a new 
level of intensity is needed, the in� nity Sunpanel is the tool for light designers. It allows them to 
bring new creative ideas to any stage or � xed installation. 

The In� nity Sunpanel is a LED blinder panel with 150x 3W 
Osram Oslon LEDs, arranged  in a 10x15 matrix and pixel 
pitch of 80mm. The 25,5mm narrow lenses, with its powerful 
2400° Kelvin 3W LEDs, create a wall of pinchy blinders hereby 
generating amazing volumetric graphics. Each LED is driven by 
state of the art drivers. These drivers allow a perfect smooth dimming curve from 

Special features:
 • IP-54
• Pixel control
• PowerCON TRUE1 in- and outputs
• Built-in Ethernet switch
• RDM Artnet & Klingnet 

   33201      
 Sunpanel iPW-150 Rigging bar 

Technical information:

 Max Load: 6 Sunpanels
Rigging: 3x Flying eye M20
Max curve: 15°in 5° steps
Measurements: 795 x 76 x 138
Weight: 8.2 Kg 
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 Floodlight HQ-150  
   30760     Black housing   

Special features:
 • Rugged design
• Philips Ballast inside
• Bulb included 

Technical Information 

 Measurements: 360 x 315 x 140 (mm)
Type Floodlight: Symmetric
Powersupply: AC  230V  50Hz
Powerconsumption: 150Watt
Starting Current: 1,5A max
Housing material: die casting aluminium
Housing color: Black
IP Rating: IP65
Weight: 5.5Kg

Lamp speci� cation
Bulbtype: HQI
Power: 150 Watt
Color Temp. (K): 4200
Lumens @ 100Hr (lm): 11,500
Warm-up time: 3 min
Hot Restart time: 5 min
Voltage: 230V
Socket: Rx7S
DE/SE: Double Ended

Main connector not included! 

 Floodlight HQ-400  
   30761     Black Housing, Symmetric   

Special features:
 • Rugged design
• Philips Ballast inside
• Bulb included 

Technical Information 

 Measurements: 450 x 465 x 170 (mm)
Type Floodlight: Symmetric
Powersupply: AC  230V  50Hz
Powerconsumption: 400Watt
Starting Current: 3,1A max
Housing material: die casting aluminium
Housing color: Black
IP Rating: IP65
Weight: 6.5Kg

Lamp speci� cation
Bulbtype: HQI
Power: 400Watt
Color Temp. (K): 4000
Lumens @ 100Hr (lm): 40,000
Warm-up time: 5 min
Hot Restart time: 10 min
Voltage: 230V
Socket: E40
DE/SE: Single Ended

Main connector not included! 

 Floodlight HQ-400  
   30762     Black Housing, Asymmetric   

Special features:
 • Rugged design
• Philips Ballast inside
• Bulb included 

Technical Information 

 Measurements: 450 x 465 x 170 (mm)
Type Floodlight: Asymmetric
Powersupply: AC  230V  50Hz
Powerconsumption: 400Watt
Starting Current: 3,1A max
Housing material: die casting aluminium
Housing color: Black
IP Rating: IP65
Weight: 6.5Kg

Lamp speci� cation
Bulbtype: HQI
Power: 400Watt
Color Temp. (K): 4000
Warm-up time: 5 min
Hot Restart time: 10 min
Voltage: 230V
Socket: E40
DE/SE: Single Ended

Main connector not included! 
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 Pixel Square 16 COB  
   41267     Value line 
 For all users who don’t need extreme blinding pixel controllable matrix light effects, Showtec 
created the most value for money matrix light effect you can � nd. The compact housing is 
lightweight, and equipped with fast interlocking mechanism for connecting multiple units 
together to create large arrays of light. The unit features 25 build-in programs with variable 
speed and strobe, a sound-to-light mode and multiple DMX modes for optimal control. 

Technical information:

 Lux (@ 2 meter): Red: 305
Lux (@ 2 meter): Green: 434
Lux (@ 2 meter): Blue: 535
Lux (@ 2 meter): Full: 1160
Max. distance: 15m
Colour range: 16,7 million additive colors
LED Quantity: 16x 9W COB RGB LED
Drive current: 500mA
Display: LED display for auto and custom control
Control: DMX-512, Auto, Master/Slave, sound-active
DMX channels: 2, 3, 5, 12, 24, 48 CH
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 55 degrees
Colour: Black
Cooling: Forced Cooling
Input-voltage: 100~240VAC...50/60Hz
Power: 155W @FO
IP Rating: IP20
Dimensions: 340 x 340 x 105 mm
Weight: 4,8 Kg
Refreshrate: 7,8 KHz 
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 Riggingbar for PixelSquare 25COB  
   41270     up to 8 pieces (vertical) 
  

 PixelSquare 25COB  
   41269      
 The Pixelsquare 25 COB is a true full color Matrix in a 5x5 con� guration. Each Pixel contains 
a 9W RGB COB LED combined with dedicated high grade re� ectors ensuring maximum output 
power. The � xture has quick-lock connection on all sides in order to ensure maximum rigging 
possibilities.
The Pixelsquare 25 COB can be controlled by DMX in several DMX modes and has a rich pallet 
of built in programs. 

Technical information:

 Light Source:
LED Quantity: 25x 3-in-1 RGB COB 9W
Driver current: 750mA
Beam Angle: 55°
Lux@2m: 1650  
Pixelpitch: 85mm

Electrical:
Input voltage: 100-240VAC - 50/60Hz
Max. Power: 240W
Operation mode: LCD Display
Control feature: Built-in programs, Auto Running Mode, 
 DMX Mode, Artnet, Master/Slave mode, 
 soundactive mode, static colors.
DMX Channels: 3, 5, 75
Connections: Blue and White Powerconnector, 
 3&5 Pole XLR Connector

Physical: 
Dimensions: 425 x 425 x 153 mm
Weight: 11,2kg  

Special features:
 • 9W RGB 
• Quicklock connections for rigging
• Built in programs
• COB Technology 
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 Stage Beam MKII, 300/500W 
 Theatre Spot with PC or Fresnel lens ø 120mm. It is equipped 
with a GY9.5 ceramic lampsocket for 300/500W lamp. The 
lamp position can be adjusted on the backside by gear-wheel. 
Including 1 meter silicon cable 3x1mm, plug not included. 
(Available in black and silver colour. 

 Stage Beam MKII, 650/1000W 
 Theatre Spot with PC or Fresnel lens ø 150mm. It is equipped 
with a GX9.5 ceramic lampsocket for 650/1000W lamp.The 
lamp position can be adjusted on the backside by gear-wheel. 
Including 1 meter silicon cable 3x1mm. Available in black and 
silver colour. 

   30726     Black 
 Stage Beam MKII, 650/1000W, Fresnel 

Technical information:

 Lamp: Gx9.5 (80751O, 80751P, 80751G, 80752P, 
 80752O, 80752G, 80752S)
Dimensions: 405 x 220 x 200 mm (LxWxH)
Beam angle: 10° - 40°
Weight: 4,28 kg
Cable: 1.0 meter silicon cable (plug not included) 

   30722     Black 
 Stage Beam MKII, 300/500W, Fresnel 

Technical information:

 Dimensions: 355 x 240 x 170 mm (LxWxH)
Beam angle: 10° - 40°
Weight: 3 kg
Cable: 1.0 meter silicon cable (plug not included) 

   30720     Black 
 Stage Beam MKII, 300/500W, PC 

Technical information:

 Dimensions: 355 x 230 x 170 mm (LxWxH)
Beam angle: 10° - 40°
Weight: 3,38 kg
Cable: 1.0 meter silicon cable (plug not included) 

   30724     Black 
 Stage Beam MKII, 650/1000W, PC 

Technical information:

 Dimensions: 405 x 260 x 200 mm (LxWxH)
Beam angle: 10° - 40°
Weight: 4,78 kg
Cable: 1.0 meter silicon cable (plug not included) 

   30730     Black 

Technical information:

 Lamp: GY16 2000W
Dimensions: 400 x 250 x 255 mm (LxWxH)
Beam angle: 10° - 40°
Weight: 7,16 kg
Cable: 1.0 meter silicon cable inc plug 

 Stage Beam MKII, 2000W, Fresnel 

   30731     Silver 

 Stage Beam MKII, 2000W 
 Theatre Spot with Fresnel lens. It is equipped with a GX9.5 
ceramic lampsocket for a 2000W lamp.The lamp position can 
be adjusted on the backside by gear-wheel. Including 1 meter 
silicon cable 3x1mm. Available in black and silver colour. 
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 Arco 2000  

 This professional spotlight gives high suffused output for lighting applications in large theatres 
and stages. The lamp used is 2000W GY-16 base. It’s supplied complete with � lter frame and 
safety guard, insulated rear handle and 2 m � reproof mains cable. The microswitch allows a 
safety replacement of the lamp.  Coated with black epoxy powder paint. A4-leaf barndoor is 
available as accessory. 

Technical information:

   140804   :
 Focus: 14° - 64°
Lamp: GY16 230V/2000W (80805O/80805G/80805P)

Options available:  
Filterframe (140825)
Barndoor (140826)
Hookclamp (140872) 

   140804     Fresnel 

 A spotlight suitable for theatres, concerts and conference halls. The lampholder allows you to � t 
a 650 or 1000W lamp GX-9.5 base. It’s supplied complete with colour frame and safety guard, 
insulated rear handle and mains plug. Coated with black epoxy powder paint.  A4-leaf barndoor 
is available as accessory. 
Technical information:

   140803   :
 Focus: 11° - 53°
Lamp: GX9.5 230V/1000W (80755O/80755G/80755P)

Options available:  
Filterframe (140822)
Barndoor (140824)
Hookclamp (140872) 

   140806   :
 Focus: 12° - 52°
Lamp: GX9.5 230V/1000W (80755O/80755G/80755P)

Options available:  
Filterframe (140822)
Barndoor (140824)
Hookclamp (140872) 

 Arco 650/1000 
Available models

   140803    PC 
   140806    Fresnel 

 This spotlight is ideal for usage in small theatres or stages. It can be � tted either with 300 
or 500W lamp GY-9.5 base and is supplied complete with colour frame and safety guard, 
insulated rear handle and mains plug. Coated with black epoxy powder paint. A4-leaf barndoor 
is available as accessory. 

Technical information:

   140801   :
 Focus: 11° - 58°
Lamp: GY9.5 240V/500W 
 (80704O / 80704G / 80704P)

Options available:  
Filterframe  (140821)
Barndoor  (140823)
Hookclamp (140872) 

   140802   :
 Focus: 11° - 44°
Lamp: GY9.5 240V/500W 
 (80704O / 80704G / 80704P)

Options available:  
Filterframe (140821)
Barndoor (140823)
Hookclamp (140872) 

 Arco 300/500 
Available models

   140801    PC 
   140802    Fresnel 
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Technical Information 
 Light Source:
LED Qty.: 9PCS
Drive Current: 3A
Refresh rate: 600Hz

Electrical:
Input Voltage: 100~240 VAC
Max. Power: 100W

Control:
On-board: Dimmer
Control Protocol: DMX512
DMX Personality: 1,2,3 Ch
Optical System Dimmer: 0-100%
Manual Zoom: 10°- 60 ° 
Color temperature: 3100K

Physical: 
Dimensions: 325,5 x 281,5 x 266 mm
Weight: 5,5 Kg
Housing: Extruded aluminium
Color: Black
Fixture Connection: DMX in/out, power in/out
Cooling: Forced air
Environment: Dry
Operation Temperature: -20°C ~ 40°C

Output:
Max. Flux: 3090lm
Peak Intensity: 27000cd
Color Rendering: >83Ra 

 Performer 1000 LED  
   33030     Fresnell, 3100K, 10-60 degree 
 The Performer 1000 LED is an extremely bright and compact lighting � xture that is suitable 
for a wide range of applications. Fantastic dimming and smooth zoom range provides lighting 
designers with an incredibly useful lighting tool. 

Special features:
 • LED Lightsource
• Wide Manual Zoom Range
• DMX control
• Colourtemperature 3100K 

Special features:
 • LED Lightsource
• Wide Manual Zoom Range

Technical Information 
 Light Source:
LED Qty: 1x 60W COB
Color Range: Warm White 3200K
Beam Angle: 8° ~ 45°
Lux @2m: 3500
Dimmer: 0-100%
Refreshrate: 2Khz

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 90W
Operation mode: LCD display
Control feature: Built-in programs, DMX mode and static dimmer
DMX channels: 1, 3 Channels

Physical:
Dimensions: 269 x 249 x 372mm
Weight: 5,82 Kg
Housing: powder coated aluminium and steel
Fixture Connection: Data in/out, Power in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

 Performer LED 60  
   33100     Fresnel, DMX 
 The Performer 60 is a powerful lighting � xture including barndoor. It is developed for all small 
to middle size venues which need a bright lighting � xture with a natural dimming curve for their 
stage, without completely running out of their budget. 

Special features:
 • Fresnel lens
• Wide zoom range
• Including barndoor 

Special features:
 • Fresnel lens
• Wide zoom range
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Special features:
 • LED Lightsource
• Wide Electric Zoom Range
• DMX control
• Colourtemperature 3100K 

Technical Information 
 Lightsource: 
LED Quantity: 16 pieces
Drive Current: 3A
Refresh rate: 600Hz

Electrical:
Input voltage: 100-240V AC
Power consumption: 195W

Control: 
On-board: Dimmer
Control protocol: DMX512
DMX Personality: 1,2,5 Ch

Optical System: Dimmer 0-100%
Motorized Zoom: 13 - 41 degrees

Physical: 
Dimensions: 417 x 286 x  260 mm
Weight: 6.6 kg
Housing: Extruded Aluminium
Color: Black
Fixture connection: DMX In/out, Power In/Out
Cooling: Forced - Air convection - Silent fan

Output: 
Max. Flux: 5300 Lumen
Peak Intensity: 41900 cd
Color Rendering: >83Ra
Color Temperature: 3100K 

 Performer 2000 LED  
   33040     Fresnel, 3100K 
 The Performer 2000 LED Fresnel brings a new revolution in theatre spots with LED light source. 
With only 16 LED’s the � xture can create over 5300 Lumen / 10.000 lux (@ 2m). 
For optimal � exibility the Performer 2000 LED Fresnel has a motorized zoom by DMX which can 
be adjusted between 13 and 41 degree. On the backside it has full connectivity with 3 and 5 
pole XLR connectors as well Neutrik Powercon in and outputs.
It’s built in DIM4 dimming technology ensure smooth dimming like a traditional tungsten � xture.
The Performer 2000 LED Fresnel is a true workhorse for theatres, TV-studio and rental. 

Special features:
 • LED Lightsource
• Wide Electric Zoom Range

Special features:
 • LED Lightsource
• Wide Electric Zoom Range
• > CRI 90
• Colourtemperature 3200K 

Technical Information 
 Lightsource: 
LED Quantity: 16 pieces
Drive Current: 3A
Refresh rate: 600Hz

Electrical:
Input voltage: 100-240V AC
Power consumption: 195W
 
Control: 
On-board: Dimmer
Control protocol: DMX512
DMX Personality: 1,2,5 Ch

Optical System: Dimmer 0-100%
Motorized Zoom: 13 - 41 degrees
Field angle: 25 – 76 degrees.

Physical: 
Dimensions: 417 x 286 x  260 mm
Weight: 6.6 kg
Housing: Extruded Aluminium
Color: Black
Fixture connection: Power In/Out
Cooling: Forced - Air convection - Silent fan

Output: 
Max. Flux: 5300 Lumen
Peak Intensity: 41900 cd
Color Rendering: >90Ra
Color Temperature: 3200K 

 Performer 2000 Fresnell DDT  
   33039      
 The Performer 2000 DDT is a Fresnel wash which can be used on traditional dimming pack 
allowing you to upgrade your venue to LED � xtures without the need of changing your complete 
infrastructure. The Performer 2000DDt has an adjustable motorized focus which is easily 
accessible by the rotary knob on the back of the � xture.
Furthermore the Performer 2000 DDT can also run a constant power and be controlled by DMX.
It offers superb and smooth dimming and an even � eld of light.  The Performer 2000DDT comes 
including a � lter frame. A barndoor is optional available. 

Special features:
 • LED Lightsource
• Wide Electric Zoom Range
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Special features:
 • Extreme low end dimming
• Perfect even � eld of light
• Electronic zoom 15°- 60°
• Refresh rate 600Hz 

Technical Information 
 Lightsource
LED System: 32x 10W Cree
Drive current: 3A
Refresh rate: 600Hz
Output: Lumen 8400lm
Lux@2m 15°: 20497
Peak Intensity: 82091cd
Color Rendering: >85Ra
Color Temperature: 3200K

Electrical
Input voltage: 100-240VAC
Power consumption: 300W @FO

Control
On-board: Dimmer
Control Protocol: DMX-512
DMX Personality: 1,2,5 Ch

Optical system
Dimmer: 0-100%
Dim curve: Dimm4 technology, 4 presets
Electronic zoom: 15°- 60°

Physical
Dimension: 455 x 333 x 322 mm
Weight: 7.5kg
Housing: Die Cast Aluminum
Color: Black, powder coated
Power Connectors: Neutrik Powercon True1 in-& output
Data Connectors: XLR 3 & pole in-& output
Cooling: Silent Fan 

 Performer 3000 LED  
   33043     3200K 
 The performer 3000 LED Fresnel is like the complete performer series a true workhorse. It 
combines the classic looks in a strong housing with LED technology and warm color temperature 
with perfect a CRI. It is equipped with powerCON in-& outputs and 3&5p DMX connectors. For 
optimal � exibility the Performer 3000 LED Fresnel has a motorized zoom by DMX which can 
be adjusted between 15 and 60 degree. With the built-in dim4 Technology you can select 4 
different dim curves to satisfy your personal preference. 
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 Theatre spot with Fresnel or Pebble-Convex lens, precise focusing by means of endless screw, 
complete with � lter frame and supply cable. 

Technical information:

   140601   :
 LAMP SOURCE 
Type:   Halogen 
Wattage (W): 300 - 500 
Base: GY9.5 240V/500W (80704O / 80704G / 80704P)
COLOURS 
Colour (MIX): Optional gel � lters 
PROJECTION 
Angle: 10°-57° 
HOUSING 
Cooling: Exchange 
POWER 
Input (V): 230 
HZ: 50-60 
AMP: 1,3 (300W version) / 2,5 (500W version) 
Dimensions: 370 x 290 x 230 mm (LxWxH)
Weight: 3,6 kg 

   140602   :
 LAMP SOURCE 
Type:   Halogen 
Wattage (W): 300 - 500 
Base: GY9.5 240V/500W (80704O / 80704G / 80704P)
COLOURS 
Colour (MIX): Optional gel � lters 
PROJECTION 
Angle: 10°-57° 
HOUSING 
Cooling: Exchange 
POWER 
Input (V): 230 
HZ: 50-60 
AMP: 1,3 (300W version) / 2,5 (500W version) 
Dimensions: 370 x 290 x 230 mm (LxWxH)
Weight: 3,6 kg 

 Spot 300/500 
Available models

   140601    PC 
   140602    Fresnel 

 Theatre spot with Fresnel or Pebble-Convex lens, precise focusing by means of endless screw, 
complete with � lter frame and supply cable. 

Technical information:

   140605   :
 LAMP SOURCE 
Type: Halogen 
Wattage (W):   650 - 1000 
Base: GX9.5 230V/1000W  (80755O / 80755G / 80755P)
COLOURS 
Colour (MIX): Optional gel � lters 
PROJECTION 
Angle: 10°-59° 
HOUSING 
Cooling: Exchange 
POWER 
Input (V): 230 
HZ: 50-60 
AMP: 3 (650W version) / 4,5 (1000W version)
Dimensions: 400 x 290 x 230 mm (LxWxH)
Weight: 5,1 kg 

   140607   :
 LAMP SOURCE 
Type: Halogen 
Wattage (W):   650 - 1000 
Base: GX9.5 230V/1000W (80755O / 80755G / 80755P)
COLOURS 
Colour (MIX): Optional gel � lters 
PROJECTION 
Angle: 10°-59° 
HOUSING 
Cooling: Exchange 
POWER 
Input (V): 230 
HZ: 50-60 
AMP: 3 (650W version) / 4,5  (1000W version)
Dimensions: 400 x 290 x 230 mm (LxWxH)
Weight: 5,1 kg 

 Spot 650/1000 
Available models

   140605    PC 
   140607    Fresnel 
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Special features:
 • 10W LED Light source
• Directly Triac Dimming
• 0-10V
• Color temperature 3200K 

Technical Information 
 Light source
LED quantity: 1x 10 W warm white
Max. Flux: 380 Lumen ( 19° )
Peak Intensity: 6608 cd ( 19 °)
Color rendering: >85Ra
Color temperature: 3200K

Electrical
Input voltage: 120-240V
Max. Power: 15W
Drive Current: 1A

Control
Dimmer: 0-10V Silicon controlled Recti� er
Dimmer: Directly on triac
Beam angle: 19°/26°/36°Optional

Physical
Dimensions: 290 x 107 x 236 mm
Weight: 1,6 kg
Housing: Die-cast aluminium
Color: Black/White
Mount Features: Portable/Track-mount
Cooling: Forced - Air convection 

 Performer Pro� le Mini  
   33081     Black, body without lens 
 With the Performer Pro� le Mini we bring you the perfect complement in function and form 
to our Performer Pro� le 600 in a tiny � xture that’s just one-third the size of the Pro� le 600. 
Equipped with a 10W warm white LED, Gobo holder and a four-blade shutter system, it has an 
extremely clear cutting edge, sharp gobo images and also can create a crystal bright projection 
effect. The Performer Pro� le Mini is available in three � eld angles: 19°,   26° and 36°. Versatile 
from small to medium applications for bars, pubs, museums, restaurants, and other small scale 
installations where size matters. 

Special features:
 • 10W LED Light source
• Directly Triac Dimming
• 0-10V
• Color temperature 3200K 

Special features:
 • 19 x 10W LED Lightsource
• 3 & 5 pole DMX control
• Colourtemperature 3100K 

Technical Information 
 Light source:
LED quantity: 19 x 10W
Refresh rate: 1200Hz
Max. Flux: 6522 Lumen
Peak Intensity: 71900 cd
Color rendering: >90Ra
Color temperature: 3200K

Electrical:
Input voltage: 100-240V
Max. Power: 270W

Control:
On board: Dimmer: 0-100%
Dim curve: Dimm4 technology, 4 presets

Physical:
Dimensions: 720 x 380 x 340 mm
Weight: 9,6 kg
Housing: Die-cast aluminium
Color: Black
Fixture connection: DMX In/Out, Power In/Out
Cooling: Forced - Air convection - Silent Fan 

 Performer Pro� le 600 LED MKII  
   33062     body without lens 
 The Pro� le 600 is engineered as the only real replacement for the tungsten 750W Lamp. 
Designed as an extremely versatile and rugged piece of lighting equipment. The Pro� le 600 
is ideal for both theatre and rental applications. The body � ts all major brand lenses which 
eliminate the need of exchanging excisting lenses. The Pro� le 600 can be completely controlled 
by DMX and consumes only 270W at full power. 

Special features:
 • 19 x 10W LED Lightsource
• 3 & 5 pole DMX control
• Colourtemperature 3100K 
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Technical Information 
 Lightsource
LED System: 1x 150W COB 4-in-1
Drive current: 1A
Refresh rate: 1200Hz
Output: 3700lm
Peak Intensity: 43000cd

Electrical
Input voltage: 100-240VAC
Power consumption: 180W@FO

Control
On-board: Dimmer
Control Protocol: DMX-512
DMX Personality: 3 , 4 , 5, 6, 10, 15

Optical system
Dimmer: 0-100%
Dim curve: Dimm4 technology, 4 presets
Beam Angle: 15°-50° Depending on applied lens 

Physical
Dimension: 720*380*340mm
Weight: 9.6kg
Housing: Die Cast Aluminum
Color: Black, powder coated
Power Connectors: Neutrik Powercon True1 in-& output
Data Connectors: XLR 3 & pole in-& output
Cooling: Silent Fan 

Special features:
 • 4-in-1 RGBW 16 Bit Colormix
• 3 & 5 pole DMX control
• Equal to 750w Tungsten 

 Performer Pro� le 600 Q4  
   33061     Body without lens 
 The Pro� le 600 is engineered as the only real replacement for the tungsten 750W Lamp. This 
Q4 edition also has RGBW 4-in-1, 16 bit color-mixing which offers true rich colors. The use of 
color � lters are not necesary anymore and any type of color illumination is possible. The Pro� le 
600 Q4 is offered without lens. You can choose from � xed angled lenses, 19°, 36° or 50° and 
2 zoom lenses, 15°-30 or 25°-50°. The body also � ts all major brand lenses which eliminate 
the need of exchanging excisting lenses. Operation can be manualy or by DMX control. It is also 
programmed with a studio mode for silent operation. The Pro� le 600 is ideal for both theatre 
and rental applications. 

Special features:
 • 4-in-1 RGBW 16 Bit Colormix
• 3 & 5 pole DMX control
• Equal to 750w Tungsten 

Special features:
 • Ef� cient HPL lamp
• Interchangeable lens tubes
• Die-cast aluminum construction 

Special features:
 • Ef� cient HPL lamp
• Interchangeable lens tubes
• Die-cast aluminum construction 

 Multi Pro� le Spot 

 The Multi Pro� le Par allows you to create 
projection of any shape or gobo. The Multi 
Pro� le Par is available in four different beam-
angles. With the use of the popular 575W 
Bulb it is possible to get the light output of 
a common 1000W bulb. The rugged die-cast 
aluminium construction is suitable for all kind 
of applications. 

Available models

   30643    19° 
   30644    26° 
   30645    36° 
   30646    50° 

Technical information:

   30643   :
 Lamp socket: G9,5/HS 
Max. capacity: 600W
Power Supply: 230V
Connector: None
Cable: 1 mtr
Filterframe: Included
Lamp Type: ordercode 80824
Dimensions: min. 515/max. 580 x 160 x 250 mm (LxWxH)
Weight: 6,22 kg 
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Technical information:

 Focus: 10° - 30°
Lamp: GX9.5 230V/1000W 
 
Dimensions: 780 x 215 x 205 mm (LxWxH)
Weight: 10 kg
Colormagazine: Not availible 

 Followspot  
   30623     1000W 
 Followspot with zoom and iris. Focus from 10 - 30 degrees. No colourmagazine available. Lamp 
socket GX9.5 for use with lamps from 650-1000 Watt. Lamp not included! 

 Followspot  

Special features:
 • 75W Cool white LED
• DMX and Manual control
• 0 – 100% natural dimmer
• 400Hz refreshrate 

Technical information:

 Output
Lumen: 1600+
Lux@1m: 25000+
Ef� ciency: 21 lm/W
LED Quantity: 1x CW (75W)
Driver current: 18A
Refreshrate: 400 Hz
Dimmer: 0-100%
Strobe: 0-20Hz
Iris: 2-100% manual
Beam Angle: 16° - 22°

Control
On Board: Display for easy Set Up
Options: DMX512, Manual
DMX personality: 3 Channel

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 121W max @FO

Physical
Dimensions (LxWxH): 630 x 340 x 300 mm
Weight:  5,9 Kg
Weight Tripod:  3,4 Kg
IP Rating: IP-20 
Housing: Steel, powder coat � nish
Connections: IEC + Neutrik XLR 3 pole
Cooling: Forced Cooling (Fan) 

 Followspot LED 75  
   30628      
 LED Followspot with zoom and iris. Focus from 16 - 22 degrees. It has a 75W Cool White LED 
with a strobe function and a natural dimmer from 100 – 0 %. It can be controlled manually or 
by DMX (3channels). The refreshrate is above 400Hz which makes this followspot also suitable 
for TV studio’s. 

Special features:
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 Filterframe for Spot 300/500 
   140604      

 Barndoor for Spot 650/1000 
   140608      

 Filterframe for Spot 650/1000 
   140609      

 Filterframe for Arco 650/1000 
   140822     (Pro-1241) 

 Barndoor for Arco 2000 
   140826      

 Barndoor for Spot 300/500 
   140603      

 Barndoor for Arco 300/500 and Zoom Pro� le 
   140823     PRO-1289 (PRO-1230) 

 Barndoor for Arco 650/1000 
   140824      
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 Filterframe Stagebeam 650/1000 
   30718     Black 

 Filter Frame Performer 1000 
   33033      

 Filter Frame Performer 2000 
   33042      

 Barndoor for Performer 3000 
   33044      

 Barndoor Performer 1000 
   33032      

 Barndoor Performer 2000 
   33041      

 Filterframe Stagebeam 300/500 
   30717     Black 

 Barndoor for Stage Beam MKII 300/500W 
   30732     Black 

 Barndoor for Stage Beam MKII 650/1000W 
   30734     Black 
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 Lens for Performer Pro� le Mini 
   33082     19 degree 
   33083     26 degree 
   33084     36 degree 

 Gobo holder for Performer Pro� le Mini 
   33086     26mm 

 Zoom Lens for mini Pro� le 
   33087      

 Lens for Performer Pro� le 
   33072     19 degree 
   33075     26 degree 
   33073     36 degree 
   33074     50 degree 

 Zoom Lens for Performer Pro� le 
   33070     15-30 degree 
   33071     25-50 degree 

 Iris for Performer Serie 
   33076      

 Gobo Holder for Multi Pro� le 
   30648     spot (B-size) 

 5° lens for Multi Pro� le Spot 
   30677      

 Gobo Holder for Performer serie 
   33077     Soft Edge 
   33078     Metal Gobo 
   33079     Glass Gobo 

 Iris for Multi Pro� le Spot 
   30649      

 Glare Shield for Performer Pro� le Mini 
   33085      
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Special features:
 • Compact size
• Gobo and color wheel
• Sound Control
• Master/Slave function 

 Kanjo Spot 10  
   45010      
 The Kanjo Spot 10 is an ultra-compact and impressive moving head equipped with 
a 10W LED Lightsource. It has a color and gobo wheel and offers crisp gobos and 
vivid colors at an affordable price level. The Kanjo Spot 10 is the ideal solution for 
small clubs and mobile DJ’s. 

Technical Information 
 Output:
Lux@1m 4500 
Beam Angle: 13°
Light Source: 10W LED Source, 7000k

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 26W at full output

Control:
On Board: LED Display
Mode: DMX, Sound, Master/Slave
Control protocol: DMX-512
Control personality: DMX, Auto, Master/Slave, Sound 

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Manual

Movement:
Pan: 540°
Tilt: 230°
Pan/Tilt resolution: 16 bit

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3p Data in/out, IEC input
Dimensions: 145 x 160 x 270 mm  
Weight: 3 kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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Special features:
 • Compact size
• Gobo and color wheel
• Sound Control
• Master/Slave function 

 Kanjo Spot 60  
   45011      
 The Kanjo Spot 60 is an ultra-compact and impressive moving head equipped with 
a 60W LED Lightsource. It has a color and gobo wheel and offers crisp gobos and 
vivid colors at an affordable price level. The Kanjo Spot 60 is the ideal solution for 
small clubs and mobile DJ’s. 

Technical Information 
 Output:
Lux@1m 16400 
Beam Angle: 18°
Light Source: 60W LED Source, 7500k

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 70W at full output

Control:
On Board: LED Display
Mode: DMX, Sound, Master/Slave
Control protocol: DMX-512, 8/10 Ch
Control personality: DMX, Auto, Master/Slave, Sound 

Optical system:
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Manual

Movement:
Pan: 540°
Tilt: 230°
Pan/Tilt resolution: 16 bit

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3p Data in/out, IEC input
Dimensions: 145 x 160 x 265 mm  
Weight: 3 kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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Technical Information 

 Output
Lux @ 1m: 13.300
Beam Angle: 13°  
Light Source: 1 x 25W White LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 59W max. at full output
LED Drive current: 1.45A

Control
On-Board: Display for auto and Sound control
Control Protocol: DMX512
Control Personality: Advanced 11ch /Basic 6ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Manual focus

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan / Tilt movement blackout 
 User-selectable Pan & Tilt ranges,
 540°/360°/180° 
 Reverse Pan / Tilt movement

Gobos & Colors
Gobo: 9 metal gobos

Gobo functions: Gobo-� ow effect, Gobo shake,  
 Gobo-� ow effect, Gobo shake
Gobo inner diameter: 15mm
Colors: 9 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Housing: Metal & Flame-retardant plastic
Color: Black
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 205 x 210 x 310 mm
Weight: 4,3 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

 Phantom 25 LED Spot  
   40185      
 The Phantom 25LED Spot is a compact and powerful LED moving head spot. It is equipped 
with a white 25W LED light source and has 9 colors and 9 gobos with shake effect. The eight 
automatic and eight sound-to-light programs with master / slave function will ensure a quick 
and easy setup. It has a 6 and a 11 channel DMX personality.  The weight is only 4,3 Kg and it 
has a single clamp bracket which makes it easy to handle and position in truss systems. The 
Phantom 25LED spot is introduced together with the 25LED Wash and 50LED Spot. All units are 
from one range with different functionalities . This makes it easy to combine them. An optional 
� ightcase for 2 pcs is available, ordercode: D7495B 

Special features:
 • 6 and 11 Channels setting
• 9 Gobo’s & 9 Colors
• 13.300 Lux @ 1 M
• 16 Built-in programs selectable 
 by DMX 
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Technical Information 

 Output
Lux @ 1m: 18.500
Beam Angle: 17°  
Light Source: 1 x 50W White LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 93W max. at full output
LED Drive Current: 2A

Control
On-Board: Display for auto and Sound control
Control Protocol: DMX512
Control Personality: Advanced 13ch /Basic 8ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Manual focus
Prism: 3-facet prism

Movement
Pan: 540°
Tilt: 270°

Pan/Tilt resolution: 16 bit
Special: Pan / Tilt movement blackout 
 User-selectable Pan & Tilt ranges, 540°/360°/180°
 Reverse Pan / Tilt movement

Gobos & Colors
Gobo: 2 glass + 5 metal gobos (replaceable)
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 20mm
Gobo outer diameter: 24mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 210 x 225 x 340 mm
Weight: 5,6 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 18.500 Lux @ 1 M
• 7 Rotating Gobo’s & 9 Colors
• easy accessible replaceable gobo’s
• Gobo shake, gobo rotate and 3-fact prism 
• 16 Built-in programs selectable by DMX 

 Phantom 50 LED Spot  
   40187W     White Housing 
 The Phantom 50 LED Spot is the bigger brother of the 25 LED Spot and has a 50W white LED 
light source. Besides the stronger output the 50 LED spot also has some extra functionality’s 
like rotating gobo´s and a 3-facet prism. The 50 LED spot has 7 gobo´s with shake effect and 
the 9 dichros are the same as the 25 LED Spot. This makes them easy to combine. The 50 
LED Spot can also be used as a master for the 25 LED spot in a master/slave setup. It has 2 
personalities, an advanced 13-channel and a basic 8-channel setting. The weight is 5,6 Kg and 
it has only one clamp bracket which makes it easy to handle and position in truss systems. This 

little moving head will surprise you with its complete functionality and strong 
light output. 
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Technical Information 

 Output
Lux @ 1m: 20.900
Beam Angle: 17°  
Light Source: 1 x 50W White LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 93W max. at full output
LED Drive Current: 2A

Control
On-Board: LCD full color display
Control Protocol: DMX512
Control Personality: Advanced 13ch /Basic 8ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Manual focus
Prism: 3-facet prism

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit

Special: Pan / Tilt movement blackout 
 User-selectable Pan & Tilt ranges, 540°/360°/180°
 Reverse Pan / Tilt movement

Gobos & Colors
Gobo: 2 glass + 5 metal gobos (replaceable)
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 20mm
Gobo outer diameter: 24mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in/out
Dimensions (WxDxH): 210 x 225 x 340 mm
Weight: 5,6 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C

Note: To combine MKII with MKI please read the info in Backof� ce. 

Special features:
 • 20.900 Lux @ 1 M
• 7 Rotating Gobo’s & 9 Colors
• easy accessible replaceable gobo’s
• Gobo shake, gobo rotate and 3-fact prism 
• 16 Built-in programs selectable by DMX 

 Phantom 50 LED Spot MKII  
   40200     Black Housing 
 The Phantom 50 MKII LED Spot is the bigger brother of the 25 LED Spot and has a 50W 
white LED light source. Besides the stronger output the 50 LED spot also has some extra 
functionality’s like rotating gobo´s and a 3-facet prism. The 50 LED spot has 7 gobo´s with 
shake effect and the 9 dichros are the same as the 25 LED Spot. This makes them easy to 
combine. The 50 LED Spot can also be used as a master for the 25 LED spot in a master/
slave setup. It has 2 personalities, an advanced 13-channel and a basic 8-channel setting. The 
weight is 5,6 Kg and it has only one clamp bracket which makes it easy to handle and position 
in truss systems. This little moving head will surprise you with its complete functionality and 
strong light output. 
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Special features:
 • 24.500 Lux @ 1 M
• 7 Rotating Gobos & 8 Colors
• 16 Built-in programs selectable by DMX
• Gobo shake, gobo rotate and 3-facet 
 prism 
• Motorized focus 

 Phantom 75 LED Spot  
   40188     Black Housing 

 Phantom 75 LED Spot  
   40188W     White Housing 
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 The Phantom 75 LED spot is a medium size 
powerful moving head with a 75W white 
LED light-source. It is very complete with 
7 Gobo’s, 8 dichroic � lters and lots of extra 
functionalities like gobo-shake, gobo-rotate, 
prism, split & rainbow colors. Because of 
the LED source the shutter is electronic not 

mechanical. Focus is motorized and it has 
a mechanical zoom. You can choose 

between a 8 or a 14 DMX channel 
personality. If you like to operate 
without controller you can use the 
16 built-in programs which can 
run automatically, sound-active or 
in master/slave mode. The stylish 
design and lightweight housing 
make this moving head very 
attractive and ergonomic. The gobos 
can be changed very easily by a 
handy lid. Check the online product 
video for more details. 
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Technical information:

 Output
Lux @ 1m: 34.500
Beam Angle: 17°-20° Manual
Light Source: 1 x 75W White LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 170W max. at full output
LED Drive Current: 16.5A

Control
On-Board: Display for auto, Sound control & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 14ch /Basic 8ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Motorized
Prism: 3-facet prism

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan / Tilt movement blackout,
 User-selectable Pan & Tilt ranges,
 540°/360°/180°, Reverse Pan / Tilt movement

Gobos & Color
Gobo: 2 glass + 5 metal gobos (replaceable)
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 20 mm
Gobo outer diameter: 24 mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 340 x 248 x 446 mm
Weight: 11 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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 Phantom 95 LED Spot  
  40199  

Special features:
 • Motorized Zoom
• Motorized Focus
• 8 Replaceable gobo’s & 8 colors
• Gobo shake, gobo rotate and 3-fact 
   prism 
• 16 Built-in programs selectable by DMX 

The Phantom 95 Spot is a mid-sized moving 
head equipped with a 95W LED Light source. 
It offer numerous functions at an affordable 
price level. It offers motorized focus and zoom 
ensuring razor sharp gobo and beam effects 
in any circumstance.
It contains a gobo wheel with 7 gobo’s and a 
colour wheel with 8 vivid colours. 
With the electronic zoom function the zoom 
can be controlled within a range of 9° to 16,5°can be controlled within a range of 9° to 16,5°
The Phantom 95 Spot is without doubt the The Phantom 95 Spot is without doubt the 

right solution for mobile DJ, clubs right solution for mobile DJ, clubs 
and rental companies.and rental companies.
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Technical information:

 Output
Lux @ 1m: 69000 (9°)
Beam Angle: 9°-16.5°Motorized
Light Source: 1 x 95W White LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 283W max. at full output
LED Drive Current: 24A

Control
On-Board: Display for auto, Sound control & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 15ch /Basic 9ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Motorized
Prism: 3-facet prism

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan / Tilt movement blackout,
 User-selectable Pan & Tilt ranges,
 540°/360°/180°, Reverse Pan / Tilt movement

Gobos & Color
Gobo: 2 glass + 6 metal gobos (replaceable)
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: ø20 mm
Gobo outer diameter: ø24 mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 335 x 250 x 480 mm
Weight: 12,3 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • 110W LED source
• 7 Rotating Gobos & 8 Colors
• 16 Built-in programs selectable by 
 DMX
• Menu on Full color display
• Motorized focus 

 Phantom 140 LED Spot  
   40195      
 The Phantom 140 Spot is the ´middleman´ in 
our successful Phantom series. It has more 
output power compared to the Phantom 75, 
and is lighter and more compact compared 
to the Phantom 225. Equipped with beautiful 
full color display and professional � nish. It 
houses a high ef� cient 110W LED source, 
high ef� cient optics for maximizing the output, 
8 colors, 7 gobo´s, motorized focus, 3-facet 
prism, electronic dimmer and fast strobe. 
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Technical Information 

 Output
Light Source: 110W White LED
Beam angle: 17°

Electrical
Input Voltage: 100-240 VAC
Power consumption: 230W max. at full output

Control
On-Board: Full color display, Auto-, Sound control 
 & Master/Slave mode
Control Protocol: DMX512
Control Personality: Advanced 14ch /Basic 8ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz

Focus: Motorized
Prism: 3-facet prism

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan / Tilt movement blackout, User-selectable 
 Pan & Tilt ranges, 540°/360°/180° Reverse 
 Pan / Tilt movement

Gobos & Colors
Gobowheel: 1 glass + 6 metal gobos 
 (replaceable) 
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 23 mm

Gobo outer diameter: 27 mm

Colors: 7 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 320 x 245 x 465 mm
Weight: 14 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • Virtual colorwheel (RGBW)
• Motorized focus
• Continious Pan movement
• Compact size 

 Expression 550S  
   41394      

 The Expression 550S is a moving head 
spot with RGBW colormixing allowing 

you to colorize your gobo’s into hardly 
any color. It has a color wheel 
packed with 8 stunning gobo’s. 

The motorized focus allows 
you to make a razor-sharp 

projection in any position. 
High torque motors create 
very fast movements in 
order to create dynamic 
and creative effects. It’s 
stylish design makes 
it � t in any interior or 
venue. The Expression 
550S opens a new era 
in the moving head 
market. 
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Technical information:

 Light source: 1 LED (RGBW) 60W
Drive current: 4.5A
Beam Angle: 12°
Input voltage: 90-240V AC
Power: 130W (Max)
Output (12°): 4400 Lux @ 2 meter
Dimmer: 0-100%
Strobe: 0-25Hz
Control protocol: DMX-512
Control personality: HSiC, PERSON 1, PERSON 2, CMY)
DMX Channels: 16, 16, 17, 23 channels
Pan movement: continuous
Tilt movement: 270°
Pan/Tilt resolution: 16 bit
Gobo’s: 8 + white
Colors: Unlimited
Focus: Motorized
Prism: 3 Facet Prism
Dimensions: 210 x 250 x 353 mm
Weight: 7,2 kg
Housing: Plastic extrusion
Colour: Black
Fixture connection: Powercon in- and output. 3 Pole XLR in- and output
Cooling: Forced
Operating temperature: -20°C - 45°C
Focus: Motorized
Prism: 3 Facet Prism
Dimensions: 210 x 250 x 353 mm
Weight: 7,2 kg
Housing: Plastic extrusion
Colour: Black
Fixture connection: Powercon in- and output. 3 Pole XLR in- and output
Cooling: Forced
Operating temperature: -20°C - 45°C 
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Special features:
 • Motorized Iris & Focus
• Covers with quick lock screws
• Fast color & gobo changes
• High torque motors
• Battery powered menu 

 iS-100  
   41500     100W LED Spot 
 The iS-100 is a powerful LED moving head. 
It is equipped with all high-end technology 
which are characteristic for In� nity. It’s 
powerful 100W LED engine offers a bright 
and solid beam. It is equipped with 2 gobo 
wheels. One rotating wheel contains 7 rotating 

gobos of which 2 are glass. The � xed 
gobo wheel contains 8 metal gobos. 

The color wheel has 8 colors plus 
white and has the possibility to 
make half colors. The trapezium 
shaped colors ensure smooth 

color changes and fades as 
well split colors. For extra 
effects it is equipped with 
an iris as well a rotating 3 
facet prism.  The iS-100 
is equipped with high 
torque motors on pan and 
tilt movement ensuring 
fast movements. 

powerful 100W LED engine offers a bright 
and solid beam. It is equipped with 2 gobo 
wheels. One rotating wheel contains 7 rotating 

gobos of which 2 are glass. The � xed 
gobo wheel contains 8 metal gobos. 

The color wheel has 8 colors plus 
white and has the possibility to 
make half colors. The trapezium 
shaped colors ensure smooth 

color changes and fades as 
well split colors. For extra 
effects it is equipped with 
an iris as well a rotating 3 
facet prism.  The iS-100 
is equipped with high 
torque motors on pan and 
tilt movement ensuring 
fast movements.
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Technical information:

 Output
Lux @ 1m: 52400
Beam Angle: 15°
Light Source: 100W White LED (LumiEngine)

Electrical
Input Voltage: 100-240 VAC
Power consumption: 220W max. at full output

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 19ch /Basic 15ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Motorized
Iris: Motorized
Prism: rotating 3-facet prism

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, Color,Gobo change blackout,User-selectable Pan & Tilt ranges,
 540°/360°/180°, Reverse Pan / Tilt movement

Gobos & Colors
Gobowheel 1 Rotating: 2 glass + 5 metal gobos (replaceable) 
Gobowheel 2: 8 metal gobos
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 23mm
Gobo outer diameter: 27mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR 3&5p Data in/out, Powercon power input
Dimensions (WxDxH): 303 x 306 x 485 mm
Weight: 16,5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • Motorized Iris & Focus
• 2 Gobo & Color wheels
• Frost � lter
• High torque motors
• Battery powered menu 

 iS-200  
   41501     200W LED Spot 
 The iS-200 is equipped with a powerful 200W 
LED engine and a special optical lens offering 
a bright and solid beam. In comparison to the 
iS-100 it offers 2 gobo wheels and 2 color 
wheels. It has a rotating 3 facet prism as well 
a frost � lter which makes it possible to use the 
� xture also as a true wash light. Quick lock 

screws on the covers allow you to change 
gobos within minutes without the 

need of any special tools. Due 
to its powerful light output, 

fast movements and full 
functionality the iS-200 
is a true workhorse for 

the most demanding 
lighting professional. 

� xture also as a true wash light. Quick lock 
screws on the covers allow you to change 

gobos within minutes without the 
need of any special tools. Due 

to its powerful light output, 
fast movements and full 
functionality the iS-200 
is a true workhorse for 

the most demanding 
lighting professional.
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Technical information:

 Output
Lux @ 1m: 78100
Beam Angle: 17°
Light Source: 200W White LED (LumiEngin)

Electrical
Input Voltage: 100-240 VAC
Power consumption: 370W max. at full output

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 21ch /Basic 18ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Motorized
Iris: Motorized
Prism: 3-facet rotating prism
Frost � lter: Yes

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, Color,Gobo change blackout, User-selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement

Gobos & Colors
Gobowheel 1 Rotating: 2 glass + 5 metal gobos (replaceable) 
Gobowheel 2: 8 metal gobos
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo inner diameter: 25mm
Gobo outer diameter: 29mm
Colorwheel 1: 7 dichroic-� lters + white
Colorwheel 2: 7 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR 3&5p Data in/out, Powercon in- & output
Dimensions (WxDxH): 346 x 417 x 551 mm
Weight: 21 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • Zoomrange 13° - 37° 
• 2 Rotating Gobowheels
• CMY & CTO
• Digital motion FX 

 iS-400  
   41504     400W LED Spot 
 The In� nity iS-400 is a 440W LED spot moving 
head with all high-end technology which are 
characteristic for In� nity. It is a full feature 
� xture with a double rotating gobowheel, CMY 

and dichroic colorwheel, CTO, Prism, 
Frost, 1:3 zoom range, and Iris. 

Each gobowheel has one special 
multi-colored gobo which can 
be combined and morphed 
to create amazing colorfull 
projections and mid-air effects. 
Because both gobowheels are 

rotating and the rotating 3 facet 
prism possibilities of own beam 
and projection creations are 
endless. Gobo- and colorwheels 
can create fast colorbumps and 
quick gobojumps as well as very 
slow smooth gobo rotations. The 
CMY system is equipped with an 
CTO � lter and is both fast and 
smooth. An iris macro channel 
gives the light designer direct 
access to beam trimming effects 
without programming. The 
digital motion FX can generate 
effects on top of the gobo set for 
more dramatic projections. The 
iS-400 is equipped high grade 
optics and a 440Watt LED 

chip to replace 700/800 watt 
discharge � xtures. 
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Technical information:

 Output
Lux @ 5m: 16000 (13°)
Beam Angle: 13° - 37°
Light Source: 440W White LED (LumiEngin)

Electrical
Input Voltage: 100-240 VAC
Power consumption: 650W max. at full output

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 38ch /Basic 28ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Focus: Motorized autofocus 
Iris: Motorized 0-100%
Zoom: Motorized
Prism: 3-facet rotating prism
Frost � lter: Yes
Animation: Digital motion FX

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Pan/Tilt modes: Speed / Smooth
Special: Pan/ Tilt, Color,Gobo change blackout, User-selectable Pan & Tilt ranges, 
 540°/360°/180°, 270°/180°/90°, Reverse Pan / Tilt movement

Gobos & Colors
Rotating Gobowheel 1: 6 Glass
Rotating Gobowheel 2: 6 Glass
Gobo functions: Gobo-� ow effect,Gobo shake
Rotation: Bi-directional
Gobo 1 inner diameter: 28mm
Gobo 2 inner diameter: 26mm
Gobo outer diameter: 32mm
Colorwheel: 7 dichroic-� lters + white
CMY: 0-100%
CTO: 0-100%
Color functions: Split colors, Rainbow-� ow effect, CMY Macros

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connection: XLR 3&5p & RJ-45 in- & output
Power connection: Powercon input
Dimensions (WxDxH): 346 x 417 x 616 mm
Weight: 35kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • Compact Size
• RGB 3-in-1 LEDs
• Deep rich colors 

Technical Information 
 Light Source
LED System: 7 x RGB 3-in-1 3W LEDs
Drive Current: 350mA

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 43W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 8, 14ch
Pan: 540°
Tilt: 180°
Pan/Tilt Resolution: 8/16 bit

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 25°

Physical
Dimensions: 169 x 156 x 267 mm
Weight: 3,2 kg
Housing: Flame-retardant plastic(V0), Die-cast aluminium
Color: Black
Power Connectors: IEC
Data Connectors: XLR 3 pole 
Cooling: Convection

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 

 Kanjo Wash RGB  
   45000     7x3W 
 The Kanjo Wash RGB is a compact affordable and reliable washlight which is suitable for mobile 
DJ, clubs and events. It is equipped with 7 pieces RGB LED’s and 25 degree special designed 
optic lenses. Due to its compact size in combination with the 25 degree lenses the Kanjo Wash 
RGB is very suitable for venues with low ceilings. 
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Special features:
 • Motorized Zoom
• Clear Lens with RGB backlight
• Continuous Pan & Tilt
• IFS Technology 

Technical Information 
 Output
Lux @ 2m: 14300lux (5°)
Beam Angle: 5-60°
Light Source: 12 x 10W RGBW LEDs
Backlight System: 21 x RGB 5050 SMD

Electrical
Input Voltage: 100-240 VAC
Power consumption: 135W max. at full output

Control
On-Board: Display including gravity sensor
Mode: DMX, Auto, Sound & Master/Slave
Control Protocol: DMX512
Control Personality: 10, 16, 26 Channels

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz
Zoom: Motorized 

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt reverse & Black out by DMX
Physical 
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3p Data in- & output
Power Connections: Pro power in- & output
Dimensions (WxDxH): 335 x 220 x 395 mm
Weight: 6,9 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

 Phantom 120 LED Wash  
   40030      
 The Showtec Phantom 120 Wash, is RGBW wash moving head with motorized zoom. It is 
equipped with a high grade clear lens plate with RGB backlight function. This allows the user 
to combine or alternating the wash effect with the backlight colors to create more dramatic 
effects. Both wash and backlight LEDs are independently controllable in color-mix, dimmer, 
strobe and have their own preset colors to get total control. It also has IFS Technology which 
helps to combine light � xtures with similar functions to get synchronized. This makes it easy 
to program similar colors, programs, strobes, and speed. Another great functionality is the 
continuous pan & tilt rotation. Together with the IFS function the Showtec Phantom 120 Wash 
gives progressive light designers a cost effective solution with unlimited possibilities. 
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Special features:
 • Motorized Zoom
• 4 Section control
• Ultra-fast movements
• 1 Clamp rigging
• Battery powered menu 

 iW-720  
   41521     RGBW Wash, Electronic Zoom 
 The iW-720 is equipped with 7 pieces quad 
color RGBW LED’s of 20W. In contrast to the 
iW-715 the iW-720 offers seam-less zoom 

from 7° till 50°. Another signi� cant key 
feature is the segment control of the 

LED’s The 7 LED’s are divided into 4 
sections which can be controlled 

individually offering the user 
endless creative possibilities 
controlling your LED’s.
High speed motors for 
pan and tilt movement are 
used for accurate and very 
fast movements.  Multiple 
dimming curves can be 
selected by the GUI creating 
halogen modes either 
quick dimming. Strobe and 
dimming are microprocessor 
controlled ensuring smooth 
0-100% dimming as well 
high speed 0-20Hz strobe 
effects. 

  41521   RGBW Wash, Electronic Zoom 
The iW-720 is equipped with 7 pieces quad 
color RGBW LED’s of 20W. In contrast to the 
iW-715 the iW-720 offers seam-less zoom 

from 7° till 50°. Another signi� cant key 
feature is the segment control of the 

LED’s The 7 LED’s are divided into 4 
sections which can be controlled 

individually offering the user 
endless creative possibilities 
controlling your LED’s.
High speed motors for 
pan and tilt movement are 
used for accurate and very 
fast movements.  Multiple 
dimming curves can be 
selected by the GUI creating 
halogen modes either 
quick dimming. Strobe and 
dimming are microprocessor 
controlled ensuring smooth 
0-100% dimming as well 
high speed 0-20Hz strobe 
effects.
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Technical information:

 Output
Lux @ 2m: 31300
Beam Angle: 7-50°
Light Source: 7x 20W RGBW 4-in-1 LED (LED Engin)

Electrical
Input Voltage: 100-240 VAC
Power consumption: 240W max. at full output

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 29ch /Basic 14ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Dimmer speed: Smooth, fast
Color balance: Separate RGBW adjustment
Strobe: 0-20Hz
Zoom: Motorized 

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, change blackout, User-selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR 3p Data in/out, Powercon in- & output
Dimensions (WxDxH): 204 x 219 x 380 mm
Weight: 8 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C av
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Special features:
 • Motorized Zoom
• 5 Section control
• Beam & Wash effect
• High torque motors
• Battery powered menu 

 iW-1915  
   41522     RGBW Wash, Electronic Zoom 
 The iW-1915 offers 19 quad color LEDs with 
RGBW color mixing, each LED can handle 
15 Watt. It has a wide linear zoom function 
starting from 7 degrees up to 50 degrees This 
wide zoom range allows you to use the iW-
1915 as a beam effect either a wash light.

The iW-1915 is equipped with high torque 
motors to ensure fast movements. The 

LEDs are divided in 5 controllable 
sections  allowing you rich color 

� ows and creative patterns. 

starting from 7 degrees up to 50 degrees This 
wide zoom range allows you to use the iW-
1915 as a beam effect either a wash light.

The iW-1915 is equipped with high torque 
motors to ensure fast movements. The 

LEDs are divided in 5 controllable 
sections  allowing you rich color 

� ows and creative patterns.
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Technical information:

 Output
Lux @ 2m: 36600
Beam Angle: 7-50°
Light Source: 19x 15W RGBW 4-in-1 LED (LED Engin)

Electrical
Input Voltage: 100-240 VAC
Power consumption: 415W max. at full output

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 34ch /Basic 14ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Dimmer speed: Smooth, fast
Color balance: Separate RGBW adjustment
Strobe: 0-20Hz
Zoom: Motorized 

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, change blackout, User-selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR 3&5p Data in/out, Powercon in- & output
Dimensions (WxDxH): 303 x 366 x 427 mm
Weight: 14,5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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Special features:
 • Motorized Zoom
• Full Pixel Control
• Clear lens with background color
 effect
• High Torque Motors
• Selectable RGBW or CMY color mixing
• Artnet contol 

 iW-1915 Pixel  
   41523     RGBW Wash, Zoom, Pixel 
control 
 The In� nity iW-1915Pixel combines all 
bene� ts of the already popular iW-1915 with 
full pixel control allowing the light operator 
maximum creativity to create stunning light- 
and multimedia shows.
The customized high grade lens plate ensures 
excellent optics and perfect color-mixing at 
any zoom position. It has a wide linear zoom 

function starting from 7° up to 50° 
allowing you to use the  � xture either 
as beam effect or wash light. 
Also the iW-1915Pixel is equipped 
with high torque motors to ensure 
fast movements. 
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Technical information:

 Output:
Lux @ 2m: 36600
Beam Angle: 7° - 50°
Light Source: Osram Ostar 19x15W RGBW 4-in-1

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 415W at full output

Control:
On Board: Battery powered full color display including gravity sensor
Mode: DMX, Auto, Master/Slave
Control protocol: DMX-512
Control personality: Advanced 97 ch / Basic 21ch
Wireless DMX: optional available

Optical system:
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Dimmer speed: Smooth, Fast
Color balance: Separate RGBW adjustment
Strobe 0-20Hz
Zoom: 7° - 50°, motorized

Movement:
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt change black out, User selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement.

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3&5p Data in/out, Powercon in- output
Dimensions: 303 x 366 x 427mm
Weight: 14kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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 XS-1W  
   40158     Mini Moving Beam 

Special features:
 • Strong narrow white beam
• Compact housing
• Ideal as mirrorball projector
• 1 Clamp rigging 

Technical Information 
 Output
Beam Angle: 3°
Light Source: 1x10W
Colortemp: 7000K

Electrical
Input Voltage: 100-240 VAC 50/60Hz
Power consumption: 25W max. at full output

Control
On-Board: Auto, Sound control & Master/Slave
Control Protocol: DMX512
Control Personality: 5/10 Channels
Display: 4 digits LED

Optical system
Dimmer: 0-100%
Strobe: 0-15Hz

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 8/16 bit
Special: Pan/Tilt reverse,

Physical
Color: Black, Rubber paint
Housing: Metal & Flame-retardant plastic
Data Connection: XLR 3P in/out
Power Connection: IEC input
Dimensions (WxDxH): 125 x 125 x 236 mm
Weight: 2 kg 

• Ideal as mirrorball projector
• 1 Clamp rigging 

 The XS-1 is an extreme compact beam moving head, available in white and RGBW. It brings 
a 10W 3° beam-lightshow in a tiny package. The special optical lens system creates strong 
and solid beam. It has a 2 DMX personalities and  a numerous of dynamic preprogramed 
shows which can be selected by DMX. For stand-alone use the XS-1 offers full sound control. 
Mounting of your XS-1 is easy with only one bracket. Use multiple White and RGBW versions 
to create a dynamic lightshow. 

 XS-1RGBW  
   40159     Mini Moving Beam 

Special features:
 • Strong narrow RGBW beams 
• Compact housing
• Dynamic programs
• 1 Clamp rigging 

Technical Information 
 Output
Beam Angle: 3°
Light Source: 1x10RGBW

Electrical
Input Voltage: 100-240 VAC 50/60Hz
Power consumption: 25W max. at full output

Control
On-Board: Auto, Sound control & Master/Slave
Control Protocol: DMX512
Control Personality: 9/16 Channels
Display: 4 digits LED

Optical system
Dimmer: 0-100%
Strobe: 0-15Hz

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 8/16 bit
Special: Pan/Tilt reverse,

Physical
Color: Black, Rubber paint
Housing: Metal & Flame-retardant plastic
Data Connection: XLR 3P in/out
Power Connection: IEC input
Dimensions (WxDxH): 125 x 125 x 236 mm
Weight: 2 kg 

• 1 Clamp rigging 

 The XS-1 is an extreme compact beam moving head, available in white and RGBW. It brings 
a 10W 3° beam-lightshow in a tiny package. The special optical lens system creates strong 
and solid beam. It has a 2 DMX personalities and  a numerous of dynamic preprogramed 
shows which can be selected by DMX. For stand-alone use the XS-1 offers full sound control. 
Mounting of your XS-1 is easy with only one bracket. Use multiple White and RGBW versions 
to create a dynamic lightshow. 
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Special features:
 • 2 x 10W Moving beam effect
• Menu with full color display
• 35mm adapter to mount on light stand
• Very fast movements 

 XS-2  
   40173     Dual beam effect 
 The XS-2 are two compact 10W LED moving heads on a T-bar. Both beam-angles is 4 degree 
which create two strong and tight beams. Both moving heads have 9 gobos and 7 dichros, a 
dimmer, a shutter function and a manual focus. All functions can be controlled separately in the 
most advanced 20 CH DMX personality. The T-bar is equipped with 16 built-in programs and in 
sound mode the sensitivity can be set from 0 - 100. Both moving heads have a pan tilt reverse 
functionality and user selectable pan/tilt ranges. All these settings are easy to access with a 
logic menu structure on a full color display. The base has a 35mm stand adapter which makes 
it directly mountable on a light stand without using adapters but it is also possible to use as 
� oor unit or mount in a truss with a clamp. The XS-2 is the ideal solution for mobile dj’s and will 
give fantastic lightshow with only one unit. Combine the XS-2 with a Showtec compact lightset 
(30268) and your lightshow is complete! 

Technical Information 
 Output 
Lux @ 1m: 2 x 31.000 lux
Beam Angle: 4°  
Light Source: 2x10W 

Electrical
Input Voltage: 100-240 VAC
Power consumption: 65W max. at full output
LED Drive Current: 3A

Control
On-Board: Full color display for auto, 
 Sound control & Master/
 Slave
Control Protocol: DMX512
Control Personality: 10/17/20 Channels

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Foucs: Manual

Movement
Pan:       540°
Tilt:        270°
Pan/Tilt resolution: 16 bit
Special:  Sound sensitivity, Pan/Tilt 
 reverse, User-selectable 
 Pan/Tilt ranges, Master & 
 Slave set 1/2

Gobos & Color
Gobo: 9 metal gobos + open 
 (not repl.)
Gobo functions:  Gobo-� ow effect, Gobo 
 shake
Colors: 7 dichroic-� lters + white
Color functions:  Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant 
 plastic

Fixture Connection: XLR Data in/out, IEC Power 
 in/out
Stand adapter: 35mm
Dimensions (WxDxH): 554 x 221 x 361 mm
Weight: 10 kg

Certi� cation and Safety 
Certi� cation: CE
Max. ambient Temp.: 40°C 
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 XS-4W  
   40174     Quad Beam 

Technical Information 
 Output 
Beam Angle: 3°  
Light Source: 4x10W
Colortemp: 7000K

Electrical
Input Voltage: 100-240 VAC 50/60Hz
Power consumption: 80W max. at full output

Control
On-Board: Auto, Sound control &
 Master/Slave
Control Protocol: DMX512
Control Personality: 9/28 Channels
Display: 4 digits LED

Optical system
Dimmer: 0-100%
Strobe: 0-13Hz

Movement
Pan:       540°
Tilt:        270°
Pan/Tilt resolution: 8/16 bit
Special:  Pan/Tilt reverse, 

Physical
Color: Black
Housing: Metal & Flame-retardant
 plastic
Fixture Connection: XLR Data in/out, IEC Power
Stand adapter: 35mm
Dimensions (WxDxH): 810 x 90 x 250 mm
Weight: 8 kg 

 The XS-4W offers 4 individual moving 
heads in one compact housing.  It brings 
you a complete beam-lightshow in a tiny 
package. The four individual moving heads 
are equipped with a 10W White LED. The 
special optical lens system creates strong and 
solid white beams. Each moving head can be 
controlled individually by DMX. Furthermore 
numerous dynamic preprogramed shows can 
be selected by DMX. For stand-alone use the 
XS-4W offers full sound control. Mounting 
of your XS-4W is easy by the stand mount 
(included) (lightstand not included) either the 
quick-locks (included) 

Special features:
 • Strong narrow beams
• Compact housing
• Dynamic programs
• Multiple mounting possibilities 
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 Juno  
   45052      
 The Showtec Juno is an effect moving head which creates 6 razor sharp beams that can be 
twisted and tunred by the rotating lens dish. This creates new spectacular visual effects,  once 
they are all combined together a strong fat beam will be generated. It has a special light pipe 
optic system to realize smooth color mixing in both separate as the combined beam. The 
Showtec juno is designed in a compact housing and can be easily rigged with only one clamp. 
This hybrid moving head effect is ideal to create a beam show as well as visual effects with 
only one � xture. 

Special features:
 • 2-in-1 Beam effect 
• Rotating lens dish
• Easy rigging
• Built-in rotate macros 

Technical Information 
 Output
Lux @ 2m: 9730 lux
Beam Angle: 8°
Light Source: 6x 9W RGBW LEDs
Drive current: 750mA

Electrical
Input Voltage: 100-240 VAC
Power consumption: 120W max. at full output

Control
On-Board: 16 Digit LCD Display
Mode: DMX, Manual, Sound & Master/Slave
Control Protocol: DMX512
Control Personality: 9, 14 Channels
Optical system

Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3p Data in- & output
Power Connections: IEC in- & output
Dimensions (WxDxH): 260x 150 x 320 mm
Weight: 5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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 PXO Beam  
   45050     RGBW 
 The PXO beam is an innovative moving head offering unlimited freedom due to its in� nity rotation on both pan and tilt movement. This function 
in combination with its full pixel control makes the PXO beam to a truly versatile moving head for the most creative users and designers. 
The RGBW LED’s offer vivid and bright colours. This in combination with 8 degree high grade optics offers razor sharp beams. 
A bright and intuitive LCD display offers easy navigation throughout the menu’s and makes setup easy as ABC. 

Special features:
 • Pan/Tilt continous rotation
• Fast movements
• 8 degree optics
• RGBW Pixelcontrol 

Technical Information 
 Light Source
LED System: 9 x RGBW 4-in-1 10W LEDs
Drive Current: 500mA

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 120W

Control
Control Mode: Auto/ build-in programs, Master/slave, Static color, DMX
DMX channels: 9, 16, 39, 44ch
Pan: 540° (in� nite)
Tilt: 360° (in� nite)
Pan/Tilt Resolution: 8/16 bit
Special: Pan/Tilt continuous rotation in each direction

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 8°

Physical
Dimensions: 339 x 150 x 351 mm
Weight: 6,2 kg
Housing: Flame-retardant plastic(V0), Die-cast aluminium
Color: Black
Power Connectors: Pro/ Power connector
Data Connectors: XLR 3 & 5 pole 
Cooling: Forced

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 
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 Beacon 360  
   45051     Double Sided Moving Head 
 The Beacon 360 is a true unique moving head offering unlimited possibilities for the most creative lightdesigners. It has a continuously  rotation 
on the pan- and tilt movement. For maximum creativity it has RGBW LED’s on two sides. Each cluster of 4 LED’s is independently controllable 
and offers full RGBW colormixing ensuring rich and vivid colors as well dramatic and creative effects.
The Beacon 360 de� nes new boundaries for creative lightshow and is the right tool for the most demanding light designer. 

Special features:
 • Pan/Tilt continuous rotation in each
 direction
• Very fast movements
• 8 degree optics
• individual controllable 2 sided beam 

Technical Information 
 Light Source
LED System: 8 x RGBW 4-in-1 10W LEDs
Drive Current: 500mA

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 100W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 9, 19ch
Pan: 360° (in� nite)
Tilt: 360° (in� nite)
Pan/Tilt Resolution: 8/16 bit
Special: Pan/Tilt continuous rotation in each direction

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 8°

Physical
Dimensions: 342 x 150 x 316 mm
Weight: 4,5 kg
Housing: Flame-retardant plastic(V0), Die-cast aluminium
Color: Black
Power Connectors: Pro/ Power connector
Data Connectors: XLR 3 pole 
Cooling: Convection

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 
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 Saber  
   45053      
 The Showtec Saber is a compact moving head in a stylish  round design. It has a fully illuminated 94mm lens with 4° beam angle. Togeher with 
the 60W RGBW LED it creates powerful narrow multicolored beams. The saber is equipped with high torque motors to create fast continuous 
rotating movements. With only 215mm diameter and one clamp rigging it is very easy to create narrow setups with multiple � xtures in truss 
systems. 

Special features:
 • Continuous pan & tilt
• 94mm 4° Lens
• 60W RGBW LED
• Extreme fast movements 

Technical Information 
 Output
Beam Angle: 4°
Light Source: 1x60 W RGBW LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 70W max. at full output
Control
On-Board: Display including gravity sensor
Mode: DMX, Auto, Sound & Master/Slave
Control Protocol: DMX512
Control Personality: 8, 13, 18 Channels

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz

Movement
Pan: 540° & Continuous
Tilt: 270° & Continuous
Pan/Tilt resolution: 16 bit

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3p Data in- & output
Power Connections: Pro Power in- & output
Dimensions (DxH): 215x 330mm
Weight: 5,2 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 
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 Expression 600Z  
   41393      
 The Expression 600Z is a new an unique moving head combining ultra-fast movements, impressive light output and extended zoom ranges into 
one stylish � xture. It is equipped with an RGBW COB chip which offers an impressive 20.800 Lux @ 2 meter distance (small beam angle). A 
continuous movement on the pan axis allows you to create dynamic and dramatic effects. The Expression 600Z is an innovative � xture which 
is the right solution for many applications. 

Special features:
 • Wide zoom range
• RGBWA  colormixing
• Continious Pan movement
• Compact size 

Technical Information 
 Light source: 1 LED (RGBW) 60W 
Drive current: 4.5A
Beam Angle: 4,5° to 45°
Field Angle: 8° to 55°
Input voltage: 90-240V AC
Power: 110W (Max)
Output (4,5°): 20.800 Lux @ 2 meter
Output (45°): 600 lux @ 2 meter
Dimmer: 0-100%
Strobe: 0-25Hz
Control protocol: DMX-512
Control personality: HSiC, PERSON 1, PERSON 2)
Pan movement: continuous
Tilt movement: 270°
Pan/Tilt resolution: 16 bit
Zoom: Motorized 
DMX Channels: 12, 14 or 20
Dimensions: 210 x 210 x 340 mm
Weight: 4kg
Housing: Plastic extrusion
Colour: Black
Fixture connection: Powercon in- and output. 3 Pole XLR in- and output
Cooling: Forced 
Operating temperature: -20°C - 45°C 
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 Phantom 20 LED Beam  
   40182      

Technical Information 

 Output 
Lux @ 5m: 7100lux
Beam Angle: 5°
Light Source: 20W

Electrical
Input Voltage: 100-240V, 50/60Hz
Power consumption: 85W max. at full output
LED Drive Current: 5A

Control
On-Board: Full color display for DMX, Auto, Sound & Master/Slave settings
Control Protocol: DMX512
Control Personality: 9/12 Channels

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz

Movement
Pan:       540°
Tilt:        270°

Pan/Tilt resolution: 16 bit
Special: Pan/Tilt reverse, User-selectable Pan/Tilt ranges, Color/Gobo/Pan/Tilt blackout

Gobos & Color
Gobo: 9 metal gobos + open (not replaceable)
Gobo functions:  Gobo-� ow effect, Gobo shake
Colors: 7 dichroic-� lters + white
Color functions:  Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 205 x 210 x 273 mm
Weight: 5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 20W Compact powerful beam
• Menu with full color display
• Built-in programs selectable by DMX
• Very fast movements 

 Compact powerful beam for Dj’s entertainers 
and musicians. It is built on the same base as 
the already popular phantom 25 & 50 spots. 
This means it can be rigged with only on clamp 
and it’s easy to handle. The phantom beam 20 
is equipped with 9 metal gobos and 7 dichroic 
� lters. It has fast movements and selectable 

pan/tilt ranges with a 16bit resolution. It 
has 16 built in programs which are 

selectable by DMX. Also many useful 
channel settings like pan/tilt black 
out are also selectable by DMX. All 
settings can be made very easy in 
the  menu with a full color display. 

Another useful setting is the 
adjustable sound sensitivity for 
sound to light modus. Combine 
the Phantom 20 beam with 
phantom 50 spot and 25 
wash and you will have a very 
compact spectacular lightshow 
with unlimited possibilities. 
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 Phantom 30 LED Beam  
   40050      

Technical Information 

 Output 
Lux @ 5m: 20650 lux
Beam Angle: 8°
Light Source: 30W

Electrical
Input Voltage: 100-240V, 50/60Hz
Power consumption: 65W max. at full output

Control
On-Board: Display for DMX, Auto, Sound & Master/Slave settings
Control Protocol: DMX512
Control Personality: 6, 11 Channels

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit

Gobos & Color
Gobo: 13 metal gobos + open (not replaceable)
Gobo functions: Gobo-� ow effect, Gobo shake
Colors: 7 dichroic-� lters + white
Color functions: Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3p Data in- & output
Power Connections: Pro Power in- & output
Dimensions (WxDxH): 245 x 241 x 406 mm
Dimensions: 342 x 150 x 316 mm
Weight: 5,7 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 30W Beam effect 
• 14 Beam FX Gobos
• 7 Dichroic colors
• Built-in programs 

 The Showtec Phantom 30 LED Beam is a 
compact and powerful beam moving head. It 
has a big fully illuminated 8° lens with a fat 
beam output. However the Phantom 30 is 
basic in functionality it has a selection of 13 
special gobo designs to make beautiful beam 
effects without expansive functionality’s like 
prisms or zoom effects. It also has a dichroic 
wheel with 7 colors and white. The Showtec 
Phantom 30 LED Beam can be used stand 
alone with the built-in programs and master 
slave functionality or get in control with 7 or 
10 DMX channels. 

wheel with 7 colors and white. The Showtec 
Phantom 30 LED Beam can be used stand 
alone with the built-in programs and master 
slave functionality or get in control with 7 or 
10 DMX channels.10 DMX channels.
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 Phantom 70 LED Beam  
   40051      

Technical Information 

 Output
Lux @ 2m: 27150lux
Beam Angle: 5°
Light Source: 7 x 10W RGBW LEDs

Electrical
Input Voltage: 100-240 VAC
Power consumption: 80W max. at full output

Control
On-Board: Display including gravity sensor
Mode: DMX, Auto, Sound & Master/Slave
Control Protocol: DMX512
Control Personality: 8, 12, 16 Channels

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz

Movement
Pan: 540°

Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt reverse & Black out by DMX
Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3p Data in- & output
Power Connections: Pro power in- & output
Dimensions (WxDxH): 245 x 241 x 382 mm
Weight: 6,3 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 7x 10W RGBW LEDs 
• 60mm 5° Optics
• Compact Powerful Beam
• IFS Technology 

 The Showtec Phantom 70 LED Beam is a 
RGBW beam moving head with 7x 60mm 
lenses and 5° optics. The combination of the 
big lenses with narrow beam angle and full 
color mix creates an indispensable effect for 
your lightshow. It can be controlled by DMX 
in 8, 12 and 16 channel mode or used stand 
alone with the Master / slave function. The 
preset colors, built-in color jump and fade 
programs which are selectable by DMX are 
very useful to create a beautiful show without 
advanced programing. It is equipped with IFS 

Technology which helps to combine 
other IFS � xtures with similar 

functions to get synchronized. 
This makes it easy to 

program similar colors, 
programs, strobes, 

and speed. The 
Showtec Phantom 
70 LED Beam will 
be a true successor 
for the popular 
Expression 5000. 
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 Phantom 75 LED Beam  
   40190      

Technical Information 

 Output
Lux @ 5m: 35000lux
Beam Angle: 4°
Light Source: 75W

Electrical
Input Voltage: 100-240V, 50/60Hz
Power consumption: 167W max. at full output
LED Drive Current:: 16A

Control
On-Board: Full color display for DMX, Auto, Sound & Master/Slave settings
Control Protocol: DMX512
Control Personality: 6/12 Channels

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Prism: Rotating 3-facet

Movement
Pan:       540°
Tilt:        270°
Pan/Tilt resolution: 16 bit

Special: Pan/Tilt reverse, User-selectable Pan/Tilt ranges, Color/Gobo/Pan/Tilt blackout

Gobos & Color
Gobo: 4 metal gobo & 3 sizes open (not replaceable)
Gobo functions:  Gobo-� ow effect, Gobo shake, Gobo scroll
Colors: 8 dichroic-� lters + white
Color functions:  Rainbow-� ow effect, split colors
Color & gobowheel: Bi-directional

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 333 x 247 x 390 mm
Weight: 10 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 75W 4° LED Beam
• 3-facet rotating prism
• Gobo animation effect
• Channel functions selectable by DMX
• Color-bump possibilities 

 The phantom 75 beam is a 4° narrow bright 
beam with fast movements. It is equipped 
with metal gobos, 8 dichroic � lters, a rotating 
3-facet prism. It also has a gobo animation 
effect. Pan/Tilt ranges and channel settings 
are selectable by DMX just as the built-in 

auto and sound programs. It is built on 
the same base and housing of the 

Phantom 75 spot which makes it 
ideal to combine. The phantom 

75 Beam is a very powerful 
tool to lift your lightshow to 
the next level. 

 ENTERTAINMENT LIGHTING 

 Moving Heads Beams 
 MOVING HEADS 



463
 ENTERTAINMENT LIGHTING 

 Moving Heads Beams 
 MOVING HEADS 



464

 Phantom 140 LED Beam  
   40194      

Technical Information 

 Output
Lux @ 5m: 41000lux
Beam Angle: 4°
Light Source: 140W

Electrical
Input Voltage: 100-240V, 50/60Hz
Power consumption: 230W max. at full output
LED Drive Current: 28A

Control
On-Board: Full color display for DMX, Auto, Sound & Master/Slave settings
Control Protocol: DMX512
Control Personality: 8/14 Channels

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Prism: Rotating 8-facet
Focus: Electronically
Filters: Frost & Color correction

Movement
Pan:       540°
Tilt:        270°
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt reverse, User-selectable Pan/Tilt ranges, 
 Color/Gobo/Pan/Tilt blackout
Gobos & Color
Gobo: 15 metal gobo & 3 sizes open (not replacable)
Gobo functions:  Gobo-� ow effect, Gobo shake
Colors: 14 dichroic-� lters + white
Color functions:  Rainbow-� ow effect, split colors

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Fixture Connection: XLR Data in/out, IEC Power in/out
Dimensions (WxDxH): 333 x 247 x 460 mm
Weight: 17 kg
Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • 140W 4° LED Beam
• 8-facet rotating prism
• Frost � lter
• Electronically Focus
• Correction � lters 

 The Phantom 140 Beam is the � agship of the 
Phantom beam series and gives a 4° solid 
Beam powered by an 140W LED module. It 
is equipped with  15 metal gobos, 3 different 

sizes open, 12 dichroic colors and 2 
correction � lters. Due to the rotating 

8-facet prism it can create special 
beam effects. It also has an 

electronic focus and frost � lter. 
It has everything you need to 
create ultimate beam effects. 
It has fast movements and 
selectable pan/tilt ranges with 

a 16bit resolution. Also many 
useful channel settings like pan/

tilt black out are also selectable 
by DMX. All settings can be made 
very easy in the  menu with a 
full color display. The Phantom 
140Beam is ideal to combine 
with the Phantom 140 spot or 
Phantom 225 Spot. 
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Special features:
 • 4.5 degree high grade optics
• Osram O-star RGBW LED
• Continious Pan & Tilt rotating
• High Torque Motors
• Selectable RGBW or CMY color mixing 

 iB-715  
   41540     RGBW Beam 
 The In� nity iB-715 offers unlimited freedom 
by its continuous rotating on both pan and 
tilt movement. It offers an enormous light 
output due to the Osram O-Star RGBW LED’s 
in combination with the newly developed high 
grade optical system with a beam angle of just 
4.5°. 
The LED’s can be controlled apiece ensuring 
creative and dramatic effects in any venue.
The high torque motors ensuring very 
fast movements and unlimited freedom of 
movement 
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Technical information:

 Output:
Lumen: 3200
Beam Angle: 4.5°
Light Source: Osram Ostar 7x15W RGBW 4-in-1

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 150W at full output

Control:
On Board: Battery powered full color display including gravity sensor
Mode: DMX, Auto, Master/Slave
Control protocol: DMX-512
Control personality: Advanced 51 ch / Basic 23 ch
Wireless DMX: optional available

Optical system:
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Dimmer speed: Smooth, Fast
Color balance: Separate RGBW adjustment
Strobe 0-20Hz

Movement:
Pan: 540° and continuous
Tilt: 270° and continuous
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt change black out, User selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement.

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3&5p Data in/out, Powercon in- output
Dimensions: 219 x 308 x 404mm
Weight: 9 kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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Special features:
 • 8 Facet & Linear prism
• Color-bump possibility   
• High torque motors
• Battery powered menu  iB-2R  

   41531     2R Beam, incl. Osram lamp 
 Razor-sharp beams, fast movements, 
professional functions and still affordable. 
These are the key features of the iB-2R. The 

iB-2R is equipped with a Osram Sirius 
HRI-132W lamp (2R) (included) and is 

packed with great features.
It has a ultra-fast gobo wheel 
containing 17 metal gobos. The 

color wheel packed with 
14 colors ensure rich and 
vivid colors in any venue.
Furthermore it has a 8 
facet rotating prism as 
well a linear rotating 
prism. Both prisms can 
be used together for 
extra dramatic effects.          

professional functions and still affordable. 
These are the key features of the iB-2R. The 

iB-2R is equipped with a Osram Sirius 
HRI-132W lamp (2R) (included) and is 

packed with great features.
It has a ultra-fast gobo wheel 
containing 17 metal gobos. The 

color wheel packed with 
14 colors ensure rich and 
vivid colors in any venue.
Furthermore it has a 8 
facet rotating prism as 
well a linear rotating 
prism. Both prisms can 
be used together for 
extra dramatic effects.         

 ENTERTAINMENT LIGHTING 

 Moving Heads Beams 
 MOVING HEADS 



469

Technical information:

 Lamp
Light  Source: Osram Sirius HRI 132W (2R)
Lamp socket: E19
Color temp.: 9200K
Beam angle: 3°

Electrical
Input Voltage: 100-240 VAC
Power consumption: 265W

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 19ch /Basic 15ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100% Mechanical
Shutter: 0-20Hz
Focus: Motorized
Prism 1: 8-facet rotating prism
Prism 2: Linear rotating 
Frost: No

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, Color,Gobo change blackout, User-selectable Pan & Tilt ranges,
  540°/360°/180°/90°, Reverse Pan / Tilt movement

Gobos & Colors
Gobowheel: 17 Metal gobos
Gobo functions: Gobo-� ow effect,Gobo shake
Colors: 14 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Screws: Quick lock
Fixture Connection: XLR 3&5p Data in/out, Powercon input
Dimensions (WxDxH): 303 x 366 x 475mm
Weight: 17,5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C
Minimum distance objects: 6,5m 
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Special features:
 • 8 Facet prism with zoom
• Color-bump possibility
• Frost � lter
• High torque motors
• Battery powered menu 

 iB-5R  
   41530     5R Beam, incl. Osram lamp 
 Fully packed with features for the most 
demanding beam-effect user the iB-5R offers 
you all functions you require. The In� nity iB-
5R has fast movements for pan/tilt, gobo 

and color changes, and offers 17 metal 
gobos in combination with 14 vivid 

colors.
Besides the main difference of 

the light source with the 
iB-2R there is one more 
signi� cation difference 
in features. The iB-5R is 
equipped with a zoom 
function on the 8 facet 
prism, this feature is not 
available on the iB-2R. It 
comes complete with a 
Osram Sirius 230W lamp 
(5R) (included). 

demanding beam-effect user the iB-5R offers 
you all functions you require. The In� nity iB-
5R has fast movements for pan/tilt, gobo 

and color changes, and offers 17 metal 
gobos in combination with 14 vivid 

colors.
Besides the main difference of 

the light source with the 
iB-2R there is one more 
signi� cation difference 
in features. The iB-5R is 
equipped with a zoom 
function on the 8 facet 
prism, this feature is not 
available on the iB-2R. It 
comes complete with a 
Osram Sirius 230W lamp 
(5R) (included).
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Technical information:

 Lamp
Light  Source: Osram Sirius HRI 230W (5R)
Lamp socket: E20.6
Color temp.: 8000K
Beam angle: 1- 3,8° 

Electrical
Input Voltage: 100-240 VAC
Power consumption: 385W

Control
On-Board: Battery powered full color display including gravity sensor
Battery lifetime: max 30 days (full charge)
Mode: DMX, Auto & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 18ch /Basic 15ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100% Mechanical
Shutter: 0-20Hz
Focus: Motorized
Prism 1: 8-facet rotating prism
Frost: Yes

Movement
Pan: 540°
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt, Color,Gobo change blackout,User-selectable Pan & Tilt ranges,
 540°/360°/180°/90°, Reverse Pan / Tilt movement

Gobos & Colors
Gobowheel: 17 Metal gobos
Gobo functions: Gobo-� ow effect,Gobo shake
Colors: 14 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Screws: Quick lock
Fixture Connection: XLR 3&5p Data in/out, Powercon input
Dimensions (WxDxH): 346 x 417 x 490 mm
Weight: 20,5 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C
Minimum distance objects: 12m 
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Special features:
 • 111.000 Lux @ 15 meter
• Two prisms with overlay effect
• 2.5° to 8° zoom in beam mode, 5° 
   to 19° zoom in spot mode for variable 
   beam size options
• Two gobo wheels, 1 rotating and 1 
   static
• Auto-Focus function 

 iB-16R  
   41532     16R Beam, incl. Osram lamp 
 The iB-16R is a truly versatile moving head 
offering a beam, spot and wash effect in one.
This in combination with the powerful Osram 
Sirius 330W lamp offering a great punch of 
light makes this IB-16R to the ultimate tool 
for the most demanding lighting professional.
The � xture delivers an extreme output of 
111.000 Lux @ 15m with an extremely tight 
beam angle of 1-4.5° in beam mode and 
5-19° in spot mode.

It offers two prisms (5 facet linear, and 8 
facet) which can be overlayed 

and both are rotatable in both 
directions. Furthermore it 

is equipped with 2 gobo 
wheels and a colour 
wheel. 

5-19° in spot mode.
It offers two prisms (5 facet linear, and 8 

facet) which can be overlayed 
and both are rotatable in both 

directions. Furthermore it 
is equipped with 2 gobo 

wheels and a colour 
wheel.
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Technical information:

 Lamp:
Light Source: Osram Sirius, 330W, X8, 7500K
Lamp Socket: E20.6
Beam Angle:  1° to 4.5° (Beam Mode)
 3° to 10° (Spot Mode) 
Field Angle: 2.5° to 8° (Beam Mode)
 5° to 19° (Spot Mode)

Electrical: 
Input voltage: 100 to 240V AC 50/60Hz (auto-ranging)
Powerconsumption: 522W

Control:
On-Board: Battery powered full color display including gravity sensor
Mode: DMX, Auto, Master/Slave
Control protocol: DMX-512
Control personality: Advanced 31ch / Basic 26ch
Wireless DMX: optional available

Optical system:
Dimmer: 0-100%  Mechanical
Strobe: 0-20Hz
Focus: Motorized
Zoom: 2.5° to 8° (Beam Mode)
 5° to 19° (Spot Mode)
Prism 1: 8 facet rotating prism
Prism 2: 5 facet linear rotating prism
Frost: Yes

Movement:
Pan: 540°
Tilt: 260°
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt, Color/Gobo change blackout, User-selectable Pan & Tilt ranges, 
 540°/360°/180°/90°, Reverse Pan /  Tilt movement.

Gobos & Colors
Gobo wheel 1: 9 + open (9 glass), rotating, interchangeable, indexing, slot-n-lock
Gobo wheel 2: 14 + open (14 metal), continuous scroll at variable speed.
Gobo function: Gobo-� ow effect, Gobo shake.
Colors: 13 + white, split colors, continuous scroll at variable speeds
Color effect: Split-colors, Rainbow-� ow effect

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Screw: Quick lock
Fixture connection: XLR 3&5p Data in/out, Powercon input
Dimensions: 410 x 327 x 638mm
Weight: 25,1kg

Certi� cation and Safety:
Certi� cation: CE
Max Ambient temp.: 45°
Minimum distance objects: 23m 
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Special features:
 • 25x 10W RGBW LEDs 
• DMX & Artnet 
• Pixel control
• Continuous pan & tilt 

 Phantom 300 LED Matrix  
   40060      
 The Showtec Phantom 300 LED Matrix, is a 
5x5 matrix moving head with 25 pcs 10W 
RGBW LEDs and 15° optics. Even though it 
has a 5x5 matrix it is a compact � xture with a  
270x270mm head and a 360x230mm base. It 
has a 12, 20 and a 120 channel personality to 
serve the basic users as well as the advanced 
users that like to have full pixel control. In all 
personalities preset colors, color programs, 
built-in animations, gobos and characters 
are selectable by DMX. Because of the 120 
channel personality it is also equipped with 

Artnet. It has IFS Technology which 
helps the user to combine other IFS 
� xtures with similar functions to get 
synchronized. This makes it easy to 
program similar colors, programs, 
strobes, and speed. 

has a 5x5 matrix it is a compact � xture with a  
270x270mm head and a 360x230mm base. It 
has a 12, 20 and a 120 channel personality to 
serve the basic users as well as the advanced 
users that like to have full pixel control. In all 
personalities preset colors, color programs, 
built-in animations, gobos and characters 
are selectable by DMX. Because of the 120 
channel personality it is also equipped with 

Artnet. It has IFS Technology which 
helps the user to combine other IFS 
� xtures with similar functions to get 
synchronized. This makes it easy to 
program similar colors, programs, 
strobes, and speed.
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Technical information:

 Output:
Lux @ 2m: 44950 lux
Beam Angle: 15°
Light Source: 25x10W RGBW 4-in-1

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 700W at full output

Control:
On Board: Display including gravity sensor
Mode: DMX, Auto, Sound, Master/Slave
Control protocol: DMX-512, Artnet
Control personality: 12, 20,120 Channels

Optical system:
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz

Movement:
Pan: 540° & Continuous
Tilt: 270° & Continuous
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt reverse & Black out by DMX

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Data connections: XLR 3p & RJ-45 
Power connections: Pro power in- & output
Dimensions: 360 x 230 x 480 mm 
Weight: 13 kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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Special features:
 • 4.5 degree high grade optics
• Full Pixel control
• Continious Pan & Tilt rotating 
• 5x5 RGBW Matrix
• Selectable RGBW or CMY color mixing
• Combined Artnet & DMX contol 

 iM-2515  
   41560     RGBW Matrix 
 The In� nity iM-2515 offers unlimited freedom 
by its continuous rotating on both pan and 
tilt movement. This 5x5 Matrix is fully pixel 
controllabIe ensuring maximum creativity and 
control.
It offers an enormous light output due to the 

Osram O-Star RGBW LED’s in combination 
with the newly developed high grade optical 
system with a beam angle of just 4.5°. 

The high torque motors ensuring very 
fast movements and unlimited freedom 

of movement.
Create dynamic effects, breath-
taking visuals or just massive 
solid beams; the In� nity iM-
2515 is the right tool for every 
job. 

tilt movement. This 5x5 Matrix is fully pixel 
controllabIe ensuring maximum creativity and 
control.
It offers an enormous light output due to the 

Osram O-Star RGBW LED’s in combination 
with the newly developed high grade optical 
system with a beam angle of just 4.5°. 

The high torque motors ensuring very 
fast movements and unlimited freedom 

of movement.
Create dynamic effects, breath-
taking visuals or just massive 
solid beams; the In� nity iM-
2515 is the right tool for every 
job.
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Technical information:

 Output:
Lumen: 11.700
Beam Angle: 4.5°
Light Source: Osram Ostar 25x15W RGBW 4-in-1

Electrical:
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 450W at full output

Control:
On Board: Battery powered full color display including gravity sensor
Mode: DMX, Auto, Master/Slave
Control protocol: DMX-512, Artnet
Control personality: Advanced 123 ch  / Basic 23ch / Artnet+Dmx 100+15
Wireless DMX: optional available

Optical system:
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Dimmer speed: Smooth, Fast
Color balance: Separate RGBW adjustment
Strobe 0-20Hz

Movement:
Pan: 540° and continuous
Tilt: 270° and continuous
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt change black out, User selectable Pan & Tilt ranges, 
 540°/360°/180°, Reverse Pan / Tilt movement.

Physical:
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3&5p Data in/out, Powercon in- output
Dimensions: 366 x 485 x 586 mm 
Weight: 20 kg

Certi� cation and Safety:
Certi� cation: CE
Max. ambient temp: 40° 
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Maximum connectivity 
All In� nity series are equipped with Neutrik 
Powercon in- and output connections allowing 
quick and reliable setup with easy daisy chain 
possibility’s. 
3 pole and for a part 5 pole XLR connections 
ensuring the right data connection at any 
time in any circumstance. The switching 
mode power supplies are offering reliable 
operation in a wide voltage range of 90V up 
to 260V guaranteeing worldwide hassle-free 
operation.

The de� nition of In� nity is an abstract 
concept describing something without 
any limit.  The English word in� nity 
derives from Latin in� nitas, which can 
be translated as “unboundedness”, itself 
calqued from the Greek word apeiros, 
meaning “endless”. In� nity is our new 
premium lighting-brand and offers 
you products with features required by 
the most demanding users and offers 
endless functions which can be used 
without nearly any limit.

The new developed In� nity range of 
moving heads is designed with the user 
in mind. The R&D team spend many 
months to develop this range and worked 
together with leading light-designers and 
users to create a powerful range of true 
workhorses.

infinity
INTELLIGENT LIGHT ®

Bright display: 
One of the striking key features is an oversized 
full color LCD display which allows users to 
navigate through the menu and set any 
feature through an intuitive and logical user 
interface.
The built-in gravity sensor makes it easy to 
use the menu in any position without the need 
of special display setups.
Numerous settings can be controlled through 
the GUI. Moreover 5 direct access buttons 
allows you to access the most important 
settings such as DMX adress, working mode 
etc. directly without the need of navigating 
through the GUI.

Optimal mounting possibilities 
All In� nity moving heads are equipped with 
quick lock brackets which can be mounted in 
any position. No longer you are forced to use 
the moving head in prede� ned direction. Just 
remove the bracket, rotate it 90 degree and it 
is in the right position.
Furthermore the mounting brackets are 
provided with sliding slots allowing you to 
move your bracket to the right position. You 
are not limited anymore by the braces of your 
trussing.

Roadproof
The In� nity series are manufactured to the 
highest standards, with the most demanding 
user in mind. All covers are made of strong 
and � ame retardant ABS compliance to the 
highest RoHS standards ensuring strong and 
ecological protections. All used components 
are carefully selected ensuring maximum 
performance in any condition.
  
Get away of your limits. Discover In� nity !

Battery 
An built-in battery allows you to setup your 
In� nity � xture without have the mains-power 
connected. This function helps you to address 
and setup your � xture out of the � ightcase and 
before your crew setup the power-distribution. 
This function brings signi� cant time savings 
during the setup of your gig.
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Technical information:

 The Wireless DMX Upgrade set contains:
* W-DMX receiver PCB
* antenna cable 
* connection cable
* 2,4GHz Omni antenna
* mounting materials

NOTE: to prevent voiding the warranty, this upgrade must be executed by an authorized distributor 

 The Wireless DMX Upgrade for iS-100 is an upgrade set which includes all the necessary 
components for receiving wireless DMX in a 2,4GHz band, compatible with our Wireless 
Solutions DMX Transmitters.
The receiver must be linked and unlinked by the transmitter in order to communicate. It is 
possible to link multiple receivers to one transmitter.
The presence of the wireless communication is indicated by the blinking data symbol in the 
display.

In order to prevent damage to the antenna connector, it is recommended to detach the antenna 
before placing the moving head onto a � at surface. 

Available models:

   MOD41500      iS-100 (Wireless Solutions Sweden) 
   MOD41501      iS-200 (Wireless Solutions Sweden) 
   MOD41504      iS-400 (Wireless Solutions Sweden) 
   MOD41520      iW-715 (Wireless Solutions Sweden) 
   MOD41521      iW-720 (Wireless Solutions Sweden) 
   MOD41522      iW-1915 (Wireless Solutions Sweden) 
   MOD41523      iW-1915 Pixel (Wireless Solutions Sweden) 
   MOD41540      iB-715 (Wireless Solutions Sweden) 
   MOD41531      iB-2R (Wireless Solutions Sweden) 
   MOD41530      iB-5R (Wireless Solutions Sweden) 
   MOD41532      iB-16R (Wireless Solutions Sweden) 
   MOD41560      iM-2515 (Wireless Solutions Sweden) 

 Wireless DMX upgrade kit 
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Special features:
 • 3° narrow beam angle
• very fast movement
• continuous pan-rotation 
• very fast movement
• continuous pan-rotation 

 Wipe Out 4-360  
   42562     RGBW LED 
 The Wipeout 360 RGBW is an innovative concept and brings continuous rotating to LED Bars in 
a compact housing but still with a surprisingly high light output.
The Wipeout 360 RGBW is equipped with 4 RGBW LED’s. The special lenses ensuring tight and 
bright beams with a beam angle of just 3˚. Each pixel can controlled individually. The Wipeout 
RGBW can be controlled by DMX but can also run standalone, sound controlled or run master/
slave. 

Technical information:

 Light Source
LED System: 4 x 10W RGBW LEDs
Output@2m: 7000lux

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 72W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 1, 22, 26ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 3°

Physical
Dimensions: 555 x 95 x 210 mm
Weight: 6,8 kg
Housing: black painted metal and ABS plastic
Color: Black
Power Connectors: Blue/White Power connector
Data Connectors: XLR 3&5 pole 
Cooling: Convection

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 

Special features:
 • 3° narrow beam angle
• very fast movement
• continuous pan-rotation 
• very fast movement
• continuous pan-rotation 

Technical information:

 Light Source
LED System: 4 x 9W LEDs
Output@2m: 38250lux

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 52W

Control
Control Mode: Auto/ build-in programs, Master/slave, DMX
DMX channels: 1, 10, 14ch

Optical system
Dimmer: 0-100% 
Strobe: 0-20Hz
Beam Angle: 3°

Physical
Dimensions: 555 x 95 x 210 mm
Weight: 6,8 kg
Housing: black painted metal and ABS plastic
Color: Black
Power Connectors: Blue/White Power connector
Data Connectors: XLR 3&5 pole 
Cooling: Convection

Safety
Operation temperature: -10~40°C
IP-Rating: IP-20 

 Wipe Out 4-360  
   42563     White LED 
 The Wipeout 360 White is an innovative concept and brings continuous rotating to LED Bars in 
a compact housing but still with a surprisingly high light output.
The Wipeout 360 White is equipped with 4 9W Coolwhite LED’s. The special lenses ensuring 
tight and bright beams with a beam angle of just 3˚. Each pixel can controlled individually. The 
Wipeout White can be controlled by DMX but can also run standalone, sound controlled or run 
master/slave. 
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 Wipe Out 8RGBW  
   42569      
  

Technical information:

 Light Source:
LED Qty: 8 x 8W High Power LED
Color Range: 16,7 million additive colors
Beam Angle: 1,9°
Lux @2m: 14000
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 91W
Operation mode: LCD display
Control feature: Built-in programs, DMX mode, Static dimmer, Sound mode
DMX channels: 1, 36, 40 Channels

Physical:
Dimensions: 1065 x 177 x 95mm
Weight: 8,8 Kg
Housing: black painted metal and ABS plastic
Fixture Connection: XLR 3p, Powercon in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Quick lock mounting brackets
• Linkable
• Section control for movement
• Very narrow beam angle 

LED Qty: 8 x 8W High Power LED
Color Range: 16,7 million additive colors

Special features:
 • Quick lock mounting brackets
• Linkable
• Section control for movement
• Very narrow beam angle 

 Wipe Out 9W  
   42568      
  

Technical information:

 Light Source:
LED Qty: 8 x 9W High Power LED
Color Range: Cool White 4200K
Beam Angle: 1,9°
Lux @2m: 16500
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 91W
Operation mode: LCD display
Control feature: Built-in programs, DMX mode, Static dimmer, Sound mode
DMX channels: 1, 12, 16 Channels

Physical:
Dimensions: 1065 x 177 x 95mm
Weight: 8,8 Kg
Housing: black painted metal and ABS plastic
Fixture Connections: XLR 3p, Powercon in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Quick lock mounting brackets
• Linkable
• Section control for movement
• Very narrow beam angle 

LED Qty: 8 x 9W High Power LED

Special features:
 • Quick lock mounting brackets
• Linkable
• Section control for movement
• Very narrow beam angle 

 Wipe Out 3W  
   42567      
  

Technical information:

 Light Source:
LED Qty: 8 x 3W High Power LED
Color Range: Cool White 4200K
Beam Angle: 2,5°
Lux @2m: 5300
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 53W
Operation mode: LCD display
Control feature: Built-in programs, DMX mode, Static dimmer, Sound mode
DMX channels: 1, 12, 16 Channels

Physical:
Dimensions: 1065 x 160 x 85mm
Weight: 8,7 Kg
Housing: black painted metal and ABS plastic
Fixture Connections: XLR 3p, IEC in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Quick lock mounting brackets
• Linkable
• Section control for movement
• Very narrow beam angle 

LED Qty: 8 x 3W High Power LED

Special features:
 • Quick lock mounting brackets
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Special features:
 • Built-in programs selectable by DMX
• Daisy chain master slave programs 
• Individual Tilt control
• Section LED control 

 • Built-in programs selectable by DMX
• Daisy chain master slave programs 
• Individual Tilt control
• Section LED control 

 Shooter 180  
   46000     5 x 12W RGBW 
 The Shooter 180 is a magni� cent moving light array with 5 independently controlled heads 
that project narrow, razor-sharp beams of lights. Each head has a bright quad-color LED for 
in� nite color-mixing capabilities. The Shooter 180 can be operated stand alone with the control 
panel or by DMX. Up to 4 Shooter 180 � xtures can be linked together as one to create stunning 
coordinated effects in Master slave mode. 

Technical information:

 Light Source:
LED Qty: 5 x 12W RGBW
Color Range: 16,7 million additive colors
Beam Angle: 5°
Lux @2m: 16,670
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 175W

Control:
Operation mode: LCD display
Control feature: DMX, Auto, Sound, Master Slave (4pc)
DMX channels: 14 / 34 Channels
Tilt Range: 90°, 180°, 270°

Physical:
Dimensions: 712 x 113 x 243mm
Weight: 8Kg
Housing: black painted metal and ABS plastic
Fixture Connection: XLR 3p, IEC in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 

Special features:
 • Daisy chain master slave programs 
• Individual Tilt control
• Continues Pan Rotation
• Section LED control 

 • Daisy chain master slave programs 
• Individual Tilt control
• Continues Pan Rotation
• Section LED control 

 Shooter 360  
   46001     4 x 12W RGBW 
 The Showtec Shooter 360 brings a wave of excitement to your event. This dynamic effect 
features four independently controlled 12-watt RGBW LED moving heads on a single rotating 
base. With its razor sharp beams, continuous pan rotation and in� nite color mixing capabilities, 
the shooter 360 produces the kind of astounding lightshows that set you apart from the pack. 
Up to four units, 20 heads in all, can be linked in automatic, sound or master-slave mode. In 
DMX mode you can select the built in programs if you are using the basic � xture mode of 17 
channels, if you like to have total control you can use the 33 channel mode. 

Technical information:

 Light Source:
LED Qty: 4 x 12W RGBW
Beam Angle: 5°
Lux @2m: 16,670
Dimmer: 0-100%

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 177W

Control:
Operation mode: LCD display
Control feature: DMX, Auto, Sound, Master Slave (4pc)
DMX channels: 17 / 33 Channels
Pan: Continuous
Tilt Range: 90°, 180°, 270°

Physical:
Dimensions: 559 x 189 x 297mm
Weight: 9Kg
Housing: black painted metal and ABS plastic
Fixture Connection: XLR 3p, IEC in/out
Cooling: Forced
IP Rating: IP-20
Operation Temperature: -10°C ~40°C 
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Technical Information 
 Lux @ 2m: 20740 lux
Beam Angle: 5°
Light Source: 6x10W RGBW LEDs

Electrical
Input Voltage: 100-240 VAC
Power consumption: 100W max. at full output

Control
On-Board: Display including gravity  
 sensor
Mode: DMX, Auto, Sound &  
 Master/Slave
Control Protocol: DMX512
Control Personality: 10, 12, 14, 31, 35

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S  
 curve
Strobe: 0-20Hz

Movement
Pan: 540° & Continuous
Tilt: 270°
Pan/Tilt resolution: 16 bit
Special: Pan/ Tilt reverse & Black  
 out by DMX
Physical
Color: Black
Housing: Metal & Flame-retardant  
 plastic

Data Connections: XLR 3p Data in- & output
Power Connections: Pro power in- & output
Dimensions (WxDxH): 590 x 253 x 150 mm
Weight: 8 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

 Phantom 360 LED Bar  
   40061      
 The Phantom 360 LED Beam is a moving batten with 6 pcs 10W RGBW LEDs. It has continuous 
rotating on the pan movement and pixel control. The 60mm 5° optics creating a smooth � at light 
beam with a consistent color mix. It is equipped with IFS Technology which helps to combine 
IFS light � xtures with similar functions to get synchronized. This makes it easy to program 
similar colors, programs, strobes, and speed. The Phantom 360 LED Beam is moving head 
effect which can be applied as tool for light designers to create colorful sweeping light shapes. 

Special features:
 • 6x 10W RGBW LEDs 
• 60mm 5° Optics
• Continuous Pan
• IFS Technology 

rotating on the pan movement and pixel control. The 60mm 5° optics creating a smooth � at light 
beam with a consistent color mix. It is equipped with IFS Technology which helps to combine 
IFS light � xtures with similar functions to get synchronized. This makes it easy to program 
similar colors, programs, strobes, and speed. The Phantom 360 LED Beam is moving head 
effect which can be applied as tool for light designers to create colorful sweeping light shapes.

• Continuous Pan
• IFS Technology 

 iFX-615  
   41551      
 The in� nity iFX-615 is a moving batten with 2 individual moving sections. It has continuous 
rotating on X- and Y-axis, and 2 separate LED sections (3LEDs each) with a movement of +/- 
15°. With this additional movement in both directions and pixelcontrol you can create stunning 
beam and sweep effects. It has 6 pcs 67mm 4,5° lenses with 15W RGBW LEDs with exact the 
same output and optics as the iM-2515 and iB-715. The in� nity iFX-615 gives light designers 
a new tool to lift their creativity and show to a higher level. 

Special features:
 • Continuous Pan &  Tilt movement
• Additional double Y-Axis movements
• Pixel control
• RGB & CMY Color mode 15°. With this additional movement in both directions and pixelcontrol you can create stunning 

beam and sweep effects. It has 6 pcs 67mm 4,5° lenses with 15W RGBW LEDs with exact the 
same output and optics as the iM-2515 and iB-715. The in� nity iFX-615 gives light designers 

• RGB & CMY Color mode 

Technical Information 
 Output
Lumen: 440 lm per pixel
Beam Angle: 4.5°
Light Source: Osram Ostar 6x15W 
RGBW  4-in-1

Electrical
Input voltage: 100-240V / 50-60Hz 
 (auto ranging)
Power consumption: 250W at full output

Control
On Board: Battery powered full color  
 display including gravity  
 sensor
Mode: DMX, Auto, Master/Slave
Control protocol: DMX-512
Control personality: Advanced 49 ch / Basic  
 25ch
Wireless DMX: optional available

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, 
 S curve
Dimmer speed: Smooth, Fast
Color balance: Separate RGBW   
 adjustment
Strobe: 0-20Hz

Movement
Pan: 540° and continuous
Tilt: 270° and continuous
Y-axis 1&2: -15° / + 15°
Pan/Tilt resolution: 16 bit
Special: Pan/Tilt change black out, 
 User selectable Pan & 
 Tilt ranges, 
 540°/360°/180°, Reverse 
 Pan / Tilt movement

Physical
Color: Black
Housing: Metal & Flame retardant  
 plastic
Data connections: XLR 3p in/out
Power connections: Powercon in- output 
Dimensions: 600 x 203 x 310 mm
Weight: 10kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient temp: 40° 
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Technical information:
 Power supply: AC 100-240V - 50/60 Hz
Power consumption:  10 Watt
LED system: 1W Red , 1W Green, 
 1W Blue 
Control: IR Remote
Operation mode: Auto, Sound, Color
Dimensions: 200 x 105 x 195 
 excl bracket
Weight: 1,30Kg 

 Bumper Waves  
   30870     incl Ir Remote 
 The Bumper waves is a compact double derby 
light effect. It has 72 lasersharp beams which 
are projected in a wide range to ensure a full 
dance-� oor coverage. It can be set on a static 
colors, run automatic programs or dance to 
the beat of the music to create an dynamic 
light show. 

Special features:
 • 72 Razor sharp beams
• Plug and Play
• Including IR Remote
• RGB Colors 

 Bumper Flower  
   30872     incl Ir Remote 

Technical information:
 Power supply: AC 100-240V - 50/60 Hz
Power consumption:  12 Watt
LED system: 1W Red , 1W Green, 
 1W Blue 
Control: IR Remote
Operation mode: Auto, Sound, Color
Dimensions: 105 x 100 x 215mm 
Weight: 1Kg 

 The bumper � ower brings a popular and 
traditional light effect in a compact strong 
housing. Powered with 3x 1W Red, Green and 
Blue LEDs in combination with dynamic built-
in programs the bumper � ower colors up to 
your party. 

Special features:
 • 3x 1W LEDs
• Plug and Play
• Including IR Remote
• RGB Colors 

 Bumper 
 The Showtec Bumper range consists 5 compact bright light effects. They all are plug and play and brings the party at home without the need of 
any technical settings or controllers. With the bumper series you have all effects you need to create the real club feeling, the strobe, the waves, 
the mushroom, the � ower and the Stars. They are all including an IR remote to get in control of Color, Strobe functionality and Sound or Auto 
mode to set the right ambiance for your gig. 
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Technical information:
 Power supply: AC 100-240V - 50/60 Hz
Power consumption: 12 Watt
LED system: 1W Red , 1W Green, 
 1W Blue 
Control: IR Remote
Operation mode: Auto, Sound, Color
Dimensions: 190 x 150 x 150mm 
Weight: 1,2Kg 

 Bumper Mushroom  
   30871     incl Ir Remote 
 The Bumper Mushroom is a compact 
Mushroom effect which covers a wide area. 
The RGB LED’s dance back and forth to the 
beat of the music and create a dynamic and 
attractive lightshow to your party room. 

Special features:
 • Compact effect, wide coverage 
• Plug and Play
• Including IR Remote
• RGB Colors 

Technical information:
 Power supply: 9V DC Adapter incl.
Power consumption: 9 Watt
LED system: 1W Red , 1W Green, 
 1W Blue 
Control: IR Remote
Operation mode: Auto, Sound, Color
Dimensions: Ø 80 x 95mm
Weight: 0,3Kg 

 Bumper Stars  
   30874     incl Ir Remote 
 The bumper stars is one of the most compact 
star effects available. With only a diameter of 
80mm this effect gives a colorful effect on 
your ceiling and walls. It is equipped with 3x 
1W R,G,B LEDs and rotates on the beat of the 
music or can be set in static mode. 

Special features:
 • 3x 1W LEDs
• Plug and Play
• Including IR Remote
• RGB Mirrorball effect 

 ENTERTAINMENT LIGHTING 

 Effect Lights 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

486

Technical information:
 Power Input: 230V / 50 Hz
Power Consumption: 5W
Light Source: 18 x 5mm LEDs (red green
 blue white colors)
Beam angle: +/- 50 Degrees
Control: Sound sensitivity, Color & 
 Speed
Power Connector: IEC
Dimensions:  260 x 150 x 125mm
Weight: 0.9Kg 

 Scat Moon  
   43084      
 The Showtec Scat moon is a RGBW plug and 
play LED moon� ower. It is a high power cost 
effective moon� ower with two sound settings, 
color sensitivity and speed sensitivity. Be 
surprised by the bright colors, powerful output 
and wide beam angle of this basic light effect. 

Special features:
 • Wide beam angle 
• Plug & Play
• RGBW Colors
• High output 

Technical information:
 Power Input: 230V / 50 Hz
Power Consumption: 5W
Light Source: 18 x 5mm LEDs (red green
 blue white colors)
Beam angle: +/- 50 Degrees
Control: Sound sensitivity, Color & 
 Speed
Power Connector: IEC
Dimensions:  260 x 150 x 125mm
Weight: 0.9Kg 

Technical information:
 Power supply: AC 100-240V - 50/60 Hz
Power consumption: 3,2 Watt
LED system: 48x 5mm White LEDs
Control: N/A
Operation mode: Cont. rotating
Dimensions: Ø155 x 155
Weight: 0,42Kg 

 LED Police Light  
   30862      
 The Showtec LED Police light brings new life 
in this retro effect by using a LED light source. 
It has the looks of the conventional effect but 
without the need of replacing bulbs. It is a plug 
and play effect. 

Special features:
 • Plug and Play
• 100-230V Input 
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Technical information:
 Power supply: AC 230V - 50Hz
Power consumption: 36 Watt
LED system: 3 pcs RGB 3 Watt 
 (chip on board)
Dimensions: ø195mm x H 160mm
Weight: 1 kg 

 Star LED  
   43057      
 The Star LED is a plug & play disco effect 
which creates a wonderful mirrorbal effect on 
your walls and ceiling. It is equipped with 3 x 
3W RGB LEDs and rotates on the beat of the 
music or can be set in static mode. A colorful 
effect for small clubs and party rooms. 

Special features:
 • High power LED-effect
• 3-in-1 RGB colors
• Music Activated
• Plug & Play 

Technical information:
 Power Input: 100-230V 50/60 Hz
Power Consumption: 20W
Light Source: 3 x 3W RGB 3-in1 
Control: Auto, Sound, Custom, 
 Master/Slave, DMX
DMX Channels: 4
Control: Dipswitch 
Power Connector: 1,6m cable, schuko
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 180 x 180 x 165 mm 
Weight: 0,9 kg 

 Disco Star  
   43088      
 The Showtec Disco Star is a very compact but 
powerful plug-and-play effect. It has 3 pieces 
of 3-in-1 LEDs that generate the colors red, 
green, blue, purple, white, yellow, cyan. The 
lenses are integrated in a transparent cover 
that not only create beams in a range of 140° 
but also give the housing a nice glow. The 
Disco Star has no moving parts at the outside, 
the movement of the beams is generated 
internally, this is more save and will secure a 
long lifetime. It is a full option light effect with 
built-in programs, static colors, DMX control, 
Master/Slave option and sound active mode.
If you are looking for a compact Disco effect 
then ask your dealer for a demo and convince 
yourself with this little power effect. 

Special features:
 • 3 x 3 Watt RGB 3-in1 LEDs
• 140° coverage 
• No external moving parts
• Glow and beam effects due to 
   transparent housing 
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Technical information:
 Power supply: AC 220-240V / 50-60Hz
Power consumption: 38 Watt
Motor rotation: 24 RPM
LED colour: RGB colour mix
Operating mode: Music activated
Dimensions: 350 x 240 x 240 mm (LxWxH)
Weight: 2,9 kg 

 Pinball LED  
   43049      

Special features:
 • High power rotating LED-effect
• Music activated colourchange effect
• Plug & Play 

Technical information:
 Output
Lumens: 1000 for each color
Lux @2m: 475
Max Distance: 20m

Light Source
LED System: 5 x 3W LED (1 xRed, 
 1 x Green, 1x Blue, 
 1x White, 1x Yellow)
Drive Current: 790mA

Electrical
Power Supply: AC 100-240V 50/60 Hz
Power Consumption: 25W

Control
Control Mode: DMX
DMX channels: 4

Optical system
Dimmer: 100%
Strobe: 0-12Hz
Rotating Speed: 8RPM

Physical
Dimensions: 210 x 210 x 180 mm
Weight: 2,5kg
Housing: Iron
Color: Black
Power Connectors: IEC
Data Connectors: XLR 3pole
Cooling: Fan

Safety
Operation temperature: -20~40°C 

 Sunraise LED  
   43078      

Special features:
 • Multicolor LED’s
• DMX Control
• Sound to light function
• Very wide beam-spread 

 The Sunraise LED is a dynamic and colorful 
effect which has many beams that can 
change color and can dance to the music by 
the built-in music controller. A great effect for 
clubs, DJ’s and party rooms. 
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Technical information:
 Power supply  AC 230V - 50Hz
Power consumption: 25 Watt
LED system: 4 pcs RGB 3 Watt (chip on board)
 Music activated LED system
Dimensions: 570 x 570 x 300 mm (LxWxH)
Weight: 4,8 kg 

 Fireball LED  
   43047      
 The Fireball LED is the successor of the classic Fireball. Due to use of a 3W high-power Tri-LED 
the Fireball has a great lightoutput. Due to the 3-in-1 LED the Fireball can change the colour 
and has some superb built-in patterns which will bring a great atmosphere to your venue. A 
classic light effect reinvented with an ecofriendly lightsource. 

Special features:
 • Wide beamspread
• Great effect
• High Power 3W LED’s 

 Small Mushroom LED  
   43040      

Technical information:
 Power supply: AC 100-240V - 50/60 Hz
Power consumption: 30 Watt
LED system: 2 pcs 9 Watt RGB 
 Chip on board
User mode: Music activated
Dimensions: 275 x 300 x 390 mm 
 (LxWxH)
Weight: 3,08 kg 

 Classical light effect with high power LED 
lightsource. 

Special features:
 • Plug and play
• 2 x 9 Watt 3-in-1 LED chip
• RGB Color change & strobe function
• Adjustable mic sensitivity 
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Special features:
 • Works with 43089, 43086, 43087,    
 43146, 43096 
• Switch between Auto & sound mode
• Black out Switch 

Technical information:
 Measurements: 90 x 53 x 20 mm
Functionality: Sound Active/Auto Run, Built in program, Blackout
Cable length: 5m 

 EPC-1  
   43098     Easy preset controller 
 The EPC-1 is a handy tool to control the light effects most important functionality’s. It works 
with 43089, 43086 and 43087 light effects. On the 43089 & 43087 you can switch between 
auto mode & sound mode and set the light effect in blackout status. The 43086 has built in 
programs and it is possible to select the different built in programs with the EPC-1 controller. 

 • Works with 43089, 43086, 43087,    

• Switch between Auto & sound mode

 EPC-1  
  43098  

The EPC-1 is a handy tool to control the light effects most important functionality’s. It works 
with 43089, 43086 and 43087 light effects. On the 43089 & 43087 you can switch between 
auto mode & sound mode and set the light effect in blackout status. The 43086 has built in 
programs and it is possible to select the different built in programs with the EPC-1 controller.

Technical information:
 Power supply: AC 90-250V/50~60Hz
Power consumption: 20W
LED power: 17W
LED quantity: 256
DMX channels: 2,3
Music mode: YES
Dimensions: 990 x 210 x 170 mm (LxWxH)
Weight: 5,7 kg 

 Dynamic LED  
   43056      

Music mode: YES
Dimensions: 990 x 210 x 170 mm (LxWxH)
Weight: 5,7 kg 

Special features:
 • 42 LED matrix patterns
• 4-in-1 Light effect
• RGBWA colors
• Wide beam angle 

 ENTERTAINMENT LIGHTING 

 Effect Lights 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

491

Technical information:
 Voltage: AC 100-240V, 50/60 Hz
Power: 88W
LED: 7x RGBW LED 3W
Control: Auto run, Built-in programs, Sound active,
 Master/Slave, DMX-512
DMX Channels: 3
Weight:  5,8 kg
Dimensions: 649 x 340 x 190mm 

Technical information:
 Power Input: 100-230V 50/60 Hz
Power Consumption: 40W
Light Source: 256 Ultra bright 5 mm LEDs
 (R:64, G:64, B:64, W:32, A:32) 
Control: Auto, Sound, Custom, Master/Slave, DMX
DMX Channels: 2 and 3 Channel mode
Control Display: 4 Digits LED
Power Connector: IEC In/Out
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 550 x 350 x 130 mm (excl. bracket)
Weight: 4,32 kg
Optional Accessories: IEC cables, 90465, 90466, 90446
 Easy Preset Controller: 43098 

 Blade Runner  
   43086      
 The Showtec Blade Runner is a LED light-effect with 4 separate outputs that creates a wide 
range of beams and will cover a big size dance � oor.  It is equipped with IMC, Intelligent Music 
Control, this is a special sound-to-light module that reacts to your music like a real light-jockey. 
If you are playing easy-listening music different nice slow patterns will be selected. If you are 
playing party music the IMC will select uplifting patterns to entertain your audience. It is a 
full option light effect that can be controlled by 2 different DMX modes, has custom settings 
and can be used as plug-and-play effect with the built-in programs or IMC module. Two big 
advantages of the Blade Runner are long LED lifetime and no moving parts inside, which makes 
the unit maintenance free. 

Special features:
 • 256 LEDs, Red Green Blue White and 
 Amber colors
• IEC In- and output
• Auto and sound programs selectable 
 by DMX
• No moving parts inside 

 Blade Runner XXL  
   43155      
 The Blade Runner XXL is another powerful and dynamic lighteffect. Its 7 lenses, each equipped 
with a 3W RGBW LED, are creating stunning effects and dynamic patterns.
Due to the RGBW LED’s the Blade Runner XXL creates vivid colors as well cool white beams.
The Blade Runner XXL is a valuable addition to any lightshow either venue. 

Special features:
 • Powerful beams
• Dynamic programming
• RGBW LED
• Several chase patterns Due to the RGBW LED’s the Blade Runner XXL creates vivid colors as well cool white beams. • Several chase patterns 
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Technical information:
 Power input: 100-230V 50/60Hz
Power consumption: 57W
Lightsource: 18 x 3W LED’s (Red, Green, Blue)
Control: Auto, Sound, Master/Slave, DMX
DMX Channels: 3
Control Display: 4 Digits LED
Power Connection: IEC
Data Connector: 3 pole XLR (In/Out)
Dimensions: 225 x 325 x 200mm (excl brackets)
Weight: 4,1kg 

 Terminator  
   43149      
 The Showtec Terminator is from the family of powerful beam light effects, together with the 
Gravity and the Freestyler these LED effects generate very powerful beams with bright colors. 
The Terminator is the biggest model of the range with 6 outputs and a total of 18 pieces 3W 
LEDs in red, green and blue colors. The Terminator will � ll your dance� oor with 18 energetic fat 
beams. It can work stand alone in auto, sound and master slave mode or be controlled by DMX. 
In the housing it has a built in 35mm adapter in the bottom which makes is possible to mount 
on any 35mm stand without using brackets or clamps. 

Special features:
 • 18 High Power LEDs
• Compact design
• Red Green & Blue colors
• 35mm inner adapter 

 Freestyler  
   43148     High power LED moon� ower effect 

Technical information:
 Power input: 100-230V 50/60Hz
Power consumption: 17W
Lightsource: 5x 3W LED’s (Red, Green, Blue, White, Amber)
Control: Auto, Sound, Master/Slave, DMX
DMX Channels: 3
Control Display: LED
Power Connection: IEC In- Output
Data Connector: 3 pole XLR (In/Out)
Dimensions: 272 x 185 x 151 mm (excl brackets)
Weight: 2,1kg
Optional accessories: IEC cables: 90465,90466, 90446 

 The Showtec Freestyler is a high power 5x3w LED moon� ower effect. The output has 5 fat 
beams with RGBWA colors in a matrix pattern. Due to the high power LEDs and special lens the 
Freestyler has a very long distance range and will bring powerful beams with bright colors to 
your party. It can work stand alone with auto and sound active programs or be used in master 
slave or DMX mode. 

Special features:
 • 5 High power LEDs
• RGBWA colors
• Compact design
• IEC in- & output 
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Technical information:
 Power Input: 100-230V 50/60 Hz
Power Consumption: 45W
Light Source: 2 x 9W 3-in-1 RGB LEDs 
 Derby
 64 RGB LEDs for Moon� ower
Control: Auto, Sound, Master/Slave, DMX
DMX Channels: 6
Control setting: Dipswitch
Power Connector: IEC
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 250 x 250 x 260 mm
Weight: 3,6 kg 

 Swing 4  
   43085      
 If you can´t choose between a moon� ower effect or a derby effect, this is what you need. The 
Swing 4 is a creative combination of a moon� ower with 4 derby effects. Both light-effects have 
their own led light sources. 2 x 9W 3-in-1 RGB led for the derby effect and a LED matrix board 
of 108 pcs RGB LEDs for the moon� ower effect. All the functionalities you need are on board 
like DMX, Sound control, Master/Slave functionality and Auto programs. 

Technical Information 
 General
Power input: AC 100-240V 50/60z
Power consumption: 28W
Control: Auto, Sound, Master/Slave, DMX
DMX Channels: 4
Control Display: 4 Digits LED
Power Connection: IEC in- & output
Data Connector: 3 pole XLR (In/Out)
Dimensions: 190 x 258 x 182mm 
 (excl brackets)
Weight: 2 kg

LED effect
Colors: RGBW
Power: 4x3W
Current: 300mA each

Strobe effect
LED: 16x0.5W White
Current: 300mA 

 Techno Derby  
   43156      
 The Showtec Techno Derby is a 2-in-1 light effect that combines 16 powerful white strobe 
LEDs, with a 4x3 Watt RGBW LED effect. The 2 effects can be selected separately in auto 
or music controlled programs. It can also be controlled by DMX to give you full control of all 
features. The strobe has 16 sections with different preprogrammed patterns. All RGBW colors 
can be selected individually or in many preprogrammed combinations. If you have multiple 
Techno Derby’s the master/slave function can be used to create a synchronized lightshow. 
If you need one solution to get a Strobe and a colorful LED light effect with full control of all 
features, the Showtec Techno Derby is what you are looking for. 

Special features:
 • LED & Strobe Effect
• Bright colorful beams
• RGBW Colors
• 16 Power strobe LEDs 

Special features:
 • 2-in-1 Light effect
• 2 x 9 Watt 3-in-1 LEDs for Derby
• 64 LEDs for moon� ower
• 6 DMX channels 
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Technical Information 
 Power input: 100-240V 50/60z
Power consumption: 32W
Control: Auto, Sound, Master/Slave, DMX
DMX Channels: 2, 11
Control Display: 4 Digits LED
Power Connection: IEC in- & output
Data Connector: 3 pole XLR (In/Out)
Dimensions: 290 x 196 x 98mm (excl brackets)
Weight: 2,4kg
Incl accessories: 2 Keys, Interlock test connector

LED effect
Colors: R,G,B & B,W,A
Power: 6x3W
Current: 300mA

Laser effect
Laser Color: Red, Green 
Laser Power: 130mW (100mW 650nm Red, 30mW 532nm Green)
Laser Class: 3B
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1: 2007 

Strobe effect
LED: 12x 0,5W White
Strobe: 0-30Hz 

 X-Terminator  
   43157     3-in-1 Light Effect 

Special features:
 • Moon� ower, Laser & Strobe Effect
• 130mW RG Laser
• RGBWA Colors
• 12 strobe LEDs 

 The Showtec X-Terminator is a 3-in-1 light effect that combines 12 powerful white strobe 
LEDs with a 130mW RG laser module and a double RGBWA moon� ower effect. All 3 effects 
can be selected separately in auto or music controlled programs. It can also be controlled by 
DMX to give you full control of all features. The RG laser has many versatile grating & burst 
effects and is equipped with a key lock and remote interlock. The strobe has 12 sections with 
different preprogrammed patterns. One moon� ower has RGB colors and the other is BWA. 
The X-Termanator combines 3 great effects with vivid colors to bring you a total lightshow in 
a compact housing. 

Technical Information 
 General
Power input: 100-240V 50/60z
Power consumption: 66W
Control: Auto, Sound, Master/Slave,
 DMX
DMX Channels: 9
Control Display: 4 Digits LED
Power Connection: IEC in- & output
Data Connector: 3 pole XLR (In/Out)
Dimensions: 225 x 298 x 310mm 
 (excl brackets)
Weight: 3,75kg
Accessories: 2 Keys, Interlock 
 test connector

LED effect
Colors: RGBWA
Power: 5x3W
Current: 300mA each

Laser effect
Laser Color: Red, Green 
Laser Power: 200mW (150mW 650nm
 Red, 50mW 532nm Green)
Laser Class: 3B

Safety Features: Key switch, Interlock,
 Safety eye
Laser Safety: EN/IEC 60825-1: 2007 

Strobe effect
LED: 8x 1W White
Current: 300mA 

 Dominator  
   43153     3-in-1 Light effect 
 The Showtec Dominator is a 3-in-1 light effect that combines 8 powerful white strobe LEDs, a 
200mW RG laser module and 3Watt RGBWA LED effect. All 3 effects can be selected separately 
in auto or music controlled programs. It can also be controlled by DMX to give you full control of 
all features. The RG laser has many versatile grating & burst effects and is equipped with a key 
lock and remote interlock. The strobe has 8 sections with different preprogrammed patterns. 
All RGBWA colors can be selected individually or in many preprogrammed combinations. If 
you have multiple Dominators the master/slave function can be used to create a synchronized 
lightshow. If you need one solution to get a Strobe, a Laser and a colorful LED light effect with 
full control of all features, the Showtec Dominator is what you are looking for.

Attention, the laser only works when the interlock connector is connected with a remote 
interlock (ordercode 51316). You can test if the laser works properly with the included test 
connector. If you use the laser in public area’s an remote interlock is necessary for safety 
regulations. 

Special features:
 • LED, Laser & Strobe Effect
• 200mW RG Laser
• RGBWA Colors
• 8 Power strobe LEDs 

Technical Information 
 General
Power input: 100-240V 50/60z
Power consumption: 66W
Control: Auto, Sound, Master/Slave,
 DMX
DMX Channels: 9
Control Display: 4 Digits LED
Power Connection: IEC in- & output
Data Connector: 3 pole XLR (In/Out)
Dimensions: 225 x 298 x 310mm 
 (excl brackets)
Weight: 3,75kg
Accessories: 2 Keys, Interlock 
 test connector

LED effect
Colors: RGBWA

200mW RG laser module and 3Watt RGBWA LED effect. All 3 effects can be selected separately 
in auto or music controlled programs. It can also be controlled by DMX to give you full control of 
all features. The RG laser has many versatile grating & burst effects and is equipped with a key 
lock and remote interlock. The strobe has 8 sections with different preprogrammed patterns. 
All RGBWA colors can be selected individually or in many preprogrammed combinations. If 
you have multiple Dominators the master/slave function can be used to create a synchronized 
lightshow. If you need one solution to get a Strobe, a Laser and a colorful LED light effect with 
full control of all features, the Showtec Dominator is what you are looking for.

Attention, the laser only works when the interlock connector is connected with a remote 
interlock (ordercode 51316). You can test if the laser works properly with the included test 
connector. If you use the laser in public area’s an remote interlock is necessary for safety 
regulations.

• 8 Power strobe LEDs 
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Technical Information 
 Power Input: 100-230V 50/60 Hz
Power Consumption: 36W
Light Source: 1 x 10W 4-in1 RGBW Chip
Control: Auto, Sound, Custom, 
 Master/Slave, DMX
DMX Channels: 4
Control Display: 4 Digits LED
Power Connector: IEC In/Out
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 270 x 248 x 200 mm
 (excl. bracket)

Weight: 3,6 kg
Optional Accessories: IEC cables, 
 90465, 90466, 90446
 Easy Preset Controller:
 43098 

 Cyclone 4  
   43087     Compact dynamic led effect 
 The Cyclone 4 is a compact dynamic light effect with a big coverage on the dance � oor. It has 
a 4-in-1 10W RGBW LED light source and creates laser-sharp beams by 8 optimized lenses. 
The Cyclone 4 is equipped with IMC, Intelligent Music Control, this is a special sound-to-light 
module that reacts to your music like a real light-jockey. If you are playing easy-listening music, 
nice slow programs will be selected. If you are playing party-music the IMC will select the 
uplifting programs and different strobe patterns to entertain your audience. The Cyclone also 
has built-in programs and If you like to control it yourself you can use the DMX mode. DMX 
control will give you full control over Operation mode, Colors, Strobe and Motor speed. It is very 
user-friendly due to the menu with 4 digit display. DMX & IEC in- and output with the Master/
Slave mode will make this unit easy linkable. 

Special features:
 • Intelligent Music Control
• 10W RGBW 4-in1 LED 
• IEC In- and output
• Auto and sound programs selectable 
 by DMX  by DMX 

Technical Information 
 Power Input: 100-230V 50/60 Hz
Power Consumption: 98W
Light Source: 256 x 5mm LEDs
 (64xR,64xG,64xB,64xW)
Beam angle: 35 degrees
Control: Auto, Sound, Custom, 
 Master/Slave, DMX
DMX Channels: 1, 4 or 256
Control Display: 4 Digits LED
Power Connector: IEC In/Out
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 302 x 302 x 240 mm

Weight: 3.2 kg
Optional Accessories: IEC cables, 
 90465, 90466, 90446 

 Adrenaline  
   43093      
 The Showtec Adreline is a light-effect based on a LED matrix board that has many different 
dynamic built in patterns. It will � ll your room with colorful beams, created by 256 x 5mm 
LEDS (RGBW). The extreme big lens will make sure that it can handle large dance � oors. 
The Showtec Adrenaline is just like many other Showtec light effects equipped with IMC. IMC 
stands for Intelligent Music Control, this is a special sound-to-light module that reacts to your 
music like a real light-jockey. If you are playing easy-listening music, nice slow programs will 
be selected. If you are playing party music the IMC will select uplifting programs and different 
strobe patterns to entertain your audience. Due to the menu with 4-digit display it is easy to 
make your desired setup:  Sound active, Master Slave, Auto program or DMX mode. It has 1 
or 4 DMX-channel mode to control the patterns and colors or a 256 DMX-channel mode to 
control each LED separately. 

Special features:
 • IEC In- and output
• Auto programs selectable by DMX
• 256 x 5mm power LEDs
• Extra wide beams due to big lens • Extra wide beams due to big lens 
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Technical information:
 Power Input: 100..230V 50/60 Hz
Power Consumption: 35W
Light Source: 1 x 20W LED
Beam angle: +/- 30 Degrees
Control: Auto, Custom, Master/Slave,
 DMX
DMX Channels: 4
Control Display: 4 Digits LED
Power Connector: IEC In/Out
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 267 x 231 x 122 mm
 (excl. bracket)
Weight: 3,5 kg
Optional accessories: IEC couple cables,
 90465, 90466, 90446 

 Hydrogen DMX MKII  
   43151      
 The Showtec Hydrogen DMX is the bigger 
brother of the Hydrogen. It has a DMX interface 
and a stronger light output due to the 20W 
LED source. Both colors and water projection 
can be � xed or scrolling. If the colors are set 
to scrolling it makes the color change Red, 
Green, Blue, Purple, Yellow and White. 

Special features:
 • 20W LED Source
• Red, Green, Blue, Purple, Yellow and 
   White
• 4 DMX channels
• Multi-voltage 

Technical information:
 Power Input: 100-230V 50/60 Hz
Power Consumption: 50W
Light Source: 60 x 5mm LEDs
 (16xR, 20xG, 20xB, 4xA)
Control: Auto, Sound, Master/Slave,
 DMX
DMX Channels: 8, 12, 17
Control Display: 4 Digits LED
Power Connector: IEC
Data Connector: In/Out (XLR 3 Pin)
Dimensions: 620 x 270 x 100 mm
Weight: 7,5 kg 

 Inversion  
   43094      
 The Showtec Inversion is a 4-in-1 scanner effect with LED matrix-based gobo´s. It has 60 
x 5mm LEDs and RGBA Colors. In 17 channel DMX mode you can control every scanner 
separately and select 10 patterns, patterns speed, pattern rotate, and strobe for each output. 
The 8 channel DMX mode gives you control over built-in scanner scene patterns, strobe rotation 
and speed. If you don’t want to use DMX control, the Built-in programs, Master Slave and Sound 
active mode with IMC give you all the possibilities you need. IMC stands for Intelligent Music 
Control, this is a special sound-to-light module that reacts to your music like a real light jockey. 
The Showtec Inversion proves that a professional and complete lightshow can be very compact. 

Special features:
 • 4-in-1 Scanner effect 
• Sound programs selectable by DMX
• RGBA Colors
• Full control of 4 separate scanners 
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Technical information:
 Power Input: 100-230V 50/60 Hz
Power Consumption: 30W
Light Source: 1 x 20W LED Chip
Beam angle: 30 degrees
Control: Auto, static, Sound, DMX
DMX Channels: 3,5
Control Display: 4 Digits LED
Power Connector: IEC In/Out
Dimensions: 250 x 193 x 110 mm
 (excl. bracket) 
Weight: 2,2 kg
Optional Accessories: IEC cables, 
 90465, 90466, 90446 

 Dream Dancer DMX MKII  
   43152      
 The Showtec Dream Dancer DMX is a gobo 
� ower with a powerful 20Watt Cool white LED 
light source. It has 11 gobo’s with 6 different 
dichro’s. It is plug-and-play and has three 
modes; auto, static or sound active and can 
also be controlled by DMX. Like many other 
Showtec light effects it has IEC in- and output 
which makes it easy to connect multiple 
Showtec effects on one power source. 

Special features:
 • 11 gobo’s 
• 20 Watt LED light source
• Plug and play 

 ENTERTAINMENT LIGHTING 

 Effect Lights 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

498

Technical Information 
 Output
Light Source: 8x10W
Beam angle: 3°
Colors: R,G,B,W

Electrical
Input Voltage: 100-240 VAC
Power consumption: 240W max. at full output

Control
On-Board: Auto, Sound control & Master/Slave
Control Protocol: DMX512
Control Personality: Advanced 10ch /Basic 6ch

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz

Movement
Pan 1: Continues Rotation
Pan 2: Continues Rotation (turnplate)
Tilt 1: 180°

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connectors: XLR Data in/out
Power Connectors: Blue/White Power connector
Dimensions (WxDxH): 270 x 170 x 330 mm
Weight: 6.9 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • Continues pan /  rotating
• Bi-directional rotating dish
• Narrow Strong Beams
• Retro Style 

 Astro 360  
   43023     RGBW 
 The Astro 360 brings back the vintage disco effects but with modern state of the art technology 
and functions. The Astro 360 is equipped with 8 bright 10W LED’s (single color) which are 
individually controllable. To create dynamic areal effects the Astro 360 has continuous rotation 
on the pan movement. It is fully DMX controllable and is preprogramed with numerous build in 
effects and macro’s
The Astro 360 is the right tool for your “Back to the 60’s/70’s/80’s” Party 
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Technical Information 
 Output
Lumen: 265 lm/each LED
Beam Angle: 5°
Light Source: 8x12W RGBW 4-in-1
Dimmer: 0-100%
Strobe: 0-20Hz

Electrical
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 210W at full output

Control
On Board: LCD Display
Mode: DMX, Auto, Master/Slave, Sound, IR, Manual
Control protocol: DMX-512
Control personality: Advanced 52 ch / Basic 20ch

Movement
Pan: 540° and continuous
Tilt: 180° and continuous
Dish: Bi-directional Dish rotation
Pan/Tilt resolution: 16 bit

Special: Pan/Tilt change black out, User selectable Pan & 
 Tilt ranges, 540°/360°/180°, Reverse Pan / Tilt 
 movement

Physical
Color: Black
Housing: Metal & Flame retardant plastic
Fixture connections: XLR 3p Data in/out, IEC in- output
Dimensions: 354 x 354 x 430 mm
Weight: 7.5kg

Certi� cation and Safety
IP-Rating: IP-20
Certi� cation: CE
Max. ambient temp: 40° 

Special features:
 • Continuous Pan &  Tilt movement
• Continuous Bi-directional Dish rotation
• Pixel control
• Powerful 5° beams 

 Astro 360 XL  
   43024     Q4 RGBW 
 The Showtec Astro Pro is a moving light effect created by a bi-rotating dish with 8 beams. This 
retro effect brings back old memory’s and functions combined with new innovations. The X-as 
has continuous rotation as well as the dish, the Y-axis can be moved in 180°. The Astro Pro is 
equipped with 8 pcs of 12W RGBW LEDs, 3° optics and has full pixel control. The combination 
of X-Y movements a rotating and pixel control dish gives you endless possibilities in creating 
new movements and color � ows. With the built-in programs you can get the show started 
directly without advanced programming in advance. 
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 Galaxy 360  
   45054      

Technical information:
 Output
Beam Angle: 4°
Light Source: 12x 9W RGBW LED

Electrical
Input Voltage: 100-240 VAC
Power consumption: 230W max. at full output

Control
On-Board: Display including gravity sensor
Mode: DMX, Auto, Sound & Master/Slave
Control Protocol: DMX512

Optical system
Dimmer: 0-100%
Dimmer curves: Linear, Square, I-Square, S curve
Strobe: 0-20Hz

Movement
Pan: 540° & Continuous
Ball: 360° & Continuous
Pan/Tilt resolution: 16 bit

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3&5p Data in- & output
Power Connections: Pro Power in- & output
Dimensions (WxDxH): 335 x 150 x 400mm
Weight: 7 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Strobe: 0-20Hz

Movement
Pan: 540° & Continuous
Ball: 360° & Continuous
Pan/Tilt resolution: 16 bit

Physical
Color: Black
Housing: Metal & Flame-retardant plastic
Data Connections: XLR 3&5p Data in- & output
Power Connections: Pro Power in- & output
Dimensions (WxDxH): 335 x 150 x 400mm
Weight: 7 kg

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

Special features:
 • Continuous pan & ball rotation
• 60mm 4° Lenses
• 12 individual RGBW LEDs
• Built-in color chases
 

 The Showtec Galaxy 360 brings back old times with the advantage of new technologys. It is a 
moving head with a continuous rotating ball which contains 12 narrow full color beams. It brings 
back the par 36 move effect but with the advantage of full color and pixel control. The internal 
color programs will help to create an exciting light show without advanced programming. The 
Showtec Galaxy 360 is ideal for vintage retro or disco events and will give an extra dimension 
to your event. 

Technical information:
 Power Supply:
Input voltage: 90-250V.50/60Hz
Fuse: 5A T250V
Power Consumption: 230W
Lamp: 5R
Control: DMX512,Sound,Auto,Master/Slave
DMX personality: 16 CH
Dimmer: linearl 0~100%.
Color wheel: 7 colors + white
Gobo wheel: 14 metal gobos + white
Mirror: 4pcs
Strobe: 1~5 Hz or pulse mode strobe
Rotation angle: unlimited
mirror angle: 60°
Dimensions: 352.5x231x298mm (LxWxH)
Net Weight: 10.9Kg
 

Special features:
 • High Light output
• DMX Control
• Compact size 
• Razor-sharp beams
 

 The Airstrike brings a new dimension to light effects. It blows your audience away with an 
impressive light output created by its 5R lamp. Razor sharp beams � ll your venue with an 
attractive and dynamic lightshow. The Airstrike is an all-in-one light show especially designed 
for clubs and demanding mobile DJ’s. 

 Airstrike  
   43158     5R Quad Beam Effect 

Technical information:
 Power Supply:
Input voltage: 90-250V.50/60Hz
Fuse: 5A T250V
Power Consumption: 230W
Lamp: 5R
Control: DMX512,Sound,Auto,Master/Slave
DMX personality: 16 CH
Dimmer: linearl 0~100%.
Color wheel: 7 colors + white
Gobo wheel: 14 metal gobos + white
Mirror: 4pcs
Strobe: 1~5 Hz or pulse mode strobe
Rotation angle: unlimited
mirror angle: 60°
Dimensions: 352.5x231x298mm (LxWxH)
Net Weight: 10.9Kg

impressive light output created by its 5R lamp. Razor sharp beams � ll your venue with an 
attractive and dynamic lightshow. The Airstrike is an all-in-one light show especially designed 
for clubs and demanding mobile DJ’s.
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Special features:
 • Very narrow beam angle 2°
• 7 Colors & white
• IEC in- & output
• 4 DMX channels 

Technical information:
 Lux@5m: 6.200+
LED Quantity: 1x 10W
Beam Angle: 2°
Dimmer: 0-100%
Strobe: 0-20Hz
Color1: 7 Colors + White

Control
On Board: Display for easy Set Up
Options : DMX512, Auto, Manual
DMX personality: 4 Channel

Electrical
Input Voltage:  100~240VAC...47/63Hz
Power consumption:  35W 

Physical
Dimensions (LxWxH): 350 x 280 x 280 mm
Weight: 3 kg
IP Rating: IP-20 

 Powerbeam LED 10  
   40142      
 The Powerbeam LED 10 is a color changer 
with a very narrow beam angle of 2 degrees. 
It creates a pinspot effect and with some units 
together you can create a nice retro beam 
lightshow. The Phantom Powerbeam has IEC 
in- and output connectors which makes a 
daisy chain setup possible. 

Special features:
 • Very narrow beam angle 8°
• perfect color mixing
• IEC in- & output
• 7 DMX channels 

Technical information:
 Light Source:
LED Qty: 1x 30W RGB COB
Color Range: 16.7 million additive 
 RGB colors
Beam Angle: 8°
Dimmer: 0-100%
Strobe: 0-20Hz

Electrical:
Input Voltage: 100~240 VAC…50/60Hz
Max. Power: 42W
Operation mode: LCD display
Control feature: Built-in programs, auto
 running mode, DMX mode
 and static colors
DMX channels: 3, 6, 7 Channels
Dimensions: 200x150x334mm 

 Powerbeam LED 30  
   40143     RGB 
 The Powerbeam LED 30 is a color changer 
with a very narrow beam angle of 8 degrees. 
The RGB COB led makes it possible to 
instantly change to every desired color and 
create very nice and fast color bumps. The 
optics give a pinspot effect and combining 
some units together you can create a nice 
retro beam lightshow. It can be operated by 
DMX in several different modes, can play 
build-in programs manual or in sound mode. 
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 Imagespot 75W  
   40713     Black 
 The Showtec imagespot 75W is a professional LED gobo projector with DMX control. It has a 
zoom range from 14°-22° which is easy to set and focus with the adjustable optics. Together 
with the framing shutters it is possible to precisely illuminate your desired object without 
unwanted stray light. It has a smooth dimming curve and 8 dichros with split function to create 
an extra dimension to your gobo projection. It can be controlled by 4 DMX channels or used 
stand alone and set with the internal menu. The gobo slot accepts standard or personalized 
round and square shaped gobos. 

Technical information:
 Lux@1m: 8.800+
LED Quantity: 1x 25W
Beam Angle: 16° - 24°
Inner Diameter Filterframe: 46 mm
Inner Diameter Goboholder: 18 mm 
Outer Diameter: Goboholder 25 mm

Electrical
Input Voltage:  90~264VAC...
 47/63Hz
Power consumption:  32W 

Physical
Dimensions (LxWxH): 400 x 200 x 240 mm
Weight: 2 kg
IP Rating: IP-20 
Housing: Flame-retardant 
 plastic(V0)
Connections: IEC in/out
Cooling: Forced Cooling (Fan) 

Available models:

   40711      Black Housing 

Available models:

   40712      White Housing 

 Imagespot 25W Special features:
 • Replaceable gobo
• manual zoom
• Compact housing 

 A stylish and compact LED gobo projector with an impressive output and only one 25W LED. 
The beam angle is adjustable from 16 – 24 degrees. The powerinput is variable from 90-264V 
and it has IEC in- and outputs. Available in black & white. Goboholder inlcuded. 

Technical information:
 Output
Lux@2m 14°: 8790
Lux@2m 22°: 3680
LED Source: 1x 75W

Electrical
Input Voltage: 100~240VAC...50/60Hz
Power consumption: 115W @FO

Control
On-Board: Display for settings & manual control
Control Protocol: DMX512
Control Personality: 4Ch
Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Zoom: Manual 14° - 24°

Gobos & Colors
Inner Gobo size: 18 mm
Outer Gobo size: 40mm
Max Gobo thickness: 1mm
Colors: 8 dichroic-� lters + white
Color functions: Split colors, Rainbow-� ow effect

Physical
Fixture Connection: XLR Data in/out, IEC Power in
Dimensions (WxDxH): 210 x 225 x 340 mm
Weight: 5,6 kg

Color: Black
Housing: Metal & Flame-retardant plastic
Power connections: IEC in/out (max 14 links)
Data connections: XLR 3&5p in/output
Cooling: Forced Cooling (Fan)
Dimensions (LxWxH): 385 x 283 x 345 mm
Weight: 3,7kg

Certi� cation and Safety
IP Rating: IP-20 
Certi� cation: CE
Max. ambient Temp.: 40°C
 

Special features:
 • DMX control
• Temp controlled fan
• 14° - 22° Zoom range
• Framing shutters
• Accepts round & square gobos • Accepts round & square gobos 
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Special features:
 • Carrying bag and stand included
• Optional Footswitch (30267)
• T-Bar with built-in controller 

Special features:
 • 4 high power LED spots with 7x 3-in-1  
 RGB LEDs
• T-Bar with built-in controller
• Footswitch included (30267)
• Stand included
• Carrying bag included 

 Compact Lightset MKII  
   30272     Value Line 
 The Compact Lightset MKII is an entry level lightset, complete with carrying bag and stand. The 
Build-in controller makes it easy to setup, and versatile to use in any situation. By adding the 
optional footswitch, you can easily remote control all programs.
The new Plastic housing of the spots reduces the weight to a minimum of 12 Kg. 

Technical information:

 LEDs: per spot: 7x 3-in-1 RGB LEDs 3W
Power supply: AC 100-240V/50-60Hz multivoltage
Power cons.: 90 W
Beam angle: 40 degrees
Control: By Footswitch (Auto run, Sound, Freeze, Black Out)
 DMX-512
 DMX, Auto running, Master/Slave, Sound
DMX: 7 modes: (2, 3, 4, 7, 8, 14, 15 Channel Mode)
Stand height: 2,5 meter
Weight: 16 kg 

• Carrying bag included 

 Compact Power Lightset MKII  
   30268     incl. Bag, Footswitch and Stand 
 The perfect solution for all musicians, mobile DJ’s and small rental companies. The Compact 
Power Lightset brings you a complete lightset including all accessories in only one package. It 
comes complete with 4 high power and compact LED spots. Each spot contains 7 3-in-1 RGB 
LEDs in order to create a high light-output. The spots are mounted on the T-Bar which has a 
built-in controller and power-pack. The T-Bar can be controlled either by the included footswitch 
or by DMX. Delivery is including carrying bag, stand and footswitch. So ready to use. 

 Footswitch  
   30267     for Compact Lightset 

Technical information:

 Speci� cations
Output
Lux @2m: 1000+ (1 spot)
Max distance: 10m
Colour range: 16,7 million additive colors
LED Quantity: 432x10mm (144x Red, 144x Green,144x Blue)
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 30 degrees

Control
On Board:  Display for easy Set Up
Options :  DMX512, Auto, Sound, Manual
DMX personality:  2, 3, 4, 7, 8, 14, 15
Optional Footswitch:  (Auto run, Sound, Freeze, Blackout)

Electrical
Input Voltage:  100~240VAC...50/60Hz
Power consumption:  50W max @FO

Physical
Dimensions (LxWxH):  982 x 310 x 53 mm
Weight:  12 kg
IP Rating:  IP-20
Housing Spot:  Flame Retardent Plastic (V0)
Housing T-bar:  Metal, black coated
Connections:  IEC in/out + XLR 3 pole
Cooling:  Convection 

 Compact Lightset MKII  
 Value Line 

The Compact Lightset MKII is an entry level lightset, complete with carrying bag and stand. The 

 Footswitch  
  30267  
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Technical information:

 Light Source
LED system: 5x 4-in-1 RGBW LEDs 4W (per spot)
Drive current: 330mA
Refresh rate: 7,8Khz

Electrical
Power Supply: 100-240V AC
Power Consumption: 90W
Control
Control Mode: DMX512, Sound, Stand-alone, Master/slave / Optional footswitch
DMX channels: 4, 8, 16, 18, 20 Channel modes

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Physical
Housing: Aluminum and Iron
Color: Black
Power Connectors: IEC in and output
Data Connectors: XLR 3pole in and output
Cooling: Aluminum heat sink

Footswitch separately available, ordercode: 30267 

Technical information:

 Light Source
LED system: 5x 4-in-1 RGBW LEDs 4W (per spot)
Drive current: 330mA
Refresh rate: 7,8Khz

Electrical
Power Supply: 100-240V AC
Power Consumption: 90W
Control
Control Mode: DMX512, Sound, Stand-alone, Master/slave / Optional footswitch
DMX channels: 4, 8, 16, 18, 20 Channel modes

Optical system
Dimmer: 0-100%
Strobe: 0-20Hz
Beam Angle: 25°

Physical
Housing: Aluminum and Iron
Color: Black
Power Connectors: IEC in and output
Data Connectors: XLR 3pole in and output
Cooling: Aluminum heat sink

Footswitch separately available, ordercode: 30267 

 Compact Power Lightset 4 RGBW  
   30277      
 The showtec compact power lightset 4 RGBW is a T-bar with 4 LED spots on a light stand. 
packed in a hard case and a carrying bag for the stand. It is a plug and play set that offers 
internal chase programs but also can be controlled by DMX or with the optional available 
footswitch. In DMX mode it offers different DMX personalities in order to give a basic mode 
for easy control and advanced modes for total control. The compact power lightset 4 RGBW is 
the ideal solution with a fast setup time and high power output. The white color also make it 
possible to create beautiful pastel colors. 

Special features:
 • 4-in-1 RGBW LEDs
• T-Bar with built-in controller
• Stand included
• Carrying bag included 
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Technical Information 
 General
Power input: 100-240V 50/60z
Power consumption: 45W
Control: Auto, Sound, Master/Slave, DMX 
DMX Channels: 3,5,9,27
Control Display: 4 Digits LED
Power Connection: IEC in- & output
Data Connector: 3 pole XLR (In/Out)
Dimensions Bar: 1185 x 110 x 387mm
Weight Bar: 6,6kg
Footswitch frequency: 433mHz
Footswitch unobstructed Range: 30m
Incl. accessories: 2 Keys, Interlock test connector, IR remote, wireless foot controller, 
 Tripod stand, carrying bags, hanging brackets

LED Spot
Lux@2m: 1205
Colors: RGB
Power: 6x3W 3-in-1
Current: 950mA
Beam angle: 24°

LED Derby
Colors: RGB
Power: 6x2W 3-in-1
Current: 600mA

Laser effect
Laser Color: Red, Green 
Laser Power: 130mW (100mW 650nm Red, 30mW 532nm Green)
Laser Class: 2M
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1: 2007 

Strobe effect
LED: 4x 1W White
Current: 300mA
Strobe: 0 – 18Hz 

Tripot stand
Height: 1,5 – 2,5m
Footspace: 0,9m

Certi� cation and Safety
Certi� cation: CE
Max. ambient Temp.: 40°C 

 QFX  
   30276     Multi FX Compact Light Set 
 The Showtec QFX combines LED RGB spots, Derby fx, a Laser and a Strobe effect onto a 
single control bar. QFX maximizes convenience and ease of set-up and take-down for mobile 
entertainers who want to create a dynamic lighting experience for any event. The RG laser has 
many versatile grating & burst effects and is equipped with a key lock and remote interlock. The 
strobe has 4 sections with different preprogrammed patterns. The LED spot and Derby FX have 
RGB colors can be selected individually or in many preprogrammed combinations. The system 
is complete including a tripot stand, wireless footswitch, IR remote and carrying bags to protect 
the set during transport. The QFX controller bar features phenomenal built-in automated and 
sound-activated programs that include all 4 effects to make one complete show. 

Attention, the laser only works when the interlock connector is connected with a remote 
interlock (ordercode 51316). You can test if the laser works properly with the included test 
connector. If you use the laser in public area’s an remote interlock is necessary for safety 
regulations. 

Special features:
 • 4 FX on 1 Bar
• Incl. Wireless footcontroller & iR 
   remote
• Incl. Tripod + bag & Transport case
• Effects interchangeable on bar
• 130mW RG Laser 

 QFX  
  30276  

The Showtec QFX combines LED RGB spots, Derby fx, a Laser and a Strobe effect onto a 
single control bar. QFX maximizes convenience and ease of set-up and take-down for mobile 
entertainers who want to create a dynamic lighting experience for any event. The RG laser has 
many versatile grating & burst effects and is equipped with a key lock and remote interlock. The 
strobe has 4 sections with different preprogrammed patterns. The LED spot and Derby FX have 
RGB colors can be selected individually or in many preprogrammed combinations. The system 
is complete including a tripot stand, wireless footswitch, IR remote and carrying bags to protect 
the set during transport. The QFX controller bar features phenomenal built-in automated and 
sound-activated programs that include all 4 effects to make one complete show. 

Attention, the laser only works when the interlock connector is connected with a remote 
interlock (ordercode 51316). You can test if the laser works properly with the included test 
connector. If you use the laser in public area’s an remote interlock is necessary for safety 
regulations.

Special features:
 • 4 FX on 1 Bar
• Incl. Wireless footcontroller & iR 
   remote
• Incl. Tripod + bag & Transport case
• Effects interchangeable on bar
• 130mW RG Laser 
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Available models:

   40229      E27 Slimline, Red 
   40228      E27 Slimline, White 
   40230      E27 Slimline, Blue 

 Easy Flash 

Technical Information 
 Power Supply: AC 230V/ 240V, 50Hz
Power Consumption: 5W
Flash: 1-3 � ashes per sec
Dimensions (WxH): 51 x 117 mm
Weight: 0,08 kg 

Available models:

   40237      Red 
   40236      Clear 
   40238      Blue 

 Easy Flash with Plug 

Technical Information 
 Power Supply: AC 230V/ 240V ,50Hz
Power Consumption: 5W
Flash: 1 � ashes per 3 sec
Cable length: 0,75 m
Dimensions: 117 x 51 mm
Weight: 0,08 kg 

Technical information:

 Speed control: 1-15 � ashes/sec.
Lamp not replaceable, plug & play, no external 
controllers possible.
Dimensions: 150x172x130mm (LxWxD) 

 Mini Q-strobe  
   40225     150W 

Special features:
 • 35x LEDs
• Plug and Play
• Including IR Remote
• Manual control 

Technical information:

 Power supply: 12V DC Adapter incl.
Power consumption: 5 Watt
LED system: 35x 5mm White LEDs
Control: IR Remote
Operation mode: Manual strobe
Dimensions:  Ø 52 x 65mm 
 (without bracket)
Weight: 0,3Kg 

 Bumper Strobe  
   30873     incl Ir Remote 
 The bumper strobe is the most compact 
strobe effect available. With only a diameter 
of 52mm and  35 white LEDs this effect gives 
� ashing excitement to your party.  It can be 
manual set by IR remote. 

Technical information:

 Power supply: AC 230V – 50 Hz
Power consumption: 15 Watt
Flashrate: 1-10f/sec
Housing: Plastic
Dimensions: 125x84x52mm 
  (LxWxH)
Weight: 0,225 Kg 

 Mini Strobe  
   40201      
 The Mini strobe is speed adjustable from 1-10 
� ashes/sec. Max. power 15 Watt. Plastic case. 
Lamp not replaceable. 

Technical information:

 Speedcontrol: 1-15 � ashes/sec. 
Lamp included: ordercode 82960 

 Titan Strobe  
   40222     1500W 
 1500W DMX Megastrobe. Dimmable through 
controller. 

Technical information:

 • slow � ash (1 � ash per second).
• fast � ash (11 � ashes per second followed 
 by 2 seconds interval)
• Chase mode 
 (connected to chase controller)
 Max. power: 20W
• Lamp not replaceable 

 City Flash  
   40203      
 Powerful but small strobe-effect-unit.
Applicable condition: Indoor and outdoor 
useable,water resistant exposure. 

 Super Flash String, Random  
   40235      
  

Technical Information 
 Power supply: AC 230V 50Hz
Power consumption: 8W
Power connector: Schuko
Strobe bulbs: 12 pcs
Flash rate: 0,5/1 Fps
Lamp Lifetime/H: 1000/H
Color: Black

Length: 5 m
IP Rating Cable: IP-65
IP Rating PSU/Controller: IP-44
Weight: 0,82 kg 

 ENTERTAINMENT LIGHTING 

 Strobes 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

507
 ENTERTAINMENT LIGHTING 

 Strobes 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

508

Technical information:

 Power Input: 100-250V AC, 50/60Hz
Power Consumption: 45W
Light source: 6 x 5W LEDs
Control: Auto, Sound, DMX
DMX Channels: 3,8
Control Display: 4 Digits LED
Power input: 75 cm cable with schucko 
Power output: IEC Female
Data Connector: In/Out (XLR 3Pin)
Dimensions: 332 x 104 x 85 mm (excl bracket)
Weight: 1,9 Kg 

Special features:
 • 6 individual controllable strobe 
   sections
• Compact solid housing
• Horizontal bracket 
• Vertical clamp mount 
   positions
• COB technology 

 Ignitor-6 Section  
   40292      
 The Ignitor 6 section is the successor of the Ignitor 6. With the ignitor 6 section you have total 
control of all individual strobe sections. Besides this new function the re� ectors also have been 
improved which gives more output and more professional appearance. You also can use it as 
a standard strobe unit. 

• Compact solid housing
• Horizontal bracket 
• Vertical clamp mount 

• COB technology 

Technical information:

 Power input: 100-250V AC, 50/60Hz
Power consumption: 32W
Light Source: 168 x 0,25W (20mA)
Lux @2m: 500
Control: Auto, Sound, DMX
DMX Channels: 2
Strobe rate: 0-12 Hz
Power connector: IEC in-&output
Data connector: In/Out (XLR 3 Pin)
Dimensions: 220 x 238 x 140mm
Weight: 1kg 

 Techno� ash 168  
   40294     LED Strobe 
 With built-in speed and intensity adjustments, the TechnoFlash 168 is a white, 2-channel DMX 
strobe light. With cool white LED and an elegant housing the Techno� ash 168 is the right 
solution for mobile DJ, small clubs and � xed installation. 

Special features:
 • IEC daisy chain
• Powerfull light output
• 168 CW LEDs 

Technical information:

 Power Input: 100-250V AC, 50/60Hz
Power Consumption: 120W
Light source: SMD LEDs
Control: Auto, Sound, DMX
DMX Channels: 12
Control Display: 4 Digits LED
Power connector: Pro Power in- & output
Data Connector: 3p XLR In- & Output
Dimensions: 263 x 81 x 293 mm
Weight: 2,6 Kg 

 Data Flash  
   40296      
 The Showtec Data Flash is a compact LED strobe with an intense strobe effect. It has 8 sections 
to create dynamic strobe effects. It has a rugged housing with a double bracket and Pro Power 
blue and white connections which makes is rental ready. 

Special features:
 • 8 sections
• Pro Power Connections
• SMD LEDs
• Built-in Programs 
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Special features:
 • IP-54 Die cast housing
• Powercon True1 in- and outputs
• 28.000 Lumens
• DMX & RDM Protocol 

Technical Information 
 LED System: 576 x 6500K Luxeon 
SMD
Drive Current: 560mA
Output: 28.000 lumen

Electrical 
Power Supply: 100-240 VAC, 50/60Hz
Power Consumption: 155W Max

Control
Control Mode: DMX512 or RDM
On Board: Colordisplay with gravity 
sensor
Options : DMX, Auto, Manual
DMX Personalities: 1,3,4,6,28 Ch

Optical system
Dimmer: 0-100%

Dimming curves: Linear, PL-Curve, 
 S-Curve, Square-Curve
Strobe: 0.5 – 30Hz
Beam Angle: 115 degrees

Physical
Dimensions: 390 x 150 x 60 mm
Weight: 5,4 kg
Housing: Die Cast Aluminum
Color: Black, powder coated
Power Connectors: Neutrik Powercon True1
 in-& output
Data Connectors: Neutrik XLR 3pole
Cooling: Convection

Safety
Operation temperature: -20~40°C
Protection: IP-54 

 XPLO-15 LED Strobe  
   40280     Luxeon CW SMD LEDs 
 The XPLO-15 is a professional strobe from In� nity. It is designed for the most high demanding 
light designers and rental companies. But it’s not only the powerful output that takes this strobe 
to a new level of quality. Every detail of the XPLO-15 is thought over to make this strobe the 
perfect choice for professionals. It runs on DMX with RDM protocol, the die cast housing is IP-
54 rated and equipped with Neutrik PowerCON TRUE1 in- and outputs. The menu based on 
a color display will always be in the correct position due to its built-in gravity sensor. However 
it’s a rugged and heavy duty housing the bracket keeps the unit in the correct position at 

all times. This heavy duty bracket is also very easy to � x with just one handling. The XPLO-
15 has 4 dimming curves and separate strobe intensity, duration and rate parameters. Eight 
unique zones of control allow ultimate � exibility while unique built-in chases aid in creativity and 
simplicity.  With over 28,000 lumens of output, the XPLO-15 rivals conventional strobes and 
retains dynamic looks whether washing a stage or pointing directly at an audience. 
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Available models:

   80322      120cm incl TL Unit 
   80323      60cm incl TL unit 

 LED Blacklight 

Technical Information 
 Voltage: AC 230V-50Hz
Power Consumption: 14W
LED: 410nm UV SMD LED
Max. ambient temp. ta: 25°C
Max. housing temp. tc: 55°C
Min. distance from � ammable surfaces: 0.5m
Dimensions: 1222 x 99 x 45mm
Weight: 1,005 kg 

 Voltage: AC 230V-50Hz
Power Consumption: 7W
LED: 410nm UV SMD LED
Max. ambient temp. ta: 25°C
Max. housing temp. tc: 55°C
Min. distance from � ammable surfaces: 0.5m
Dimensions: 612 x 99 x 45mm
Weight: 0,555 kg 

Technical information:

 Lamp not included: E40, 240V/400W
Lamp: ordercode 82485 

 Blacklight spot 400W  
   80318      
 Unit with ballast and front mirror. 

Technical information:

 LED Source: 100W UV COB
Wavelength: 405nm
Beam angle: 110°
Max distance: 15m
Input voltage: 110-240VAC, 50/60Hz
Power consumption: 90W
Weight: 3,3Kg
Connections: Schuko
Dimensions: 280 x 268 x 382
Cooling: forced cooling
IP-Rating: IP-20 

 PAR64 100W COB UV  
   80329      
  

 PAR64 100W COB UV  

Technical information:

 Lamp not included: E40, 240V/400W
Lamp: ordercode 82485
Dimensions: 490 x 270 x 150 mm (LxWxH)
Weight: 8,58 kg 

 Blacklight 400W  
   80319      
  

Available models:

   80309      60 cm arm 
   80310      120 cm arm 

 Professional Blacklight 

Technical information:

   80309   :
 Lamp included: 240V/18W
Lamp: ordercode 80301G / 80301P
Dimensions: 660 x 110 x 125 mm (LxWxH)
Weight: 3,38 kg 

   80310   :
 Lamp included.: 240V/36W
Voltage: AC 230V-50Hz (CE)
Lamp: ordercode 80302G / 80302P
Maximum ambient temperature ta: 25°C
Maximum housing temperature tB: 60°C
Minimum distance from � ammable surfaces: 0,5 m
Dimensions: 1310 x 130 x 100 mm (LxWxH)
Weight: 5,4 kg 
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Technical information:
 LED Quantity: 18x 3W
Driver Current : 680mA
    
Electrical
Input Voltage: 100~240VAC...47/63Hz
Power consumption: 60W max

Physical
Dimensions:  1000 x 60 x 115mm
Weight: 2.30kg 

 UV LED Bar 100cm  
   80328      

Special features:
 • Plug & Play
• 18 x 3W UV LEDs
• Retro Blacklight effect 

Dimensions:  1000 x 60 x 115mm
Weight: 2.30kg 

Special features:
 • Plug & Play
• 9 x 3W UV LEDs
• Retro Blacklight effect 

Technical information:
 LED Quantity: 9x 3W
Driver Current : 680mA  
    
Electrical
Input Voltage:  100~240VAC...47/63Hz
Power consumption:  30W max @FO

Physical
Dimensions:  500 x 60 x 115mm
Weight: 1.34kg 

 UV LED Bar 50cm  
   80327      
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Technical information:
 Power Supply: AC-100-240V, 50/60Hz
Power conumption: 15 Watt
Laser Color: Red, Green
Laser Power: Red 100mW, Green 40mW
Laser Modulation: TTL Modulation
Scan Speed: Motor
Scan Angle: < 160 degrees
Control Modes: Auto, Music, DMX, Master/ 
 Slave, Manual
Control Display: LED Display
DMX Channels: 7 (Mode, Red Laser, Green  
 Laser, Laser rolling, LED 
 rolling, LED brightnes, LED  
 Strobe)
Control Connections: 3 pole XLR
Safety features: Keyswitch
Dimensions: 160 x 233 x 86mm
Weight: 1,6kg
Laser class: 3B
Laser safety standard: EN-60825-1 2007 

 Bluestar MKII DMX  
   51317      
 The Bluestar MKII DMX is the succeeder 
from the popular Bluestar. This new model 
includes DMX control function and gives you 
total control of the laserprojector. Create a real 
cosy atmosphere with this superb lasereffects 
projector. 

Special features:
 • Nightsky simulation
• DMX Control
• Blue LED with effect wheel
• Music Control 

Lasercolor:

Technical information:
 Power Supply: AC-100-240V, 50/60Hz
Power consumption: 15 Watt
Laser Color: Red, Green
Laser Power: Red 150mW, Green 40mW
LED Power: 5W Blue LED
Laser Modulation: TTL Modulation
Scan Speed: Motor
Scan Angle: < 100 degrees
Control Modes: Auto, Music, DMX, 
 Master/Slave, Manual
Control Display: LED Display
DMX Channels: 6 (Mode, Red Laser, 
 Green Laser, Rolling effect, 
 LED Brightness, LED Strobe)
Control Connections: 3 pole XLR
Safety features: Keyswitch
Dimensions: 176 x 220 x 86mm
Weight: 1,6kg
Laser class: 3B
Laser safety standard: EN-60825-1 2007 

 Galactic Polar MKII DMX  
   51318      

Special features:
 • Polar light simulation
• DMX Control
• Blue LED wash with laser effect
• Music Control 

 A truly unique effect, the Galactic Polar. 
It projects a genuine aurora or so called 
northern light to your ceiling or wall. By its built 
in red and green laser the colour of the light 
can also change or have multiple colours. The 
Polar is now equipped with DMX giving you 
total control of this astonishing effect. A truly 
unique and great projector to create a special 
effect in every venue.

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (ordercode 51316). You can 
test if the laser 
works properly with the included test 
connector. If you use the laser in public area’s 
a remote interlock is necessary for safety 
regulations. 

Lasercolor:
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 1 

 230
90
155  Intern   

Technical information:
 Laser: 40mW Green Laser
Safety: Keylock, Remote Interlock
 IEC-60825 Compliance
Control: Auto, Audio, Sound, DMX-512, 
 Master/Slave
Voltage: AC-100-240V Auto switch
Power: 12W
Measurements: 230 x 90 x 155 mm
Weight: 1 kg 

 Galactic Beam  
   51315      
 Want to create great beam shows and control 
your single laser beam by DMX. The Galactic 
beam makes it happen. It is equipped with a 
strong 40mW green Fat-Beam laser which 
projects a strong and solid beam. By using 
fat-beam technology we are able to use 
40mW laser and still be compliance to IEC-
60825. The beam is fully controllable by DMX. 
Especially when using multiple units together 
you can make a great and cost effective 
beam-show. 

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (ordercode 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 

Measurements: 230 x 90 x 155 mm

Special features:
 • 40mW green Fat-Beam
• Strong solid beam
• DMX controllable 

Lasercolor:

Lasercolor:

Technical information:
 Laser: 300mW Blue Laser
Laser Class: 3B
Safety: Keylock, Remote Interlock
 IEC-60825 Compliance
Control: Auto, Audio, Sound, DMX-512, 
 Master/Slave
Voltage: AC-100-240V Auto switch
Power: 13W
Measurements: 230 x 90 x 155 mm
Weight: 1 kg 

 Galactic Beam 300  
   51326     300mW Blue Fatbeam Laser 

 Do you want to create great beam shows and 
control your single laser beam by DMX. The 
Galactic beam makes it happen. It is equipped 
with a strong 300mW blue Fat-Beam laser 
which projects a strong and solid beam. By 
using fat-beam technology we are able to use 
300mW laser and still be compliance to IEC-
60825. The beam is fully controllable by DMX. 
Especially when using multiple units together 
you can make a great and cost effective 
beam-show. 

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (ordercode 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 

Special features:
 • 300mW Blue Fat-Beam
• Strong solid beam
• DMX controllable
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Lasercolor: Galactic G40 MKII  
   51333     40mW Green Laser 
 The G40 MKII is the successor of the popular 
G40. In this MKII version an IR remote control 
is added. With this remote it is very easy to 
control the laser without using DMX controllers 
and cables. Besides the remote control you 
still can use DMX, preprogrammed sound & 
auto shows. Just like the B400 it has 8 DMX 
channels and a total of 32 different patterns. 

Special features:
 • IR remote control included
• Compact housing 40mW Green output
• Preprogrammed auto & sound shows
• Master / Slave possibility with other  
   value line lasers 

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 12 Watt
Laser Color: Green
Laser Power: 40mW 532nm
Laser Class: 3B
Scan Speed: Stepping motor
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave,
 DMX
Control Display: 4 Digits LED
DMX Channels: 8
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 
 2007-03
Dimensions: 145 x 160 x 80mm  
 (excl. bracket)
Weight: 1.3Kg
Accessories: Ir Remote, 2 Keys, Interlock 
 test connector 
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Lasercolor:

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 17 Watt
Laser color: Blue
Laser Power: 400mW 450nm
Laser Class: 3B
Scan Speed: Stepping motor
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave,  
 DMX
Control Display: 4 Digits LED
DMX Channels: 8
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2,  
 2007-03
Dimensions: 145 x 160 x 80mm  
 (excl. bracket)
Weight: 1.3Kg
Accessories: IR Remote, 2 Keys, Interlock  
 test connector 

 Galactic B400  
   51334     400mW Blue Laser 
 The B400 is the successor  of the single 
blue color laser in the Galactic Value Line 
series. It has 100mW more laser power then 
the � rst B model and is updated with an IR 
remote control. Just like the G40 it has 8 DMX 
channels and a total of 32 different patterns. 

Special features:
 • IR remote control included
• Compact housing 400mW Blue output
• Preprogrammed auto & sound shows
• Master / Slave possibility with other  
 value line lasers 
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Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 15 Watt
Laser Color: Red, Green, Yellow 
Laser Power: 140mW (100mW 650nm  
 Red, 40mW 532nm Green)
Laser Modulation: TTL
Laser Class: 3B
Scanner: Stepping motor
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave,  
 DMX
Control Display: 4 Digits LED
DMX Channels: 10
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2,  
 2007-03
Dimensions: 145 x 160 x 80mm  
 (excl. bracket)
Weight: 1.3Kg
Accessories: IR remote, 2 Keys, Interlock  
 test connector 

 Galactic RGY-140 MKII  
   51335     140mW Red Green Yellow Laser 
 The RGY-140 MKII is the successor of the 
RGY-140. This MKII version has an IR remote 
included which makes it easy to control 
without DMX controller. It  has bright red, 
green and yellow colors with a total power 
of 140mW. The multicolor lasers from the 
Galactic Value Line can function as a Master 
for the single color laser when they are used 
in Master / Slave mode.  All Multicolor lasers 
from the Galactic Value Line have the same 
personality which makes it easy to combine. 

Special features:
 • IR remote control included
• 32 Patterns and built-in shows
• 140mW, Red, Green and Yellow colors
• Master / Slave possibility with other  
 value line units 

Lasercolors:

 test connector 
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Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 15 Watt
Laser Color: Green, Blue, Cyan
Laser Power: 120mW (40mW 532nm  
 Green, 80mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 3B
Scan Speed: Stepping motor
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave,  
 DMX
Control Display: 4 Digits LED
DMX Channels: 10
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2,  
 2007-03
Dimensions: 145 x 160 x 80mm  
 (excl. bracket)
Weight: 1.3Kg
Accessories: IR remote, 2 Keys, Interlock  
 test connector 

Special features:
 • IR remote control included
• 32 Patterns and built-in shows
• 120mW, Green, Blue and Cyan colors
• Master / Slave possibility with other  
 value line units 

 Galactic GBC-120  
   51336     120mW Green Blue Cyan Laser 
 The GBC-120 is the successor of the popular 
GVC-190 from the value line. However the 
laser power of this new model is a bit less, the 
visible output will be more and the colors will 
also be more intense because of the change 
from violet into blue. All Multicolor lasers 
from the Galactic Value Line have the same 
personality which has 10 DMX channels and 
32 different patterns, this makes them easy 
to combine. 

Accessories: IR remote, 2 Keys, Interlock  
 test connector 

Lasercolors:
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 The RBP-180 is the successor of the RVP-250. Because of the change from violet into blue 
laser it creates the colors more intense and gives a better output. Another addition is the Ir 
remote controller that gives you the possibility to control the laser without DMX. The multicolor 
lasers from Galactic Value Line can function as a Master for the single color laser when they are 
used in Master / Slave mode.  All Multicolor lasers from the Galactic Value Line have the same 
personality which has 10 DMX channels and 32 different patterns. 

Lasercolors:

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 16 Watt
Laser Color: Red, Blue , Purple 
Laser Power: 180mW (100mW 650nm Red, 80mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 3B
Scan Speed: Stepping motor
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave, DMX
Control Display: 4 Digits LED
DMX Channels: 10
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 2007-03
Dimensions: 145 x 160 x 80mm  (excl. bracket)
Weight: 1.3Kg
Accessories: IR remote, 2 Keys, Interlock test connector 

 Galactic RBP-180  
   51337     180mW Red Blue Purple Laser 

Weight: 1.3Kg
Accessories: IR remote, 2 Keys, Interlock test connector 

Special features:
 • IR remote control included
• 32 Patterns and built-in shows
• 180mW Red, Blue and Purple colors
• Master / Slave possibility with other  
 value line units 
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 Galactic RGB-300 Value Line  
   51327     320mW RGB Laser with IR remote 

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 15 Watt
Laser Color: Red, Yellow, Green, Blue, Purple, Cyan, White 
Laser Power: 150mW 650nm Red, 50mW 532nm Green, 100mW 450nm Blue
Laser Modulation: TTL
Laser Class: 3B
Scan Speed: 15K 
Scan Angle: +/-20˚
Control Modes: Auto, Sound, Master/Slave, DMX, IR Remote
Control Display: LED
DMX Channels: 17
Data Connector: In/Out, XLR 3Pin
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 2007-03
Dimensions: 170 x 90 x 80mm (W x D x H excl. bracket)
Weight: 1,6 Kg
Accessories: 2 Keys, Interlock test connector 

 Another affordable addition to the galactic series, the galactic RGB-300 value line. This laser 
has a total power of 300mW with TTL Modulation on 3 laser modules, RGB. It can be controlled 
by DMX or with the included IR Remote. It has many built-in patterns a sound activated & stand-
alone show, and works with master slave. The IR Remote gives you the possibility to control 
colors, patterns and start the auto or sound show. Because an external DMX controller is not 
necessary anymore, this unit is very suitable to use at places where DMX signal is not available. 

Attention, the laser only works when the interlock connector is connected with a remote interlock 
(ordercode 51316). You can test if the laser works properly with the included test connector. If 
you use the laser in public area’s an remote interlock is necesary for safety regulations. 

Special features:
 • 320mW RGB Laser system
• IR Remote control
• DMX, Auto & Sound control
• 80 Built-in patterns 

Accessories: 2 Keys, Interlock test connector 

Lasercolors:
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Lasercolors:

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 25 Watt
Laser Color: Red, Green, Blue
Laser Power: 300mW (150mW 638nm Red, 
50mW 520nm Green, 100mw 450nm Blue)
Laser Modulation: TTL
Laser Class: 3B
Scanner speed: 10K
Scan Angle: +/-30˚
Control Modes: Auto, Sound, Master/Slave, 
 DMX
Control Display: 4 Digits LED
DMX Channels: 17
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 
 2007-03
Dimensions: 145 x 160 x 80mm 
 (excl. bracket)
Weight: 1,9 kg
Accessories: Keyboard, 2 Keys, 
 Interlock connector 

 Galactic TXT  
   51342      
 The Galactic TXT DMX in our Galactic series 
is a text laser which comes with a separate 
keyboard and gives you the possibility to write 
your own text with different colors and shapes.
It has bright red, green and blue colors with 
a total of 300 mW. With these three laser-
diodes you can create Red, Green, Yellow, 
Blue, Purple, Cyan and White colors by TTL 
modulation. The laser can also be controlled 
by DMX and has many different � gures and 
patterns.

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (order code 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 

Special features:
 • Write your own text
• 300 mW RGB laser
• Keyboard included
• Different Auto and Sound shows   
 integrated 
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Special features:
 • Red, Green, Yellow, Blue, Purple, Cyan  
 and White colors
• 80 Patterns 
• 600mW, 15K Scanning
• Different auto and sound shows   
 integrated
• Free upgrade, IR remote control 

Lasercolors:

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 20 Watt
Laser Color: Red, Yellow, Green, Blue,
 Purple, Cyan, White 
Laser Power: 600mW (120mW 650nm Red,
 180mW 532nm Green, 
 300mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 15K 
Scan Angle: +/-40˚
Control Modes: Auto, Sound, Master/Slave,
 DMX
Control Display: 4 Digits LED
DMX Channels: 17
Data Connector: In/Out (XLR 3Pin)
Safety Features: Key switch, Interlock,
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2,
 2007-03
Dimensions: 250 x 204 x 99 mm
 (excl. bracket)
Weight: 2,8 kg
Accessories: 2 Keys, Interlock test
 connector 

 Galactic RGB600 Value Line  
   51325     600mW Red Green Blue Laser 
 The Galactic RGB 600 is the top model of the 
Galactic Value Line series. It has a full color 
output of 600mw created by 3 separate laser-
diodes, Red, Green and Blue.  With these 
three laser-diodes you can create Red, Green, 
Yellow, Blue, Purple, Cyan and White colors by 
TTL modulation. The RGB-600 has 80 patterns 
and different auto or sound to light programs 
which are selectable by DMX. Besides the 
higher power and more possibilities than the 
other models of the Galactic Value Line, the 
RGB-600 is also equipped with a 15K Scanner 
pair. This makes it possible to have faster and 
bigger projections with less � ickering.  If you 
want to have total control of all 80 patterns,  
X-Y movements, scrolling, zooming, speed 
and rotation you can use the 17 Channel DMX 
mode.

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (ordercode 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 
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Lasercolors:

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 50 Watt
Laser Color: Red, Yellow, Green, Blue, 
 Purple, Cyan, White
Laser Power: 1000mW (200mW 638nm 
 Red, 150mW 532nm Green, 
 650mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 20K
Scan Angle: +/-20˚
Control Modes: Auto, Sound, Master/Slave,
  DMX, ILDA
Control Display: 3 Digits LED
DMX Channels: 19
Data Connector: In/Out, XLR 3Pin & ILDA DB25
Safety Features: Key switch, Interlock, 
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 
 2007-03
Dimensions: 290 x 240 x 110mm 
 (excl. bracket)
Weight: 4.2 kg
Accessories: 2 Keys, Interlock connector 
  

 Galactic FX RGB-1000  
   51343     1000mW RGB Laser with 8 effects 
 The Galactic FX RGB-1000 is a 3D 1000mW 
RGB laser unit. It has beautiful clear colors 
created by 3 separate laser-diodes, Red, 
Green and Blue with TTL modulation. The FX 
RGB-1000 can be controlled by DMX and has 
many built-in � gures and patterns, as even 
3D built-in Laser shows. All built-in programs 
are easy selectable in the menu and also 
selectable by DMX. In DMX mode you have 
many possibilities to control the 80 built-in 
patterns like color, clipping, zooming, X-roll, 
Y-Roll, Z-Roll, X-move, Y-move and applying 
effects. You can create your own designs and 
shows with any kind of ILDA laser software. 
The RGB1000 is equipped with a 20K scanner 
pair for smooth projections with less � ickering.

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (order code 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 

Special features:
 • 3D built-in laser shows
• DMX & ILDA control
• 20K Scanner pair
• 8 FX 
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Lasercolors: Special features:
 • DMX & ILDA Control
• Runs pre-programmed shows from SD
• Menu with color display
• 20K scanner pair 

 Galactic RGB720  
   51340     720mW Red/Green/Blue Laser, ILDA & DMX 
 The Galactic RGB720 has all functions of the bigger professional high power RGB lasers from 
Showtec but with the bene� t of a compact solid housing. It can be controlled by DMX running 
preprogrammed patterns and shows with additional effects or controlled with ILDA to create 
personal shows with any ILDA software. The SD slot gives rental company’s dj and musicians 
the opportunity to project homemade patterns or � gures and run them stand alone from the SD 
card. It has a color display which makes it easy to select your desired settings and run mode. 
The RGB720 is a compact powerful and versatile laser that can be used in versatile applications 
controlled or stand-alone. 

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 60 Watt
Laser Color: Red, Yellow, Green, Blue, Purple, Cyan, White
Laser Power: 720mW (150mW 638nm Red, 130mW 532nm Green, 440mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 20K
Scan Angle: +/-20˚
Control Modes: Auto, Sound, Master/Slave, DMX, ILDA
Control Display: Full Color Display
DMX Channels: 19
Data Connector: In/Out, XLR 3Pin & Sub-D 25 Pole
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 2007-03
Dimensions: 320 x 280 x 100mm  (excl. bracket)
Weight: 4,8Kg
Accessories: 2 Keys, Interlock test connector, 2G SD Card 
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Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 68 Watt
Laser Color: Red, Yellow, Green, Blue, Purple, Cyan, White 
Laser Power: 850mW (200mW 638nm Red, 150mW 532nm Green, 500mW 450nm Blue)
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 20K 
Scan Angle: +/-60˚
Control Modes: Auto, Sound, Master/Slave, DMX, ILDA, SD-Card
Control Display: LCD
DMX Channels: 13
Data Connector: In/Out, XLR 3Pin & Sub-D 25 Pole
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 2007-03
Dimensions: 335 x 240 x 165mm (excl. bracket)
Dimensions � ightcase: 760 x 435 x 315mm 
Weight: 11,5 kg
Accessories: 2 Keys, Interlock test connector, � ightcase, ILDA cable, 2G SD card 

 Galactic RGB850  
   51329     850mW Red/Green/Blue Laser, ILDA & DMX 
 The Galactic RGB 850 is the top model of the Galactic Series. Though the power is only 850mW, 
with help of the new 200mW 638nm red laser, the visual brightness is around a 1.2W traditional 
RGB laser with 660nm red laser. It has beautiful clear colors created by these 3 separate laser-
diodes, Red, Green and Blue with TTL modulation. The RGB850 can be controlled by DMX and 
has many built-in � gures and patterns. It can project two built-in patterns at the same time. You 
can also create your own designs and shows with any kind of ILDA laser software. The RGB850 
is equipped with a 20K scanner pair which makes faster and bigger projections possible with 
less � ickering. For rental solutions you can use the SD card slot to run pre-programmed shows 
without any controller. 

Attention, the laser only works when the interlock connector is connected with a remote interlock 
(ordercode 51316). You can test if the laser works properly with the included test connector. If 
you use the laser in public area’s a remote interlock is necessary for safety regulations. 

Special features:
 • Sealed Optics
• DMX & ILDA control
• 20K Scanner pair
• Very wide beam angle
• Runs pre-programmed shows from  
 SD card
• Flightcase, ILDA cable & 1G SD card  
 included 

Dimensions: 335 x 240 x 165mm (excl. bracket)
Dimensions � ightcase: 760 x 435 x 315mm 
Weight: 11,5 kg
Accessories: 2 Keys, Interlock test connector, � ightcase, ILDA cable, 2G SD card 

Lasercolors:

 ENTERTAINMENT LIGHTING 

 Lasers 
 LIGHTEFFECTS 



 Maingroup 
 Subgroup 

525

Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 38 Watt
Laser Color: Green 532nm
Laser Power: 300mW
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 20K 
Scan Angle: +/-40˚
Control Modes: 2xAuto, 2xSound, Master/Slave, DMX,ILDA, SD-Card
Control Display: LCD
DMX Channels: 13
Data Connector: In/Out, XLR 3Pin & Sub-D 
 25 Pole
Safety Features: Key switch, Interlock, Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2, 2007-03
Dimensions: 385 x 310 x 162 mm (excl. bracket)
Weight: 8 kg
Accessories: 2 Keys, Interlock test  connector, 1G SD card 

 Galactic G300  
   51332     300mW Green Laser, ILDA & DMX 

Special features:
 • Sealed Optics
• DMX & ILDA control
• 20K Scanner pair
• 2 Auto & Sound shows, 86 built-in  
 patterns
• Runs pre-programmed shows from  
 SD card
• 1G SD card included
• Same personality as B300 

Lasercolor:

Accessories: 2 Keys, Interlock test  connector, 1G SD card 

 The Galactic G300 is a single 532nm green color laser. Green is the most impressive color for 
laser shows and because of the 300mW laser module this unit makes powerful beam shows. If 
you like to create a more impressive show you can combine the G300 with the Showtec B1000 
(51331). Both units have the same functionality and personality which makes programming 
together very easy. It also has built-in laser shows and together with the master-slave function 
you can run an impressive laser show without any preparation. The Galactic B300 can be 
controlled by DMX or programmed with any laser software using the ILDA protocol. For rental 
solutions you can use the SD card slot to run pre-programmed shows without controller.

Attention, the laser only works when the interlock connector is connected with a remote interlock 
(ordercode 51316). You can test if the laser works properly with the included test connector. If 
you use the laser in public area’s a remote interlock is necessary for safety regulations. 
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Technical information:
 Power Input: AC 100-240V, 50/60Hz
Power Consumption: 40 Watt
Laser Color: Blue 450nm
Laser Power: 1000mW
Laser Modulation: TTL
Laser Class: 4
Scan Speed: 20K 
Scan Angle: +/-40˚
Control Modes: 2xAuto, 2xSound, 
 Master/Slave, DMX, ILDA, 
 SD-Card
Control Display: LCD
DMX Channels: 13
Data Connector: In/Out, XLR 3Pin & 
 Sub-D 25 Pole
Safety Features: Key switch, Interlock,
 Safety eye
Laser Safety: EN/IEC 60825-1 Ed 2,
 2007-03
Dimensions: 385 x 310 x 162 mm
 (excl. bracket)
Weight: 8 kg
Accessories: 2 Keys, Interlock test 
 connector, 1G SD card 

 Galactic B1000  
   51331     1W Blue Laser, ILDA & DMX 
 The Galactic B1000 is a professional 1Watt 
Blue laser. Due to the strong 1W output this 
unit is capable of making great beam shows 
at in- and outdoor events. If you combine the 
B1000 with his brother G300 (51332) you can 
make more creative beam shows. The unit 
has a 20K scanner pair which makes bigger 
projections possible with less � ickering. It 
can be controlled by DMX, ILDA or operate 
in stand-alone mode with a pre-programmed 
show on SD card.

Attention, the laser only works when the 
interlock connector is connected with a 
remote interlock (ordercode 51316). You 
can test if the laser works properly with the 
included test connector. If you use the laser in 
public area’s a remote interlock is necessary 
for safety regulations. 

Special features:
 • Sealed optics
• DMX & ILDA control
• 20K Scanner pair
• 2 Auto & Sound shows, 86 built-in  
 patterns
• Runs pre-programmed shows from  
 SD card
• 1G SD card included
• Same personality as G300 

Lasercolor:
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   51316      with 10 m cable 
   51319      with 10m cable, big connector 

 Bounce Mirror for Laser 

   32090       

 The Bounce Mirror is an ideal tool to extend your lasershow. The Bounce mirror has a high 
quality surface coated mirror for optimal re� ections.
Before using the bounce mirror make sure that the lasershow complies with your local 
regulations. 

 Remote Interlock 
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 1m string for Pixel bubble mkII 

   41095      

 Extension cable for Pixel Bubble 80 mkII 

Length:

   41096      43cm 

   41097      100cm 

 Endterminator for Pixel Bubble MKII  
   41098      
 Endterminator for Pixel Bubble MKII. This endterminator 
must always be applied on each last bubble string attached 
to the system. Otherwise the system will not work properly. 
Endterminators are always included with the Pixelbubble MKII 
but can be ordered separately if necessary 

 Pixel Bubble 80 MKII  
   41094     incl 15 strings 

 The Pixel Bubble 80 MKII is a visual effect created by a matrix of 50mm RGB balls. It has a lot of 
useful improvements towards the � rst version. The length of the strings of pixel bubble 80 MKII 
can be adjusted with 1 meter from 2 till 6 meters. The standard set is delivered with 15 pcs of 
1m strings which gives you 5 rows of 3 meter. Another big improvement is control protocols, 
besides the standard DMX protocol the pixcel bubble MKII can also be controlled with pixel 
map software by Artnet or Klingnet. A user-friendly menu will give you the possibility to set all 
network parameters, or select the correct DMX channel setting and address. It is also loaded 
with vivid patterns which can be selected in the basic DMX mode if you like to use it without 
any kind of preparation. The built-in Ethernet switch makes it possible to easily daisy chain your 
data network, external switches or routers are no longer needed. With the pixelbubble 80 MKII 
you can give your lightshow a creative visual boost. 

Special features:
 • DMX, Klingnet & Artnet
• Built-in Ethernet switch
• Including 15 strings (3m)
• Adjustable length 2-6m 

Technical Information 
 Light source: 5050SMD RGB Led
Pixel Pitch: 200mm
Included strings: 15 (W5/L3)
String length: 1m
Max length: 6m
Bubbles / string: 5
Beam angle: 360°
Refresh rate: 444Hz
Operation: DMX, Klingnet, Artnet, 
 Built-in programs 
DMX channels: 12, 150, 225, 300, 375, 450
Power Supply: 100~240VAC...50/60Hz
Power Consumption: 90W max @ FO

Mounting: top mounting points 3x 
 M8 and 2x M10
Bar Size: 65 x 72 x 1050mm
Bubble Size: 50mm 
Operating temp: -5° -  +40°
Cooling: Convection
Power Connections: Blue/White Power connector
Data Connection: RJ-45 in/out built-in switch
Environment: IP-20
Weight: 2,5Kg 

Power Consumption: 90W max @ FO

Technical information:

 Powersupply: AC-230V - 50Hz
Power consumption: 28 Watt
Power consumption 1 Ball: 1,4 Watt
Ball size: 100 mm
LED Balls: 20 pcs
Colour: RGB automatic change
Cable length: 21 m
IP rating:  IP-44 

 Festivallightset LED  
   40647     RGB, 20 x LED Bulb 100 mm 

 LED Shapes 
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 Pixel Tube Set 96  
   41099      
 The Pixel Tube set creates dynamic and stunning visual effects to any venue or gig. Multiple 
Pixel Tubes even can create impressive 3D effects. Controlling of the Pixel Tubes is easy by 
DMX, Artnet or Klingnet allowing pixel mapping or full media control.
Every tube is 150cm long and contains 32 pixels with a pitch of 45mm. Due to the transparent 
tubes the Pixel Tube Set has an viewing angle of 360 degrees. 

Special features:
 • DMX, Klingnet & artnet
• Built-in Ethernet switch
• Ready to use
• Built-in programs 

Technical Information 
 Light source: 5050SMD RGB LED
Pixel Pitch: 45mm
Included tubes: 5
Tube length: 150cm (not extendable)
Beam angle: 360°
Refresh rate: >500 Hz
Operation: DMX, Artnet, Klingnet, Artnet
DMX Channels: 12, 150, 225, 300, 375, 425
Power supply: 100-240VAC…50/60Hz
Power consumption: 90W max @FO
Mounting: top mounting points 3x M8 and 2x M10
Bar Size: 65 x 72 x 1050mm
Operating temperature: -5°C - +40°C
Cooling: Convection
Power connection: Blue/White power connector
Data connection: RJ45 in/out. Built-in switch
Environment: IP-20
Weight: 4 kg 

 LED Shapes 
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 LED Octostrip Set MKII  
   42230     Section control 

Technical information:
 Strips
Length: 1m
Sections: 8
Cable length: 1m
Connection: 5p XLR male connector
LED system: 5050 RGB
Rigging: M10 sliding pro� le
Dimensions: 1000 x 30 x 50 mm
Weight: 1,4 kg
IP Rating: IP-20

Controller
Input voltage: 100-240V / 50-60Hz (auto ranging)
Power consumption: 90W at full output
On Board: Display
Modes: DMX, Auto, Sound, Manual
Control protocol: DMX-512, Artnet
Control personality: 6Ch, 8Ch, 14Ch, 26Ch, 50Ch, 192Ch, 208Ch
Color: Black
Housing: Metal
Outputs: 5p XLR female
Max cable length: 6m
Data connections: XLR 3p & RJ-45 
Power connections: Pro power in- & output
Dimensions: 360 x 200 x 95 mm 
Weight: 2,3 kg
Certi� cation: CE
Max. ambient temp: 40° 

 The LED Octostrip MKII is the successor of the popular Octostrip. It is a complete plug-and-
play set; consisting of 8 LED strips, a controller and eight 5-meter long XLR extension cables. 
The new LED Octostrip MKII can control each strip’s 8 individual RGB sections, along with 
the corresponding dimmer and strobe settings. The controller supports ArtNet protocol, which 
facilitates the use of device while operating in the full RGB mode (192CH mode). It has updated 
color presets and built-in color � ows for use of horizontal and vertical directions which are 
accessible via DMX (in 6CH, 8CH, 14CH, 26CH and 50CH channel modes). Because of the 
exact same design It is possible to combine the Octostrip MKI to the new Octostrip MKII. 
However, in such case, it is not advisable to operate the old and the new version of the device 
in Auto mode, as the built-in programs differ per version. 

Special features:
 • 8 strips with 8 RGB Sections
• 5m extension cables included
• DMX & Art-net control • DMX & Art-net control 
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Technical information:

 • Indoor use
• RGB colourmixing
• Standalone, music control, Master-slave 
• DMX-512 (3 pin XLR)
• 6 channels
• AC 220-240 Volt /50Hz 

   41125      30 cm 

   41126      50 cm 

   41127      100 cm 

 LED Sphere Direct Control 

Project: Family parc “Bobbejaanland”-Lichtaart (B)  Production: P.F.L. - Lille (B)

Technical information:

 • Indoor use
• RGB colourmixing
• Standalone, music control, Master-slave 
• DMX-512 (3 pin XLR)
• 3 channels: red, green, blue
• AC 220-240 Volt /50Hz w

 LED Cube Direct Control  
   41131     30 cm 
 The LED Cube is only available in 30 cm. 

 LED Shapes 
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Technical information:

 Power supply: 230V / 50 Hz
Power consumption: 40W
Control: DMX / Audio / Master/Slave
LED: 1W LED’s. Separate 9x Red, 9x Green, 9x Blue.
Height Cone: 250cm
Height Pyramid: 200cm
Weight: 4 kg 

 Aircone 1W LED  
   40313      
 The brighter version of the already popular aircone DMX. This aircone is equipped with 27 x 1W 
LEDs ensuring a higher brightness. 
Delivery is including strait cone and pyramid cone. The size of the cones is similar to the normal 
version and therefore fully interchangeable.
The LED aircone can be controlled by DMX, stand alone or master/slave. 

 Separate Pyramid Sleeve for 
LED Aircone  
   40319      
  

 Separate Cone Sleeve for 
LED Aircone  
   40318      
  

 LED Aircone DMX  
   40312     Colourchanging lightshapes 
 The Showtec Aircone DMX is a complete and versatile Aircone. It has a powerful fan and its 
total height is 2,5 m. The Aircone is illuminated by LEDs with a RGB colourmixing function. The 
Aircone can work on an automatic program, music-controlled or by DMX. Due to its powerful 
fan the Showtec Aircone can be used in any position (indoor only). For outdoor use it has a 
protection degree of IP-44. The Aircone comes complete with two shapes: the cilinder and the 
pyramid shape. 

Technical Information 
 • Complete with Cilinder and Pyramid shape
• DMX Control
 & Audio Function
• RGB Colour mixing
• Power Supply: 240V/50 Hz
• Power Consumption: 150W
• Height 2,5 m
• Weight: 9,72 kg 

Showtec LED Aircones · Production: Happy Music - Sommelsdijk (NL)
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 Dance� oor Sparkle RGB  
   42330      

Technical information:
 LED Quantity: 16x RGB
LED Type:  5050SMD
Control protocol: RF
Control: Programs, Colors, Speed, Brightness.
Panel Size: 607 x 607 x 30 mm
Power consumption: 8W
Panel weight: 8,5 kg
IP rating: IP20 back, IP44 top.
Max load: 350kg per panel 

 The Showtec Dance� oor Sparkle RGB is a stylish yet user friendly dance� oor which is ideal 
for wedding, corporate events, dance parties etc. The dance� oor has a safe low voltage DC 
connection which make it very easy to connect. Data signals are send by RF which minimizes 
the number of cable connection. The 6mm thick acrylic top cover is extremely robust, 
maintenance free and easy to clean.
16 bright RGB LED’s separated in four groups give a dazzling effect to your gig. The brightness 
of the LED’s, speed, colors and 32 programs can be adjusted by the DMX controlled RF Remote 
Box (Optional) 

Special features:
 • Compact size
• Easy to assemble
• Lightweight
• Affordable pricing 

 LED Shapes 
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 Dance� oor Sparkle PSU  
   42331      

Technical information:
 Power input: 90-240V – 50/60Hz
Power consumption: 400W
Power output: 28V DC, 14,3A
Dimensions: 200 x 130 x 100mm
Weight: 3 kg
IP Rating: IP 20
Power connection: IEC 

 Dedicated Power Supply for the Dance� oor Sparkle RGB. It has a long 6m cable in order that 
the PSU can be put on another place than the Dance� oor. The cable has 5 outputs. Each output 
can connect up to 9 panels. The maximum number of panels which can be connected to this 
PSU is 45 pieces. 

Dedicated Power Supply for the Dance� oor Sparkle RGB. It has a long 6m cable in order that Dedicated Power Supply for the Dance� oor Sparkle RGB. It has a long 6m cable in order that 
the PSU can be put on another place than the Dance� oor. The cable has 5 outputs. Each output the PSU can be put on another place than the Dance� oor. The cable has 5 outputs. Each output 
can connect up to 9 panels. The maximum number of panels which can be connected to this can connect up to 9 panels. The maximum number of panels which can be connected to this 

 Dance� oor Sparkle DMX Box  
   42332      

Technical information:
 Power input: 9V DC / 1000mA (adapter included)
DMX Channels: 5
Control: Master Dimmer, Programms, Color, Speed, Synchronisation
RF Frequency: 2,4 GHz
Dimensions: 150 x 130 x 40mm 

 The Dance� oor Sparkle DMX Box is an intuitive interface which allows you to select the colors, 
programs, intensity and speed of your dance� oor by DMX. The antenna transmits the signal to 
your dance� oor  by RF in order minimize the needs of cables. 

 Ramp+Corner for Dance� oor Sparkle  
   42336     61cm with corner 

Technical information:
 Material: Aluminium
Corner: Right side
Dimensions: 700 x 95 x 30 mm 

Technical information:
 Material: Aluminium
Dimensions: 607 x 95 x 30 mm 

 Material: Aluminium
Dimensions: 1214 x 95 x 30 mm 

   42335      61cm 

   42337      122cm 

 Ramp for Dance� oor Sparkle 
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   41700     100 LEDS/10M/LED Space 10cm 

   41701     200 LEDS/20M/LED Space 10cm 

 LED Rubber String Light WW 

 The LED Rubber string light is a popular and decorative light which can be widely used for 
seasonal decoration. Due to the sturdy rubber cable the string light can be used outdoor and 
can reach an IP rating of IP44. Maximum 8 sets can be connected together on one power cord. 
Delivery is including one power cord. 

   41710     100 LEDS/10M/LED Space 10cm 

   41711     200 LEDS/20M/LED Space 10cm 

 LED Rubber Twinkle Light WW 

 The LED Twinkle light is an affordable and decorative effect which is very suitable for seasonal 
decoration as well of illuminations in gardens, trees and terraces. The LED Twinkle light is 
available in 2 sizes: 10m and 20m. Both versions are delivered complete with controller and 
power cord. Maximum 2 sets can be connected together on 1 controller. The Controller has 8 
different built-in programs which can be selected 

   41720     500 LEDS/20 LEDS/1.5M string 

   41721     900 LEDS/36 LEDS/3M string 

   41722     1200 LEDS/60 LEDS/6M string 

 LED Rubber Curtain Light WW 

 The LED Curtain light is a popular and creative 
light which is very suitable for decorative and 
seasonal lighting applications. 
It is available in 3 different sizes and up to 3 
sets can be connected (and mixed) together.
The LED Curtain light comes complete with 
power cord and is ready to use. 

 LED Flexilight 
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   41730     176 LEDS/200x100cm, connectable 

   41731     228 LEDS/300x200cm, connectable 

   41732     540 LEDS/400x200cm, connectable 

 LED Rubber Net Light WW 

 LED Net Light is a highly decorative lighting 
effect which will � t in many venues. It is made 
of sturdy rubber cables and can be used 
temporarily outdoor due to its IP44 rating. The 
LED net light is connectable in order multiple 
units can be connected on one power supply. 

   41740     112 LEDS, connectable 

   41741     144 LED, connectable 

 LED Rubber Icicle Light WW 

 The LED Icicle light contains many strings in 
different lengths which looks like icicles in 
winter.
It brings a highly decorative effect to your 
festive or seasonal decoration. It is made 
of sturdy rubber cable and is connectable 
ensuring quick installation. 

   41760     IP44, 50m, without lamps 

 Belt Light E27, Black cable 

 Belt light is an ideal solution for decorative 
lighting of festivals, outdoor areas, seasonal 
decoration and many other applications.
It is made of black rubber cable and has a bulb 
spacing of 100cm. The length from the plug to 
the � rst socket is 250cm. 

 LED Flexilight 
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 Flexstrip Set RGB  
   42770     300 cm 

Technical information:
 LED:  5050 RGB, 30 LEDs per meter. 
Length:  300 cm
Power consumption:  18W
Power supply:  12V, 1.5A 
PCB color:  White, 10mm wide
Beam angle:  120 degrees
IP Rating: IP20
Included:  Controller, IR remote, Power supply

The Flex-Strip Set should not be used in sealed or hot places. Always mount on an aluminium or metal surface 
for best heat dissipation. It is not possible to extend the strip without using a repeater. 

 A plug and play Flexstrip set which can be used for numerous applications. The Flexstrip set 
comes including power supply, IR remote control and 300cm of Flexstrip. Operating is easy 
with the IR remote control that allows you to set � xed colors and smooth color change fades. 

Special features:
 • Plug and Play
• Cost Effective
• Infra Red Remote Controller included
• Built-in Programs (fades)
• 3M Tape 

Technical information:
 LED:  5050 RGB, 30 LEDs per meter. 
Length:  500 cm
Power consumption:  12W
Power supply:  12V, 1A 
PCB color:  White, 10mm wide
Beam angle:  120 degrees
IP Rating: IP20
Included:  Controller, IR remote, Power supply

The Flex-Strip Set should not be used in sealed or hot places. Always mount on an aluminium or metal surface 
for best heat dissipation. It is not possible to extend the strip without using a repeater. 

 Flexstrip Set RGB  
   42775     500cm 
  

Special features:
 • Plug and Play
• Cost Effective
• Infra Red Remote 
 Controller included
• Built-in Programs (fades)
• 3M Tape 

 Flexstrip Set RGB  
  42775   500cm 

 Plug & Play Lightsets 
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 Flexstrip Set IP44 RGB  
   42771     500cm 

Technical information:
 LED: 5050 RGB LED, 30 LED per meter
Length: 500cm
Power consumption: 20W
Power supply: 12V DC 1,5A
PCB color: white
Connection: dedicated 4 pin IP44 connector
Coating: silicon
Beam Angle: 120 degrees
IP Rating: IP44
Included: Controller, IR remote control, IR-receiver Power Supply

The Flex strip set should not be used in sealed or hot places ! Always mount on an aluminium or metal surface 
for best heat dissipation. It is not possible to extend the strip. 

 The Flex strip set is a plug and play set. The Flex strip has a total length of 500cm and is 
protected with a silicon coating which gives the set an IP-grade of IP44. Therefore the Flex strip 
set is suitable for mounting in humid environments. It is not recommended to use this strip for 
continuous outdoor use.
The Flex strip set comes including external IR-eye, IR remote control, power supply and approx. 
10 mounting clamps. 

Special features:
 • Plug and Play
• IP44 protection rate
• Infra Red remote control
• External IR Eye (included) 

 Flexstrip Set RGBW  
   42774     300cm 

Technical information:
 LED: 5050 RGBW, 30 LEDs per meter. 
Length: 300 cm
Power consumption: 26W
Power supply: 12V, 2A 
PCB color: White, 12mm wide
Beam angle: 120 degrees
IP Rating: IP20
Included: Controller, IR remote, Power supply

The Flex-Strip Set should not be used in sealed or hot places. Always mount on an aluminium or metal surface 
for best heat dissipation. It is not possible to extend the strip without using a repeater. 

 The Flexstrip Set RGBW combines RGB color mixing with warm white LED’s in order to have a 
4 color color-mixing. This ensure perfect white tones, vivid color changes as well gives you the 
opportunity to control pastel color tones. This makes it to a perfect solutions for numerous 
decorative lighting applications.
The Flexstrip Set RGBW comes including IR remote, power supply and 
controller. 

Special features:
 • Plug and Play
• RGBW LED
• Infra Red Remote Controller included
• Built-in Programs (fades)
• 3M Tape 

The Flexstrip Set RGBW combines RGB color mixing with warm white LED’s in order to have a 
4 color color-mixing. This ensure perfect white tones, vivid color changes as well gives you the 
opportunity to control pastel color tones. This makes it to a perfect solutions for numerous 

The Flexstrip Set RGBW comes including IR remote, power supply and 

• RGBW LED
• Infra Red Remote Controller included
• Built-in Programs (fades)
• 3M Tape 

 Plug & Play Lightsets 
 DECOLIGHTS 

 ENTERTAINMENT LIGHTING 
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 Digital Flex Strip RGB  
   42773     500cm, IP20, section play 

Technical information:
 LED: 5050RGB 
Length: 500cm
Power consumption: 24W
Power supply: 12V DC 2A
PCB color: White 10mm wide
Beam angle: 120 degrees
IP Rating: IP20
Included: Controller, IR remote controller, Power supply.

The Digital Flex Strip Set should not be used in sealed or hot places. Always mount on an aluminium or metal 
surface for best heat dissapation. It is not possible to extend the strip. 

 Create impressive and versatile backlights with this plug and play Flex strip with cool built in 
patterns and � ows. All patterns and 
effects can be controlled by the IR remote controller (included). The set is ready to use and 
comes including remote controller and power supply. The Digital Flex Strip has self adhesive 
3M tape on the back for easy mounting. 

Special features:
 • Plug and play
• Impressive and versatile backlight
• 164 programs built in.
• Simple to operate 

 Flexstrip Set UV  
   42776     500cm 
Technical information:
 LED:  3528 UV, 60 LEDs per meter. 
Length:  500 cm
Power consumption:  24W
Power supply:  12V, 2A 
PCB color:  White, 10mm wide
Beam angle:  120 degrees
IP Rating: IP20
Included:  Controller, IR remote, Power supply

The Flex-Strip Set should not be used in sealed or hot places. Always mount on an aluminium or metal surface 
for best heat dissipation. It is not possible to extend the strip without using a repeater. 

  

Special features:
 • Plug and Play
• Infra Red Remote Controller included
• Built-in 10 level Dimmer
• 3M Tape 

 Plug & Play Lightsets 
 DECOLIGHTS 

 ENTERTAINMENT LIGHTING 
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 LED Strip Set 4x 40cm RGB  
   42772      

Technical information:
 LED: 5050 RGB
Length: 4x 40cm
Extension cable length: 50cm
Power consumption: 18W
Powersupply: 12V 1,5A
PCB color: White
Beam Angle: 120 degrees
Included: 4 LED strips, IR remote, controller, power supply, mounting clips, 3 extension cables
IP Rating: IP20 

 The LED Strip set is a plug and play set. The LED Strip Set contains 4 LED strips of 40 cm each.  
The LED Strip set is a perfect solution for use in furniture, coves, backlight of TV and numerous 
other creative applications. 
The LED Strip set comes including controller, IR remote control, 3 extension cables, power 
supply and approx. 8 mounting clamps. 

Special features:
 • Plug and Play
• Including IR Remote control
• Easy to operate
• Preprogrammed chases and colors 

 Plug & Play Lightsets 
 DECOLIGHTS 

 ENTERTAINMENT LIGHTING 
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Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 3.2 W
• Protection class: III
• LED color : RGB
• Light output: R – 55 Lm, G – 99 Lm, B – 38 Lm, RGB – 166 Lm
• Beam angle LED: 16°
• Dimensions: Ø49.8 x 67 mm
• Mounting depth: 67 mm
• Mounting sizes: depending on frame
• Product weight: 0.17 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

 Vigo Spot 3/1  
   A0139503     RGB 3-in-1 1x3 W MR-16 

Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 13 W
• Protection class: III
• LED color : RGB
• Light output: R – 158 Lm, G – 303 Lm, B – 78 Lm, RGB – 518 Lm
• Beam angle LED: 31°
• Dimensions: Ø110.5 x 58 mm
• Mounting depth: 58 mm
• Mounting sizes: depending on frame
• Product weight: 0.65 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

 Vigo Spot 12  
   A0139507     RGB 12x1 W AR111 

Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 13.5 W
• Protection class: III
• LED color : RGB
• Light output: R – 185 Lm, G – 300 Lm, B – 101 Lm, RGB – 510 Lm
• Beam angle LED: 16°
• Dimensions: Ø110.5 x 66 mm
• Mounting depth: 66 mm
• Mounting sizes: depending on frame
• Product weight: 0.65 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

 Vigo Spot 4  
   A0139508     RGB 3-in -1 4x3 W 

 Recessed 
 DOWN-LIGHTS 

 ARCHITECTURAL LIGHT 
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 Vigo Strip 24  
   A0243024     RGB 24x1 W 

Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 24 W
• Protection class: III
• LED color : RGB
• Light output: RGB – 480 Lm
• Beam angle LED: 25 x 6°
• Dimensions: 800 x 57 x 75 mm
• Product weight: 1.4 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 36 W
• Protection class: III
• LED color : RGB
• Light output: RGB – 720 Lm
• Beam angle LED: 25 x 6°
• Dimensions: 1200 x 57 x 75 mm
• Product weight: 2.6 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

 Vigo Strip 36  
   A0243036     RGB 36x1 W 

Technical information:

 • Input voltage: CC - 350 mA
• Power consumption: 13 W
• Protection class: III
• LED color: RGB
• Light output: RGB - 240 Lm
• Beam angle LED: 25 x 6°
• Dimensions: 400 x 57 x 75 mm
• Product weight: 0.9 Kg
• IP rating: IP20
• Driver included/excluded: excluded 

 Vigo Strip 12  
   A0243012     RGB 12x1 W 

 Surface 
 WALL LIGHTS 

 ARCHITECTURAL LIGHT 
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 Berkely-1R RGB  
   A0522115     1x2 W 3-in-1 LED   

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 3 W
• LED color: RGB
• Light output: R – 42 Lm, G – 58 Lm, B – 20 Lm
• Beam angle LED: 30°
• Dimensions: 55x55x100 mm
• Mounting depth: 135 mm
• Mounting size: Ø85x135 mm
• Product weight: 0.43 Kg
• Protection rating: IP67
• Driver included/excluded: excluded 

 Berkely-1SQ RGB  
   A0522116     1x2 W 3-in-1 LED   

 Vegas-T9R RGB  
   A0520214     3x2 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 7 W
• LED color: RGB
• Light output: R – 80 Lm, G – 150 Lm, B – 45 Lm
• Beam angle LED: 20°
• Dimensions: 116x116x110 mm
• Mounting depth: 150 mm
• Mounting size: Ø102x150 mm
• Product weight: 0.97 Kg
• Protection rating: IP67
• Driver included/excluded: excluded 

 Vegas-T9SQ RGB  
   A0520215     3x2 W 3-in-1 LED 

 Low Voltage 
 INGROUND SPOTS 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 46 W
• Dimming: DMX
• Channels: 7
• DMX addresses : 512
• LED color: RGB
• Light output: R -340 Lm, G – 686 Lm, B – 235 Lm
• Beam angle: 16°
• Dimensions: Ø320x146 mm
• Product weight: 10.3 Kg
• IP rating: IP67
• Driver included/excluded: included 

 Porto Ground 12 RGB  
   A0520435     12x3 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 17 W
• LED color: RGB
• Light output: R – 156 Lm, G – 328 Lm, B – 107 Lm
• Beam angle LED: 30°
• Dimensions: Ø173x100 mm
• Mounting depth: 150 mm
• Mounting size: Ø162x150 mm
• Product weight: 1.6 Kg
• Protection rating: IP67
• Driver included/excluded: excluded 

 Aurora-6R RGB  
   A0522120     6x2 W 3-in-1 LED 

 Low Voltage  / High Voltage
 INGROUND SPOTS 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 24 VDC
• Power consumption: 34 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø205x88 mm
• Mounting depth: 126 mm
• Mounting size: Ø169x126 mm
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 Linz-12R RGB  
   A0620345     12x2 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 24 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø180x77 mm
• Mounting depth: 120 mm
• Mounting size: Ø156x120 mm
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 Linz-6R RGB  
   A0620335     6x2 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 15 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø135x58 mm
• Mounting depth: 120 mm
• Mounting size: Ø127x120 mm
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 Linz-4R RGB  
   A0620325     4x2 W 3-in-1 LED 

 Linz-1R RGB  
   A0620315     1x3 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 4.2 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø68.5x103 mm
• Mounting depth: 135 mm
• Mounting size: 137x84x135 mm
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 IP-68 
 UNDERWATER LIGHTS 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 24 VDC
• Power consumption: 34 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø200x65 mm
• Water jet pipe: G 1 1 / 2 ” taper
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 Catar-12R RGB  
   A0620210     12x2 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 17 W
• LED color: RGB
• Beam angle LED: 30°
• Light output: R – 151 Lm, G – 339 Lm, B – 111 Lm
• Rotation: horizontal/vertical
• Dimensions: 165x152x78 mm
• Product weight: 1.08 Kg
• Protection rating: IP65
• Driver included/excluded: excluded 

 Buckie-M6 RGB  
   A0720224     6x2 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 11 W
• LED color: RGB
• Beam angle LED: 25°
• Dimensions: Ø115x32 mm
• Mounting size: 166x133x32 mm
• Protection rating: IP68
• Driver included/excluded: excluded

Please note that this � xture must be installed under water at a maximum depth of 1 meter. 

 Ibiza-6R RGB  
   A0620064     6x1.5 W 3-in-1 LED 

Technical information:

 • Input voltage: 24 VDC
• Power consumption: 8 W
• LED color: RGB
• Beam angle LED: 30°
• Light output: R – 101 Lm, G – 172 Lm, B – 58 Lm
• Rotation: horizontal/vertical
• Dimensions: 113x112x63 mm
• Product weight: 0.83 Kg
• Protection rating: IP65
• Driver included/excluded: excluded 

 Buckie-S3 RGB  
   A0720223     3x2 W 3-in-1 LED 

 IP-68  / 24V
 UNDERWATER LIGHTS  / GARDEN AND STREETLIGHTS

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 12 W
• Protection class: I
• Color temperature: 3000 K
• Light output: 800 Lm
• CRI: 70
• Beam angle LED: 100°
• Dimensions: 170x55x195 mm
• Product weight: 0.9 Kg
• IP rating: IP65
• Driver included/excluded: included 

 Amaro-10WW  
   A0720068     10 W COB LED 3000 K 

Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 34 W
• Protection class: I
• Color temperature: 3000 K
• Light output: 2650 Lm
• CRI: 70
• Beam angle LED: 100°
• Dimensions: 245x75x315 mm
• Product weight: 2.4 Kg
• IP rating: IP65
• Driver included/excluded: included 

 Amaro-30WW  
   A0720071     30 W COB LED 3000 K 

 Amaro-10NW  
   A0720069     10 W COB LED 4000 K 

 Amaro-30NW  
   A0720072     30 W COB LED 4000 K 

 Amaro-10CW  
   A0720070     10 W COB LED 6000 - 6500 K 

 Amaro-30CW  
   A0720073     30 W COB LED 6000 - 6500 K 

 230V 
 GARDEN AND STREETLIGHTS 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 55 W
• Protection class: I
• Color temperature: 3000 K
• Light output: 4550 Lm
• CRI: 70
• Beam angle LED: 100°
• Dimensions: 320x100x390 mm
• Product weight: 4.4 Kg
• IP rating: IP65
• Driver included/excluded: included 

 Amaro-50WW  
   A0720074     50 W COB LED 3000 K 

Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 105 W
• Protection class: I
• Color temperature: 3000 K
• Light output: 8000 Lm
• CRI: 70
• Beam angle LED: 100°
• Dimensions: 385x120x470 mm
• Product weight: 6.9 Kg
• IP rating: IP65
• Driver included/excluded: included 

 Amaro-100WW  
   A0720077     100 W COB LED 3000 K 

 Amaro-50NW  
   A0720075     50 W COB LED 4000 K 

 Amaro-100NW  
   A0720078     100 W COB LED 4000 K 

 Amaro-50CW  
   A0720076     50 W COB LED 6000 - 6500 K 

 Amaro-100CW  
   A0720079     100 W COB LED 6000 - 6500 K 

 230V 
 GARDEN AND STREETLIGHTS 

 ARCHITECTURAL LIGHT 
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 230V 
 GARDEN AND STREETLIGHTS 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 78 W
• Protection class: II
• LED color: RGB
• Light output: R – 675 Lm, G – 1546 Lm, B – 424 Lm, RGB – 2404 Lm
• Beam angle LED: 18°
• Dimensions: 310x119x327 mm
• Product weight: 4.4 Kg
• IP rating: IP66
• Driver included/excluded: included
• Dimming: DMX 

 Carlow 72  
   A0720051     RGB 24x3 W 

Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 24 W
• Protection class: II
• LED color: RGBWA
• Light output: R – 89.3 Lm, G – 243 Lm, B – 58 Lm, 
  W – 206 Lm, A – 143 Lm, RGBWA – 587 Lm
• Beam angle LED: 28°
• Dimensions: 220x194x113 mm
• Product weight: 1.45 Kg
• IP rating: IP66
• Driver included/excluded: included
• Dimming: DMX 

 Carlow 30  
   A0720060     RGBWA 7x3 W 

Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 89 W
• Protection class: II
• LED color: RGBWA
• Light output: R – 332 Lm, G – 945 Lm, B – 201 Lm, 
  W – 818 Lm, A – 546 Lm, RGBWA – 2385 Lm
• Beam angle LED: 28°
• Dimensions: 310x119x327 mm
• Product weight: 4.4 Kg
• IP rating: IP66
• Driver included/excluded: included
• Dimming: DMX 

 Carlow 120  
   A0720061     RGBWA 12x10 W 

Technical information:

 • Input voltage: 100-240 VAC
• Power consumption: 22 W
• Protection class: II
• LED color: RGB
• Light output: R – 202 Lm, G – 389 Lm, B – 121 Lm, RGB – 630 Lm
• Beam angle LED: 18°
• Dimensions: 178x156x113 mm
• Product weight: 1.48 Kg
• IP rating: IP66
• Driver included/excluded: included
• Dimming: DMX 

 Carlow 21  
   A0720050     RGB 7x3 W 

 230V 
 GARDEN AND STREETLIGHTS 
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 The Santiago Ribbon is the latest addition to our LED strip program. This 20 meter constant 
current LED strip is available is different color temperatures. Because of its length, the Santiago 
Ribbon is ideal to be used in large projects. We recommend to connect a power supply on both 
sides of the LED strip. 

 Santiago Ribbon 

   A0852203    
 Santiago Ribbon 4000 K - 60 - 24 VDC 

   A0852202    
 Santiago Ribbon 3000 K - 60 - 24 VDC 

   A0852201    
 Santiago Ribbon 2700 K - 60 - 24 VDC 

   A0852200    
 Santiago Ribbon 2400 K - 60 - 24 VDC 

Santiago Ribbon 60 LED/M 3528 LED Constant Current

  Ordercode  Input voltage  Power/20m  LED color  Lumen ouput/20m Beam angle  LED  LED m/20m  Dimensions  Cutting length IP rating PCB Color

    A0852200     24 VDC   96 W   EWW 2400 K   5900   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852201     24 VDC   96 W   EWW 2700 K   6100   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852202     24 VDC   96 W   WW 3000 K   6300   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852203     24 VDC   96 W   NW 4000 K   6700   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/0.48 W  IP20  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 



 Maingroup 
 Subgroup 

553

   A0852223    
 Santiago Ribbon 4000 K - 120 - 24 VDC 

   A0852222    
 Santiago Ribbon 3000 K - 120 - 24 VDC 

   A0852213    
 Santiago Ribbon 4000 K - 60 - 24 VDC 

   A0852212    
 Santiago Ribbon 3000 K - 60 - 24 VDC 

   A0852211    
 Santiago Ribbon 2700 K - 60 - 24 VDC 

   A0852210    
 Santiago Ribbon 2400 K - 60 - 24 VDC 

Santiago Ribbon 60 LED/M 5050 LED Constant Current

  Ordercode  Input voltage  Power/20m  LED color  Lumen ouput/20m Beam angle  LED  LED m/20m  Dimensions  Cutting length IP rating PCB Color

    A0852210     24 VDC   288 W   EWW 2400 K   17.900   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852211     24 VDC   288 W   EWW 2700 K   17.800   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852212     24 VDC   288 W   WW 3000 K   18.900   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852213     24 VDC   288 W   NW 4000 K   19.000   120°   60/1200   20.000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

   A0852221    
 Santiago Ribbon 2700 K - 120 - 24 VDC 

   A0852220    
 Santiago Ribbon 2400 K - 120 - 24 VDC 

Santiago Ribbon 120 LED/M 3528 LED Constant Current

  Ordercode  Input voltage  Power/20m  LED color  Lumen ouput/20m Beam angle  LED  LED m/20m  Dimensions  Cutting length IP rating PCB Color

    A0852220     24 VDC   192 W   EWW 2400 K   12.600   120°   120/2400   20.000x10x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852221     24 VDC   192 W   EWW 2700 K   13.000   120°   120/2400   20.000x10x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852222     24 VDC   192 W   WW 3000 K   13.400   120°   120/2400   20.000x10x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852223     24 VDC   192 W   NW 4000 K   13.800   120°   120/2400   20.000x10x2 mm   50 mm/6 LED/0.48 W  IP20  white 

 Strip light Flex 
 MOODLIGHTS 
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   A0852049    
 Havana Ribbon 4000 K - 30 - 24 VDC 

   A0852046    
 Havana Ribbon 3000 K - 30 - 24 VDC 

   A0852045    
 Havana Ribbon 2700 K - 30 - 24 VDC 

   A0852047    
 Havana Ribbon 6000 K - 30 - 24 VDC 

   A0852048    
 Havana Ribbon 2400 K - 30 - 24 VDC 

   A0852101    
 Havana Ribbon RGB - 30 - 12 VDC 

   A0852021    
 Havana Ribbon RGB - 30 - 24 VDC  Black LED PCB

   A0852001    
 Havana Ribbon RGB - 30 - 24 VDC  White LED PCB

Havana Ribbon 30 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852048     24 VDC   36 W   EWW 2400 K   1700   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852045     24 VDC   36 W   EWW 2700 K   1750   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852046     24 VDC   36 W   WW 3000 K   1850   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852049     24 VDC   36 W   NW 4000 K   2725   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852047     24 VDC   36 W   CW 6000 K   2350   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852001     24 VDC   36 W   RGB   R - 300 G - 600 B - 375   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  white 

    A0852021     24 VDC   36 W   RGB   R - 300 G - 600 B - 375   120°   30/150   5000x10x2 mm   166.7 mm/5 LED/1.2 W  IP20  black 

    A0852101     12 VDC   36 W   RGB   R - 300 G - 600 B - 375   120°   30/150   5000x10x2 mm   100 mm/3 LED/0.72 W  IP20  white 

 Strip light Flex 
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   A0852072    
 Havana Ribbon 4000 K - 60 - 24 VDC 

   A0852071    
 Havana Ribbon 3000 K - 60 - 24 VDC 

   A0852070    
 Havana Ribbon 2700 K - 60 - 24 VDC 

Havana Ribbon 60 LED/M 2835 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852070     24 VDC   72 W   EWW 2700 K   5750   120°   60/300   5000x10x1.5 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852071     24 VDC   72 W   WW 3000 K   6000   120°   60/300   5000x10x1.5 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852072     24 VDC   72 W   NW 4000 K   6250   120°   60/300   5000x10x1.5 mm   100 mm/6 LED/1.44 W  IP20  white 

   A0852035    
 Havana Ribbon UV - 60 - 24 VDC 

   A0852030    
 Havana Ribbon 2700 K - 60 - 24 VDC 

   A0852032    
 Havana Ribbon 6000 K - 60 - 24 VDC 

   A0852033    
 Havana Ribbon 2400 K - 60 - 24 VDC 

   A0852034    
 Havana Ribbon 4000 K - 60 - 24 VDC 

   A0852031    
 Havana Ribbon 3000 K - 60 - 24 VDC 

Havana Ribbon 60 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852033     24 VDC   24 W   EWW 2400 K   1275   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852030     24 VDC   24 W   EWW 2700 K   1325   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852031     24 VDC   24 W   WW 3000 K   1325   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852034     24 VDC   24 W   NW 4000 K   1400   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852032     24 VDC   24 W   CW 6000 K   1680   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 

    A0852035     24 VDC   24 W   UV 400 nm   300   120°   60/300   5000x8x2 mm   100 mm/6 LED/0.48 W  IP20  white 
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   A0852054    
 Havana Ribbon 4000 K - 60 - 24 VDC 

   A0852008    
 Havana Ribbon UV - 60 - 24 VDC 

   A0852051    
 Havana Ribbon 3000 K - 60 - 24 VDC 

   A0852050    
 Havana Ribbon 2700 K - 60 - 24 VDC 

   A0852053    
 Havana Ribbon 2400 K - 60 - 24 VDC 

   A0852052    
 Havana Ribbon 6000 K - 60 - 24 VDC 

   A0852102    
 Havana Ribbon RGB - 60 - 12 VDC 

   A0852022    
 Havana Ribbon RGB - 60 - 24 VDC 

   A0852007    
 Havana Ribbon RGBW - 60 - 24 VDC  (4-in-1 LED)

   A0852002    
 Havana Ribbon RGB - 60 - 24 VDC  White LED PCB

   A0852006    
 Havana Ribbon RGBW - 60 - 24 VDC  (4-in-1 LED)

Havana Ribbon 60 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852053     24 VDC   72 W   EWW 2400 K   3750   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852050     24 VDC   72 W   EWW 2700 K   3800   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852051     24 VDC   72 W   WW 3000 K   3935   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852054     24 VDC   72 W   NW 4000 K   4750   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852052     24 VDC   72 W   CW 6000 K   4490   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852002     24 VDC   72 W   RGB   R - 600 G - 1200 B - 750   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852022     24 VDC   72 W   RGB   R - 600 G - 1200 B - 750   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  black 

    A0852102     12 VDC   72 W   RGB   R - 600 G - 1200 B - 750   120°   60/300   5000x10x2 mm   50 mm/3 LED/0.72 W  IP20  white 

    A0852006     24 VDC   72 W   RGBW (3000 K)   R - 320 G - 184 B - 195 W - 2620   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852007     24 VDC   72 W   RGBW (6000 K)   R - 320 G - 920 B - 195 W - 2750   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

    A0852008     24 VDC   72 W   UV 400 nm   300   120°   60/300   5000x10x2 mm   100 mm/6 LED/1.44 W  IP20  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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   A0852005    
 Havana Ribbon RGB+W - 72 - 24 VDC 

   A0852004    
 Havana Ribbon RGB+W - 72 - 24 VDC 

Havana Ribbon 72 LED/M 5050 + 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852004     24 VDC   58 W   RGB + W (3000 K)   R - 360 G - 720 B - 450 W - 1125   120°   72/360   5000x10x2 mm   166.7 mm/12 LED/1.93 W  IP20  white 

    A0852005     24 VDC   58 W   RGB + W (6000 K)   R - 360 G - 720 B - 450 W - 1260   120°   72/360   5000x10x2 mm   166.7 mm/6 LED/1.93 W  IP20  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 



 Maingroup 
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   A0852040    
 Havana Ribbon 2700 K - 120 - 24 VDC 

   A0852044    
 Havana Ribbon 4000 K - 120 - 24 VDC 

   A0852043    
 Havana Ribbon 2400 K - 120 - 24 VDC 

   A0852041    
 Havana Ribbon 3000 K - 120 - 24 VDC 

   A0852042    
 Havana Ribbon 6000 K - 120 - 24 VDC 

Havana Ribbon 120 LED/M 3528 LED Constant Voltage

   A0852020    
 Havana Ribbon 3000 K + 6000 K - 120 - 24 VDC 

Havana Ribbon 120 LED/M 3527 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852020     24 VDC   96 W   3000 K + 6000 K   1500   120°   120/600   5000x10x2 mm   50 mm/6 LED/0.96 W  IP20  white 

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852043     24 VDC   48 W   EWW 2400 K   2750   120°   120/600   5000x8x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852040     24 VDC   48 W   EWW 2700 K   3000   120°   120/600   5000x8x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852041     24 VDC   48 W   WW 3000 K   3050   120°   120/600   5000x8x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852044     24 VDC   48 W   NW 4000 K   3250   120°   120/600   5000x8x2 mm   50 mm/6 LED/0.48 W  IP20  white 

    A0852042     24 VDC   48 W   CW 6000 K   3350   120°   120/600   5000x8x2 mm   50 mm/6 LED/0.48 W  IP20  white 

   A0852062    
 Havana Ribbon 6000 K - 240 - 24 VDC 

   A0852061    
 Havana Ribbon 3000 K - 240 - 24 VDC 

   A0852060    
 Havana Ribbon 2700 K - 240 - 24 VDC 

Havana Ribbon 240 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0852060     24 VDC   96 W   EWW 2700 K   5250   120°   240/1200   5000x15x2 mm   50 mm/12 LED/0.96 W  IP20  white 

    A0852061     24 VDC   96 W   WW 3000 K   5250   120°   240/1200   5000x15x2 mm   50 mm/12 LED/0.96 W  IP20  white 

    A0852062     24 VDC   96 W   CW 6000 K   6700   120°   240/1200   5000x15x2 mm   50 mm/12 LED/0.96 W  IP20  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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   A0856513    
 Havana Dropper 3000 K - 30 - 12 VDC 

   A0856515    
 Havana Dropper 6000 K - 30 - 12 VDC 

   A0856505    
 Havana Dropper 6000 K - 30 - 24 VDC 

   A0856503    
 Havana Dropper 3000 K - 30 - 24 VDC 

   A0856501    
 Havana Dropper RGB - 30 - 24 VDC 
   A0856511    
 Havana Dropper RGB - 30 - 12 VDC 

Havana Dropper 30 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0856503     24 VDC   36 W   WW 3000 K   1850   120°   30/150   5000x10x3 mm   166.7 mm/5 LED/1.2 W  IP62  white 

    A0856505     24 VDC   36 W   CW 6000 K   2350   120°   30/150   5000x10x3 mm   166.7 mm/5 LED/1.2 W  IP62  white 

    A0856501     24 VDC   36 W   RGB   R - 300 G - 600 B - 375   120°   30/150   5000x10x3 mm   166.7 mm/5 LED/1.2 W  IP62  white 

    A0856513     12 VDC   36 W   WW 3000 K   1850   120°   30/150   5000x10x3 mm   100 mm/3 LED/0.72 W  IP62  white 

    A0856515     12 VDC   36 W   CW 6000 K   2350   120°   30/150   5000x10x3 mm   100 mm/3 LED/0.72 W  IP62  white 

    A0856511     12 VDC   36 W   RGB   R - 300 G - 600 B - 375   120°   30/150   5000x10x3 mm   100 mm/3 LED/0.72 W  IP62  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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   A0856516    
 Havana Dropper 6000 K - 60 - 12 VDC 

   A0856514    
 Havana Dropper 3000 K - 60 - 12 VDC 

   A0856506    
 Havana Dropper 6000 K - 60 - 24 VDC 

   A0856502    
 Havana Dropper RGB - 60 - 24 VDC 
   A0856512    
 Havana Dropper RGB - 60 - 12 VDC 

   A0856504    
 Havana Dropper 3000 K - 60 - 24 VDC 

Havana Dropper 60 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0856504     24 VDC   72 W   WW 3000 K   3700   120°   60/300   5000x10x3 mm   100 mm/6 LED/1.44 W  IP62  white 

    A0856506     24 VDC   72 W   CW 6000 K   4725   120°   60/300   5000x10x3 mm   100 mm/6 LED/1.44 W  IP62  white 

    A0856502     24 VDC   72 W   RGB   R - 600 G - 1200 B - 750   120°   60/300   5000x10x3 mm   100 mm/6 LED/1.44 W  IP62  white 

    A0856514     12 VDC   72 W   WW 3000 K   3700   120°   60/300   5000x10x3 mm   50 mm/3 LED/0.72 W  IP62  white 

    A0856516     12 VDC   72 W   CW 6000 K   4725   120°   60/300   5000x10x3 mm   50 mm/3 LED/0.72 W  IP62  white 

    A0856512     12 VDC   72 W   RGB   R - 600 G - 1200 B - 750   120°   60/300   5000x10x3 mm   50 mm/3 LED/0.72 W  IP62  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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   A0856806    
 Havana Jade 6000 K - 60 - 24 VDC 

   A0856803    
 Havana Jade 3000 K - 60 - 24 VDC 

Havana Jade 60 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0856803     24 VDC   24 W   WW 3000 K   1325   120°   60/300   5000x10x5 mm   100 mm/6 LED/0.48 W  IP68  white 

    A0856806     24 VDC   24 W   CW 6000 K   1575   120°   60/300   5000x10x5 mm   100 mm/6 LED/0.48 W  IP68  white 

   A0856826    
 Havana Jade 6000 K - 240 - 24 VDC 

   A0856823    
 Havana Jade 3000 K - 240 - 24 VDC 

Havana Jade 240 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0856823     24 VDC   96 W   WW 3000 K   7680   120°   240/1200   5000x15x5 mm   50 mm/12 LED/0.96 W  IP68  white 

    A0856826     24 VDC   96 W   CW 6000 K   7900   120°   240/1200   5000x15x5 mm   50 mm/12 LED/0.96 W  IP68  white 

   A0856817    
 Havana Jade 4000 K - 120 - 24 VDC 

   A0856816    
 Havana Jade 6000 K - 120 - 24 VDC 

   A0856813    
 Havana Jade 3000 K - 120 - 24 VDC 

Havana Jade 120 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/5m  LED color  Lumen ouput/5m Beam angle  LED  LED m/5m  Dimensions  Cutting length IP rating PCB Color

    A0856813     24 VDC   48 W   WW 3000 K   2450   120°   120/600   5000x10x5 mm   50 mm/6 LED/0.48 W  IP68  white 

    A0856817     24 VDC   48 W   NW 4000 K   3050   120°   120/600   5000x10x5 mm   50 mm/6 LED/0.48 W  IP68  white 

    A0856816     24 VDC   48 W   CW 6000 K   3150   120°   120/600   5000x10x5 mm   50 mm/6 LED/0.48 W  IP68  white 

 Strip light Flex 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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Havana Rigid 30 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/m  LED color  Lumen ouput/m Beam angle  LED  LED/m  Dimensions  Cutting length IP rating PCB Color

    A0866702     24 VDC   7.2 W   WW 3000 K   353   120°   30   1000x15x7 mm   -  IP65  white 

    A0866703     24 VDC   7.2 W   CW 6000 K   450   120°   30   1000x15x7 mm   -  IP65  white 

    A0866701     24 VDC   7.2 W   RGB   R - 60 G - 120 B - 75   120°   30   1000x15x7 mm   -  IP65  white 

Havana Rigid 72 LED/M 5050 LED Constant Voltage

  Ordercode  Input voltage  Power/m  LED color  Lumen ouput/m Beam angle  LED  LED/m  Dimensions  Cutting length IP rating PCB Color

    A0866705     24 VDC   17.28 W   WW 3000 K   965   120°   72   1000x15x7 mm   -  IP65  white 

    A0866706     24 VDC   17.28 W   CW 6000 K   1115   120°   72   1000x15x7 mm   -  IP65  white 

    A0866704     24 VDC   17.28 W   RGB   R - 144 G - 288 B - 180   120°   72   1000x15x7 mm   -  IP65  white 

Havana Rigid 180 LED/M 3528 LED Constant Voltage

  Ordercode  Input voltage  Power/m  LED color  Lumen ouput/m Beam angle  LED  LED/m  Dimensions  Cutting length IP rating PCB Color

    A0866707     24 VDC   14.4 W   WW 3000 K   705   120°   180   1000x15x7 mm   -  IP65  white 

    A0866708     24 VDC   14.4 W   CW 6000 K   900   120°   180   1000x15x7 mm   -  IP65  white 

 Strip light Rigid 
 MOODLIGHTS 

 ARCHITECTURAL LIGHT 
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 Havana Ribbon Connector 
   A0852091       

 Havana Ribbon Cross-Connector 
   A0852092       

 Havana Ribbon Input Connector 
   A0852090       

 Havana Dropper End Caps 
   A0856590      Bag 10 pieces 

 Havana Dropper Mounting Clips 
   A0856591      Bag 50 pieces 

 LINEARdrive AC 100 W Constant Voltage  
   A9950055     eldoLED LIN100A1 

Technical Information 

 • Input voltage: 120-277 VAC/120-275 VDC
• Power consumption: 100 W
• Current rated: 5 A
• Power factor: 0.94
• Dimming: DMX, DALI, 0-10 VDC
• DMX channels: 4
• DMX addresses: 512

• Dimensions: 388x42x30 mm
• Product weight: 0.705 Kg
• Operating temperature: -40 ~ +50°C
• IP rating: IP20
• Protection class: II 

Mendoza Chain Constant Voltage

  Ordercode  Input voltage  Power/8,5m  LED color  Lumen ouput/8,5m Beam angle  LED  LED m/8,5m  Dimensions  Cutting length IP rating PCB Color

    A0866781     12 VDC   18 W (0.36 W/unit)   WW 3000 K   1100 (22/unit)   120°   3/150   8500x17x5.8 mm 
(83x17x5.8 mm/unit) 

  -  IP65  white 

    A0866782     12 VDC   18 W (0.36 W/unit)   CW 6000 K   2000 (40/unit)   120°   3/150   8500x17x5.8 mm 
(83x17x5.8 mm/unit) 

  -  IP65  white 

    A0866785     12 VDC   36 W (0.72 W/unit)   RGB   600 (12/unit)   120°   3/150   8500x17x5.8 mm 
(83x17x5.8 mm/unit) 

  -  IP65  white 

 Strip Light Strings  / Moodlights Accessories / LED Drivers
 MOODLIGHTS  / ARTECTA ACCESSORIES

 ARCHITECTURAL LIGHT 
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 LED Power Supply 60 W 24 VDC  
   A9900381     MEAN WELL HLG-60H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 60 W
• Current rated: 2.5 A
• Output voltage: 24 VDC
• Power factor: 0.89

• Dimensions: 171x61.5x36.8 mm
• Product weight: 0.73 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 LED Power Supply 185 W 24 VDC  
   A9900384     MEAN WELL HLG-185H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 187.2 W
• Current rated: 7.8 A
• Output voltage: 24 VDC
• Power factor: 0.93

• Dimensions: 228x68x38.8 mm
• Product weight: 1.15 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 LED Power Supply 100 W 24 VDC  
   A9900382     MEAN WELL HLG-100H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 96 W
• Current rated: 4 A
• Output voltage: 24 VDC
• Power factor: 0.93

• Dimensions: 220x68x38.8 mm
• Product weight: 1.12 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 LED Power Supply 240 W 24 VDC  
   A9900385     MEAN WELL HLG-240H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 240 W
• Current rated: 10 A
• Output voltage: 24 VDC
• Power factor: 0.92

• Dimensions: 244x68x38.8 mm
• Product weight: 1.3 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 LED Power Supply 40 W 24 VDC  
   A9900380     MEAN WELL HLG-40H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 40.08 W
• Current rated: 1.67 A
• Output voltage: 24 VDC
• Power factor: 0.88

• Dimensions: 171x61x36.8 mm
• Product weight: 0.73 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 LED Power Supply 150 W 24 VDC  
   A9900383     MEAN WELL HLG-150H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 151.2 W
• Current rated: 6.3 A
• Output voltage: 24 VDC
• Power factor: 0.93

• Dimensions: 228x68x38.8 mm
• Product weight: 1.15 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

 Powersupplies 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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 LED Power Supply 320 W 24 VDC  
   A9900386     MEAN WELL HLG-320H-24 

Technical Information 

 • Input voltage: 90~305 VAC
• Power consumption: 320.16 W
• Current rated: 13.34 A
• Output voltage: 24 VDC
• Power factor: 0.94

• Dimensions: 252x90x43.8 mm
• Product weight: 1.88 Kg
• Operating temperature: -40 ~ +70°C
• IP rating: IP67
• Protection class: II 

Technical Information 

 • Input voltage: 12-24 VDC
• Output load: 8 A
• Dimming: 0-10 VDC

• Dimensions: 153x50x23 mm
• Product weight: 0.12 Kg
• IP rating: IP20 

 LINEARdrive 1 Channel Constant Voltage 0-10 VDC  
   A9950211     eldoLED LIN211D1 

Technical Information 

 • Input voltage: 12-24 VDC
• Output load: 8 A
• Dimming: DMX
• Channels: 1

• DMX addresses: 512
• Dimensions: 153x50x23 mm
• Product weight: 0.12 Kg
• IP rating: IP20 

 LINEARdrive 1 Channel Constant Voltage DMX  
   A9950212     eldoLED LIN212D1 

Technical Information 

 • Input voltage: 12-48 VDC
• Output load: 4x6 A
• Dimming: DMX, Dali, 0-10 VDC
• Channels: 4

• DMX addresses: 512
• Dimensions: 153x50x23 mm
• Product weight: 0.2 Kg
• IP rating: IP20 

 LINEARdrive 4 channel 720 W Constant Voltage DMX/
DALI/0-10 VDC  
   A9950051     eldoLED LIN720D3 

 Domotion DLC-4 
   A9915060    4 Scene RGB Wall Controller - Black 
   A9915061    4 Scene RGB Wall Controller - White 

Technical Information 

 • Input voltage: 12-24 VDC
• Output load: 3x2 A
• Dimming: DMX
• Channels: 3

• DMX addresses: 512
• Dimensions: 86x86x15.5 mm
• Product weight: 0.1 Kg
• IP rating: IP20 

Powersupplies /  Controllers 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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 LED RGB DMX Controller  
   A9915011      

Technical Information 

 • Input voltage: 12-24 VDC
• Output load: 3x5 A
• Dimming: DMX
• Channels: 3

• DMX addresses: 512
• Dimensions: 175x45x35 mm
• Product weight: 0.3 Kg
• IP rating: IP20 

 Play-XV Wall Panel Single Zone RGBW RF-DMX  
   A9990365     White 

Technical Information 

 • Input voltage: 12-24 VDC
• RF connection: yes
• Dimming: DMX
• Channels: 4

• DMX addresses: 512
• Dimensions: 86x86x41 mm
• Product weight: 0.2 Kg
• IP rating: IP20 

 Play-III LED RGBW DMX Dimmer  
   A9915850      

Technical Information 

 • Input voltage: 12-36 VDC
• Output load: 4x5 A
• Dimming: DMX
• Channels: 4

• DMX addresses: 512
• Dimensions: 178x46x23 mm
• Product weight: 0.12 Kg
• IP rating: IP20 

 Controllers 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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 Vigo Drive 4  
   A9915002     160 W 

Technical Information 

 • Input voltage: 100-240 VAC
• Power consumption: 165 W
• Dimming: DMX, master/slave,
   stand-alone
• Channels: 1, 3 , 4, 6, 9, 12, 15

• DMX addresses: 512
• Dimensions: 323x225x68 mm
• Product weight: 2.8 Kg
• IP rating: IP20 

 Vigo Drive 16  
   A9915000     650 W 

Technical Information 

 • Input voltage: 100-240 VAC
• Power consumption: 650 W
• Dimming: DMX, master/slave, 
   stand-alone
• Channels: 1, 3, 4, 6, 9, 48, 51

• DMX addresses: 512
• Dimensions: 530x175x108 mm
• Product weight: 4.2 Kg
• IP rating: IP20 

 Porto DMX Coder  
   A9915005     3 VDC 

Technical Information 

 • Input voltage: battery 3 VDC
• Dimming: DMX
• Dimensions: 110x70x28 mm
• Product weight: 0.2 Kg
• IP rating: IP20 

 Vigo Drive 1  
   A9915003     40 W 

Technical Information 

 • Input voltage: 100-240 VAC
• Power consumption: 58 W
• Dimming: DMX, master/slave,
   stand-alone
• Channels: 1, 3, 4, 6, 8

• DMX addresses: 512
• Dimensions: 250x100x50 mm
• Product weight: 1 Kg
• IP rating: IP20 

 Controllers 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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 Pro� le Eco 10 Cover Clear  
   A9930033      

 Pro� le Eco 10 Cover Clear  
   A9930033      

 Pro� le Eco 10 Cover Clear  
   A9930033      

 Pro� le Eco 10 Cover Milky  
   A9930034      

 Pro� le Eco 10 Cover Milky  
   A9930034      

 Pro� le Eco 10 Cover Milky  
   A9930034      

Technical information:

 • Dimensions: 2000x16x11 mm
• Mounting: recessed
• Use indoor/outdoor: indoor
• Covers included/excluded: excluded 

 Pro� le Eco Recessed 11  
   A9930031      

Technical information:

 • Dimensions: 2000x15x7 mm
• Mounting: surface
• Use indoor/outdoor: indoor
• Covers included/excluded: excluded 

 Pro� le Eco Surface 15  
   A9930030      

Technical information:

 • Dimensions: 2000x19x10 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: excluded 

 Pro� le Eco Corner 19  
   A9930032      

 Profi les 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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 Pro� le Eco Surface 22 Cover White  
   A9930022      

 Pro� le Eco 22 Side Cover R  
   A9930025      

 Pro� le Eco Surface 22 Cover Clear  
   A9930021      

 Pro� le Eco 22 Side Cover SQ  
   A9930024      

 Pro� le Eco Surface 22 Cover Stripe  
   A9930023      

 Pro� le Eco 22 Mounting Clips  
   A9930026     10 pieces/bag 

Technical information:

 • Dimensions: 2000x22x8 mm
• Mounting: surface
• Use indoor/outdoor: indoor
• Covers included/excluded: excluded 

 Pro� le Eco Surface 22  
   A9930020      

Technical information:

 • Dimensions: 2000x19x12 mm
• Mounting: � oor
• Use indoor/outdoor: indoor
• Covers included/excluded: excluded 

 Pro� le Eco Floor 19  
   A9930040      

 Pro� le Eco 19 Cover Clear  
   A9930041      

 Pro� le Eco 19 Cover Milky  
   A9930042      

 Profi les 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Dimensions: 2000x17.5x7 mm
• Mounting: recessed
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + end caps) 

 Pro� le Pro 1 Recessed  
   A9930301     Natural Anodized Aluminum 

 End Cap Set Pro� le Pro 1  
   A9930351      

Technical information:

 • Dimensions: 2000x16x16 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + mounting clips + end caps) 

 Pro� le Pro 5 Square  
   A9930305     Natural Anodized Aluminum 

 End Cap Set Pro� le Pro 5  
   A9930355      

Technical information:

 • Dimensions: 2000x16x16 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + mounting clips + end caps) 

 Pro� le Pro 6 Corner  
   A9930306     Natural Anodized Aluminum 

 End Cap Set Pro� le Pro 6  
   A9930356      

Technical information:

 • Dimensions: 2000xØ21 mm
• Mounting: suspended or surface
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + end caps) 

 Pro� le Pro 8 Round  
   A9930308     Natural Anodized Aluminum 

 End Cap Set Pro� le Pro 8  
   A9930358      

 Profi les 
 ARTECTA ACCESSORIES 

 ARCHITECTURAL LIGHT 
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Technical information:

 • Dimensions: 2000x19.6x8.2 mm
• Mounting: � oor
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover + end caps) 

 Pro� le Pro 9 Surface  
   A9930309     Natural Anodized Aluminum 

Technical information:

 • Dimensions: 2000x20x20 mm
• Mounting: surface
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + end caps) 

 Pro� le Pro 10 Surface  
   A9930310     Natural Anodized Aluminum 

Technical information:

 • Dimensions: 2000x20x20 mm
• Mounting: surface
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 opal matte PMMA cover 
  + 1 semi clear PMMA cover + end caps) 

 Pro� le Pro 11 Surface  
   A9930311     Natural Anodized Aluminum 

Technical information:

 • Dimensions: 2000x20x16 mm
• Mounting: surface
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 clear PMMA cover + end caps) 

 Pro� le Pro 12 Surface  
   A9930312     Natural Anodized Aluminum 

 End Cap Set Pro� le Pro 9  
   A9930359      

 End Cap Set Pro� le Pro 10  
   A9930360      

 End Cap Set Pro� le Pro 11  
   A9930361      

 End Cap Set Pro� le Pro 12  
   A9930362      

 Profi les 
 ARTECTA ACCESSORIES 
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 End Cap Set Pro� le Pro-line 1  
   A9930331      

 Mounting Clips Pro-line Pro 1  
   A9930349      

Technical information:

 • Dimensions: 2000x63x32 mm
• Mounting: recessed
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips + end caps) 

 Pro� le Pro-line 1 Recessed  
   A9930315     Aluminum 

 End Cap Set Pro� le Pro-line 2  
   A9930332      

Technical information:

 • Dimensions: 2000x20x16 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface+ end caps) 

 Pro� le Pro-line 2 Surface & Suspended  
   A9930316     Aluminum 

 End Cap Set Pro� le Pro-line 3  
   A9930333      

Technical information:

 • Dimensions: 2000x20x22 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 3 Surface & Suspended  
   A9930317     Aluminum 

 End Cap Set Pro� le Pro-line 4  
   A9930334      

Technical information:

 • Dimensions: 2000x19x35 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface+ end caps) 

 Pro� le Pro-line 4 Surface & Suspended  
   A9930318     Aluminum 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Profi les 
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 End Cap Set Pro� le Pro-line 5  
   A9930335      

Technical information:

 • Dimensions: 2000x32x32 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 5 Surface & Suspended  
   A9930319     Aluminum 

 End Cap Set Pro� le Pro-line 6  
   A9930336      

Technical information:

 • Dimensions: 2000x38x60 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 6 Surface & Suspended  
   A9930320     Aluminum 

 End Cap Set Pro� le Pro-line 7  
   A9930337      

Technical information:

 • Dimensions: 2000x49x32 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 7 Surface & Suspended  
   A9930321     Aluminum 

 End Cap Set Pro� le Pro-line 8  
   A9930338      

Technical information:

 • Dimensions: 2000x50x70 mm 
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 8 Surface & Suspended  
   A9930322     Aluminum 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Profi les 
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 End Cap Set Pro� le Pro-line 9  
   A9930339      

Technical information:

 • Dimensions: 2000x74x76 mm
• Mounting: surface, suspended
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting clips surface + end caps) 

 Pro� le Pro-line 9 Surface & Suspended  
   A9930323     Aluminum 

 End Cap Set Pro� le Pro-line 10  
   A9930340      

Technical information:

 • Dimensions: 2000x30x30 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 10 Corner  
   A9930324     Aluminum 

 End Cap Set Pro� le Pro-line 11  
   A9930341      

Technical information:

 • Dimensions: 2000x30x30 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 11 Corner  
   A9930325     Aluminum 

 End Cap Set Pro� le Pro-line 12  
   A9930342      

Technical information:

 • Dimensions: 2000x55x55 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 12 Corner  
   A9930326     Aluminum 

 Mounting Set Surface  
   A9930347     Pro� le Pro-line 2-9 

 Mounting Set Suspended  
   A9930348     Pro� le Pro-line 2-9 

 Profi les 
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 End Cap Set Pro� le Pro-line 13  
   A9930343      

Technical information:

 • Dimensions: 2000x55x55 mm
• Mounting: corner
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 13 Corner  
   A9930327     Aluminum 

 End Cap Set Pro� le Pro-line 14  
   A9930344      

Technical information:

 • Dimensions: 2000x53x85 mm
• Mounting: wall
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 14 Wall  
   A9930328     Aluminum 

 End Cap Set Pro� le Pro-line 15  
   A9930345      

Technical information:

 • Dimensions: 2000x75x92 mm
• Mounting: wall
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 15 Wall  
   A9930329     Aluminum 

 End Cap Set Pro� le Pro-line 16  
   A9930346      

Technical information:

 • Dimensions: 2000x33x85 mm
• Mounting: wall
• Use indoor/outdoor: indoor
• Covers included/excluded: included (1 matte cover + mounting set + end caps) 

 Pro� le Pro-line 16 Wall  
   A9930330     Aluminum 

 Profi les 
 ARTECTA ACCESSORIES 
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Half-mirrorball 30 cm - 50 cm
Available models:

   60401      30 cm Half mirrorball for wall and ceiling mounting with motor 
   60402      40 cm Half mirrorball for wall and ceiling mounting with motor 
   60403      50 cm Half mirrorball for wall and ceiling mounting with motor 

Mirrorballs 5 cm - 30 cm
Available models:

   60412      5 cm Mirrorball without motor 
   60413      10 cm Mirrorball without motor 
   60414      15 cm Mirrorball without motor 
   60404      20 cm Mirrorball without motor 
   60405      30 cm Mirrorball without motor 
   60405G      30 cm Gold Mirrorball without motor 

Mirrorball 40 cm - 200 cm
Available models:

   60407      50 cm Mirrorball without motor 
   60409      75 cm Mirrorball without motor 
   60410      100 cm Mirrorball without motor 
   60420      150 cm Mirrorball without motor 
   60418      200 cm Mirrorball without motor 

Professional Mirrorballs 30 cm - 50 cm
Available models:

   60430      5 x 5 mm Mirrorball without motor, 30 cm 

   60431      5 x 5 mm Mirrorball without motor, 40 cm 

   60432      5 x 5 mm Mirrorball without motor, 50 cm 

 Mirrorballset  
Available models:

   30227      20 cm 

   30235      30 cm 

 Multicoloured Mirrorball 5 cm  
Available models:

   60419       

 Standing Mirrorball  

Available models:

   60421       

 Can be mounted in any position. For use with batteries or DC-adapter. 

 Mirrorballs  
 MIRRORBALLS 

 ENTERTAINMENT LIGHTING 
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Technical information:

 Max. diameter mirrorball: 20 cm
Max. weight: 1 kg
Rotation speed: ± 7 rpm
Battery-operated 

 Mirrorball Motor Battery Operation  
   60417     Up to 20 cm battery operation. Only for home use! 
 For professional use the unit must be installed according to the EN 
60598-217 norms. A second safety-attachment must be used every 
time. The installation has to be approved by an expert before � rst use. 

Technical information:

 Input voltage: AC 230V-50Hz
Power consumption: 10 Watt
Max. diameter mirrorball: 50 cm
Max. weight: 10 kg
Rotation speed: ± 1 rpm
Weight: 1,25 kg 

 Mirrorball Motor until 40-50 cm  
   60411      
 For professional use the unit must be installed according to the EN 
60598-217 norms.  A second safety-attachment must be used every 
time. The installation has to be approved by an expert before � rst use. 

Technical information:

 Loading capacity: 500 kg
Breaking load: 6,3 t (tested)
Rotation speed: 0,5 - 4 Rpm
Torque: 0,4 nm
Weight: 3 kg
Cable length: 1,5 m 

 Mirrorball motor  
   60450     Until 500 kg DMX 
 The Mirrorball Motor 500 kg is designated for the rotation of heavy loads 
up to 500 kg (mirrorball 200 cm). The extremely robust assembly and 
the high-quality components of the appliance guarantee a long service 
life. The motor comes in a � ightcase with all relevant certi� cates. 

Technical information:

 Max. diameter mirrorball: 100 cm
Max. weight: 40 kg
Rotation speed: ± 1 rpm 

 Mirrorball Motor until 100 cm  
   60416      
 For professional use the unit must be installed according to the EN 
60598-217 norms. A second safety-attachment must be used every 
time. The installation has to be approved by an expert before � rst use. 

Technical information:

 Voltage: 240VAC/50 Hz
Output voltage: 0-12,5V
Safety Class: I
DMX Input: XLR 5 Pole
Motor Output: XLR 4 Pole
DMX Channels: 1
Weight: 1,3 kg 

 Power supply incl. DMX Interface for 
Mirrorball motor 500 kg  
   60451     230V incl. powersupply 
 The Power supply incl. DMX interface for Mirrorball Motor 500 kg is 
designated to regulate the Mirrorball motor 60450. The DMX address is 
selectable by digital addressing. 

Technical information:

 Max. rotation speed: 5RPM
Input voltage: AC 230V-50Hz
Power consumption: 10 Watt
Max. rotation speed: 5 RPM
Max. load: mirrorball 50 cm / 10 kg
DMX channels: 2
Weight: 5,5 kg 

 Mirrorball Motor DMX 2 channel  
   60449      
  

Technical information:

   604081   :
 Max. diameter mirrorball: 30 cm
Max. weight: 3 kg
Rotation speed: ± 2 rpm

For professional use the unit must be installed according to the EN 60598-217 norms. A 2nd safety-attach-
ment must be used at all times. The installation has to be approved by an expert before � rst use. 

Available models:

   604081      2 rpm 

   604083      3 rpm 

 Mirrorball Motor until 30 cm 

 Mirrorball Motors 
 MIRRORBALLS 

 ENTERTAINMENT LIGHTING 
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 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Beam/Angle 

    80118     Osram   Par 20 41925   E27   230   50   2000   -   -   SP/10° 

    80119     Osram   Par 20 41904   E27   230   50   2000   -   -   FL/30° 

    82100     Showtec   Par 20   E27   230   50   1000   -   -   SP/10° 

    82101     Showtec   Par 20   E27   230   50   1000   -   -   FL/30° 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80118      80119      82100      82101   

 Par 20 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Beam/Angle 

    80120     Osram   Par 30 38375   E27   230   75   2000   -   -   SP/10° 

    80121     Osram   Par 30 38368   E27   230   75   2000   -   -   FL/30° 

    82120     Showtec   Par 30   E27   230   75   1000   -   -   SP/10° 

    82121     Showtec   Par 30   E27   230   75   1000   -   -   FL/30° 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80120      80121      82120      82121   

 Par 30 bulbs 

   80101   

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Beam/Angle 

    80101     GE   Par 36 4515   Screw   6,4   30   100   69,9mm   114mm   -   VNSP/5,5x4 

    80100     Osram   Par 36   Screw   6   35   1000   69,9mm   114mm   -   VNSP/5,5x4 

    82160     Showtec   Par 36 4515   Screw   6,4   30   100   69,9mm   114mm   -   VNSP/5° 

    80110     GE   Par 36 4405   G53 Screw   12,8   30   100   69,9mm   114mm   -   VNSP/6x5 

    82162     Showtec   Par 36 Aircraft   Screw   28   250   25   69,9mm   114mm   -   NSP/10° 

    80112     GE   Par 36 Aircraft 4596   Screw   28   250   25   69,9mm   114mm   3000   Aircraft/11x12 

    80117     GE   Par 36 DWE   Screw   120   650   100   69,9mm   114mm   3200   MFL/40x30 

    82163     Showtec   Par 36 DWE   Screw   120   650   100   69,9mm   114mm   3100   WFL/45° 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80100      82160      80110   

 Par 36 bulbs 

 Par 20 / 30 / 36 bulbs 
 LIGHTBULBS 

 ENTERTAINMENT LIGHTING 
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 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Colour   Beam/Angle 

    80150     GE   Colorplus   E27   240   80   2000   -   122mm   White   FL/30° 

    80154     GE   Colorplus   E27   240   80   2000   -   122mm   Green   FL/30° 

    82139     Showtec   Par 38   E27   240   90   1000   -   -   White   FL/30° 

    82143     Showtec   Par 38   E27   240   90   1000   -   -   Blue   FL/30° 

    82140     Showtec   Par 38   E27   240   90   1000   -   -   Red   FL/30° 

    82142     Showtec   Par 38   E27   240   90   1000   -   -   Green   FL/30° 

    82141     Showtec   Par 38   E27   240   90   1000   -   -   Yellow   FL/30° 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80150      80154      82139      82143   

 Par 38 - 46 bulbs 

   80102O      80103P      80104O      80114   

 Par 56 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Beam/Angle 

    80102     GE   Par 56   GX16d   240   300   2000   100mm   178mm   3200   NSP 

    80102P     Philips   Par 56   GX16d   240   300   2000   127mm   178mm   3000   10° 

    80102O     Osram   Par 56 Alupar   GX16d   240   300   2000   113mm   177mm   3200   NSP/8X9 

    80103     GE   Par 56   GX16d   240   300   2000   100mm   178mm   3200   MFL 

    80103P     Philips   Par 56   GX16d   240   300   2000   127mm   178mm   3000   20° 

    80103O     Osram   Par 56 Alupar   GX16d   240   300   2000   113mm   177mm   3200   MFL/17x15 

    80104     GE   Par 56   GX16d   240   300   2000   100mm   178mm   3200   WFL 

    80104P     Philips   Par 56   GX16d   240   300   2000   127mm   178mm   3000   45° 

    80104O     Osram   Par 56 Alupar   GX16d   240   300   2000   113mm   177mm   3200   WFL/26x27 

    80114     GE   Par 56 4545   GX16d   12   100   100   100mm   178mm   3200   VNSP/9x5 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

 Par 38 - 46 / 56 bulbs 
 LIGHTBULBS 

 ENTERTAINMENT LIGHTING 
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   80107      81007      80108      81008   

 Par 64 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Beam/Angle 

    80107     GE   SuperCP60   GX16d   240   1000   300   142mm   203mm   3200   VNSP/12x9 

    81007     Osram   Alupar 64 CP60   GX16d   240   1000   300   142mm   203mm   3200   NSP/10° 

    80108     GE   SuperCP61   GX16d   240   1000   300   142mm   203mm   3200   NSP/14x10 

    81008     Osram   Alupar 64 CP61   GX16d   240   1000   300   142mm   203mm   3200   SP/15° 

    80109     GE   SuperCP62   GX16d   240   1000   300   142mm   203mm   3200   MFL/24x11 

    80109P     Philips   Par 64 CP62   GX16D   240   1000   300   150mm   204mm   3200   23° 

    81009     Osram   Alupar 64 CP62   GX16d   240   1000   300   142mm   203mm   3200   MFL/20° 

    80123G     GE   SuperCP95   GX16d   240   1000   300   -   -   3200   XWFL/70x70 

    80127G     GE   SuperCP86   GX16d   240   500   300   -   -   3200   VNSP/16x13 

    80105     GE   SuperCP87   GX16d   240   500   300   142mm   203mm   3200   NSP/11x9 

    80106     GE   SuperCP88   GX16d   240   500   300   142mm   203mm   3200   MFL/32x19 

    80135G     GE   FFR   GX16d   120   1000   800   -   -   3200   MFL/44x11 

    80140G     GE   FFS   GX16d   120   1000   800   -   -   3200   WFL/71x45 

    80111     GE   Par 64 Aircraft 4552   Screw   28   250   25   142mm   203mm   -   VNSP/7x8 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Colour 

    80518     GE   Lamp for Mini-lite 64111   Ba9s   12   5   240   33mm   9,3mm   - 

    80817     Osram   for Policelight small   Ba15D   240   25   100   -   -   - 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80518      80817   

 BC bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Lumen 

    80811     GE   R7S bulb 13162 DXX   R7S   230   800   75   79,4mm   -   3200   21400 

    80203     Osram   R7S bulb 64583   R7S   240   1000   200   114,2mm   12mm   3200   27000 

    80204     GE   R7S bulb   R7S   240   1000   2000   189mm   10mm   3200   50000 

    80759     GE   R7S bulb FEX   R7S   230   2000   300   142,9mm   30mm   3200   50000 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80811      80811      80811      80811   

 R7S bulbs 

 Par 64 / BC / R7S bulbs 
 LIGHTBULBS 
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   80512O      82300      82301      80514   

 G6.35 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Lumen   DE/SE 

    80512O     Osram   A1/220 HLX 64610   G6,35   12   50   50   44mm   30mm   -   1600   - 

    82300     Showtec   JC   G6,35   12   50   3000   -   -   -   -   - 

    82301     Showtec   JC   G6,35   12   100   3000   -   -   -   -   - 

    80514     Osram   A1/216 HLX 64642   G6,35   24   150   300   50mm   13,5mm   -   5000   - 

    82302     Showtec   JC   G6,35   24   150   3000   -   -   -   -   - 

    80503     GE   A1/223 EHJ   G6,35   24   250   50   57mm   33mm   3400   9000   SE 

    82303     Showtec   JC   G6,35   24   250   3000   -   -   -   -   - 

    82304     Showtec   JC   G6,35   36   400   50   -   -   -   -   - 

    80505     GE   A1/239   GY6,35   36   400   50   57mm   36mm   3200   14500   SE 

    82310     Showtec   64514 CP96   G6,35   120   300   75   57,5mm   19mm   3200   -   - 

    80508     Osram   64514 CP96   GX6,35   120   300   75   57,5mm   18,5mm   3200   7700   - 

    82311     Showtec   64516 CP97   G6,35   230   300   75   57,5mm   19mm   3200   -   - 

    80507     Osram   64516 CP97   GX6,35   230   300   75   57,5mm   18,5mm   3200   7300   - 

    80511     Osram   64576 P2/17   GX6,35   230   1000   75   67,5mm   24mm   -   27500   - 

    80515G     GE   A1/248   G6,35   240   150   50   62mm   40mm   -   3000   - 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

 G6.35 bulbs 
 LIGHTBULBS 

 ENTERTAINMENT LIGHTING 
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   80821      80809O      82401      82404   

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.
temp. 

  Colour   Lumen/
Candela 

  Beam/
Angle 

    80821     GE   ELC   GX5,3   24   250   500   44,5mm   -   -   Blue   800Lm   - 

    80809O     Osram   ELC HLX64653 A1/259   GX5,3   24   250   50   44,5mm   51mm   -   -   -   - 

    80809G     GE   ELC   GX5,3   24   250   50   44,5mm   -   3400   -   -   - 

    80809P     Philips   ELC A1/259   GX5,3   24   250   35   44,5mm   50mm   3400   CRI: [Ra8]100   -   - 

    82401     Showtec   ELC   GX5,3   24   250   50   44,45mm   50,67mm   3400   -   -   - 

    80814     Philips   ELC A1/259   GX5,3   24   250   500   44,5mm   50mm   3400   CRI: [Ra8]100   -   - 

    82404     Showtec   ELC   GX5,3   24   250   300   44,45mm   50,67mm   -   -   -   - 

    82405     Showtec   ELC   GX5,3   24   250   750   44,45mm   50,67mm   -   -   -   - 

    80819S     Showtec   ELC   GX5,3   24   250   1000   44,5mm   51mm   3200   -   -   - 

    80823     Philips   ELC A1/259   GX5,3   24   250   1000   44,5mm   50mm   3100   CRI: [Ra8]100   -   - 

    80807     Philips   EFR A1/232   GZ6,35   15   150   50   42mm   50mm   3350   CRI: [Ra8]100   -   - 

    80807500H     Philips   EFR A1/232   GZ6,35   15   150   500   42mm   50mm   3350   CRI: [Ra8]100   -   - 

    82400     Showtec   EFR   GZ6,35   15   150   300   44,45mm   50,67mm   3350   -   -   - 

    80808O     Osram   ENH MR16   GY5,3   120   250   175   45mm   51mm   -   -   -   - 

    80808G     GE   ENH   GY5,3   120   250   175   -   -   3250   -   -   - 

    80808P     Philips   ENH 13095   GY5,3   120   250   175   44,5mm   50,7mm   3250   CRI: [Ra8]100   -   - 

    82402     Showtec   ENH   GY5,3   120   250   150   44,45mm   50,67mm   3250   -   -   - 

    80810     Philips   EFP A1/231   GZ6,35   12   100   50   42mm   50mm   3400   CRI: [Ra8]100   -   - 

    80810O     Osram   EFP HLX64627   GZ6,35   12   100   50   42mm   50mm   3400   -   -   - 

    80820     Osram   HLX 64657 EVC M/33   G6,35   24   250   300   55mm   13,5mm   -          

    82399     Showtec   EFP   GZ6,35   12   100   50   42mm   50mm   3350   -   -   - 

    82403     Showtec   EFP A1/231   GZ6,35   12   100   50   44,45mm   50,67mm   -   -   -   - 

    80516     Osram   Halostar 64425   G4   12   20   2000   33mm   9,5mm   -   320   -   - 

    80977     Osram   Decostar 35 Titan   GU4   12   35   4000   37mm   35,3mm   3000   -   6200cd   10° 

    80978     Osram   Decostar 35 Titan   GU4   12   35   4000   37mm   35,3mm   3000   -   1350cd   36° 

    80451     Osram   Decostar 51 Titan   GU5.3   12   20   4000   -   -   3000   -   500cd   10° 

    80425     Osram   Halopar 16 64820   GU10   230   35   2000   55mm   50,7mm   2900   -   950cd   35° 

    80418     Osram   Halopar 16 64824   GU10   230   50   2000   55mm   50,7mm   2900   -   600cd   35° 

    82358     Showtec   EYC   GU 5,3   24   75   2000   -   50mm   WFL          

    82382     Showtec   -   GU10   240   75   500   -   50mm   25          

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

 Multimirror bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp. 

    80601     Showtec   PXA-50   6kV   400   50   -   82mm   26mm   - 

    80605     Showtec   PXA-30   4kV   315   30   -   52mm   22mm   - 

    82690     Showtec   PX-1500 XOP15OF   CAP15,8/14,7   105   1500   -   392mm   12mm   5600 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80601      80605      82690   

 Strobe bulbs 

 Multimirror / Strobe bulbs 
 LIGHTBULBS 
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 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Lumen   DE/SE 

    80751O     Osram   T12   GX9,5   230   650   750   110mm   35mm   3000   12000   SE 

    80751P     Philips   T/21(T/12)6998P   GX9,5   230   650   900   110mm   22mm   3000   13000   SE 

    80751G     GE   T12   GX9,5   240   650   750   110mm   35mm   3000   135000   SE 

    80756     GE   Roundlux   GX9,5   230   800   300   -   -   -   -   SE 

    80752O     Osram   64745 CP-70 FVA   GX9,5   230   1000   200   110mm   35mm   3200   26000   SE 

    80752P     Philips   CP/70(CP/24)6995P   GX9,5   230   1000   240   110mm   23mm   3200   25000   SE 

    80752G     GE   CP70   GX9,5   240   1000   200   110mm   35mm   3200   25000   SE 

    80753     Osram   64744FWP T19   GX9,5   230   1000   750   110mm   35mm   3200   20500   SE 

    80755P     Philips   T/19(T/11)6996P   GX9,5   230   1000   900   110mm   28mm   3050   21000   SE 

    80755G     GE   T19   GX9,5   240   1000   750   110mm   35mm   3050   21000   SE 

    80757     Philips   6895P CP90   GX9,5   230   1200   200   -   -   3200   30000   SE 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80751O      80751P      80751G      80756   

 Halogen GX 9.5 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.
temp. 

  Lumen   Colour   Beam/
Angle 

  DE/SE 

    80824     Osram   GKV   G9,5   230   600   250   100mm   18mm   3200   14000   -   -   SE 

    80825     GE   GKV   G9,5   230   600   250   105mm   -   3200   14000   -   -   SE 

    80826     GE   GKV   G9,5   230   600   1500   105mm   -   3000   11000   -   -   SE 

    80801G     GE   CP39   G22   240   650   100   140mm   -   3200   169000   -   -   SE 

    80802G     GE   CP40 FKJ   G22   240   1000   250   -   -   3200   26000   -   -   SE 

    80802P     Philips   CP71(CP/40)6995Z   G22   230   1000   240   140mm   28mm   3200   25000   -   -   - 

    80799     Philips   CP75/6994Y   G22   230   2000   400   -   -   3200   50000   -   -   - 

    80800P     Philips   CP92/6975Z   G22   240   2000   400   -   -   3200   50000   -   -   - 

    80803O     Osram   CP56   G38   230   2000   400   -   -   3200   -   -   -   - 

    80804P     Philips   CP73(CP/41)6994Z   G38   230   2000   480   210mm   40mm   3200   50000   -   -   - 

    80805O     Osram   CP72 64788   GY16   230   2000   400      40mm   3200   52000   -   -   - 

    80805G     GE   CP43 FDL   GY16   240   2000   400   -   -   3200   54000   -   -   SE 

    80805P     Philips   CP72(CP/43)6994P   GY16   230   2000   380   145mm   40mm   3200   50000   -   -   - 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80824      80824      80824      80824   

 Halogen bulbs 

 Halogen / Halogen GX 9.5 bulbs 
 LIGHTBULBS 
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 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Lumen   DE/SE 

    80812G     GE   HPL575   G9,5/HS   240   575   300   106mm   20mm   3200   14900   SE 

    80812O     Osram   HPL-575   G9,5   240   575   300   106mm   20mm   3200   15000   - 

    80815G     GE   HPL575   G9,5/HS   240   575   1500   106mm   -   3050   11780   SE 

    80816G     GE   HPL750   G9,5/HS   240   750   300   106mm   -   3200   19750   SE 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80812G      80812O      80815G      80816G   

 Halogen HPL bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.temp.   Lumen   DE/SE 

    80703O     Osram   64662 M/38   GY9,5   230   300   2000   80mm   15mm   3000   5000   SE 

    80703P     Philips   M38/6874P   GY9,5   230   300   2000   80mm   18mm   2950   5200   SE 

    80703G     GE   M38   GY9,5   240   300   2000   80mm   15mm   3000   5000   SE 

    80758     Philips   6873P CP82   GY9,5   240   500   150   -   -   3200   13500   SE 

    80701P     Philips   A1/244/7389   GY9,5   230   500   75   75mm   22mm   3000   14000   SE 

    80701G     GE   A1/244   GY9,5   240   500   50   -   -   -   -   - 

    80704O     Osram   M40   GY9,5   230   500   2000   85mm   22mm   2900   8500   SE 

    80704P     Philips   M40/6877P   GY9,5   230   500   2000   85mm   18mm   2950   10000   SE 

    80704G     GE   M40   GY9,5   240   500   2000   85mm   22mm   2900   8500   SE 

    80706P     Philips   T/25(T/18)6820P   GY9,5   240   500   360   90mm   22mm   3000   11000   SE 

    80706G     GE   T18   GY9,5   230   500   400   90mm   22mm   3000   -   SE 

    80705P     Philips   T/27(T/26)6923P   GY9,5   230   650   600   90mm   22mm   3050   14500   SE 

    80705G     GE   T26   GY9,5   230   650   400   -   -   3100   15500   SE 

    80702G     GE   A1/233   GY9,5   240   650   50   -   -   3200   16500   SE 

    80702O     Osram   64686 DYR A1/233   GY9,5   240   650   50   -   21mm   3200   16500   SE 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80758      80701P      80704P      80702O   

 Halogen GY 9.5 bulbs 

 Halogen GY 9.5 / Halogen HPL bulbs 
 LIGHTBULBS 
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 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam.   Col.
temp. 

  Lumen/
Candela 

  Colour   Beam/
Angle 

  DE/SE 

    81012     Osram   Sirius HRI   2R   -   132   6000   42   46   9200K   5150   CRI:60   -   - 

    81013     Osram   Sirius HRI   5R   -   190   3000   58   51   8200K   8100   -   -   - 

    81014     Osram   Sirius HRI         230   2500   58mm      8000K   9500          

    80988     Philips   Platinum MSD   5R   -   189   2000   57   51   8000K   7950   -   -   - 

    809881     Philips   Platinum MSD   2R   -   132   2000   57   46   8000K   5150   -   -   - 

    80851     Philips   MSR Gold 300/2   Mini FastFit 
PGJX28 

  207   300   850   122mm   23mm   Sky white 
8000K 

  23000   -   Any   SE 

    80933        CSR 300   Mini FastFit 
PGJX28 

     300W   750   126 mm   23 mm   7800K
volt 

  23000   Sky white      SE 

    81935     Osram   Discharge   GY9,5   94   250   2000   108mm   23mm   8000   15000Lm   -   Any   SE 

    80901O     Osram   HMI   SFc10-4   95   575   1000   135mm   21mm   6000   49000Lm   -   -   DE 

    80929     Osram   HMI 4000W   SFa21-12   200   4000   500   338mm   40mm   6000   380000Lm   -   -   DE 

    80929S     Sylvania   BA 4000   SFa21-12   200   4000   750   340mm   40mm   6000   380000Lm   -   -   DE 

    80920O     Osram   HSD 250/60   GY9,5   -   250   2000   108mm   23mm   6000   17000Lm   -   -   SE 

    80935     Osram   HSD 250/80   GY9,5   -   250   3000   -   -   8000   -   -   -   SE 

    80926P     Philips   MSD 250/2   GY9,5   -   250   3000   108mm   23mm   8500   18000Lm   CRI: 
[Ra8]65 

  -   SE 

    80923     Philips   MSR  575/2   GX9,5   -   575   1000   125mm   30mm   7200   49000Lm   CRI: 
[Ra8]80 

  -   SE 

    80923G     GE   CSR575   GX9,5   97   575   1000   125mm   30mm   7200   49000Lm   -   -   SE 

    80902P     Philips   MSR 1200SA   SFc10-4   -   1200   750   136mm   21mm   5900   110000Lm   CRI: 
[Ra8]83 

  -   DE 

    80926     Osram   HQI-TS   RX7s-24   -   150   6000      23mm   8000   11250Lm   -   -   DE 

    80917     Osram   HTI300WDX   SFc10-4   -   300   750   92mm   16mm   6500   22000Lm   -   -   DE 

    80922     Osram   HTI150   GY9,5   100   150   750   46mm   -   6900   10000Lm   -   -   SE 

    80940     Osram   HSD 150/70   G12   97   150   3000   105mm   -   7000   12000Lm   -   -   SE 

    80974     Philips   CDM-T150/830   G12   96   150   9000   110mm   20mm   3000   14000Lm   CRI: 
[Ra8]85 

  -   SE 

    80975     Philips   CDM-T150/942   G12   96   150   6000   110mm   20mm   4200   12700Lm   CRI: 
[Ra8]96 

  -   SE 

    80925     GE   CMH-150   G12   -   150   6000   -   -   4200   12900Lm   -   -   SE 

    81021     Showtec   HQ-400   E40   135   400   6000   281   46   4000   31000Lm   White   -   - 

    81020     Showtec   HQ-150   R7s   95   150   4000   132   23   4200   11500Lm   White   -   - 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   81012      81013      80988      809881   

 Discharge bulbs 

 Discharge bulbs 
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   83230      83214      83252      83225   

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam. 

    83230     Showtec   R50   E27   230V   2W   >10000   70mm   50mm 

    83231     Showtec   R50   E27   230V   3W   >10000   70mm   50mm 

    83240     Showtec   R60   E27   230V   4W   >10000   105mm   60mm 

    83241     Showtec   R60   E27   230V   6W   >10000   105mm   60mm 

    83242     Showtec   R60   E27   230V   8W   >10000   105mm   60mm 

    83250     Showtec   R60   E27   230V (dimmable)   4W   >10000   105mm   60mm 

    83251     Showtec   R60   E27   230V (dimmable)   6W   >10000   105mm   60mm 

    83252     Showtec   R60   E27   230V (dimmable)   8W   >10000   105mm   60mm 

    83210     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83211     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83212     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83213     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83214     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83215     Showtec   R50   E27   230V   2W   >25000   110mm   50mm 

    83220     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

    83221     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

    83222     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

    83223     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

    83224     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

    83225     Showtec   R100   E27   230V   2W   >25000   160mm   100mm 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

 LED E27 bulbs 

 Ordercode   Brand   Type   Socket   Volt.   Watt.   Lifetime   Length   Diam. 

    80301P     Philips   Slimline TL-D18/08   G13   240   18   3000   596,9mm   28mm 

    80302P     Philips   Slimline TL-D36/08   G13   240   36   3000   1213,6mm   28mm 

    82485     Showtec   Blacklights   E40   240   400   500   -   - 

 VNSP=Very Narrow Spot,  NSP=Narrow Spot,  SP=Spot, MFL=Medium Flood, FL=Flood, WFL=Wide Flood           CRI=Colour Rendering Index           Col.temp; in °Kelvin

   80301P      80302P      82485   

 Blacklight bulbs 

 Blacklight / LED E27 bulbs 
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 Blacklight / LED E27 bulbs 
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Special features:
 • 4 Channel Chaser with 16 A max. load
• Background function
• 9 Built-in programs
• 4 modes: Hold dim, Hold sound, 
 Program speed 
• Master and channel dim faders
• Sound activated 

Technical information:

 Dimensions: 482 x 90 x 80 mm (LxWxH)
  2U
Weight: 1,62 kg 

 DJ-Switch 6  
   50363      
 6 channel switchboard. Schuko outlets on backside 10 A per channel. 15 A total load. Fuses 
on frontpanel. on frontpanel.

Technical information:

 Dimensions: 482 x 280 x 44 mm (LxWxH)
Weight: 1,1 kg  

 DJ-Switch 8  
   50309      
 8 channel switchboard. IEC outlets on backside 10 A per channel. 15 A total load. Fuse on 
frontpanel 8 IEC plugs included. 

Technical information:

 Dimensions: 482 x 135 x 120 mm (LxWxH)
 19” x 3U
Weight: 2,4 kg 

 DJ-Switch 10  
   50364      
 10 channel switchboard. Schuko outlets on backside 10 A per channel. 15 A total load. Fuses 
on frontpanel. 

  50364  

Technical information:

 Dimensions: 482 x 135 x120 mm (LxWxH)
 19” x 3U
Weight: 2,65 kg 

 DJ-Switch 10F  
   50365      
 10 channel switchboard with � ash buttons. Schuko outlets on backside 10 A per channel. 15 
A total load. Fuses on frontpanel. 

 DJ-Switch 10F  
  50365  

A total load. Fuses on frontpanel.

Technical information:

 Power supply: AC 220V-240V, 50/60 Hz
Power consumption: 16 A max. 
Power connector: Cable without connector
Output power: 5A each channel, 16A max.
Output connector: 4 pcs schuko,
Analog output: 0-10 Volt, 8 pole din connector
Audio output: XLR, Cinch
Dimensions: 483 x 130 x 135 mm (LxWxH)
Weight: 5,5 kg 

 LP-416  
   50750     Channel Chaser 
  

 Switches  / Powered Chasers
 LIGHTCONTROLLERS 
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 Lite-4  
   50328     4CH. Programmable DMX Controller 
 4 channel DMX dimmer chase controller with pre-set built-in programs and 1 user 
programmable program. Dimmable pro channel. Output DMX 512. 

Technical Information 
 Programs: 42 chasing programs
Functions: Memory backup / Hold Dimmer 
 / Hold Sound 
 / Prog. Sound / Prog. Speed / 
 Auto Sound / Auto Speed 
 / Memory/ Fade Time 
 / Full On and Stand-by 
Function mode:  Hold Dimmer / Hold Sound 
 / Prog. Sound / Prog. Speed 
 / Auto Sound / Auto Speed 
 / Memory

Chase Speed: Normal speed or under control 
 by Tap Sync.
Audio Input: 100 mV - 1 Vp-p
Audio Control: By built-in microphone or line in
DMX Output: 3 pin XLR female
Power Input: DC 15-20V, 400 mA min. 
 (adapter is included)
Dimensions: 19” x 3U
 483 x 45 x 133 mm (LxWxH)
Weight: 1,4 kg 

Special features:
 • Basic but complete 4 channel DMX controller
• All necesary functionality directly accesable
• The perfect light controller for non technical users.
• Ideal light controller for the multimedia-trade
• Small ‘live’ bands
• Schools and rental companies 

 Lite-12  
   50336     12CH. Programmable DMX Controller 
 12 channel DMX dimmer chase controller with pre-set built-in programs and 1 user 
programmable program. Dimmable pro channel. Output DMX 512. 

Technical Information 
 Programs: 53 chasing programs
Functions: Memory backup / Hold Dimmer 
 / Hold Sound / Prog. Sound 
 / Prog. Speed / Auto Sound 
 / Auto Speed / Memory/ 
 Fade Time / Full On 
 and Stand-by 
Function mode:  Hold Dimmer / Hold Sound 
 / Prog. Sound / Prog. Speed 
 / Auto Sound / Auto Speed 
 / Memory

Chase Speed: Normal speed or under control 
 by Tap Sync.
Audio Input: 100 mV - 1 Vp-p
Audio Control: By built-in microphone 
 or line in
DMX Output: 3 pin XLR female
Power Input: DC 15-20V, 400 mA min. 
 (adapter is included)
Dimensions: 19” x 3U
 483 x 45 x 133 mm (LxWxH)
Weight: 1,4 kg 

Special features:
 • Compact 12 channel light controller
• Plug & Play 12 Channel DMX Controller
• Preprogrammed chases
• Ideal light-controller for the multimedia-trade
• Small ‘live’ bands
• Schools and rental companies 

 Chasers DMX 
 LIGHTCONTROLLERS 
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Special features:
 • Compact 6 channel DMX controller
• Master dim fader
• Battery operated
• Easy to use
• Ideal for exibitions 

Technical information:

 Power input: DC 9V - 15V, 100mA minimum
DMX Output: 3 Pin Female DMX Connector
DMX Polarity: 2-, 3+
Battery Type: Pp3 9V
Dimensions: 173 x 153 x 55 mm
Weight: Approx. 0,8 kg 

 SDC-6  
   50723     6 channel DMX controller 
 The SDC-6 is a small battery operated 6 channel DMX controller. It is very suitable for easy 
applications such as exhibitions, small shops as well for testing of your DMX equipment.

• 6 individual Channel Fader
• 1 Master Fader
• 6 DMX Channels (1 to 6)
• Compact Design & Simple Operation 

 Fader Desks 
 LIGHTCONTROLLERS 
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Special features:
 • ideal DMX controller for test set-up’s 
 or demonstrations
• 16 Channel faders
• 32 DMX channels
• 16 Programmable scenes
• Built-in chase
• Detachable frame 

Technical information:

 Power Supply: DC9V, 500mA
Power connector: Adaptor included
Scenes/Chases: 12/1
Run mode: Chase / Manual 
Adjustable speed: 0,1 sec - 10 min.
Adjustable fade time: 0-100 %
Patch mode: N/A
Output: DMX-512, 32 channels
Output connector: 3 pole XLR
Dimensions: 540  x 100  x 190 mm
Weight: 2,8kg 

 Easy 16  
   50406     16 Channel DMX controller 
 This unit is a 32 channel programmable DMX controller. It is possible to program 12 scenes. 
Furthermore there is a built-in chase, adjustable speed, chase direction and fade time. This light 
controller is the best solution for small light shows or test set-ups. 

Special features:
 • Easy to use
• No programming facilities
• Double preset
• Up to 36 channels 

Technical information:

 Power Supply: DC 12V 500mA
Power connector: Adaptor included
Scenes/Chases: 0
Run mode: Manual only
Patch mode: N/A
Output: DMX-512, 36 channels
Output connector: 3 pole XLR
Dimensions: 483  x 270  x 120 mm
Weight: 4 kg 

 Easy Fade 36  
   50711      
 The Easy Fade 36 is a new and easy to use lighting desk. It is specially designed for those 
applications where users have to operate light which have no knowledge about DMX and 
programming such as schools, churches etc.
The Easy Fade 36 is a double preset desk which has two banks of 18 channels. The Desk can 
be used either as a double preset 18 channel desk or as a single preset 36 channel desk.
It is equipped with two Master faders and a grand master.
The Easy Fade 36 has no programming facilities in order to keep it simple to use for any user. 

 Fader Desks 
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 SM-8/2  
   50700     16 Channel Lighting Desk 
 • 12 Fixture with each 16 channel
• Programmable Speed and Fade time
• 3 pole XLR output
• Patchable channels for each � xture 

Technical Information 
 Power Supply: DC 9Volt - 300mA
Power connector: Adapter included
Fixtures: 12 (each 16 channel)
Scenes: 240 (30 banks)
Chases: 6
Run mode: Auto, Music
Patch mode: Each � xture free 
 assignable channels
Output: DMX-512 standard
Output connector: 3 & 5 pole XLR female
Dimensions: 483 x 133 x 50 mm (LxWxH)
Weight: 3 kg

Detachable frame: 50790 (not incl.) 

Special features:
 • Intilligent light DMX controller
• Control 12 � xtures up to 16 channels 
   each
• Patchable channels for each � xture
• Programmable Speed & Fade time for 
   chases
• 240 scenes & 6 chases 

Technical Information 
 Power Supply: DC 12Volt - 500mA
Power connector: Adapter included
Fixtures: 12 (each 32 channels)
Scenes: 240 (30 banks)
Chases: 6 (1 banks)
Run mode: Auto, Music
Patch mode: Each � xture free assignable
 channels
Output: DMX-512 standard
Output connector: 3 and 5 pole XLR female
Dimensions: 483 x 178 x 100 mm (LxWxH)
Weight: 4 kg

Detachable frame: 50792 (not incl.) 

 SM-16/2  
   50701     16 Channel Lighting Desk 
 • 12 Fixture with each 32 channels
• Jog wheels for Pan en Tilt movement
• 14 channel faders
• Clear LCD display
• Programmable Speed and Fade time
• 3 and 5 pole XLR output
• Patchable channels for each � xture 

Special features:
 • Intilligent light DMX controller
• Control 12 � xtures up to 32 channels 
   each
• Patchable channels for each � xture
• Programmable Speed & Fade time for 
   chases
• 240 scenes & 6 chases 
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 SM-16/2 FX  
   50702     32 Channel Lighting Desk with Shape Engine 
  

Technical Information 
 Power Supply: 230VAC ~ 50Hz
Fixtures: 16 (each 32 channels)
Scenes: 80 (5 banks)
Chases: 80 (5 banks)
Total Chase Steps: 100
Run mode: Auto, Manual
Patch mode: Each � xture free assignable
channels
Output: DMX-512 standard
Output connector: 3 and 5 pole XLR female
Dimensions: 482 x 220 x 75 mm (LxWxH)
Weight: 3,7 kg 

Special features:
 • Intelligent light DMX controller
• Control 16 � xtures up to 32 channels
 each
• Patchable channels for each � xture
• ready-to-use Shape Engine
• show backup on USB 

 SC-2412  
   50710     48 Channel Lighting Desk 
 • 24 channel faders
• 2 aux channels
• 48 DMX channels
• Clear LCD display
• Programmable Speed and Fade time
• 3 and 5 pole XLR output
• Patchable channels
• Desktop and 19 inch model
• User record code 

Technical Information 
 Power Supply: DC 12Volt - 500mA
Power connector: Adapter included
Scenes/Chases: 48 (4 banks)
Run mode: Auto, Music
Patch mode: Each channel free assignable 
 DMX address
Output: DMX-512 standard
Output connector: 3 and 5 pole XLR female
Dimensions: 530 x 330 x 110 mm (LxWxH)
Weight: 4,5 kg 

Special features:
 • 48 patchable DMX channels & 2 Aux 
 channels
• Programmable Speed & Fade time for 
 chases
• Easy to use Midi functionality
• 3 and 5 pole XLR output 
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Technical information:

 • 12 x 16 DMX channels
• 30 banks each composed of 8 programmable  
 scenes
• 12 programmable chases (max. 99 steps) 
• 8 faders to control 16 channels
• Built in microphone for audio triggers
• Joystick and Jog wheels (both exchangeable)
• 4 Digit LED display
• Chase programming and chase running   
 controlled by manual or MIDI.
• 16 bit resolution
• Midi input
• Dimensions: 530 x 190 x 85 mm (incl. frame)
 483 x 85 x 133 mm (without frame)
• Weight: 3,18 kg 

 Scanmaster 2 MKII  
   50333     DMX Scancontroller 
 The Scanmaster 2 MKII is the updated version of the already popular Scanmaster 2. It can 
control 12 scanners with a maximum of 16 DMX addresses per scanner. 240 programmable 
scenes are available and are ready for playback by 30 banks with 8 scenes and 12 complete 
chase-programs. The Scanmaster 2 MKII is equipped with an USB slot which can hold an 
external DJ light or a dedicated memory stick to store your programs and scenes and standard 
equipped with a joystick. 

Special features:
 • Controller for 12 Fixtures up to 16 
   channels 
• 240 Scenes & 12 Chases 
• USB slot for external Dj Light
• Patchable joystick
• The ideal controller for moving heads 
   & Scanners 

 Fader Desks 
 LIGHTCONTROLLERS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

595

Special features:
 • 48 Multifunctional channel faders
• Up to 96  Scenes / Chases with max 
 999 steps
• Midi In & Out
• Remote black out/full on possibility 

Technical information:

 • 48 control channels 
• 24 chaser programs
• 3 digit LCD display
• MIDI in/out
• Audio in
• DMX invertible
• DMX Out 

 Showmaster 48 MKII  
   50831      
 The Showmaster 48 MKII is the bigger brother of the “normal” Showmaster: with 48 channels 
instead of 24! The Showmaster 48 MKII is a 2-banks 24 fader, 1-bank 48 fader mixing console. 
The Showmaster 48 MKII controls DMX and has also the capability to be used with MIDI 
protocol to allow real-time programs. The Showmaster 48 MKII controls 2x24 channels (single 
bank) or 48 channels. The Showmaster 48 MKII can program 96 scenes or chases of 999 
steps or a loop with a total of 23976 steps. Programs can be run automatically or by external 
or internal music input. It is also possible to control your lightshow by the built-in MIDI-interface 
to allow a real-time live-show to your music.
Incl. side panels
Incl. 1 power adapter 

Special features:
 • 48 Multifunctional channel faders • 48 Multifunctional channel faders

Technical information:

 • 48 control channels 
 Showmaster 48 MKII   Showmaster 48 MKII  
  50831  

Special features:
 • 24 Multifunctional channel faders
• Up to 48  Scenes / Chases with max 
 999 steps
• Detachable frame
• Midi In & Out
• Remote black out/full on possibility 

Technical information:

 • 24 control channels 
• 48 scenes
• 48 chaser programs with 999 steps
• 2 independent dipless crossfaders
• 3 digit LCD display
• MIDI in/out
• Audio in
• DMX invertible
• DMX Out 

 Showmaster 24 MKII  
   50830      
 The Showmaster 24 MKII is a 2-banks 12 fader, 1-bank 24 fader mixing console, it controls 
DMX and has also the capability to be used with MIDI protocol to allow real-time programs. The 
Showmaster 24 MKII controls 2x 12 channels (single bank) or 24 channels. The Showmaster 
24 MKII can program 48 scenes or chases of 999 steps or a loop with a total of 11988 steps.  
Programs can be run automatically or by external or internal music-input. It is also possible to 
control your lightshow by the built in MIDI-interface to allow a real-time live-show to your music.
Incl. side panels
Incl. 1 power adapter 

Special features:
 • 24 Multifunctional channel faders

 Showmaster 24 MKII  
  50830  
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Technical information:

 Power supply: AC 100-240V 50/60 Hz
Power consumption: 30 Watt
DMX Channels: 512
Fixtures: 32 with each 16 channel
Scenes: 48 can simultaneously run
Chases: 48 can simultaneously run  
  with each 200 steps
Outputs: 2 Isolated 3 Pin XLR female
Pan/Tilt: 16 bit
Audio: External audio input and  
  internal audio triggering
Dimensions: 483 x 290 x 95 mm (LxWxH)
Weight: 5,6 kg 

 Showdesigner 512 Channel DMX  
   50721     Moving Light Controller 
 • Compact versatile moving light controller
• 512 DMX Channels
• 1 Photoelectric isolated outputs
• Easy programming
• Large LCD display 

Special features:
 • Control 32 � xtures up to 16 channels       
 each
• 48 Scenes/Chases can run 
 simultaneously
• Each chase can store 200 steps
• 3 patchable master faders
• Intelligent jogwheel 

 Showdesigner 512 Channel DMX  

Technical information:

 Power supply: AC 100-240V 50/60 Hz
Power consumption: 40 Watt
DMX Channels: 1024
Fixtures: 32 with each 32 channel
Scenes: 48 can simultaneously run
Chases: 48 can simultaneously run  
  with each 200 steps
Outputs: 2 Isolated 3 Pin XLR female (4  
  XLR chassis)
Pan/Tilt: 16 bit
Audio: External audio input and  
  internal audio triggering
Dimensions: 483 x 380 x 95 mm (LxWxH)
Weight: 6,9 kg 

 Showdesigner 1024  
   50720     Moving Light Controller 
 • Compact versatile moving light controller
• 1024 DMX Channels
• 2 Photoelectric isolated outputs
• Easy programming
• Large LCD display 

Special features:
 • Control 32 � xtures up to 32 channels 
 each (1024 channels)
• 48 Scenes/Chases can run 
 simultaneously
• Each chase can store 200 steps
• 2 photoelectric isolated outputs
• Intelligent jogwheel 
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Technical information:

 DMX channel: 768
Fixtures: 32
Channels for each � xture: 24
Chases: 60
Chase to run simultaneously: 10
Chase step: 120
Time control of scenes Fade in/out, LTP  
 slope
Shapes for each scene 5
Shape generator Shapes of Dimmer,  
 Pan/Tilt, RGB,  
 CMY, Color, Gobo,  
 Iris and Focus
Shapes to run simultaneously 5
USB Memory FAT32 supported for storing settings 
and shows.
Dimensions : 483 x 227 x 87 mm 
 (LxWxH)
Display language: EN/FR/DE
Weight: 4,6 Kg
Flightcase: optional available 

 Creator Compact  
   50729     Moving Light Controller 
 The Creator Compact can control up to 32 � xtures. This is the most compact moving light 
controller in its family. It is easy to setup and operate due to a innovating and simple menu.  
The USB makes it possible to store your settings and shows. The Creator Compact comes with 
built-in shape effects of pan/tilt circle, RGB rainbow, beam dimming waves, etc. 10 scenes and 
5 built-in shapes can be output simultaneously. Faders can be used to output scenes and adjust 
the intensity of the dimmer channels in the scenes. 

 Creator Compact  

Special features:
 • Control 32 � xtures up to 24 channels 
 each (768 channels)
• 60 Scenes/Chases 
• Each chase can store 120 steps
• Easy to use Shape generator
• Intelligent jogwheels 
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Technical information:

 DMX channel: 1024
Fixtures: 96
Channels for each � xture: 40
Chases: 60
Chase to run simultaneously: 10
Chase step: 600
Time control of scenes: Fade in/out, LTP  
 slope
Shapes for each scene: 5
Shape generator: Shapes of   
 Dimmer, Pan/Tilt,  
 RGB, CMY,
 Color, Gobo, Iris  
 and Focus
Shapes to run simultaneously: 5
Master fader: 
Global, playback, � xture
Library can store up to 32 Fixtures
Library R20 library supported
USB Memory FAT32 supported
Dimensions: 483x398x105 mm  
 (LxWxH)
Display language: EN/FR/DE
Weight: 7,9 kg
Flightcase: optional available 

 Creator 1024  
   50730     Moving Light Controller 
 The Creator 1024 can control up to 96 � xtures. 
It is easy to setup due to USB library � les which you can download directly on our website, but 
also you can make the library � les with the Personality Builder.
The Creator comes with built-in shape effects of pan/tilt circle, RGB rainbow, beam dimming 
waves, etc. 
10 scenes and 5 built-in shapes can be output simultaneously. 
Faders can be used to output scenes and adjust the intensity of the dimmer channels in the 
scenes. 

Special features:
 • Control 96 � xtures up to 40 channels 
 each (1024 channels)
• 60 Scenes/Chases 
• Each chase can store 600 steps
• Easy to use Shape generator
• Intelligent jogwheels 
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Technical information:

 DMX channel: 2048
Fixtures: 200
Channels for each � xture: 40
Chases: 150
Chase to run simultaneously: 15
Chase step: 600
Time control of scenes: Fade in/out, LTP 
slope
Shapes for each scene: 5
Shape generator: Shapes of Dimmer,  
 Pan/Tilt, RGB, CMY,  
 Color, Gobo, Iris,  
 Zoom and Focus
Shapes to run simultaneously: 8
Master fader:
Global, playback, � xture
Library can store up to 32 Fixtures
Library R20 library supported
USB Memory FAT32 supported
Dimensions: 598x450x115 mm  
 (LxWxH)
Display language: EN/FR/DE
Weight: 11,2 Kg
Dust Cover: included
Flightcase: included 

 Creator 2048  
   50732     Moving Light Controller incl � ightcase 
 The Creator Moving Light Controllers are the most affordable controllers with a very high build 
quality and the most amount of features available on the market. The Creator 2048 is the larger 
brother of the Creator 1024. It is capable of controlling up to 200 � xtures to a total of 2048 DMX 
channels divided in 4 DMX universes with optical isolated 3 pole XLR connectors. Important 
features are the possibility of creating your Cue Lists, the built-in Shape Generator for Pan/Tilt, 
RGB, CMY, Dimmer, Color, Gobo, Iris, Zoom and Focus, the playback pages and playback faders, 
the fast selectable � xture groups and a easy to read display. The intuitive software makes 
programing and using it in live situations extremely easy and versatile. The Creator 2048 comes 
including a dust cover and � ightcase. 

Special features:
 • Control 200 � xtures up to 40 channels 
   each 
• 150 Scenes/Chases 
• Each chase can store 600 steps
• Easy to use Shape generator
• Intelligent jogwheels 
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Special features:
 • Control 80 � xtures up to 40 channels  
 each (1024 channels)
• 600 Scenes/Chases 
• Each chase can store 600 steps
• Easy to use Shape generator
• Intelligent jogwheels 

 Creator 1024 PRO  
   50731     Moving Light Controller incl � ightcase 
 The Creator Moving Light Controllers are the most affordable controllers with a very high build 
quality and the most amount of features available on the market. The Creator 1024 PRO is the 
biggest and most powerful model of the range. It is capable of controlling up to 80 � xtures to 
a total of 1024 DMX channels divided in 2 DMX universes with optical isolated 3 and 5 pole 
XLR connectors. Important features are the built-in Shape Generator for Pan/Tilt, RGB, CMY, 
Dimmer, Color, Gobo, Iris and Focus, the playback page roller and playback faders, the fast 
selectable � xture groups and a large and easy to read display. The intuitive software makes 
programing and using it in live situations extremely easy and versatile. The Creator 1024 PRO 
comes including a dust cover and � ightcase. 

Special features: Creator 1024 PRO  Technical information:

 DMX channel: 1024
Fixtures: 80
Channels for each � xture: 40
Chases: 600
Chase to run simultaneously: 20
Chase step: 600
Time control of scenes: Fade in/out, 
 LTP slope
Shapes for each scene: 5
Shape generator: Shapes of Dimmer, 
 Pan/Tilt, RGB, 
 CMY, Color, Gobo,
 Iris and Focus
Shapes to run simultaneously: 20
Master fader: 
Global, playback, � xture
Library can store up to 32 Fixtures
Library R20 library supported
USB Memory 
FAT32 supported
Dimensions: 656 x 550 x 145 
 mm (LxWxH)
Display language: EN/FR/DE
Weight: 12,6 Kg
Dust Cover: included
Flightcase: included 
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Special features:
 • Easy to use LED DMX controller
• Control 1 or 1 group of RGB � xtures
• Strobe
• 8 Chases & Macro functionality
• Individual RGB- & master dim control 
• 9 Preset colors 

Technical information:

 • Power Supply 12V/ 500mA (included)
• 3 DMX Channels 
• 9 preset colours
• DMX-512
• Sound Control
• Strobe function
• 8 Chases
• Master Dimmer 

 LED Operator 1  
   50718      
 The Showtec LED Operator 1 is the most economical LED controller in our range.
It has 3 faders to control the Red, Green and Blue LED of your LED � xture. It has 9 preset 
colours which can be selected by a push of the button.
It can be controlled both manually as well as by sound by the internal microphone.
The LED Operator 1 is a simple but powerful controller for non-complex light applications. 

The Showtec LED Operator 1 is the most economical LED controller in our range.

The LED Operator 1 is a simple but powerful controller for non-complex light applications.

Special features:
 • Up to 4 zones 
• RGBW / RGBA control
• color preset buttons
• Easy to use 

Technical information:

 Fixtures: 4
Fixture channels: 4
DMX channels: 16
Color presets: 9
Chases: 9
DMX connector: 3p XLR
Power input: 12VDC, 500mA
Dimensions: 325x140x52 (LxWxH)
Weight: 1.4Kg 

 LED Operator 4  
   50727      
 The LED Operator 4 is a compact DMX controller for LED lights with 3- or 4 channel modes 
(RGB either RGBW or RGBA).  It is an easy to operate controller with built-in sound activated 
or manual playback options. The LED Operator 4 can control � xtures in four different groups 
independently of each other. Its one-touch buttons of pre-mixed colours, built-in chases and 
strobe and dimmer controls makes it perfect for any operator looking for an easy way to control 
any LED � xture. 

Special features:
 • Up to 6 zones 
• RGBWA-UV control
• color preset buttons
• Easy to use 

Technical information:

 Fixtures: 6
Fixture channels: 6
DMX channels: 36
Color presets: 18
Chases: 18
DMX connector: 3p XLR
Power input: 12VDC, 500mA
Dimensions: 393x140x47 (LxWxH)
Weight: 1.8Kg 

 LED Operator 6  
   50728      
 The LED Operator 6 is an universal, compact but powerful controller which is capable of 
controlling up to 6 channels per � xture. Therefore the LED Operator 6 is suitable to control 
any LED � xture with 6 colours LED (RGBWA-UV) in 6 different groups. The LED Operator 6 
allows you to control effects by simultaneously operating each � xture in different playback 
modes, with variable fade times. The LED Operator 6 offers unlimited � exibility with numerous 
playback options that include RGBWA-UV, automatic and sound-active modes. Increase control 
with adjustable audio sensitivity, strobe and black-out effects. 
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Special features:
 • Touch control
• Can control RGBW � xtures
• Compact size
• Easy to use color picker
• Free patchable RGBW channels 

Technical information:

 Control Fixtures: 8
Channels / Fixture: 32
Output indication: RGB 3-in-1 LED
Factory chases: 6
Programmable chases: 16 (max 30steps)
Chase macros: 24
Operation modes: Auto, Manual, 
  Sound-Active
RGB preset colors: 255
Display: 8x2 LCD
Build in Time schedule for maximum 7 days
Dimensions: 220 x 147 x 50 mm 
  (WxDxH) 
Weight: 0,65 kg 

 LED Operator Touch  
   50724      
 The LED Operator Touch is a new compact controller dedicated for architainment solutions. It 
can control up to 8 groups of RGBW � xtures. Programming is very easy by the touch sensitive 
buttons. A clear LCD display guides you easily to the menu and shows you all functions. The 
LED Operator can store 120 scenes and 16 chases (4 scenes on 30 banks, 4 chases on 4 
banks)
Programs can run by automatic mode (fade and speed time can be set) either by sound. 

Special features:
 • Intelligent LED DMX controller
• Control 4 RGB � xtures up to 4     
 channels each
• Free patchable RGB and dimmer 
 channels
• Individual RGB- and master dim 
 control 
• 16 Scenes & 16 Chases 

Technical information:

 Power supply: DC 12V- 500mA
Power consumption: 20 Watt
Power connector: Adapter (included)
Chases: 16 with 99 steps
Scenes: 16
Fixtures: 4 
DMX-512: XLR 3 pole
Dimensions: 370 x 160 x 60 mm 
 (LxWxH)
Weight: 1,9 kg 

 LED Operator  
   50716      
 • Easy to use
• Control 4 RGB � xtures
• Adjustable Speed control
• Adjustable fade time
• Free patchable RGB and dimmer channels
• 19” panels incl. 

Special features:
 • Battery operated (8 hours)
• Wireless DMX transmitter (Wireless 
   Solutions - Sweden)
• Preset RGB color and chases
• Control 4 x 4 channel � xtures 

Technical information:

 Fixtures: 4
Channels: 16 (4 each � xture)
RGB Presets: 9
Preset chases: 9
DMX-512: XLR 3 pole
Battery: 7.4V 2200mAh
Operation time: 8 hours (full battery)
Power supply: 8,2V DC 500mA
Power consumption: 20 Watt
Power connector: Adapter (included)
NOTE: only use the original 
 power supply
Dimensions: 325 x 140 x 50 mm 
 (LxWxH)
Weight: 1,54 kg 

 LED Operator 4 Air  
   50726      
 The LED operator 4 Air has the same functionality as the popular LED operator 4 but with built-
in wireless DMX module and battery operated. This solution is ideal for all 4 channel battery 
operated spots or bars and gives you the freedom to run an entire system in- and outdoor 
without using a power or DMX cable. It is equipped with the Wireless DMX transmitter module 
(from Wireless Solutions) which guaranties the best transmission. The LED Operator 4 AIR is 
easy to use and has preset RGBW colors and chases with adjustable fade, speed and strobe 
control or can be activated by sound. With a full battery the LED operatior 4 AIR can be used 
for 8 hours. 
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Technical information:

 Display: 2x 16 Character LCD 
DMX connector: XLR 3 Pole
Midi connector: 5p DIN (IN/OUT/THRU)
USB connector: 5V (light device)
Audio input: RCA 100mV – 1Vpp
DMX channels: 8 x 16 & 2 aux, 130 total
Max steps in chase: 1750
Max total steps: 1750
Dimensions: 482x 156 x 75mm (LxWxH)
19” rackmountable: Yes
Weight: 2,48Kg
Power comsumption: 20Watt
DC input: 9-12V 800mA
Power supply: AC-12V (included) 

 LED Commander  
   50717     LED-Parcan controller 
 The LED Commander is a truly versatile LED Controller which can control nearly every LED 
Parcan on the market. It can control up to 8 different group of � xtures simultaneously.
In order to control each function it has 8 faders. Each fader can be patched to the desired 
function. Furthermore the unit has 16 scenes (8 scenes on 2 pages) and 16 chases (8 chases 
on 2 pages). Moreover, it is equipped with 2 Auxiliary channels to connect your fogger or strobe. 
In order to make programming easy and simple the LED Commander is equipped with a bright 
and clear LCD display. 

Special features:
 • Control 8 LED � xtures up to 8 
 channels each
• Free patchable channels
• Total � xture control by 8 faders
• 16 Scenes & 16 Chases 
• 2 Aux channels to connect foggers  
 and strobes 

Technical information:

 Power supply: DC 12V- 500mA
Power consumption: 20 Watt
Power connector: Adapter (included)
Chases: 12 with 24 steps
Scenes: 24 + blackout scene
Fixtures: 4 
DMX-512: XLR 3 pole
Dimensions: 360 x 183 x 69 mm (WxDxH) 
Weight: 1,5 kg 

 LED-Foot 4  
   50719     4 Channel patchable LED par controller 
 The LED-Foot 4 is another innovative LED controller designed and developed by Showtec. 
It offers you total control to 4 groups of LED Parcans. Due to the fact that all channels are 
patchable, the LED-Foot can work with any LED � xture in the market. Programming of programs 
is easy and simple. Once the LED Foot is patched and programmed it can be controlled easily 
by your feet. Scene selection, Chases selection, Function it all can be controlled by your foot.
The LED-Foot 4 is the ideal solution for musicians who do not have their hands free to control 
their lighting. 

Special features:
 • Can be used with any LED Parcan
• Patchable
• Music control
• Foot control 
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Technical information:

 Fixtures: 8 + 2 Aux channels
Scenes: 16 
Chases: 16 
Run mode: Auto, Music, Manual
DMX-512: 66 Channels 
DMX connector: 3 Pole XLR F
USB: 5VDC for mini-light
Audio input: RCA, 100mv - 1Vpp
MIDI: In, Out, Thru
MIDI connector: 5P DIN
Power Supply: 9-12VDC - 1000mA
Power connector: Adapter (included)
Power consumption: 20W
Dimensions: 482 x 156 x 75 (LxWxH)
Weight: 3,1Kg 

 LED Commander Pro  
   50725     LED par controller with channel displays 
 The LED Commander Pro is the successor of the LED commander. The upgrade is simple but 
unique and very useful. The LED commander Pro has displays above each channel fader that 
shows the actual channel function. Because there are many different led � xtures and all with 
other channel settings it is hard to remember which channel has which function. The displays 
above the channels are fully programmable by the user. No you can program your channel 
name in these displays which will be very useful during live operation. The displays show the 
programmed channel names and the channel value. Besides this unique function the LED 
commander pro also has all the bene� ts of the already successful LED commander. It can 
control 8 different group of � xtures simultaneously. With the 8 patchable channel faders you 
can control all functionalities of the LED par in your desired order. It has 2 auxiliary channels 
which are very useful for foggers or strobes. Furthermore the unit has 16 programmable scenes 
and 16 programmable chases. 

Special features:
 • 8 Individual programmable channel  
 displays 
• Control 8 LED � xtures up to 8 channels  
 each
• Free patchable channels
• Memory for 16 scenes and 16 chases
• 2 Aux channels to control foggers and  
 strobes 
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 Quick DMX USB dongle  
   50050     100 Channels 
 The Quick DMX USB dongle allows to discover an “entry level” version of the Quick DMX, for a 
very affordable price. Be aware that the Quick DMX USB dongle has no ground-loop protection. 
To be sure that you don’t damage the cable if a groundloop occurs use a Showtec DMX booster, 
ordercode: 50346, 50347, 50780, 50781, 50782 or 50783.  The Quick DMX D512 and D512 
plus have a built-in ground-loop protection. 

Please note that Quick DMX USB dongle only works with Quick DMX software. 
Download link: http://bit.ly/1pdFlGh

For general help you can also go to : http://bit.ly/X4bDcv a technical forum for Quick DMX.

Tutorials can be found in this link : http://bit.ly/1oHfq9m 

 Quick DMX IR Remote  
   50053     Optional remote for 512 plus 

Technical information:

 • Stand Alone: Yes, 18 scenes or chases
• Operating System:  Windows, Mac OSX
• Dimensions: 112 x 89 x 46mm
• Weight: 0,28 kg
• Power supply:  USB / DC 9V, 300mA (not included) 

 Quick DMX D512 Plus  
   50052     512 Ch with Calendar & Ir 
 The D512 Plus has the same features as D512 when its connected with a computer but 
stand-alone the D512 plus has some extra features. It can hold 18 scenes/chases which can 
be triggered (4x simultaneously) with the optional IR remote (50053). It also has a calendar 
function to start scenes or chases on a preprogramed date and time. It is powered by USB but 
if your laptop cannot support enough power or if you use it stand-alone, it’s possible to connect 
an external power-supply, 9-12VDC 300mA (not included).

Please note that Quick DMX USB dongle only works with Quick DMX software. 
Download link: http://bit.ly/1pdFlGh

For general help you can also go to : http://bit.ly/X4bDcv a technical forum for Quick DMX.

Tutorials can be found in this link : http://bit.ly/1oHfq9m 

 Quick DMX D512 Plus   Quick DMX D512  
   50051     512 Channels 
 With the “D512” interface it is possible to use Quick DMX software without any restriction for 
all 512 DMX channels. This interface can store one scene or chase for 512 DMX channels that 
will be played if connection with computer is lost.

Please note that Quick DMX USB dongle only works with Quick DMX software. 
Download link: http://bit.ly/1pdFlGh

For general help you can also go to : http://bit.ly/X4bDcv a technical forum for Quick DMX.

Tutorials can be found in this link : http://bit.ly/1oHfq9m 

 Quick DMX D512  

 Quick DMX Rack  
   50054     512 Ch with 16 preset memories 
 The Quick DMX Rack is a standalone interface which can store 16 different chases or scenes. 
This makes the unit very suitable for � xed installations. Because of the basic concept even non-
technical users can control their lightshow with Quick DMX Rack. They can select 16 programs 
that are pre-programmed by an installer. To edit or change chases or scenes the unit must be 
linked with Quick DMX software. It is also possible to use the controller as 512 Channel DMX 
interface. The interface has 3 indication LEDs, power, USB link and DMX input. 

Technical information:

 Operating system: Windows & MAC
Memorys: 16
DMX channels: 512
DMX output: 3P XLR F optical isolated
DMX input: 3P XLR M optical isolated
Powersupply: USB powered or 9-12V, 300mA AC/DC (not incl)
Dimentions: 482x80x44mm (LxWxH)
Weight: 1,6 Kg  Quick DMX N512  

   50055     Network dongle, 512 channels 

 Software Controllers 
 LIGHTCONTROLLERS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

607

 Quick DMX provides the ultimate solution for lighting control. It offers the 
possibility of direct control, from simple LED spots to the most complex 
moving light and pixel based � xtures, with a computer, the software and 
an interface. The computer is loaded with Quick DMX software to build and 

control the lighting show, by an interface via a USB port.

The software is designed to be user-friendly and can easily be used by even those whose 
knowledge of DMX and light programming is limited. We offer a unique software, which is 
free to download from our web site download page. The software is available for Windows and 
MacOS.  All software upgrades are free.

THE SOFTWARE

The software contains several views: Editor, Pixels, Live, Stand Alone.  Each view has its own 
dedicated tabs to have direct access to all necessary functions and settings. 

Declare your lighting equipment in Editor > Fixtures. The library contains personality � les for the 
most common � xtures (Spots, Bars, Moving heads, Color changer, Strobes, etc ...). This library 
is regularly updated to stay current with new � xture releases. If the light you are using is not 
included, it is easy to add and con� gure new ones. In V8 you are able to re-patch your � xtures 
without losing previous made scenes and generators.

With Editor > Steps  you can create scenes. The view manages many functionality’s like: 
• DMX values per � xture
• RGB color picker
• Chase step overview and editor
• Time and fade mode per channel
• 2D � xture view
• Fixtures grouping 

 In Generator,  you can build complex lighting scenes within a few mouse clicks, it can handle 
pan/tilt movements, colors, gobo and effects, for a group of moving lights, with delay effects. It 
has preset shapes dedicated for dimmers, movements and colors. The V8 generator has several 
major improvements like:
• Edit your � xture order to create your desired shape over your � xtures
• Possibility to split a multiple pan/tilt � xtures and create shapes within one � xture
• Group RGB / CMY channels within a � xture to easily create a color shape 

With Pixels it’s easy to create chaser, rainbow, text effects or upload GIFs  to use as template for 

your animated pixel show. Just add your devices with the correct horizontal and vertical pixels 
assign the color range and position on screen like the real setup. Pixels will do all calculations 
and generate all DMX values.

In Live, you can play and customize the show depending of your needs (pages, buttons, 
presets). Buttons can be made for colors, effects movements but can also trigger a complete 
light scene or timeline multimedia � le. While operating in live it’s possible to overrule with the 

Editor. Live in V8 is improved and can also play generator and pixel � les.
With 3DView you can display the stage in 3 dimensions and it shows the lights moving in real 
time, from any point of view. Set stage size and place your objects and lighting � xtures. The 
program has a bank of basic objects (speakers, truss, music instruments, ...). You can also 
import your own objects. Set position of each object (or � xture). It is possible to set these 
parameters on a group of objects. Set textures, luminosity, smoke level for more realism. 

Timeline is a synchronized multimedia show editing software. It is able to play multiple � le 
formats (video, picture, audio and light scenes). Drop the � les into the timelines and slide them 
in the desired time. The possible applications are:
• basic “sound and light”. The readable audio � les are wav, mp3, ogg and wma format.
• “video and light” on plasma screen or video projector. The readable picture � les are bmp, jpg, 
png, giff. The readable video � les are avi, mpg, mpeg, mov, wmv. 

Overview of the main new features in QDMX V8:
• Fixture based programming, true DMX patching
• Pallets management
• Live can play generator and pixel � les directly without � rst converting to a scene � le.
• Master faders in live can either be patched on speed or on dimmer
• Multi RGB / Pan-Tilt � xtures management in Steps and Generator    
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Technical information:

 Connector:  3p XLR male & female
Channel Output:  5A/CH., Total 16A 

 MultiSwitch  
   50357     DMX-512 4CH. switch pack 
 DMX-512 4CH. Switch pack with 16 built-in programs and other useful functions: chasing 
speed/stand alone/Master slave. 

Technical information:

 Powerinput: AC 220V~240V / 50Hz
Power Consumption @ Full Load: 3450W
Power output: 5A each channel / 15A Max Total
Operation:  build-in programs, auto run, slave, sound, DMX
DMX channels: 1, 2, 4 CH
 Patchable per channel
Working environment: 0°C~40°C
Fixture Connection:  XLR (3-pin) DMX in/out
Dimensions:  210 x 72 x 260 mm (LxWxH)
Weight:  2,84 kg 

 RP-405 MKII Relay Pack  
   50753      
 The Showtec RP-405 MKII is a switch pack with built in relays and is very suitable to switch your 
LED lighteffects. As common switchpacks are not suitable to switch the low power of LED’s, this 
RP-405 MKII is the right solution.
It brings 4 channels of each 5 Amp and each channel is patchable. 
It can be controlled by DMX or by sound according to the built in patterns.
The speed of the patterns is adjustable between 20 seconds up to 2 minutes per step which 
makes this relay-pack very suitable for small venues because there is no need for an external 
controller. 

Technical information:

 Power input: AC 230V-50 Hz 
Channel output: 10A
Fuse: F10A 250V 5 x 20 mm
Dimensions: 237 x 140 x 60 mm
Weight: 1,82 kg 

 Single 3  
   50395      
 The Single 3 is a one channel DMX dimmer which easily can be 
mounted to your � xture, this will make it directly dimmable by DMX. 
It has both Dim- and switch mode. Furthermore, it is possible to set 
a maximum level for the output. The Single 3 can be used with any 
� xture up to 10A. 

Technical information:

 • 6,3A (1000 Watt)
Dimensions: 150 x 45 x 143 mm (LxWxH)
Weight: 0,7 kg 

 Uni Lite  
   50314     One Channel Dimmer Slider 
 1 Channel dimmer + controller and � ash button. 

 Switch & Relay packs 
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 Single MK II  
   50396     1 Channel DMX Dimming/Switch Pack 
 One channel DMX Dimming/Switch Pack 
• 512 DMX-channels
• Wall / Truss mounting
• 50 mm dimming slider
• Dim and switch
• Dimming pre-set
• Dimming limit
• Capacitive load 10A, Inductive load 5A. 

Technical Information 
 Voltage: AC 230V-50 Hz (CE)
Channel-Output: 10A max.
DMX-Output: 3-pin XLR socket
 (female)
DMX-Input: 3-pin XLR socket (male)
Fuse: F 10A 250V 5 x 20 mm
Dimensions: 195 x 105 x 90 mm (LxWxH)
Weight: 1,26 kg 

 Single WDP-1  
   50756     1 Channel Wireless Dimming Pack 
 The Single WDP-1 is a one channel DMX dimmer/switch with built-in Wireless DMX receiver.
It is wall- truss- and � xture mountable which makes it suitable in any location. It has both dim- 
and switch mode and can be controlled manually on the 50mm fader. 

The Single WDP-1 is a one channel DMX dimmer/switch with built-in Wireless DMX receiver.
It is wall- truss- and � xture mountable which makes it suitable in any location. It has both dim- 

Technical Information 
 Input Voltage: 230VAC - 50 Hz
Channel-Output: 10A max.
DMX-Connectors: 3-pin XLR sockets
Control Options: On-Board Control Panel, DMX, W-DMX
DMX Channels: 1
Fuse: F 10A 250V 5 x 20 mm
Dimensions: 195 x 105 x 90 mm (LxWxH)
Weight: 1,38 kg 

Technical information:

 • 4 channel dimmingpack with 512 available DMX addresses on each Schuko connector
• DMX in and stand-alone
• Built-in pre-programmed chaser with 16 different patterns
• Pre-heat 0-25%
• Fade time, memory backup, Max. Dimm-setting, channel-dimming, Manual Program
• Auto-program, Hold-sound, program-sound, Auto-sound
• AC 230V/50 Hz Max. 5A/ch (CE 4x 1,5A) incl. 1 m cable with Schuko plug
Dimensions: 330 x 150 x 115 mm (LxWxH)
Weight: 2,98 kg 

 Lightbrick  
   50370     4 Channel Dimming Pack DMX 
 A complete and easy to install light-control solution. That’s what the Showtec LightBrick is 
about: a DMX 512 4 channel dimm- and switchpack! Perfect for � xed installation or rough on 
the road use. 

 Lightbrick  
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Technical information:

 Power supply: AC 220 V - 50/60 Hz, 
 single phase connection
Power supply: AC 380 V – 50/60 Hz, 
 3-phase connection
Output power: Max. 10 Amp each channel, 
 Total 60A
Output connector: Terminal screw connector
Circuit breaker: 10 A
Control signal: DMX-512, Analogue 0-10 V
Protection: Short circuit, temperature, overload
Dimensions: 483x380x90 mm (LxWxH) (Rubber feet removed)
Dimensions: 483x385x94 mm (LxWxH) (incl. rubber feet)
Weight: 12 kg 

 DDP-610  
   50903     6 Channel Digital Dimming Pack, 10A fuse 
 The DDP-610 is a robust and reliable dimmer pack with terminal connections.
It is ideal for � xed installations or touring applications where you want to make your own patch 
panels.
Every channel is protected by a 10A circuit breaker.
The menu allows you to set several dimming curves as well to monitor DMX input and 
connected outputs. 

Technical information:

 • 2U 19” Rack mount
• DMX-512
• Real time Zero crossing detection for less noise
• Built in chase programs for stand alone operation
• DMX failure with back up CUE availability.
• Master / Slave operation
• Analog Input (0-10V)
• Local Control
• Patchable per Channel
• Clear and bright LCD display
• 16A per channel
• Temperature Protection
• Overload Protection
• Short Circuit Protection
• AC 230V 50Hz Single / 3 Phase Operation 

 DUP-600  
   50751S     6 Channel Dimming Pack Schuko Output 
 The DUP-600, Showtec’s latest dimming pack, combines all features of the most common 
dimming packs in just one dimming pack. Its rough and sturdy housing makes it the right choice 
for rental, touring and installation application. It has 6 channels which can handle a maximum 
load of 16A each.  Each channel is completely patchable. Furthermore each channel can set 
its dedicated dimming curve. For easy control or preheat the DUP-600 has 6 faders for local 
control. The DUP-600 has a built in DMX failure with back-up CUE ensuring you that there will 
always be light when DMX fails. For stand-alone operation the DUP-600 has several built in 
chase programs. The DUP-600 is available in 3 different models: hardwired, with a 16 pole 
multipin output and with 6 schuko outputs. 

 Dimmerpacks 
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Technical information:

 Power supply: AC 220 V - 50/60 Hz, single phase connection
Power supply: AC 380 V – 50/60 Hz, 3-phase connection
Output power: Max. 10 Amp each channel
Output connector: Terminal screw connector
Circuit breaker: 10 A
Control signal: DMX-512, Analogue 0-10 V
Protection: Short circuit, temperature, overload
Dimensions: 483 x 440 x 133 mm (LxWxH)
Weight: 25 kg 

 DMD-12 12 Channel Digital Module Dimmer  
   50920     12 Channel Digital Module Dimmer 
 • Redesigned and improved modular dimmer
• Ideal dimmer for touring and � xed installation
• Clear LCD display for all menu settings
• Strong 19 inch housing
• Variable Fan speed cooling system 

 Sliding Show Bar 4 Powercon®  
   50390     T-bar Schuko with 4 channel dimpack 
 This innovative T-bar provides you the same professional speci� cations as the regular T-4 
bar. However, due to its unique design it is possible to adjust the horizontal positioning of 
the attached lightunits. This enables you to have a more � exible light-design and a better 
distribution of the available lightsources. 

Technical information:

 Fourbar with built in DMX dimmer. 
Load per channel 2A. Max. load 8A. 
Built-in controller with 16 pre-programmed programs for stand-alone use. 
Pre-heat function. 
Memory back-up, master dimmer, channel dimmer, manual program, hold sound, progr. sound, auto sound.
Dimensions:  1310 x 80 x 70 mm (LxWxH)
Optional Powercable: 90527 Powercon > schuko 1,5m (not included) 
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Special features:
 • Music-controlled
• Schuko Outlets
• DMX-512 4CH. Dimmer pack 
• 16 built-in programs
• Stand-alone function 

Technical information:

 Input voltage: 230V/50Hz
Channel Output: 3A / CH., Total 12A
Control: DMX-512, Stand-alone,  
 Music control
DMX channels: 1,2 or 4
Mode: Dim or Switch
Data in/out: 3 pole XLR
Powerconnection: Shuko plug
Poweroutput: Schuko chassis per  
 channel
Monitor: Control LED per channel,  
 DMX signal led
Dimensions: 220 x 82 x 275 mm 
 (LxWxH)
Weight: 3,5 kg 

 DIM-4  
   50442     4 Channel 3A per channel Dimming Pack 
 The DIM-4 is a compact but powerful dimming pack.
It has 4 channels which each can be loaded up to 3A Each. With a total power consumption of 
12A this dimming pack can � t any socket.
The DIM-4 can be fully controlled by DMX but has as well an built in chaser as well a sound-
control function. 
Furthermore the DIM-4 set can be set in a 1-channel, 2-channel or 4-channel mode. 

Special features:
 • Music-controlled
• Schuko Outlets
• DMX-512 4CH. Dimmer pack 
• Local Control Faders
• Stand-alone function 

Technical information:

 Input voltage: 230V/50Hz
Channel Output: 3A / CH., Total 12A
Control: DMX-512, Stand-alone,  
 Music control, Local  
 Control.
DMX channels: 1,2 or 4
Mode: Dim or Switch
Data in/out: 3 pole XLR
Powerconnection: Shuko plug
Poweroutput: Schuko chassis per  
 channel
Monitor: control LED per channel,  
 DMX signal led
Dimensions: 220 x 82 x 275 mm  
 (LxWxH)
Weight: 3,5 kg 

 DIM-4LC  
   50443     4 Channel 3A per channel Dimming Pack with Local Control 
 The DIM-4 is a compact but powerful dimming pack.
It has 4 channels which each can be loaded up to 3A Each. With a total power consumption of 
12A this dimming pack can � t any socket.
The DIM-4 can be fully controlled by DMX but has as well an built in chaser as well a sound-
control function. For easy use in any location the DIM4LC has 4 local control faders which 
makes it a powerful and compact dimming pack for numerous applications. 
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Technical information:

 Voltage: 230V
Dimensions: 483 x 130 x 45 mm (LxWxH)
Weight: 1,65 kg 

 Multi Exchanger  
   50348     72CH. DMX/Analog 3 & 5p XLR 
 Convert the signal from DMX-512 to 72 CH. 
ANALOGUE output.
• Convert the signal from MIDI to 72 CH.
 ANALOGUE output.
• The front panel alpha-numeric display
 shows the DMX start address and
 programming options.
• The last scene remains when 
 DMX disappears.
• Pre-store a scene and is available 
 for emergency.

• Memory backup with EEPROM.
• CHASE function can be selected 
 from 1 to 72 channel & speed control.
• Select ANALOGUE output from +(-)10V,
 +(-)12V and +(-)15V.
• Receive NOTE ON/OFF signal of MIDI. 

Technical information:

 Voltage: 230V
Power Requirement: DC 9V, 300 mA Min. (AC/DC adapter included)
DMX Input: two 3-pin XLR male sockets on the front panel
Extra: two 3-pin XLR male sockets on the rear panel
DMX output: two 3-pin XLR female sockets on the front panel
  Extra one 3-pin XLR female sockets on the rear panel
Dimensions: 483 x 73 x 45 mm (LxWxH)
Weight: 1,15 kg 

 DMX Merge  
   50359     2-way DMX merger 
 The Showtec DMX Merge allows you to combine two DMX controllers to one DMX line or to use 
a second desk as back-up desk.
The unit has 3 modes:
1) HTP (High Take Precedence) In this case you can use two similar desks with the same 
 addressing on one line. The DMX channel with the highest value has priority.
2) Back-up mode. The unit is connected to two DMX desks. Channel A has priority. 
 Once channel A fails or has no DMX channel B takes over the show.
3) Merge mode. Two desks can be merged on one line. E.g. you can run a scene setter 
 and DMX operator on one line. The Scene Setter will operate on channel 1-96 and the 
 DMX Operator will have the channels 97 and higher. 
 These positions can be freely addressed by the dip-switches. 

Special features:
 • 128x160 Pixels, color LCD display
• 8 Memories for scenes, chases or   
 shows
• Manual control, Real-time trigger,  
 SMPTE/MIDI time code trigger, DMX  
 trigger and DMX monitor
• 5 Hours internal recording time
• 4 Recording modes, Manual, Auto,  
 Semi-Auto & Smart 

Technical information:

 Power supply: DC9~12V
Power consumption: 6W
Data signal: DMX/MIDI/SMPTE
DMX connectors: 3pin XLR
User mode: Auto/manual
Intern memory: 2G
Extern memory: <8G
SMPTE mode: Event  Trigger
SMPTE connector: 3pin XLR
Display: 128 x 160p
Dimensions: 482 x 78 x 44 mm
Weight: 1,1 kg 

 DR Pro Rack  
   50821     DMX Recorder 
 The DR Pro Rack is a useful tool to store DMX values of complete Scenes, Chases or Shows. 
The total record time is 5 hours shared over the 8 memories. The basic functions are easy to 
control with the direct playback buttons at the front which makes it ideal for non-technical 
users. The unit can be locked with a password. 
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 DB-Series 
 The DB models from Showtec are universal DMX-512 optical splitters. They are designed to 
distribute the incoming DMX signal, in daisy chain con� gurations, into multiple separate outputs 
with an additional “True” port. They can be mounted in any 19” rack or into the truss by the M10 
nut on the rear end of the unit. It has clear LEDs to show the DMX signal status of each output 
and input. There are four models available, DB-1-4 with or without RDM which has 4 outputs 
and 3 & 5 Pole XLR connectors, and the DB-1-8 with or without RDM which has 8 outputs with 
3P XLR connectors. 

 DB-1-4  
   50780     4 Channel DMX Booster 3 & 5p XLR 
Technical Information 
 Input connectors: 3&5 Pole XLR M 
Output connectors: 3&5 Pole XLR F
Power input: 230VAC, 50/60Hz 
Dimensions: 483 x 134 x 46 mm (LxWxH)
Weight: 2,6 kg 

Special features:
 • DMX splitter for 4 outputs
• Electrical isolation between in and output
• DMX Indication LEDs on in-& outputs
• 3 & 5P XLR in- & outputs
• M10 nut at backside for truss clamp 

 DB-1-8  
   50783     8 Channel DMX Booster 3p XLR 
Technical Information 
 Input connectors: 3&5 Pole XLR M 
Output connectors: 3 Pole XLR F
Power input: 230VAC, 50/60Hz 
Dimensions: 483 x 134 x 46 mm (LxWxH)
Weight: 2,6 kg 

Special features:
 • DMX splitter for 8 outputs
• Electrical isolation between in and output
• DMX Indication LEDs on in-& outputs
• 3P XLR outputs
• M10 nut at backside for truss clamps 

 DB-1-4/RDM  
   50785     4 Channel DMX booster with RDM 3 & 5p XLR 
Technical Information 
 Input connectors: 3&5 Pole XLR M 
Output connectors: 3&5 Pole XLR F
Power input: 100 ~ 240VAC, 50/60Hz 
Dimensions: 483 x 134 x 46 mm (LxWxH)
Weight: 2,6 kg 

Special features:
 • DMX/RDM splitter for 8 outputs
• Electrical isolation between in-and output
• DMX Indication LEDs on in-& outputs
• 3 & 5P XLR outputs
• Supports Remote Device Management (RDM) Protocol 

 DB-1-8/RDM  
   50786     8 Channel DMX Booster with RDM 3p XLR 
Technical Information 
 Input connectors: 3&5 Pole XLR M 
Output connectors: 3 Pole XLR F
Power input: 100 ~ 240VAC, 50/60Hz 
Dimensions: 483 x 134 x 46 mm (LxWxH)
Weight: 2,6 kg 

Special features:
 • DMX/RDM splitter for 8 outputs
• Electrical isolation between in-and output
• DMX Indication LEDs on in-& outputs
• 3P XLR outputs
• Supports Remote Device Management (RDM) Protocol 
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Special features:
 • DMX Booster with RDM   
 communication
• Every RDM output features and   
 independent driver
• 19” rackmountable 

Technical information:

 Power Input: AC 230V 50Hz
Power consumption: 5W
Housing: Metal with powder � nishing
Data in/out: 3-Pin/5-Pin Neutrik XLR  
  Connector
Communication: DMX ore DMX+RDM   
  (switchable)
Protocols: RDM, DMX-512 (1990)
Dimensions : 482 x 145 x 44 mm
Weight: 2 kg 

 DB-6-RDM  
   50782     6 Channel DMX Booster with RDM 3 & 5p XLR 
 The DB-6 RDM is a 6 channel DMX distributor. It offers full RDM functionality and can be used 
both with standard DMX and RDM protocols. 

Special features:
 • DMX Booster with RDM   
 communication
• Every RDM output features and   
 independent driver
• 19” rackmountable 

Technical information:

 Power Input: AC 230V 50Hz
Power consumption: 5W
Housing: Metal with powder � nishing
Data in/out: 3-Pin Neutrik XLR Connector  
  + RJ45 data connector
Communication: DMX ore DMX+RDM   
  (switchable)
Protocols: RDM, DMX-512 (1990)
Dimensions : 482 x 145 x 44 mm
Weight: 2 kg 

 DB-6i DMX Splitter  
   50784     6 Channel DMX Booster with RDM 3p XLR & RJ-45 
 The DB-6i is a 6 channel DMX distributor. It offers full RDM functionality and can be used both 
with standard DMX and RDM protocols. Due to the RJ45 connections, this booster is perfectly 
suitable for permanent installations. 

Special features:
 • Regenerates & Boosts DMX/RDM   
 signal
• Optical isolated on each in- and output  
 port
• DMX Indication LEDs on in-& outputs
• 3 & 5P XLR outputs
 

Technical information:

 Input connectors: 3&5 Pole XLR M 
Output connectors: 3&5 Pole XLR F
Power input: 100 ~ 240VAC, 50/60Hz 
Dimensions: 483 x 134 x 46 mm (LxWxH)
Weight: 2,8 kg 

 RDM Splitter Pro  
   50787     4 Channel  DMX Booster with RDM 3 & 5p XLR 
 The Showtec RDM Splitter Pro is a universal DMX-512 splitter to ful� l the demands of pro 
users. All outputs are equipped with separated optical isolated electronics to ensure that 
DMX/RDM signal will be distributed and regenerated in the most optimum quality. The signal 
indication LED’s show the speed and status of the present signal on the input and outputs. All 
DMX/RDM inputs and outputs supports RDM Protocol and are equipped with both 3 and 5 pin 
XLR connectors. The rugged housing is 19” rack mountable and has a M10 mounting point to 
assamble a clamp for rigging use. 
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Special features:
 • Built in 4*1.2V/1600mA batteries
• 4*20’’ LCD Display
• DMX-512, DMX-1000K & RDM Protocol  
 compatible
• Including � ightcase 

Technical information:

 Operating voltge: 9VDC
Power consumption: 500ma
Control: DMX512, DMX1000K, RDM
Connection: XLR 3&5 pole male, female
Housing: PVC
Operating temp: 0~35°C
Storage temp: -20~70°C
Dimensions: 58 x 73 x 136mm
Weight: 0,6Kg 

 RDM Commander  
   50405      
 RDM Commander is a testing tool for LED luminaires. It can be used to test every parameters 
of the DMX 512 and DMX. 1000K signals, as well as the functions of the moving heads. 
Meanwhile, this unit can also be used as a RDM controller. The RDM commander is including 
� ightcase and power adapter but can also be operated wireless due to the built-in accu. 

Technical information:

 Power supply: DC 9V, 500 mA
DMX In: 3-pin & 
  5-pin male XLR sockets
DMX Out: 3-pin & 
  5-pin female XLR sockets
MIDI Input: XLR socket (male)
Dimensions: 200 x 160 x 55 mm
Weigh: 1,2 kg 

 DMX Tester  
   50398      
 Versatile DMX tester with a modern design. Big display with clear menu-structure and back-
light for easy operation. Test function for data format, data timing, data level. Barchart mode, 
value mode, min./max. mode. Analog and digital cable test. Up to 10 � xtures with a maximum 
of 36 channels each available for editing and quick-testing.
Test-function for DMX-512 and MIDI. Delivery including pouch and adapter. Built-in 
rechargeable battery for mobile use. 

Technical information:

 Operating voltge: 5VDC
Power consumption: 1A
Control: DMX512, RDM, MIDI
Connection: XLR 5 pole male, female
Housing: PVC
Operating temp: 0~35°C
Storage temp: -10~70°C
Dimensions: 170 x 100 x 45mm
Weight: 0,48g 

 RDM Commander MKII  
   50550      
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 NET-8/3  
   50804     8 Channel Artnet/Klingnet node, 3p XLR 
 The Showtec NET-8/3 and NET-8/5 nodes are cutting-edge network routing devices which 
convert ArtNET to DMX512 and back. A maximum of 4096 channels can 
be transported over a single CAT5. This makes the NET-8/x suitable 
for small to large scale events. The NET-8/x embeds a built-in 
network switch to allow it to be used as a Ethernet repeater as 
well as 8 isolated DMX-512 universes which can be used as 
a input or output. All settings can be done by the easy-to-use 
menu on the graphic display and buttons on the front. 

Technical information:

 Connections:
Network: 2x RJ45
DMX: 8x 3-pin XLR
Power: Pro Power Connector
Supported protocols: ArtNET, KlingNET, TCP/IPv4, DMX-512A
Dimensions: 482 x 205 x 44 mm
Power supply: 100~240VAC, 50/60Hz
Power consumption: 20W max.
Operating temp: 0 to +40 °C
Weight: 1,8 kg 

Special features:
 • Supports both ArtNET or KlingNET protocol
• 1Gbps data speed
• 8 universes DMX input or output
• High Speed Network in and output 

convert ArtNET to DMX512 and back. A maximum of 4096 channels can 
be transported over a single CAT5. This makes the NET-8/x suitable 

 NET-8/5  
   50805     8 Channel Artnet/Klingnet node, 5p XLR 
 The Showtec NET-8/3 and NET-8/5 nodes are cutting-edge network routing devices which 
convert ArtNET to DMX512 and back. A maximum of 4096 channels can be transported over 
a single CAT5. This makes the NET-8/x suitable for small to large scale 
events. The NET-8/x embeds a built-in network switch to allow it 
to be used as a Ethernet repeater as well as 8 isolated DMX-
512 universes which can be used as a input or output. All 
settings can be done by the easy-to-use menu on the graphic 
display and buttons on the front. 

Technical information:

 Connections:
Network: 2x RJ45
DMX: 8x 5-pin XLR
Power: Pro Power Connector
Supported protocols: ArtNET, KlingNET, TCP/IPv4, DMX-512A
Dimensions: 482 x 205 x 44 mm
Power supply: 100~240VAC, 50/60Hz
Power consumption: 20W max.
Operating temp: 0 to +40 °C
Weight: 1,8 kg 

Special features:
 • Supports both ArtNET or KlingNET protocol
• 1Gbps data speed
• 8 universes DMX input or output
• High Speed Network in and output 

convert ArtNET to DMX512 and back. A maximum of 4096 channels can be transported over 
a single CAT5. This makes the NET-8/x suitable for small to large scale 
events. The NET-8/x embeds a built-in network switch to allow it 

Technical information:

 Power Input: DC5V, 350mA
Housing: Aluminum Extrusion
Data in/out: RJ45 connector for ethernet 3pin XLR connectors for DMX/RDM Input/output
Protocols: Artnet, DMX-512 (1990) & RDM protocol
Protecting Rate: IP20
Operating Temperature: -10degrees to +50 degrees
Storage Temperature: -20degrees to +70 degrees
Dimensions: 110 x 67,5 x 42,3 mm
Weight: 185 g 

 Node-1  
   50802     DMX-Artnet 2 way Convertor 
 The Node 1 is a small but versatile node. It converts DMX/RDM to artnet or artnet to DMX/RDM. 
So it can work bidirectional. It is packed in a strong but compact housing. The Node 1 is a great 
but versatile tool for the modern light designer. 

Special features:
 • Bidirectional Artnet to DMX/RDM convertor
• Dip switches for selecting working mode
• Compact size 

 • Bidirectional Artnet to DMX/RDM convertor
• Dip switches for selecting working mode
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Technical information:

 • 512 DMX channels per system
• Unit can work both as receiver or transmitter
• Multiple receivers can be used per transmitter
• 1 button programming
• Up to 10 different ID for universes (transmitters)
• Up to 300m (free air)
• 3 Pin XLR in-and output
• Powersupply: 12V (adaptor included)
• Dimensions: 182 x 120 x 33 mm
• Carrierfrequencyy: 2,4GHz
NOTE: not compatible with W-DMX™ (Wireless Solutions Sweden) items 

 Wireless DMX Transceiver  
   50235      
 The Showtec wireless transceiver is a reliable and fast wireless DMX transmitting system. 
Modern technology makes it as reliable as a cable while offering a higher user friendliness. 
No complex parameter setup, only a single press of a button!  The Transceiver can work both 
as receiver or as transmitter. One device to execute both operations which makes investments 
more easy. 

Technical information:

 Power supply: AC 90-250V - 50/60Hz
Power supply: DC 12V (1,5A max.)
Power consumption: 0,5A
DMX Channels: 512 (1 universe)
Multiply receiver use: 16 universes
Frequency range: 2402 - 2479 MHz
Output: 20dB/100mW
Max. distance: 700 m
Dimensions: 220 x 130 x 47 mm (LxWxH)

Not compatible with 50235 

 W-DMX™ Micro Transceiver  
   50231     2.4GHz 
 The Wireless DMX Mirco Transceiver from Wireless Solutions Sweden is equipped with a 5-Pole 
Male XLR connector. If you like to use the device as receiver you need an XLR gender changer 
to connect your light � xutre. 

Technical information:

 Power supply: DC 12V (1,5A max.)
Power consumption: 1,5 A (max.)
DMX Channels: 512 (1 universe)
Multiply receiver use: 16 universes
Frequency range: 2402 - 2479 MHz
Max. distance: 700 m
Dimensions: 110 x 70 x 47 mm 
 (LxWxH)

Not compatible with 50235 

 W-DMX™ Micro Receiver  
   50232     2.4GHz 
 The W-DMX Micro Receiver is the smallest, most portable and � exible W-DMX unit.
Using our Adaptive Frequency, Datasafe and Invisi-wire technologies, and leveraging off our 
G4S radio protocol, the Micro series is reliable and easy to use. 
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Special features:
 • Quick Lock Mounting
• Die-Cast Moulding
• Supporting the 2,4 and 5,8 GHz frequency bands. 

Technical information:

 Frequency band: 2,4 and 5,8 GHz
Operational modes: /Receiver
Connectors: Neutrik Ethercon and Powercon, XLR 3/5 pin
Material: Die-Cast Moulding
Color: Black
Dimensions (LxWxH): 235 x 150 x 45mm
Weight: 1,2 Kg 

 W-DMX™ BlackBox R-512 MKII G4 Receiver  
   50234     2.4/5.8GHz 
 The W-DMX™ BlackBox series is an industry leader for Wireless DMX and RDM control, packed 
into a tough, roadworthy die-cast metal casing. As with all our top W-DMX™ technologies, the 
W-DMX™ BlackBox series is built for the true lighting professional. The W-DMX™ BlackBox 
G4 uses our patented Adaptive Frequency Hopping technology that automatically avoids 
interference created by other wireless networks, for example W-LAN, wireless intercoms, stage 
automation systems and more. BlackBox also include our advanced method of error correction 
called Data-Safe that correct any corrupt data before it gets to your lighting equipment. 

Special features:
 • Quick Lock Mounting • Quick Lock Mounting

Technical information:

 Frequency band: 2,4 and 5,8 GHz
Operational modes: Transmitter / Receiver
Material: Die-Cast Moulding
Color: Black
Dimensions (LxWxH): 235 x 150 x 45mm
Weight: 1,2 Kg 

 W-DMX™ BlackBox F-1 MKII G4 Transceiver  
   50236     2.4/5.8GHz 
 The W-DMX™ BlackBox series is an industry leader for Wireless DMX and RDM control, packed 
into a tough, roadworthy die-cast metal casing. As with all our top W-DMX™ technologies, the 
W-DMX™ BlackBox series is built for the true lighting professional. The W-DMX™ BlackBox 
G4 uses our patented Adaptive Frequency Hopping technology that automatically avoids 
interference created by other wireless networks, for example W-LAN, wireless intercoms, stage 
automation systems and more. BlackBox also include our advanced method of error correction 
called Data-Safe that correct any corrupt data before it gets to your lighting equipment. 

Special features:
 • Quick Lock Mounting
• Die-Cast Moulding
• Supporting the 2,4 and 5,8 GHz frequency bands. 

Special features:
 • Quick Lock Mounting
• Die-Cast Moulding
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Special features:
 • Powerful Output
• Stylish design
• 1500W Heater
• Including Wired Remote Controller
• Suitable for Club, DJ, Stage 

 Dragon 1500  
   61102      
  

• Including Wired Remote Controller
• Suitable for Club, DJ, Stage 

Technical Information 
 Power Supply: 240VAC / 50Hz
Heater: 1500W
Output: 30000 cu.Ft/min
First Heat op time: 6 minutes
Tank Capacity: 2,5 liter
Fluid Consumption: 1L / 8 min. (full output)
Include Remote: Wired Timer Remote 
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
Power Input: IEC
Dimensions: 300 x 400 x 190 mm
Weight: 7 kg 

Special features:
 • Compact and stylish design
• 500W Heater
• Including wired on/off remote control
• Including hanging bracket 

 Dragon 500  
   61100      
  

 • Compact and stylish design

• Including wired on/off remote control
• Including hanging bracket 

Technical Information 
 Power Supply: 240VAC / 50Hz
Heater: 400W
Output: 4000 cu.Ft/min
First Heat op time: 3 minutes
Tank Capacity: 0,85 liter
Fluid Consumption: 1L / 80 min. (full output)
Include Remote: On-Off Remote
Remote Connection: � xed
Cable Length Remote: 5 meter
Power Input: IEC
Dimensions: 260 x 160 x 110 mm
Weight: 2 kg 

Special features:
 • Powerful Output
• Perfect price / performance ratio
• Stylish design
• DMX-512 Control
• Including Timer/Remote Controller
• 2000W Heater 

 Dragon 2000  
   61103      
  

• Perfect price / performance ratio

• Including Timer/Remote Controller

Technical Information 
 Power Supply: 240VAC / 50Hz
Heater: 2000W
Output: 40000 cu.Ft/min
First Heat op time: 6 minutes
Tank Capacity: 3,2 liter
Fluid Consumption: 1L / 8 min. (full output)
Include Remote: Wired Timer Remote
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
DMX-512: 1 Channel
DMX Connector: 3 Pole XLR in-and out
DMX Setting: By menu in display
Power Input: IEC
Dimensions: 455 x 262 x 210 mm
Weight: 7,8 kg 

Special features:
 • Compact and stylish design
• 1000W Heater
• Including remote control
• Continuous Smoke System 

 Dragon 1000  
   61101      
  

 • Compact and stylish design

• Including remote control
• Continuous Smoke System 

Technical Information 
 Power Supply: 240V / 50Hz
Heater: 800W
Output: 10000 cu.Ft/min
First Heat op time: 2 minutes
Tank Capacity: 1 liter
Fluid Consumption: 1L / 54 min. (full output)
Include Remote:  On-Off Remote
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
Dimensions: 300 x 185 x 115 mm
Weight: 3 kg 
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Technical Information 
 Output: 100 cu. ft /min
Power Consumption: 75 W
Tank Capacity: 110 cc
Battery: DC 12V /2.3 Ah
Consumption: 2 cc /min
Dimensions: 227 x 66 x 81 mm 
 (LxWxH)
Weight: 1,8 kg

Flightcase for easy transport inclusive! 

 Antari M-1  
   60635     Mobile Fogger Set 
 The Mobile Fogger was developed for a photographer on location and came into use in 
theatrical and cinematic applications. This fog machine is perfect for situations where a touch 
of fog is required in remote or extraordinary places. The mobile fogger is even capable when a 
steady stream of fog is needed. The mobile fogger is as big as a small water bottle and can be 
placed discreetly on props, inside sets or held in the hand. As implied by the name, the mobile 
fogger’s main characteristic is its mobility. The unit works on a 12V DC battery and is very easy 
to carry and to operate. 

 1,8 

 227
66
81  100cc/min.  not incl.  110cc       

Technical Information 
 Power: AC240V, 50Hz
Output: 3,000 cu. ft/min 
 (85m3/min)
Tank Capacity: 0,8 L
Fluid type: Fog Fluid
Fluid Consumption Rate: 37 Min./0,8 L
 (100% Output)
DMX: No
Heater: 800W 
Weight: 3,5 kg
Dimensions (LxWxH): 315 x 128 x 166 mm

Accessories/ordering info:
Remote: Z-10 (included)
Cable Length: 10m
Connector: 6,3 mm Stereo Jack
Function: Toggle Switch
Compatible With: Z-800II, Z-1000II, Z-1020

Optional:
Z-40 Timer Remote control: Ordernr: 60690
Z-50 Wireless Remote control: Ordernr: 60678 

 Antari Z-800 MKII  
   60672     800W Compact Fogger 
 Z-800MKII, a new-edge technology design by Antari to meet the demands concerning  mobility 
and portability. This is an ideal machine for easy operation. Perfect for small venues, e.g. 
DJ-setups. The Z-800MKII is controllable by wireless, timer or in stand-alone mode. The 
output is constant. With a fast heat-up time of only 100 seconds, the Z-800MKII produces a 
steady,continuous fog for as long as you need. The smoke is non-toxic, clean and odourless 
and doesn’t leave any residue inside the heater. In addition, the internal spiral shape heater is 
made of high-tech stainless steel, which provides the most effective heat energy transfer. With 
its high ef� cient power control system, the fogger operates at low-level temperature, saving 
20% electricity. 

 Antari Z-800 MKII  
 800W Compact Fogger 

Z-800MKII, a new-edge technology design by Antari to meet the demands concerning  mobility 

 3,5 

 315
128
166  3.000c/min.  60700  0,8L       

 A “cool” fogger by Antari: a small, versatile and yet powerful fogger in an extraordinary hi-tech 
design! An excellent choice for on-the-road, small clubs and on stage. 

Available models:

   60651      700W Fogger EU version 

   60651UK      700W Fogger UK version 

   60650UK      700W Fogger UK incl. Wireless Remote 

 Antari Z-80 

Technical Information 
 Heater: 700 Watt
Tank capacity: 1 L
Warm/up time: 4 min.
Fog output / min.: 80 m3
Remote control: included
Power: 230V
Weight: 4,9 kg 

 Heater: 700 Watt
Tank capacity: 1 L
Warm/up time: 4 min.
Fog output / min: 80m3
Remote control: included
Weight: 4,9 kg 

 Power supply: AC 230/240 V – 50/60 Hz
Heater: 700 Watt
Output: 2500 cu. ft/min
Tank capacity: 0,8 L
Fluid consumption rate: 125 min/ L
Included remote: Wireless, included
Dimensions: 330 x 160 x 130 mm (LxWxH)
Weight: 4,0 kg 

 4,9 

 400
182
177  80m3  included  1L       
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Technical Information 
 Power: AC240V, 50 Hz
Output: 10,000 cu. ft/min 
 (283m3/min)
Tank capacity: 1,7 L
Fluid type: Fog Fluid
Fluid consumption Rate: 49 Min./L) (100% Output)
DMX: Yes
Heater: 1000W 
Weight: 6,6 kg
Dimensions (LxWxH): 433 x 198 x 151 mm

Accessories/ordering info:
Remote: Z-10 (included)
Cable Length: 10 m
Connector remote: 6,3 mm Stereo Jack
Connector DMX: 3-pin XLR in-out
Function: Toggle Switch
Compatible With: Z-800II, Z-1000II, Z-1020

Optional:
Z-40 Timer Remote control: Ordernr: 60690
Z-50 Wireless Remote control: Ordernr: 60678 

 6,6 

 433
198
151  1  10.000c/m.  Z-10 incl.  1,7L     

Available models:

   60673      1000W Fogger 
   60673UK      1000W Fogger UK Version 

 Antari Z-1000 MKII 

 Antari Z-1200 MKII 

 10,9 

 458
243
177  1  18.000c/m.  Z-8 incl.  2,5L     

Technical Information 
 Power: AC 240V, 50 Hz
Output: 18,000 cu. ft/min 
 (509m3/min)
Tank Capacity: 2.5L
Fluid type: Fog Fluid
Fluid Consump. Rate: 44 Min./L 
 (100% Output)
DMX: Yes
Heater: 1200W 
Weight: 10,9 kg
Dimensions (LxWxH): 458 x 243 x 177 mm

Accessories/ordering info:
Remote: Z-8 (included)
Cable Length: 10 m
Connector DMX: 3 Pin XLR in-out
Connector remote: 6,3 mm Stereo Jack
Functions: timer with interval, 
 duration and volume; 

Continuous fogging; manual on/off
Compatible With: Z-1200II, ICE-101, 
 LCU-1

Optional: 
Z-9 Wireless Remote: Ordernr: 60698 

Available models:

   60674      1200W Fogger 
   60674UK      1200W Fogger UK Version 

Technical information:

 Power supply: AC 230/240 V – 50/60 Hz
Heater: 1000 Watt
Output: 10.000 cu. ft/min
First heat up time: 5,5 min.
Tank capacity: 1,7 L
Fluid consumption rate: 5 min/ L
Included remote: Z-50
Optional remote: Z-40
DMX-512: On board
DMX connector: XLR male/female 3 pole
Dimensions: 433 x 198 x 151 mm 
 (LxWxH)
Weight: 6,6 kg 

 Antari Z-1000 MKII  Antari Z-1000 MKII  Antari Z-1000 MKII 

 6,6 

 433
198
151  1  10.000  Z-50 incl.  1,7L     

Available models:

   60680UK      1000W UK Fogger incl Wireless Remote 
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Technical Information 
 Power: AC230V/AC240V,
 50 Hz - 60 Hz
Output: 20,000 cu. ft/min 
 (566m3/min)
Tank Capacity: 6L
Fluid type: Fog Fluid
Fluid Consumption Rate: 12 Min./L
 (100% Output)
DMX: Yes
Heater: 1500 W
Weight: 14 kg
Dimensions (LxWxH): 688 x 285 x 188 mm

Accessories/ordering info
Remote: Z-20 Timer Control 
 Module (included)
Cable Length: 1,8 m
Connector: 3 Pin XLR
Function:

Timer with interval, duration and volume; set DMX 
address; continuous fogging;
manual on/off.(all above functions are displayed on 
a LCD screen and can be set precisely in seconds 
or percentage)
Optional: Z-30 Wireless Control Module
 Ordercode: 60679 

 14 

 688
285
188  1  20.000c/m.  Z-20 incl.  6L     

Available models:

   60675      1500W Fogger 

 Antari Z-1500 MKII 
Available models:

   60676      3000W Fogger 
   60676UK      3000W Fogger UK Version 

 19,9 

 735
310
192  1  40.000c/m.  Z-20 incl.  6L     

 Antari Z-3000 MKII 

Technical Information 
 Power: AC230V/AC240V,
 50 Hz - 60 Hz
Output: 40.000 cu. ft/min 
 (1132 m3/min)
Tank Capacity: 6 L
Fluid type: Fog Fluid
Fluid Consumpt. Rate: 5 Min./L 
 (100% Output)
DMX: Yes
Heater: 3000W 
Weight: 19,9 kg
Dimensions (LxWxH): 735 x 310 x 192 mm

Accessories/ordering info:
Remote: Z-20 Timer Control 
 Module (included)
Cable Length: 1,8M
Connector: 3 Pin XLR
Function: 

timer with interval, duration and volume; set DMX 
address; continuous fogging; manual on/off.(all 
above functions are displayed on a LCD screen and 
can be set precisely in seconds or percentage)
Optional: Z-30 Wireless Control Module: 
 Ordercode: 60679 

Technical information:

 Output: 20000 cu. Ft/min
Tank capacity: 1 liter
Fluid consumption: 11 minutes / 1 liter
Remote included: W-1 Wireless Transmitter
DMX: On board
IP Rating: IP-63
Weight: 13,5 kg
Dimensions: 450 x 220 x 180 mm 

 Antari IP-1500  

 13,5 

 450
220
180  2000 c/m  wireless  1 L       

Available models:

   60898      1500W Outdoor Fogger 110V, 60Hz 

   60899      1500W Outdoor Fogger 240V, 50Hz 

 The IP-1500 is Antari’s waterproof fog machine, incorporating an innovative new design that 
earns it an IP-63 rating. Whether indoor or outside, the new IP-1500 delivers massive fog 
output with its state-of-the-art design and 1500 watts of power. Included in that design is an 
extremely precise temperature control system, highly ef� cient heat conservation system and 
an actually sensitive liquid detection system that senses when the fog output or liquid supply 
is running low.   
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Special features:
 • Smart Wireless Remote included
• On board WDMX Wireless Solutions 
   Sweden
• PowerCON input
• Rugged housing
• Continous output 

Technical information:

 Power supply: 230/240 VAC, 50/60 Hz
Heater: 1500 Watt
Output: 20.000 cu. ft/min
First heat up time: 10 min.
Tank capacity: 6 L
Fluid consumption rate: 120ml/min 
Control: DMX, Manual, Wireless Remote, WDMX
Control parameters: Timer, Volume
DMX Connectors: XLR 3&5p
DMX Channels: 1
Included remote: W-1
Remote frequency: 433.92/315 Mhz
Remote battery: 12V, type 27A
Dimensions: 561 x 278 x 186mm (LxWxH)
Weight: 14,5 kg 

 Antari W-515D  
   60780     1500W Pro Fogger W-DMX 
  

• Rugged housing
• Continous output 

 Antari W-515D  
 1500W Pro Fogger W-DMX 

Special features:
 • Wireless Remote included
• On board WDMX Wireless Solutions 
   Sweden
• PowerCON input
• Rugged housing
• Continous output 

 Antari W-530D  
   60781     3000W Pro Fogger W-DMX 
  Technical information:

 Power supply: 230/240 VAC, 50/60 Hz
Heater: 3000 Watt
Output: 40.000 cu. ft/min
First heat up time: 12 min.
Tank capacity: 6 L
Fluid consumption rate: 180ml/min 
Control: DMX, Manual, Wireless Remote, WDMX
Control parameters: Timer, Volume
DMX Connectors: XLR 3&5p
DMX Channels: 1
Included remote: W-1
Remote frequency: 433.92/315 Mhz
Remote battery: 12V, type 27A
Dimensions: 581 x 278 x 186mm (LxWxH)
Weight: 19 kg 

• Rugged housing
• Continous output 

 Antari W-530D  
 3000W Pro Fogger W-DMX 

Special features:
 • High performance stage fogger
• High tank capacity 10 L
• DMX-512 on board
• 3000 Watt Heater 

 Antari M-10  
   60649     3000W Pro Fogger 
  

 Antari M-10  3000W

Technical Information 
 Power supply: AC 230/240 V 
 – 50/60 Hz
Heater: 3000 Watt
Output: 40.000 cu. ft/min
First heat up time: 13 min.
Tank capacity: 10 L
Fluid consumption rate: 5 min/ L
Included remote: M-20
Optional remote: M-30 (60583)

DMX-512: On board
DMX connector: XLR male/female 3/5 pole
Dimensions: 690 x 319 x 192 mm 
 (LxWxH)
Weight: 21 kg 

Special features:
 • High performance stage fogger
• High tank capacity 10 L
• DMX-512 on board
• 1500 Watt Heater 

 Antari M-5  
   60648     1500W Pro Fogger 
  Technical Information 
 Power supply: AC 230/240 V 
 – 50/60 Hz
Heater: 1500 Watt
Output: 20.000 cu. ft/min
First heat up time: 8 min.
Tank capacity: 10 L
Fluid consumption rate: 9 min/ L
Included remote: M-20
Optional remote: M-30 (60583)

DMX-512: On board
DMX connector: XLR male/female 3/5 pole
Dimensions: 659 x 319 x 170 mm 
 (LxWxH)
Weight: 15 kg 

1500W
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 Antari FT-100  
   60785     1500W Fire training Fogger 
 FT-100 is the � rst fog machine from Antari speci� cally designed for � re training purpose.
It has unique design features which meets the demands of this user group: 
1. Two rotary knobs and a LCD screen are equipped on FT-100. These allow users to set and 
control fog output volume and timer settings with ease, even when wearing heavy-duty gloves.
2. A 1500 Watt heater block is capable of generating high volume thick fog in short time to 
simulate dense fog at � res.
3. A  W-2 wireless remote controller included.
4. The red paint � nish gives FT-100 the identity of being part of � re industry. 

Special features:
 • Powerful Output
• CO2 Effect
• Suitable for Club, DJ, Stage
• Including Wired Remote Controller 

 Dragon 1500 Upright  
   61104      
  

 Dragon 1500 Upright  

Technical Information 
 Power Supply: 240V / 50Hz
Heater: 1500W
Output: 30000 cu.Ft/min
First Heat op time: 5 minutes
Tank Capacity: 2,4 liter
Fluid Consumption: 1L / 7 min. (full output)
Control: DMX 512 / 3 pin
Include Remote: Wired Timer Remote 
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
Dimensions: 300 x 400 x 190 mm
Weight: 7,7 kg 

Special features:
 • Colorful CO2 Effect
• RGB LED system
• 1500W Heater
• Suitable for Club, DJ, Stage 

 Dragon 1500 Upright RGB  
   61105      
  

 Dragon 1500 Upright RGB  

Technical Information 
 Power Supply: 240V / 50Hz
Heater: 1500W
Output: 30000 cu.Ft/min
First Heat op time: 5 minutes
Tank Capacity: 2,4 liter
Fluid Consumption: 1L / 7 min. (full output)
Control: DMX 512 / 3 pin
Include Remote: Wired Timer Remote 
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
LED: RGB 3-in-1 3W LEDs
Dimensions: 300 x 400 x 190 mm
Weight: 7,9 kg 

 Antari Z-1020  
   60677     1000W CO2 Simulating Fogger 
 The Z-1020 is an advanced fogger, designed for special 
purposes and applications where you can’t use a normal 
fogger. The Z1020 can be mounted on the ground to 
spurt fog upwardly to have a column of smoke effect, or 
it is possible to mount this unit against the wall to create 
an atmospheric effect. The Z1020 can be controlled 
with the included remote control, or with each DMX-512 
controller. 

 1000W CO2 Simulating Fogger 

Technical Information 
 Power: AC240V/50 Hz
Output: 10.000 cu. ft/min 
 (283 m3/min)
Tank Capacity: 2,5 L
Fluid type: Fog Fluid
Fluid Consumption Rate: 24 Min./L (100% Output)
DMX: Yes
Heater: 1000W
Weight: 9,8 kg
Dimensions (LxWxH): 370 x 295 x 135 mm

Accessories/ordering info:
Included: Z-10 Remote Control
Cable Length: 10M
Connector: 6,3 mm Jack Stereo
Function: Toggle Switch
Compatible With: Z-800II, Z-1000II, Z-1020

Optional: 
Z-40 Timer Remote control: Ordercode: 60690
Z-50 Wireless Remote control: Ordercode: 60678 

 1500W Fire training Fogger 

Technical Information 
 Voltage: 230V/50 HZ
Breaker: AC-230V, 7A/250V
Power Consumption: 1,500W
Output: 20000 cu.ft / min
Initial Heat-Up Time: 10 mins
Fluid Consumption Rate: 100 ml/ min
Tank Capacity: 6 liters

Remote Included: W-2 Wireless Remote
Control Options Z-3 Remote
Weight: 14.2 Kg
Dimensions (mm): L 580 x W 278.2 x 
 H 264.5
Liquid Used: Antari FLP Fog Liquid 

 Foggers 
 FOGGERS & EFFECTS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

626

Special features:
 • Very direct fog burst of up to 5m
• Powerful liquid pump
• Electric temp. control for instant 
 available operation
• Advanced LCD display and wireless 
 remote included 

Technical Information 
 Power: AC 240V, 50Hz
Heater: 1500W 
Output: 3000 cu.ft / min 
First heat- up time: 300 seconds
Fluid Consumption: 7 minuts / liter 
Tank capacity: 2.4 liter 
DMX: On board, 8 channel
 mode
DMX Connections: 3 pin and 5 pin XLR
Control: DMX / Manual / Timer
 remote  

Light Source : 22 x 3W LED 
 (8R, 7G, 7B)
Remote Included: W-2 Wireless Transmitter
Weight: 10.4 Kg 
Connections: Powercon + XLR 3 & 5
 pole
Dimensions (LxWxH): 418 x 295 x 210mm 
Power consumption: 1650W 

Technical information:

 Power: AC /2  30/240 V, 50/60Hz
Heater: 100Vac - 1340W , 120Vac - 1600W
 220Vac - 1470W , 240Vac - 1600W
Output: Height 5 Meter , Width 1 Meter 
Initial Heat-up Time: 9 minutes (approx.)
Fluid Consumption Rate: 300 ml/min (100 % output) 
Tank Capacity: 2.4 Liters
Remote Included: W-1 Wireless Remote
Weight: 15.5 kg 
Dimensions (mm): L 449 x W 295 x H 199
Liquid Used: 60728 Antari Super Fast Dissipating � uid 

 Antari W-715   Antari Z-1520  
Available models:

   60727      1600W CO2 Simulating Fogger 
   60727UK      1600W CO2 Simulating Fogger UK Version 

Available models:

   60755      1500W CO2 Simulating RGB Fogger 

 Antari W-715 fog machine provides powerful fog plume effect.
The new heating system  provides a remarkable output of 20 seconds burst, increase in 
heat preservation to reduce re-heat time.  Newly designed � uid piping system removes the 
remaining � uid to provide clear burst without excess fog. Special Fast Dissipating water based 
fog � uid is designed for the job, makes the effect more perfect and precise.
2 Second Jet Mode enables quick effect at a touch of button, with advanced LCD control panel, 
W-1 wireless control system and DMX 512 onboard provides versatile and � exible ways of 
control. 

 Want to add colors to your fog jet effects? Not a problem! Let the Antari Z-1520 RGB ful� ll 
your dreams. With additional 22 high power LED’s to shine the fog output produced by Antari 
Z-1520, the evolutional successor of well-known Z-1020.
One machine can satisfy desires for both spectacular fog and lighting effects at the same time 
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Special features:
 • Horizontal and Vertical operation
• Powerfull output, 5m height
• PowerCON input
• Closed � uid tank compartment 

Technical information:

 Input voltage: 240VAC, 50/60Hz
Power Consumption: 1500W
Initial Heat-Up Time: 5 min.
Fluid Consumption Rate: 150 ml/ min
Tank Capacity: 2.4 litre
Control Options: On-Board Control Panel, DMX
DMX Channels: 1
DMX Connections: DMX 3+5 pin XLR
Power connection: Neutrik PowerCon
Weight: 11 Kg
Dimensions (mm): 345 x 193 x 385 

 Antari M-4  
Available models:

   60764      1500W Pro CO2 Simulating Fogger 
   60765      1500W Pro CO2 Simulating Fogger W-DMX 

 The Antari M-4 is a professional upright fogger with a powerfull output. It can be used in 
horizontal and vertical operation without problems. The mechanical design of M-4 is made for 
rentals because the � uid tank is kept in a separate compartment inside the machine. This ideal 
for transport, no need to take care of the position. The M-4 is also available with Wireless DMX 
from Wireless solutions Sweden. 

 Antari M-7  
Available models:

   60766      1500W Pro CO2 Simulating RGBA Fogger 

 The Antari M-7 is a professional upright fogger with a powerfull output and RGBA LEDs to 
create a colorfull CO2 effect. It can be used in horizontal and vertical, up and downwards 
position without problems. The mechanical design of M-7 is made for rentals because the � uid 
tank is kept in a separate compartment inside the machine. This ideal for transport, no need to 
take care of the position. 

• Closed � uid tank compartment 

 Antari M-7  

Special features:
 • Horizontal, Vertical and downward 
 operation
• Integrated RGBA LED system
• Closed � uid tank compartment
• Built-in color chases 

Technical Information 
 Power supply: AC 230/240 V – 50/60 Hz
Heater: 700 Watt
Output: 2500 cu. ft/min
Tank capacity: 0,8 L
Fluid consumption rate: 125 min/ L
Included remote: Wireless, included
Dimensions: 330 x 160 x 130 mm (LxWxH)
Weight: 4,0 kg 
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Technical Information 
 Power Supply: 240V / 50Hz
Heater: 1000W
Output: 2000 cu.Ft/min
First Heat op time: 3 minutes
Tank Capacity: 1,5 liter
Fluid Consumption: 1L / 55 min. (full output)
Remote Connection: 5 Pole Din
DMX-512: 1 Channel
DMX Connector: 3 Pole XLR
Include Remote: Wired Timer Remote 
Remote Connection: 5 Pole Din
Cable Length Remote: 5 meter
Dimensions: 490 x 300 x 190 mm
Weight: 7,9 kg 

Special features:
 • Smooth even output
• DMX Control
• Create a thin haze of fog
• 1000W Heater 

 Dragon F-350  
   61108     Fazer 
  

 • Smooth even output

• Create a thin haze of fog

Special features:
 • 3 ml / min (100% Output)
• DMX & stand-alone control
• self-cleaning function
• Non-stop haze at max output 

 Antari Z-350  
   60760     800W Pro Fazer 
 Z-350 is the latest creation from Antari, a company with years of experience on Fazer 
developments. The new adoption of air pump technology not only enables Z-350 to generate 
dry haze but also provides its heater self-cleaning function. Z-350 comes with larger diameter 
tube which substantially reduces the risk of heater clog. Extremely low � uid consumption 
rate grants a full tank (1.3 Liter) of Z-350 to produce 430 minutes of non-stop hazing at 
maximum output. The new On-board DMX chip is programmed with smart functionalities. When 
DMX signal is received, Z-350 turns on and starts heating up automatically, when the is no DMX 
signal available the Z-350 starts the self-cleaning process automatically and then goes into 
“Sleep” mode. The machine weighs only 8.7 kg which is convenient for transportation. 

Technical Information 
 Power input: 240V 50/60Hz
Heater: 800W
Output: 3000 cu.ft / min
Fluid Consumption 
Rate: 3 ml / min (100% Output)
Tank Capacity: 1.3 liter
First Heat-up Time: 4.0 min
Fluid type: Fog Fluid
included remote: none
Weight: 8.7 Kg
Dimensions (LxWxH): 320 x 153 x 391 mm

recommended � uid: 60595 / 60637 

  60760  

tube which substantially reduces the risk of heater clog. Extremely low � uid consumption 

Special features:
 • Compact size yet powerful outputs
• Adjustable fan speed
• LCD Screen
• Smart Auto Cleaning Function 

 Antari Z-380  
   60786     Fazer 
 Z-380 features 1,500W capacity, big output yet smart, solid and compact design in appearance, 
easy operation, handy and user friendly, clean fog, fast proliferation, not interrupting other 
present equipment, and comes with a convenient bracket.
Z-380 has a stable continuous fog output system, excellent results; it is the best choice for 
different types of business sites to create a lay back and romantic feel. 

Technical Information 
 Power Consumption: 1,500 W
Heat-up Time: 1.5 mins
Output: 6,000 Cu.Ft/min
Fluid Consumption: 6 ml/min
Liquid Tank: 1.2 Liter
Control Interface: LCD Display with 4 buttons and Rotary Knob
Optional Remote: Z-3 wired remote, W-2 wireless Installation
Power connection: IEC
Data connection: DMX XLR 3 & 5 pin
Weight: 8.48 Kg
Dimensions: L 328 W 247.7 H 264.9
Recommended Liquid: Antari FLG Liquid 

• Adjustable fan speed

• Smart Auto Cleaning Function 
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Special features:
 • Fog & Faze combination
• WDMX Sweden
• Rugged � ightcase design
• Adjustable fan position 

 Antari F-7  
   60763     Smaze W-DMX 
 The F-7 Smaze machine offers an all-in-one solution for big venues and large stages. It 
combines a powerful fog machine with a fazer to � ll up large venues very fast and create a nice 
thin layer of haze. The built-in fan allows you to direct the fog easily because of the adjustable 
angle.

The F-7 Smaze is equipped with the latest air pump technology and the self-cleaning feature 
and is protected in a � ight case housing to keep the machine running under the most rough 
stage situations. It can be controlled manually, by DMX and wireless thanks to the built-in 
WDMX module from Wireless solutions Sweden. 

Technical Information 
 Input voltage: 240VAC, 50/60Hz
Power Consumption: 1650W
Initial Heat-Up Time: 6 min.
Fluid Consumption Rate fogger: 140 ml/ min
Fluid Consumption Rate fazer: 28 ml/ min
Tank Capacity: 2x 5 litre
Control Options: On-Board Control, DMX, WDMX Sweden
DMX Channels: 3
DMX Connections: DMX 3+5 pin XLR
Power connection: 2x Neutrik PowerCon
Dimensions: 720 x 425 x 710 mm (LxWxH)
Weight: 52 kg 

Special features:
 • 200% more output than F-3
• Built-in Wireless DMX receiver
• Bigger tubes reduces risk of heater 
 clogging
• More quiet than the F-3 

 Antari F-5  
   60630     850W Pro Fazer W-DMX 
 Antari is proud to present F-5 to the entertainment industry. F-5 is the new generation of F-3.
Compare to its predecessor, there are 5 main improvements on F-5: 

Technical information:

 Power: AC 240V, 50Hz
Heater: 850W 
Output: 3000 cu.ft / min 
First heat- up time: 240 seconds
Fluid Consumption: 2 hours / liter 
Tank capacity: 2.8 liter 
DMX: On board, 2 channel mode
DMX Connections: 3 pin and 5 pin XLR
Control: DMX / Manual / Timer remote 
Weight: 22,9 kg 
Dimensions (LxWxH): 540 x 500 x 235mm 
Power consumption: 900W 

Available models:

   60761      700W Pro Fazer 
   60762      700W Pro Fazer W-DMX 

 The Antari F-1 Fazer is the successor of the X-310 and equipped with advanced technology and 
features from the F-Series family.
 
The air pump system enhances a smooth mixture of fog liquid and air to produce � ne, dry fog 
with minimal � uid consumption. It also enables the machine with a self-cleaning function to 
extend the lifespan of heater elements. The F-1 is also available with a Wireless DMX module 
from Wireless Solutions Sweden. 

 Antari F-1  Special features:
 • Large tube diameter
• Self-cleaning function
• Neutrik Powercon 
• 3 & 5P DMX connections 

Technical Information 
 Input voltage: 240VAC, 50/60Hz
Power Consumption: 700W
Initial Heat-Up Time: 5 min.
Fluid Consumption Rate: 8.5 ml/ min
Tank Capacity: 2.4 litre
Control Options: On-Board Control Panel, DMX
DMX Channels: 1,2
DMX Connections: DMX 3+5 pin XLR
Power connection: Neutrik PowerCon
Weight: 14.1 Kg
Dimensions (mm): 608 x 2 75 x 286 
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Technical information:

 Tank capacity: 2,5 L
Fluid type: Hazer Fluid
DMX: Yes
Connectors dmx: 5 Pin XLR 
Dimensions (LxWxH): 560 x 420 x 380 mm
Weight: 18,5 kg

Accessories/ordering info:
Remote: Timer remote (included)
Output: 2000 cu. ft/min. 

 Antari HZ-400  
   60662     Pro Hazer 
 The HZ-400 is the ultimate professional Hazer for indoor/outdoor use, on stage, theatre, 
television etc. The HZ-400 uses a compressor-system and is therefore much quieter than most 
of the other haze-machines.

Use oil based � uids only (ordercode 60624 Hazer Fluid 1L or 60626 Hazer  Fluid 5L). 

 18,5 

 560
420
380  1  2000  60690 incl  2,5L     

Special features:
 • Compact design
• Powerful output
• True Haze effect
• Very Low Powerconsumption
• DMX Control
• Bright LCD display
• Silent operation 

Technical information:

 Power: AC240V, 50 Hz
Output: 2000 cu. Ft/min
Tank capacity: 2,5 liter
Fluid consumption: 21 hours / 1 liter
Remote included: W-1 Wireless Transmitter
Air pressure: 30 psi
DMX: On board
Weight: 14,2 kg
Dimensions: 491 x 273 x 315mm 

 Antari HZ-350  
   60621     Pro Hazer 
 The Antari HZ-350 is a brand new haze machine with not only reliable quality as a tradition 
but also new charming features. With the innovative LCD control panel built in the machine you 
can control all functions easy and simple by just pushing a few buttons. For easy operation the 
HZ-350 comes also including wireless on/off controll. Furthermore all functions can also be 
controlled by DMX. 

 Antari HZ-350  

 14,2 

 491
273
315  1  2000 c/m  W-1  2,5 L     
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 Antari HZ-500  
   60622     Pro Hazer 
 The HZ-500 is a masterpiece created by Antari R&D team with enormous experience in 
studying and designing haze machines after years of hard work. Therefore, the performance 
of HZ-500 is second to none and better than any other hazer on stage. It can work with laser 
beam, lighting perfectly and the hazer creates the best atmospheric effects to all events. HZ-
500 is de� nitely the best choice for those stage designers, performers, and audiences who are 
quite sensitive to surrounding settings.

Use oil based � uids only (ordercode 60624 Hazer Fluid 1L or 60626 Hazer  Fluid 5L). 
Technical information:

 Power: AC240V, 50Hz
Output: 3,000 cu.ft/min
Tank Capacity: 2.5 Liter
Fluid Consumption Rate: 20 Hrs./Liter
Remote included: LCD Timer Panel Controller 
 Compact Flight Case included
Air Pressure: 30 Psi
Liquid: Antari HZL-1 (Haze Liquid)
 or Showtec Haze Liquid only.
Dimensions: 510 x 375 x 350 mm (LxWxH)
Weight: 31,5 kg 

 31,5 

 510
375
350  1  3,000 cu.ft  Incl.  2,5L.     

Special features:
 • Roadproof design
• Including Flightcase
• Works with hazer liquid
• DMX Control
• Direct operation 
• Low � uid consumption 
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Technical information:
 Power supply: AC 230V - 50/60Hz
Power consumption: 600 Watt
Power connector: Schuko
Heater: 2500 Watt
Heating time: 12 min. (� rst time)
Tank: 10 L
Liquid used: 60728
Fluid consumption: 11min/1L
Output: 12.000 cu.ft/min
Remote control: D-20 wired timer control
DMX: DMX-512, 1 channel
Included accessory: 3 m Fog conduction hose
Dimensions: 1050 x 900 x 750 mm (LxWxH)
Weight: 136 kg 

 DNG-200  
   60608      
 NO CO2 or dry ice required
DMX-512 on board
Strong roadproof housing 

   136 

 780
608
686  1  12000  10L        72 

 780
607
347           

Technical information:

 Power: AC100V/120V/AC230V/
 AC240V, 50 Hz - 60 Hz
Power Consumption: 750 W
Accessories Included: FT-10, FTA-10, FTA-11, 
 FTA-12
Optional Accessories: FTA-1/2/3
Dimensions (LxWxH): 780 x 607 x 347 mm
Weight: 72 kg 

 DNG-100 Fogcooler  
   60601     Converts normal fog to a cloud of white fog 
 When connected to any fog machine, the DNG-100 Fog Cooler produces a low- lying smoke 
whose effect is virtually indistinguishable from that created by dry ice. The DNG-100 converts 
normal fog to a low-lying cloud of dense, white fog. This is accomplished by cooling the 
temperature of the fog produced by any regular fog machine to a point where it falls to the 
ground. The DNG-100 is extremely easy to operate as there are no external controls on the 
machine. Simply plug the unit in and place the fog conducting hose from the output of any fog 
machine to the input of the DNG-100. Just plug in the unit, it works immediately. The volume 
of fog produced is controlled by the fog machine that the DNG-100 is attached to. With the 
addition of the optional second fog conducting hose, the ground fog can be placed anywhere 
within 10m of the DNG-100 output nozzle. 

Technical information:

 Output: 8000 Cubic feet/minute
Tank capacity: 2.5 L 
Heater: 1040 W
Dimensions: 617 x 355 x 359 mm
 (LxWxH)
Gross weight: 28,6 kg
Net weight: 24,4 kg

Accessories/ordering info:
Remote: Z-8 (timer) 60697 included
Optional remote: Z-9 (Wireless) 60698 

 ICE  
   60620     Fogmachine 
 A professional unit for creating “low fog”: the Antari Ice. Featuring a fogger and cooler in 
one single unit. Ideal for dance� oors, theatres etc. 

 28,6 

 617
355
359  1  8000c/min.  included  2,5L     

A professional unit for creating “low fog”: the Antari Ice. Featuring a fogger and cooler in 

 2,5L 

 Antari DNG-100 Hose adapter  
   60703     FTA-11 
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 Antari PM-1  
   80378P     Pan Motor for S-500 
 The PM-1 is an optional pan motor which can be used in combination with the Antari S-500 
snow machine and allows you to control the pan movement of your snow machine.
By using this accessory you increase the coverage of this already powerful machine. 

Technical information:

 Power: AC230V, 50Hz / 60Hz 
Power Consumption: 1,200W 
Output: 400 ml / min
Tank Capacity: 20 liter 
Weight: 37.2 Kg 
Optional: PM-1, Wireless DMX 
 DMX On Board
Dimension(mm): 592 x 551 x 651 
Recommended Liquid: Antari SL-5, SL-5N Snow / Foam Liquid, Antari SL-5A, 
 SL-5AN Snow Liquid Premium 

 Antari S-500  
   80378      
 The S-500 is one of the best ever machine that Antari has developed. The complete accessories 
of this snow machine including a tank, and pipes can be neatly put into a � ight case carryon 
compartment with wheels!
The S-500 has also included a 10 meters long � exible pipe to extend long or high for various 
purpose.
Unlike the traditional snow machine that need to put the entire machine high up. This special 
and new feature of S-500 can stay where it is and will not cause the inconvenience to replace 
liquid like older models heavier weight after added the liquid and put high.
Additionally, the 20 liter big tank capacity can be � lled up to meet an entire evening of the full 
event without required an additional crew or efforts to add more liquid.
The included � exible pipe can go along with the (optional) Pan Motor (PM-1) to spread snow 
in a 120 degree wide scope angle to ensure the snow covered area 4 time larger than the 
previous traditional model.
Overall, this awesome machine has gathered silent in operation, wide angle and big volume 
snow outputs, cover wide range of area, big fuel tank, and mobility all nice features in one. 

Special features:
 • Flightcase included
• Optional Pan Motor
• DMX Control
• Big Volume Output 
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Special features:
 • Compact size
• including hang bracket
• Plug & Play 

Technical information:

 Power input: AC120V/AC230V/AC240V,50-60Hz
Power consumption: 900 W (Min Output) , 1150 W (Max Output)
Output: 200 ml / min
Tank capacity: 5 liter
Accessory (Incl): Hanging Bracket & SC-2 remote
Weight: 11.5 Kg
Dimensions (mm): L 505 W 276 H 280
DMX: 1Ch 

 S-100X Snowmachine  
   80386      
 With newly-developed PCB and new advanced pump, S-100X and S-200X can be even more 
reliable and generate 50% more snow outputs than their predecessors,S-100II and S-200. 
They can create both romantic snow and astonishing blizzard effects.

The only difference between S-100X and S-200X is that S-200X is “Silent” version snow 
machine. Its working noise level is much lower, which is great for environments where quiet 
condition is required. 

Special features:
 • Extra Silent 

Technical information:

 Power input: AC120V/AC230V/AC240V,50-60Hz
Power consumption: 900 W (Min Output) , 1150 W (Max Output)
Output: 200 ml / min
Tank capacity: 5 liter
Accessory (Incl): Hanging Bracket & SC-2 remote
Weight: 11.5 Kg
Dimensions (mm): L 505 W 276 H 280
DMX: 1Ch 

 S-200X Snowmachine silent  
   80387      
 With newly-developed PCB and new advanced pump, S-100X and S-200X can be even more 
reliable and generate 50% more snow outputs than their predecessors,S-100II and S-200. 
They can create both romantic snow and astonishing blizzard effects.

The only difference between S-100X and S-200X is that S-200X is “Silent” version snow 
machine. Its working noise level is much lower, which is great for environments where quiet 
condition is required. 

Technical Information 
 Power Supply: 240V/50 Hz
Power: 250 Watt
Liquid use: 1 minute/ 0,138L
Tank capacity: 0,8 liter
DMX: N/A
Dimensions: 185 x 3340x 170 mm (WxDxH)
Remote: Basic on/off remote (included) 

 Dragon S100  
   61110      
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 S-120 Foam Machine  
   80364      
  

 12 

 600
260
221  320ml/min  included  5L       

Technical Information 
 Tank capacity: 5 L
Output: 320 ml/min
Bracket: included
Power: AC 230 Volt, 50 Hz
Power consumption: 600W
Dimensions (LxWxH): 600 x 260 x 221 mm
Weight: 12 kg 

Technical information:

 Power: 240V / 50Hz
Powerconsumption: 600W (50% output), 1290W (Full output)
Output: 240ml / min
Tank capacity: 5 liters
Fluid consumption: 4 min/ 1 liter
Remote included: W-1
Accessory included: Hanging bracket
DMX: On board
Weight: 12,6 kg
Dimensions: 550 x 276 x 228 

 SW-250  
   80372     High Power Snowmachine 
 The new Antari SW-250 is a completely digitalized snow machine with on board DMX and 
wireless control. Compared to its predecessors, S-100 and S-200, its snowoutput is increased 
about 250% at maximum. In addition time and volume control functions allow you to control 
the snow� akes effect even more accurately. No doubt. Antari SW-250 is the best answer to all 
kind of snow effect requests. 

Special features:
 • Powerfull output
• Wireless Control as standard
• DMX Control on board
• Bright and clear LCD display
• Silent operation 
• Bright and clear LCD display
• Silent operation 

 S-100-II  
   80365     Snowmachine 
 Snowmachine for professional use. Output approx.: 5 meter. Separate tank (capacity 5 L), 
controller included. With air-volume control. Snow-/Foam Liquid available in 5 L can. 

 11 

 300
510
340  1  appr.10m  included  5L     

Technical Information 
 Power consumption: 600W
Tank capacity: 5 L (separate tank)
Fluid type: Snow Liquid
DMX: Yes
Dimensions: 300 x 510 x 340 mm (LxWxH)     
Weight: 11 kg 

Accessories/ordering info:
Controller: included
Unicore technology 
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Technical Information 
 Power: AC 230V ~ 50 Hz
Output: 184 Watt
Tank capacity: 0,5 L
Fluid type: Bubble Liquid (80360)
Output: 22,5 BPS/m3
DMX: No
Dimensions: 315 x 305 x 290 mm
 (LxWxH) 
Weight: 5 kg 

 Bubble X  
   40123     Bubble Machine 
 Bubble machine with many rotating bubble-rings. Produces many bubbles. For use with Bubble 
liquid 80360. 

 5 

 315
305
290  22,5 BPS/m3  useless  0,5L       

 Bubble Machine 

Special features:
 • DMX On board
• Perfect Price-performance ratio
• Easy to use 

Technical Information 
 Power: 240V / 50 Hz
Power consumption: 50 Watt
Tank capacity: 0,5 liter
Liquid use: 1 minute / 0,15L
DMX: 1 channel
Dimensions: 290 x 200 x 280 mm
Weight: 5 kg
DMX Input: 3 pole XLR
DMX Setting: Dipswitch 

 Atmos B120 Bubble Machine  
   60885      
 The Atmos B-120 is a new addition in the popular Atmos range. The Atmos B-120 is a compact 
but versatile Bubble Machine for small and medium sized application. It has DMX on board 
which gives you total control of your special effects.
The Bubble Machine works with any of� cial Bubble Liquid on the market. 

 5 

 290
200
280  2  0,5 L         

• Perfect Price-performance ratio

 Atmos B120 Bubble Machine   Atmos B120 Bubble Machine  

Special features:
 • Massive dual fan output technology 
• Secondary dual fan lift system forces 
 bubbles to rise high into the air
• Easy top-load bubble � lling container
• Bubble liquid drainage valve system 
 enables easy cleanup
• Wheels and dual handles for easy 
 transport 

Technical Information 
 Power: AC230V ~ 50 Hz
Power consumption: 132 Watt
Fluid consumption: 16ml/min
Tank capacity: 1,8 L
Fluid type: Bubble Liquid
Dimensions: 490 x 390 x 480 mm (LxWxH)
Weight: 12,7 Kg 

 Mega-Bubble  
   40129     Dual fan output technology 
 The Showtec Mega-Bubble is equipped with 4 separate fans that blow and lift bubbles high into 
the air. This advanced fan system produces a massive amount of bubbles per minute. Mega 
Bubbles design also allows an easy bubble liquid � lling with a top-load � lling station and easy 
clean-up with a drain pipe that � ows to the rear of the units drainage open/close valve. The 
Mega-Bubble is superb for stage productions, night clubs and mobile applications. It’s including 
4L Bubble Liquid Ready to use. 

 12,7 
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390
480  included  3L         

• Easy top-load bubble � lling container

The Showtec Mega-Bubble is equipped with 4 separate fans that blow and lift bubbles high into 
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Special features:
 • No dripping of liquid
• Easy liquid re� ll
• Easy to use
• Large output
• Including hanging bracket 

Available models:

   40124      Standard Version 

   40125      Optional Wireless remote 

 The B-100 is a bubble machine by Antari and it � ts perfectly in the already existing fogger-
range. The B-100 is available in two versions:
• Standard version: no remote control (40124)
• Wireless remotecontrol (40125) 

Technical Information 
 • Spout at front of unit eliminates dripping 
 of bubble liquid. Liquid will run back 
 into the tank. Also for quick, easy liquid re� ll.
• Casing swings open by removing 
 two thumb screws; very easy, very quick.
• Large output.
• Attractive casing.
• Hanging bracket included. 

 • Optional A/C remote, for an extremely 
 economical unit.
• Optional D/C remote, options include 
 timer remote, wireless remote.
• Spout at front of unit eliminates dripping 
 of bubble liquid. The liquid will run 
 back into the tank. Also for quick, 
 easy liquid re� ll.
• Casing swings open by removing two thumb 
 screws; very easy, very quick.
• Large output.
• Attractive casing.
• Hanging bracket included. 

 4,9 

 390
280
25  included           

 B-100 Bubble Machine 

 B-200  
   40122     DMX High Power Bubble Machine 
 To say the B-200 is a high output bubble machine is too modest. It features four “Double Bubble 
Wheels” which generate a massive, continuous torrent of bubbles. The set of three fans at the 
back of the unit spread the bubbles far and wide. Designed with lighting designers, large clubs 
and theatrical productions in mind, this bubble machine has DMX onboard. This allows for 
central control of the B-200’s bubble generation. The machine can also operate alone or with 
optional timer and wireless remote controls. With its large � uid reservoir, the B-200 will pack 
the venue with bubbles for as long as the party lasts! 

Technical Information 
 Power: AC240V, 50 Hz - 60 Hz
Power Consumption: 100 W
Tank Capacity: 1,5 L
Fluid type: Bubble Liquid
Fluid Consumption Rate: 20 Min./ L
DMX: Yes
Accessories/ordering info:
Optional Remotes: BCR-2 (wireless), 
 BCT-2 (timer)
Dimensions: 425 x 250 x 197 mm 
 (LxWxH)
Weight: 11,5 kg 

 11,5 
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197  DMX contr.  not incl.  1,5 L       
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Technical information:

 Power supply: AC 220V-240V, 50/60 Hz
Power consumption: 270W 
Power connector: Schuko
Dimensions (LxWxH): 515 x 440 x 260 mm
Weight: 8,0 kg 

 SF-125  
   80391     Axial Power Fan 
  

Special features:
 • High velocity Fan with air-guide.
• Metal Drum Cage with 14” Aluminium Fan Blade
• Sturdy Tilt stand with rubber � oor guards and wall mountable.
• 3 speed rotary switch 

Technical information:

 Power supply: AC 220V-240V, 50/60 Hz
Power consumption: 120W 
Power connector: Schuko
Dimensions (LxWxH): 515 x 390 x 515 mm
Weight: 5,5 kg 

 SF-100  
   80390     Axial Universal Fan 
  

Special features:
 • Medium power Fan
• Can be used with each smoke machine
• 3 speed modes 

 Fans 
 FOGGERS & EFFECTS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

639

Technical information:

 Input Voltage :  AC 100~120V , 50/60Hz or AC 220~240V, 50/60Hz
Power consumption: 100W max @ FO
Maximum air� ow : 900m3/hr, 530CFM (50Hz) ,
 1020m3/hr, 600CFM (60Hz)
Fan speed : 750~2550 rpm (50Hz) ,
 750~2800 rpm (60Hz)
Noise level: 59dB (50Hz) ,
 61dB (60Hz)
Control Included : On-board DMX and Rotary Knob
Optional Remotes : Z-3 Remote
DMX Mode : 1 Channel (0-100% volume level) 
 2 Channel (On/Off)
Connections: Powercon in+out, XLR 5 pole in+out
Dimension : 333(W) x 370mm (H)
IP Rating: IP-20
Weight : 6.3 Kg 

 AF-3  
   80373     DMX Effect Fan 
 The Antari AF-3 is a mini but all-purpose stage fan features 4 control options, linear variable 
output speed, low power consumption, adjustable blowing directions, durable metal housing 
and compact size.
In addition to the onboard DMX control and the manual knob, wired and wireless controllers are 
optional to cope with diverse needs. Total power consumption is merely 100W.
The attached bracket enables various output directions within 90 degrees while hanged or 
placed on the � oor. Solid and handy design allows easy carry and storage. 

Special features:
 • Strong roadproof housing
• DMX controlled variable wind speed
• variable adjustable blowing direction 
• Manual Controlled variable wind speed 

 • Strong roadproof housing
• DMX controlled variable wind speed
• variable adjustable blowing direction 

Technical information:

 Power supply: AC 220V-240V, 50/60 Hz
Power consumption: 280W 
Power connector: Schuko
Dimensions (LxWxH): 760 x 290 x 720 mm
Weight: 26 kg 

 SF-150  
   80376     Axial Touring Fan 
  

Special features:
 • High power touring Fan
• Can be used with each smoke machine
• Wheels
• 3 speed modes 

 Fans 
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Technical information:

 Housing Material: Plastic (Polypropylene)
Adjustable Wind Angle, Horizontal, 45 degree, Vertical
Control: Manual, DMX (1 channel)
Fanspeed: 3 speeds (Low, Medium, High)
Noise level: 80,4dB (50Hz) ,
  82,9dB (60Hz)
Power: 800W (High Speed)
Dimensions: 530 x 470 x 490mm
Dimension air output: 454 x 153mm
Weight: 17,5 kg
Power: 240V AC 50 Hz 

 AF-5  
   80374     DMX Effect Fan 
 The AF-5 is Antari’s very � rst special effects fan. The fan can work at 3 different speeds. On-
board DMX makes the fan controllable by DMX. By DMX the fan can be switched on and off and 
also the 3 different speed modes can be selected (Low, Medium, High) The AF-5 is very suitable 
to use in combination with your fog, haze or snow machine. 

Special features:
 • Strong roadproof housing
• DMX Controlled
• 3 different speeds
• Adjustable wind angle (horizontal, 
 vertical, 45 degrees)
• Speed Control by DMX
• Manual Control Mode 

Technical information:

 Power supply: AC 220V-240V, 50/60 Hz
Power consumption: 700W 
Power connector: Cable without connector
Dimensions (LxWxH): 515 x 490 x 545 mm
Weight: 18,5 kg 

 SF-250  
   80375     Radial Touring Fan 
 • High power touring Fan
• Safety protection grid 

Special features:
 • Strong roadproof housing
• DMX Controlled
• 3 different speeds
• Adjustable wind angle (horizontal, 
 vertical, 45 degrees)
• Speed Control by DMX
• Manual Control Mode 
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Technical information:

 Input Voltage: 230VAC, 50Hz
Power consumption: 20W
Control: 230V on/off switch, or by DMX relay pack
Consumption: 0,5Kg/s CO2  (use only CO2 bottle with dip pipe)
Max distance: approx. 8m (depending on environmental temp and humidity)
Dimensions: 130 x 80 x 130mm – Pipe: 205mm – Base: 200 x 125mm
Weight: 2,9Kg

General Safety Rules:
• It is very important to always read the manual before using these items. 
• Always visually inspect every component carefully, and make sure they are in good condition and function   
   properly before using them. 
• Only use the CO2 Ice Jet if there are no people, animals or other objects in the direction of the output.
• Make sure children, unauthorised people or animals do not obtain access to the CO2 Jet
• Consult your gas supplier for full instructions with regarding to the CO2 bottle, and how to use.
• Only authorised persons may carry out working with the CO2 Jet 

 FX Ice Jet  
   61000      
 The Showtec FX Ice Jet is a CO2 shooter which can create beautiful clouds of fast dissipating 
smoke which are electronically controlled from a distance.
It requires only a CO2 bottle with dip-pipe and a DMX switch or relay pack to operate. 

 FX Ice Jet  

Technical information:

 Control: manual
Consumption: 0,5Kg/s CO2  (use only CO2 bottle with dip pipe)
Max distance: approx. 8m (depending on environmental temp and humidity)
Dimensions: 570 x 210 x 70mm
Weight: 3,1Kg

General Safety Rules:
• It is very important to always read the manual before using these items. 
• Always visually inspect every component carefully, and make sure they are in good condition and function 
   properly before using them. 
• Only use the CO2 Ice Jet if there are no people, animals or other objects in the direction of the output.
• Make sure children, unauthorised people or animals do not obtain access to the CO2 Jet
• Consult your gas supplier for full instructions with regarding to the CO2 bottle, and how to use.
• Only authorised persons may carry out working with the CO2 Jet 

 FX Ice Gun  
   61001      
 The CO2 Gun is a handheld gun which can blast white cryogenic fog plumes. The CO2 Gun 
is a new innovative an spectacular eye catcher for DJ’s and dancers! The CO2 Gun must be 
connected to a CO2 cylinder (liquid CO2) by using a � exible high pressure CO2 hose. 

The Showtec FX Ice Jet is a CO2 shooter which can create beautiful clouds of fast dissipating 
smoke which are electronically controlled from a distance.

 FX Ice Gun  
  61001  

The CO2 Gun is a handheld gun which can blast white cryogenic fog plumes. The CO2 Gun 
is a new innovative an spectacular eye catcher for DJ’s and dancers! The CO2 Gun must be 

Available models:

   61010      5m, 3/8 male - female 

   61011      10m, 3/8 male - female 

   61012      15m, 3/8 male - female 

 CO2 High Pressure Hose 
Technical information:

 These hoses meet/exceed standard SAEJ517 sec. 
SAE100R7 - EN 855 - ISO 3949
Max pressure: 175 bar / 2537 psi
Safety ratio: 1:4
Internal diameter: 9,7mm
External diameter: 16,0mm
Min. Bend radius: 60mm
Weight G/m: 155gr 

 Special FX 
 FOGGERS & EFFECTS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

642

 CO2 Q-Lock  
 The Showtec CO2 Q-Lock system is a complete range of products to create a fast and safe 
way to build all kinds of CO2 setups. It can be applied for both rental and � xed installations. 
The Q-Lock products are all are equipped with male and female quick lock couplers. They all 
haQ-Lockve back pressure valves to guarantee a closed and save system at all times . The Co2 
Q-Lock range consist of hoses, splitters combiners a distributor and adapters. With the splitters 
combiners it is possible to integrate multiple shooters, FX Ice Jets or multiple bottles in one 
system. The adapters are used to upgrade the Showtec CO2 Ice Gun, FX Ice Jets or hoses with 
thread for the Q-Lock hoses.

Note: If you use Q-Lock products always make sure that your Ice Gun’s and Ice Jets are 
prepared with CO2 3/8 Q-Lock female adapters.
 

Special features:
 • Save connection
• Increases setup time
• Closed system
• Saves CO2 Gas
• Combine multiple bottles and hoses in
 one closed setup 

In this example almost all CO2 Q-Lock products are used to give an clear overview of the usage of the different 
Q-Lock products.

This example shows how to combine 2 bottles on one FX ice Jet. The 
Q-Lock release valve is used to empty your setup if mains power is 
shut off. Always empty your hoses before disconnected bottles or 
CO2 products.

This example shows how to split your CO2 hose to connect 2 CO2 guns or jets with one 
bottle. In this kinds of setups it is important to have similar hose length for both CO2 guns 
or jets to create even output.
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 CO2 3/8 Q-Lock Hose 

   61013      2,5m 
   61014      5m 
   61015      10m 
   61016      15m 

Technical information:

 Max pressure: 175 bar / 2537 psi
Safety ratio: 1:4
Internal diameter: 9,7mm
External diameter: 16,0mm
Min. Bend radius: 60mm
Input: male QLock
Output: female QLock
Length: 2,5m
Weight G/m: 155gr

These hoses meet/exceed standard SAEJ517 sec. SAE100R7 - EN 855 - ISO 3949
 

 CO2 3/8 to Q-Lock adapter male 

   61027       

Technical information:

 Input: Inner thread G3/8
Output: 1x male Q-Lock
Material: Electrolytically galvanized steel
Weight: 124 Gr
Safetey: DIN 2353 / ISO 8434-1 

 CO2 90° 3/8 to Q-lock adapter male 

   61028       

Technical information:

 Input: Inner thread G3/8
Output: 1x male QLock
Material: Electrolytically galvanized steel
Weight: 166 Gr
Safetey: DIN 2353 / ISO 8434-1 

 CO2 90° 3/8 Q-Lock connector 

   61021       

Technical information:

 Input: 1x male Q-Lock
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 300 Gr
Safetey: ISO 7241-1 A 

 CO2 3/8 Q-Lock 4-way distributor 

   61025       

Technical information:

 Input: 4x male Q-Lock
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 4000 Gr
Safetey: ISO 7241-1 A 

 CO2 Bottle to 3/8 Q-Lock adapter 

   61020       

Technical information:

 Input: 1x 21.8 thread
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 520 Gr
Safetey: ISO 7241-1 A 

 CO2 3/8 Q-Lock 2-way combiner 

   61023       

Technical information:

 Input: 2x male Q-Lock
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 550 Gr
Safetey: ISO 7241-1 A 

 CO2 3/8 to Q-Lock adapter female 

   61026       

Technical information:

 Input: Outer thread G 3/8
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 210 Gr
Safetey: DIN 2353 / ISO 8434-1 

 CO2 Q-Lock Shut-off valve 

   61029       

Technical information:

 Input: 1x male Q-Lock
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 800 Gr
Protection: Dustcovers
Safetey: ISO 7241-1 A 

 CO2 3/8 Q-lock release valve 

   61022       

Technical information:

 Input: 1x male Q-Lock
Output: 1x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 850 Gr
Safetey: ISO 7241-1 A 

 CO2 3/8 Q-Lock 2-way splitter 

   61024       

Technical information:

 Input: 1x male Q-Lock
Output: 2x female Q-Lock
Material: Electrolytically galvanized steel
Weight: 730 Gr
Safetey: ISO 7241-1 A 
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Special features:
 • Easy set-up and use
• Suited for 40cm and 80cm shooters
• Plug-and-play 

Technical information:

 Size: 13 x 12 cm
Weight: 1.7 kg
Voltage: 230V
Power: 100W
Operation: 230V on/off or DMX by using a switch pack 

 FX Shot  
   60908     Electric confetti shooter 
 Showtec’s FX Shot is an easy-to-use electric confetti shooter. They are designed to � re pre� lled 
single use electric cannons, which are available in 40cm and 80cm. Confetti or streamers 
in various colours, even � uor UV and metallic colours are an option. The cannons contain a 
pressurized nitrogen cartridge which launches confetti up to 12 meters and streamers even 
20 meters wide. 

Attention:
The FX Shot will be activated by a 230V power source and can therefore be operated very easy 
by a 230V power switch like the Showtec DJ-Swith (50363). If you like to operate by DMX you 
can use a Showtec Relay Pack (50752) in combination with a Showtec DMX controller. 
Confetti on page 506

 FX shot Cannon clamp 
   60909      Certi� ed safety cable 
included 

 FX shot baseplate 
   60907      For 1,2 or 4pcs FX shot 
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 Z-1 
   60695      Remote Control for Z-800 
Z-1000 MKI 

 Z-6 
   60699      Remote Control for Z-300 

 Z-8 Remote 
   60697       

 S-100-II Remote Control SC-2 
   60600       

 Z-2 
   60691      Remote Control for Z-1500 
and Z-3000 

 Z-3 
   60726      Remote control for Z-350 
Fazer 

 Z-9 
   60698      Wireles Remote Control 

 Z-10 Remote 
   60700       

 M-1 
   60639      Wireless Remote Control for 
Mobile Fogger 

 Z-4 
   60696      Remote Control for Z-800 

 Z-30  Wireles Remote 
   60679       

 BCR-1 
   40127      Wireless remote for B100x 
& B200 

 Z-5 
   60692      Remote Control for Z-300 
Fazer 

 Wireless Remote Dragon Series 
   61120       

 W-1 Wireless Remote Controller 
   60579       

 Z-40 Remote 
   60690       

 Z-50 Wireless Remote 
   60678       

 Remotes & Accessories 
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 Fog Fluid Scent 
   60614    Energy 

   60614APPEL    Apple 
   60614BANAN    Banana 
   60614CHERR    Cherry 
   60614COCOS    Cocos 
   60614DISCO    Disco 
   60614LIMET    Lime 

   60614MARAC    Maracuja 
   60614MINT    Mint 
   60614RASP    Raspberry 

   60614STRAW    Strawberry  
   60614TUTTI    Tutti Frutti 
   60614VANIL    Vanille 

 Fog Fluid High Density 
   60637      5 Liter 
   606381      25 Liter 

 Bubble Liquid 
   80356      5 Liter, Concentrate 
   80360      5 Liter, Ready To Use 

 Fog Fluid Light 
   60629      5 Liter 

 Low Smoke Fluid 
   60647      5 Liter 

 Magican Hazecan 
   60659      Fog in a spraycan 

 Antari Fog Fluid Heavy 
   60595      5 Liter 

 Antari SL-5 
   60592      Snow Liquid 

 Antari FLP Fog Liquid 6 liter 
   60594       

 Antari Fog Fluid Light 
   60590      5 Liter 

 Antari Bubble Liquid 
   60591      5 Liter 

 Antari Fog Fluid SFD 
   60728      5 Liter, Super Fast Dissipating 

 M-1 Mobile fogger Fluid 
   606351      500cc 

 Antari Hazer� uid 
   60597      1 Liter 
   60598      5 Liter 

 Fog Fluid Fast Dissipating 
   60596      5 Liter, CO2 jet simulation 

 Hazer Fluid 
   60624      1 Liter, Oil Based 
   60626      5 Liter, Oil Based 

 Effect liquids, scents & confetti 
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 Antari SL-5N Snow Liquid 
   60589       

 Antari SL-5AN Premium 
Snow Liquid 
   60588       

 Fog Fluid Regular 
   60627      1 Liter 
   60603      5 Liter 
   60603B      5 liters, no label 
   606131      25 Liter 
   60636      200 Liter 

 Snow/Foam Liquid 
   80357      1 Liter, Concentrate 
   80359      5 Liter, Concentrate 
   80358      5 Liter, Ready To Use 

 Show Confetti Rectangle 55 x 17mm  Show Confetti Round Ø55mm  Show Confetti Metal 

 Slowfall confetti 55 x 17mm 

Available models:

   60910    Multicolour, 1 kg Fireproof 
   60910B    Black, 1 kg Fireproof 

   60910CGR    Clear Green, 1 kg Fireproof 
   60910CU    Clear Blue, 1 kg Fireproof 
   60910GR    Green, 1 kg Fireproof 
   60910O    Orange, 1 kg Fireproof 
   60910PI    Pink, 1 kg Fireproof 
   60910PU    Purple, 1 kg Fireproof 
   60910R    Red, 1 kg Fireproof 
   60910U    Blue, 1 kg Fireproof 

   60910WH    White, 1 kg Fireproof  

   60910Y    Yellow, 1 kg Fireproof 

Available models:

   60912    Multicolour, 1 kg Fireproof 
   60912B    Black, 1 kg Fireproof 

   60912CGR    Clear Green, 1 kg Fireproof 
   60912CU    Clear Blue, 1 kg Fireproof 
   60912GR    Green, 1 kg Fireproof 
   60912OR    Orange, 1 kg Fireproof 
   60912PU    Purple, 1 kg Fireproof 
   60912R    Red, 1 kg Fireproof 
   60912U    Blue, 1 kg Fireproof 

   60912WH    White, 1 kg Fireproof 

Available models:

   60914GO    Gold, Rectangle, 1 kg Fireproof 
   60914SI    Silver, Rectangle, 1 kg Fireproof 
   60916GO    Gold, Square, 1 kg Fireproof 
   60916SI    Silver, Square, 1 kg Fireproof 

Available models:

   60910FG    Fluor green, 1 kg Flameproof 
   60910FO    Fluor orange, 1 kg Flameproof 
   60910FPI    Fluor pink, 1 kg Flameproof 
   60910FY    Fluor yellow, 1 kg Flameproof 

 Effect liquids, scents & confetti 
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 FX Shot cannons 
 The Showtec electric cannon is a single use cannon, pre� lled with confetti or streamers. To � re 
an electric cannon, the Showtec FX Shot (60908) is required. The bottom part of the cannon 
contain a pressurized nitrogen cartridge for a powerful effect. 
Given the resistance to ignition, use of these products in sensible amounts can be regarded 
as � re safe. This is based on experience of TNO and Flame Guard b.v. (member of AFG Group).
 

 Electric confetti cannon 40cm  Electric confetti cannon 80cm 
Available models:

   60950    Multicolor 

   60950B    Black 

   60950CGR    Light Green 

   60950CU    Light Blue 

   60950G    Dark Green 

   60950GL    Gold Metallic 

   60950M    Multicolor Metallic 

   60950O    Orange 

   60950PI    Pink 

   60950PU    Purple 

   60950R    Red 

   60950SL    Silver Metallic 

   60950U    Dark Blue 

   60950W    White 

   60950WS    White/Silver 

   60950Y    Yellow 

Available models:

   60955    Multicolor 

   60955CGR    Light Green 

   60955CU    Light Blue 

   60955FG    Fluor Green 

   60955FO    Fluor Orange 

   60955FPI    Fluor Pink 

   60955FY    Fluor Yellow 

   60955G    Dark Green 

   60955GL    Gold Metallic 

   60955M    Multicolor Metallic 

   60955O    Orange 

   60955PI    Pink 

   60955PU    Purple 

   60955R    Red 

   60955SL    Silver Metallic 

   60955U    Dark Blue 

   60955W    White 

   60955WS    White/Silver 

   60955Y    Yellow 

Special features:
 This is an ADR product, please contact 
Sales Department for the shipping costs. 

 Effect liquids, scents & confetti 
 FOGGERS & EFFECTS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

649

 FX Shot cannons 
 The Showtec electric cannon is a single use cannon, pre� lled with confetti or streamers. To � re 
an electric cannon, the Showtec FX Shot (60908) is required. The bottom part of the cannon 
contain a pressurized nitrogen cartridge for a powerful effect. 
Given the resistance to ignition, use of these products in sensible amounts can be regarded 
as � re safe. This is based on experience of TNO and Flame Guard b.v. (member of AFG Group).
 

 Electric streamer cannon 40cm  Electric streamer cannon 80cm 
Available models:

   60960    Multicolor 

   60960B    Black 

   60960CGR    Light Green 

   60960CU    Light Blue 

   60960G    Green 

   60960GL    Gold Metallic 

   60960M    Multicolor Metallic 

   60960O    Orange 

   60960PI    Pink 

   60960PU    Purple 

   60960R    Red 

   60960SL    Silver Metallic 

   60960U    Blue 

   60960W    White 

   60960Y    Yellow 

Available models:

   60965    Multicolor 

   60965B    Black 

   60965CGR    Light Green 

   60965CU    Light Blue 

   60965G    Green 

   60965GL    Gold Metallic 

   60965M    Multicolor Metallic 

   60965O    Orange 

   60965PI    Pink 

   60965PU    Purple 

   60965R    Red 

   60965SL    Silver Metallic 

   60965U    Blue 

   60965W    White 

   60965Y    Yellow 
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 Handheld cannons 
 Handheld cannons are single use cannons pre� lled with confetti or streamers. The lowest part 
contains a pressurized nitrogen cartridge. Easily twist the lowest part of the cannon to the left 
and the confetti or streamers will be launched into the air. Easy to use, and a great effect. 
Handheld cannons are available in 28, 50 & 80 cm. Confetti and streamers are � ameproof 
according to NEN-EN-ISO 6941. An of� cial test report is available on request. 

 Handheld confetti canon 28cm 
Available models:

   60920    Multicolor 

   60920WS    White/Silver 

   60920H    Hearts 

 Handheld streamer 28cm 
Available models:

   60935    Multicolor 

   60935WS    White/Silver 

 Effect liquids, scents & confetti 
 FOGGERS & EFFECTS 

 ENTERTAINMENT LIGHTING 



 Maingroup 
 Subgroup 

651

 Handheld confetti canon 50cm 
Available models:

   60925    Multicolor 

   60925WS    White/Silver 

 Handheld streamer 50cm 
Available models:

   60940    Multicolor 

   60940WS    White/Silver 

 Handheld confetti canon 80cm 
Available models:

   60930    Multicolor 

   60930G    Gold 

   60930S    Silver 

   60930W    White 

   60930WS    White/Silver 

   60930H    Hearts 

 Handheld streamer 80cm 
Available models:

   60945    Multicolor 

   60945G    Gold 

   60945S    Silver 

   60945W    White 

   60945WS    White/Silver 

 Effect liquids, scents & confetti 
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 PLB-3 Adjustable bracket  
   100240     for 27” - 50” Plasma/LCD 
 Wallmount for large Plasma or LCD screens 

Technical information:

 Max. Weight: 60 kg
Mounting plate: 800 x 500 mm (max.)
Tilt: 15 degrees
Pan: 45 degrees (left and right)
Horizontal correction: 5 degrees 

Measurements:

 

 PLB-4 Adjustable bracket  
   100241     for 23” - 37” Plasma/LCD 
  

Technical information:

 23”-37” screens
Max. weight: 40 kg
Tilt: 15 degrees down, 15 degrees up
Pan: 180 degrees 

Measurements:

 

 PLB-6 Bracket  
   100243     for 23” - 37” Plasma/LCD 15 
degr adj 
 Integrated cable system
Integrated bubble level
Lockable system 

Technical information:

 Screensize: 23-37 inch
Max. weight: 40 kg
Max. tilt: 15 degrees
Weight: 11,5 kg 

Measurements:

 

 Wall Brackets 
 AV STANDS & BRACKETS 
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 PLB-7 Bracket  
   100244     for 37” - 60” Plasma/LCD 
Fixed 
 Integrated cable system
Integrated bubble level
Lockable system 

Technical information:

 Screensize: 37 - 60 inch
Max. weight: 90 kg
Weight: 11 kg 

Measurements:

 

 PLB-9 Economical Bracket  
   100246     for 37” - 65” Plasma/LCD 
  

Technical information:

 Max. weight: 75 kg
Mounting pattern 800 x 500 mm (max.)
Including lockable safety bar 

Measurements:

 

 PLB-10 Economical Bracket  
   100247     for 23” - 37” Plasma/LCD 
 Lockable safety bar 

Technical information:

 Screensize: 23 - 37 inch
Max. weight: 50 kg
Weight: 8,6 kg 

Measurements:

 

 Wall Brackets 
 AV STANDS & BRACKETS 
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 PLB-2342A  
   100259     23” - 42” LCD Bracket 15 degree adjustable 
  Technical information:

 Screensize: 23” - 42” 
Max load: 75 kg
Mounting Pattern: 465 x 330
Max VESA: 400 x 200 mm compliant
Tilt adjustment: 15 degrees up, 
  15 degrees down:
Weight: 3 kg 

Measurements:

 

 PLB-2342  
   100258     23” - 42” LCD Bracket 
  
Technical information:

 Screensize: 23” - 42” 
Max load: 75 kg
Mounting Pattern: 465 x 330
Max VESA: 400 x 200 mm compliant
Tilt adjustment: 0 degrees or 5 degrees up:
Weight: 2,5 kg 

Measurements:

 

 PLB-3260A  
   100257     32” - 60” LCD Bracket 15 degree adjustable 
  Technical information:

 Screensize: 32” - 60” 
Max load: 75 kg
Mounting Pattern: 765 x 480
Max VESA: 600 x 400 mm compliant
Tilt adjustment: 15 degrees up, 
  15 degrees down:
Weight: 3,7 kg 

Measurements:

 

 PLB-3260  
   100256     32” - 60” LCD Bracket 
  Technical information:

 Screensize: 32” - 60”
Max load: 75 kg
Max VESA: 600 x 400 mm compliant
Mounting Pattern: 765 x 480 mm
Tilt adjustment: 0 degrees or 5 degrees up.
Weight: 3,4 kg 

Measurements:

 

 Wall Brackets 
 AV STANDS & BRACKETS 
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Measurements:

 

 LCD-105 LCD Bracket Medium  
   100251     Up to VESA 200 

Technical information:

 Max. weight: 18 kg
Tilt: 15 degrees up, 10 degrees down
Pan: 90 degrees left, 90 degrees right
Fits VESA200,100 x 200, 100, 75 standards
Aluminium construction
Integrated bubble system, cable system 

Measurements:

 

   100252     Up to VESA 200, Silver 
  

 LCD-106 LCD Bracket Long  
   100252B     Up to VESA 200, Black   

Technical information:

 Max. weight: 18 kg
Tilt: 15 degrees up, 10 degrees down
Pan: 90 degrees left, 
  90 degrees right
Fits VESA200, 100 x 200, 100, 75 standards
Aluminium contstruction
Integrated bubble level and cable management 

   100253     for 13” - 27” - Up to VESA 100, Silver 

  

 LCD-202 LCD Bracket Flatmount  
   100253B     for 13” - 27” - Up to VESA 100, Black 

Technical information:

 Max. weight: 25 kg
Fits VESA100, VESA75 standards
Steel construction
Safety screws 

Measurements:

 

 LCD-203 LCD Bracket Flatmount  
   100254B     for 17” - 32” - Up to VESA 200, Black 

Technical information:

 Max. weight: 35 kg
Fits VESA200, 100 x 200, 100, 75 standards
Steel construction
Safety screws 

Measurements:

 

Special features:
 • Built-in anti-theft cable lock
• Capacity: 18Kg 
• Tilt Angle -5 / +15 Degrees
• Integrated Cable management 

 PRB-6W  
   100238     Universal Wall Mount Bracket for Projector Adjustable 
  Technical information:

 Max capacity: 18Kg
Adjustable length: 790-1235mm
Height: 271mm
Width: 244mm
Adjustable Tilt:  -5 / +15 Degrees
Mounting plate: 210 x 250mm
Material: Aluminium 

 Wall Brackets 
 AV STANDS & BRACKETS 
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 PRB-6  
   100234     Projector Bracket 30-40cm 
Technical information:

 Weight: 1,72 kg
Projector holes: 40 – 310mm
Length mounting bracket: 300 – 400mm
Maximum Weight: 20 kg
Horizontal angle: ±5 degrees
Vertical angle: ±15 degrees 

300-400m
m

 PRB-7  
   100233     Projector Bracket 40-60cm 
Technical information:

 Weight: 2 kg
Projector holes: 40 – 310mm
Length mounting bracket: 400 – 600mm
Maximum Weight: 20 kg
Horizontal angle: ±5 degrees
Vertical angle: ±15 degrees 

400-600m
m

 PRB-1  
   100230     Ceiling Bracket for LCD Projector Short 
Technical information:

 Diameter: 130-320 mm
Incl. pipe length: 150 & 80 mm
Max load: 10 kg 

300

 LCD-404  
   100205     Luxury Ceiling bracket for LCD 
Technical information:

 Weight: 1,72 kg
Projector holes: 40 – 310mm
Length mounting bracket: 300 – 400mm
Maximum Weight: 20 kg
Horizontal angle: ±5 degrees
Vertical angle: ±15 degrees 

640 - 900

160

38

32

 PRB-3  
   100232     Projector bracket for LCD projector 
Technical information:

 Min. Height: 120mm
Max. Height: 1050mm
Pipe diameter: 60mm
Total Weight: 2,12 kg
Max load.: 10 kg 

120 - 1050
60

95

 PRB-4  
   100236B     Universal Ceiling Bracket for Projector, Black 
Technical information:

 Max Load: 13.6 kg
Tilt Up: 15°
Tilt Down: 15°
Swivel: 360°
Pro� le: 14.7 cm (5.8”)
Construction: Aluminium
Cable management: Integrated 

147,1

307,8

130

 PRB-5  
   100237B     Universal Ceiling Bracket for Projector - Adjustable, Black 
Technical information:

 Max. weight: 13,5 kg
Min. height: 22,6 cm
Max. height: 113,5 cm
Cable management: Integrated
Construction: Aluminium
Adjustable tilt
Easy installation 

226 - 1137

307,8

 Ceiling Brackets 
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Technical information:

 

Technical information:

 

Technical information:

 

 Flatscreen Trolley 1   
   100213      

Technical information:

 Construction: Steel
Max. Load weight: 30 kg
Max. Load size: 52”
Dimensions (LxWxH): 747 x 660 x 1535 mm
Dimensions (LxWxH): 850 x 720 x 1250 mm
Max VESA: 600 x 400
Weight: 25 kg 

 Flatscreen Trolley 5   
   100217     Luxury 

Technical information:

 Construction: Steel
Foot space: 820 x 730mm
Height: 1730mm (pole)
Bracket positions: 1,58m, 1,49m, 1,41m 1,32m
Max VESA: 600x400
Max Load Capacity: 45 kgs
Glass shelfs: 320 x 500mm (2pcs)
Wheels: 50mm, 2xswivel, 2xswivel brake 

 Flatscreen Trolley 4   
   100216     Telescopic 120-180cm 

Technical information:

 Construction: Steel
Foot space: 830 x 800mm
Max height: 1700mm (center)
Max Load Capacity: 30 kgs
Max Vesa: 800 x 400
Wheels: 50mm, 2xswivel, 2xswivel brake 

90°  Rotatable

 Flatscreen Trolleys 
 AV STANDS & BRACKETS 

 STANDS 



 Maingroup 
 Subgroup 

660660

Technical information:

 

 Speaker Stand 35mm   
   D8409B     Black 1,34 - 2,08 m/ 30 kg 

Technical information:

 

 Speaker Stand Set   
   D8324     Incl. carrying bag 

Technical information:

 

 Speaker Stand set  
   D8425     Incl. Speakercable & carrying bag 

 Speakerstands 
 AUDIO STANDS 
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Technical information:

 

 Speakerstand Pro 38-41mm   
   D8322     Steel 1230-1900mm max load 
40Kg 

Technical information:

 

 Speaker stand 35mm   
   D8600     Mammoth Stands 

Technical information:

 

 Air Pressure Speaker Stand 
35mm   
   D8426     Aluminium 1300-1900mm max 
load 40Kg 

Technical information:

 

 Speakerstand 35-38 mm   
   D8321     Aluminium 1220-1800mm max 
load 25Kg 

 Speakerstands 
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Technical information:

 

 Distance tube M20   
   D8611     Mammoth Stands 

Technical information:

 

 Distance tube 35mm   
   D8610     Mammoth Stands 

Technical information:

 

 Monitor Speakerstand   
   D8320     Steel 760-1320mm max load 
15kg 

Technical information:

 

 Distance tube 35mm Top-
Bottom   
   D8450     max load 30 Kg 

Technical information:

 

 Distance tube M20 Thread,  
35mm Top   
   D8404     max load 40Kg 

Technical information:

 

 Wind up speakerstand M20 
Thread 35mm   
   D8427     Steel 780-1300mm max load 
38Kg 

 Inner Adapter Alu. 
   D5506      Inner adapter 35 mm, 
mounting Ø110 mm 

 Inner Adapter Metal 
   D5505      Inner adapter 35 mm, 
mounting Ø110 mm 

 Warning strip XL 
   D8318      For Speaker & Lightstands 

 Warning strip 
   D8319      For Speaker & Lightstands 

 Speakerstands  / Accessories
 AUDIO STANDS 

 STANDS 
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Measurements:

 

 Speaker wall mount  
   D8615     Mammoth Stands 

Measurements:

 

 Adjustable Speakerbracket  
35mm  
   D8412     Max load 30Kg 

Measurements:

 

 Speaker Wall Bracket 35mm  
   D8415     Max load 20 Kg 

Measurements:

 

 Adjustable Speakerbracket 
35mm  
   D8413     Max load 30kg 

Measurements:

 

 Compact Speaker wall 
bracket  
   D8429      

Measurements:

 

 Adjustable speakerbracket  
   D8430      

 Speaker hanging eye 
   D8435      Ring 8 mm 
   D8436      Ring 10 mm 

 Flying Eye 
   D8428      Small 

 Flying Eye M10 x 40mm 
   D8419       

 Outer Adapter Plastic 
   D5502      180 x 120 mm, outer adapter 
35 mm 

 Speakerstands Accessories 
 AUDIO STANDS 

 STANDS 
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Technical information:

 

 Eco Microphones stand with boom 
arm   
   D8301     890-1460mm plastic base part 

Technical information:

 

 Microphone Stand Ergo1   
   D8111B     905-1600mm 

Technical information:

 

 Microphone Stand - Value Line   
   D8300      

 Microphonestands 
 AUDIO STANDS 

 STANDS 
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Technical information:

 

 Microphone Stand Ergo2   
   D8112B     415-660mm 

Technical information:

 

 Pro Microphone stand with telescopic 
boom   
   D8304     850-1430mm metal base part 

Technical information:

 

 Pro Microphone stand with telescopic 
boom   
   D8305     430-690mm 

 Microphonestands 
 AUDIO STANDS 

 STANDS 
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Technical information:

 

 Microphone stand for overhead   
   D8307     1470-3250 

Technical information:

 

 Telescopic mic stand low   
   D8622     Mammoth Stands 

Technical information:

 

 Telescopic mic stand 
medium   
   D8621     Mammoth Stands 

Technical information:

 

 Telescopic mic stand   
   D8620     Mammoth Stands 

 Microphonestands 
 AUDIO STANDS 

 STANDS 
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Technical information:

 

 Mic. Stand 160 cm Chrome   
   D8105C     960-1600mm 

Technical information:

 

 Microphone pole with 
counterweight   
   D8306     870-1500mm 

Technical information:

 

 Quick Lock Microphone 
Stand   
   D8115B     1020-1670mm 

Technical information:

 

 Quick lock microphone stand   
   D8308     with counterweight 

 Microphonestands 
 AUDIO STANDS 

 STANDS 
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 Desk Mic. Stand 
   D8203C      Straight, Chrome, 20 
cm/0,7 kg, + adj. Gooseneck 

 Desk Mic. Stand, Gooseneck 
   D8201C      Chrome, 27 cm/1,25 kg 

 Desk Mic. Stand Straight, Adj. 
   D8202C      Chrome, 37 cm/0,8 kg 

 Desk Mic. Stand Straight, Adj. 
   D8202B      Chrome, 37 cm/0,8 kg 

 Desk Mic. Stand 
   D8204C      Chrome, 1,5 kg, + adj. 
Boomarm 

 Mini Desk Mic. Stand 
   D8205C      Chrome, 15-20 cm 

 Mini Desk Mic. Stand 
   D8206C      Chrome, 15 cm 

 Mini Desk Mic. Stand 
   D8207C      Chrome, 8 cm 

 Broadcast Stand PRO 
   D8120      incl Neutrik connectors 

Technical information:

 

 Broadcast Stand 
   D8110      1650-2200mm 

Technical information:

 

 Microphonestands 
 AUDIO STANDS 

 STANDS 
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 Gooseneck 40 cm 
   D8902B      Black, screw 
   D8902C      Chrome, screw 

 XLR Gooseneck 30 cm 
   D8906B      Female/Male, Black 
   D8906C      Female/Male, Chrome 

 XLR Gooseneck 40 cm 
   D8907B      Female/Male, Black 
   D8907C      Female/Male, Chrome 

 Gooseneck 30 cm 
   D8901B      Black 
   D8901C      Chrome 

 Microphone holder 
   D8940      28 mm 

 Microphone holder 
   D8944      Spring 

 Microphone holder 
   D8942      32 mm Flexible 

 Microphone Holder 
   D8925      5/8 Thread ø 28 mm 

 Shockmount 
   D8923      With 5/8 Thread 

 Microphone Holder 
   D8922      5/8 Thread ø 30 mm, � exible 

 Microphone Clamp 
   D8921      5/8 Thread 

 Mic clamp 30mm 
   D8929      quick fastner 

 Microphone Drum clamp 
   D8930      ABS 

 Microphone Drum clamp 
   D8931      ABS with metal fastner 

 Thread adapter 
   D8954      from handle to 3/8 

 Mic. adapter clamp 
   D8963      For 1 Microphone 

 Microphone Holder 
   D8920      5/8 Thread ø 22 mm, � exible 

 Mic clamp 23-28mm 
   D8928      quick fastner 

 Microphone holder 
   D8941      22 mm 

 Microphone Holder 
   D8924      5/8 Thread ø 25 mm 

 Microphone holder 
   D8945      Anti-Shock 

 Microphone Holder 
   D8927      5/8 Thread ø 25 mm 

 Microphone holder 
   D8943      22 mm Flexible 

 Microphone Holder 
   D8926      5/8 Thread ø 25 mm 

 Microphone holder 
   D8946      20-24 mm rubber clamp 

 Microphonestands Accessories 
 AUDIO STANDS 

 STANDS 
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 Mic. T-bar 
   D8962      For 4 Microphones 

 Mic. T-bar 
   D8961      For 2 Microphones 

 Mounting Plate 60 mm for Gooseneck 
   D8911B      Black    D8911C      Chrome 

 Thread Adapter 
   D8951      From 5/8 to 3/8 
   D8952      From 3/8 to 5/8 Inner Mounting 
   D8953      From 3/8 to 5/8 

 Microphonestands Accessories 
 AUDIO STANDS 
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Technical information:

 

 Eco Music Stand   
   D8350     Steel 480-1070mm 

Technical information:

 

 Music Stand incl bag   
   D8351     Steel 470-1150mm 

Technical information:

 

 Music Stand Pro   
   D8352     Steel 730-1200mm 

 Stand for acoustic Guitar 
   D8374       

  

 Stand for electric Guitar 
   D8375       

  

 Foot stand Guitar Player 
   D8373       

  

 Combo-Amp. Stand 
   D8554      Max. 10 kg 

 Weight: 1,62 kg 

 Combo-Amp.Stand 
   D8555      Heavy Duty Max. 20 kg 

  

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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 Rackstand Stand 

  

   D8372      Steel 320-480mm 

 Rack Stand MK II 

  

   D8377      Foldable 

 Rackstand / Keyboard Stand 

  

   D8371       

 Equipment Stand 

 Max. Load: 60 kg
Dimensions: 675 x 485 x 620 mm
 (LxWxH)
Weight: 8,26 kg 

   D8551      Adjustable 

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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 19 Inch Rack metal 

 Dimensions: 550 x 560 x 760mm (LxWxH)
Weight: 27,5 kg 

   D8552      With adjustable Toploading 

 Mixer Shelf with Wheels 

 Max. Load: 250 kg
Weight net: 22,5 kg
Weight gross: 23 kg
Dimensions: 1370 x 865 x 865 mm (LxWxH) 

   D8560       

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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 Keyboard Stand 

 Height: 690 - 1000mm
Arm Length: 410mm (diameter 28 mm)
Transport length: 1030 mm (folded)
Material: Steel
Max load: 25 kg
Easy locking and height adjustable system. 

   D8363      single frame, detachable foot 

 Keyboard stand 

 Height: 690 - 1000mm
Arm Length: 410mm (diameter 28 mm)
Transport length: 1030 mm (folded)
Material: Steel
Max load: 35 kg
Easy locking and height adjustable system. 

   D8364      double frame, detachable foot 

 Keyboard Stand Ergo1 

 Height: 570 - 980 mm
Arm Length: 400 mm (diameter 28 mm)
Material: Steel
Max load: 30 kg
Easy locking and height adjustable system.
For small / medium keyboards. 

   D8505      Steel 570-980mm max load 30Kg 

 Keyboard Stand Ergo2 

 Height: 570 - 975 mm
Arm Length: 400 mm (diameter 28 mm)
Transport length: 997 mm (stand folded)
Material: Steel
Max load: 30 kg
Easy locking and height adjustable system.
For medium/big keyboards. 

   D8506      Steel 570-975mm max load 30Kg 

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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   D8507      Max load 30Kg each layer 
 Maximum load: 30Kg on each keyboard layer
Weight: 7,75 Kg
Measurements folded: 1105 x 120 x 150 mm (HxWxD) 

 This keyboard stand is compact to transport, easy to setup and looks very stylish compared 
to the usual stands. It can hold 2 keyboards in adjustable heights. The feet are inside the 
column and the tri-bar arms can also be folded into the column. At the top of the column 
is a microphone adapter that can be used to mount a gooseneck. 

 Professional keyboard stand 

   D8362      Steel 510-700mm 

  

Technical information:

 

 Keyboard Bench Pro     

 Keyboard Stand Double Layer 

 Max load 1th layer: 30Kg
Max load 2th layer: 12Kg 

   D8360      Steel 580-870mm 

 Keyboard Stand Double Layer MKII 

  

   D8361       

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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 Foldable laptop stand 

 Dimensions folded: 320 x 320 x 55 (WxDxH)
Upper plate: 220 x 230mm (WxD)
Baseplate: 170 x 260mm (WxD)
Height: 370mm (� xed)
Weight: 0.85Kg 
Material: Aluminium 

   D8376       Special features:
 • Foldable
• Compact 
• Lightweight 

 Laptop Stand 

  

   D8370       

 iPad holder 

 Fits: iPad 1, iPad 2
Tube diameter: 5 – 20mm
Dimensions: 245 x190 x 193 (LxWxH)
Weight: 0.3Kg 

   D8965      For microstands 

 Multifunctional Tablet Stand 

 Foot plate weight: 560gr
Foot plate size: 190 x 170 x 55mm
Table clamp size: 50mm max
Microstand clamp size: 14mm max
Fits: Apple Ipad 2, Ipad3, 
 Ipad Air, Ipad Mini
 Samsung Tab 2, Tab 3 

   D8379       Special features:
 • 6-10 inch universal � t 
• Flexible H/V position adjustment
• Table clamp, foot plate, microphone
 stand clamp 
• max height 240mm 

 Stand Miscellaneous 
 AUDIO STANDS 
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 DJ player stand 

 Base plate: 480 x 320 x 5mm
Upper plate: 370 x 320mm
Adjustable height: 330 – 480mm
Weight baseplate: 5,5 Kg
Weight: 8,3 Kg 

   D8378       Special features:
 • Heavy duty stand
• Arm with 3 rotating positions
• Upper plate with adjustable angle 
• Three stand positions on base plate 

 DJ stand set 

 Floor space: 1270 x 465mm
Lightbar width: 2620
Lighbar height: 2170 – 2470mm
Main desk: 1215 x 465mm
Second desk: 1215 x 390mm
Main desk level: 950mm
Second desk level: 594mm 

   D8660      Mammoth Stands Special features:
 • Quick and easy to assemble
• 2 Desks included
• including Carrying bag
• 2,6m Lightbar 

 Stand Miscellaneous 
 AUDIO STANDS 

 STANDS 
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 Two Stand with Truss and Two extra T-Bars   
   70129     3 m 

Technical information:

 Max. load: 50 kg
Min. Height: 1710 mm
Max. Height: 2880 mm
Weight: 27 kg 

 Extra truss part   
   70130     1,5 m - for 70108 

 Two Stand with Truss   
   70108     3 m 

Technical information:

 Max. load: 50 kg
Min. Height: 1710 mm
Max. Height: 2880 mm
Weight: 25 kg 

Technical information:

 

Technical information:

 

 Stand Sets 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 Max. Load: 60 kg
Diameter truss tube: 28 mm
Height: 1330 - 3000mm
Width: 3000 mm
Attach points: 8
Attach screws: M6 with wingnuts
Attach distance: 300mm 

Technical information:

 

 Light bridge set   
   70930     Mammoth Stands 

 Two Stand with metal decotruss   
   70149      
Technical information:

 Max. Load: 30 kg point load /
 30 kg distributed load
Diameter wind-up tube: 36 mm
Diameter truss tube: 16 mm
Min. Height: 1700 mm
Max. Height: 3000 mm
Width: 6000 mm 

 This set is an ideal solution for mobile DJ’s, compact rentals as well as musicians. It comes 
complete with two stands and three pieces of metal mini-truss. Each truss is 2 meter long 
and can be easily connected by quick-connectors. The total width of the set is 6 meter. The 
minimum size of the stands is 170 cm and the maximum height is 3 meter. The set comes 
ready to use, including stands, trusses, truss support and quick connectors. 

 Stand Sets 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 Light Stand ECO (10kg)   
   70102      

Technical information:

 

 Metal stand black with T-bar   
   70120     Max. load 15 kg 

Technical information:

 

 Metal Medium Stand   
   70133     Max. load 15 kg 

 Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 Metal Medium Lightstand   
   70910     Mammoth Stands 

Technical information:

 

 Tripod stand MKII incl. T-bar   
   70103     Max. load 40 kg/Steel - Pol-
ished 

Technical information:

 

 Tripod stand MKII incl. T-bar   
   70103B     Max. load 40 kg/Steel - Black 

Technical information:

 

 Stand 3700 mm double 
T-Bar   
   70128     Max. load 30 kg, Steel Black 

 Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 Followspot stand   
   74002     1346 - 2040mm 

Technical information:

 Max. load: 20 kg
Min. height: 1346 mm
Max. height: 2040 mm
Base: 980 mm
Insertion diameter: 28 mm (standard TV spigot)
Weight: 7 kg 

Technical information:

 Stand 3700 mm incl. T-Bar   
   70124     Max. load 30 kg, Steel Black 

Technical information:

 T-Bar diameter: 38,3mm
Tube diameter: 35mm
Max. load: 30 kg
Min. height: 1835 mm
Max. height: 3700 mm
Weight: 10,74 kg 

Technical information:

 Stand 3700 mm incl. T-Bar   
   70123     Max. load 30 kg, Steel Polished 

Technical information:

 Max. load: 30 kg
Min. height: 1835 mm
Max. height: 3700 mm
Weight: 9,8 kg 

 Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 Followspot Stand Wind up   
   74001     1461 - 2110mm 

Technical information:

 Max. load: 20 kg
Min. height: 1461 mm
Max. height: 2110 mm
Base: 1020 mm
Insertion diameter: 28 mm (standard TV spigot)
Weight: 10 kg 

 Wind-Up Lightstand 3000mm   
   74000     Max. Load 20kg 

Technical information:

Technical information:

 Max. load: 20 kg
Min. height: 1760 mm
Max. height: 3000 mm
Base: 1130 mm
Insertion diameter: 28 mm (standard TV spigot)
Weight: 13 kg 

 Floorstand   
   70191     30x30cm, 50mm tube 

Technical information:

 Dimensions: ca 30x30 cm
Centre holes: 239 x 239 mm
Accommodates: Truss 30cm square truss
Metal base: Round 50mm
Hole: 10 and 12 mm
Feet: Rubber feet
Colour: Black 

 Floorstand   
   70126      

 Stands /  Wind-up Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 Max. load: 50 kg
Max. Height: 4,0 m
Min. Height: 1,75 m
Tube Diameter: 35 mm
Basement: 1,60 m
Weight: 25 kg 

 Wind-Up Lightstand 4 m   
   70145     SWL 50 kg 

Technical information:

 Wind-Up Lightstand 3100 mm   
   70143      With winch, spigot adapter/Max. load 18,5 kg 

Technical information:

 Max. load: 18,5 kg
Weight: 11,5 kg
Min. height: 1600 mm
Max. height: 3100 mm
Tube diameter: 35 mm 

Technical information:

 Wind-Up Lightstand 3100 mm   
   70142     With winch and T-bar/Max. load 18,5 kg 

Technical information:

 Max. load: 18,5 kg
Weight: 12,8 kg
Min. height: 1600 mm
Max. height: 3100 mm 

Technical information:

 Wind-up Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 Basic 2800 Wind up stand   
   70830     80kg (incl adapter 70835) 

Technical information:

 Maximum load: 80 kg
Maximum height: 2,80m
Minimum height: 1,5m
Diameter of ground space: 1,18m
Tube diameter: 28mm (70835 = adapter 35mm, incl.)
Weight: 15 kg 

Technical information:

 

 Basic 3800 Wind up stand   
   70831     80kg (incl adapter 70835) 

Technical information:

 Maximum load: 80 kg
Maximum height: 3,80m
Minimum height: 1,80m
Diameter of ground space: 1,18m
Tube diameter: 35mm
Weight: 17 kg 

 Wind-up Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 Showtec Pro 3500 Wind up stand   
   70840     120 kg, 3 folding legs 

Technical information:

 Maximum load: 120 kg
Maximum height: 3,50m
Maximum height is measured with adapter in highest position including 
Truss-support and Truss
Minimum height: 1,65m
Diameter of groundspace: 1,50m
Tube diameter: 35mm
Weight: 24 kg 

Technical information:

 

 Showtec Pro 4000 Wind up stand   
   70841     120 kg, 3 folding legs 

Technical information:

 Maximum load: 120 kg
Maximum height: 4m
Maximum height is measured with adapter in highest position including 
Truss-support and Truss
Minimum height: 1,38 kg
Diameter ground space: 1,5m
Tube diameter: 35mm
Weight: 29 kg 

Technical information:

 

 Showtec Pro 4500 Wind up stand   
   70842     120 kg, 4 adjustable folding leg 

Technical information:

 Maximum load: 120 kg
Maximum height: 4,5m
Maximum height is measured with adapter in highest position including 
Truss-support and Truss
Minimum height: 1,55m
Floorspace: 1,7 x 1,7m
Tube diameter: 35mm
Weight: 34 kg 

Showtec Pro Wind up stand  
 The Showtec Pro Range of stands offer a compact but complete range of stands for use in any 
circumstance. The Pro Range sets a new standard of the industry in terms of safety and quality.  
The Pro range stands are standard equipment with unique features such as direct height 
reading, double load security, no cable, simultaneously moving sections and an automatic 
safety system. The Pro range stands are extremely compact and sturdy for transportation. It’s 
aluminium components make these stands extremely lightweight without any sacri� ce to load 
capacity and quality. 

 Wind-up Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 Showtec Pro 5200 Lifter   
   70844     200 kg,  4 adjustable legs 

Technical information:

 Maximum load: 200 kg
Maximum height: 5m
Minium height: 1,85m
Floorspace: 2 x 2m
Tube diameter: 35mm
Weight: 50 kg 

Technical information:

 

 Showtec Pro 5000 Lifter   
   70843     150 kg, 4 adjustable legs 

Technical information:

 Maximum load: 150 kg
Maximum height: 5m
Minimum height: 1,85m
Floorspace: 2 x 2 m
Tube diameter: 35mm
Weight: 47 kg 

 Adaptor 28mm to 35mm 
   70835      for Basic Stand 

 Adjustable Truss support 400mm 
   70836      for Basic and Pro series 

 TV-spigot 29 mm 
   PASP14      29 mm 

 Adapter 35mm 
   70176      For spigot mounting 

Technical Information 
 The adapter � ts on stands with a tube diameter 
of 35mm. 

 Powerdrive adapter 
   70116       

Technical Information 
 This new product is suitable for all lightstands with 
a tube diameter of 32 mm. 

 Lifter Stands  / Stands Accessories
 LIGHTSTANDS 

 STANDS 



 Maingroup 
 Subgroup 

688688

Technical information:

 

 MT-200 Lifting Tower   
   70860     Mammoth Stands 6,4m 

Technical information:

 Maximum height: 6,40m
Maximum load: 200kg
Folded height: 1,92m
Working area open base: 2,00 x 2,00m
Closed base: 0,47 x 0,47m
Material: Steel EN 10305-5
Own Weight: 86kg
Winch: AL-KO Type 501 Plus – 500kg
Cable diameter: 6mm, galvanized steel under EN 12385-4. Resistance 1.770N/mm2. 
Certi� cation: BGV C1 - BGG 912 - 2006/42/CE (Dekra)
Additional info: Fixation of tower sections to working height by safety pins. Leg anchorage with 
 safety pins. Bubble level to adjust tower vertical position. Rustproof protection 
 and painting protection � nish. 

Technical information:

 

 MT-230 Lifting Tower   
   70861     Mammoth Stands 5,30m 

Technical information:

 Maximum height: 5,30m
Maximum load: 230kg
Folded height: 1,82m
Working area open base: 2,00 x 2,00m
Closed base: 0,47 x 0,47m
Material: Steel EN 10305-5
Own Weight: 78kg
Winch: AL-KO Type 501 Plus – 500kg
Cable diameter: 6mm, galvanized steel under EN 12385-4. Resistance 1.770N/mm2. 
Certi� cation: BGV C1 - BGG 912 - 2006/42/CE (Dekra)
Additional info: Fixation of tower sections to working height by safety pins. Leg anchorage with 
 safety pins. Bubble level to adjust tower vertical position. Rustproof protection 
 and painting protection � nish. 

 Lifter Stands 
 LIGHTSTANDS 

 STANDS 
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Technical information:

 

 MT-300 Lifting Tower   
   70862     Mammoth Stands 6,1m 

Technical information:

 Maximum height: 6,10m
Maximum load: 300kg
Folded height: 1,92m
Working area open base: 2,00 x 2,00m
Closed base: 0,47 x 0,47m
Material: Steel EN 10305-5
Own Weight: 90kg
Winch: AL-KO Type 900 Compact – 900kg
Cable diameter: 6mm, galvanized steel under EN 12385-4. Resistance 1.770N/mm2. 
Certi� cation: BGV C1 - BGG 912 - 2006/42/CE (Dekra)
Additional info: Fixation of tower sections to working height by safety pins. Leg anchorage with 
 safety pins. Bubble level to adjust tower vertical position. Rustproof protection 
 and painting protection � nish. 

Technical information:

 Maximum height: 5,40m
Maximum load: 250kg
Folded height: 1,76m
Working area open base: 1,66 x 1,72m
Closed base: 0,48 x 0,48m
Material: Aluminium AL Si 6082 / T6
Own Weight: 96kg
Winch: AL-KO Type 901 Plus – 900kg
Cable diameter: 6mm, galvanized steel under EN 12385-4. Resistance 1.770N/mm2. 
Certi� cation: BGV C1 - BGG 912 - 2006/42/CE (Dekra)
Additional info: Fixation of tower sections to working height by safety pins. Leg anchorage with 
 safety pins. Bubble level to adjust tower vertical position. Rustproof protection 
 and painting protection � nish. 

Technical information:

 

 MAT-250 Line Array Tower   
   70870     Mammoth Stands 5,4m 

 Lifter Stands 
 LIGHTSTANDS 
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 Nichiban Gaffa Tape 
Available models

   90613    Grey, 38 mm / 50m 
   90614    Black, 38mm / 50m 
   90615    White, 38 mm / 50m   90615  White, 38 mm / 50mWhite, 38 mm / 50m

 Nichiban Gaffa Tape 
Available models

   90625    Black, 50mm / 25m 
   90626    Grey, 50mm / 25m 
   90627    White, 50mm / 25m White, 50mm / 25m

 Floor-Marking tape 50 mm 
 Professional tape with signal-marking in black 
yellow and extra width. The must have for 
large stageprojects. 

Available models

   90624    Red/White, 50mm / 33m 
   90623    Black/Yellow, 50mm / 33m 
   90622    Black/Yellow, 150mm / 33m 

Black/Yellow, 50mm / 33m
  90622  Black/Yellow, 150mm / 33m

 Nichiban Gaffa Tape 
Available models

   90630    Red, 50mm / 50m 
   90631    Yellow, 50mm / 50m 
   90632    Green, 50mm / 50m 
   90633    Blue, 50mm / 50m 

 Nichiban Gaffa Tape 
Available models

   90634    Red, 38mm / 50m 
   90635    Yellow, 38mm / 50m 
   90636    Green, 38mm / 50m 
   90637    Blue, 38mm / 50m 

 Gaffa tape Neon 
 Fluorescent cloth tape which is guaranteed to 
get anybody’s attention. Ideal for decoration 
purposes or marking areas in studios, on 
stages or halls. Glows under UV/Black light 
and remains visible even in poorly lit situations. 

Available models

   90638    Green 50mm / 25m 
   90639    Orange 50mm / 25m 
   90640    Yellow 50mm / 25m 
   90641    Pink, 50mm / 25m 

 PVC Tape  PVC Tape  PVC Tape 
 PVC Tape, very suited for insulation purposes 
in electro-technical installations, combining 
and protecting cables, � oor marking, taping 
of pipes and tubes or identi� cation purposes 
for your cable rack. The tape has a low 
temperature threshold and can be used 
outdoors. 

Available models

   90628    19 mm/66 m, Black 
   90628W    19 mm/66 m, White 
   90628R    19 mm/66 m, Red 
   90628O    19 mm/66 m, Orange 
   90628U    19 mm/66 m, Blue 
   90628Y    19 mm/66 m, Yellow 

 Markertape 25 mm/33 m 
Available models

   90629U    “5 m” indicator, Blue 
   90629R    “10 m” indicator, Red 
   90629G    “25 m” indicator, Green 
   90629W    “15 m” indicator, White 
   90629Y    “20 m” indicator, Yellow 

 Gaffa Tape Theatre 50 mm 
Available models

   90606    Grey, 50 mm / 50m 
   90607    Black, 50 mm / 50m 
   90608    White, 50 mm / 50 m 

 Stage Tape 
Available models

   90609B    Black, 50 mm / 50m 
   90609    Grey, 50 mm / 50m 

 Gaffa Tape Theatre 50 mm  Nichiban Gaffa Tape 
Available models

   90610    Grey, 50 mm / 50m 
   90611    Black, 50 mm / 50m 
   90612    White, 50 mm / 50m 

 Nichiban Gaffa Tape 
Available models

   90616    White, 19 mm / 50m 

 Ballet� oor Tape 
Available models

   90617    Black, 50mm / 33m 

White, 50 mm / 50m

 Ballet� oor Tape 
Available models

  90617  

 Nichiban Gaffa Tape 150 mm 
Available models:

   90621    Black, 150mm / 50m, Extra 
wide heavy duty 

 Stage Tapes 
 STAGE ACCESSORIES  STAGE ACCESSORIES  STAGE ACCESSORIES 
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Technical information:

 Work length: 993mm
Channel size: 30 x 34mm (2x)
Length: 1010mm
Width: 250mm
Height: 45mm 
Weight: 3,9Kg
Work load: 6T 

 Cable Bridge 2  
   71140     Value Line 

Technical information:

 Dimensions: 290 x 320 x 80 mm
Weight: 2,5 kg 

 Cable Bridge Corner  
   71110     Cable Bridge 2 Corner/30 Degrees corner for cablebridge 2 

Technical information:

 Work length: 895mm
Channel size: 66 x 57mm (3x)
Length: 1010mm
Width: 505mm
Height: 73mm 
Weight: 9,2Kg
Work load: 6T 

 Cable Bridge 3  
   71141     Value Line 

Technical information:

 Dimensions: 470 x 550 x 80 mm
Weight: 5,9 kg 

 Cable Bridge Corner  
   71111     Cable Bridge 5 Corner/30 Degrees corner for cablebridge 5 

 At any kind of event, you can � nd multicables or powercables running across several walk- or 
driveways and public areas. To protect your cables against weather in� uences or traf� c of any 
kind and  to ensure safety for your public, Showtec now introduces the Cable bridge, available 
in two versions: 100 cm with 2 lines or 80 cm with 5 lines. Sturdy designs with perfect visibility 
which can handle loads up to 5000 kg (Cable bridge 5). 

 Cable Bridges 

Technical information:

 • SWL 3000 kg
• Usable dims: 30 x 23 x 1000 mm (WxHxL)
• Black/yellow colouring for extra safety
• Material: Synthetic

Optional Flightcase: D7513 for 20 x Cable Bridge 2 (not incl.)

Dimensions (LxWxH): 1015 x 250 x 40 mm
Weight: 7,7 kg 

 Cable Bridge 2  
   71102     Cable Bridge 2/100 cm, with 2 lines 
Technical information:

 Cable Bridge 2  
  71102   Cable Bridge 2/100 cm, with 2 lines 

Technical information:

 Work length: 1010mm
Channel size:  86 x 22mm
Length:  1030mm
Width: 215mm
Height: 36mm 
Weight:  4Kg
Work load:  1.5T 

 Cable Cover 1  
   71121     Rubber Black 

 Work length: 1010mm
Channel size:  86 x 22mm
Length:  1030mm

 Rubber Black 

Technical information:

 Work length: 995mm
Channel size: 38 x 13mm
Length: 1000mm
Width: 131mm
Height: 20mm 
Weight: 0,9Kg
Work load: 1.5T 

 Cable Cover 3  
   71130     Yellow ABS 

 Work length: 995mm
Channel size: 38 x 13mm
Length: 1000mm

Technical information:

 Work length: 962mm
Channel size: 100 x 30mm
Length: 1030mm
Width: 272mm
Height: 37mm 
Weight: 2,4Kg
Work load:  1.5T 

 Cable Cover 4  
   71131     Yellow ABS 

 Work length: 962mm
Channel size: 100 x 30mm
Length: 1030mm
Width: 272mm

Technical information:

 • SWL 5000 kg
• Usable dims: 30 x 32 x 800 mm (WxHxL)
• Black/yellow colouring for extra safety
• Material: Synthetic

Optional Flightcase: D7512 for 10 x Cable Bridge 5 (not incl.)

Dimensions (LxWxH): 850 x 445 x 50 mm
Weight: 12,3 kg 

 Cable Bridge 5  
   71104     Cable Bridge 5/80 cm, with 5 lines 
Technical information:

 Cable Bridge 5  
 Cable Bridge 5/80 cm, with 5 lines 

 Cable Bridges 
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Technical information:

 Dimensions: 1000 x 1000 x 55mm
Max. load: 500 Kg/m2
Top Material: Plywood 18 mm
Frame material: Aluminium (6063-T66)
Storage height: 55 mm
Weight: 12 kg
Optional legs:  available in 20, 40 and 60cm 

 Spider Stage 1x1m  
   70610     without legs 
  

Technical information:

  

 Spider Guardrail 1m  
   70631     without clamps 
  

 Spider Guardrail Clamp 
   70632       

 Spider Stage Clamp 
   70630       

 Spider Stage Assembly Insert 
   70638      M8 

 Spider Stage Bottom Clamp 
   70636       

 Spider Stage Self-leveling Insert 
   70637       

Technical information:

 Dimensions: 1000 x 2000 x 55mm
Max. load: 500 Kg/m2
Top Material: Plywood 18 mm
Frame material: Aluminium (6063-T66)
Storage height: 55 mm
Weight: 24 kg
Optional legs: available in 20, 40 and 60cm 

 Spider Stage 2x1m  
   70620     without legs 
  

 Spider Stage 2x1m   Spider Stage 2x1m  
  70620   without legs 

Available models

   70633    40cm, 2     steps 
   70634    60cm, 1 step 
   70635    80cm, 1 step 

 Spider Stairs 

Technical information:

 Dimensions 990 x 335 x 590 mm 

Available models

   70621    20cm 
   70622    40cm 
   70623    60cm 

 Spider legs 2x1m 
Available models

   70611    20cm 
   70612    40cm 
   70613    60cm 

 Spider legs 1x1m 

Technical information:

  

 Stages 
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Available models

   70580    40 cm 
   70581    60 cm 
   70582    80 cm 
   70583    100 cm 

 Feet for ProStage 21 (4x) 
Available models

   70588    1 m 
   70587    2 m 

 ProStage Guardrail 

Technical information:

 Dimensions: 2000 x 1000 mm
Max. load: 750 kg/m2
Top Material: Plywood 22 mm
Frame material: Aluminium (6005-t6)
Storage height: 20 cm
Legs: Optional available
Weight: 48 kg 

 ProStage 21  
   70570     Stage element 2 x 1 m, without legs, TUV Approved 
  

Technical information:

 Top Material: Plywood 22 mm
Frame material: Aluminium (6005-t6)
Dimensions: 1500 x 1000 mm (LxW)
Adjustable height: 600 - 1000 mm 

 ProStage Stairs  
   70589      
  

 ProStage Connector 
   70584       

 ProStage Leg-Clamp 
   70585      for 2 Stages 
   70586      for 4 Stages 

 Stages 
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Technical information:

 DC voltage: 200 m/2/20/200/1000V +/- 0,7%
AC voltage: 200 m/2/20/200 +/- 0,8%, 750V +/- 1%
DC milli-voltage: 20 m/200 mV +/- 0,7%
AC milli-voltage: 20 m/200 mV +/- 0,7%
DC current: 200 u, 2000 u, 20 m, 200 mA +/- 1,2% 2/10A +/- 2,0%
AC current: 200 u, 2000 u, 20 m, 200 mA +/- 1,5% 2/10A +/- 3,0%
Resistance: 200/2 k/20 k/200 k/ 2M/20 MOhm +/- 1,0%
Temperature (thermocouple): -20C - 1000C +/- 3%, 0F - 1800F +/- 3%
Temperature (NTC): 0 - 40C +/- 2C, 32F -104F +/- 4F
Humidity: 20% - 95% RH +/- 5%
 Lux 2000 - 20000 Lux +/- 5%
Sound level: 60 - 100 dB
Power: 1,5V (3 x AAA) Excl. batt.
Size: 195 x 92 x 55 mm
Weight: 400 g 

 Roady Multimeter  
   91001      
 The Showtec Roady Multimeter is the ideal 
tool which should be in each toolcase of each 
roady. This Multimeter not only measures the 
basic values but also contains a dB meter, 
Lux-meter and thermometer.

• Auto range/manual range
• Data hold
• Auto power off
• Backlight 

Technical information:

 Ranges: 0 - 2000 Lux +/- 5%, 
 2000 - 19990 Lux +/- 5%, 20000-50000 Lux +/- 5%
Photo detector: one silicon photo diode with � lter
Photo detector lead length: 150 cm
Photo detector size: 83 x 52 x 20,5 mm
Power: 6F22 (9V) x1 Incl. 1x 9V batt.
Size: 126 x 72 x 27 mm
Weight: 180 g 

 Digital Luxmeter  
   91003      
 A compact luxmeter to measure the lightoutput or lightintensity. 

 Digital Luxmeter   Digital Luxmeter  

Technical information:

 Ranges: 20, 200,2000,20000,200000 Lux
 20,200,2000,20000 FC
Photo detector: silicon photoelectric diode 
Power: 1x9V Battery 6LR61
Size: 170 x 86 x 46 mm
Weight: 360 g 

 Digital Luxmeter MKII  
   91006      
  

Technical information:

 Distance: 0,05m – 40m
Accuracy: +/- 1,5mm
Area measurement: yes
Volume measurement: yes
Working temperature: 0° - 40°
Laser class: II (635nm)
Power Supply: 1,5VDC, 3 x AAA
Dimensions: 120 x 60 x 28mm
Weight: 180gr 

 Laser Distance Meter  
   91007      
  

 Roady Tools & Accessories 
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Technical information:

 Included domes: 1.5m & 1.2m
Base color: Black
Safety: Air pressure mains switch
Fixture load: Max HMI/MSR 575 Spots
Power input: 230V/50Hz

Warnings:
- Do not use discharge beam effects in outdoor domes
- Always use the dome in upwards position.
- Do not use the dome upside down.
- Domes storage environment must be above 0° C 

 Outdoor Dome  
   71300      
 The Showtec Outdoor Dome is a self in� ating outdoor protection housing. Due to its waterproof 
cover, it allows outdoor use of various spotlights independent from any weathercondition. It is 
an ideal protection against rain, and dirt. Through the continious air circulation in the Showtec 
Outdoor dome the unit has additional cooling. 

Technical information:

 Power: 240V / 50 Hz
Dimensions Total dome: 500 x 650mm
Max � xture dimensions: 500 x 500mm
Weight: 13 kg

Warnings:
- Do not use discharge beam effects in outdoor domes
- Always use the dome in upwards position.
- Do not use the dome upside down.
- Domes storage environment must be above 0° C 

 Outdoor dome for LED Parcan / LED MultiPars  
   71302      
 The Showtec Outdoordome for LED Parcans allow you to use your non-IP rated equipment 
outdoors without the need of expensive covers. The dome is versatile in use and can hold any 
(LED) Parcan up to 50 cm high. Including built in air pressure safety switch. Not suitable for 
high-power halogen effects. This outdoordome can only be used in a standing position. 

Special features:
 • Compact design
• Waterproof cover for your non-IP 
   equipment
• Built in air pressure safety switch 

 Roady Tools & Accessories 
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Available models:

   90000      Silver 
   90001      Black 

 2m Adjustable Crowd Barrier 

  

 Crowd-control 
 STAGE ACCESSORIES 

 STAGE & RIGGING 



 Maingroup 
 Subgroup 

699

Available models:

   90010      Gold 

   90011      Silver 
   90012      Black 

 Round Top Cord Pole 
  

Available models:

   90020      Red 

   90021      Black 

   90022      Blue 

 Velvet Rope Gold Hook 
Available models:

   90023      Red 

   90024      Black 

   90025      Blue 

 Velvet Rope Silver Hook 

 Crowd-control 
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Available models:

   89010      3 m (W) - 3,5 m (H) 
   89011      6 m (W) - 3,5 m (H) 
   89020      3 m (W) - 4,5 m (H) 
   89021      6 m (W) - 4,5 m (H) 
   89030      3 m (W) - 9 m (H) 
   89031      6 m (W) - 9 m (H) 

 Backdrop Black 

Available models:

   89060      1,4 x 1,4 m 

   89061      2,4 x 2,4 m 

   89062      3,4 x 3,4 m 

   89063      4,4 x 4,4 m 

   89064      5,4 x 5,4 m 

 Square cloth white 
 Especially designed for FQ30/PQ30/GQ30 truss square of 2 x 2 m, this cloth will enhance your 
lightshow or highlight your projection whenever and wherever you want it to. Fire retardant 
according to German and french regulations, this cloth comes complete with shockcords all 
around. 

 Backdrops 
 TEXTILES 
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Available models:

   89050      6 m (W) - 1 m (H), Black 

   89051      6 m (W) - 60 cm (H), Black 

 Skirt for Stage-elements 

Available models:

   89100      100m 

 Velcro loop, 2cm wide roll sew on 

Available models:

   89101      25m 

 Velcro hook, 2cm wide roll 

Available models:

   89090      black 

   89091      white 

 Shockcord 
Available models:

   89200      3 m (W), roll 50 m, White 

   89201      3 m (W), roll 60 m, Light Grey 

   89208      3 m (W), roll 60 m, Black 

   89202      3 m (W), roll 60 m, Dark Grey 

   89203      3 m (W), roll 60 m, Deep Blue 

   89204      3 m (W), roll 60 m, Navy Blue 

   89205      3 m (W), roll 60 m, Yellow 

   89206      3 m (W), roll 60 m, Red 

   89207      3 m (W), roll 60 m, Bordeaux Red 

 Dekomolton 

Available models:

   89043      For 3 m circle 

   89044      For 4 m circle 

   89046      For 6 m circle 

   89048      For 8 m circle 

 Circle Cloth White 

Available models:

   89211      1,3m(W), roll 60 m, White, 160 gr/m2 

   89212      1,3m(W), roll 60 m, Black, 160 gr/m2 

 Deko Flanel 

Technical information:

 Weight: 20 gr.
Max thickness of fabric: 5 mm
Temperature range: - 30ºC to +100ºC
Melting temperature: +220ºC
Dimensions: 70 x 40 x 18,5mm

Holdon® MIDI 
100 kg: tested on PE tarp with hem and cord
75 kg: tested on folded PE tarp. 

 Holdon Midi Clip 

Available models:

   89092      Black 

   89093      White 

 The patented and reusable Holdon® MIDI instant clip-on eyelet and tarp clip is ideal for 
securing all types of textiles, fabrics, substrates, polythene and other sheet products, hemmed 
or non-hemmed up to 5 mm thickness. It is ideal for customizing shelters, emergency repairs 
to covers, shade sails and cloths, backdrops adding new � xing points/guy lines and securing 
tarpaulins. 

Technical information:

 Dimensions (LxWxH): 40 x 35 x 10 mm
Weight: 12,5 gr.
Max thickness of fabric: 1,5 mm
Temperature range: - 30ºC to +100ºC
Melting temperature: +220ºC 

 Holdon Mini Clip 

Available models:

   89094      Black 

   89098      White 

 The patented Holdon® MINI instant clip-on eyelet is a reusable fastener designed especially for 
thinner � exible fabrics e.g. banner, mesh and sign material used as a banner clip or on camping 
mats, tents, netting, gardening and horticulture applications as well as various stage/events 
usage � elds. The Holdon® MINI provides an easier, neater and faster alternative to traditional 
eyeleting, applied by hand and instantly on site. 

Available models:

   89097      Black 

   89096      White 

 Rapido - Curtainclamp 

Technical information:

  

  

Technical information:

 Color: Black
Max. load per clamp: 40 kg

Fits 50 mm tubes and trusses. 

 Curtainclamp  
 The curtain clamp can be mounted to your back-drops and makes it easy to hang your back-
drops into truss and stage structures. 

Available models:

   89095       

 Backdrops 
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 Showtec SET Frames, communicate your images in aluminium frames in any size or way.
Showtec SET Frames are a versatile and � exible system made out of connectable aluminium 
pro� les on which any desired fabric can be fastened. The SET Frames unique and easy 
fastenings allow seamless spanning and in� nite changing of fabrics. The system is not limited 
to a single-sided solution. The frame can be expanded to any shape and/or size , allowing the 
fabrics to be fastened double-sided or multiple-sided.
The fabrics that you span in the Showtec SET Frames have synthetic cords on all sides, which 
makes it easy and convenient to span them into the SET Frames. The fabric stretches so that 
any folds or wrinkles disappear and you get a wrinkle free look. 
Showtec does not provide the fabrics. However most online-printing company’s offer these 
printed fabric with welded sheath  which allows you to choose your own fabric printing company. 

Showtec SET Frames, communicate your images in aluminium frames in any size or way.
Showtec SET Frames are a versatile and � exible system made out of connectable aluminium 

fastenings allow seamless spanning and in� nite changing of fabrics. The system is not limited 
to a single-sided solution. The frame can be expanded to any shape and/or size , allowing the 
fabrics to be fastened double-sided or multiple-sided.
The fabrics that you span in the Showtec SET Frames have synthetic cords on all sides, which 

any folds or wrinkles disappear and you get a wrinkle free look. 
Showtec does not provide the fabrics. However most online-printing company’s offer these 

 SET Frame Set- Double Sided Pro� le 
Available models:

   89630      240(h) x 100(b)cm - Excluding clothing 

   89631      240(h) x 200(b) cm - Excluding clothing 

   89632      240(h) x 300(b) cm- Excluding clothing 

 SET Frame Set - Cube 
Available models:

   89690      50x50x50cm - Excluding fabrics 

   89691      100x100x100cm  - Excluding fabrics 

 Double Sided Pro� le - Length 5.1m 

   89640       

 Tube Connector - 50mm 

   89651       

 Hanging Bracket 

   89665       

 Single sided pro� le - Length 5.1m 

   89641       

 Connection Strip 

   89660       

 Easy Clamp for Support Pro� le 

   89667       

 Cube Pro� le - Length 5.1m 

   89642       

 Hook Connection Strip 3-way 

   89661       

 Baseplate 45 x 8 cm 

   89670       

 2 way support pro� le - Length 5.1m 

   89650       

 Steel Angle 90 degrees 

   89662       

 U-Torque bracket for support pro� le 

   89666       

 Deco Textiles 
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 The Showtec Stretch Shape Triangle is 125 x 125cm but due to its stretch it can be applied 
in a frame or truss with a maximum length of 175cm x 175cm. The Showtec stretch shape 
triangle is ideal to combine with LED � xtures for decorative purposes on stage, in pubs clubs or 
any public area where you like to create an high class ambiance. The Showtec Stretch Shape 
Triangle is permanently � re retardant and can be used outdoor and washed without problems. 

 Stretch Shape Triangle 

Technical information:

 Dimensions: 1250 x 1250mm
Safety: Fire retardant FR DIN4102-B1
Washing instruction: 30° 

Available models:

   89145      125cm x 125cm, White 

   89146      185cm x 125cm, White 

   89147      250cm x 125cm, White 

   89150      250cm x 250cm - White 

   89148      375cm x 250cm, White 

   89149      500cm x 250cm, White 

 The Showtec Stretch Shape Square is 250 x 250cm but due to its stretch it can be applied 
in a frame or truss with a maximum length of 300cm x 300cm. The Showtec Stretch Shape 
Square is ideal to combine with LED � xtures for decorative purposes on stage, in pubs clubs or 
any public area where you like to create an high class ambiance. The Showtec Stretch Shape 
Square is permanently � re retardant and can be used outdoor and washed without problems. 

 Stretch Shape Square 

Technical information:

 Dimensions: 1250 x 1250mm
Safety: Fire retardant FR DIN4102-B1
Washing instruction: 30° 

Available models:

   89152      125cm x 125cm, White 

   89153      185cm x 125cm, White 

   89154      250cm x 125cm, White 

   89151      250cm x 250cm - White 

   89155      375cm x 250cm, White 

   89156      500cm x 250cm, White 

 The Showtec Stretch Shape Diamond is 125 x 125cm but due to its stretch it can be applied 
in a frame or truss with a maximum length of 175cm x 175cm. The Showtec Stretch Shape 
Diamond is ideal to combine with LED � xtures for decorative purposes on stage, in pubs clubs 
or any public area where you like to create an high class ambiance. The Showtec Stretch Shape 
Diamond is permanently � re retardant and can be used outdoor and washed without problems. 

Technical information:

 Dimensions: 1250 x 1250mm
Safety: Fire retardant FR DIN4102-B1
Washing instruction: 30° 

 Stretch Shape Diamond 
Available models:

   89170      125cm x 125cm, White 

   89171      185cm x 125cm, White 

   89172      250cm x 125cm, White 

   89173      250cm x 250cm, White 

   89174      375cm x 250cm, White 

   89175      500cm x 250cm, White 

 Deco Textiles 
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 Stardrape White LED Special features:
 • Velcro & Hanging eyes
• Pipe & Drape compatible
• 4 Groups
• Incl Controller, Carrying bag, cable ties 

Available models:

   40460      Black Cloth, 2x3m inc controller & bag 

   40461      Black Cloth 3x6m inc controller & bag 

   40461W      White Cloth 3x6m inc controller & bag 

   40462      Black Cloth 4x6m inc controller & bag 

   40462W      White Cloth 4x6m inc controller & bag 

 Showtec Stardrape white LED is a star curtain system available in 2x3, 3x6 and 4x6m. It 
features super bright 5050 SMD LEDs. They are scattered randomly in 4 groups to make real 
starry sky effects. The curtain is made of light weight � re retardant black cloth. The cloth has 
a zipper for easy maintenance and is � nished with velcro to use with Showtec pipe & drape. 
It also has enough eyelets to mount with shock cords. The set is including controller and 
carrying bag. The controller can handle one curtain. It has a user friendly menu with 17 built-in 
programs which also can be selected by DMX. Use the stand alone mode and sound mode for 
plug and play use or control the 4 groups directly by DMX to create your own show. 

Technical information:

 Curtain
Curtain material: Flame retardant molton
Curtain size: 2000x3000mm
Light source: 5050 white LEDs
LED Qty: 120 pcs
Data: Fixed cable with 5-pole plug
Curtain color: Black
Curtain net weight: 7,5 kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 17 patterns with speed control
Groups: 4
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 5-pole
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 30W max.
Dimensions: 220 x 120 x 60mm (LxWxH)
Weight: 0,9Kg 

  40460  

Technical information:

 Curtain
Curtain material: Flame retardant black molton
Curtain size: 3000x6000mm
Light source: 5050 white LEDs
LED Qty: 360 pcs
Data: Fixed cable with 5-pole plug
Curtain color: Black
Curtain net weight: 17kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 17 patterns with speed control
Groups: 4
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 5-pole
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 25W max.
Dimensions: 250 x 240 x 60mm (LxWxH)
Weight: 2,2Kg 

  40461  

Technical information:

 Curtain
Curtain material: Flame retardant black molton
Curtain size: 4000x6000mm
Light source: 5050 white LEDs
LED Qty: 480 pcs
Data: Fixed cable with 5-pole plug
Curtain color: Black
Curtain net weight: 20kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 17 patterns with speed control
Groups: 4
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 5-pole
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 100W max.
Dimensions: 250 x 240 x 60mm (LxWxH)
Weight: 2,2Kg 

  40462  
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 Stardrape RGB LED 
Available models:

   40463      Black Cloth, 3x6m inc controller & bag 

   40464      Black Cloth, 4x6m inc controller & bag 

Special features:
 • Velcro & Hanging eyes
• Pipe & Drape compatible
• 30 Intelligent built-in LED pixel 
 programs
• One group direct RGB control
• Incl Controller, Carrying bag, cable ties 

 The Showtec Star Drape RGB LED curtain is a system available in 3x6 and 4x6m. It features 
super bright 5050 RGB SMD LEDs. They are scattered randomly and the built-in patterns are 
programmed on the individual LEDs not on groups. These Intelligent built-in LED pixel programs 
generate more beatifull patterns than the conventional group programs. The curtain is made 
of light weight � re retardant black cloth. The cloth has a zipper for easy maintenance and is 
� nished with velcro to use with Showtec pipe & drape. It also has enough eyelets to mount with 
shock cords. The set is including controller and carrying bag. The controller can handle one 
curtain. It has a user friendly menu and the built-in programs can also be selected by DMX. Use 
the stand alone mode and sound mode for plug and plug use or use the RGB mode by DMX to 
create your own colors. 

Technical information:

 Curtain
Curtain material: Flame retardant molton
Curtain size: 3000x6000mm
Light source: 5050 RGB 3-in-1 LEDs
LED Qty: 144 pcs
Data: 2x Fixed cable with speakon plug
Curtain color: Black
Curtain net weight: 17kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 30 patterns
Internal Program type: Pixel based
DMX Group control: 1
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 2x Speakon 
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 35W max.
Dimensions: 250 x 240 x 60mm (LxWxH)
Weight: 1,2Kg 

  40463  

Technical information:

 Curtain
Curtain material: Flame retardant molton
Curtain size: 4000x6000mm
Light source: 5050 RGB 3-in-1 LEDs
LED Qty: 192 pcs
Data: 2x Fixed cable with speakon plug
Curtain color: Black
Curtain net weight: 20kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 30 patterns
Internal Program type: Pixel based
DMX Group control: 1
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 2x Speakon 
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 100W max.
Dimensions: 250 x 240 x 60mm (LxWxH)
Weight: 1,2Kg 

  40464  
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Special features:
 • Velcro & Hanging eyes
• Pipe & Drape compatible
• R,G,B,W, separate LED colors
• Incl Controller, Carrying bag, cable ties 

 Stardrape DJ Curtain Set  
   40465     2x3m & 1,2x2m inc contr & bag 
 The Showtec Stardrape DJ Curtain Set is a perfect duo curtain system for Dj’s and entertainers. 
It contains one controller and two cloths which create synchronized patterns. It features super 
bright 5050 Red, Green, Blue and White SMD LEDs which are randomly scattered in 4 color 
groups. The cloth is made of light weight � re retardant black cloth. The cloth has a zipper for 
easy maintenance and is � nished with velcro to use with Showtec pipe & drape. It also has 
enough eyelets to mount with shock cords. The set is including controller and carrying bag. 
It has a user friendly menu and the built-in programs can also be selected by DMX. Use the 
stand alone mode and sound mode for plug and play use or use the DMX mode to create your 
favorite color chase. 

Technical information:

 Curtain
Curtain material: Flame retardant molton
Curtain size 1: 2000x3000mm
Curtain size 2: 1200x2000mm
Light source: 5050 R,G,B,W, LEDs
LED Qty size 1: 40 pcs
LED Qty size 2: 120 pcs
Data: 2x Fixed cable with 5p plug
Curtain color: Black
Curtain 1 net weight: 7,5kg
Curtain 2 net weight: 3,7kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 17 patterns
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 5p plug
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 20W max.
Dimensions: 220 x 120 x 60mm (LxWxH)
Weight: 0,9Kg 

 LED Drapes 
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Technical information:

 Curtain
Curtain material: Flame retardant molton
Curtain size 1: 2000x3000mm
Curtain size 2: 1200x2000mm
Light source: 5050 RGB, LEDs
LED Qty size 1: 77 pcs
LED Qty size 2: 176 pcs
Data: 2x Fixed cable with speakon plug
Curtain color: Black
Curtain 1 net weight: 7,5kg
Curtain 2 net weight: 3,7kg
Assembly: Velcro and hanging eye

Controller
Control: DMX, Program, Sound, Full
Program: 30 patterns
DMX channels: 8
DMX connector: 3 Pole XLR F/M
Data connector: 2x Speakon
Color: Matt black
Input voltage: 100-240V AC 50/60Hz
Power consumption: 35W max.
Dimensions: 248 x 147 x 50mm (LxWxH)
Weight: 1Kg 

 Visiondrape DJ Curtain Set  
   40466     2x3m & 1,2x2m 
 The Showtec Visiondrape DJ Curtain Set is a curtain system with built-in visuals. It consist 
of 2 curtains which are controlled by one controller. Both curtains show the same visual 
synchronized which creates impressive animated effects. One big cloth of 2x3m can be used 
as backdrop and one small cloth of 1,2x2m to � nish the front of the dj booth. Both cloth have 
a zipper for easy maintenance and are � nished with velcro to use with Showtec pipe & drape. 
They also have enough eyelets to mount with shock cords. The set is including controller, 
carrying bag and cable ties. The controller is loaded with a 30 great varied animation effects 
which can be selected manual and triggered by sound for stand-alone use or selected by an 
external DMX controller. 

Special features:
 • Pipe & Drape compatible
• 30 built-in animations
• 2 curtains with sync patterns
• Incl Controller, Carrying bag, cable ties 
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 Pipe and Drape 
 You can rent and buy all sorts of Pipes & Drapes systems, but there is no system as versatile 
and easy to use as Showtec Pipes & Drapes.  As a result of pure innovations, our Pipes & 
Drapes system is far easier to move around than any other system in the market. It is also 
very decorative. All that makes it the no. 1 choice for for theatres, events, business premises, 
exhibitions and many more.

Revolutionary 4-way connector system
If you have used a Pipes & Drapes system before, you probably know what the shortcomings 
are: for example, telescopic drape support that detach, irregular hanging curtains or clumsy 
mounting.
The revolutionary and patented 4-way connector with its autolock system makes these 
occurrences a thing of the past. This system guarantees solid connections of uprights and 
drape supports while they can still be adjusted to every conceivable direction. Showtec Pipes 
& Drapes goes ever further. Another advantage is that the four openings of the connectors have 
a universal size of 16 mm. That gives you room for mounting a camera, speaker or lamp. Using 
an adapter, you can also link the Showtec 4-way connector seamlessly to all Pipes & Drapes 
systems with round uprights.

Additional advantages
You will discover additional advantages when you use Showtec Pipes & Drapes. Our telescopic 
uprights made of reinforced aluminum can be assembled up to 6 meters without the need for 
ladders, and their locking heads guarantee an easy and robust connection. In addition, our 
baseplates with rounded-off corners are reinforced to bear extra weight.
The reinforced drape supports can bear a weight of 25 kg and they can be adjusted to up 
to 3 meters in length. The Velcro system guarantees that the curtains are hanging even and 
straight.

Curtains
All curtains of the Showtec P&D range are made of permanent � ame retardant fabrics meeting 
the German standard DIN 4102-B1. Curtains can be washed while they keep the � ame 
retardancy.

Showtec has a large range of different cloths that can be used for the Pipe and Drape 
sytems. Each type of cloth has it’s own speci� cations and application 
which are explained in the below overview.
 
Medium Gloss Satin.
Medium Gloss Satin is a lightweight fabric. It’s weight is 165 gram/m2. Due 
to the lightweight it is easy to handle and more cost effective. The curtains have a 
bit glossy out looking. Medium Gloss Satin curtains can be washed and are � ame retardant 

The reinforced drape supports can bear a weight of 25 kg and they can be adjusted to up The reinforced drape supports can bear a weight of 25 kg and they can be adjusted to up 
to 3 meters in length. The Velcro system guarantees that the curtains are hanging even and to 3 meters in length. The Velcro system guarantees that the curtains are hanging even and 

All curtains of the Showtec P&D range are made of permanent � ame retardant fabrics meeting All curtains of the Showtec P&D range are made of permanent � ame retardant fabrics meeting 
the German standard DIN 4102-B1. Curtains can be washed while they keep the � ame the German standard DIN 4102-B1. Curtains can be washed while they keep the � ame 

Showtec has a large range of different cloths that can be used for the Pipe and Drape Showtec has a large range of different cloths that can be used for the Pipe and Drape 

Medium Gloss Satin is a lightweight fabric. It’s weight is 165 gram/m2. Due 
to the lightweight it is easy to handle and more cost effective. The curtains have a 
bit glossy out looking. Medium Gloss Satin curtains can be washed and are � ame retardant bit glossy out looking. Medium Gloss Satin curtains can be washed and are � ame retardant 

   D7555   

   D7556   

   D7554   

according DIN 4102-B1 (IFR). They are made of of 100% PES FR. Because of the light weight 
fabric it will not block light for 100% for these kind of applications you can use the Dimout 
series.
 
Molton CS
Molton CS is the standard for stage clothing and is made of the same fabric as backdrops. 
Molton CS is heavy with a 300 gram/m2 weight.  It has a matt � nishing and therefore absorbs 
most of the light. Due to its higher density it also blocks light much better than the Medium 
Gloss Satin.
Molton CS curtains are washable and are � ame retardant according DIN 4102-B1 (IFR).
They are made of 100% PES FR.
 
Dimout
Dimout fabrics are shiny fabrics with a weight of 260 gram/2. They are ideal for decorative 
applications and available in a wide selection of colours. Dimout curtains are special designed 
to block light and can be used e.g. in front of windows.
Dimout curtains can be washed and are � ame retardant according DIN 4102-B1 (IFR). They 
are made of 100% PES FR.
 
String Curtain
String Curtains are very suitable for decorative effects. They have a high transparency and are 
ideal to be illuminated to create stylish and impressive effects. String curtains are washable 
and are � ame retardant according DIN 4102-B1 (IFR). They are made of 100% PES FR. 
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 Baseplate 
   89300      350(l) x 300(w)mm - 4Kg, Black (powder coated) 
   89301      450(l) x 450(w)mm - 8Kg, Black (powder coated) 
   89302      600(l) x 600(w)mm - 14Kg, Black (powder coated) 
   89303      350(l) x 300(w)mm - 4Kg, White (powder coated) 
   89304      450(l) x 450(w)mm - 8Kg, White (powder coated) 
   89305      600(l) x 600(w)mm - 14Kg, White (powder coated) 

 Telescopic upright - 3-way 
   89331      180(h)-->420(h)cm, Black (powder coated) 
   89333      180(h)-->420(h)cm, Alu (powder coated) 
   89334      180(h)-->400(h)cm, White (powder coated) 

 Fixed upright 
   89320      120(h)cm,  Black (powder coated) 

 Telescopic upright - 4-way 
   89348      180(h)-->500(h)cm,  White 
   89349      180(h)-->500(h)cm,  Black 

   89326      120(h)-->180(h)cm,  White 
   89327      120(h)-->180(h)cm,  Black 
   89329      180(h)-->300(h)cm,  White 
   89330      180(h)-->300(h)cm,  Black (powder coated) 
   89332      180(h)-->300(h)cm,  Alu (powder coated) 

 Telescopic upright 2-way 

89311

89342

89301

89300

89331

89330
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 Baseplate pin 
   89310      100(h)mm, Orange 
   89311      200(h)mm, Orange 
   89312      400(h)mm, Orange 

 Telescopic drape support 
   89340      90(l)-->120(l)cm, Black (powder coated) 
   89343      90(l)-->120(l)cm, Alu (powder coated) 
   89339      90(l)-->120(l)cm, White (powder coated) 
   89341      120(l)-->180(l)cm, Black (powder coated) 
   89344      120(l)-->180(l)cm, Alu (powder coated) 
   89346      120(l)-->180(l)cm, White (powder coated) 
   89342      180(l)-->300(l)cm, Black (powder coated) 
   89345      180(l)-->300(l)cm, Alu (powder coated) 
   89347      180(l)-->300(l)cm, White (powder coated) 

 Innovative Systems (round) drape support adapter kit 
   89383      31,0(dia)mm(int.) / 36,0(dia)mm(ext.), Black 

 4-way connector replacement 
   89543      35 (dia)mm,  Black 
   89549      35 (dia)mm,  White 
   89542      40,6 (dia)mm,  Black 
   89548      40,6 (dia)mm,  White 
   89551      45,7 (dia)mm,  Black 
   89550      45,7 (dia)mm,  White 
   89540      50,8 (dia)mm,  Black 
   89547      50,8 (dia)mm,  White 

 Rotary knob 
   89350      M10x12 (drape support),  White 
   89351      M10x12 (drape support),  Black 
   89352      M10x20 (upright),  White 
   89353      M10x20 (upright),  Black 

 4 Point Connector 
   89390       

 Angled bracket for 4-way connector 

   89512      Black (powder coated) 

 Flex adapter for 4-way connector 

   89533      Black (powder coated) 

 Single spigot for pipe & drape 
   89384       

 Angled bracket with 4-way con. 
   89514      & 50mm half coupler 

 T-Bar 60cm 
   89391      Black 
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 Ropeholder for upright 
   89515       

 Rope for bollard 
Available models:

   89516B      Black 

   89516R      Red 

   89516U      Blue 

Technical Information 

 Rope length: 1,45m
Rope diameter: 40mm 
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 Wardrobe Strip 
Available models:

   89517      1m , 26 hooks 

   89518      25cm, 8 hooks 

Technical Information 

 Max load: 32 kg 

 Make an instant wardrobe area with your P&D system and the wardrobe 
strip. The wardrobe strip can easily be assembled on top of an drape 
support. It has a length of 1m and can be used for 26 jackets. It is 
advised to use just one wardrope strip between 2 uprights. The strip 
can only be used if there are no drapes attached on the drape support. 

 Pipe and Drape Transport Trolley 
Available models:

   89610       

Technical Information 
 The trolley can contain:
14 baseplates 45x45cm
14 baseplate pins 200mm
14 uprights (2- either 3-way)
12 drape-supports
12 curtains.
Size: 80 x 80 x 204cm
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 P&D Curtain - Medium Gloss Satin 
Available models:

   89400      Unpleated, 280(w) x 120(h)cm, 165 Gram/M2, White 

   89401      Unpleated, 280(w) x 120(h)cm, 165 Gram/M2, Black 

   89414      Pleated, 300(w) x 120(h)cm, 165 Gram/M2, White 

   89415      Pleated, 300(w) x 120(h)cm, 165 Gram/M2, Black 

   89416      Pleated, 300(w) x 180(h)cm, 165 Gram/M2, White 

   89417      Pleated, 300(w) x 180(h)cm, 165 Gram/M2, Black 

   89418      Pleated, 300(w) x 250(h)cm, 165 Gram/M2, White 

   89419      Pleated, 300(w) x 250(h)cm, 165 Gram/M2, Black 

   89410      Pleated, 300(w) x 300(h)cm, 165 Gram/M2, White 

   89411      Pleated, 300(w) x 300(h)cm, 165 Gram/M2, Black 

   89412      Pleated, 300(w) x 400(h)cm, 165 Gram/M2, White 

   89413      Pleated, 300(w) x 400(h)cm, 165 Gram/M2, Black 

   89421      Pleated, 300(w) x 500(h)cm, 165 Gram/M2, White 

   89422      Pleated, 300(w) x 500(h)cm, 165 Gram/M2, Black 

 P&D Carrying bag orange 
Available models:

   89396      1160 x 360mm 

 P&D Curtain - Molton CS 
Available models:

   89431      Pleated, 300(w) x 120(h)cm, 300 Gram/M2, Black 

   89430      Pleated, 300(w) x 180(h)cm, 300 Gram/M2, Black 

   89432      Pleated, 300(w) x 250(h)cm, 300 Gram/M2, Black 

   89433      Pleated, 300(w) x 300(h)cm, 300 Gram/M2, Black 

   89434      Pleated, 300(w) x 400(h)cm, 300 Gram/M2, Black 

   89435      Pleated, 300(w) x 500(h)cm, 300 Gram/M2, Black 

 Pipe & Drape 
 TEXTILES 

 STAGE & RIGGING 



 Maingroup 
 Subgroup 

715

 Bag - Soft nylon 
Available models:

   89392      150(l) x 16(w) x 35(h)cm, Black, max load 25Kg 

   89393      185(l) x 16(w) x 35(h)cm, Black, max load 25Kg 

   89394      210(l) x 16(w) x 35(h)cm, Black, max load 25Kg 

   89395      250(l) x 16(w) x 35(h)cm, Black, max load 25Kg 

 Bag - Soft nylon 

White 

Blue

Black

Brown

Yellow

Light Grey

Red

Dark Grey

 P&D curtain - Dimout 
Available models:

   89440      Pleated, 300(w) x 300(h)cm, 260 Gram/M2, White 

   89441      Pleated, 300(w) x 300(h)cm, 260 Gram/M2, Black 

   89442      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Yellow 

   89443      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Red 

   89444      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Blue 

   89445      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Brown 

   89446      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Light grey 

   89447      Pleated, 300(w) x 300(h)cm 260 Gram/M2, Dark grey 

   89448      Pleated, 300(w) x 400(h)cm 260 Gram/M2, White 

   89449      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Black 

   89450      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Yellow 

   89451      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Red 

   89452      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Blue 

   89453      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Brown 

   89454      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Ligth grey 

   89455      Pleated, 300(w) x 400(h)cm 260 Gram/M2, Dark grey 
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   89510      Black (powder coated) 

 Eurotrack - Ceiling mount (loose part) 

   89505      R=1000mm - stop 200mm 
   89506      R=500mm 

 Eurotrack - Corner 90 degree - Black 

   89511      Black (powder coated) 

 Eurotrack - Universal mounting bracket 

   89529       

 Eurotrack - Sliding nut 
   89513      Black (powder coated) 

 Eurotrack - Connection strip 

   89500      Black (powder coated) 

 Eurotrack - Rail - 200(l)cm 

 String Curtain 3m Width 

Technical information:

 Material: 100% Polyester
FR: Inherently � ame retardant
Width: 300 cm
Length: 300cm
Weight: 220 gr/m2
Velcro: loop side 25mm 

Available models:

   89160      3m Length, White 

   89161      3m Length, Grey 

   89162      3m Length, Black 

 String Curtain 3m Width 

Technical information:

 Material: 100% Polyester
FR: Inherently � ame retardant
Width: 300 cm
Length: 400cm
Weight: 220 gr/m2
Velcro: loop side 25mm 

Available models:

   89163      4m Length, White 

   89164      4m Length, Grey 

   89165      4m Length, Black 

 String Curtain 3m Width 

Technical information:

 Material: 100% Polyester
FR: Inherently � ame retardant
Width: 300 cm
Length: 600cm
Weight: 220 gr/m2
Velcro: loop side 25mm 

Available models:

   89166      6m Length, White 

   89167      6m Length, Grey 

   89168      6m Length, Black 

Special features:
 • Stagedecorations
• Projection surface
• Light deffusing curtain
• Velcro mounting
• P&D compatible 

 The Showtec String Curtain is a 100% Polyester curtain. It can be easily mounted by the
attached 25 mm soft velcro strap. Because of the Velcro it also is compatible with showtec pipe and drape system. They are available in 3, 4, 
5, or 6m lengths and 3 colors, white, grey and black. The width is standard 3m. The String curtain can be cut at the preferred lenght using a 
household scissor without unraveling the strings.

All String curtains of are made of permanent � ame retardant fabrics meeting the German standard DIN 4102-B1. Curtains can be washed 
while they keep the � ame retardancy. 
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   89520      White 
   89521      Black 

 Eurotrack - Runner - 2 wheel 

   89534      Black 100m on spool 
   89535      White 100m on spool 

 Eurotrack - Cord 8mm 

   89528       

 Eurotrack - Ballast Bag - 5 kg - Black 

   89530       

 Eurotrack - Floor Pulley - Black 

   89525      4x4 Wheels -Black 

 Eurotrack - Heavy Duty (HD) Runner 

   89527       

 Eurotrack - Double Wheel Pulley - 70mm - Black 
   89526       

 Eurotrack - Return Pulley - Time Wheel - 70mm 

   89531       

 Eurotrack - Ballast Pulley - 90mm - role 35 x 12 mm 

89525 89522

   89522      Black 

 Eurotrack - Overlap arm 

   89523      Black 

 Eurotrack - End stop 

 Eurotrack 
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 Heavy Duty Pipe Clamp 

   70109S   
 SWL: 35 kg, Silver     

  SWL: 35 kg, Black     
   70109B   

 Mini Tent Clamp 

   70390   
 SWL: 25 kg, Metal     

 SWL: 25 kg, Black     
   70390B   

 TentClamp 

   70370   
 Metal     

 Black     
   70370B   

Heavy Duty Pipe Clamp 
 The heavy duty Pipe Clamp is an ideal clamp for rental use and � xed installations. It has a black 
� nishing in order that it is not visible in your truss or ceiling. The knob has an ergonomic design 
and makes it possible to secure your � xture to the truss without hurting your � ngers. 

 TentClamp  
 The TentClamp is an ideal solution if you need to rig your showequipment into a structure. The 
TentClamp will � t to any standard structure. It is equipped with a M8/M10/M12 nuts, on which 
you can mount a hanging eye or clamp. 

Pipe clamps

 50 mm Half Coupler 

   70351   
 SWL: 500 kg, Silver     

 SWL: 500 kg, Black     
   70351B   

 Pipe clamps PRO 

 Multigrip clamp 

   70489   
 TUV certi� cation, 
Metal     

 TUV certi� cation, 
Black     

   70489B   

 50mm Half Coupler Ergonomic 

   70482      SWL: 500 kg, TUV certi� cation 

 Spigot for Multigrip 5/8”/M10 

   70490       

 Pipe Clamp long with protection 

   70099       

 Pipe Clamp 1,5” (38mm) 

   70132      SWL: 20 kg 

 Pipe Clamp 2” (50mm) 

   70114      SWL: 20 kg 

 Slide Complete 

   70381       

 Separate slide part 

   70382       

 50 mm Half Coupler 

   70356      SWL: 750 kg 

 Pipe clamp short 

   70101       

 Pipe Clamp 32 mm 

   70121      SWL: 20 kg 

 Pipe Clamp 1” (25mm) 

   70115      SWL: 20 kg 

 Spigot for Multigrip M10 x 25 

   70491       

 Showtec Clamps 
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 50 mm Half Coupler/spigot 29 mm 

   70355       

 50 mm Compact Half Coupler 

   70365   
  SWL: 100 kg, Metal     

  SWL: 100 kg, Black     
   70365B   

 Quick Coupler Slimline 

   70486   
 TUV certi� cation, 
Metal     

 TUV certi� cation, 
Black     

   70486B   

 50 mm Slimline Half Coupler 

   70354      SWL: 500 kg 

 50 mm Half Coupler with Lifting Eye 

   70352      SWL: 500 kg 

 50 mm Half Coupler with Lifting Eye 

   70358      SWL: 750 kg 

 Pipe clamps PRO 

 50 mm Quick coupler 

   70359   
 SWL: 150 kg, Metal     

 SWL: 150 kg, Black     
   70359B   

 50mm Half Coupler Slimline 

   70480   
 SWL: 300 kg, 
TUV certi� cation, 
Metal  

 SWL: 300 kg, 
TUV certi� cation, 
Black 

   70480B   

 50mm Half Coupler with lifting Eye 

   70483      SWL: 340 kg, TUV certi� cation 

 Swivel Coupler 

   70485      SWL: 500 kg, TUV certi� cation 

 50 mm Swivel Coupler 

   70353      SWL: 500 kg 

 50 mm Swivel Coupler 

   70357      SWL: 750 kg 

 Swivel Coupler Slimline 

   70484      SWL: 300 kg, TUV certi� cation 

 Quick Coupler 

   70371      TUV certi� cation 

 Quick Coupler Ergonomic 

   70487      TUV certi� cation 

 Mega Coupler 

   70372      TUV certi� cation 

 50mm Compact Half Coupler 

   70488   
 TUV certi� cation, 
Metal     

 TUV certi� cation, 
Black     

   70488B   

 Half Coupler with Spigot Holder 

   70364       

 Showtec Clamps 
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 Pipe clamps PRO 
 Arm Coupler 500 mm 

   70373       

 50 mm Universal Moving Head Clamp 

   70368      SWL: 75 kg 

 32 mm Half Coupler 

   70360      SWL: 100 kg 

 32 mm Half Coupler/Lifting Eye 

   70361      SWL: 100 kg 

 32 mm Swivel Coupler 

   70362      SWL: 100 kg 

 Standmount incl. TV spigot 

   70495       

 Trussmount with lifting eye 

   70496       

 50mm Half Coupler 

   70481      SWL: 500 kg, TUV certi� cation 

 Showtec Clamps 
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 Doughty Clamps 

 Quicktrigger Slimline basic 

   70315   
 Black     

 Silver     
   70315S   

 Standmount for 50 mm Tube 

   70324   
 Adjustable 200 - 
400 mm, Black     

 Adjustable 200 - 
400 mm, Silver     

   70324S   

 50 mm Half Coupler 

   70301      SWL: 500 kg, Silver 

 50 mm Swivel Coupler 

   70305      SWL: 500 kg 

 32 mm Half Coupler 

   70311      SWL: 100 kg 

 Trigger Clamp 

   70322      for 50 mm Tube 200 kg 

 50 mm Half Coupler 

   70308      SWL: 500 kg 

 50 mm Swivel Coupler 

   70306      SWL: 750kg 

 32 mm Half Coupler with Lifting Eye 

   70312      SWL: 100 kg 

 Claw Clamp 

   70323      for 50 mm Tube 

 50 mm Half Coupler/spigot 29 mm 

   70304       

 32 mm Swivel Coupler 

   70313      SWL: 100 kg 

 Standadapter for Spigot 29 mm 

   70325      Adapter for general purpose 

 Standmount 

   70326      for Step Truss 50 mm tube 

 Hook Clamp Universal Heavy 

   70328       

 Twenty Clamp 28 mm 

   70332      SWL: 20 kg, TUV certi� cation 

 Mini pipe Clamp long 

   70321      for 32 mm Tube 

 50 mm Half Coupler with Lifting Eye 

   70307      SWL: 340 kg 

 50 mm Half Coupler 

   70302      SWL: 750 kg 

 50 mm Half Coupler with Lifting Eye 

   70303      SWL: 340 kg 

 Doughty Clamps 
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 Safety Cables 
 Flying high with safety-cables:
Parcans, speakers, moving heads, mirrorballs, trussing, brackets, projectors, � atscreen monitors, 
all different products with one thing in common. As soon as they are being used, either static 
or as moving effect, in elevated positions or over people or crowd you are required to use an 
independent secondary safety-device according to BGV-C1 and VGB regulations to ensure the 
safety of the visitors of your venue. Safety-cables need to be used in all these cases to secure 
your gear and to make sure that, in case of emergency, the secured static equipment does not 
fall more than 20 cm or, with moving equipment, no more than 5 cm to prevent the impulse 

forces from becoming too high. Just as important as the safety-cable itself are the chainlinks, 
carabine-hooks or catbiners because the whole is as strong as its weakest component. That is 
why our safety-cables are also equipped with certi� ed connectors to guarantee a safe use as 
long as the cable and the link are handled according to its speci� cations. Safety-cables can be 
used single or double stranded to carry and secure their speci� ed load. Please check the specs 
with each cable to � nd the cable which matches perfectly to your needs.
One point of attention: safety-cables are meant to secure your gear and not to be used for 
hoisting equipment. You can use our well-equipped Lodestar-range for this purpose. 

 Safety Cable Heavy Duty, 75 cm 

 Length: 75 cm
Certi� ed: No
Diameter: 3/4 mm
Incl.: Undetachable Carabine hook
Finish: with black PVC coating, 
 galvanized
WLL: 100 kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x7+TK
Tensile grade: 1770N/mm2 

   70111      3/4 mm, with black PVC coating, Not Certi� ed 

 Safety Cable BGV-C1, 50 cm 

 Length: 50 cm
Certi� ed: BGV-C1
Diameter: 4 mm
Incl.: Undetachable Carabine hook
Finish: galvanized
SWL: 80 Kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x19+TK
Tensile grade: 1770N/mm2 

   70147      Ø 4 mm BGV-C1, with safety ring, Certi� ed 

 Safety Cable BGV-C1, 75 cm 

 Length: 75 cm
Certi� ed: BGV-C1
Diameter: 6 mm
Incl.: Undetachable Carabine hook
Finish: galvanized
SWL: 150 Kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x19+TK
Tensile grade: 1770N/mm2 

   70152      Ø 6 mm BGV-C1, with safety ring, Certi� ed 

 Safety Cable BGV-C1, 60 cm 

 Length: 60 cm
Certi� ed: BGV-C1
Diameter: 5 mm
Incl.: Safety sockets
Marked: 200 kg IW
Acc.: Undetachable Catbiner
Finish: galvanized
Single stranded: 10-20 kg
Double stranded: 30-45 kg 

   70159      5 mm, Certi� ed 

 Safety Cable Light Duty, 50 cm 

 Length: 50 cm
Certi� ed: No
Diameter: 2/3 mm
Incl.: Undetachable Carabine hook
Finish: with black PVC coating, 
 galvanized
WLL: 50 kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x7+TK
Tensile grade: 1770N/mm2 

   70110      2/3 mm, with black PVC coating, Not Certi� ed 

 Safety Cable BGV-C1, 50 cm 

 Length: 50 cm
Certi� ed: BGV-C1
Diameter: 4 mm
Incl.: Undetachable Carabine hook
Finish: galvanized
SWL: 40 Kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x19+TK
Tensile grade: 1770N/mm2 

   70140      Ø 4 mm BGV-C1 Certi� ed 

 Safety Cable BGV-C1, 75 cm 

 Length: 75 cm
Certi� ed: BGV-C1
Diameter: 6 mm
Incl.: Undetachable Carabine hook
Finish: galvanized
SWL: 80 Kg
Safetyfactor: 5:1

Number of strands 
x number of wires: 6x19+TK
Tensile grade: 1770N/mm2 

   70141      Ø 6 mm BGV-C1 Certi� ed 

 Safety Cable BGV-C1, 60 cm 

 Length: 60 cm
Certi� ed: BGV-C1
Diameter: 3 mm
Incl.: Safety sockets
Marked: DIN56926/140
Acc.: Undetachable Chainlink
Finish: galvanized
Single stranded: max. 5 kg
Double stranded: max. 10 kg 

   70170      3 mm, Certi� ed 

 Safety Cables 
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 Safety Cables 
 Safety Cable BGV-C1, 100 cm 

 Length: 100 cm 
Certi� ed: BGV-C1 
Diameter: 6 mm
Incl.: Safety sockets
Acc.: Undetachable Catbiner
Finish: galvanized
SWL Single stranded: 30 kg
SWL Double stranded: 60 kg 

   70167      6 mm, Certi� ed 

 Safety Cable BGV-C1, 100 cm 

 Length: 100 cm
Certi� ed: BGV-C1 
Diameter: 5 mm
Incl.: Safety sockets
Marked: 200 kg IW
Acc.: Undetachable Catbiner 90x8
Finish: galvanized
Single stranded: 10-20 kg
Double stranded: 30-45 kg 

   70169      5 mm, Certi� ed 

 Safety Cable BGV-C1, 100 cm 

 Length: 100 cm
Certi� ed: BGV-C1 
Diameter: 8 mm
Incl.: Safety sockets
Marked: DIN56926/550
Acc.: 10 mm chainlink
Finish: galvanized
Single stranded: max. 295 kg 

   70168      8 mm, Certi� ed 

 Saveking 5mm 

 Cable Diameter: 5 mm
Length: 100 cm
Max. Load: 60 kg 

   70461      1,0mtr Chainlink, max. 60kg BGV-C1, Natural 
   70462      1,0mtr Chainlink, max. 60kg BGV-C1, Black 

 Saveking 4mm 

 Cable Diameter: 4 mm
Length: 100 cm
Max. Load: 40 kg 

   70457      1,0mtr Chainlink, max. 40kg BGV-C1, Natural 
   70458      1,0mtr Chainlink, max. 40kg BGV-C1, Black 

 Saveking 3mm 

 Cable Diameter: 3 mm
Length: 100 cm
Max. Load: 20 kg 

   70452      1,0mtr Chainlink, max. 20kg BGV-C1, Natural 
   70453      1,0mtr Chainlink, max. 20kg BGV-C1, Black 

 Saveking 3mm 

 Cable Diameter: 3 mm
Length: 60 cm
Max. Load: 20 kg 

   70450      0,6mtr Chainlink, max. 20kg BGV-C1, Natural 
   70451      0,6mtr Chainlink, max. 20kg BGV-C1, Black 

 Saveking 4mm 

 Cable Diameter: 4 mm
Length: 60 cm
Max. Load: 40 kg 

   70454      0,6mtr Chainlink, max. 40kg BGV-C1, Natural 
   70456      0,6mtr Chainlink, max. 40kg BGV-C1, Black 

 Saveking 5mm 

 Cable Diameter: 5 mm
Length: 60 cm
Max. Load: 60 kg 

   70459      0,6mtr Chainlink, max. 60kg BGV-CI, Natural 
   70460      0,6mtr Chainlink, max. 60kg BGV-C1, Black 

 Safety Cables 
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Available models

   70400    Working Length 1 m 
   70401    Working Length 1,5m 
   70402    Working Length 2m 
   70403    Working Length 3 m 

 Sling 1 Ton WLL. Black 

Slings
 Showtec provides you with (certi� ed) round-slings for safe lifting and rigging of trusses, 
speakers, etc. The slings are made of polyester and all of them are black so that they are not 
visible for the audience. They are available in 1 and 2 ton WLL. Please note that slings have to 
be certi� ed each year due to the regulations of the EEC. 

Available models

   70409    Working Length 1 m 
   70410    Working Length 1,5 m 
   70411    Working Length 3 m 

 Sling 2 Ton WLL. Black 

Available models

   70412    1000 kg , 0,5 m Sling with steelwire core, Certi� ed 
   70413    1000 kg, 1 m Sling with steelwire core, Certi� ed 
   70414    1000 kg, 1,5 m Sling with steelwire core, Certi� ed 

Available models

   70416    1 m Sling with steelwire core, Certi� ed 
   70417    1,5 m Sling with steelwire core, Certi� ed 

 PVC/Steel 1T WLL, Certi� ed 

 PVC/Steel 2T WLL, Certi� ed 

 Steel 1T WLL, Certi� ed 
Technical Information 
 Art.code Type Workload Diameter Work-length
70440 Yellow WLL 1000 kg 10 mm 1,0 m
70440P Yellow WLL 1000 kg 10 mm 1,0 m
70441 Green WLL 1000 kg 10 mm 2,0 m
70441P Green WLL 1000 kg 10 mm 2,0 m
70442 White WLL 1000 kg 10 mm 3,0 m
70442P White WLL 1000 kg 10 mm 3,0 m 

 Steel 2T WLL, Certi� ed 
Technical Information 
 Art.code Type Workload Diameter Work-length
70443 Yellow WLL 2000 kg 14 mm 1,0 m 
70443P Yellow WLL 2000 kg 14 mm 1,0 m 
70444 Green WLL 2000 kg 14 mm 2,0 m
70444P Green WLL 2000 kg 14 mm 2,0 m
70445 White WLL 2000 kg 14 mm 3,0 m
70445P White WLL 2000 kg 14 mm 3,0 m 

1 m Sling with steelwire core, Certi� ed

Technical information:

   70416   :
 WLL: 2000 (SF 5:1) Stage Rigging Sling with steelwire core
Bending: min. bending radius 6.0 mm - max. 175°C
Length: 1 m 

   70417   :
 WLL: 2000 (SF 5:1) Stage Rigging Sling with steelwire core
Bending: min. bending radius 6.0 mm - max. 175°C
Length: 1,5 m 

 Steel sling 2000 kg 

Technical information:

   70412   :
 WLL: 1000 (SF 5:1) Stage Rigging Sling with steelwire core
Bending: min. bending radius 6.0 mm - max. 175°C
Length: 0,5 m w

   70413   :
 WLL: 1000 (SF 5:1) Stage Rigging Sling with steelwire core
Bending: min. bending radius 6.0 mm - max. 175°C
Length: 1 m 

   70414   :
 WLL: 1000 (SF 5:1) Stage Rigging Sling with steelwire core
Bending: min. bending radius 6.0 mm - max. 175°C
Length: 1,5 m 

 Steel sling 1000 kg 

1000 kg , 0,5 m Sling with steelwire core, Certi� ed

 Steel sling 2000 kg 

Available models:

   70440    10 mm x 1 m, Steel with 6 x 
36WS core 

   70441    10 mm x 2 m, Steel with 6 x 
36WS core 

   70442    10 mm x 3 m, Steel with 6 x 
36WS core 

Available models:

   70443    14 mm x 1 m, Steel with 6 x 
36WS core 

   70444    14 mm x 2 m, Steel with 6 x 
36WS core 

   70445    14 mm x 3 m, Steel with 6 x 
36WS core 

Available models:

   70440P    10 mm x 1 m, PVC. Steel with 6 
x 36WS core 

   70441P    10 mm x 2 m, PVC. Steel with 6 
x 36WS core 

   70442P    10 mm x 3 m, PVC. Steel with 6 
x 36WS core 

Available models:

   70443P    14 mm x 1 m, PVC. Steel with 6 
x 36WS core 

   70444P    14 mm x 2 m, PVC. Steel with 6 
x 36WS core 

   70445P    14 mm x 3 m, PVC. Steel with 6 
x 36WS core 

 Slings 
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 Chainbag II for Chainhoist  
   70263      
  

 Chainbag for manual chainhoist  
   70245      
  

 Chainbag Small  
   70242     46 cm 
  

 Chainbag Medium  
   70243     56 cm 
  

 Chainbag Medium   Chainbag Medium  

 Chainbag II for Chainhoist  
  70263  

 Chainbag for manual chainhoist  
  70245  

 Chainbag Small  
  70242  

 Chainbag Medium  
  70243  

 Manual Chain Hoist 250 kg 
Available models

   70249    Complete Lifting height 7m 

 Manual Chainhoist 
Available models

   70234    250kg, 6,8m RUD Chain 

 Manual Chainhoist 
Available models

   70235    1000kg, 9,8m RUD Chain 

 Manual Chain Hoist 500 kg 
Available models

   70250    Complete Lifting height 3 m 
   70251    Complete Lifting height 6 m 
   70252    Complete Lifting height 10 m 

Features: 
• RUD galvanized load chain according to DIN 5684-8
• Asbestos free brake, holding load at any desired height 
• robust all-steel construction 
• top and bottom hooks are � tted with safety latches 
• all rotating components mounted on roller or ball bearings to reduce friction 
 and increase ef� ciency. TÜV & VBG8 approved.

 Manual Chain Hoist 1000 kg 
Available models

   70255    Complete Lifting height 3 m 
   70256    Complete Lifting height 6 m 
   70257    Complete Lifting height 10 m 

 CM Lodestar New Line F. 500 kg 

 For the more demanding user and heavier loads we added the CM Lodestar New Line chainhoist 
to our range of rigging products. They are extremely strong and roadproof and have already 
proven themselves in many events. The CM Lodestar chainhoists are available in both 110V 
control (LV) or direct control and have a lifting speed of 4 m/min. They all come complete with 
20 m chain (hoist in black colour), chainbag, carry handles and of course all necessary safety 
features. The hook on the chain is a swivel hook and all connectors are already mounted so that 
the chainhoist is ready to use. 

Technical Information 
 Maximum loading capacity: 500 kg
Speed: 4 m/min
Safety approval: BGV D8, CE
Power supply: 400V 3 phase
Power connection: CEE 4 Pole 16A Plug 
 (Red)
Remote connection: CEE 4 Pole 16A Plug 
 (Yellow)
Dimensions: 530 x 220 x 168 mm 
 (LxWxH)

Weight: 30 kg (without chain)

FEM class: 2m
Rotating hook on chain
Including Chainbag
Including connectors
Including carrying handles 

Available models

   70710    Complete with 20 m chain, Direct Control (DC) 

 16 pin Multicable 20 m 
   70298      For 110V Controller 

 Breakout-box 
   70297      4 x CEE 4P 16A Red 

 Motorcable 20 m, CEE 4P 16A 

 Red     
   70300   

 Yellow     
   70299   

 CM Lodestar New Line L. 1 ton. 

Technical Information 
 Maximum loading capacity: 1000 kg
Speed: 4 m/min
Safety approval: BGV D8, CE
Power supply: 400V 3 phase
Power connection: CEE 4 Pole 16A Plug 
 (Red)
Remote connection: CEE 4 Pole 16A Plug 
 (Yellow)
Dimensions: 582 x 320 x 208 mm 
 (LxWxH)

Weight: 50 kg (without chain)

FEM class: 2m
Rotating hook on chain
Including Chainbag
Including connectors
Including carrying handles 

Available models

   70711    Complete with 20 m chain, Direct control (DC) 
   70722    Complete with 20 m chain, 110V Control (LV) 

Complete with 20 m chain, Direct control (DC)
Complete with 20 m chain, 110V Control (LV)

 Chainhoists 
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Technical information:

 Power Supply: 400V/50 Hz 
Dimensions: 19” 4U
Power Connector: CEE 5 pole 32A
Output Connector: CEE 4 pole 16A
  16 pole multi-connector
Safety: Emergency button 

 4-Channel Chainhoist Controller  
   70282     Direct Control 
 The Showtec Chainhoist controller is a dedicated controller for all popular direct controlled 
chainhoists such as CM Lodestar. Each of the 4 hoist can be selected individually to go up or 
down or to be deselected. On the backside the unit has 4 x 4 pole CEE connectors as well as a 
16 pole multipin to connect a break/out box. 

Technical information:

 Power Supply: 400V/50 Hz 
Dimensions: 19” 4U
Power Connector: CEE 5 pole 32A
Output Connector: CEE 4 pole 16A
  16 pole multi-connector
Safety: Emergency button 

 8-Channel Chainhoist Controller  
   70283     Direct Control 
 The Showtec Chainhoist controller is a dedicated controller for all popular direct controlled 
chainhoists such as CM Lodestar. Each of the 8 hoists can be selected individually to go up or 
down or to be deselected. On the backside the unit has 4 x 4 pole CEE connectors as well as 2 
pieces of 16 pole multipin to connect a break/out box. 

 4-Channel Chainhoist Controller  
  70282   Direct Control 

 Chainhoists 
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Technical information:

 Max. load: 1000 kg
Own weight: 3,9 kg
Beam width: 75-230 mm
Bolt / Beam distance: 102-160 mm
Diameter suspension Bolt: 20 mm 

 Beam Clamp  
   70261     1000 kg 
  

Technical information:

 Max. load: 2000 kg
Own weight: 4,7 kg
Beam width: 75-230 mm
Bolt / Beam distance: 102-160 mm
Diameter suspension Bolt: 20  mm 

 Beam Clamp  
   70262     2000 kg 
  

Technical information:

 Max. vert. load: 3000 kg
Own weight: 9,2 kg
Beam width: 80-320 mm
Bolt / Beam distance: 168-240 mm
Diameter suspension Bolt: 24 mm 

 Beam Clamp  
   70214     3000 kg 
  

Technical information:

 Capacity:  3 tons
Beam width: 80 – 320mm
Dimensions max: 360 x 74 x 225mm
Dimensions min: 235 x 74 x 140mm
Weight: 9,6kg
Safety factor: 4:1
Certi� cation: CE 

 Beam Clamp 3T with shackle  
   70217      
  

 Cable Gliders 
 The Cable gliders 50SVII and 80SVII are 
professional cable gliders which are TUV 
certi� ed as well certi� ed according to BGV 
C1. They are manufactured in Germany to the 
highest quality standards.

The black colour cable gliders are the right 
solution for event industry as well exhibition 
design. They are easy to use and have some 
uniques features such as:
- Fast and easy height adjustment
- Well balanced load performance in 
combination with cable diameter
- Matt black coating. So no re� ections if use 
on stages. 

Cable Diameter Material Cable Construction cable Rated tensile strength Max Load

4,0 mm Galvanized steel wire rope 6x7+1FE 1.770 N/mm2 80kg

4,0 mm Galvanized steel wire rope 6x19+1FE 1.770 N/mm2 80kg

4,0 mm Black galvanized steel wire rope 6x7+1FE 1960 N/mm2 80kg

5,0 mm Galvanized steel wire rope 6x7+1FE 1.770 N/mm2 130kg

5,0 mm Galvanized steel wire rope 6x19+1FE 1.770 N/mm2 130kg

5,0 mm Black galvanized steel wire rope 6x7+1FE 1960 N/mm2 130kg

 Cable Glider 50SV II M12 

   70433      Black 

Technical Information 

 Diameter: 25mm
Length: 70mm
Thread: M12
Thread length: 17mm
Certi� cates: TUV, BGV-C1 

 Cable Glider 50SV II ZW Doughty Halfc. Slimline T58081 

   70435      Black 

Technical Information 

 Diameter: 25mm
Length: 89mm
Thread: M12
Thread depth: 8mm
Pipe Diameter: 45-50mm
Certi� cates: TUV, BGV-C1 

 Cable Glider 80SV II M20 Flying Eye 72mm 

   70437      Black 

Technical Information 

 Diameter: 40mm
Length: 155mm
Ring outer diameter: 72mm
Ring inner diameter: 40mm
Certi� cates: TUV, BGV-C1 

 Strap 35 mm 5 m 

 Width: 35 mm
Length: 5,0 m

According to CE-standard EN-12195-2
Consists of two parts 

 CE-Standard EN-12195-2     
   70418   

 Ceiling Support 

  

 290-400mm, Alu     
   73060   

 Strap 50 mm x 8 m 

 Width: 50 mm
Length: 8,0 m

According to CE-standard EN-12195-2
Consists of two parts 

 CE-Standard EN-12195-2     
   70419   

 Ceiling Support 

  

 290-400mm, Black     
   73060B   

 Rigging Accessories 
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 Chain Shackle 1.0T 

 Working Load Limit: 1000 kg
Shackle: 10-11 mm
Weight: 0,15 kg
Safetyfactor: 6
Galvanized 

 WLL 1.0T with nut bolt and split pen     
   70428   

 Chain Shackle 2.0T 

 Working Load Limit: 2000 kg
Shackle: 13-16 mm
Weight: 0,33 kg
Safety factor: 6 

 WLL 2.00T shoulderbolt, Black     
   70470   

 Chain Shackle 3.25T 

 Working Load Limit: 3250 kg
Shackle: 16-19 mm
Weight: 0,62 kg
Safety factor: 6 

 WLL 3.25T shoulderbolt, Black     
   70471   

 Chain Shackle 4.75T 

 Working Load Limit: 4750 kg
Shackle: 19-22 mm
Safety-factor: 6 

 WLL 4.75 ton Screw pin, Black     
   70432   

 Chain Shackle 1.0T 

 Working Load Limit: 1000 kg
Shackle: 10-11 mm
Weight: 0,15 kg
Safetyfactor: 6
Galvanized 

 WLL 1.0T with shoulderbolt     
   70429   

 Chain Shackle 3.25T 

 Working Load Limit:  3250 kg
Shackle: 16-19 mm
Weight: 0,65 kg
Safety factor: 6
Galvanized 

 WLL 3.25T with shoulderbolt     
   70430   

 Chain Shackle 3.25T 

 Working Load Limit: 3250 kg
Shackle: 16-19 mm
Weight: 0,65 kg
Safetyfactor: 6
Galvanized 

 WLL 3.25T with nut bolt and split pen     
   70431   

 Chain Shackle 4.75T 

 Workload: 4750 kg
Shackle: 32-50 mm
Weight: 1,07 kg
Safety-factor: 6 

 WLL 4,75T shoulderbolt, Black     
   70472   

 Chain Shackles WLL 
 For a safe connection to a beam-clamp or chainhoist a proper shackle is required. Therefore 
Showtec now provides a (certi� ed) range of shackles consisting of 1,0T to 4,75T shackle in 
order to rig your truss, speakers, etc, safely to your sling or hoist. The shackles are available in 
a 1,0T to 4,75T version with shoulderbolt or nutbolt with split pen.

Ask your sales representative for the other shackles in our growing range of rigging products! 

 Rigging Accessories 
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 Full body Harness set, GFP70 

 Complete set in show box
Own weight harness 1.660 gram M-XL and 1750 gram XXL In accordance with EN-361 norm 
Breast attachment, back attachment, breast band, double adjustable leg bands and double 
adjustable shoulder bands.

Consisting of:
• Harness P70
• Lanyard with shock energy absorber
• LB101 (Length 2 meter, one side with carbine one side with scaffold hook).
• Storage / carry bag 

Technical Information 
 • Consisting of harness P70, size M-XL
• Lanyard with shock energy absorber LB101
• Length 2 m, one side with carbine hook
• One side with scaffold hook
• Storage/carry bag
• Complete set in showbox
• Own weight harness 1.660 g
• In accordance with EN-361 norm
• Breast attachment, back attachment, breast band
• Hip band attachment, work positioning band
• double adjustable leg bands and double 
 adjustable shoulder bands
• Maximum carrying weight 300 kg 

Available models

   70602    M-XL 

 Full body Harness set, GFP30 

 Complete set in show box
Own weight harness 1.000 gram M-XL and 1050 gram XXL In accordance with EN-361 norm 
Breast attachment, back attachment, breast band, double adjustable leg bands and double 
adjustable shoulder bands. 

Technical information:

 • Consisting of harness P30, size M-XL
• Lanyard with shock energy absorber LB101
• Length 2 m, one side with carbine hook
• One side with scaffold hook
• Storage/carry bag
• Complete set in showbox
• Own weight harness 1.000 gr
• In accordance with EN-361 norm
• Breast attachment, back attachment, breast band
• adjustable leg bands and double 
 adjustable shoulder bands
• Maximum carrying weight 300 kg 

Available models

   70600    M-XL 
   70601    XXL 

 Rigging Accessories 
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A small boutique or festival, a big concert or dance event, the information-booth or the huge 
500mtr stand at the fair, for every occasion or for every venue, the right truss is crucial. 
Showtec offers a wide range of different truss systems to choose from. Make your choise 
between the small Nano-truss, Deco-truss, or the multi-purpose and versatile Pro 30-truss to 
� t your demand.
 
The NQ Nano-truss series is especially developed to be the smallest eye-catcher of the Showtec 
truss-ranges. It’s available in the square 4 point system with a dimension of only 9.75cm. The 
50cm length weighs 0.9kg and a 2mtr stretch can carry 320kg of (distributed) weight. Together 
with the boxcorner, you can create almost any shape you like.
 
The Showtec Deco-truss is the next step where more weight can be applied. It can be used as 
a design item in shops to create an industrial feeling. Showtec Deco-truss is a very lightweight 
construction and available as Trio (DT) or Square (DQ) It is TÜV certi� cated which makes is 
available for professional use on the road but it’s mostly used for � xed installation.
 
Very popular for exhibitions and rental purposes is the Pro 30 range. Available as Step (S), 
horizontal or vertical), Trio (T) or Square (Q). The Pro 30 is constructed with 50mm tubes from 
2mm aluminium and uses 16x2mm braces. Pro 30 is easy to assemble with the conical system 
and available in P, F or G couplings. Due to the low weight it is very easy to handle and transport.  
The availability of various corner-pieces, circles, multicubes and bookcorners makes the Pro-30 
truss a versatile and � exible tool suited for any professional rental job. Showtec pro 30 truss 
is TÜV certi� cated.
 
If you have special demands for projects, custom-made lengths or circles don’t hesitate to 
contact us. Besides our standerd assortment we like to help you with your special requests.

Deco-22

Pro-30

Truss Systems

= On RequestOR

Truss-Systems
 TRUSS 
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Single Tube

Single Tube Black

 Single Tube 50mm, 25 cm 

Available models:

   PP50025    P Truss with female receivers 
   FP50025    F Truss with female receivers 
   GP50025    G Truss with female receivers 

 Single Tube 50mm, 100 cm 

Available models:

   PP50100    P Truss with female receivers 
   FP50100    F Truss with female receivers 
   GP50100    G Truss with female receivers 

 Single Tube 50mm, 300 cm 

Available models:

   PP50300    P Truss with female receivers 
   FP50300    F Truss with female receivers 
   GP50300    G Truss with female receivers 

 Single Tube 50mm, 200 cm 

Available models:

   PP50200    P Truss with female receivers 
   FP50200    F Truss with female receivers 
   GP50200    G Truss with female receivers 

 Single Tube 50mm, 50 cm 

Available models:

   PP50050    P Truss with female receivers 
   FP50050    F Truss with female receivers 
   GP50050    G Truss with female receivers 

 Single Tube 50mm, 100 cm 

Available models:

   PP50100B    P Truss with female receivers black 
   FP50100B    F Truss with female receivers black 
   GP50100B    G Truss with female receivers black 

 Single Tube 50mm, 300 cm 

Available models:

   PP50300B    P Truss with female receivers black 
   FP50300B    F Truss with female receivers black 
   GP50300B    G Truss with female receivers black 

 Single Tube 50mm, 200 cm 

Available models:

   PP50200B    P Truss with female receivers black 
   FP50200B    F Truss with female receivers black 
   GP50200B    G Truss with female receivers black 

 Single Tube 50mm, 50 cm 

Available models:

   PP50050B    P Truss with female receivers black 
   FP50050B    F Truss with female receivers black 
   GP50050B    G Truss with female receivers black 

 Single Tube 50mm, 25 cm 

Available models:

   PP50025B    P Truss with female receivers black 
   FP50025B    F Truss with female receivers black 
   GP50025B    G Truss with female receivers black 

= On RequestOR

 Single Tube 
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Corner Triangle-Truss DT22

90° Horizontal Triangle-Truss DT22

 Corner 45° 

 A = 800 mm 

Available models:

   DT22001    Deco-22 Triangle 

 Corner 90° apex down 

 A = 400 mm B = 400 mm 

Available models:

   DT22007    Deco-22 Triangle 

 Corner 90° down left, apex down 

 A = 400 mm B = 400 mm C = 400 mm 

Available models:

   DT22013    Deco-22 Triangle 

 Corner 60° 

 A = 600 mm 

Available models:

   DT22002    Deco-22 Triangle 

 Corner 90° 

 A = 400 mm 

Available models:

   DT22003    Deco-22 Triangle 

 Corner 90° down left, apex up 

 A = 400 mm B = 400 mm C = 400 mm 

Available models:

   DT22011    Deco-22 Triangle 

 Corner 90° apex up 

 A = 400 mm B = 400 mm 

Available models:

   DT22006    Deco-22 Triangle 

 Corner 90° down right, apex down 

 A = 400 mm B = 400 mm C = 400 mm 

Available models:

   DT22012    Deco-22 Triangle 

 90° 3-way horizontal 

 A = 580 mm B = 400 mm 

Available models:

   DT22017    Deco-22 Triangle 

 Corner 90° down right, apex up 

 A = 400 mm B = 400 mm C = 400 mm 

Available models:

   DT22010    Deco-22 Triangle OR

 Corner 90° up/down, left 

 A = 400 mm B = 400 mm C = 600 mm 

Available models:

   DT22015    Deco-22 Triangle OR

 90° 4-way horizontal 

 A = 580 mm B = 580 mm 

Available models:

   DT22016    Deco-22 Triangle OR

 Deco Triangle 
 TRUSS 
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Cross Triangle-Truss DT22

Speci� cations
 Showtec Deco-22 truss is ideal for decoration applications in of� ces, sales rooms, product presentations or small clubs. It’s a smaller sized 
lightweight version of the Pro-30. Main tubes are 32mm diameter, made from 1,5mm aluminium and braces are 10mm diameter made from 
1,5mm aluminium. Deco-22 truss is available in 2 different designs, Triangle (T) and Square (Q). All Showtec Truss lengths are TUV certi� cated. 
Spigots, pins and springs are included. 

 T-Cross vertical 3-way, apex down 

 A = 580 mm B = 400 mm 

Available models:

   DT22018    Deco-22 Triangle 

 Cross up/down 6-way 

 A = 580 mm B = 580 mm C = 600 mm 

Available models:

   DT22022    Deco-22 Triangle 

 T-Cross up/down 3-way 

 A = 600 mm B = 400 mm 

Available models:

   DT22023    Deco-22 Triangle 

Straight Triangle-Truss DT22

 Deco-22 Triangle 

Available models:

   DT22050    Straight 500mm 
   DT22100    Straight 1000mm 
   DT22150    Straight 1500mm 
   DT22200    Straight 2000mm 
   DT22250    Straight 2500mm 
   DT22300    Straight 3000mm 
   DT22400    Straight 4000mm 

 Cross + down 5-way, apex down 

 A = 580 mm B = 580 mm C = 400 mm 

Available models:

   DT22024    Deco-22 Triangle 

 T-Cross + up/down 5-way 

 A = 580 mm B = 400 mm C = 600 mm 

Available models:

   DT22021    Deco-22 Triangle 

 Cross + down 5-way, apex up 

 A = 580 mm B = 580 mm C = 400 mm 

Available models:

   DT22025    Deco-22 Triangle 

DT22 Triangle Truss

Span Uniformily Distributed load Centre point load Third point load Quarter Point load 5th point load

m kg/m mm kg mm kg(2x) mm kg(3x) mm kg(4x) mm

2 224,5 2,5 222* 2 167* 2,5 112,3 2,4 93,6 2,5

3 99 5,6 148,5 4,5 110* 5,7 74,2 5,4 61,9 5,7

4 55 10 110 8,1 82,5 10,2 55 9,5 45,8 10,1

5 34,6 15,7 86,6 12,7 64,9 16 43,3 14,9 36,1 15,8

6 23,6 22,6 70,7 18,4 53 23,1 35,4 21,6 29,5 22,8

7 16,9 30,9 59,2 25,3 44,4 31,5 29,6 29,5 24,7 31,1

8 12,6 40,5 50,3 33,4 37,7 41,3 25,2 38,7 21 40,8

9 9,6 51,4 43,3 42,7 32,4 52,4 21,6 49,2 18 51,7

10 7,5 63,7 37,4 53,3 28,1 64,8 18,7 61,1 15,6 64,1

High values of distributed loads are idealized. Loads must be applied to knot points!

* limited by interaction of shear and moment at the connection

Displacement connection is decisive!

 T-Cross + down 4-way 

 A = 580 mm B = 400 mm C = 400 mm 

Available models:

   DT22020    Deco-22 Triangle OR

 T-Cross vertical 3-way, apex up 

 A = 580 mm B = 400 mm 

Available models:

   DT22019    Deco-22 Triangle OR

= On RequestOR

 Deco Triangle 
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Corner Square-Truss DQ22

Cross Square-Truss DQ22 Straight Square-Truss DQ22

Speci� cations
 Showtec Deco-22 truss is ideal for decoration applications in of� ces, sales rooms, product presentations or small clubs. It’s a smaller sized 
lightweight version of the Pro-30. Main tubes are 32mm diameter, made from 1,5mm aluminium and braces are 10mm diameter made from 
1,5mm aluminium. Deco-22 truss is available in 2 different designs, Triangle (T) and Square (Q). All Showtec Truss lengths are TUV certi� cated. 
Spigots, pins and springs are included. 

 Corner 135 

 A = 400 mm 

Available models:

   DQ22005    Deco-22 Square 

 Corner 3-way 90 

 A = 400 mm B = 400 mm C = 400 mm 

Available models:

   DQ22012    Deco-22 Square 

 Corner 90 

 A = 400 mm 

Available models:

   DQ22003    Deco-22 Square 

 Deco-22 Square 

Available models:

   DQ22050    Straight 500mm 
   DQ22100    Straight 1000mm 
   DQ22150    Straight 1500mm 
   DQ22200    Straight 2000mm 
   DQ22250    Straight 2500mm 
   DQ22300    Straight 3000mm 
   DQ22400    Straight 4000mm 

DQ22 Square Truss

Span Uniformily Distributed load Centre point load Third point load Quarter Point load 5th point load

m kg/m mm kg mm kg(2x) mm kg(3x) mm kg(4x) mm

2 258,9 1,5 373* 1,7 258,9 2 172,6 1,8 129,5 1,8

3 171,9 4,9 290* 4,4 188* 4,9 144* 5,2 119* 5,4

4 128,4 11,6 234* 8,5 156* 9,7 125* 10,7 102* 11,1

5 81,5 18,2 194* 14 133* 16,2 101,9 17,3 83* 18

6 56 26,2 163* 20,6 116* 24,7 83,9 25 69,9 26,4

7 40,6 35,8 141* 28,7 101* 34,8 71 34,1 59,1 36

8 30,6 46,8 122,2 38,1 89* 46,4 61,1 44,6 50,9 47,1

9 23,7 59,3 106,6 48,5 79* 60 53,3 56,6 44,4 59,8

10 18,8 73,4 94 60,3 70,5 74,8 47 70,1 39,2 73,9

High values of distributed loads are idealized. Loads must be applied to knot points!

* limited by interaction of shear and moment at the connection

Displacement connection is decisive!

 Corner 60 

 A = 600 mm 

Available models:

   DQ22002    Deco-22 Square OR

 Corner 45 

 A = 800 mm 

Available models:

   DQ22001    Deco-22 Square OR

 Corner 120 

 A = 400 mm 

Available models:

   DQ22004    Deco-22 Square OR

 Cross 4-way 

 A = 580 mm B = 580 mm 

Available models:

   DQ22016    Deco-22 Square OR

= On RequestOR
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 Deco Square 
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Vertical Pro-30 Step Truss

Horizontal Pro-30 Step Truss

 Corner 45° horizontal 

Available models:

   PS30001H    Pro-30 Step P Truss 
   FS30001H    Pro-30 Step F Truss 
   GS30001H    Pro-30 Step G Truss 

 A = 1000 mm 

 Corner 135° horizontal 

Available models:

   PS30005H    Pro-30 Step P Truss 
   FS30005H    Pro-30 Step F Truss 
   GS30005H    Pro-30 Step G Truss 

 A = 500 mm 

 Corner 60° vertical 

Available models:

   PS30002V    Pro-30 Step P Truss 
   FS30002V    Pro-30 Step F Truss 
   GS30002V    Pro-30 Step G Truss 

 A = 800 mm 

 Corner 60° horizontal 

Available models:

   PS30002H    Pro-30 Step P Truss 
   FS30002H    Pro-30 Step F Truss 
   GS30002H    Pro-30 Step G Truss 

 A = 800 mm 

 4-Way vertical 

Available models:

   PS30016V    Pro-30 Step P Truss 
   FS30016V    Pro-30 Step F Truss 
   GS30016V    Pro-30 Step G Truss 

 A = 710 mm 

 4-Way horizontal 

Available models:

   PS30016H    Pro-30 Step P Truss 
   FS30016H    Pro-30 Step F Truss 
   GS30016H    Pro-30 Step G Truss 

 A = 710 mm 

 Corner 90° vertical 

Available models:

   PS30003V    Pro-30 Step P Truss 
   FS30003V    Pro-30 Step F Truss 
   GS30003V    Pro-30 Step G Truss 

 A = 500 mm 

 Corner 90° horizontal 

Available models:

   PS30003H    Pro-30 Step P Truss 
   FS30003H    Pro-30 Step F Truss 
   GS30003H    Pro-30 Step G Truss 

 A = 500 mm 

 T-Cross vertical 

Available models:

   PS30017V    Pro-30 Step P Truss 
   FS30017V    Pro-30 Step F Truss 
   GS30017V    Pro-30 Step G Truss 

 A = 710 mm B = 500 mm 

 Cross horizontal 

Available models:

   PS30017H    Pro-30 Step P Truss 
   FS30017H    Pro-30 Step F Truss 
   GS30017H    Pro-30 Step G Truss 

 A = 710 mm B = 500 mm 

 Corner 120° vertical 

Available models:

   PS30004V    Pro-30 Step P Truss 
   FS30004V    Pro-30 Step F Truss 
   GS30004V    Pro-30 Step G Truss 

 A = 500 mm 

 Corner 120° horizontal 

Available models:

   PS30004H    Pro-30 Step P Truss 
   FS30004H    Pro-30 Step F Truss 
   GS30004H    Pro-30 Step G Truss 

 A = 500 mm 

OR OR

OR OR

 Corner 45° vertical 

Available models:

   PS30001V    Pro-30 Step P Truss 
   FS30001V    Pro-30 Step F Truss 
   GS30001V    Pro-30 Step G Truss 

 A = 1000 mm 

OR

OR

OR

 Corner 135° vertical 

Available models:

   PS30005V    Pro-30 Step P Truss 
   FS30005V    Pro-30 Step F Truss 
   GS30005V    Pro-30 Step G Truss 

 A = 500 mm 

OR

OR

OR

OR

OR

OR

OR

OR

OR

OR

OR

OR OR

OR

OR

OR

OR

OR

OROR

OR

OR

OR OR

OR OROR
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Speci� cations

PRO-30
 The Showtec PRO-30 truss is made of 50mm alu-pipe with a thickness of 2mm and 16mm 
braces. This is the most used construction system for discotheques, stages, theatres and 
suitable for many more applications. The PRO-30 is available in following models: 2 point step 
system (S), 3 point triangle system (T) and 4 points square system (Q). The system elements 
are joined with help of conical connection coupling. Showtec offers 3 different coupling systems 
with different compatibility shown in the below overview. All Showtec Pro-30 truss systems are 
TÜV certi� cated. To recognize your truss system you can check the diameter at the pin insert 
part of your spigot.

• P Truss Compatible with standard Milos truss systems (Ø 29,8mm)
• F Truss Compatible with Prolyte truss systems (Ø 27,8mm)
• G Truss Compatible with Global & Euro truss systems (Ø 29,0mm)

Each PRO-30 truss item contains connector sets for every side, except one side. 

Straight Pro-30 Step Truss

160 kg

Line load 20mm

160 kg

Point load 30mm

140 kg 120kg 100kg320kg

48mm 68mm 98mm15mm

230 kg 100 kg 80 kg 60 kg

52mm 78mm18mm 94mm

2m 3m 4m 5m 6m

 Straight 500mm 

Available models:

   PS30050    Pro-30 Step P Truss 
   FS30050    Pro-30 Step F Truss 
   GS30050    Pro-30 Step G Truss OR

 Straight 2500mm 

Available models:

   PS30250    Pro-30 Step P Truss 
   FS30250    Pro-30 Step F Truss 
   GS30250    Pro-30 Step G Truss OR

 Straight 2000mm 

Available models:

   PS30200    Pro-30 Step P Truss 
   FS30200    Pro-30 Step F Truss 
   GS30200    Pro-30 Step G Truss OR

 Straight 1000mm 

Available models:

   PS30100    Pro-30 Step P Truss 
   FS30100    Pro-30 Step F Truss 
   GS30100    Pro-30 Step G Truss OR

 Straight 3000mm 

Available models:

   PS30300    Pro-30 Step P Truss 
   FS30300    Pro-30 Step F Truss 
   GS30300    Pro-30 Step G Truss OR

 Straight 1500mm 

Available models:

   PS30150    Pro-30 Step P Truss 
   FS30150    Pro-30 Step F Truss 
   GS30150    Pro-30 Step G Truss OR

 Straight 4000mm 

Available models:

   PS30400    Pro-30 Step P Truss 
   FS30400    Pro-30 Step F Truss 
   GS30400    Pro-30 Step G Truss OR

Step Truss Vertical

Span Uniformily Distributed load Centre point load Third point load Quarter Point load 5th point load

m kg/m mm kg mm kg(2x) mm kg(3x) mm kg(4x) mm

4 166,3 8,9 577,6 12,3 332,6 12,1 221,7 11,2 166,3 10,7

6 110,1 30,1 381,1 27,8 285,8 35,4 190,6 32,9 158,8 34,9

8 70,4 61,6 281,7 49,8 211,2 63 140,8 58,7 117,4 62,1

10 44,2 96,5 221 78,3 165,8 98,5 110,5 92 92,1 97,2

12 30 139,3 179,8 113,7 134,9 142,2 89,9 132,9 74,9 140,3

14 21,4 190,2 149,7 156,3 112,3 193,9 74,9 181,7 62,4 191,5

16 15,8 249,2 126,5 206,5 94,9 254 63,3 238,6 52,7 250,9

18 12 316,6 108 264,8 81 322,4 54 303,7 45 318,7

20 9,3 392,6 92,6 331,5 69,5 399,4 46,3 377,3 38,6 395

High values of distributed loads are idealized. Loads must be applied to knot points!

* limited by interaction of shear and moment at the connection

Displacement connection is decisive!

= On RequestOR
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Corner Pro-30 Triangle Truss

Pro-30
 The Showtec PRO-30 truss is made of 50mm alu-pipe with a thickness of 2mm and 16mm 
braces. This is the most used construction system for discotheques, stages, theatres and 
suitable for many more applications. The PRO-30 is available in following models: 2 point step 
system (S), 3 point triangle system (T) and 4 points square system (Q). The system elements 
are joined with help of conical connection coupling. Showtec offers 3 different coupling systems 
with different compatibility shown in the below overview. All Showtec Pro-30 truss systems are 
TÜV certi� cated. To recognize your truss system you can check the diameter at the pin insert 
part of your spigot.

• P Truss Compatible with standard Milos truss systems (Ø 29,8mm)
• F Truss Compatible with Prolyte truss systems (Ø 27,8mm)
• G Truss Compatible with Global & Euro truss systems (Ø 29,0mm)

Each PRO-30 truss item contains connector sets for every side, except one side. 

 Corner 90° down left, apex up 

Available models:

   PT30011    Pro-30 Triangle P Truss 
   FT30011    Pro-30 Triangle F Truss 
   GT30011    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm C = 500 mm 

 Corner 90° up/down, left 

Available models:

   PT30015    Pro-30 Triangle P Truss 
   FT30015    Pro-30 Triangle F Truss 
   GT30015    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm C = 742 mm 

 Corner 90° apex up 

Available models:

   PT30006    Pro-30 Triangle P Truss 
   FT30006    Pro-30 Triangle F Truss 
   GT30006    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm 

 Corner 90° down right, apex down 

Available models:

   PT30012    Pro-30 Triangle P Truss 
   FT30012    Pro-30 Triangle F Truss 
   GT30012    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm C = 500 mm 

 90° 4-way horizontal 

Available models:

   PT30016    Pro-30 Triangle P Truss 
   FT30016    Pro-30 Triangle F Truss 
   GT30016    Pro-30 Triangle G Truss 

 A = 710 mm B = 710 mm 

 Corner 90° 

Available models:

   PT30003    Pro-30 Triangle P Truss 
   FT30003    Pro-30 Triangle F Truss 
   GT30003    Pro-30 Triangle G Truss 

 A = 500 mm 

 Corner 90° apex down 

Available models:

   PT30007    Pro-30 Triangle P Truss 
   FT30007    Pro-30 Triangle F Truss 
   GT30007    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm 

 Corner 90° down left, apex down 

Available models:

   PT30013    Pro-30 Triangle P Truss 
   FT30013    Pro-30 Triangle F Truss 
   GT30013    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm C = 500 mm 

 Corner 90° down right, apex up 

Available models:

   PT30010    Pro-30 Triangle P Truss 
   FT30010    Pro-30 Triangle F Truss 
   GT30010    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm 

 90° 3-way horizontal 

Available models:

   PT30017    Pro-30 Triangle P Truss 
   FT30017    Pro-30 Triangle F Truss 
   GT30017    Pro-30 Triangle G Truss 

 A = 710 mm B = 500 mm 

 Corner 135° 

Available models:

   PT30005    Pro-30 Triangle P Truss 
   FT30005    Pro-30 Triangle F Truss 
   GT30005    Pro-30 Triangle G Truss 

 A = 500 mm 

OR

 Corner 45° 

Available models:

   PT30001    Pro-30 Triangle P Truss 
   FT30001    Pro-30 Triangle F Truss 
   GT30001    Pro-30 Triangle G Truss 

 A = 1000 mm 

OR

OR

 Corner 60° 

Available models:

   PT30002    Pro-30 Triangle P Truss 
   FT30002    Pro-30 Triangle F Truss 
   GT30002    Pro-30 Triangle G Truss 

 A = 800 mm 

OR

OR

 Corner 120° 

Available models:

   PT30004    Pro-30 Triangle P Truss 
   FT30004    Pro-30 Triangle F Truss 
   GT30004    Pro-30 Triangle G Truss 

 A = 500 mm 

OR

OR

OR

 Corner 90° up/down, right 

Available models:

   PT30014    Pro-30 Triangle P Truss 
   FT30014    Pro-30 Triangle F Truss 
   GT30014    Pro-30 Triangle G Truss 

 A = 500 mm B = 500 mm C = 742 mm 

OR
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Cross Pro-30 Triangle Truss

Straight Pro-30 Triangle Truss  Straight 290mm 

Available models:

   PT30029    Pro-30 Triangle P Truss 
   FT30029    Pro-30 Triangle F Truss 
   GT30029    Pro-30 Triangle G Truss 

 Straight 500mm 

Available models:

   PT30050    Pro-30 Triangle P Truss 
   FT30050    Pro-30 Triangle F Truss 
   GT30050    Pro-30 Triangle G Truss 

 Straight 1500mm 

Available models:

   PT30150    Pro-30 Triangle P Truss 
   FT30150    Pro-30 Triangle F Truss 
   GT30150    Pro-30 Triangle G Truss 

 Straight 3000mm 

Available models:

   PT30300    Pro-30 Triangle P Truss 
   FT30300    Pro-30 Triangle F Truss 
   GT30300    Pro-30 Triangle G Truss 

 Straight 710mm 

Available models:

   PT30071    Pro-30 Triangle P Truss 
   FT30071    Pro-30 Triangle F Truss 
   GT30071    Pro-30 Triangle G Truss 

 Straight 2000mm 

Available models:

   PT30200    Pro-30 Triangle P Truss 
   FT30200    Pro-30 Triangle F Truss 
   GT30200    Pro-30 Triangle G Truss 

 Straight 4000mm 

Available models:

   PT30400    Pro-30 Triangle P Truss 
   FT30400    Pro-30 Triangle F Truss 
   GT30400    Pro-30 Triangle G Truss 

 Straight 1000mm 

Available models:

   PT30100    Pro-30 Triangle P Truss 
   FT30100    Pro-30 Triangle F Truss 
   GT30100    Pro-30 Triangle G Truss 

 Straight 2500mm 

Available models:

   PT30250    Pro-30 Triangle P Truss 
   FT30250    Pro-30 Triangle F Truss 
   GT30250    Pro-30 Triangle G Truss 

 Straight 5000mm 

Available models:

   PT30500    Pro-30 Triangle P Truss 
   FT30500    Pro-30 Triangle F Truss 
   GT30500    Pro-30 Triangle G Truss 

 T-Cross vertical 3-way, apex down 

Available models:

   PT30018    Pro-30 Triangle P Truss 
   FT30018    Pro-30 Triangle F Truss 
   GT30018    Pro-30 Triangle G Truss 

 A = 710 mm B = 500 mm 

 T-Cross vertical 3-way, apex up 

Available models:

   PT30019    Pro-30 Triangle P Truss 
   FT30019    Pro-30 Triangle F Truss 
   GT30019    Pro-30 Triangle G Truss 

 A = 710 mm B = 500 mm 

 T-Cross up/down 3-way 

Available models:

   PT30023    Pro-30 Triangle P Truss 
   FT30023    Pro-30 Triangle F Truss 
   GT30023    Pro-30 Triangle G Truss 

 A = 742 mm B = 500 mm 

 T-Cross + down 4-way 

Available models:

   PT30020    Pro-30 Triangle P Truss 
   FT30020    Pro-30 Triangle F Truss 
   GT30020    Pro-30 Triangle G Truss 

 A = 710 mm B = 500 mm C = 500 mm 

Triangle Pro-30

Span Uniformily Distributed load Centre point load Third point load Quarter Point load 5th point load

m kg/m mm kg mm kg(2x) mm kg(3x) mm kg(4x) mm

4 248,6 13,2 497,2 10,6 372,9 13,5 248,6 12,5 207,2 13,3

6 108,5 29,7 325,6 24 244,2 30,4 162,8 28,3 135,7 30

8 59,5 53 238 43,1 178,5 54,1 119 50,5 99,2 53,4

10 36,8 83,1 184,1 68,1 138,1 84,8 92 79,4 76,7 83,7

12 24,5 120,2 147 99,5 110,2 122,5 73,5 115 61,2 121

14 17,1 164,4 119,4 137,7 89,6 167,4 59,7 157,7 49,8 165,5

16 12,2 216 97,9 183,2 73,4 219,6 48,9 207,8 40,8 217,3

18 8,9 275,1 80,4 236,8 60,3 279,3 40,2 265,5 33,5 276,6

20 6,6 342 65,6 299,2 49,2 346,8 32,8 331,3 27,3 343,7

High values of distributed loads are idealized. Loads must be applied to knot points!

* limited by interaction of shear and moment at the connection

Displacement connection is decisive!

 T-Cross + up/down 5-way 

Available models:

   PT30021    Pro-30 Triangle P Truss 
   FT30021    Pro-30 Triangle F Truss 
   GT30021    Pro-30 Triangle G Truss 

 A = 710 mm B = 500 mm C = 742 mm 

OR

 Cross + down 5-way, apex down 

Available models:

   PT30024    Pro-30 Triangle P Truss 
   FT30024    Pro-30 Triangle F Truss 
   GT30024    Pro-30 Triangle G Truss 

 A = 710 mm B = 710 mm C = 500 mm 

OR

 Cross up/down 6-way 

Available models:

   PT30022    Pro-30 Triangle P Truss 
   FT30022    Pro-30 Triangle F Truss 
   GT30022    Pro-30 Triangle G Truss 

 A = 710 mm B = 710 mm C = 742 mm 

OR

OR

 Cross + down 5-way, apex up 

Available models:

   PT30025    Pro-30 Triangle P Truss 
   FT30025    Pro-30 Triangle F Truss 
   GT30025    Pro-30 Triangle G Truss 

 A = 710 mm B = 710 mm C = 500 mm 

OR

OR

 Pro-30 Triangle 
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Corner Square Truss Pro-30 Cross Square Truss Pro-30

 Corner 90° 

Available models:

   PQ30003    Pro-30 Square P Truss 
   FQ30003    Pro-30 Square F Truss 
   GQ30003    Pro-30 Square G Truss 

 A = 500 mm 

 Circle Corner 90° 

Available models:

   FQ30003C    Pro-30 Square F-Truss 
   GQ30003C    Pro-30 Square G Truss 
   PQ30003C    Pro-30 Square P Truss 

  

 Circle Corner 3-way 90° 

Available models:

   FQ30012C    Pro-30 Square F Truss 
   GQ30012C    Pro-30 Square G Truss 
   PQ30012C    Pro-30 Square P Truss 

  

 T-Cross + Down 4-way 

Available models:

   PQ30020    Pro-30 Square P Truss 
   FQ30020    Pro-30 Square F Truss 
   GQ30020    Pro-30 Square G Truss 

 A = 710 mm B = 500 mm C = 500 mm 

 T-Cross 3-way 

Available models:

   PQ30017    Pro-30 Square P Truss 
   FQ30017    Pro-30 Square F Truss 
   GQ30017    Pro-30 Square G Truss 

 A = 710 mm B = 500 mm 

 Corner 3-way 90° 

Available models:

   PQ30012    Pro-30 Square P Truss 
   FQ30012    Pro-30 Square F Truss 
   GQ30012    Pro-30 Square G Truss 

 A = 500 mm B = 500 mm C = 500 mm 

Square Truss Pro-30

Span Uniformily Distributed load Centre point load Third point load Quarter Point load 5th point load

m kg/m mm kg mm kg(2x) mm kg(3x) mm kg(4x) mm

4 332,6 8,9 1155,4 12,3 665,3 12,1 443,5 11,2 332,6 10,7

6 220,2 30,1 762,5 27,8 571,9 35,4 381,3 32,9 317,7 34,9

8 140,9 61,6 563,7 49,7 422,8 63 281,8 58,7 234,9 62,1

10 88,5 96,5 442,5 78,3 331,9 98,5 221,3 91,9 184,4 97,2

12 60 139,3 360,2 113,7 270,1 142,1 180,1 132,9 150,1 140,3

14 42,9 190,1 300 156,2 225 193,9 150 181,7 125 191,5

16 31,7 249,2 253,8 206,4 190,3 253,9 126,9 238,5 105,7 250,9

18 24,1 316,5 216,7 264,5 162,6 322,3 108,4 303,5 90,3 318,6

20 18,6 392,4 186,2 331,1 139,6 399,2 93,1 377,1 77,6 394,9

High values of distributed loads are idealized. Loads must be applied to knot points!

* limited by interaction of shear and moment at the connection

Displacement connection is decisive!

 Corner 60° 

Available models:

   PQ30002    Pro-30 Square P Truss 
   FQ30002    Pro-30 Square F Truss 
   GQ30002    Pro-30 Square G Truss 

 A = 800 mm 

OR

 Corner 45° 

Available models:

   PQ30001    Pro-30 Square P Truss 
   FQ30001    Pro-30 Square F Truss 
   GQ30001    Pro-30 Square G Truss 

 A = 1000 mm 

OR

OR

 Cross 4-way 

Available models:

   PQ30016    Pro-30 Square P Truss 
   FQ30016    Pro-30 Square F Truss 
   GQ30016    Pro-30 Square G Truss 

 A = 710 mm B = 710 mm 

OR

 Corner 120° 

Available models:

   PQ30004    Pro-30 Square P Truss 
   FQ30004    Pro-30 Square F Truss 
   GQ30004    Pro-30 Square G Truss 

 A = 500 mm 

OR

OR

 Cross + Down 5-way 

Available models:

   PQ30024    Pro-30 Square P Truss 
   FQ30024    Pro-30 Square F Truss 
   GQ30024    Pro-30 Square G Truss 

 A = 710 mm B = 710 mm C = 500 mm 

OR

 Corner 135° 

Available models:

   PQ30005    Pro-30 Square P Truss 
   FQ30005    Pro-30 Square F Truss 
   GQ30005    Pro-30 Square G Truss 

 A = 500 mm 

OR
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Straight Square Truss Pro-30

Straight Square Truss Pro-30 Black

 Straight 290mm 

Available models:

   PQ30029    Pro-30 Square P Truss 
   FQ30029    Pro-30 Square F Truss 
   GQ30029    Pro-30 Square G Truss 

 Straight 500mm 

Available models:

   PQ30050    Pro-30 Square P Truss 
   FQ30050    Pro-30 Square F Truss 
   GQ30050    Pro-30 Square G Truss 

 Straight 500mm 

Available models:

   FQ30050B    BLACK, Pro-30 Square F Truss 

   GQ30050B    BLACK, Pro-30 Square G Truss 

   PQ30050B    BLACK, Pro-30 Square P Truss 

 Straight 2000mm 

Available models:

   FQ30200B    BLACK, Pro-30 Square F Truss 

   GQ30200B    BLACK, Pro-30 Square G Truss 

   PQ30200B    BLACK, Pro-30 Square P Truss 

 Straight 1000mm 

Available models:

   FQ30100B    BLACK, Pro-30 Square F Truss 

   GQ30100B    BLACK, Pro-30 Square G Truss 

   PQ30100B    BLACK, Pro-30 Square P Truss 

 Straight 3000mm 

Available models:

   FQ30300B    BLACK, Pro-30 Square F Truss 

   GQ30300B    BLACK, Pro-30 Square G Truss 

   PQ30300B    BLACK, Pro-30 Square P Truss 

 Straight 1500mm 

Available models:

   PQ30150    Pro-30 Square P Truss 
   FQ30150    Pro-30 Square F Truss 
   GQ30150    Pro-30 Square G Truss 

 Straight 3000mm 

Available models:

   PQ30300    Pro-30 Square P Truss 
   FQ30300    Pro-30 Square F Truss 
   GQ30300    Pro-30 Square G Truss 

 Straight 710mm 

Available models:

   PQ30071    Pro-30 Square P Truss 
   FQ30071    Pro-30 Square F Truss 
   GQ30071    Pro-30 Square G Truss 

 Straight 2000mm 

Available models:

   PQ30200    Pro-30 Square P Truss 
   FQ30200    Pro-30 Square F Truss 
   GQ30200    Pro-30 Square G Truss 

 Straight 4000mm 

Available models:

   PQ30400    Pro-30 Square P Truss 
   FQ30400    Pro-30 Square F Truss 
   GQ30400    Pro-30 Square G Truss 

 Straight 1000mm 

Available models:

   PQ30100    Pro-30 Square P Truss 
   FQ30100    Pro-30 Square F Truss 
   GQ30100    Pro-30 Square G Truss 

 Straight 2500mm 

Available models:

   PQ30250    Pro-30 Square P Truss 
   FQ30250    Pro-30 Square F Truss 
   GQ30250    Pro-30 Square G Truss 

 Straight 5000mm 

Available models:

   PQ30500    Pro-30 Square P Truss 
   FQ30500    Pro-30 Square F Truss 
   GQ30500    Pro-30 Square G Truss 

= On RequestOR

Pro-30
 The Showtec PRO-30 truss is made of 50mm alu-pipe with a thickness of 2mm and 16mm 
braces. This is the most used construction system for discotheques, stages, theatres and 
suitable for many more applications. The PRO-30 is available in following models: 2 point step 
system (S), 3 point triangle system (T) and 4 points square system (Q). The system elements 
are joined with help of conical connection coupling. Showtec offers 3 different coupling systems 
with different compatibility shown in the below overview. All Showtec Pro-30 truss systems are 
TÜV certi� cated. To recognize your truss system you can check the diameter at the pin insert 
part of your spigot.

• P Truss Compatible with standard Milos truss systems (Ø 29,8mm)
• F Truss Compatible with Prolyte truss systems (Ø 27,8mm)
• G Truss Compatible with Global & Euro truss systems (Ø 29,0mm)

Each PRO-30 truss item contains connector sets for every side, except one side. 

 Pro-30 Square 
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Circles & Ellipses
Available in standard Apex down setup, the Triangle truss circles can give shape to your ideas 
and form your project. On request, each circle is also available in Apex in or Apex out, thus 
creating the possibility of virtually any shape or size. There is no straight line in nature….

Make your truss-construction come alive by introducing circles into your design. Spice things 
up a bit with one of our truss-circles and create a new light design or stand just by adding some 
curved segments. The circles in the GQ, PQ and FQ-Series are available in 2mtr, 4mtr, 6mtr and 
8mtr version but don’t hesitate to ask for other diameters. Your own imagination is the limit and 
we can help you explore it……

Project: Eurovision Junior Songfestival -Ahoy Rotterdam (NL)
Client: AVRO
Technical coördination: Sightline Productions
Lights: Flashlight Rental-Utrecht (NL)
Lightdesign: Henk-Jan Van Beek - Light-H-Art (NL)

 FT30 Triangle Truss Circle 

Available models:

   FT30C2    Diameter 2 m 
   FT30C4    Diameter 4 m 
   FT30C6    Diameter 6 m 
   FT30C8    Diameter 8 m 

 PT30 Triangle Truss Circle 

Available models:

   PT30C2    Diameter 2 m 
   PT30C4    Diameter 4 m 

 GT30 Triangle Truss Circle 

Available models:

   GT30C2    Diameter 2 m 
   GT30C4    Diameter 4 m 

 GQ30 Square Truss Circle 

Available models:

   GQ30C2    Diameter 2 m 
   GQ30C4    Diameter 4 m 
   GQ30C6    Diameter 6 m 
   GQ30C8    Diameter 8 m 

OR

OR

OR

OR

 PQ30 Square Truss Circle 

Available models:

   PQ30C2    Diameter 2 m 
   PQ30C4    Diameter 4 m 
   PQ30C6    Diameter 6 m 
   PQ30C8    Diameter 8 m OR

 FQ30 Square Truss Circle 

Available models:

   FQ30C2    Diameter 2 m 
   FQ30C4    Diameter 4 m 
   FQ30C6    Diameter 6 m 
   FQ30C8    Diameter 8 m 

OR

= On RequestOR

OR

OR

 Pro-30 Circles 
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 Truss castor - 2 wheels  
   73053      
  Technical information:

 Wheels: 100mm (swivel wheels 1 x brake)
Dimensions: 600 x 200 x 200 (L x B x H incl. wheel)
Weight: 5,3Kg 

 Truss Transport Clip  
   73056     Black, for 30-Truss FQ/FT/GQ/GT/PQ/PT 
  Technical information:

 Tube diameter: 49 – 51mm
Dimensions: 124 x 52 x 34mm
 

 Truss castor - 3 wheels  
   73052      
  Technical information:

 Wheels: 100mm (swivel wheels 2 x brake)
Dimensions: 600 x 380 x 200 (L x B x H incl. wheel)
Weight: 7,3Kg 

= On RequestOR

 Truss protectionring 

Available models:

   73054    Grey for 48-52mm tube 
   73055    Black for 48-52mm tube 

 Trusscarrier 

Technical Information 
 Material: Rigidex HD5218EA 
 Hish Density Poly Ethylene
Color: White
Weight: 425 grammes per unit
Measurements: 600 x 40 x 55 mm

Thick: 7 mm
Outer carton: 60pcs
Suited for: Lengths of FT, GT, PT, 
 FQ, GQ, PQ truss 

Available models:

   73050    White, for 30-Truss FQ/FT/GQ/GT/PQ/PT 
   73051    Black, for 30-Truss FQ/FT/GQ/GT/PQ/PT 

 A quick and easy way to handle and store your Trio or Quatro 30-truss system without 
damaging or scratching each length. Stacking truss has always been a bit of a challenge but 
the Truss carrier can take care of this for you, literally. Now, you can store our well-know FT, GT, 
PT, FQ, PQ and GQ truss without problem and without damage. The Truss carrier is produced 
out of Rigidex HD521EA High Density Poly Ethylene and weighs 450gr per unit, it is suited to 
be handled in surroundings with a temp-range of -40 °C to +120 °C without disforming, thus 
guaranteeing a problem-free handling in any situation, indoor or outdoor. 

 Truss Accessories 
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 Single Downrigger 

Available models:

   70477    Alu (FT/FQ) 
   70478    Alu (GT/GQ) 

   70477B    Black (FT/FQ) 
   70478B    Black (GT/GQ) 

Technical information:

 Dimensions: 198 x 201 x 48mm
SWL: 100Kg
Finish: Aluminum 

 T-Downrigger 

Available models:

   70475    Alu (FT/FQ) 
   70476    Alu (GT/GQ) 

   70475B    Black (FT/FQ) 
   70476B    Black (GT/GQ) 

Technical information:

 Dimensions: 450 x 500 x 48mm
SWL: 100Kg
Finish: Aluminum 

 H-Downrigger 

Available models:

   70473    Alu (FT/FQ) 
   70474    Alu (GT/GQ) 

   70473B    Black (FT/FQ) 
   70474B    Black (GT/GQ) 

Technical information:

 Dimensions: 750 x 1000 x 48mm
SWL: 100Kg
Finish: Aluminum 

 Single Tube Cube  
   STC50     half connectors not included 

 Single Tube Hinge  
   STH50     without half connectors 

 Truss Accessories 
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= On RequestOR

 Multicube Receiver 

Available models:

   FQ30MCFC    FQ30 Female 
   GQ30MCFC    GQ30 Female 
   PQ30MCFC    PQ30 Female 

 Multicube Receiver 

Available models:

   FQ30MCFC    FQ30 Female 
   GQ30MCFC    GQ30 Female 
   PQ30MCFC    PQ30 Female 

 Multicube Connector Male with washer 

Available models:

   FQ30MCMC    FQ30 & M12x25 bolt 
   GQ30MCMC    GQ30 & M12x25 bolt 
   PQ30MCMC    PQ30 & M12x25 bolt 

 Mountingadapter for Multicube Female 

Available models:

   MCCONF    Female receivers OR

 Mountingadapter for Multicube Female 

Available models:

   MCCONF    Female receivers OR

 Half Connector Male 

Available models:

   CON63    PQ 
   CON63F    FQ 
   CON63U    GQ 

 Mountingadapter for Multicube  

Available models:

   MCCONMF    Half conicals F-truss 
   MCCONMG    Half conicals G-truss 
   MCCONMP    Half conicals P-truss 

OR

OR

OR

 Multi Cube Eco 

  

Available models:

   MC30GF    Alu (GQ/FQ) 
   MC30GFB    Black (GQ/FQ) 

   MC30P    Alu (PQ) 
   MC30PB    Black (PQ) 

 Multicube Pro-30 Truss  
Available models:

   MC30    Receivers or half connectors not included 

 The Multi Cube Corner is a � exible and strong corner. Due to its design it is stronger than 
standard corners and therefor it can take the full load in span where the load for a normal 
corner is only 50%. Thanks to this advantage it is a cost effective investment and the modular 
construction makes its applications numerous. It can only be used for square truss systems.  
Female receivers and half conical connectors are not included but separate available for P, F 
and G Truss. 

 Bookcorner Pro-30 Truss  
Available models:

   BC30    Receivers or half connectors not included 

 Bookcorners provide system users with increased � exibility enabling in� nite angular adjustment 
between 1° -180°. The corners are designed to either female receivers or male half connectors 
bolted through the aluminium hinge frame. The bookcorner can be used for step, triangle and 
square systems, female receivers and half conical connectors are not included but separate 
available for P, F and G Truss.

Note: Bookcorners are not structural components and must be supported on both sides of the 
frame to ensure safe operation. 

 Truss Accessories 
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 Decotruss Conical Spigot 

Available models:

   DA22CS     

 Conical spigot 

Available models:

   PACSM    Pro-30 P Truss 
   FACSM    Pro-30 F Truss 
   GACSM    Pro-30 G Truss 

 20 mm spacer 

Available models:

   PASP20    Pro-30 P Truss 
   FASP20    Pro-30 F Truss 
   GASP20    Pro-30 G Truss 

 Endcap for conical receiver 

Available models:

   PAFEC    Pro-30 P Truss 
   FAFEC    Pro-30 F Truss 
   GAFEC    Pro-30 G Truss 

 Conical Pin 

Available models:

   PIN30    Pro-30 P/F/G Truss 

 Conical Pin with M8 Thread 

Available models:

   PIN30M8    Pro-30 P/F/G Truss 

 Safety Spring 

Available models:

   30SPRING    Pro-30 P/F/G Truss 

 30 mm spacer 

Available models:

   PASP30    Pro-30 P Truss 
   FASP30    Pro-30 F Truss 
   GASP30    Pro-30 G Truss 

 40 mm spacer 

Available models:

   PASP40    Pro-30 P Truss 
   FASP40    Pro-30 F Truss 
   GASP40    Pro-30 G Truss 

 50 mm spacer 

Available models:

   PASP50    Pro-30 P Truss 
   FASP50    Pro-30 F Truss 
   GASP50    Pro-30 G Truss 

 Half Conical Spigot, M12 Thread 

Available models:

   PACS12    Pro-30 P Truss 
   FACS12    Pro-30 F Truss 
   GACS12    Pro-30 G Truss 

 10 mm spacer 

Available models:

   PASP10    Pro-30 P Truss 
   FASP10    Pro-30 F Truss 
   GASP10    Pro-30 G Truss 

 Conical Adapter Spigot 

Available models:

   PACSGF    for G<>F Truss 
   PACSGP    for G<>P Truss 
   PACSPF    for P<>F Truss 

 Conical Pin 

Available models:

   PIN22    Deco-22 Truss 

 Conical Pin with M6 Thread 

Available models:

   PIN22M6    Deco-22 Truss 

 Safety Spring 

Available models:

   22SPRING    Deco-22 Truss 

Accessories Deco-22 Truss

Accessories Pro-30 Truss

= On RequestOR
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 Triangle base plate female 

Available models:

   DT22BP    Deco-22 Truss 

 Step base plate female 

Available models:

   PS30BP    Pro-30 P Truss 
   FS30BP    Pro-30 F Truss 
   GS30BP    Pro-30 G Truss 

 Square base plate female 

Available models:

   PQ30BP    Pro-30 P Truss 
   FQ30BP    Pro-30 F Truss 
   GQ30BP    Pro-30 G Truss 

 Step base plate male 

Available models:

   PS30BP2    Pro-30 P Truss 
   FS30BP2    Pro-30 F Truss 
   GS30BP2    Pro-30 G Truss 

 Square base plate male 

Available models:

   PQ30BP2    Pro-30 P Truss 
   FQ30BP2    Pro-30 F Truss 
   GQ30BP2    Pro-30 G Truss 

 Universal baseplate 600 x 600 

Available models:

   BP600     

 Universal baseplate 800 x 800 

Available models:

   BP800     

 Triangle base plate female 

Available models:

   PT30BP    Pro-30 P Truss 
   FT30BP    Pro-30 F Truss 
   GT30BP    Pro-30 G Truss 

 Triangle base plate male 

Available models:

   PT30BP2    Pro-30 P Truss 
   FT30BP2    Pro-30 F Truss 
   GT30BP2    Pro-30 G Truss 

 Triangle base plate male 

Available models:

   DT22BP2    Deco-22 Truss 

 Square base plate male 

Available models:

   DQ22BP    Deco-22 Truss 

 10mm Spacer 

Available models:

   DASP10    Deco-22 truss 

 20mm Spacer 

Available models:

   DASP20    Deco-22 Truss 

 Square base plate male 

Available models:

   DQ22BP2    Deco-22 Truss 

Accessories Deco-22 Truss

Accessories Pro-30 Truss

OR

OR

OR

= On RequestOR

 Truss Accessories 
 TRUSS 

 STAGE & RIGGING 



 Maingroup 
 Subgroup 

748

 Truss Tower  
   70000     1,0 mtr 
  Technical information:

 Dimensions Base Plate: 600 x 600 x 4mm
Dimensions Top Plate: 350 x 350 x 4mm
Dimensions Pipes: 1000 x 50 x 2mm
Material Base/Top: Steel
Finish: Silver
Material Pipes: Aluminium
Material Fabric: Spandex
Weight: 22Kg

Set contains base- and top plate, white spandex 
sleeve, 4pcs truss pipes, conical adapters, pins and 
safety springs

For safety reasons it is recommended to � rmly 
mount the base plate on a stable and level surface, 
preventing the possibility of tipping the Truss Tower. 

 Truss Tower  
   70001     1,5 mtr 
  Technical information:

 Dimensions Base Plate: 600 x 600 x 4mm
Dimensions Top Plate: 350 x 350 x 4mm
Dimensions Pipes: 1500 x 50 x 2mm
Material Base/Top: Steel
Finish: Silver
Material Pipes: Aluminium
Material Fabric: Spandex
Weight: 24Kg

Set contains base- and top plate, white spandex 
sleeve, 4pcs truss pipes, conical adapters, pins and 
safety springs

For safety reasons it is recommended to � rmly 
mount the base plate on a stable and level surface, 
preventing the possibility of tipping the Truss Tower. 

 Truss Furniture 
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 Truss Tower  
   70002     2,0 mtr 
  Technical information:

 Dimensions Base Plate: 600 x 600 x 4mm
Dimensions Top Plate: 350 x 350 x 4mm
Dimensions Pipes: 2000 x 50 x 2mm
Material Base/Top: Steel
Finish: Silver
Material Pipes: Aluminium
Material Fabric: Spandex
Weight: 26Kg

Set contains base- and top plate, white spandex 
sleeve, 4pcs truss pipes, conical adapters, pins and 
safety springs

For safety reasons it is recommended to � rmly 
mount the base plate on a stable and level surface, 
preventing the possibility of tipping the Truss Tower. 

 Truss Tower spare cloth 

Available models:

   700003    1,0 mtr White 
   700013    1,5 mtr White 
   700023    2,0 mtr White 

Technical information:

 Length: 1000mm
Color: White
Material Fabric: Spandex 

 Length: 1500mm
Color: White
Material Fabric: Spandex 

 Length: 2000mm
Color: White
Material Fabric: Spandex 

 Truss Furniture 
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 Mobile DJ Truss Stand  
   70148      
 The Mobile DJ Truss Stand is a compact and 
lightweight solution to create a decorative 
stand for lighting. It’s made of 50mm tube 
290mm step truss parts which makes this 
stand heavy duty. The stand contains 8 
parts and is quick and easy to build. With 
the optional � ightcase (D7598) it is the ideal 
solution for mobile dj’s and musicians. 

Technical information:

 

Special features:
 • Heavy duty stand
• Quick and easy to build
• Compact and lightweight
• Compatible with GS system 

Technical information:

 Set contains: 2 x Base-truss
 2 x Corner piece
 4 x Length
Height: 2650mm (outer)
Width: 3680mm (outer)
Weight: 36Kg (all pcs)
Point load: 250Kg
Distributed load: 80Kg
Connection: GS compatible
(Flightcase not included) 

optional � ightcase

 Truss Furniture 
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 DAP/Showtec t-shirt 

Cap

 Showtec Sweater DAP  Sweater 

Frontside shown! Backside shown! Backside shown!

Available models:

   99020    Size M 
   99021    Size L 
   99022    Size XL 
   99023    Size XXL 

Available models:

   99101    DAP Cap 
   99100    Sowtec Cap 

Available models:

   99040    Size M 
   99041    Size L 
   99042    Size XL 
   99043    Size XXL 

Safety Jacket
Available models:

   99050    “SECURITY” 
   99051    “CREW” 

Available models:

   99045    Size M 
   99046    Size L 
   99047    Size XL 
   99048    Size XXL 

Backside shown! Backside shown!

Backside shown!

 Showtec T-Shirt LightJockey 
Available models:

   99005    Size M 
   99006    Size L 
   99007    Size XL 
   99008    Size XXL 

 Showtec T-Shirt Partycrew 
Available models:

   99000    Size M 
   99001    Size L 
   99002    Size XL 
   99003    Size XXL 

Backside shown! Backside shown!

Available models:

   99010    Size M 
   99011    Size L 
   99012    Size XL 
   99013    Size XXL 

Available models:

   99015    Size M 
   99016    Size L 
   99017    Size XL 
   99018    Size XXL 

 DAP T-Shirt Stagecrew  DAP T-Shirt Roady 

Backside shown! Backside shown!

Fan Gear
MERCHANDISE

MERCHANDISE
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IP Ratings (Ingress Protection)

IP54 =  IP Letter Code ----- IP
 1st Digit -------------- 5   
 2nd Digit --------------- 4

1st
Digit

Protection from 
solid objects

2nd
Digit

Protection from 
moisture

0 Non protected 0 Non protected

1

Protected against
solid objects 
greater than

50mm

1 Protected against
dripping water

2

Protected against
solid objects
greater than

12mm

2
Protected against

dripping water when 
tilted up to 15°

3

Protected against
solid objects
greater than

2.5mm

3 Protected against
spraying water

4

Protected against
solid objects
greater than

1.0mm

4 Protected against
splashing water

5 Dust protected 5 Protected against
water jets

6 Dust tight 6 Protected against
heavy seas

Note: EN 60529 does not specify sealing ef-
fectiveness against the following: mechanical 
damage of the equipment; the risk of explo-
sions; certain types of moisture conditions, 
e.g. those that are produced by condensation; 
corrosive vapours; fungus; vermin

7
Protected against

the effects of 
immersion

8 Protected against 
submersion

Icon Index

Weight in Kg.

Dimensions in 
mm

Number of 
channels

Rotation p. min.

Musicontrolled

19 “ Rack-
mountable

Speaker-
dimensions

Lamp 
(not) included

Filterframe 
(not) included

Ohm

Optional
Flightcase

IP-Rating

Output p. min.

Barndoor 
(not) included

Wattage

Number 
of LED’s

Tank Capacity

3D Effect

Single
Voltage

Screen Size

Compressed
Resolution

Native 
Resolution

Voltage
12V

Speech

Voltage
24V

100V

Refresh rate

ANALOG
Controllable

Zones

Wi� 

Dual Voltage

DMX
Controllable

Optional
Remote

MIDI
Controllable
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